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(57) ABSTRACT 

A system and method for determining the location of a mobile 
device. A first set of signals from a plurality of radio fre 
quency (“RF) sources may be received at a mobile device 
and then downconverted into a second set of signals. The 
mobile device may then time stamp the second set of signals 
and transmit the time stamped signals to a location determin 
ing system. The location of the mobile device may be deter 
mined at the location determining system as a function of the 
time stamped signals. 

22 

25 

t MC 
data 

Process F and 
calculate a location 

200 

  

  

  

  

    



Patent Application Publication Jul. 4, 2013 Sheet 1 of 9 US 2013/0172008 A1 

FIG. 1 
PRIOR ART 

  



US 2013/0172008 A1 Jul. 4, 2013 Sheet 2 of 9 Patent Application Publication 

<OTIA, 

  



OZZ01. Z 

US 2013/0172008 A1 

OZZ 

N? HVÅÅ 

Patent Application Publication 

  





US 2013/0172008A1 

—————?sønbæJ aunqdeo e??ed – – – – 

929 

Patent Application Publication 

  



Patent Application Publication 

610 

620 

630 

640 . 

650 

Jul. 4, 2013 Sheet 6 of 9 

Receive first 
set of signals from 

plurality of RF sources 

Down Convert received 
signals into second 

set of signals 

Time stamp second 
set of signals. 

Transmit time 
stamped signals to 

location determining system 

Deterrine location 
of robile device at the 

location determining system 

FIG. 6 

US 2013/0172008 A1 

600 
  

  

  



Patent Application Publication Jul. 4, 2013 Sheet 7 of 9 

710 

72O 

730 

740 

750 

Transmit information 
to mobile device 

from location determining system 

Receive plural 
signals from 

plural RF sources at mobile device 

Time stamp 
plural signals at mobile device 

Transmit time 
stamped signals 

to location determining system 

Determine 
location of mobile 

device by location determining system 

FIG. 7 

US 2013/0172008 A1 

700 
  



Patent Application Publication Jul. 4, 2013 Sheet 8 of 9 US 2013/0172008 A1 

800 

Transmit location 
request to 

location determining system 

810 

820 

Transmit information 
to mobile device 

from location determining system 

830 Receive plural 
signals from 

plural RF sources at mobile device 

840 Time stamp 
plural signals at mobile device 

Transmit time 
850 stamped signals 

to location determining system 

Determine 
location of mobile 

device by location determining system 
860 

FIG. 8 

  

    

  

  

  



US 2013/0172008 A1 Jul. 4, 2013 Sheet 9 of 9 Patent Application Publication 

  



US 2013/0172008 A1 

SYSTEMAND METHOD FOR DETERMINING 
THE LOCATION OF AMOBILE DEVICE 

RELATED APPLICATIONS 

0001. The present application is a continuation applica 
tion and claims the priority benefit of U.S. application Ser. 
No. 12/272,046 filed Nov. 17, 2008 entitled “System and 
Method for Determining the Location of a Mobile Device.” 
now U.S. Pat. No. 8,125.377, the entirety of which is hereby 
incorporated herein by reference. 

BACKGROUND 

0002 Radio communication systems generally provide 
two-way Voice and data communication between remote 
locations. Examples of Such systems are cellular and personal 
communication system (“PCS) radio systems, trunked radio 
systems, dispatch radio networks, and global mobile personal 
communication systems (“GMPCS) such as satellite-based 
systems. Communication in these systems is conducted 
according to a pre-defined standard. Mobile devices or sta 
tions, also known as handsets, portables or radiotelephones, 
conform to the system standard to communicate with one or 
more fixed base stations. It is important to determine the 
location of Such a device capable of radio communication 
especially in an emergency situation. In addition, in 2001 the 
United States Federal Communications Commission 
(FCC) required that cellular handsets must be geographi 
cally locatable. This capability is desirable for emergency 
systems such as Enhanced 911 (“E-911). The FCC requires 
stringent accuracy and availability performance objectives 
and demands that cellular handsets be locatable within 100 
meters 67% of the time for network based solutions and 
within 50 meters 67% of the time for handset based solutions. 
0003 Current generations of radio communication gener 
ally possess limited mobile device location determination 
capability. In one technique, the position of the mobile device 
is determined by monitoring mobile device transmissions at 
several base stations. From time of arrival or comparable 
measurements, the mobile device's position may be calcu 
lated. However, the precision of this technique may be limited 
and, at times, may be insufficient to meet FCC requirements. 
In another technique, a mobile device may be equipped with 
a receiver suitable for use with a Global Navigation Satellite 
System (“GNSS) such as the Global Positioning System 
(“GPS). GPS is a radio positioning system providing sub 
scribers with highly accurate position, Velocity, and time 
(“PVT) information. 
0004 FIG. 1 is a schematic representation of a constella 
tion 100 of GPS satellites 101. With reference to FIG.1, GPS 
may include a constellation of GPS satellites 101 in non 
geosynchronous orbits around the earth. The GPS satellites 
101 travel in six orbital planes 102 with four of the GPS 
satellites 101 in each plane. Ofcourse, a multitude of on-orbit 
spare satellites may also exist. Each orbital plane has an 
inclination of 55 degrees relative to the equator. In addition, 
each orbital plane has an altitude of approximately 20,200km 
(10.900 miles). The time required to travel the entire orbit is 
just under 12 hours. Thus, at any given location on the Surface 
of the earth with clear view of the sky, at least five GPS 
satellites are generally visible at any given time. 
0005. With GPS, signals from the satellites arrive at a GPS 
receiver and are conventionally utilized to determine the posi 
tion of the receiver. GPS position determination is made 
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based on the time of arrival (“TOA) of various satellite 
signals. Each of the orbiting GPS satellites 101 broadcasts 
spread spectrum microwave signals encoded with satellite 
ephemeris information and other information that allows a 
position to be calculated by the receiver. Presently, two types 
of GPS measurements corresponding to each correlator chan 
nel with a locked GPS satellite signal are available for GPS 
receivers. The two carrier signals, L1 and L2, possess fre 
quencies of 1.5754 GHz and 1.2276 GHz, or wavelengths of 
0.1903 m and 0.2442 m, respectively. The L1 frequency car 
ries the navigation data as well as the standard positioning 
code, while the L2 frequency carries the P code and is used for 
precision positioning code for military applications. The sig 
nals are modulated using bi-phase shift keying techniques. 
The signals are broadcast at precisely known times and at 
precisely known intervals and each signal is encoded with its 
precise transmission time. There is also an L2C signal being 
transmitted by several satellites. The L2C signal is a second 
civilian frequency transmitted by GPS satellites. L1 transmits 
the Coarse Acquisition (“C/A) code. L2C transmits L2CM 
(civil-moderate) and L2CL (civil long) codes. These codes 
allow a device to differentiate between satellites that are all 
transmitting on the same frequency. The C/A code is 1 milli 
seconds long, the L2CM is 20 milliseconds long and the 
L2CL is 1.5 seconds long. The L2C codes provide a more 
robust cross-correlation performance so that reception of 
weak GPS signals is less affected by simultaneously received 
strong GPS signals. The civil navigation message (“CNAV) 
is the broadcast model that can be transmitted on the L2C and 
provides a more accurate and frequent message than the 
legacy navigation message. 

0006 Conventional GPS receivers measure and analyze 
signals from the satellites, and estimate the corresponding 
coordinates of the receiver position, as well as the instanta 
neous receiver clock bias. Conventional GPS receivers may 
also measure the velocity of the receiver. The quality of these 
estimates depends upon the number and the geometry of 
satellites in view, measurement error and residual biases. 
Residual biases generally include Satellite ephemeris bias, 
satellite and receiver clock errors, and ionospheric and tropo 
spheric delays. If receiver clocks were perfectly synchronized 
with the satellite clocks, only three range measurements 
would be needed to allow a user to compute a three-dimen 
sional position. This process is known as multilateration. 
However, given the engineering difficulties and the expense 
of providing a receiver clock whose time is exactly synchro 
nized, conventional systems generally account for the amount 
by which the receiver clock time differs from the satellite 
clock time when computing a receiver's position. This clock 
bias is determined by computing a measurement from a 
fourth satellite using a processor in the receiver that correlates 
the ranges measured from each satellite. This process requires 
four or more satellites from which four or more measure 
ments can be obtained to estimate four unknowns x, y, Z., b. 
The unknowns are latitude, longitude, altitude and receiver 
clock offset. The amount b, by which the processor has added 
or subtracted time, is the instantaneous bias between the 
receiver clock and the satellite clock. It is possible to calculate 
a location with only three satellites when additional informa 
tion is available. For example, if the altitude of the handset or 
mobile device is well known, then an arbitrary satellite mea 
surement may be included that is centered at the center of the 
earth and possesses a range defined as the distance from the 
center of the earth to the known altitude of the handset or 
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mobile device. The altitude of the handset may be known 
from another sensor or from information from the cell loca 
tion in the case where the handset is in a cellular network. 

0007 Satellite coordinates and velocities have been con 
ventionally computed inside the GPS receiver, and the GPS 
receiver obtains satellite ephemeris and clock correction data 
by demodulating the satellite broadcast message stream. The 
satellite transmission contains more than 400 bits of data 
transmitted at 50 bits per second. The constants contained in 
the ephemeris data coincide with Kepler orbit constants 
requiring many mathematical operations to turn the data into 
position and Velocity data for each satellite. In one implemen 
tation, this conversion requires 90 multiplies, 58 adds and 21 
transcendental function cells (sin, cos, tan) to translate the 
ephemeris into a satellite position and Velocity vector at a 
single point, for one satellite. Most of the computations also 
require double precision, floating point processing. 
0008 Thus, the computational load for performing the 
position calculation is significant. Conventional mobile 
devices generally must therefore include a high-level proces 
Sor capable of the necessary calculations, and Such processors 
are relatively expensive and consume large amounts of power. 
Portable devices for consumer use, e.g., a cellular phone or 
other comparable device, are preferably inexpensive and 
operate at very low power. These design goals are inconsis 
tent with the high computational load required for GPS pro 
cessing. 
0009. Further, the slow data rate from the GPS satellites is 
a limitation. GPS acquisition at a GPS receiver may take 
many seconds or several minutes, during which time the 
receiver circuit and processor of the mobile device must be 
continuously energized. Preferably, to maintain battery life in 
portable receivers and transceivers such as mobile cellular 
handsets, circuits are de-energized as much as possible. The 
long GPS acquisition time can rapidly deplete the battery of a 
mobile device. In any situation and particularly in emergency 
situations, the long GPS acquisition time is inconvenient. 
0010 Assisted-GPS (A-GPS) has gained significant 
popularity recently in light of stringent time to first fix 
(“TTFF), i.e., first position determination and sensitivity, 
requirements of the FCC E-911 regulations. In A-GPS, a 
communications network and associated infrastructure may 
be utilized to assist the mobile GPS receiver, either as a 
standalone device or integrated with a mobile station or 
device. The general concept of A-GPS is to establish a GPS 
reference network (and/or a wide-area D-GPS network or a 
wide area reference network (“WARN)) including receivers 
with clear views of the sky that may operate continuously. 
This reference network may also be connected with the cel 
lular infrastructure, may continuously monitor the real-time 
constellation status, and may provide data for each satellite at 
a particular epoch time. For example, the reference network 
may provide ephemeris information, UTC model informa 
tion, ionosphere model information, and other broadcast 
information to the cellular infrastructure. As one skilled in the 
art would recognize, the GPS reference receiver and its server 
(or position determining entity) may be located at any Sur 
veyed location with an open view of the sky. Typical A-GPS 
information may include data for determining a GPS receiv 
er's approximate position, time synchronization mark, satel 
lite ephemerides, various model information and satellite 
dopplers. Different A-GPS services may omit some of these 
parameters; however, another component of the Supplied 
information is the identification of the satellites for which a 
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device or GPS receiver should search. From such assistance 
data, a mobile device will attempt to search for and acquire 
satellite signals for the satellites included in the assistance 
data. If, however, satellites are included in the assistance data 
that are not measurable by the mobile device (e.g., the satellite 
is no longer visible, etc.), then the mobile device will waste 
time and considerable power attempting to acquire measure 
ments for the satellite. 

BRIEF SUMMARY 

0011. Therefore, embodiments of the present subject mat 
ter may be employed to provide simpler hardware in mobile 
devices as the circuitry and respective components thereofare 
needed only for RF capture, downconverting, time stamping 
and transmission thereof to a respective location determining 
system. As a result of the simpler architecture, device hard 
ware need not be restricted to GPS or other satellite system 
frequencies; rather, a server at a respective location determin 
ing system may specify the frequency range for RF capture, 
the amount of time to capture, the sampling rate and the 
sampling resolution. 
0012. Accordingly, there is a need for a method and appa 
ratus for geographic location determination of a device that 
would overcome the deficiencies of the prior art. Therefore, 
an embodiment of the present Subject matter provides a 
method for determining the location of a mobile device. The 
method comprises the steps of receiving at a mobile device a 
first set of signals from a plurality of radio frequency (“RF) 
sources, downconverting at the mobile device the first set of 
signals into a second set of signals, and time stamping at the 
mobile device the second set of signals. The time stamped 
signals may be transmitted from the mobile device to a loca 
tion determining system, and the location of the mobile 
device determined at the location determining system as a 
function of the time stamped signals. 
0013. In a further embodiment of the present subject mat 

ter, a system is provided for determining the location of a 
mobile device from signals received from a plurality of RF 
Sources. The system may comprise a mobile device having a 
receiver for receiving signals from the plural RF Sources, 
circuitry for downconverting the received signals, circuitry 
for time stamping the downconverted signals, and a transmit 
terfor transmitting the time stamped signals. The system may 
further include a location determining system having a 
receiver for receiving signals transmitted from the mobile 
device, and circuitry for determining the location of the 
mobile device as a function of the received signals from the 
device. 
0014. In an additional embodiment of the present subject 
matter, a method is provided for determining the location of a 
mobile device. The method may comprise the steps of trans 
mitting at least one of a location request, a first frequency 
range, a first sampling duration, a first sampling rate, a first 
sampling resolution, and a time synchronization from a loca 
tion determining system to a mobile device, and receiving at 
the mobile device a plurality of signals from a plurality of RF 
Sources. The plural signals may be time stamped at the mobile 
device and transmitted therefrom to the location determining 
system. The location of the mobile device may then be deter 
mined at the location determining system as a function of the 
time stamped signals. 
0015. In another embodiment of the present subject mat 

ter, a method is provided for determining the location of a 
mobile device. The method may comprise the steps of trans 
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mitting a location request from a mobile device to a location 
determining system and transmitting at least one of a first 
frequency range, a first sampling duration, a first sampling 
rate, a first sampling resolution, and a time synchronization 
from the location determining system to the mobile device in 
response to the location request. A plurality of signals from a 
plurality of RF sources may be received and time stamped at 
a mobile device. The time stamped signals may be transmitted 
from the mobile device to the location determining system, 
and then the location of the mobile device determined at the 
location determining system as a function of the time stamped 
signals. 
0016. These embodiments and many other objects and 
advantages thereof will be readily apparent to one skilled in 
the art to which the invention pertains from a perusal of the 
claims, the appended drawings, and the following detailed 
description of the embodiments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0017 FIG. 1 is a schematic representation of a constella 
tion of GPS satellites. 
0.018 FIG. 2 is an illustration of one embodiment of the 
present Subject matter. 
0019 FIG. 3 is an illustration of another embodiment of 
the present Subject matter. 
0020 FIG. 4 is a depiction of a method according to an 
embodiment of the present subject matter. 
0021 FIG. 5 is a depiction of another method according to 
an embodiment of the present subject matter. 
0022 FIG. 6 is an algorithm according to one embodiment 
of the present subject matter. 
0023 FIG. 7 is an algorithm according to another embodi 
ment of the present Subject matter. 
0024 FIG. 8 is an algorithm according to an embodiment 
of the present subject matter. 
0025 FIG. 9 is a schematic representation for implement 
ing one embodiment of the present Subject matter. 

DETAILED DESCRIPTION 

0026. With reference to the figures where like elements 
have been given like numerical designations to facilitate an 
understanding of the present Subject matter, the various 
embodiments of a system and method for location determi 
nation of a mobile device are herein described. 
0027. The disclosure relates to methods and apparatuses 
for determining geolocation of a mobile appliance using sat 
ellite signals. The satellites may be considered as part of a 
Global Navigation Satellite System (“GNSS), such as, but 
not limited to, the U.S. Global Positioning System (“GPS). 
While the following description references the GPS system, 
this in no way should be interpreted as limiting the scope of 
the claims appended herewith. As is known to those of skill in 
the art, other GNSS systems operate, for the purposes of this 
disclosure, similarly to the GPS system, such as, but not 
limited to, the European Satellite project, Galileo: the Rus 
sian satellite navigation system, GLONASS; the Japanese 
Quasi-Zenith Satellite System (“OZSS), and the Chinese 
satellite navigation and positioning system called Beidou (or 
Compass). Therefore, references in the disclosure to GPS 
and/or GNSS, where applicable, as known to those of skill in 
the art, apply to the above-listed GNSS systems as well as 
other GNSS systems not listed above. Further, embodiments 
of the present Subject matter may also receive radio frequency 
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(“RF) signals from a cellular network, a Satellite Based 
Augmentation Systems (“SBAS), a Wide Area Augmenta 
tion System (“WAAS), the European Geostationary Navi 
gation Overlay Service (“EGNOS), a digital television net 
work, and other terrestrial or airborne RF sources. 
0028 Generally wireless A-GPS devices or handsets have 
a low time to first fix (“TTFF) as the devices are supplied 
with assistance data from an exemplary communications net 
work to assist in locking onto or acquiring satellites quickly. 
Exemplary network elements that Supply the assistance data 
may be a location determining system such as a Mobile Loca 
tion Center (“MLC), location information server or system 
(“LIS), or other comparable network element. The location 
determining system may generally be a node in a wireless 
network that performs the location of a mobile device. 
0029. In one embodiment of the present subject matter, a 
mobile device may receive signals from any RF source, 
downconvert these RF signals to an intermediate frequency 
(“IF) signal, time stamp the downconverted signal and pro 
vide the time stamped signal to a location determining sys 
tem. The location determining system may then process the 
received data and calculate a location for the mobile device. 
This process may result in a simplification of hardware in the 
mobile device, may reduce battery consumption, and may 
allow a mobile device to capture any number of RF signals 
from various RF sources. Therefore, mobile devices may 
become an extensible device utilized by a network to capture 
signals from several RF Sources as new signals become avail 
able for positioning or other purposes. In such embodiments, 
a server at an MLC or LIS may be updated to utilize these new 
signals. 
0030 FIG. 2 is an illustration of one embodiment of the 
present subject matter. With reference to FIG. 2, a mobile 
device or client 210 may be in a wire-line or a wireless 
network 200 and may initiate a location calculation. Of 
course, the location calculation may be initiated by a location 
determining system such as an MLC 220. The MLC 220 may 
also specify a predetermined frequency range of RF data to 
collect, a predetermined sampling duration to receive a set of 
RF signals, a predetermined sampling rate for each sample, a 
predetermined sampling resolution (e.g., number of bits per 
sample), a time synchronization, and combinations thereof. 
For example, the MLC 220 may specify that the client 210 
collect RF data in the L1 frequency range for GPS signals for 
50 milliseconds at a sampling rate of 5.714 MHZ, a sampling 
resolution of 2 bits per sample, and the MLC 220 may also 
provide current GPS time to the client 210. The client 210 
may then receive and/or record RF signals in the specified 
GPS frequency range at the specified sampling rate and reso 
lution for the 50 milliseconds and time stamp the respective 
data 215. In one embodiment, the client 210 may target a 
specific frequency range utilizing conventional filtering tech 
niques. The time stamped data 215 may then be provided 
through the network 200 to the MLC 220. In one embodi 
ment, the MLC 220 may perform GPS satellite acquisition 
and position calculation functions to determine an estimated 
location of the client 210. 

0031 FIG. 3 is an illustration of another embodiment of 
the present subject matter. With reference to FIG.3, an MLC 
220 may be provided with or utilize GPS reference informa 
tion 355 from a wide area reference network (“WARN) 350 
or other comparable reference network to determine an esti 
mated location of the client 210. Exemplary GPS reference 
information may be, but is not limited to, ephemeris informa 
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tion, ionosphere model information, UTC model informa 
tion, and other information commonly provided by a refer 
ence network. 

0032. In another embodiment of the present subject mat 
ter, the MLC 220 may request the client 210 to measure RF 
signals in a frequency range compatible with another GNSS 
or even in a frequency range compatible with a terrestrial 
transmitter. In this embodiment, the MLC 220, upon receiv 
ing downconverted data 215 from the client 210, may acquire 
appropriate signals in a manner compatible with the signals 
that were requested and perform a position calculation that is 
specific to that signal type. The MLC 220 may also request 
from the client RF signals more than once and may request the 
RF signals for different lengths of time and for different 
frequency ranges, sampling rates, and Sampling resolutions. 
For example, for a location estimate of a client based upon 
GPS signals, an exemplary MLC 220 may request one milli 
second of data to be captured in an appropriate GPS fre 
quency range. In the event the MLC 220 cannot acquire 
sufficient satellites within the specified sample duration, then 
the client 210 may be in area having significant attenuation, 
etc. In this instance, the MLC 220 may request that the client 
210 collect 50 milliseconds of data and/or may specify a 
different frequency range so that the client 210 utilizes a 
different GNSS or utilizes terrestrial transmitters. 

0033 FIG. 4 is a depiction of a method according to an 
embodiment of the present subject matter. With reference to 
FIG.4, an embodiment of the present subject matter is illus 
trated having a server-initiated location transaction. In this 
embodiment, an MLC 410 may send a data capture request 
412 to a client 420, the request including a frequency range to 
capture, a sampling duration, a sampling rate, a sampling 
resolution, and a synchronization value. In one embodiment, 
an exemplary request 412 may request that a client 420 cap 
ture RF signals as IF and/or may include the amount of time 
in milliseconds to capture the RF signals, the frequency range 
to capture, the sampling rate at which to capture, the sampling 
resolution, and time synchronization. The client 420 may 
receive RF signals as a function of the frequency range, 
duration, sampling rate and sampling resolution and send a 
data packet 422 back to the MLC 410. In one embodiment, an 
exemplary packet 422 may include the time at which the RF 
capture was commenced and the time at which the received 
RF signals were digitized as IF. In another embodiment, the 
MLC 410 may send additional data capture requests 414 to 
the client 420 if, by way of a non-limiting example, the 
original sample duration was insufficient to receive enough 
measurements or if the MLC 410 requires measurements 
from other RF sources. The client 420 may receive any RF 
signals as a function of information in the additional data 
capture requests 414 and send additional data packets 424 
back to the MLC 410. While not illustrated, the MLC 410 
may send a position response to the client 420 including the 
estimated location of the client 420. The position response 
may also be provided in response to a position request from 
the client 420. 

0034 FIG. 5 is a depiction of another method according to 
an embodiment of the present subject matter. With reference 
to FIG. 5, an embodiment of the present subject matter is 
illustrated having a client-initiated location transaction. In 
this embodiment, an MLC 510 may receive a position request 
526 from a client 520. In response to the position request 522, 
the MLC 510 may send a data capture request 512 to the 
client, and the request may include, without limitation, a 
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frequency range to capture, a sampling duration, a sampling 
rate, a sampling resolution, and a time synchronization value. 
The client 520 may receive RF signals as a function of the 
information in the data capture request 512 and send a data 
packet 522 back to the MLC 510. In another embodiment, the 
MLC 510 may send additional data capture requests 514 to 
the client 520 if by way of a non-limiting example, the 
original sample duration was insufficient to receive enough 
measurements or if the MLC 510 requires measurements 
from other RF sources. The client 520 may receive RF signals 
as a function of information in the additional data capture 
requests 514 and send additional data packets 524 back to the 
MLC 510. The MLC 510 may then send a position response 
516 to the client 520 that includes an estimated location of the 
client 520. 

0035 FIG. 6 is an algorithm according to one embodiment 
of the present subject matter. With reference to FIG. 6, a 
method for determining the location of a mobile device 600 is 
provided. The device may be a cellular device, text messaging 
device, computer, portable computer, vehicle locating device, 
vehicle security device, communication device, or wireless 
transceiver. At step 610, a mobile device may receive a first set 
of signals from a plurality of RF sources and at step 620, these 
received signals may be downconverted at the mobile device 
into a second set of signals. RF Sources may be a cellular 
network, a GNSS, a GPS, the Galileo system, GLONASS 
system, Quasi-Zenith Satellite System (“OZSS), Compass 
system, Bediou system, Satellite Based Augmentation Sys 
tems (“SBAS), Wide Area Augmentation Systems 
(“WAAS), the European Geostationary Navigation Overlay 
Service (“EGNOS), a digital television network, and com 
binations thereof. 

0036. The mobile device may then time stamp the second 
set of signals at step 630 and then, at step 640, transmit the 
time stamped signals to a location determining system. An 
exemplary location determining system may be, but is not 
limited to, an MLC or an LIS. At the location determining 
system, the location of the mobile device may be determined 
as a function of the time stamped signals at step 650. In 
another embodiment, the method may include transmitting 
from the location determining system to the mobile device at 
least one of a location request, a predetermined frequency 
range, a predetermined sampling duration, a predetermined 
sampling rate, and a predetermined sampling resolution to 
receive the first set of signals. In one embodiment of the 
present subject matter, the location of the device is deter 
mined also as a function of information from a reference 
network such as a WARN. Exemplary information may be, 
but is not limited to, ephemeris information, ionosphere 
model information, UTC model information, and combina 
tions thereof. 

0037 FIG. 7 is an algorithm according to another embodi 
ment of the present subject matter. With reference to FIG. 7, 
a method for determining the location of a mobile device 700 
is provided. At step 710, at least one of a location request, a 
first frequency range, a first sampling duration, a first sam 
pling rate, a first sampling resolution, and a time synchroni 
Zation may be transmitted from a location determining sys 
tem to a mobile device. The mobile device may then receive 
a plurality of signals from a plurality of RF sources at step 720 
and time stamp the plural signals at step 730. The mobile 
device, at step 740, may then transmit the time stamped 
signals to the location determining system. The location of 
the mobile device may be determined at the location deter 
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mining system as a function of the time stamped signals at 
step 750. In one embodiment, the method may further com 
prise the step of downconverting at the mobile device the 
received plural signals into a plurality of intermediate fre 
quency signals. A further embodiment may include the step of 
transmitting at least one of a second frequency range, second 
sampling duration, second sampling rate, and/or second Sam 
pling resolution from the location determining system to the 
mobile device if the sampling duration provided an insuffi 
cient number of plural signals or if plural signals from another 
RF source is required. In yet a further embodiment, steps 710 
through 740 may be iteratively repeated a predetermined 
number of times. Of course, the location of the device may be 
determined as a function of information from a reference 
network such as a WARN. 

0038 FIG. 8 is an algorithm according to an embodiment 
of the present subject matter. With reference to FIG. 8, a 
method for determining the location of a mobile device 800 is 
provided. At step 810, a location request may be transmitted 
from a mobile device to a location determining system. In 
response to the location request, the location determining 
system may transmit to the device, at step 820, one or any 
combination of a first frequency range, a first sampling dura 
tion, a first sampling rate, a first sampling resolution and a 
time synchronization. The mobile device may then receive a 
plurality of signals from a plurality of RF sources at step 830 
and time stamp the plural signals at step 840. The time 
stamped signals may be transmitted from the mobile device to 
the location determining system at step 850, and the location 
of the mobile device determined by the location determining 
system as a function of the time stamped signals at Step 860. 
In one embodiment, the method may further comprise the 
step of downconverting at the mobile device the received 
plural signals into a plurality of intermediate frequency sig 
nals. A further embodiment may include the step of transmit 
ting at least one of a second frequency range, second Sam 
pling duration, second sampling rate, and/or second sampling 
resolution from the location determining system to the mobile 
device if the sampling duration provided an insufficient num 
ber of plural signals or if plural signals from another RF 
Source is required. Of course, the location of the device may 
be determined as a function of information from a reference 
network such as a WARN. 

0039 FIG. 9 is a schematic representation for implement 
ing one embodiment of the present subject matter. With ref 
erence to FIG. 9, a satellite system 910 may communicate 
with a terrestrial system 920. An exemplary satellite system 
910 may be a GNSS such as, but not limited to, a GPS, Galileo 
system, GLONASS system, QZSS. Compass system, Bediou 
system, etc. The ground system 920 may include a cellular 
network having a location center 921 and may receive infor 
mation from or include a SBAS, WAAS, EGNOS, digital 
television network, and combinations thereof. The location 
center 92.1 may be an MLC, LIS or other network component 
Such as a central office configured to communicate with a 
telecommunications network 922 and/or at least one base 
station 923. The location center 92.1 may include a receiver 
for receiving signals transmitted from a mobile device 924, 
and circuitry for determining the location of the mobile 
device 924 as a function of received signals from the device 
924. The location center 92.1 may also include a database 
having information from a reference network Such as a 
WARN. In a further embodiment, the location center 92.1 may 
include a transmitter for transmitting to the mobile device 924 
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at least one of a location request, a predetermined frequency 
range, a predetermined sampling duration, a predetermined 
sampling rate, a predetermined sampling resolution to receive 
signals from plural RF sources, and a time synchronization. 
An exemplary device 924 may include a receiver for receiving 
signals from the plural RF sources, circuitry for downcon 
Verting the received signals, circuitry for time stamping the 
downconverted signals, and a transmitter for transmitting the 
time stamped signals. Exemplary devices 924 may be, but are 
not limited to, a cellular device, text messaging device, com 
puter, portable computer, vehicle locating device, vehicle 
security device, communication device, or wireless trans 
ceiver. 

0040. The location center 92.1 may or may not receive a 
preliminary estimate of the device's location or boundary 
thereof on the basis of the device's serving or neighboring cell 
site, sector, network boundary, or other area. The location 
center 92.1 may also determine a plurality of satellites as a 
function of this boundary or region and determine whether 
any one or more of these plural satellites, while operational, 
are not visible by the device 924 for some reason. The loca 
tion center 92.1 may also receive satellite information from 
GPS satellites. The satellite information may include the sat 
ellite's broadcast ephemeris information of the broadcasting 
satellite, that of all satellites, or that of selected satellites. 
Further, the location center 92.1 may manipulate any assis 
tance data to prevent the device 924 from searching and 
attempting to acquire RF signals from one or more satellites 
or RF signals from other RF sources. This information may 
then be transmitted or relayed to the device 924 and utilized 
for location determination by the center 921. The location 
center 92.1 may relay the information back to the device 924 
or use the information, either singularly or along with some 
preliminary estimation of the device's location, to assist in 
determining a geographic location of the device 924. 
0041. It is thus an aspect of embodiments of the present 
subject matter to employ simpler hardware in mobile devices 
as the circuitry and respective components thereofare needed 
only for RF capture, downconverting, time stamping and 
transmission thereof to a respective location determining sys 
tem. As a result of the simpler architecture, device hardware 
need not be restricted to GPS or other satellite system fre 
quencies; rather, a server at a respective location determining 
system may specify the frequency range for RF capture, the 
amount of time to capture, the sampling rate and the sampling 
resolution. It is also an aspect of embodiments of the present 
Subject matter that assistance data is no longer required to be 
provided to a mobile device. 
0042. It is an additional aspect for GPS based location 
methods according to an embodiment of the present Subject 
matter that there is no longer a requirement for a cell table as 
the cell table is generally required for assistance data calcu 
lation. Another aspect of embodiments of the present subject 
matter eliminate the need to update hardware and/or software 
in mobile devices as additional RF sources become available; 
in this instance, a location server may be updated instead. 
0043. It is another aspect of embodiments of the present 
Subject matter to eliminate the need for assistance data and 
transfer complex processing back to a location serverthereby 
resulting in simpler client or device hardware and more effi 
cient use of power. Additionally, as assistance data is no 
longer required, the location determining system does not 
need to know the approximate location of the client (e.g., no 
cell database is required); therefore, an exemplary position 
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calculation may becomes a two-step approach where the 
approximate location is calculated using Doppler measure 
ments and provided as a seed to a code-phase based calcula 
tion. Additionally, as data may be transmitted through the air 
from the mobile device to a location determining system, 
appropriate data compression may be provided on the respec 
tive link or channel. An exemplary algorithm may also be 
utilized to compress and/or decode the transmitted data. 
0044 As shown by the various configurations and 
embodiments illustrated in FIGS. 1-9, a method and system 
for location determination of a mobile device have been 
described. 
0045 While preferred embodiments of the present subject 
matter have been described, it is to be understood that the 
embodiments described are illustrative only and that the 
scope of the invention is to be defined solely by the appended 
claims when accorded a full range of equivalence, many 
variations and modifications naturally occurring to those of 
skill in the art from a perusal hereof. 

1. A method for determining the location of a mobile device 
comprising the steps of 

(a) receiving at a mobile device a first set of signals from a 
plurality of radio frequency (“RF) sources: 

(b) downconverting at the mobile device the first set of 
signals into a second set of signals; 

(c) time stamping at the mobile device the second set of 
signals: 

(d) transmitting the time stamped signals from the mobile 
device to a location determining system; and 

(e) determining the location of the mobile device at the 
location determining system as a function of the time 
Stamped signals, 

wherein the location determining system is a mobile loca 
tion center (“MLC) or a location information server 
(LIS). 

2. The method of claim 1 further comprising the step of 
transmitting from the location determining system to the 
mobile device at least one of a location request, a predeter 
mined frequency range, a predetermined sampling duration, a 
predetermined sampling rate and a predetermined sampling 
resolution to receive the first set of signals, a time synchroni 
Zation, a sampling interval, a sampling duration, a sampling 
rate, a sampling resolution, and combinations thereof. 

3. The method of claim 1 wherein the second set of signals 
is in an intermediate frequency range. 

4. The method of claim 1 wherein the location of the device 
is determined also as a function of information from a wide 
area reference network (“WARN). 

5. The method of claim 4 wherein the information is at least 
one of ephemeris information, ionosphere model informa 
tion, UTC model information, and combinations thereof. 

6. A method for determining the location of a mobile device 
comprising the steps of 

(a) transmitting at least one of a location request, a first 
frequency range, a first sampling duration, a first Sam 
pling rate, a first sampling resolution, and a time syn 
chronization from a location determining system to a 
mobile device; 

(b) receiving at the mobile device a plurality of signals 
from a plurality of radio frequency (“RF) sources: 

(c) downconverting at the mobile device the received plural 
signals into a plurality of intermediate frequency sig 
nals; 
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(d) time stamping the plural intermediate frequency signals 
at the mobile device; 

(e) transmitting the time stamped signals from the mobile 
device to the location determining system; and 

(f) determining the location of the mobile device at the 
location determining system as a function of the time 
Stamped signals, 

wherein the location determining system is a mobile loca 
tion center (“MLC) or a location information server 
(LIS). 

7. (canceled) 
8. The method of claim 6 further comprising the step of 

transmitting at least one of a second frequency range, second 
sampling duration, second sampling rate, and second Sam 
pling resolution from the location determining system to the 
mobile device if the sampling duration provided an insuffi 
cient number of plural signals or if plural signals from another 
RF source is required. 

9. The method of claim 6 further comprising iteratively 
repeating steps (a)-(e). 

10. The method of claim 6 wherein the location of the 
device is determined also as a function of information from a 
wide area reference network (“WARN). 

11. The method of claim 10 wherein the information is at 
least one of ephemeris information, ionosphere model infor 
mation, UTC model information, and combinations thereof. 

12. A method for determining the location of a mobile 
device comprising the steps of 

(a) transmitting a location request from a mobile device to 
a location determining system; 

(b) transmitting at least one of a first frequency range, a first 
sampling duration, a first sampling rate, a first sampling 
resolution, and a time synchronization from the location 
determining system to the mobile device in response to 
the location request; 

(c) receiving at a mobile device a plurality of signals from 
a plurality of radio frequency (RF) sources: 

(d) downconverting at the mobile device the received plural 
signals into a plurality of intermediate frequency sig 
nals; 

(e) time stamping at the mobile device the plural interme 
diate frequency signals; 

(f) transmitting the time stamped signals from the mobile 
device to the location determining system; and 

(g) determining the location of the mobile device at the 
location determining system as a function of the time 
Stamped signals, 

wherein the location determining system is a mobile loca 
tion center (“MLC) or a location information server 
(LIS). 

13. (canceled) 
14. The method of claim 12 further comprising the step of 

transmitting at least one of a second frequency range, second 
sampling duration, second sampling rate, and second Sam 
pling resolution from the location determining system to the 
mobile device if the sampling duration provided an insuffi 
cient number of plural signals or if plural signals from another 
RF source is required. 

15. The method of claim 12 wherein the location of the 
device is determined also as a function of information from a 
wide area reference network (“WARN). 

16. The method of claim 15 wherein the information is at 
least one of ephemeris information, ionosphere model infor 
mation, UTC model information, and combinations thereof. 
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17. A system for determining the location of a mobile 
device from signals received from a plurality of radio fre 
quency (RF) sources comprising: 

(a) a mobile device having: 
(i) a receiver for receiving signals from the plural RF 

Sources, 
(ii) circuitry for downconverting the received signals, 
(iii) circuitry for time stamping the downconverted sig 

nals, and 
(iv) a transmitter for transmitting the time stamped sig 

nals; and 
(b) a location determining system having: 

(i) a receiver for receiving signals transmitted from the 
mobile device, and 

(ii) circuitry for determining the location of the mobile 
device as a function of the received signals from the 
device, 
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wherein the location determining system is a mobile loca 
tion center (“MLC) or a location information server 
(LIS). 

18. The system of claim 17 wherein the location determin 
ing system further includes a database having information 
from a wide area reference network (“WARN). 

19. The system of claim 18 wherein the information is at 
least one of ephemeris information, ionosphere model infor 
mation, UTC model information, and combinations thereof. 

20. The system of claim 17 wherein the location determin 
ing system further includes a transmitter for transmitting to 
the mobile device at least one of a location request, a prede 
termined frequency range, a predetermined sampling period, 
a predetermined sampling rate, a predetermined sampling 
resolution to receive signals from the plural RF sources, and 
a time synchronization. 

k k k k k 


