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To all whon, it nuclity concert: 
Be it known that I, EDWARD B. ALEXAN 

DER, a citizen of the United States, residing at 
Chicago, in the county of Cook and State of 
Illinois, have invented certain new and useful 
Improvements in Hat-Fasteners; and I do. 
hereby declare the following to be a full, 
clear, and exact description of the invention, 
Such as Will enable others skilled in the art 
to which it appertains to make and use the 
Sale. 

My invention relates to hat-fasteners, the 
Object of the same being to provide a simple 
and cheaply-constructed device of this char 
acter which is permanently secured to the hat 
and cannot become lost and which will dis 
pense With the use of the ordinary hat-pins 
now commonly employed. 
A further object of the invention is to pro 

vide a hat-fastener which will effectively hold 
the hat against slipping and which will not 
disarrange the hair on the sides. 
The invention consists in certain details of 

construction and combinations of parts, which 
will be hereinafter more fully described and 
claimed. . . " 

In the drawings forming part of this speci 
fication, Figure 1 represents a perspective 
view of my improved fastener shown applied 
to a hat upon the head of the Wearer. Fig. 
2 is a similar view of a hat with my improve 
ment applied, showing the fastener attached 
thereto upon each side. Fig. 3 is a detailper 
spective view of the fastener itself. Fig. 4 is 
an edge view of the same, and Fig. 5.is a lon 
gitudinal section through the same. 

Like reference-numerals indicate like parts 
in the different views. 
My improved fastener 1 is made up of a 

strip 2 of elastic material in a double fold, 
with a metallic ring or eye 3 secured to one 
end thereof by means of a spring-clip 4, clamp 
ing the two folds of material of which the 
strip 2 is made at a point adjacent to that at 
which the ring or eye is attached. 
By means of the ring or eye 3 my improved 

fastener may be sewed or otherwise secured 
to the hat 5 on opposite sides thereof, as 
clearly shown in Figs, 1 and 2 of the dra W 

So ings. At a point a short distance from the 
lower end of the strip 2 is attached a hook 6, 
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which is formed of a single piece of wire bent 
at itS. middle point, as shown at 7, forming 
two parallel arms 88, which are themselves 
bent at 8 and extended rearwardly, as shown. 55 
In applying the hook 6 to the strip 2 the arms 
thereof are inserted between the two folds of 
material of which said strip 2 is made, with 
the bent portion 7 lying in the position shown. 
At a point near the bend S in the arms 8 S 6o 
a cross-bar 9 is attached, which also lies in place between the folds of which the strip 2 
is made. The said hook is held in place by 
means of metallic spring-clips 10 10, which 
are located, respectively, on opposite sides of 65 
the cross-bar 9 and the bent portion 7. The 
position of the hook may be adjusted by mov 
ing the clips 10 10 in one direction or the 
other. The strip 2 extends slightly below the 
hook 6, as shown at 11, forming a handle by 7o 
means of which the device may be applied. 
In using my improved fastener the hat is 

placed upon the head in the proper position, 
and then the handles 11 are grasped, stretch 
ing the Strip 2, and the hooks 6 6 are then 75 
inserted into the hair of the wearer on oppo 
site sides of the head. When in place, the hat 
5 is held firmly and securely and cannot be 
blown off or the position thereof on the head 
changed accidentally. Furthermore, the use 8o 
of the ordinary hat-pins, which produce ugly 
looking holes in the hat, is dispensed with. 
My improved fastener may be made of any 

suitable size and of any suitable color, ac 
cording to the size of the hat to be held and 85 
the taste of the Wearer. 
Having now described my invention, what I 

claim as new, and desire to secure by Letters 
Patent, is 

1. The combination with a hat, of a fasten- 9o 
ing device therefor consisting of a strip of 
elastic material folded back upon itself, a 
ring or eye upon one end of said strip by 
means of which the same may be permanently 
secured to said hat, a hook made of a single 95. 
piece of Wire bent at its central point, form 
ing two parallel arms which are themselves 
bent rearwardly, a cross-bar connecting the 
same at a point adjacent to the bent portion 
of said arms, the central portion of said hook Ioo 
and said cross-bar lying between the folds of 
said strip, and means for preventing the slip 
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ping of said hook on said strip, Substantially 
as and for the purpose described. 

2. The combination with a hat, of a fasten 
ing device therefor consisting of a stilip of 
elastic material folded back upon itself, a ring 
or eye upon one end of said strip by means of 
which the same may be permanently secured 
to said hat, a metallic clip for holding said 
ring in place upon said strip, a hook made of 
a single piece of wire bent at its central point, 
forming two parallel arms which are them 
selves bent rearwardly, a cross-bar connect 
ing the same at a point adjacent to the bent 
portion of said arms, the central portion of 

said hook and said cross-bar lying between the 
folds of said strip, and metallic spring-clips 
located upon opposite sides of said cross 
bar and the bent portion of said hook by 
which said arms are formed, substantially as 
and for the purpose described. 
In testimony whereof I have signed this 

specification in the presence of two subscrib 
ing witnesses. 

EDWARD B. ALENANDER. 
Witnesses: 

ROBERT E. PARKER, Jr., 
JAMES L. WAN WERT. 


