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The present invention relates to decorative apertured 
covers suitable for use with containers, toy musical in 
struments or which may be mounted on a suitable badge 
body to be worn as an ornament. 
A cover in accordance with the present invention is il 

lustratively shown with the ornamentation in form of a 
face having a mouth which defines an aperture, the aper 
ture being required, for example, when the cover is ap plied to a toy trumpet. 
An object of the invention is the provision of a decora 

tive apertured cover which may be readily applied to or 
removed from a cooperating supporting device. The 
cover comprises a main body portion formed of rela 
tively stiff resilient material and one or more outwardly 
extending decorative members formed of relatively soft 
and pliable sheet material held in slots formed in the 
main body portion. The pliable decorative members are 
readily inserted in or removed from the slots in the body 
portion of the cover for ease in original assembly, for 
cleaning or for any other desired purpose. 
An object of the invention is the provision of a 

cover of this character which may be placed over the rim 
of a drinking tumbler, the aperture permitting a sipping 
straw to be inserted therethrough. 
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A further object of the invention is the provision of a 
cover of this character in which the combination of the 
decoration on the cover and the outwardly extending 
pliable decorative members will be attractive to a child 
and will aid in inducing a child to sip a liquid from a 
drinking tumbler when the cover is in place on top of the 
tumbler. 

Sitli another object of the invention is the provision of 
a removable decorative cover of this description which 
may be used as an ornamental attachment for a wind 
instrument such as a toy trumpet. 
A further object of the invention is the provision of a 
evice of this character which may be applied to a circu 

lar disc-shaped badge body having a pin secured to its 
back to provide an ornamental pin or badge. 
A feature of the invention resides in the provision of 

outwardly projecting ears, feathers or similar relatively 
long and thin ornamental elements, which projections are 
formed of pliable material separable from the body of 
the cover. If integrally formed with the comparatively 
rigid body of the ornamental cover, these thin projec 
tions would be easily broken in shipment and in han 
dling. The pliable projections permit easy packaging and 
avoid breakage of the ornamental covers with the pro 
jecting elements in place. Additionally, the use of sepa 
rable pliable ornamental elements facilitates the use of 
contrasting colors for the main body of the cover and its 
ornamental projections. 

Other and further objects, features and advantages of 
the invention will become apparent upon reading the foll 
lowing specification together with the accompanying 
drawing forming a part hereof. 

Referring to the drawing: 
Figure 1 is a perspective view, partly broken away, 
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showing an embodiment of the invention applied to a 
drinking tumbler with a sipping tube extending through 
the ornamental aperture. 

Figure 2 is a fragmentary sectional view in elevation 
of the embodiment of the invention shown in Fig. 1 taken 
along the line 2-2 of Fig. 1. 

Figure 3 is a bottom view of the cover shown in Figs. 
1 and 2. 
Figure 4 is an enlarged fragmentary perspective view 

of the cover shown in Fig. 3, with the pliable decorative element removed. 
Figure 5 is a plan view of the pliable decorative ele 

ment removed from the cover. 
Figure 6 is a plan view showing a modified form of a 

decorative cover. 
Figure 7 is an exploded perspective view showing the 

cover of Fig. 6 in combination with a circular badge body 
having a pin secured to its back to form an ornamental badge. 

Figure 8 is a fragmentary perspective view showing 
the badge of Fig. 7 pinned to an article of apparel. 

Figure 9 is an enlarged fragmentary bottom vew of 
the modified form of cover shown in Fig. 6. 

Figure 10 is a fragmentary sectional view taken along 
the line 0-59 of Fig. 9, looking in the direction of the 
aOWS. 

ifigure 1 is a fragmentary sectional view taken along 
the line i-ii of Fig. 9, looking in the direction of the 
aOS. 

Figure 12 is a side elevational view, partly broken 
away to illustrate details of construction, showing a 
decorative cover removably applied to the flaring free 
end of a wind instrument indicated as a toy trumpet. 

Referring to Fig. 1, there is shown a cover designated 
generally as 5 mounted on the rim of a drinking tumbler 
6. The drinking tumbler 6 is partially filled with a 

beverage 17. The cover 15 has a mouth-shaped aperture 
8 formed therein through which a sipping tube 19 ex 
tends into the beverage 7. The head of a child sipping 
the beverage is shown in dotted outline. 

Referring to Fig. 2, the cover 15 comprises an annular 
or circular thin walled rim portion 29. The rim portion 
20 is of slightly downwardly flaring frusto-conical con 
figuration. The cover 15 is formed with horizontal co 
planar supporting areas 22 adjacent to the rim portion 20 
which bear against the rim 23 of the tumbler 16. 
The central portion 24 of the cover 15 is of irregular 

contour and is shown ornamentally formed as the face of 
a clown, the mouth-shaped aperture 18 being provided 
with two teeth 25 which contribute to the amusing ap 
pearance of the clown's face. The central portion is 
integrally formed with the rim portion 20, being con 
nected to and surrounded by the rim portion 20. 
The ornamental comical appearance of the clown's 

face is accentuated by ears 27 which terminate in Ser 
rations 28 formed at the ends of a pliable strip designated 
generally as 29. 
The body portion of the cover 5 may advantageously 

be molded from any suitable relatively stiff resilient plas 
tic material of appropriate color. The pliable strip 29 
may be cut from a sheet of plastic impregnated fabric 
which is waterproof, easily cleaned and which has a mod 
erate amount of inherent stiffness. Preferably the strip 
29 is limp rather than resilient. 
The rim portion 28 of the cover 15 has two axially 

extending slots 30 formed therein which open at their 
lower ends and which communicate at their upper ends 
with coplanar horizontal arcuate slots 32. The pliable 
strip 29 is formed with a constricted central portion 33 
the ends of which pass through the horizontal slots 32 
and are held therein against longitudinal movement by 
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the laterally enlarged ear portions 27 of the pliable strip 
29. The slots 32 are coplanar and lie in a plane normal : 
to the axis of the circular rim portion 20. The pliable 
strip 29 is inserted through the open-ended axial slots 30. 
and turned to enter the horizontal slots 32. The pliable 
strip 29 is thus securely yet removably held in the cover 
15. 
Fig.6 shows a modified form of the invention in which 

the central portion 24 of cover 15 is ornamentally formed 
0. as the face of an Indian. A pliable member designated 

generally as 34 and similar to the pliable strip 29 de 
scribed above is somewhat U-shaped and its laterally 
enlarged end portions 35 are shaped to stimulate the 
appearance of feathers worn in the headdress of the 
Indian. 
As shown in Fig. 9, the horizontal slots 36 extend 
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toward a narrow straight-sided segment 37 of rim 20 
defined by axial slots 38-at each side thereof. The upper 
ends of the axial slots 38 communicate with adjacentends 
of the horizontal slots 36: The width of straight-sided 
rim segment 37 is slightly less than the length of the 
short edge 39 of pliable member 34 between its feather 
shaped ends 35 which embrace the rim segment 37. The 
width of the pliable member 34 is such as to substan 
tially fill the horizontal slots 36, whereby the pliable mem 
ber 34 is secured against lateral movement. The central 
laterally enlarged configuration of the feather shaped 
ends 35 secures the pliable member 34 against radial 
inward movement. The pliable member 34 is inserted 
through the open ends of axial slots 38 and flexed to 
position the pliable member 34 within the coplanar hori 
zontal slots 35 in which it is removably secured. 
As shown in Fig. 7, a circular disc-shaped badge body 

40 is provided with a bent wire pin 41 for securing the 
badge body 40 to a garment. 
Fig. 1 or Fig. 6 may be removably applied to the circular 
badge body 40 and worn as an ornament. The cover and 
badge body of Fig. 6 is shown worn as an ornament in 
Fig. 8. The rim portion 20 of the cover 15 cooperates 
with the circular edge of the badge body 40 to hold the 
cover 15 frictionally secured thereto. 

Fig. 12 shows a cover 15 removably applied to the 
circular rim at the flaring outer end 42 of a toy trumpet 
43 comprising a reed 44 and a mouthpiece 45. The mouth 
of a child is shown in dotted outline blowing in the mouth 
piece 45 of the toy trumpet 43. When applied to a 
trumpet as shown in Fig. 12, the mouth-shaped aperture 
18 of cover 15 permits free use of the trumpet 43 and 
the cover 5 gives an amusing appearance to the toy. 
When applied to a drinking tumbler- as shown in Fig. 1, 

the cover 15 not only gives an amusing appearance to 
the tumbler 16 but also tends to prevent spilling of the 
beverage 17 contained therein. 

The cover 5 of either 
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The axial slots 30 of Fig. 4 and axial slots 38 of Fig. 9 . 
facilitate expansion of the rim portion 20 to accommo 
date circular articles of slightly different diameters. 

I have shown and described what I believe to be the 
best embodiments of my invention. However, it will be 
apparent to those - skilled in the art that many changes 
and modifications may be made in the specific illustrative 
embodiments of the invention which are herein disclosed 
without departing from the scope of the invention as 
defined in the appended claims. 
What is claimed is: 
1. A cover for a substantially circular article, com. 

prising a central portion adapted to overlie said circular 
article and cover the latter, a circular rim portion con 
nected to and surrounding said central portion, said rim 
portion projecting at an angle with respect to the general 
plane of said central portion to thereby encompass the 
periphery of said circular article, said cover being formed 
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of relatively stiff material and having at least two spaced. 
slots formed therein, and a relatively flat pliable member 
having two spaced end portions connected with an inter 
mediate portion, said intermediate portion of said pliable. : 

4. 
member extending between two of said slots and under 
lying said central portion, said 'spaced end portions of 
said member extending through said slots and outwardly 
beyond said rim portion. 

2. A cover according to claim 1, in which said slots 
lie Substantially in a common plane normal to the axis 
of said circular rim portion. 

3. A cover: according, to claim 2, ... in which said rim 
portion has axial slots formed therein, said axial slots 
being open at one end for insertion of said pliable mem. 
ber therein and communicating at their other ends" with 
said first-named slots, whereby said pliable member may 
be positioned in said first named slots to be held therein. 

4. A cover according to claim 3, in which the portions 
of said pliable member disposed in said first-named slots 
Substantially fill said first-named slots. 

5. A cover according to claim 4, wherein said extend 
ing portions of said.pliable-member. are wider... than said 
first-named slots, thereby securing said extending por 
tions in said first-named slots. - 

6. A cover according to claim.1, in which said central: 
portion is of irregular contour, said central portion hav 
ing coplanar: supporting areas formed thereon adjacent. 
to said rim portion for positioning said cover in predeter... 
mined-manner on said article. 

7. A cover according to claim 1, in which said rim. 
portion is of slightly tapering frusto-conical configuration. 

8. In combination with a drinking tumbler having a 
circular rim, a removable circular cover comprising a 
central apertured portion, a circular rim portion con 
nected to , and Surrounding said apertured portion, said : 
rim portion cooperating frictionally with said rim of said 
tumbler to hold said cover thereon, said cover being 
formed of relatively stiff resilient material and having at: 
least two Substantially coplanar spaced slots formed there 
in which are disposed above and extend generally par 
allel to the plane of said tumbler, rim, and a pliable mem 
ber formed of flat sheet: material extending through said 
slots and comprising laterally enlarged end portions which 
extend outwardly beyond said cover. 

9. In combination with a circular disc-shaped badge 
body adapted to be secured to an article of apparel, a 
removable decorative cover comprising a central portion, 
a circular rim portion connected to and surrounding said. 
central portion, said rim portion cooperating frictionally 
with the edge of said badge body to hold said cover there 
on, said cover being formed of relatively stiff resilient, 
material and having at least two substantially coplanar. 
Spaced slots formed therein which are spaced from and 
substantially parallel to the plane of said disc, and a . 
pliable member formed of flat sheet material extending : 
through said slots and comprising laterally enlarged end 
portions, which extend outwardly beyond said cover. 

10. In combination with a trumpet having a circular 
rim at one end, a removable decorative cover comprising. 
a central apertured portion, a circular rim portion con... 
nected to and surrounding said apertured portion, said 
rim portion cooperating frictionally with said rim of said 
trumpet to hold said cover thereon, said cover being 
formed of relatively stiff resilient material and having at . . 
least two substantially coplanar spaced slots formed there 
in which are spaced from and extend generally parallel 
to said trumpet. rim, and a pliable member formed of . 
flat sheet material extending through said slots and com 
prising laterally enlarged end portions which extend out. 
Wardly beyond said cover. 
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