Title: VOLATILE DISPENSER WITH ORIENTED FIBROUS EMACTOR

Abstract: A volatile dispenser is provided, including a reservoir containing a quantity of volatile liquid having a viscosity of no greater than 3.9 centipoises. Each of its individual components has a vapor pressure of no less than 0.008 mm Hg. The dispenser also includes an emator fluidly coupled to the reservoir (either directly or through a wick) that is comprised of elongated oriented bonded fibers, the fibers being impermeable to the volatile material.
Volatile Dispenser With Oriented Fibrous Emanator

Field of the Invention

[0001] The present invention generally relates to volatile dispensers. More particularly, it relates to liquid volatile dispensers having bonded fibrous emanators.

Background of the Invention

[0002] A common system for dispensing volatile materials such as perfumes or fragrances includes an impermeable reservoir containing a liquid mixture of the volatile materials. This reservoir has a narrow opening that supports a wick. The wick is inserted through the opening in the reservoir until one end of the wick contacts the liquid in the reservoir and the other end extends outside the reservoir into the surrounding atmosphere.

[0003] In operation, the liquid is absorbed by the fibers of the wick and is drawn upward through the wick fibers by microscopic capillary action. The liquid passes up the wick, through the wick opening in the reservoir and wets that portion of the wick that is outside the reservoir.

[0004] Since the surrounding atmosphere has a lower partial pressure (i.e. concentration) of volatile materials than the vapor inside the reservoir, the liquid evaporates from the wick outside the reservoir. As it evaporates, the microscopic capillary action causes additional liquid to be drawn up the wick to replace the evaporated liquid, thereby continuing the process of evaporation.

[0005] This reservoir and wick arrangement is not necessary to volatilize the liquid, however. An open pan or tray with a large surface area containing a quantity of the liquid would certainly evaporate the liquid material and do so at a much faster rate.

[0006] In most applications, however, the goal is not merely to evaporate the volatile liquid, but to evaporate the liquid in a controlled and linear manner over an extended period of time. This is the case with
household fragrances. Most consumers would prefer to buy a volatile fragrance dispenser, place it in an area to be scented, and have that area scented at a constant level over an extended period of time, typically, on the order of days, weeks, or even months. For many consumers it is irritating when a volatile scent dispenser provides an overwhelming scent for the first few hours or days, then rapidly fades away to the merest suggestion of the original scent.

[0007] For this reason, a longstanding concern and key design goal for the volatile dispensing industry has been to devise volatile dispensers that generate longer lasting scents (in the case of scent dispensers), at a sufficient evaporation rate that are more evenly (linearly) dispensed over an extended period of time.

[0008] In order to be transported up a wick, a liquid must have a lower surface tension than the surface energy of the wick to permit the wick fibers to be wetted, and a low viscosity to permit the liquid to be transported through the fibers that comprise the wick via microscopic capillary action.

[0009] As a result, the volatile liquids used in volatile dispensers are typically mixtures of several other liquid components in addition to the active ingredient or ingredients that one wishes to dispense. Each additional component serves a specific function, either to increase volatility, to decrease viscosity, or to reduce the surface tension of the volatile liquid.

[0010] These additional liquid components collectively act as carriers to lift the active ingredient or ingredients from the surface of the liquid in the reservoir and up through the wick.

[0011] There are significant problems using these mixtures. The problems arise because the mixtures are just that—mixtures—and do not stay perfectly mixed as they evaporate. The carriers tend to evaporate sooner and at a faster rate than the dispensed liquid itself. While they do help carry the dispensed liquid up the wick, the carrier fluids tend to evaporate sooner. As a result, they leave significant amounts of the dispensed liquid within the wick itself and significant deposits on the end of the wick.

[0012] Over time, as the carrier is preferentially evaporated from the wick, the wick itself is increasingly filled with higher and higher concentrations
of the dispensed liquid. This reduces the transport of both the carrier and the dispensed liquid and eventually causes the liquid transport up the wick to cease altogether.

[0013] As a result, the effective evaporation rate of volatile dispensers can drop by a factor of fifty percent or more over the emptying lifetime of a typical volatile dispenser. In sum, while the carriers can assist the transport of dispensed liquid, they still do not provide the linearity of dispensing that is desired.

[0014] What is needed, therefore, is an improved volatile material dispenser or volatizer that provides a more linear evaporation response. What is also needed is a volatile dispenser that reduces or eliminates the effect of selective evaporation. What is also needed is a volatile dispenser that provides an effective evaporation rate of dispensed material in a package that is small enough to be useable in and around the house.

[0015] It is an object of the present invention to provide such a dispenser.

Summary of the Invention

[0016] The present invention substantially overcomes the problem of emanator clogging. By reducing clogging it also enhances linear vaporization of its contained volatile liquid.

[0017] The invention is based on the inventor's discovery during development of US Patent No. 6,378,780 that the non-linearity of vaporization was due primarily to clogging of the liquid transport elements (primarily wicks and emanators) in vaporizing dispensers, and further that this clogging was due to wide variations in the viscosities and vaporization pressures of the individual components.

[0018] When the vapor pressures of the individual components are at least 0.008 mm Hg, the inventor discovered that the selective evaporation of individual components is significantly reduced.

[0019] Emanators with fine capillary passages can be used to vaporize a volatile fluid in which most of the components have a vapor pressure of no
less than 0.008 mm Hg and a low viscosity. Emanators with fine internal capillaries can be fashioned quite thin and broad, with a high surface area to volume ratio, without running the risk of plugged passageways and a blocked emanator.

5 [0020] The present invention also overcomes the need for a large emanator, since the lack of clogging and the effective fluid transport to the surface using the disclosed bonded fiber emanator provides a large effective surface area over the entire several week life of a typically disposable volatile dispenser.

10 [0021] In accordance with a first aspect of the invention, a volatile liquid dispenser is provided, including an impermeable reservoir containing a volatile liquid to be dispensed, a wick in fluid communication with the liquid; and an emanator in fluid communication with the wick, wherein the volatile liquid has a viscosity of no more than about 3.9 centipoises and further wherein the emanator is comprised of bonded, oriented, non-porous fibers.

15 [0022] The fibers may include polyester fibers with a coating of high density polyethylene. The fibers may be bonded together by thermal fusion. The volatile liquid may have a viscosity of no more than about 2.5 centipoises.

20 [0023] An active ingredient of the volatile liquid may be a scent, an insecticide, an attractant, a repellent, a sanitizer, a cleanser, an aromatherapeutic agent and a medicinal. At least 95% by weight of all the components comprising the volatile liquid may have vapor pressures of no less than about 0.008 mm Hg at 20 degrees centigrade. All components of the volatile liquid may have a vapor pressure of no less than about 0.008 mm Hg at 20 degrees centigrade. The emanator may have a thickness in a first direction orthogonal to the longitudinal extent of the fibers of no more than 3.5 mm, and a width in a second direction orthogonal to both the first direction and the longitudinal extent of no less than 10 mm. The fibers may be polyester, polypropylene, nylon, low density polyethylene and high density polyethylene.

[0024] In accordance with a second aspect of the invention, a volatile liquid dispenser, is provided, including an impermeable reservoir containing a
volatile liquid to be dispensed, and an emanator having a first end and a second end, the first end being in fluid communication with the liquid in the reservoir and the second end being disposed outside the reservoir; wherein the volatile liquid has a viscosity of no more than about 3.9 centipoises and further wherein the emanator is comprised of bonded, oriented, non-porous fibers.

[0025] The fibers may be polyester fibers that are coated with high density polyethylene. The fibers may be polyester fibers, high density polyethylene fibers, polypropylene fibers, nylon fibers and low density polyethylene fibers. The volatile liquid may have a viscosity of no more than about 2.5 centipoises. The volatile liquid may be a scent, an insecticide, an attractant, a repellant, a sanitizer, a cleanser, an aromatherapeutic agent and a medicinal. Ninety-five percent by weight of the individual components that comprise the volatile liquid may have vapor pressures of no less than about 0.008 mm Hg at 20 degrees centigrade. Ninety-five percent by weight of all the components comprising the volatile liquid may have a vapor pressure of no less than about 0.008 mm Hg at 20 degrees centigrade. The emanator may have a thickness in a first direction orthogonal to the longitudinal extent of the fibers of no more than 3.5 mm, and a width in a second direction orthogonal to both the first direction and the longitudinal extent of no less than 10 mm.

[0026] In accordance with a third aspect of the invention, a method of dispensing a volatile liquid, is provided, including the steps of providing a volatile liquid that is at least 95% by weight of components each having a vapor pressure of no less than 0.008 mm Hg at 20 degrees centigrade; applying the volatile liquid to an emanator comprised of bonded, oriented, non-porous fibers; and evaporating the volatile liquid from the surface of the emanator.

[0027] The bonded, oriented, non-porous fibers may be polyester fibers, high density polyethylene fibers, polypropylene fibers, nylon fibers and low density polyethylene fibers. The liquid dispensed material may have a viscosity of no more than about 3.9 centipoises. The bonded, oriented, non-
porous fibers may be comprised essentially of coated polyester fibers that are thermally bonded together.

[0028] Numerous other features and advantages of the present invention will become readily apparent from the following detailed description, the accompanying drawings, and the appended claims.

**Brief Description of the Drawings**

[0029] **FIGURE 1** is a side view of a first volatile dispenser in accordance with the present invention.

[0030] **FIGURE 2** is a cross sectional side view of the dispenser of **FIGURE 1**.

[0031] **FIGURE 3** is a side view of a second volatile dispenser.

[0032] **FIGURE 4** is a cross sectional side view of the dispenser of **FIGURE 2**.

[0033] **FIGURE 5** is a fragmentary cross-sectional view of the emanator of **FIGURES 1-4** in a direction normal to the longitudinal extent of the emanator and normal to the individual fibers forming the emanator, wherein the cross section is taken along section line 5-5 in **FIGURE 1**.

[0034] **FIGURE 6** is a fragmentary perspective view of the emanator of **FIGURES 1-5**.

[0035] **FIGURE 7** is a Filtra Prototype Chart. Release Rate is plotted on the Y axis in mg/hr. units and Time is plotted on the X axis in Day units.

[0036] **FIGURE 8** is a surface capillary chart. Release Rate is plotted on the Y axis in mg/hr. units and Time is plotted on the X axis in Day units.

**Detailed Description of the Preferred Embodiments**

[0037] While the present invention is susceptible of being made in any of several different forms, the drawings show a particularly preferred form of the invention. One should understand, however, that this is just one of many ways the invention can be made. Nor should any particular feature of the
illustrated embodiment be considered a part of the invention, unless that feature is explicitly mentioned in the claims. In the drawings, like reference numerals refer to like parts throughout the several views.

[0038] FIGURES 1 and 2 show a volatile dispenser 100. It includes a reservoir 102 having a generally cylindrical body 104 and a narrow neck 106. Reservoir 102 contains a volatile liquid 108.

[0039] A wick 110 has a lower end 112 that is disposed in the liquid 108, and an upper end 114 that extends out of reservoir 102 through neck 106. Upper end 114 is exposed to the surrounding atmosphere.

[0040] An emanator 116 abuts and is in fluid communication with end 114 of wick 110. Referring to FIGURES 5 and 6, emanator 116 is comprised of bonded, oriented fibers 118 that are non-porous to the volatile liquid 108 in reservoir 102 and have a diameter of between 0.010 and 0.075 mm; more preferably 0.015 to 0.050; and most preferably 0.018 to 0.025 mm. Fibers 118 are preferably polyester fibers 120 that are intermixed with high density polyethylene fibers 122 and are thermally bonded together. Alternatively, fibers 120 and 122 are all polyester fibers with a coating of high density polyethylene.

[0041] In a preferred process for manufacturing the emanator, the coated polyester fibers are made from co-extruding polyester fiber with a coating of polyethylene, drawing them down to a small diameter, gathering them together and drawing them through a heated die that defines the desired emanator dimensions, then permitting them to cool. This process creates a continuous ribbon of emanator having a constant thickness "T" and width "W" that can be cut to any desired length "L".

[0042] In the present example, emanator 116 is 2.5 millimeters thick by 12 millimeters wide, by 44 millimeters long. In a preferred embodiment, the thickness of the emanator is preferably between 1 mm and 3.5 mm (preferably no more than 3.5 mm), the width is preferably between 10 and 50 mm (preferably no less than 10 mm), and the length is preferably between 30 and 70 mm.
[0043] The heated die for creating this emanator had a die opening (through which the fibers 118 were drawn) that measures 2.5 millimeters by 12 millimeters.

[0044] The emanator fibers 118 are bonded to each other in parallel and extend the length of the emanator. This process creates small capillary channels 124 (FIG. 6) that also extend the length of the emanator defined between adjacent groups of fused fibers. These channels 124 are disposed not only on the surface of the emanator 116, but are dispersed throughout the body of emanator 116.

[0045] These channels 124 are not sealed over their entire lengths, but have random interconnecting points 126 disposed along their lengths. These interconnecting points provide fluid communication between adjacent channels 124, permitting fluid to pass from one to the other. This communication permits the volatile liquid carried in these channels to be conveyed not just longitudinally (i.e. parallel to the directions the fibers extend) but also laterally.

[0046] The interconnections 126 between adjacent capillary channels 124 permit the volatile fluid to be drawn not just lengthwise from one end of the capillary to the other, but also permit sideways flow from one adjacent capillary channel to another across the width of the emanator 116.

[0047] The benefits to these interconnections can be seen in FIGURE 1. With the cross-capillary flow provided by interconnecting points 126, volatile fluid 108 which first contacts the emanator at the wick/emanator interconnection point 128 travels not only the length of the emanator parallel to the capillaries, but also laterally through the emanator, from one side of the emanator to the other. This flow even reaches point 130 on the edge of the emanator directly opposite the point 128 where the wick feeds the emanator.

[0048] The internal capillaries are therefore uniquely suited to transport volatile liquid 108 over the length of the emanator and wet the surface. The capillaries are direct, internal, yet have leakage paths to adjacent capillaries and thence to the surface of the emanator 116, insuring that the entire surface of even a relatively thin emanator, such as emanator 116 is thoroughly wetted.
[0049] To further enhance emanator 116 wetting and transport, the emanator is preferably arranged such that the largest dimension of the emanator (its length) runs horizontally and the capillaries created between the fibers run horizontally as well. This encourages the transport of fluid evenly throughout the emanator. Thus, in the embodiment of FIGURE 1, the capillaries and fibers extend horizontally.

[0050] The illustrated emanator 116 is a flat sheet. Other configurations may be used, however, an emanator may have a different form, e.g. as a tube (preferably round); a cross; an open square and a rectangular channel, etc.

[0051] Filtrona Richmond, Inc. (1625-A Ashton Park Dr., Colonial Heights, VA 23834) manufactures a material that is particularly suitable for use as emanator 116. Filtrona calls this material "Filtrona Transorb Wick". A preferred Transorb Wick is identified as model "R-21583".

[0052] Volatile liquid 108 is contained in reservoir 102 which provides the supporting structure both for wick 110 and emanator 116. Reservoir 102 is preferably a glass or plastic container that is impermeable to volatile liquid 108.

[0053] Volatile liquid 108 includes a fragrance or scent as an active ingredient. In addition to or in place of the fragrance or scent, volatile liquid 108 may include as an active ingredient, an insecticide, an attractant, a repellant, a sanitizer, a cleanser, an aromatherapeutic agent, a medicinal or other fluid that is intended to be vaporized in the atmosphere to take effect.

[0054] Volatile liquid 108 may be made of a single active component or ingredient or it may be a mixture of several hundred components or ingredients. The components may include one or more active components and one or more carrier components. The carrier components include components that enhance the vaporization of the one or more active components, or enhance the transport of those components through the wick 110 and emanator 116.

[0055] Whether a single active component or a mixture of components, it is desirable that at least 95% by weight of the constituent component fluids that comprise volatile liquid 108 have an individual vapor
pressure of no less than 0.008 mm Hg. More preferably, at least 98% by
weight of the constituent components have an individual vapor pressure of no
less than 0.008 mm Hg. Even more preferably, at least 99% by weight of the
constituent components have an individual vapor pressure of no less than
0.008 mm Hg. Most preferably, all of the constituent components have an
individual vapor pressure of no less than 0.008 mm Hg.

[0056] Volatile liquid 108 preferably has a viscosity of no more than
3.9 centipoises, and more preferably no more than 2.5 centipoises.

[0057] FIGURES 3 and 4 illustrate an alternative dispenser in which
the emanator is in direct contact with the liquid in the reservoir. In this
embodiment, a volatile dispenser 132 includes a reservoir 102 having a
generally cylindrical body 104 and a narrow neck 106. Reservoir 102
contains volatile liquid 108.

[0058] Emanator 116 has a lower end 134 that extends through free
surface 136 of a pool 140 of liquid 108. Emanator 116 has an upper end 140
that extends through a vapor-filled region 142 of reservoir 102 through neck
106 and out into the surrounding atmosphere.

[0059] The bonded fibers that comprise emanator 116 are oriented
vertically in FIGURES 3 and 4, as indicated by the double-headed arrow on
emanator 116. One end of each of the fibers of emanator 116 is therefore
immersed in volatile fluid 108 and the other end of the fiber is disposed
outside of the reservoir in the open air. Similarly, each capillary channel 124
of emanator 116 defined by the fibers is also immersed in fluid 108 at one
end and has its opposing end disposed in the surrounding atmosphere.

[0060] FIGURE 7 illustrates tests conducted on the embodiment of
FIGURES 1 and 2. FIGURE 7 shows the vaporization curves of three
identically configured volatile dispensers 100. The volatile liquid was a
fragrance identified in US Patent No. 6,378,780. Similar fragrances made
with components having the specific viscosities and vapor pressures
identified herein can be ordered from and formulated by any international
fragrance company.
[0061] In FIGURE 7, the dispenser 100 using emanator 116 begins with a release rate of 21 milligrams per hour, dropping down to a relatively constant rate of between 15 and 10 milligrams per hour for two weeks.

[0062] Compare this rate with the release rate of a similar dispenser illustrated in FIGURE 8. The FIGURE 8 emanator has a 3 square inch surface area. It is about 50% larger than the FIGURE 7 emanator. It has molded surface capillaries, such as those illustrated in US Patent No. 4,913,340. Using the identical volatile material and reservoir, two vaporization test runs were made using the molded surface capillary emanator. The results are shown below in FIGURE 8.

[0063] Note that the maximum release rate of the FIGURE 8 device is less than half the release rate of the FIGURE 7 device (the FIG. 1 device) using emanator 116 even though the FIGURE 8 emanator has 50% more surface area.

[0064] From the foregoing, it will be observed that numerous modifications and variations can be effected without departing from the true spirit and scope of the novel concept of the present invention. It will be appreciated that the present disclosure is intended as an exemplification of the invention, and is not intended to limit the invention to the specific embodiment illustrated. The disclosure is intended to cover by the appended claims all such modifications as fall within the scope of the claims.

Industrial applicability

[0065] A volatile liquid dispenser has a volatile liquid with a low viscosity, made of liquid components each having a high volatility. These characteristics permit the dispenser to be used with a bonded fiber wick having small capillaries without clogging. As a result, the dispenser provides more linear vaporization characteristics.
Claims

I claim:

1. A volatile liquid dispenser comprises:
   an impermeable reservoir containing a volatile liquid to be dispensed;
   a wick in fluid communication with the liquid; and
   an emanator in fluid communication with the wick,
   wherein the volatile liquid has a viscosity of no more than about 3.9
centipoises and further wherein the emanator is comprised of bonded,
oriented, non-porous fibers.

2. The dispenser of claim 1, wherein the fibers include polyester fibers
   with a coating of high density polyethylene.

3. The dispenser of claim 2, wherein the fibers are bonded together by
   thermal fusion.

4. The dispenser of claim 3, wherein the volatile liquid has a viscosity of
   no more than about 2.5 centipoises.

5. The dispenser of claim 4, wherein an active ingredient of the volatile
   liquid is a scent, an insecticide, an attractant, a repellant, a sanitizer, a
   cleanser, an aromatherapeutic agent or a medicinal.

6. The dispenser of claim 4, wherein at least 95% by weight of all
   components comprising the volatile liquid have vapor pressures of no less
   than about 0.008 mm Hg at 20 degrees centigrade.

7. The dispenser of claim 1 wherein all components of the volatile liquid
   have a vapor pressure of no less than about 0.008 mm Hg at 20 degrees
   centigrade.
8. The dispenser of claim 6, wherein the emanator has a thickness in a first direction orthogonal to a longitudinal extent of the fibers, wherein the thickness being no more than 3.5 mm, and a width in a second direction orthogonal to both the first direction and the longitudinal extent, wherein the width is no less than 10 mm.

9. The dispenser of claim 8, wherein the fibers are selected from the group consisting of polyester, polypropylene, nylon, low density polyethylene and high density polyethylene.

10. A volatile liquid dispenser, comprising:
    an impermeable reservoir containing a volatile liquid to be dispensed;
    and
    an emanator having a first end and a second end, the first end being in fluid communication with the liquid in the reservoir and the second end being disposed outside the reservoir,
    wherein the volatile liquid has a viscosity of no more than about 3.9 centipoises and further wherein the emanator is comprised of bonded, oriented, non-porous fibers.

11. The dispenser of claim 10, wherein the fibers are polyester fibers that are coated with high density polyethylene.

12. The dispenser of claim 10, wherein the fibers are made of polyester, high density polyethylene, polypropylene, nylon or low density polyethylene.

13. The dispenser of claim 12, wherein the volatile liquid has a viscosity of no more than about 2.5 centipoises.

14. The dispenser of claim 13, wherein the volatile liquid is selected from the group including a scent, an insecticide, an attractant, a repellant, a sanitizer, a cleanser, an aromatherapeutic agent and a medicinal.
15. The dispenser of claim 13, wherein 95% by weight of the individual components that comprise the volatile liquid have vapor pressures of no less than 0.008 mm Hg at 20 degrees centigrade.

16. The dispenser of claim 10 wherein 95% by weight of all the components comprising the volatile liquid have a vapor pressure of no less than 0.008 mm Hg at 20 degrees centigrade.

17. The dispenser of claim 16, wherein the emanator has a thickness of no more than 3.5 mm, and a width of no less than 10 mm.

18. A method of dispensing a volatile liquid, comprising the steps of:
    providing a volatile liquid that is at least 95% by weight of components each having a vapor pressure of no less than 0.008 mm Hg at 20 degrees centigrade;
    applying the volatile liquid to an emanator comprising bonded, oriented, non-porous fibers; and
    evaporating the volatile liquid from the surface of the emanator.

19. The method of claim 18, wherein the bonded, oriented, non-porous fibers are selected from the group consisting of polyester fibers, high density polyethylene fibers, polypropylene fibers, nylon fibers and low density polyethylene fibers.

20. The method of claim 19, wherein the volatile liquid has a viscosity of no more than about 3.9 centipoises.

21. The method of claim 20, wherein the fibers have a diameter of between 0.018 and 0.025 mm.
Filtrona Prototype (R-21583, 2.5mm X 12mm X 44mm)

FIG. 7

Surface Capillary (3.0 in³)

FIG. 8
### INTERNATIONAL SEARCH REPORT

**A. CLASSIFICATION OF SUBJECT MATTER**

IPC 7 A61L9/12 A61L9/03

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

IPC 7 A61L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 6 386 462 B1 (MARTENS, III EDWARD J) 14 May 2002 (2002-05-14) the whole document</td>
<td>1-5,9-14</td>
</tr>
<tr>
<td>Y</td>
<td></td>
<td>6-8, 15-17</td>
</tr>
<tr>
<td>P,X</td>
<td>US 2004/149833 AI (DONNELLY THOMAS E ET AL) 5 August 2004 (2004-08-05) the whole document</td>
<td>1-5,9-14</td>
</tr>
<tr>
<td>X</td>
<td>US 4 293 095 A (HAMILTON ET AL) 6 October 1981 (1981-10-06) the whole document</td>
<td>1-5,9-14</td>
</tr>
<tr>
<td>Y</td>
<td></td>
<td>6-8, 15-21</td>
</tr>
<tr>
<td></td>
<td></td>
<td>-/-</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of box C.

[X] Patent family members are listed in annex.

<table>
<thead>
<tr>
<th>* Special categories of cited documents:</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>A</strong> document defining the general state of the art which is not considered to be of particular relevance</td>
</tr>
<tr>
<td><strong>E</strong> earlier document but published on or after the international filing date</td>
</tr>
<tr>
<td><strong>L</strong> document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)</td>
</tr>
<tr>
<td><strong>O</strong> document referring to an oral disclosure, use, exhibition or other means</td>
</tr>
<tr>
<td><strong>P</strong> document published prior to the international filing date but later than the priority date claimed</td>
</tr>
</tbody>
</table>

| "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention |
| "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone |
| "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art |
| "T" document member of the same patent family |

**Date of the actual completion of the international search**

12 October 2005

**Date of mailing of the international search report**

08. 11. 05

**Name and mailing address of the ISA**

European Patent Office, P.B. 5618 Patentlaan 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 345-2540, Tx. 51 651 epos nl, Fax (+31-70) 340-2016

**Authorized officer**

Connor, M
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 242 111 A (NAKONECZNY ET AL) 7 September 1993 (1993-09-07) the whole document</td>
<td>1-17</td>
</tr>
</tbody>
</table>
INTERNATIONAL SEARCH REPORT

Box II  Observations where certain claims were found unsearchable (Continuation of Item 2 of first sheet)

This International Search Report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1.☐ Claims Nos.:
because they relate to subject matter not required to be searched by this Authority, namely:

2.☐ Claims Nos.:
because they relate to parts of the International Application that do not comply with the prescribed requirements to such an extent that no meaningful International Search can be carried out, specifically:

3.☐ Claims Nos.:
because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

Box III  Observations where unity of invention is lacking (Continuation of Item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

see additional sheet

1.☒ As all required additional search fees were timely paid by the applicant, this International Search Report covers all searchable claims.

2.☐ As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment of any additional fee.

3.☐ As only some of the required additional search fees were timely paid by the applicant, this International Search Report covers only those claims for which fees were paid, specifically claims Nos.:

4.☐ No required additional search fees were timely paid by the applicant. Consequently, this International Search Report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

Remark on Protest

☐ The additional search fees were accompanied by the applicant’s protest.

☐ No protest accompanied the payment of additional search fees.

Form PCT/ISA/210 (continuation of first sheet (2)) (January 2004)
This International Searching Authority found multiple (groups of) inventions in this international application, as follows:

1. claims: 1-17

volatile liquid dispenser comprising inter alia: an emanator made of bonded, oriented, non porous fibres, and a liquid having a given viscosity (<3.9 mPa.s)

2. claims: 18-21

Method of dispensing a volatile liquid having a given vapour pressure (>0.008 mm.Hg) and contacting the volatile liquid with an emanator made of bonded, oriented, non porous fibres.
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>BR: 0112945 A</td>
<td>08-07-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA: 2417416 A1</td>
<td>07-02-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN: 1464801 A</td>
<td>31-12-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP: 2004504936 T</td>
<td>19-02-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX: PA03000969 A</td>
<td>09-06-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ: 523858 A</td>
<td>30-07-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL: 360120 A1</td>
<td>06-09-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW: 500635 B</td>
<td>01-09-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO: 0209888 A1</td>
<td>07-02-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA: 200300924 A</td>
<td>09-02-2004</td>
</tr>
<tr>
<td>US 2004149833 A1</td>
<td>05-08-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 4753389 A</td>
<td>28-06-1988</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>EP 1430958 A</td>
<td>23-06-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 5242111 A</td>
<td>07-09-1993</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>