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To all whom it may concern: 
Beit known that I, WILLIAM W. CoIEMAN, 

a citizen of the United States, residing at 
Atkins, in the county of Pope and State of 
Arkansas, have invented certain new and 
useful Improvements in Receptacles, of 
which the following is a specification, refer 
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ence being had to the accompanying draw 
lingS. . . . 

This invention relates to an improved re 
ceptacle and more particularly to a syrup 
container, the invention having for its pri 
mary object to provide a device of this 
character comprising means which will effec 
tually prevent contamination of the con 
tents of the receptacle as it is dispensed, by 
flies or other insects. . . . . . . . . . 
The invention has for a more particular object to provide a syrup jug having an 

outlet provided with a valve, whereby the 
same may be readily opened or closed, and 
improved means for catching and retain 
ing the drippings after the valve has been 
closed. 

It is another important object of the in 
vention to provide means on the lower end 
of the receptacle body which will support 
the same upon a table or plate with the 
valved outlet spaced therefrom while, at the 
same time, the user may obtain a clear view 
of the syrup as it is dispensed from the 
receptacle so that the dispensing valve may 
be closed at the proper time. 

It is a further object of my invention to 
provide a device of the above character 
which is simple in its construction, highly 
efficient and serviceable in practical use, and 
capable of manufacture at small cost, 
With the above and other objects in view, 

my invention consists in the novel features 
of construction, combination, and arrange 
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ment of parts to be hereinafter more fully 
described, claimed, and illustrated in the ac 
companying drawing, in which, 

Figure 1 is a perspective view of a syrup 
jug constructed in accordance with the pre 
ferred form of my invention; 

Fig. 2 is a vertical section, the valve be 
ing closed; 

Fig. 3 is a section taken on the line 3-3 
of Fig. 2, the valve being open; and 

Fig. 4 is a bottom plan view. Referring in detail to the drawing, 5 
designates the body of the receptacle which 
may be either of cylindrical or polygonal 

specification of Letters Patent. . . 
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Patented May 7, 1918. 
form and of any desired capacity. The base 
6 of this receptacle body is disposed in 
Spaced relation to one end of the body wall, 
for a purpose which will be later apparent. 
The opposite end of the body is open and 
is adapted to be closed by a threaded cap, 
indicated at 7. To one side of the recep 
tacle body, a suitable handle 8 is secured. 
To the base 6 of the receptacle, centrally 

thereof, one end of the outlet pipe or tube 
9 is secured, said tube being provided, at 
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its lower end, with a valve case 10 in which 
the rotary valve member 11 is disposed, said 
member having the usual port 12 to con 
nect the bore of the pipe 9 with the out 
let 13 of the valve case or cut off communi 
cation between the same. The valve 11, is 
provided with a stem or shank 14 project 
ing laterally therefrom, the outer end of 
Which is equipped with a suitable handle 
15. To the shank of the valve member, the 
angular extension 17 on one end of the 
drip cup 16 is riveted or otherwise secured. 
This drip cup is so arranged that, when the 
valve 11 is in open position as shown in 
Fig. 8, the said cup will be disposed at one 
side of the valve casing so that it will not 
interfere with the outflow of the syrup 
from the receptacle. When the valve 11 is 
closed, and the flow of the syrup is cut off, 
the drip cup will be moved beneath the out 
let opening 13 in the valve case so that 
the drippings will be caught therein and 
not fall upon the table upon which the re 
ceptacle may be set. 
As a further means of protection for the 

Yalved outlet as the syrup is being drawn 
from the receptacle, I provide a frusto-coni 
cal guard member 18 which, at its smaller 
end, is formed with an upstanding flange 
19. This flange is adapted to fit within the 
lower end of the outer body wall of the re 
ceptacle and is permanently riveted there 
to, as indicated at 20. In one side of this 
flaring guard flange, an opening is formed 
to accommodate the horizontally extending 
shank or stem of the dispensing valve. In 
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the illustrated embodiment of my invention, 
I have shown the receptacle, as well as the 
guard 18, constructed of metal, and the flar 
ing wall of the guard flange is provided 
upon opposite sides with transparent panes 
or sections 21. It is, however, to be observed 
that if desired, the receptacle body, as well 
as the frusto-conical guard flange 18 may be 
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entirely constructed of glass. The same can 
also be formed of silver or pottery ware, as 
may be desired. - 
In the operation and use of the invention, 

when it is desired to dispense the contents 
of the receptacle, the same is arranged upon 
the plate or pan with the edge of the guard 
flange 18 resting thereon so that the dis 
pensing valve will be spaced from the sur 
face of the pan or plate. The rod or stem 
14 is then turned to open the valve and 
dispose the drip pan 16 at one side thereof. 
The syrup, as it flows from the outlet, may 
be readily seen through the transparent 
walls of the flange 18 and the flow cut off 
at the proper time or the receptacle or jug 
raised by means of the handle thereon so 
that a greater quantity may be dispensed be 
fore closing the valve. When the valve is 
closed and the drip cup disposed beneath 
the same, the receptacle may then be placed 
directly upon the table top without in any 
way injuring the same while the guard 
flange 18 will effectually protect the valve 
and the outlet therefrom and prevent flies 
and other insects obtaining access to the 
Sae. 

From the foregoing description, taken in 
connection with the accompanying drawing, 
it will be seen that I have produced a very 
simple, highly efficient and serviceable re 
ceptacle for the above purpose whereby the 
contents of the same is, at all times, pro 

1,265,177 

tected, and contamination thereof with a 
consequent deleterious effect upon the health 35 
of the consumer obviated. It is to be under 
stood, of course, that the several structural 
features of the receptacle may be greatly 
modified in form, proportion and arrange 
ment, and I, therefore, reserve the privilege 
of adopting all such legitimate changes 
therein as may be fairly embodied within 
the spirit and scope of the invention as 
claimed. - 

Having thus fully described my invention, 
what I desire to claim and secure by Letters 
Patent is:- - 
A receptacle of the character described 

including a cylindrical body having an out 
Wardly flaring, supporting flange fixed to its 
lower end, a bottom wall secured in the 
cylindrical body above the point of connec 
tion of said flange, said flange being pro 
vided with an observation opening in one 
side thereof, a valve casing connected to said 
bottom wall and depending therefrom, and 
a rotary valve member mounted in said cas 
ing to control the discharge of the contents 
of the receptacle, said valve having a stem 
rotatably supported in said flange. 

In testimony whereof I hereunto affix my 
signature in the presence of two witnesses. 

WILLIAM W. COLEMAN. . . 
Witnesses: 

W. W. KINSLow, 
BILL SCOTT. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 
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