
A. E. BOND, 
WINDOW SCAFFOLD, 

APPLICATION FILED SEPT, 12, 1908, 

933,740. Patented Sept. 14, 1909. 
2. SHEETS-SEBET 1, 

Rev. ... art co, cross Apes. Wasato, d. c. 

  



A. E. BOND, 
WINDOW SCAFFOLD, 

APPLICATION FILED SEPT, 12, 1908, 

933,740. Patented Sept. 14, 1909. 
2SHEETS-SHEET 2, 

-2. ----- 
s 

NT 
N 
NER 
SR s S. 9. 

34-ucitor 

Q4-7 * C-6e26a-2C 
eltkowe 

ANDREW, . GRAAM co, Peo-lickRAPHR, WASHINGTON, D. C. 

  

  

  

  

  



O 

5 

20 

25 

30 

35 

40 

45 

50 

55 

UNITED STATES PATENT OFFICE. 
ALBERT. E. BOND, OF COSHOCTON, OHIO. 

WINDOW-SCAFFO.D. 

933,40. 
Application filed September 12, 1908. 

To all whom it may concern. 
Be it known that I, ALBERT E. BOND, a 

citizen of the United States, residing at 
Coshocton, in the county of Coshocton and 
State of Ohio, have invented certain new 
and useful Improvements in Window-Scalf 
folds, of which the following is a specifica 
tion. 
My invention relates to the improvement 

of window scaffolds of that class which are 
adapted for the support of a person Wash 
ing the outer sides of Windows, and the 
objects of my invention are to provide a 
window scaffold of improved construction 
and arrangement of parts having improved 
means for its support in Windows having 
various depths of sills; to provide adjust 
able and positive means for the engagement 
of the inner sides of the Window frame; to 
provide means for folding my improved 
scaffold into such compact form as to facili 
tate its insertion through the lower half of 
a window, and to otherwise produce a Sub 
stantial, convenient and Safe Support for 
window washers, which is adapted for use 
in windows of varying constructions. These 
objects accomplish in the manner illus 
trated in the accompanying drawings, in 
which: 

Figure 1 is a perspective view of my in 
proved window scaffold, Fig. 2 is a central 
longitudinal section of the same, showing 
by dotted lines its position with relation to 
the window frame and sill, and, Fig. 3 is 
a view of a portion of the underside of my 
device. 

Similar numerals refer to similar parts 
throughout the several views. 

In carrying out my invention, I employ 
an oblong framework which comprises two 
parallel side beams 1 which are connected 
in their rear portions by croSS beams 2. The 
side beams 1 support a platform 3 which 
terminates short of the forward ends of the 
beams and which is provided in its forward 
end portion adjacent to each side thereof, 
with a longitudinal receSS or open end slot 
4, the latter lying adjacent to the vertical 
planes of the inner faces of the beams 1. 
The forward end portions of the beams 1 
are connected by a transverse rod 5. Se 
cured upon the upper side of each of the 
beams 1 near its forward end, is a vertical 
bracket 6, the upper termination of which 
is in the form of a transverse keeper or 
sleeve 6 having a squared opening there 
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through in the direction of the width of the 
scaffold. Slidably mounted in each of these 
keepers or heads 6' is the inner portion of 
a horizontal outwardly extending bar I, the 
latter extending loosely through a sleeve 
termination 8 of an arm 8' which projects 
from the center of the height of a vertical 
clamping plate 9, the latter having its rear 
face suitably padded as indicated at 10. By 
means of a set screw 11 which passes 
through a threaded opening in the sleeve 8, 
the clamping plate 9 may be held at a de 
sirable point on the bar 7 and the position 
of said bar may be changed by sliding the 
same through the keeper 6 and turning in 
Ward a set screw 12 which engages a thread 
ed opening in Said keeper, thus providing 
for the inward and outward adjustment of 
the bars 7 and an independent adjustment 
of the plates 9. To the inner side of each 
of the beams 1, I pivot beneath the platform 
3 the upper and rear end of a bar 13, the 
lower end of which has pivotally connected 
therewith, the lower end of a rack bar 14 
which rack bar is inclined upwardly and 
forwardly from the bar 13 and extends 
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through one of the slotted openings 4 of 
the platform. These opposing rack bars are 
adapted to have their corresponding teeth 
or notches engage a transverse rod 15 which 
is adapted to be removably inserted and Sup 
ported in one of two or more separated 
openings 16 formed at opposite points in 
the beams 1. 
As indicated in the drawing, I provide the 

outer portion of my scaffold with a safety 
railing, which comprises bars 17, the lower 
or corresponding ends of which are pivot 
ally connected with the side members of 
horizontal U-shaped rail rods 18. The 
standards or bars 17 which are nearest the 
inner end of the platform 3 are connected by 
chains 19 with suitable brackets 20 which 
rise from the upper sides of the beams 1 in 
front of the platform. 
In order to insert my improved Scaffold 

in a window frame, the railing which com 
prises the pivoted Standards 18 and pivoted 
rails 17, is folded forward to the position 
indicated in dotted lines in Fig. 2 of the 
drawing, thus admitting of the insertion of 
the outer portion of the scaffold through the 
lower half of a window until the inner 
straight sides of the rack bars 14 are in con 
tact with the outer side of the window sill 
which is indicated in dotted lines at 21. 
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When in this position the inner end portions 
of the beams 1 bear upon the base of the 
window frame 22, the clamping or retaining 
plates 9 being so adjusted that their padded 
surfaces bear against or engage the inner 
faces of the vertical side membel's 22 of the 
window frame. As indicated at 24, I pref 
erably provide the undersides of the bearing 
portions of the sills 1 with suitable pads 
which prevent the marring of the window 
frame base. It will be understood that by 
changing the engagement of the rack bars 
with the rod 15, said rack bars may have 
their degree of inclination changed to facili 
tate engagement with sills of various con 
structions or depths and that a further ad 
justment may be attained of said rack bars, 
by changing the rod 15 from one of the 
openings 16 to another. It is obvious that 
by moving the clamping plates or members 9 
may be properly engaged thereby. The 
Scaffold having thus been supported, it is ob 
vious that although the outer side of the 
window sill is ordinarily of considerable less 
height than the bottom of the window 
frame, the manner of support described, will 
result in the sills of the scaffold being re 
tained in a horizontal position regardless of 
the difference in height of said sill and 
frame. The scaffold having thus been af 
fixed in the frame and its platform project 
ed on the outer side of the window, the 
position indicated in Fig. 1 of the drawing, 
said railing structure being limited in its 
outward movement by the chains 19 and its 
cause a desirable binding action between the 
bars 17 and 18, thereby prevening any tend 
ency of the railing structure from dropping 
inward toward the building. 

It is obvious that a scaffold such as I have 
described herein, will be of special titility as 
a Support for the Washers of windows in 
comparatively tall buildings where the dan 
ger accompanying such work is extreme. It 
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will also be observed that the construction of 
my improved scaffold is such as to permit of 
its manufacture at a reasonable cost and 
that by raising the rack bars until the bars 
13 are substantially parallel with the beams 
1, said rack bars may be folded or extended 
in the direction of the length of the scaf 
fold, which in conjunction with the folding 
of the railing structure, will permit of the 
device being converted into a comparatively 
low structure, which will facilitate its pack 
age for shipment Ol' storage when not in use. 
What I claim, is: 
1. In a window scaffold, the combination 

with a frame, of means carried by said 
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frame for engaging the inner faces of a win 
dow frame, a folding railing mounted upon 
the Outer portion of said frame, a pivoted 
bar 13, a rack bar pivotally connected there 
to and extending upwardly through the 
frame, and a member carried by said frame 
and adapted to be engaged by said rack bar, 
the inner faces of said rack bar being a non 
Serrated one, said non-serrated face engag 
ing the outer edge of the window sill when 
said rack bar is forced 
said member. 

2. In a window scaffold, the combination 

into engagement with 

With a frame comprising parallel beams and 
a platform, and means carried by said beams 
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for engaging the inner surfaces of a window 
frame, of adjustable means for engaging 
the outer side of a window sill comprising 
pivoted bars 13 and toothed bars 14 joint 
edly connected with said pivoted bars, and 
a detachable rod extending between the 
frame beams with which said toothed bars 
are adapted to engage as described and 
means for Supporting said rod in a plurality 
of positions longitudinally of the frame. 
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In testimony whereof I affix my signature 
in presence of two witnesses. 

ALBERT. E. BOND. 
Witnesses: - - 

CARL R. HERBIG, 
LOUIS BRENDEL. 


