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To ald, whom it may concern: 
Be it known that I, THOMAS J. ANDRE, a 

citizen of the United States, residing at Wau 
Seon, in the county of Fulton and State of 
Ohio, have invented a new and useful Gate, 
of which the following is a specification. 
The invention relates to improvements in 

gates. 
The object of the present invention is to im 

prove the construction of sliding and swing 
ing gates, and to provide a simple and inex 
pensive one which may be readily adjusted 
vertically to clear obstructions, such as snow 
or the like, and to afford a passage for small 
animals. 
The invention consists in the construction 

and novel combination and arrangement of 
parts hereinafter fully described, illustrated 
in the accompanying drawings, and pointed 
out in the claims hereto appended. 

In the drawings: Figure 1 is a perspective 
view of a gate constructed in accordance with 
this invention. Fig. 2 is a vertical sectional 
view. Fig. 3 is a detail perspective view of 
the adjustable hanger with its rollers. 
Similar numerals of reference indicate cor 

responding parts in the several figures of the 
drawings. 

1 designates a vertical tubular bar or pipe 
forming a pintle and having a bore or open 
ing providing sockets to receive a lower L 
shaped pintle 2, and an upper bolt 3, which 
is arranged in an eye 4, of a rod 5, and pivots 
the vertical bar 1 thereto. The pintle 2 and 
the rod 5 extend horizontally from a hinge 
post 6, and the rod 1, which is pivoted and 
adapted to turn on the bolt 3 and the pintle 
2, supports a vertically-adjustable hanger 7. 
The adjustable hanger consists of a clamp 

8, a horizontal spindle 9, on which is mounted 
a vertically-disposed roller 10, and arms 11, 
terminating in vertical spindles 12, on which 
are journaled horizontal rollers 13. The ver 
tically-disposed roller 10 is provided, at its 
outer edge, with a flange to prevent the gate 
from slipping off from it, and it serves to 
support the weight of the gate and enables the 
latter to be moved longitudinally preparatory 
to swinging. The arms 11 extend horizon 
tally from opposite sides of the clamp, and 
the horizontal rollers engage One of the hori 

Zontal rails of the gate 14 and enable the 
sliding of the latter to be without friction. 
The clamp is composed of opposite sides or 

jaws 15, receiving between them the vertical 
bar 1 and extending beyond the same and 
connected by a clamping-bolt 16, which is pro 
vided with a nut 17. By means of the clamp 
the hanger may be adjusted vertically on the 
bar 1 and readily Secured at the desired ad 
justment for the purpose of raising and low 
ering the gate to enable the latter to clear 
obstructions and to afford a passage way or 
space beneath the gate for small animals, and 
also to accommodate itself to the arrange 
ment of the bars of the gate. 
The gate may be readily detached by re 

moving the bolt or headed pin 3, and it will 
be readily apparent that the means for hang 
ing the gate and enabling the same to slide 
and swing are simple and comparatively in 
expensive in construction, and are adapted 
to enable the sliding and swinging of the 
gate to befrictionless. The pintle 2, and the 
rod or bolt 5, extend horizontally from one 
corner of the hinge-post to permit the neces 
sary movements of the gate. 
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The latch-post or frame 18 consists of a 
pair of bars or uprights connected by a top 
and providing a space to receive the adja 
cent end of the gate. 
Changes in the form, proportion, and the 

minor details of construction may be re 
sorted to without departing from the princi 
ple or sacrificing any of the advantages of 
this invention, such as employing an ordi 
nary set screw or clamping screw for engaging 
the vertical tubular bar, instead of a clamp of 
the form shown in the drawings. 
What I claim is 
1. The combination of a hinge-post, a ver 

tical bar pivotally connected there with, and 
a vertically-adjustable hanger having a hori 
Zontal roller and provided with a clamp se 
curing it to the vertical bar, substantially as 
described. 

2. The combination of a hinge-post, a ver 
tical bar pivotally connected therewith, a ver 
tically-adjustable hanger having a horizontal 
spindle and provided with a clamp arranged 
on and engaging the vertical bar, a vertical 
roller arranged on the spindle, and a gate 
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supported on the roller, substantially as de 
Scribed. 

3. The combination of a hinge-post, a ver 
tical bar pivotally connected there with, a ver 
tically-adjustable hanger having a horizontal 
spindle and provided with horizontal arms 
terminating in vertical spindles, means for se 
curing the hanger to the bar, rollers arranged 
On the spindles, and a gate arranged on and 
Supported by the rollers, substantially as de 
scribed. 

4. The combination of a hinge-post, a ver 
tical bar pivotally connected there with, a ver 
tically-adjustable hanger provided with a 
clamp to secure it to the bar and having a 
horizontal spindle and provided with oppo 
sitely-disposed horizontal arms having verti 
cal spindes, rollers arranged on the spindles, 
and a sliding and swinging gate mounted on 

2 o and supported by the rollers, substantially as 
described. 

5. The combination of a hinge-post pro 
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vided with an upper horizontal eye and have 
ing a lower vertical pintle, a vertical rod pro 
vided at its ends with sockets and mounted 
on the pintle, a bolt or pin arranged in the 
eye and the upper end of the bar, a hanger 
comprising a clamp receiving and engaging 
the vertical bar, a horizontal spindle and op 
positely-disposed arms terminating in verti 
cal spindles, a vertical roller arranged on 
the horizontal spindle, a gate supported by 
the vertical roller, and horizontal rollers ar 
ranged on the vertical spindles and forming 
a frictionless bearing for the gate, Substan 
tially as described. 
In testimony that I claim the foregoing as 

my own I have hereto affixed my signature in 
the presence of two witnesses. 

THOMAS J. ANDRE. 
Witnesses: 

H. E. RANDALL, 
GRACE L. RANDALL. 
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