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To all whom, it may concern: 
Be it known that I, OsCAR CALOWAY 

MALONE, a citizen of the United States, re 
siding at Wellston, in the county of Lincoln 
and State of Oklahoma, have invented cer 
tain new and useful Improvernents in Oil 
ing Attachments for Brooms, of which the 
following is a specification, reference being 
had to the accompanying drawings. 
This invention relates to new and useful 

improvements in oiling attachments for 
brooms: and has for its object to provide a 
simple and inexpensive device which may be 
readily attached to a broom of ordinary con 
struction and which will supply oil thereto 
in any desired quantities; and another ob 
ject of the invention is to provide a device 
of this character which will possess ad 
vantages in points of efficiency, durability, 
is inexpensive of manufacture and at the 
same time is simple in construction and 
operation. 
The invention consists in the novel fea 

tures of construction and the combination 
and arrangement of parts hereinafter de 
scribed, pointed out in the claims and shown 
in the accompanying drawings in which, 

Figure 1 is a front elevation of a broom 
having my improved attachment thereon; 
Fig. 2 is a side elevation of the device re 
moved from the broom, and Fig. 3 is a 
longitudinal sectional view. 

Referring more particularly to the draw 
ings 1 indicates a tank of suitable size and 
construction, but preferably of rectangular 
form as here shown, having a filling nipple 
2 at the top thereof which is normally 
covered by a screw-cap 3. 
An outlet pipe 4 is provided having an 

elbow 5 formed upon the upper end thereof 
which is connected to the front side of the 
tank near the bottom. This outlet pipe 4 
is preferably made in two sections 6 and 
7 threaded together as shown at 8; the upper 
section 7 is secured to the tank 1 while the 
lower section 6 is slightly curved at 9 to 
ward the tank so as to be disposed in the 
broom near the center. Secured to the lower 
end of the section 6 is a cross-pipe 10 dis 
posed transversely in the broom head and 
provided with a series of perforations 11. 
Communication between the tank 1 and 

the cross pipe 10 is controlled by means of 
a needle valve 12 having the stem 13 
threaded into the upper side of the elbow 
5 as shown at 14, said valve coacting with 
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a seat 15 formed within the lower section 
of the outlet pipe 4. The valve 12 is to be 
adjusted by the thumb piece 16 formed upon 
the upper end of the valve stem 13, said 
valve being held in adjusted position by 
means of the spring ratchet 17 engaging in 
the corrugations 18 formed on the thumb 
piece 16. 
A conical shaped groove 19 is formed in 

the back side of the tank 1 so that said tank 
can be easily fitted to the broom handle, the 
lower end of Said groove fitting tightly 
over the upper end of the broom head, and 
the upper end of the tank is secured to the 
handle by means of the spring hook 20, 
having one end pivoted to the tank at one 
side of the groove 19 and the other end en 
gaging in a keeper member 21 on the oppo 
site side of the groove. 

In operation the tank 1 is filled with oil 
and then secured to the handle and broom 
head, and the lower end of the outlet pipe 
4 and the cross pipe 10 are inserted into 
the broom near the center. Walve 12 is 
then opened and adjusted so as to permit 
desired quantities of oil to escape through 
the perforations 11 into the broom head. 
The valve 12 is held in an adjusted posi 
tion by means of the ratchet spring 17. 
While I have shown and described the 

preferred form of my invention it will be 
obvious that various changes in the details 
of construction and in the proportions may 
be resorted to for successfully carrying my 
invention into practice without sacrificing 
any of the novel features or departing from 
the scope thereof. 
What is claimed is:- 
1. A broom attachment, comprising a tank, 

an outlet pipe secured to the front side of 
the tank near the bottom thereof, said pipe 
comprising two sections detachably con 
nected together, the lower of said sections 
curved rearwardly, a cross pipe secured to 
the lower end thereof having perforations 
formed therein, a valve seat carried by one 
of said sections, a valve carried by the other 
of said sections adapted to coact with said 
seat, a vertically extending valve stem 
formed on said valve and guided in said 
outlet pipe, valve adjusting means upon 
the end of said stem, and means for secur 
ing said tank to a broom-head and handle 
with the cross pipe buried in the broom 
body. 

2. A broom attachment comprising a tank, 
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an outlet pipe secured to the front side of section, a thumb nut formed upon the upper 
the tank near the bottom thereof, said pipe end of said stem to adjust said valve, means 
comprising two sections threaded together, carried by the tank to hold said valve in an 
the lower of said sections being slightly adjusted position, and means for securing 15 

5 curved rearwardly, acrosspipe secured to said tank to a broom-head and handle. 
the lower end thereof having perforations In testimony whereof I hereunto affix my 
formed therein, a valve seat carried by said signature in the presence of two witnesses. 
lower section, a valve carried by the upper OSCAR CALOWAY MALONE. 
section adapted to co-act with said seat, a Witnesses: 

10 valve stem formed on said valve and Roy WARD, 
threaded into the upper end of the upper DE WITT LAMB. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.’ 

  


