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To all whom it may concern: 
Be it known that I, SYLVESTER. W. SHIEL 

DON, of New York, in the county of New York 
and State of New York, have invented a new 
and useful Improvement in Wooden Boxes, of 
Which the following is a specification, refer 
ence being had to the accompanying drawings. 
The invention has relation to improvements 

in Wooden boxes, and especially to that class 
in Which a handle is provided for the purpose 
of permitting the use of the contents of the 
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box. Without soiling or injuring the hand. 
Boxes of this character have heretofore been 

produced of greater or less utility; but their 
production has usually involved considerable 
expense, and they have been subject to other 
objections. As a general rule, the box proper 
or receptacle has been round, which has inter 
fered to a considerable extent with the con 
venient application of labels, so as to seal the 
box effectively, and has rendered it difficult to 
pack the boxes in such a way as to prevent 
their being jostled during shipment and the 
contents more or less affected thereby, and has 
also necessitated considerable care in their 
manufacture. 
By my invention I am enabled to manufac 

ture a box in which all of these objections are 
obviated and an article of a superior char 
acter produced. 
The invention consists in a process of mak 

ing the different parts in a rapid and economi 
cal manner- and uniting them to form a box 
having characteristics different, it is believed, 
from any box now known. 

Figures 1, 2, and 3 show the parts of the box 
before they are united. Fig. 4 is a view show 
ing the box after the parts have been put to 
gether. Fig. 5 is a view showing the boxes as 
they are placed for purposes of shipment. 
In the accompanying drawings, Aindicates 

the bottom of the box, having a handle, B; 
C, the body, and D the lid, of the box. 
The distinctive novelty of the process where 

by the box is produced consists in the fabri 
cation of the parts shown in Figs. 1, 2, and 3, 
and uniting them to form the article shown in 
Fig. 4, all as hereinafter set forth. In Fig. 1 
the original shape is indicated by dotted lines. 
In the production of this part of the box I 
take a piece of timber of any suitable char 

acter-by preference of a size which is equal 
to exactly twice that of the part shown in Fig. 
2-SO that the bottom and handle of the box 
will be, by preference, twice its length-that 
is, so that the handle will be equal in length 
to the receptacle or box proper. Through this 
piece a hole, a, may, if desired, be bored for 
the purpose of hanging the box on a nail, and 
after sawing the piece into sheets or pieces 
shape the handle as indicated; or, if desired, 
the handle may be formed before the sheets or 
pieces are severed. 
The part shown in Fig.2, which is intended 

to constitute the walls of the receptacle or box 
proper, is made by boring a piece of timber of 
the required size and shape in any convenient 
Way, and sawing it in pieces of such thickness 
as may be preferred, according to the capacity 
of the box which it is desired to produce. This 
piece is of a size adapted to the upper part of 
the piece shown in Fig. 1, and arranged to be 
Secured to it, as indicated in Figs. 4 and 5. 
The lid D of the box consists of a rectangu 

lar piece of any desired thickness, correspond 
ing in size to the part shown in Fig. 2, and 
which is secured by a pin or otherwise, as in 
dicated in Fig. 4. After the box has been 
completed it may be filled and a label applied, 
as indicated in Fig. 6. 
One of the chief advantages of my box con 

sists in the fact that after it has been con 
pleted it may be packed so as to prevent any 
jostling or shaking of the contents, as illus 
trated in Fig. 5. The receptacle projecting 
above the handle forms a shoulder or rest, 
which insures the secure packing of the box, 
as illustrated in said Fig. 5. As a consequence 
the goods may be rapidly packed so as to oc 
cupy the smallest possible space, and at the 
same time be securely held in position without 
danger of injury. to the contents of the boxes. 

I am aware that boxes have been produced 
having a handle similar to that which I have 
described, and which are intended to be used 
in the manner and for the purposes for which 
the box which I have described is to be used; 
but I have no knowledge of a box having the 
characteristics of and which may be produced 
as readily and economically as that which I 
have described. 
While, therefore, I do not claim, broadly, the 
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production of a box having a handle removed ling the top in a separate piece and uniting the 
from the receptacle or box proper, or a rect- whole, substantially as set forth. 
angular box provided with such a handle, In testimony that I claim the foregoing im 
I claim- provement in wooden boxes, as above de- 15 

5 The within-described process of forming a scribed, I have hereunto set my hand this 17th 
box Ed Yi hase Will consists in day of June, 1881. first forming the back and handle in a single piece; second, forming the part which consti- SYIVESTER W. SHIELDON. 
tutes the rim or wall of the receptacle by boring Witnesses: 

to a piece of timber and dividing the piece in sec- CHAS. C. GILL, 
tions after it has been bored; and, third, form- HERMAN GUSTOW. 

  


