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To ?till, tufton, it invogy conce77. 
Be it known that I, JOHN W. DAVIS, a citi 

Zen of the United States, residing at Palmyra, 
in the county of Macoupin and State of Illi 

5 nois, have invented a new and useful Eruit 
Jar, of which the following is a specification. 
This invention relates to new and useful 

improvements in preserving-jars; and its pri 
mary object is to provide a device of this char 

IO acter having a cover of peculiar construction 
which is adapted to fit tightly within the neck 
or mouth of the jar and prevent the escape 
or admission of gas and air, respectively. 
A further object is to provide a device which 

I5 is simple, durable, inexpensive, and effective 
in operation. 
To these ends the invention consists in pro 

viding the inner wall of the neck of the jar 
with an annular groove having a lower in 

2O clined surface and a square upper surface. 
This groove is adapted to receive a ring formed 
of suitable elastic material which is of greater 
diameter than the internal diameter of the 
neck and which will fit snugly within the 

25 groove at all times. This ring extends out 
of the groove within which it is seated and 
is adapted to fit within an annular groove 
formed within the top or cap of the jar. This 
cap is slightly smaller in diameter than the 

3o passage within the neck of the bottle, but is 
adapted when inserted thereinto to receive 
that portion of the ring which projects from 
the groove within which it is seated, thereby 
forming an air-tight seal. The groove within 

35 the cap is so constructed as to prevent said 
cap from being drawn upward after being 
placed in position unless drawn edgewise from 
the neck of the bottle. 

The' invention also consists in the further 
4o novel construction and combination of parts 

hereinafter more fully described, and illus 
trated in the accompanying drawings, forming 
a part of this specification, and in which 

Figure 1 is a longitudinal section through 
45 the jar, showing the cap therein before the 

same is removed therefrom or placed in sealed 
position. Fig. 2 is a longitudinal section 
through the device, showing the cap in eleva 
tion. Fig. 3 is a detail view of the packing 

5o ring. Fig. 4 is a section through a modified 
form of ring. 

Referring to the figures by numerals of ref 
erence, 1 is a jar having a neck 2, which is 
provided in its inner surface with an annular 
groove 3. The upper wall 4 of this groove ex- 55 
tends inward at right angles to the inner wall 
of the neck 2, while the lower wall 5 of said 
groove is arranged at an incline, as shown. 
This groove is adapted to receive and hold a 
ring 6, formed of suitable elastic material, as 6o 
rubber, and which projects outward from the 
groove 3 and is adapted to engage an annu 
lar groove 7, formed within the side of a cap 
8. This cap is of such diameter as to be read 
ily inserted into the neck of the jar, and the 65 
groove thereof is similar in form to the groove 
within the neck, with the exception that the 
lower instead of the upper wall is at right an 
gles to the inner wall of the neck. The rub 
ber ring 6 is preferably tubular; but I do not 7o 
limit myself to this form, as, if desired, the 
ring may be solid, as shown in Fig. 4. 
When it is desired to seal the jar, a rub 

ber ring is placed within the groove 3 and 
the cap 8 is inserted edgewise into the neck 75 
of the jar. The cap is then swung into a hori 
zontal position and drawn upward by means 
of the bail or loop 9, formed thereon. The 
upper inclined edge of the cap which first 
comes into contact with the rubber will force 8o 
the same inward, compressing it within the 
groove 3. As the cap continues upWard in 
its movement the lower square wall of the 
groove 7 will contact with the ring and pre 
vent the same from spreading down Ward. 85 
The ring will therefore become seated within 
the groove of the cap as well as the groove 
of the neck. Further upward movement of 
the cap will be prevented, in view of the fact 
that the ring will be clamped between the up- 9o 
per square wall of the groove 3 and the lower 
similar wall of groove 7. When it is desired 
to move the cap, the same is pressed down 
ward into the bottle and turned edgewise and 
removed while in this position. 

In the foregoing description I have shown 
the preferred form of my invention; but I do 
not limit myself thereto, as I am aware that 
modifications may be made therein without 
departing from the spirit or sacrificing the Ioo 
advantages thereof, and I therefore reserve 
the right to make such changes and altera 
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tions as fairly fall within the scope of my in 
vention. 

IIaving thus fully described my invention, 
what I claim as new, and desire to secure by 
Lette's Patent, is 

1. The combination with a jar having a 
groove formed within the neck thereof, of a 
flexible ring seated within and projecting 
from the groove, an upper wall to the groove 
at right angles to the interior wall of the 
neck, an inclined lower wall to the groove, a 
cap within the neck having an annular groove 
therein adapted to engage the ring, a lower 
wall to said groove at right angles to the in 
ner wall of the neck, an upper inclined wall 
to said groove, and a loop or bail upon the 
Cap. 

2. The combination with a jar having a 
groove formed within the neck thereof, of a 
flexible tubular ring seated within and pro 
jecting from the groove, an upper wall to the 
groove at right angles to the interior wall of 
the neck, an inclined lower wall to the groove, 
a cap within the neck having an annular 
groove therein adapted to engage the ring, a 
lower Wall to said groove at right angles to 
the inner wall of the neck, an upper inclined 
wall to said groove, and a loop or bail upon 
the cap. 

NO. W. DAVIS. 

Witnesses: 
E. B. CRAWFORD, 
Mrs. E. WORTHINGTON. 
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