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2 Claims. (C. 41-1) 

The present invention relates to artist's painting im 
plements, and in particular to a spatula for the applying 
of paint to canvas and the like. 
An object of the present invention is to provide an ar 

tist's spatula which lends itself to the application of oil 
and water paints to canvas and the like, one which may 
be manufactured in several shapes to achieve varying 
surface effects, one which may be used to replace brushes 
normally used in the painting of objects of art, one which 
is easily cleaned and replaced, and one which is highly 
effective in action. 
These and other objects and advantages of the present 

invention will be fully apparent from the following de 
scription or taken in connection with the annexed draw 
ing, in which: 

Figure 1 is an elevational view of the spatula of the 
present invention with a portion of the handle broken 
away, 

Figure 2 is a sectional view taken on the line 2-2 of 
Figure 1, 

Figure 3 is a fragmentary sectional view of a modified 
form of the spatula of the present invention, 

Figure 4 is a plan view of a modified form of the 
blade, 

Figure 5 is a further modified form of the blade, 
Figure 6 is an elevational view of blade portions, 

showing the many forms that the blade of the present in 
vention may take, 

Figure 7 is a plan view of still another form of the 
spatula of the present invention, with a portion of the 
handle broken away, and 

Figure 8 is a sectional view taken on the line 8-8 
of Figure 7. 

Referring in greater detail to the drawings, in which 
like numerals indicate like parts throughout the several 
views, the painter's spatula of the present invention com 
prises a handle 10 and a tubular member 11 having one 
end 12 open and the other end 13 closed. The tubular 
member 11 is positioned in end to end relation with re 
spect to the handle 10 with the open end 12 circumposed 
about and secured to the adjacent end portion of the 
handle 10. 

In the form of the invention shown in Figures 1 and 2, 
the closed end 13 of the tubular member 11 is provided 
with flattened opposed resilient elements normally con 
tacting each other but when separated forming a slot 14 
into which is interposed the shank of a spatula 15, the 
resilient elements forming a means by which the shank of 
the spatula 15 is detachably held with the blade of the 
spatula 15 exteriorly of the tubular member 11. The 
spatula 15 is formed of resilient material such as stain 
less steel, plastic, or the like and has smooth upper and 
lower faces each easily wiped clean of paint after its 
IS. 

In the form of the invention shown in Figure 3, the 
blade 16 tapers from one end to the other and has its 
thick end fixed between the flattened end portion 17s and 
18 of another tubular member 19. 
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2. 
Figure 4 shows the end portion of a blade. 20 formed 

with serrations. 21, so that the paint applied by the blade 
20 may be textured by the serrations :21 at the desire of 
the artist or painter. 

In Figure 5 is shown another blade end portion 22 which 
has, slots cut as at 23, in its free, end, the slots. 23 pro 
viding a means for; the application of paintin: still: an 
other decorative-texture. 

In Figure 6 is shown a series of blades, 24 to 30, inclu 
sive, each having its end portion shaped differently from 
the others and differently from the blades heretofore illus 
trated and described. Each of the blades 24 to 30, in 
clusive, are so shaped as to provide for the application 
of paint in a variety of finished appearances. 

In Figure 7, a modified form of the spatula of the 
present invention is shown in which there is a handle 31 
and a tubular member 32 having an open end and a 
closed end at the other end, the open end of the tubular 
member 32 being rounded for a portion of its length in 
wardly of the open end as at 33 and receiving and circum 
posed about the adjacent portion of the handle 31 and 
fixedly secured thereto. 
Means is provided within the tubular member 32 for 

releasably securing the blade 34 therein. Specifically, this 
means includes a pair of resilient W-shaped spring ele 
ments 35 and 36 arranged so that their bottoms are nor 
mally abutting each other and having their mid portions 
secured by rivets 37 to the inner walls of the tubular 
member 32 on opposite sides of the latter. The spring 
elements 35 and 36 each have two points of contact wedg 
ingly receiving the adjacent portions of the blade 34 when 
the latter is inserted within a closed slot 38 provided in 
the closed end of the tubular member 32. 
Means is provided within the tubular member 32 for re 

ceiving the end portion of the blade 34 and comprises a 
U-shaped member 39 arranged with its legs extending 
longitudinally with respect to the tubular member 32 
and having its bight seated in a recess provided in the 
adjacent end portion of the handle 31. The legs of the 
U-shaped member 39 are normally close together and 
wedgingly receive the end portion of the blade 34 when 
the latter is inserted through the slot 38. 

In each of the modifications, the spatula of the present 
invention provides a novel means for the application of 
water and oil paints to such surfaces normally used by 
painters and the like. The blades which are detachably 
secured in the spatula may be readily wiped clean of 
paint and may be as readily removed from the supporting 
structure and replaced with a blade of other shape, thick 
ness, end formation or by a blade with greater or lesser 
flexibility. 
What is claimed is: 
1. A spatula comprising a handle, a tubular member 

having one end open and the other end closed, positioned 
in end to end relation with respect to said handle, with 
the open end circumposed about and secured to the adja 
cent end portion of said handle, the closed end of said 
member being provided with a slot extending thereacross, 
a pair of resilient elements extending longitudinally from 
the closed end of said handle and normally contacting 
each other, a resilient flat blade extending into said slot 
and having the portion adjacent the end within said tubu 
lar member received between and held by said resilient 
elements, and means carried by said tubular member re 
leasably securing said blade to said member, said means 
embodying a pair of resilient W-shaped spring elements 
arranged in bottom to bottom normally abutting relation, 
the bottoms of said elements wedgingly receiving the 
adjacent portion of said blade when the latter is received 
in said slot. 

2. A spatula comprising a handle, a tubular member 
having one end open and the other end closed, positioned 
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