(51) International Patent Classification:
B65B 67/12 (2006.01)

(21) International Application Number:
PCT/US20 15/024247

(22) International Filing Date:
3 April 2015 (03.04.2015)

(25) Filing Language: English

(26) Publication Language: English

(30) Priority Data:
61/975,618 4 April 2014 (04.04.2014) US

(71) Applicant: HOPE FOR TOMORROW, LLC [US/US]; 4050 Sheri Way, West Valley City, Utah 84120 (US).

(72) Inventor: SHANNON, Rodrick G.; 46 N. Broadway #5, Tooele, Utah 84074 (US).

(74) Agent: JOHNSON, R. Whitney; Stoel Rives LLP, 201 So. Main Street, Suite 1100, One Utah Center, Salt Lake City, Utah 84111 (US).


Published:
— with international search report (Art. 21(3))

(54) Title: APPARATUSES AND METHODS FOR FILLING BAGS

(57) Abstract: Apparatuses and methods for filling bags are provided. Some apparatuses include a shovel and an elongate lever arm that may be arranged in a bagging or pivoting orientation, a storage orientation, and a shovel orientation. In the bagging orientation, the elongate lever arm may be rotatably coupled to the shovel. In the storage orientation, the apparatus may be configured for compact storage. In the shovel orientation, the elongate lever arm may extend proximally from the shovel to function as an extension of the shovel arm.
APPARATUSES AND METHODS FOR FILLING BAGS

Related Applications

Technical Field
[0002] The present disclosure is directed to apparatuses and methods for filling bags, and particularly to filling sand bags.

Brief Description of the Drawings
[0003] The written disclosure herein describes illustrative embodiments that are non-limiting and non-exhaustive. Reference is made to certain of such illustrative embodiments that are depicted in the figures, in which:

[0004] FIG. 1 is a side view of a bagging apparatus inserted into a bag, according to one embodiment.
[0005] FIG. 2A is a side view of a bagging apparatus in an operable configuration, according to one embodiment.
[0006] FIG. 2B is a side view of a bagging apparatus in an insertion configuration, according to one embodiment.
[0007] FIG. 3 is an end view of a bagging apparatus, according to one embodiment.
[0008] FIG. 4 is a top view of a bagging apparatus, according to one embodiment.
[0009] FIG. 5 is side view of a shovel of a bagging apparatus, according to one embodiment.
[0010] FIG. 6 is top view of a shovel of a bagging apparatus, according to one embodiment.
[0011] FIG. 7 is a side view of a bagger arm of a bagging apparatus, according to one embodiment.
[0012] FIG. 8 is a top view of a bagger arm of a bagging apparatus, according to one embodiment.
[0013] FIG. 9 is a side view of a bagging apparatus, according to another embodiment.
[0014] FIG. 10 is a top view of the lever of the bagging apparatus of FIG. 9.
FIG. 11 is an enlarged side view of the bagging apparatus of FIG. 9 in a bagging or pivoting orientation.

FIG. 11A is a side view of the bagging apparatus of FIG. 9 in the bagging or pivoting orientation and in an insertion configuration.

FIG. 11B is a side view of the bagging apparatus of FIG. 9 in the bagging or pivoting orientation and in an operable configuration.

FIG. 12 is an enlarged side view of the bagging apparatus of FIG. 9 in a storage orientation.

FIG. 12A is a side view of the bagging apparatus of FIG. 9 in the storage orientation.

FIG. 12B is a top view of the bagging apparatus of FIG. 9 in the storage orientation.

FIG. 13 is an enlarged side view of the bagging apparatus of FIG. 9 in a shovel orientation.

FIG. 13A is a side view of the bagging apparatus of FIG. 9 in the shovel orientation.

FIG. 13B is a top view of the bagging apparatus of FIG. 9 in the shovel orientation.

Detailed Description of Preferred Embodiments

Flooding resulting from weather, rising water, and natural disasters is a perpetual threat to structures, property, and life, among other things. During times of flooding, or threatened flooding, relief agencies and volunteers mobilize to erect barriers to halt and/or redirect advancing flood waters, for example, to protect structures, property, and life. Time is critical and individuals strive to work quickly to erect barriers to redirect or hold the flood waters at bay. Sandbags are often filled and used to erect temporary barriers.

Sandbags are also used in other situations, such as military operations and combat, to erect temporary barriers.

Traditionally, sandbags have been filled by cooperation of two individuals. A first person holds the bag while a second person uses a traditional shovel to scoop sand or other fill material into the bag. The process to fill bags in this manner is arduous and time consuming as multiple shovels full of material are typically needed to fill a single bag. The process is also inefficient because two individuals are required to fill a single bag. Filling bags with a traditional shovel simply is not well
suited for situations when moments can mean the difference between successfully containing flood waters or loss of, for example, property and/or life.

[0027] Some machines or devices that have been developed to improve the bag-filling processes are expensive and/or impractical or impossible to use in some circumstances. Moreover, some of these devices fail to substantially reduce the labor required in the bag-filling process. Many of these devices require that fill material be raised to a height above an opening of the bag to allow the fill material to fall into the bag. Thus some of these devices may be ergonomically deficient and/or fail to reduce or minimize physical effort and discomfort associated with filling bags.

[0028] The present disclosure is directed to apparatuses and methods for filling bags. The disclosed embodiments may provide a more ergonomic and efficient manner of filling bags. A bagging apparatus in an insertion configuration may be inserted into a sand bag and then moved to an operable configuration that allows the user to use a scooping motion to fill the bag. The bagging apparatus may include two handles and a shovel. The handles and shovel may be configured to be positioned within the bag during filling, which allows the user to simultaneously grasp the bag and the handles. After the bag is filled, the device can easily be removed from the bag with an upward motion, or by applying an upward force.

[0029] The disclosed apparatus and methods may enable a single individual to fill a bag with fill material. The bagging apparatus, because it may be positioned inside the bag, or mostly inside the bag, may support a length of the bag during filling. A user may grasp both the bagging apparatus and the bag during filling. Alternatively, a user may also grasp the bagging apparatus using only a single hand. The apparatus and methods may also reduce the height to which the fill material is lifted by a user to fill the bag.

[0030] Although the present disclosure is provided with frequent reference to sand bags, the bagging as described herein is not limited to filling sand bags. Other bagging applications are relevant and the disclosed embodiments can be used for other bagging applications and are not limited to sand bagging. For example, fill material is not limited to aggregate, such as sand, gravel, soil, etc., but may also include materials such as grains, seeds, nuts, salt, mulch, compost, and any of a variety of materials that may be put into, stored in, and/or transported in a bag.

[0031] Embodiments may be best understood by reference to the drawings, wherein like parts are designated by like numerals throughout. It will be readily
understood that the components of the present disclosure, as generally described and illustrated in the drawings herein, could be arranged and designed in a wide variety of different configurations. Thus, the following more detailed description of certain embodiments is not intended to limit the scope of the disclosure, but is merely representative of possible embodiments of the disclosure. In some cases, well-known structures, materials, or operations are not shown or described in detail.

[0032] FIGS. 1-4 are various views of a bagging apparatus 100, according to one embodiment. FIG. 1 is a side view of the bagging apparatus 100 inserted into a bag 10. FIG. 2A is a side view of the bagging apparatus 100 in an operable configuration. FIG. 2B is a side view of the bagging apparatus 100 in an insertion configuration. FIG. 3 is an end view of the bagging apparatus 100. FIG. 4 is a top view of the bagging apparatus 100. The bagging apparatus 100 may comprise a shovel 102 and a bagger arm 104 coupled to and extending from the shovel 102.

[0033] FIGS. 5-6 illustrate a shovel 102 of a bagging apparatus, according to one embodiment. FIG. 5 is side view of the shovel 102 of a bagging apparatus. FIG. 6 is top view of the shovel 102 of a bagging apparatus.

[0034] FIGS. 7-8 illustrate a bagger arm 104 of a bagging apparatus, according to one embodiment. FIG. 7 is a side view of the bagger arm 104 of a bagging apparatus. FIG. 8 is a top view of the bagger arm 104 of a bagging apparatus.

[0035] Referring generally and collectively to FIGS. 1-8, the illustrated bagging apparatus 100 includes a shovel 102 and an elongate bagger arm 104 rotatably coupled together by a pin 106 or other coupling device at a pivot point 107. Rotatably coupling the shovel 102 and the bagger arm 104 allows the bagger arm 104 to rotate at the pivot point 107 relative to the shovel 102, between an operable configuration (shown in FIG. 2A) and an insertion configuration (shown in FIG. 2B). In the insertion configuration, the bagger arm 104 is positioned more proximate to the shovel 102 than in the operable configuration, thereby enabling easy insertion of the bagging apparatus 100 into a bag (shown in FIG. 1). The pivot point 107 is positioned proximate to a middle portion of the shovel 102.

[0036] The shovel 102 (shown isolated in FIGS. 5-6) may include a shovel arm 108 having a shovel mouth 110 positioned at a first end (e.g., a distal end) and a shovel handle 112 at a second end (e.g., a proximal end). The shovel arm 108 may be a rigid elongate shaft having sufficient strength and rigidity to transfer force applied to the shovel handle 112 to the shovel mouth 110. Accordingly, a force
applied to the shovel handle 112 in a direction toward the shovel mouth 110 may
cause the shovel mouth to be propelled in the same direction, for example, to scoop
fill material.

[0037] The shovel arm 108 may further include a pivot hole 114 (shown in FIG. 5)
at the pivot point 107 to receive the pin 106 or other coupling device to couple the
shovel 102 to the bagger arm 104. The pivot hole 114 may be positioned near the
middle of the shovel arm 108, between the proximal and distal ends of the shovel
arm 108. The pin 106 or other coupling device rotatably couples the bagger arm 104
to the shovel 102. A spacer 116 may be positioned adjacent to or around the pivot
hole 114 to enhance rotatability of the bagger arm 104 relative to the shovel 102.
The pin 106 is positioned through the pivot hole 114 and may be secured in place
with a retaining clip 115. As can be appreciated, in other embodiments the pin 106
may be substituted for any suitable coupling device or mechanism, such as a rivet, a
nut and a bolt, a fixed pin, or a molded pivot point. As can also be appreciated, in
other embodiments the pin 106 may be integral with one of the shovel arm 108 or
the bagger arm 104 and configured to mate with a pivot hole on the other.

[0038] An upper stop 118 and a lower stop 120 may be positioned proximate to
the pivot hole 114 and configured to limit a rotational range of the bagger arm 104
relative to the shovel 102. The upper stop 118 may limit rotation of the bagger arm
104 away from the shovel 102 to the operable configuration. The upper stop 118 is
secured to the shovel arm 108 and is sufficiently rigid such that, when the bagger
arm 104 is in contact with the upper stop 118, a force on the bagger arm 104 in a
direction away from the shovel 102 is transferred to the shovel 102. The lower stop
120 may limit a rotational range of the bagger arm 104 toward the shovel to the
insertion configuration. In the insertion configuration, a gap 122 (or distance 122)
between the shovel 102 and the bagger arm 104 may allow a user to grasp a handle
134 of the bagger arm 104, as discussed in more detail below.

[0039] The shovel mouth 110 may be configured in the shape of a scoop or
similar device. The shovel mouth 110 may comprise a blade 124, a scoop area 126
(or bottom), and two sides 128. The blade 124 is positioned at a distal end of the
shovel mouth (also the leading edge) and may be shaped and configured to contact
and gather fill material into the scoop area 126. In the illustrated embodiment, the
blade 124 is straight to provide a square point configuration to scoop loose material.
The blade 124 and scoop area 126 are sized and configured to fit within the bag 10
being filled and to be positioned proximate to the bag opening 12 (or mouth). In particular, a width W₁ of the shovel mouth 110 is smaller than a width of the opening 12 of the bag 10, so as to allow the shovel mouth 110 to fit inside the opening 12 of the bag 10. The sides 128 aid to expand the opening 12 of the bag 10 during insertion of the bagging apparatus 100 into the bag 10. The sides 128 also aid in receiving and directing the fill material scooped into the shovel mouth 110 toward the bottom of the bag 10.

[0040] The shovel mouth 110, in some embodiments, may include a deflector 130 positioned at the proximal end of the shovel mouth 110. The deflector 130 may reduce or limit snagging of the bag on the shovel mouth 110 as the bagging apparatus 100 is inserted into the bag 10. The deflector 130 is also configured to allow fill material to pass over it during scooping, allowing the fill material to pass toward the bottom of the bag 10.

[0041] The shovel mouth 110 in the illustrated embodiment is fixedly coupled to the shovel arm 108. As can be appreciated, in other embodiments the shovel mouth 108 may be removably coupled to the shovel arm 108 to facilitate easy and convenient storage and/or transport of the bagging apparatus 100. Also, as can be appreciated, other configurations of the blade 124 are possible, such as to provide a round point configuration for digging and loosening material.

[0042] The shovel handle 112 is positioned at the proximal end of the shovel arm 108 and is configured to be grasped by a hand of a user, from outside (and through) the bag 10. Accordingly, the user grasps the shovel handle 112 and the bag 10 simultaneously. The shovel handle 112 may have a width W₂ that is smaller (potentially much smaller) than the width W₁ of the shovel mouth 110 so as to easily lead and guide the bagging apparatus 100 through the opening 12 of the bag 10 and into the bag 10 during insertion. The shovel handle 112 is configured to be positioned more toward the bottom of the bag 10 relative to the shovel mouth.

[0043] The bagger arm 104 may be an elongate shaft configured to be coupled to, and extend away from, the shovel 102. The bagger arm 104 includes a pivot hole 136 to receive the pin 106 and form the pivot point 107. The bagger arm 104 is configured to extend distally at an angle A₁₁₀₀ to the shovel arm 108 from the pivot point 107. In other words, the bagger arm 104 may extend both longitudinally in the direction the shovel 102 extends (e.g. in a distal direction) and laterally away from the shovel 102. In the insertion configuration, the angle A₁₁₀₀ may be relatively small,
for example between about five degrees and about thirty degrees. In the operable configuration, the angle $A_{1100}$ may be larger, for example in the range of about thirty degrees and about one hundred degrees. In some embodiments, the angle $A_{1100}$ in the operable configuration may be between thirty-five degrees and ninety-five degrees. In some embodiments, the angle $A_{1100}$ in the operable configuration may be between forty degrees and ninety degrees. In some embodiments, the angle $A_{1100}$ in the operable configuration may be between forty-five degrees and eighty-five degrees. In some embodiments, the angle $A_{1100}$ in the operable configuration may be between fifty degrees and eighty degrees. In some embodiments, the angle $A_{1100}$ in the operable configuration may be between fifty-five degrees and seventy-five degrees. In some embodiments, the angle $A_{1100}$ in the operable configuration may be between sixty degrees and seventy degrees. In one embodiment, the rotational range of the bagger arm 104 (i.e., the range of angle $A_{1100}$) is approximately forty degrees.

[0044] As described, the bagger arm 104 is rotatably coupled to the shovel 102 and rotates between an insertion configuration and an operable configuration. A proximal end 132 (or proximal portion) of the bagger arm 104 of the illustrated embodiment is configured to abut against the upper stop 118 in the operable configuration and to abut against the lower stop 120 in the insertion configuration. As can be appreciated, in other embodiments, the bagger arm 104 and/or the stops 118, 120 may be configured differently, such that a proximal portion of the bagger arm 104 positioned past the pivot point 107 abuts the lower stop 120 in the operable configuration and abuts the upper stop 118 in the insertion configuration.

[0045] The bagger arm 104 may further comprise a bagger arm handle 134 positioned at a distal end of the bagger arm 104. The bagger arm handle 134 rotates in the gap 122. In the insertion configuration, the gap 122 (or distance 122) between the shovel mouth 110 and the bagger arm handle 134 is relatively small, perhaps only sufficiently wide to allow a hand of a user to grasp the bagger arm handle 134 to hold the bagging apparatus 100 during insertion into the bag 10. In the operable configuration, the gap 122 (or distance 122) between the shovel mouth 110 and the bagger arm handle 134 is larger so as to prop open the mouth 12 of the bag 10 for easy filling. A length $l_1$, between the bagger arm handle 134 (positioned toward the distal end of the bagging apparatus 100) and the shovel handle 112 (positioned
toward the proximal end of the bagging apparatus), is a length of the bag 10 that is supported by the bagging apparatus during operation (e.g., filling the bag).

[0046] The bagging apparatus 100 may be formed of a rigid plastic material that may be injection molded and/or laser-cut to a desired shape. As can also be appreciated, the bagging apparatus may be formed of any appropriately rigid material, such as a material sufficiently rigid to hold its shape during scooping aggregate material, for example aluminum, other types of metal and/or metal alloy, wood, and fiberglass.

[0047] Use of the bagging apparatus 100 is now described. With the bagging apparatus 100 in the insertion configuration, the shovel handle 112 may be inserted into an empty bag (e.g., a sandbag), toward the bottom or bottom portion, or closed end, of the bag 10. The shovel handle 112, now positioned within the bag 10, may be grasped, for example, by a user with one hand from without the bag 10, such that a wall of the bag 10 is positioned in between the shovel handle 112 and the hand holding (grasping) the shovel handle 112. In another embodiment, a mechanical apparatus may grip the shovel handle 112.

[0048] The deflector 130 may prevent the bag 10 from snagging on the shovel mouth 110 as the bagging apparatus 100 is inserted into the bag 10. The pin assembly, including the pin 106, the retaining clip 115, and the spacer 116, provides a hinge between the shovel arm 108 and the bagger arm 104. The stops 118, 120 restrict the range of motion of the bagger arm 104 and may allow for easy insertion of the bagging apparatus 100 into the empty bag 10.

[0049] The bagger arm handle 134 may also be positioned inside the bag 10, extending from the pivot point 107, toward a top portion of the bag to a position at or near the opening of the bag. The bagger arm handle 134 can be grasped by the user with the other hand at a position proximate the opening 12 of the bag 10. A lip of the bag 10 at the opening 12 may be wrapped around the bagger arm handle 134 to secure the bag 10 relative to the bagging apparatus. For example, a user may grasp the bagger arm handle 134 with a portion of the bag 10 positioned between the user's palm and the handle 134. The user's fingers may curl around the handle 134 and extend into the opening 12 of the bag 10. In other embodiments, a mechanical apparatus may grip the bagger arm handle 134, and simultaneously grip a portion of the bag 10 against the bagger arm handle.
[0050] The shovel mouth 110 is also positioned inside the bag 10 with the blade 124 disposed at or proximate the opening 12 of the bag. In the operable configuration, the shovel mouth 110 and the bagger arm handle 134 may provide tension at the bag opening 12 to hold the bag 10 open. Rotating the bagger arm handle 134 about the pivot point 107 toward the shovel handle 112 configures the bagging apparatus in the operable configuration, opening the mouth 12 of the bag 10 and providing tension to the mouth 12 of the bag 10 to limit slippage of the bag 10 relative to the shovel mouth 110 during filling. The shovel mouth 110 is then scooped into aggregate (i.e., fill material, such as sand, gravel, dirt). For example, a user may stoop down and scoop the shovel mouth 110 into the aggregate. In another example, a machine may scoop the shovel mouth 110 into the aggregate. The handles 112, 134 provide grip and stability while the movement is executed to thereby fill the empty bag 10.

[0051] When the bag 10 is a third to a half full, the bag 10 and bagging apparatus 100 can be tilted up to a vertical position and the bagging apparatus 100 can be pulled out of the bag 10. The weight of the filled bag 10 may allow the bagging apparatus 100 to easily slip out of the bag 10 (e.g., withdrawing from or through the fill material within the bag 10). The bagging apparatus 100 is removed from the full bag 10 by pulling on the bagger arm handle 134, for example with an upward motion. The low profile of the bagging apparatus 100, and narrow profile of the proximal end of the bagging apparatus, reduces drag (through the fill material within the bag 10) as the bagging apparatus 100 is removed from the filled bag 10. Using an upward motion to remove the bagging apparatus 100 may leave the filled bag standing. The bagging apparatus 100 is again ready for insertion into the next empty bag.

[0052] The bagging apparatus may enable the bag to be filled without raising any fill material to a height above the opening 12 of the bag 10. The bag 10 may be filled in a horizontal, or approximately horizontal, configuration and may be raised to a vertical configuration (e.g., for tying or otherwise closing the bag) without the fill material ever being raised to a vertical height above a vertical height of the opening 12 of the bag 10 when the bag is in a vertical (or approximately vertical) configuration or upright orientation greater than approximately 45 degrees vertical from level ground. In some embodiments, the upright orientation may be greater than approximately 60 degrees vertical from level ground. In some embodiments, the upright orientation may be greater than approximately 70 degrees vertical from level
ground. In some embodiments, the upright orientation may be greater than approximately 80 degrees vertical from level ground.

[0053] When the pivot point 107 is positioned slightly lower than the line of the handles 112, 134, pressure inward will push the blade 124 of the shovel 102 down (or lower) to facilitate scooping fill material. Also, because the blade 124 is lower than the handles 112, 134, the blade 124 will automatically pull the bag 10 open when resistance is applied. Tension from the bag 10 can hold the blade 124 and handles 112, 134 in place. The bag 10 may effectively become a part of the bagging apparatus 100 and of the mechanics of operating the bagging apparatus 100.

[0054] FIGS. 9-13 depict a bagging apparatus 200, according to another embodiment, that resembles the bagging apparatus 100 described above in certain respects. Accordingly, like features are designated with like reference numerals, with the leading digits incremented to "2." For example, the embodiment depicted in FIGS. 9-13 includes a shovel 202 that may, in some respects, resemble the shovel 102 of FIGS. 1-8. Relevant disclosure set forth above regarding similarly identified features, thus, may not be repeated hereafter. Moreover, specific features of bagging apparatuses and related components shown in FIGS. 1-8 may not be shown or identified by a reference numeral in the drawings or specifically discussed in the written description that follows. However, such features may clearly be the same, or substantially the same, as features depicted in other embodiments and/or described with respect to such embodiments. Accordingly, the relevant descriptions of such features apply equally to the features of the bagging apparatus 200 and related components depicted in FIGS. 9-13. Any suitable combination of the features, and variations of the same, described with respect to the apparatus 100 and related components illustrated in FIGS. 1-8, can be employed with the bagging apparatus 200 and related components of FIGS. 9-13, and vice versa.

[0055] The bagging apparatus 200 of FIGS. 9-13 includes a shovel 202 and a lever 203 that are configured to couple to one another and facilitate transitions between three distinct orientations: a bagging or pivoting orientation, a storage orientation, and a shovel orientation. More particularly, in some embodiments, a user may transition the bagging apparatus 200 between the first orientation (e.g., bagging/pivoting orientation), the second orientation (e.g., storage orientation), and the third orientation (e.g., shovel orientation) by altering an arrangement of the
shovel 202 with respect to the lever 203 and thereby altering an interaction of one or more coupling elements 280.

[0056] FIG. 9 provides an enlarged side view of the bagging apparatus 200 including the shovel 202, the lever 203, and one or more coupling elements 280. In FIG. 9, the shovel 202 is uncoupled from the lever 203.

[0057] The shovel 202 may comprise an elongate shovel arm 208 comprising a distal end and a proximal end. The distal end may be configured to couple to a shovel mouth (not shown), and the proximal end may be configured to couple to a shovel handle (not shown). In some embodiments, the shovel arm, shovel mouth, and shovel handle are integrally formed, attached to each other, or otherwise coupled to one another.

[0058] The elongate shovel arm 208 may be shaped and dimensioned in any suitable manner. For example, the shovel arm 208 may comprise a proximal portion 291 and a distal portion 293 that are parallel to each and a center portion 292 (or angled portion) disposed between the proximal portion 291 and the distal portion 293. The proximal portion 291 is disposed at a proximal end of the center portion 292 and the distal portion 293 is disposed at a distal end of the center portion 292. The center portion 292 extends between the distal portion 293 and the proximal portion 291. The center portion 292 may be angled relative to the proximal portion 291 and the distal portion 293. A longitudinal axis 295 of the center portion 292 is disposed at a first angle $A_{12^\circ}$ to a longitudinal axis 294 of the proximal portion 291 and is disposed at a second angle $A_{22^\circ}$ to a longitudinal axis 296 of the distal portion 293. In certain embodiments, the longitudinal axis 296 of the distal portion 293 is parallel to the longitudinal axis 294 of the proximal portion 291, such that the first angle $A_{12^\circ}$ and the second angle $A_{22^\circ}$ are the same. In other embodiments, the elongate shovel arm 208 may follow a generally sigmoidal path. One of ordinary skill in the art, with the benefit of this disclosure, will recognize that other suitable shapes for the elongate shovel arm 208 are possible and within the scope of this disclosure.

[0059] The lever 203 may include an elongate lever arm 204 with a lever handle (not shown, but see lever handle 234 in FIG. 11B). The elongate lever arm 204 of the bagging apparatus 200 may include a first end and a second end disposed opposite of the first end. The first end of the elongate lever arm 204 (or a distal portion of the elongate lever arm 204 disposed adjacent the first end) may be configured to couple to the lever handle. For example, the handle may be integrally
formed with, attached to, connected to (e.g., welded), or otherwise associated with the first end of the elongate lever arm 204. The elongate lever arm 204 includes a proximal portion 271, an angled portion 272, and a distal portion 273. The proximal portion 271 is disposed at a proximal end of the angled portion 272. The distal portion 273 is disposed at a distal end of the angled portion 272. The angled portion 272 extends between the distal portion 273 and the proximal portion 271. A longitudinal axis 275 of the angled portion 272 is disposed at a first angle \( A_{3,200} \) to a longitudinal axis 274 of the proximal portion 271 and is disposed at a second angle \( A_{4,200} \) to a longitudinal axis 276 of the distal portion 273. In certain embodiments, the longitudinal axis 276 of the distal portion 273 is parallel to the longitudinal axis 274 of the proximal portion 271, such that the first angle \( A_{3,200} \) and the second angle \( A_{4,200} \) are the same.

[0060] The elongate lever arm 204 may be configured to couple to the elongate shovel arm 208 via one or more coupling elements 280 (described in greater detail below). For example, in some circumstances, the elongate lever arm 204 may be configured to couple to the elongate shovel arm 208 via at least one or more coupling elements 280 that includes, or that is/are configured to function as, a pivot about which the elongate lever arm 204 may rotate (e.g., a pin 206).

[0061] The one or more coupling elements 280 are configured to couple the elongate lever arm 204 to the shovel 202. The coupling elements 280 may be configured to couple the elongate lever arm 204 to the elongate shovel arm 208 in a plurality of orientations, such as a bagging/pivoting orientation, a storage orientation, and/or a shovel orientation, as described more fully below. In some embodiments, some or all of the coupling elements 280 may be integrally formed with one or more of the shovel 202 and/or the elongate lever arm 204. For example, some of the one or more coupling elements 280 that are integrally formed with the elongate shovel arm 208 (e.g., pins 206, 218, 220) may be disposed closer to the second end of the elongate lever arm 204 than the first end of the elongate lever arm 204.

[0062] Any suitable one or more coupling elements may be used to couple an elongate lever arm 204 to a shovel 202. For example, in some embodiments, the one or more coupling elements may comprise a rivet, a nut and bolt, a fixed pin or peg, a molded pivot, a retaining clip (e.g., a cotter key), or combinations thereof.

[0063] In the embodiment depicted in FIG. 9, the coupling elements 280 include a pin assembly. In some embodiments, the pin assembly may include three pins or
pegs 206, 218, 220 that are integrally formed with the shovel 202, three holes 282, 284, 286 disposed adjacent the second end of the elongate lever arm 204, and a retaining clip 215. The one or more pins 206, 218, 220 may comprise a center pin 206, and two outer pins (e.g., proximal outer pin 218 and distal outer pin 220). One or more of the holes 282, 284, 286 may be positioned to be disposed around one or more of the pegs or pins 206, 218, 220 when the shovel 202 is coupled to the elongate lever arm 204.

[0064] FIG. 10 provides a top view of the elongate shovel arm 208. As depicted in this view, some of the one or more coupling elements 280 (e.g., pin assembly pins) may extend outwardly from the elongate shovel arm 208. For example, in FIG. 10, pins 206, 218, and 220 extend from the elongate shovel arm 208. A center pin 206 may extend outward further than one or more outer pins 218, 220. The center pin 206 may further comprise a hole 207 or other structure configured to facilitate secured coupling of the elongate lever arm 204 to the elongate shovel arm 208. For example, when a hole of the elongate lever arm 204 (e.g., hole 282, 284, or 286) is disposed around center pin 206, a retaining clip 215 may be inserted through the hole of the center pin 206 to prevent inadvertent uncoupling of the elongate lever arm 204 from the elongate shovel arm 208.

[0065] FIG. 11 provides a side view of a bagging apparatus 200 in a first (e.g., "bagging" or "pivoting") orientation that is similar to the orientation described above in connection with FIGS. 1-8. When in the bagging orientation, the bagging apparatus 200 may be configured both (1) to be inserted into a bag and (2) to facilitate insertion of fill material into a bag. For example, the bagging apparatus 200, when in the bagging orientation, may transition between an insertion configuration (as shown in FIG. 11A) and an operable configuration (as shown in FIG. 11B) in a manner similar to that described above in connection with the bagging apparatus 100. The bagging apparatus 200 may be inserted into a bag (e.g., a sand bag) when in the insertion configuration and then moved to an operable configuration that allows the user to use a scooping motion to fill the bag.

[0066] Referring generally and collectively to FIGS. 11, 11A, and 11B, the bagging apparatus 200 comprises a shovel 202 and a lever 203. The shovel 202 may comprise an elongate shovel arm 208, a shovel mouth 210 configured to couple to the elongate shovel arm 208 adjacent a distal end of the elongate shovel arm 208, and a shovel handle 212 configured to couple to the elongate shovel arm 208.
adjacent a proximal end of the elongate shovel arm 208. For example, the shovel arm 208, shovel mouth 210, and shovel handle 212 may be integrally formed, attached to each other, or otherwise associated with one another. In some embodiments, the lever 203 of the bagging apparatus 200 comprises an elongate lever arm 204 and a handle 234 that is disposed adjacent a first end of the elongate lever arm 204 (e.g., a distal end of the elongate lever arm 204 when the elongate lever arm 204 is orientated in the bagging orientation as shown in FIG. 11).

[0067] In the bagging orientation, the elongate lever arm 204 may be rotatably coupled to the elongate shovel arm 208 via one or more coupling elements 280, such as a pivot (e.g., center pin 206 in FIG. 11). In this orientation, most of the elongate lever arm 204 extends in a distal direction from the pivot 206 and at an angle relative to the elongate shovel arm 208. One or more pins or other elements disposed adjacent the pivot 206 (e.g., proximal outer pin 218 and distal outer pin 220) may function as or otherwise include an upper stop 218 and a lower stop 220. The upper and lower stops 218, 220 may limit the rotational range about which the elongate lever arm 204 may rotate when the apparatus is in the bagging (i.e., pivoting) orientation. The upper stop 218 may limit the rotational range of the elongate lever arm 204 as it rotates in a direction away from the elongate shovel arm 208 (e.g., to the operable configuration). The lower stop 220 may limit the rotational range of the elongate lever arm 204 when the elongate lever arm 204 rotates in a direction toward the elongate shovel arm 208 (e.g., to the insertion configuration).

[0068] The bagging apparatus 200, when in an insertion configuration, may be inserted into a bag and then moved to an operable configuration that allows the user to use a scooping motion to fill the bag. For example, when in the insertion configuration, the bagging apparatus 200 may be positioned such that the shovel mouth 210 is disposed at the opening of the bag, within the bag, and adjacent a first side of the opening of a bag. By rotating the elongate lever arm 204 about a pivot, the apparatus 200 may transition to an operable configuration, thereby creating (or increasing) a gap between the shovel mouth 210 and the lever handle 234 to hold the bag open during filling. Disposed within the bag in this manner, a user may grasp the lever handle 234 from outside the bag adjacent a second side of the opening of the bag (i.e., the side opposite the first side), grasp the elongate shovel handle 212 from outside the bag, and scoop the shovel mouth 210 into fill material. The user may alternatively grasp only the lever handle 234 with a single hand and scoop the
shovel mouth 210 into fill material. The shovel mouth 210 may direct fill material into the bag and allow fill material to pass into and at least partially fill the bag.

[0069] FIGS. 12, 12A, and 12B depict the bagging apparatus 200 in a second (e.g., "storage") orientation. More specifically, FIG. 12 provides an enlarged side view of the bagging apparatus 200 in a storage orientation, FIG. 12A provides a side view of the bagging apparatus 200 in a storage configuration, and FIG. 12B provides a top view of the bagging apparatus 200 in a storage orientation. As depicted in these figures, when the bagging apparatus 200 is in a storage configuration, the elongate lever arm 204 may be non-rotatably coupled to the elongate shovel arm 208 and extend from one or more coupling elements 280 in a generally distal direction toward the shovel mouth 210. Stated differently, when the bagging apparatus 200 is in the storage orientation, the lever handle 234 may extend toward and be disposed adjacent to the shovel mouth 210. When the elongate lever arm 204 is coupled to the elongate shovel arm 208 in the storage configuration, the elongate lever arm 204 remains in a fixed position (or a generally fixed position) relative to the shovel mouth 210. The elongate lever arm 204 does not pivot about the elongate shovel arm 208 when the bagging apparatus 200 is in the storage configuration.

[0070] In some embodiments, when the bagging apparatus 200 is in a storage configuration, the elongate lever arm 204 and the elongate shovel arm 208 are non-rotatably coupled together via a pin assembly. For example, in some embodiments, a first hole 286 may be disposed around the center pin 206, and a second hole 284 may be disposed around an outer pin (e.g., outer distal pin 220). A retaining clip 215 may be used to prevent the elongate lever arm 204 from uncoupling from the center pin 206. Coupling of the elongate lever arm 204 to the elongate shovel arm 208 in this manner prevents the elongate lever arm 204 from rotating relative to the elongate shovel arm 208. In some embodiments, the first end of the elongate lever arm 204 may be disposed closer to the distal end of the elongate shovel arm 208 when the bagging apparatus 200 is in the storage orientation than when the bagging apparatus 200 is in the bagging orientation and/or the shovel orientation. In other words, the distance between the first end of the elongate lever arm 204 and the distal end of the shovel arm 208 may be greater in the second (e.g., storage) configuration than in a first (e.g., bagging) orientation or a third (e.g., shovel) orientation.
Additionally or alternatively, in some embodiments, a bagging apparatus 200 in the storage orientation is in a more compact state and/or has a smaller profile relative to a bagging apparatus 200 in the bagging orientation and/or the shovel orientation.

The bagging apparatus 200 may be configured to be transitioning between a first orientation (e.g., the bagging orientation) and a second orientation (e.g., a storage orientation). For example, in some embodiments, the bagging apparatus 200 may be transitioned from the bagging orientation to the storage orientation by uncoupling the elongate lever arm 204 at the coupling elements 280, rotating the elongate lever arm 204 such that the first end of the elongate lever arm 204 extends closer toward the distal end of the shovel arm 208 than in the first orientation, and non-rotatably coupling the elongate lever arm 204 to the elongate shovel arm 208 at the coupling elements 280. In the bagging apparatus 200 of FIGS. 9-13, the transition from the bagging orientation to the storage configuration is accomplished by uncoupling the elongate lever arm 204 from the center pin 206, rotating the elongate lever arm 204 such that the first end of the elongate lever arm 204 extends closer toward the distal end of the shovel arm 208 than in the first orientation, and non-rotatably coupling the elongate lever arm 204 to the elongate shovel arm 208 at the center pin 206 and another coupling element 280, such as the outer pin 220 and/or the outer pin 218. Stated differently, a non-rotatable coupling may be accomplished by disposing a plurality of holes in the elongate lever arm 204 around a plurality of pins extending from the shovel arm 208 (e.g., holes 286 and 284 around pins 206 and 220).

FIGS. 13, 13A and 13B depict the bagging apparatus 200 in a third (e.g., "shovel") orientation. More particularly, FIG. 13 provides an enlarged side view of the bagging apparatus 200 in a shovel orientation, FIG. 13A provides a side view of the bagging apparatus 200 in a shovel configuration, and FIG. 13B provides a top view of the bagging apparatus 200 in a shovel orientation. As depicted in these FIGS. 13, 13A, and 13B, when in the shovel orientation, the elongate lever arm 204 may be non-rotatably coupled to the shovel 202 such that most of the elongate lever arm 204 extends in a generally proximal direction from the one or more coupling elements 280. When in the shovel configuration, the elongate lever arm 204 may extend proximal of the shovel 202 to function as an extension of the elongate shovel arm.
208. In some circumstances, a bagging apparatus 200 in a shovel orientation may be used like a traditional shovel.

[0074] As shown in FIG. 13, when the bagging apparatus 200 is in a shovel configuration, the elongate lever arm 204 and the elongate shovel 208 may be coupled to each other via coupling elements 280. More particularly, the elongate lever arm 204 and the elongate shovel 208 may be coupled to each other via a pin assembly. For example, pin 220 may be inserted through a first hole 286, center pin 206 may be inserted through a second hole 284, and outer proximal pin 218 may be inserted through a third hole 282. A retaining clip 215 may be used to prevent the elongate lever arm 204 from uncoupling from the center pin 206. When the coupling elements 280 are arranged in this manner, the elongate lever arm 204 cannot rotate about one or more of the coupling elements 280. When the elongate lever arm 204 is coupled to the elongate shovel arm 208 in the shovel configuration, the elongate lever arm 204 remains in a fixed position (or generally fixed position) relative to the elongate shovel arm 208 and the shovel mouth 210. Stated differently, the elongate lever arm 204 does not pivot about the elongate shovel arm 208 when the bagging apparatus 200 is in the shovel configuration.

[0075] The bagging apparatus 200 may be transitioned between a first (e.g., bagging) orientation and a third (e.g., shovel) orientation. For example, the bagging apparatus 200 may be transitioned from the bagging orientation to the shovel orientation by uncoupling the elongate lever arm 204 from the center pin, rotating the elongate lever arm 204 such that the first end extends proximally from the second end, and non-rotatably coupling the elongate lever arm 204 to the elongate shovel arm 208 (e.g., by disposing a plurality of holes around a plurality of pins. For example, the three holes disposed adjacent the second end of the elongate lever arm 204 (e.g., holes 282, 284, 286) may be disposed around three pins (e.g., pins 206, 218, 220) extending from the shovel arm 208 to non-rotatably couple the elongate lever arm 204 to the elongate shovel arm 208.

[0076] The bagging apparatus 200 may also transition between a second (e.g., storage) orientation and a third (e.g., shovel orientation). For example, the bagging apparatus 200 may be transitioned from the storage orientation to the shovel orientation by uncoupling the elongate lever arm 204 from the shovel arm 208 (e.g., removing the elongate lever arm 204 from outer distal pin 220 and center pin 206), rotating the elongate lever arm 204 such that the first end extends proximally from
the second end, and non-rotatably coupling the elongate lever arm 204 to the elongate shovel arm 208 (e.g., by placing each of the three holes 282, 284, 286, which are disposed adjacent the second end of the elongate lever arm 204, around one of the pins 218, 206, 220 extending from the shovel arm 208).

**Example Embodiments**

**[0077]** The following embodiments are illustrative and merely examples and not limiting of the scope of the present disclosure.

**[0078]** In some embodiments, an apparatus for filling a bag comprises a shovel, a lever. The shovel may include an elongate shovel arm, a shovel mouth disposed at a distal end of the elongate shovel arm, and a shovel handle disposed at a proximal end of the elongate shovel arm. The lever may include an elongate lever arm and a lever handle that is disposed at a first end of the elongate lever arm, wherein the elongate lever arm configured to couple to the elongate shovel arm at a pivot point. The lever may be configured to rotatably couple to the shovel at the pivot point in a first orientation in which (1) the elongate lever arm is rotatable about the pivot point between an operable configuration and an insertion configuration, and (2) the elongate lever arm extends from the pivot point in a distal direction and at an angle to the shovel arm. The lever arm may also be configured to non-rotatably couple to the shovel at the pivot point in a second orientation in which the elongate lever arm extends in a distal direction toward the shovel mouth.

**[0079]** In some embodiments, the lever is configured to non-rotatably couple to the shovel at the pivot point in a third orientation in which the elongate lever arm extends in a proximal direction such that the elongate lever arm extends proximal of the shovel, wherein the apparatus in the third orientation is configured to be used as a shovel.

**[0080]** In some embodiments, the first end of the elongate lever arm is disposed closer to the distal end of the elongate shovel arm in the second orientation than in the first orientation.

**[0081]** In some embodiments, the apparatus for filling a bag is configured to be inserted into a bag and facilitate insertion of fill material into the bag when the apparatus is in the first orientation, to be stored in the second orientation, and to increase a distance between the first end of the elongate lever arm and the distal end of the shovel arm relative to the first and second orientations when the apparatus is in the third orientation, wherein the lever handle and the shovel handle
are configured to be grasped by a user from outside of the bag when the apparatus is in the first orientation and disposed within the bag.

[0082] In some embodiments, the elongate shovel arm includes a proximal portion, a center portion, and a distal portion, wherein the proximal portion is disposed at a proximal end of the center portion and the distal portion is disposed at a distal end of the center portion, the center portion extending between the distal portion and the proximal portion, wherein a longitudinal axis of the center portion is disposed at a first angle to a longitudinal axis of the distal portion and is disposed at a second angle to a longitudinal axis of the proximal portion.

[0083] In some embodiments, the longitudinal axis of the distal portion is parallel to the longitudinal axis of the proximal portion, such that the first angle and the second angle are identical.

[0084] In some embodiments, the elongate lever arm includes a proximal portion, an angled portion, and a distal portion, wherein the proximal portion is disposed at a proximal end of the angled portion and the distal portion is disposed at a distal end of the angle portion, the angled portion extending between the distal portion and the proximal portion, wherein a longitudinal axis of the angled portion is disposed at a first angle to a longitudinal axis of the distal portion and is disposed at a second angle to a longitudinal axis of the proximal portion.

[0085] In some embodiments, the longitudinal axis of the distal portion is parallel to the longitudinal axis of the proximal portion, such that the first angle and the second angle are identical.

[0086] In some embodiments, the shovel arm and the elongate lever arm are configured to couple to one another via a pin assembly.

[0087] In some embodiments, the pin assembly comprises three pins that extend from the elongate shovel arm and three holes disposed adjacent a second end of the elongate lever arm.

[0088] In some embodiments, the three pins comprise two outer pins and a center pin disposed between the two outer pins.

[0089] In some embodiments, the apparatus for filling a bag is configured to transition between the first orientation, the second orientation, and the third orientation by altering (1) the arrangement of the elongate shovel arm with respect to the elongate lever arm and (2) interaction of the three pins and three holes.
In some embodiments, transitioning from the first orientation to the second orientation comprises uncoupling the elongate lever arm from the center pin, rotating the elongate lever arm such that the first end of the elongate lever arm extends closer toward the distal end of the shovel arm than in the first orientation, and coupling the elongate lever arm to the elongate shovel arm such that two of the three holes are disposed around two of the three pins.

In some embodiments, transitioning from the first orientation to the second orientation comprises uncoupling the elongate lever arm from a center pin, rotating the elongate lever arm such that the first end of the elongate lever arm extends closer toward the distal end of the elongate shovel arm than in the first orientation, and coupling the elongate lever arm to the elongate shovel arm such that two of the three holes are disposed around two of the three pins.

In some embodiments, transitioning from the second orientation to the third orientation comprises uncoupling the elongate lever arm from two of the three pins, rotating the elongate lever arm such that the first end of the elongate lever arm extends proximally from the second end of the elongate lever arm, and coupling the elongate lever arm to the elongate shovel arm such that each of the three holes disposed adjacent the second end of the elongate lever arm is disposed around one of the three pins.

In some embodiments, transitioning from the first orientation to the third orientation comprises uncoupling the elongate lever arm from the center pin, rotating the elongate lever arm such that the first end of the elongate lever arm extends proximally from the second end of the elongate lever arm, and coupling the elongate lever arm to the elongate shovel arm such that each of the three holes disposed adjacent the second end of the elongate lever arm is disposed around one of the three pins.

In some embodiments, the two outer pins comprise a proximal outer pin and a distal outer pin that limit a rotational range of the about which the elongate lever arm may rotatably pivot when the apparatus is in the first orientation, the proximal outer pin comprising an upper stop configured to limit the rotational range of the elongate lever arm when the elongate lever arm rotates in a direction away from the shovel arm to the operable configuration, the distal outer pin comprising a lower stop configured to limit the rotational range of the elongate lever arm when the
elongate lever arm rotates in a direction toward the shovel to the insertion configuration.

[0095] In some embodiments, the apparatus for filling a bag is configured to transition between the first orientation, the second orientation, and the third orientation by altering the arrangement of the elongate shovel arm with respect to the elongate lever arm.

[0096] In some embodiments, an apparatus for filling a bag comprises a shovel, a lever, and one or more coupling elements. In some embodiments, the shovel comprises an elongate shovel arm, a shovel mouth, a shovel handle, an elongate lever arm, and a lever handle. The elongate shovel arm may comprise a proximal portion and a distal portion. The shovel mouth may also be configured to couple to the shovel arm adjacent a distal end of the shovel arm, the shovel mouth configured to collect and direct fill material. The shovel handle may be configured to couple to the shovel arm adjacent a proximal end of the shovel arm. The lever may include an elongate lever arm and a lever handle. The elongate lever arm may include a first end and a second end. The lever handle may be disposed at a first end of the elongate lever arm. The one or more coupling elements may be configured to facilitate coupling of the elongate lever arm to the elongate shovel arm, the one or more coupling elements disposed at the second end of the elongate lever arm and at the proximal end of the elongate shovel arm. The apparatus for filling a bag may be configured to transition between a pivoting orientation and a storage orientation. The elongate lever arm, when the bagging apparatus is in the pivoting orientation, may both extend in a generally distal direction from a pivot and be rotatably coupled to the elongate shovel arm at one or more coupling elements to rotate about the pivot. The elongate lever arm, when the bagging apparatus is in the storage orientation, may be non-rotatably coupled to the elongate shovel and extend from the one or more coupling elements in a generally distal direction.

[0097] In some embodiments, the apparatus for filling a bag is configured to transition between the pivoting orientation, the storage orientation, and a shovel orientation. The elongate lever arm, when the bagging apparatus is in the shovel orientation, may be non-rotatably coupled to the elongate shovel and extend in a generally proximal direction from the one or more coupling elements.

[0098] In some embodiments, the shovel arm, shovel mouth, and shovel handle are integrally formed.
[0099] In some embodiments, the first end of the elongate lever arm is disposed closer to the distal end of the elongate shovel arm in the storage orientation than in the bagging orientation.

[00100] In some embodiments, the one or more coupling elements comprises an upper stop and a lower stop that are each configured to limit the rotational range of the elongate lever arm when the apparatus is in the pivoting orientation, wherein the upper stop and the lower stop are disposed adjacent to the pivot.

[00101] In some embodiments, the upper stop and lower stop each comprise a pin that extends from the elongate shovel arm.

[00102] In some embodiments, the apparatus, when in the pivoting orientation, is configured to facilitate filling of a bag. The apparatus, when in an insertion configuration, may be configured to be positioned with the shovel mouth at the opening of the bag, within the bag, and adjacent a first side of the opening of the bag. The elongate lever arm of the apparatus is configured to be rotated about the pivot from the insertion configuration to an operable configuration to create a gap between the shovel mouth and the lever handle to hold the bag open during filling. The lever handle may be configured to be grasped adjacent a second side of the opening of the bag that is opposite the first side of the opening to scoop the shovel mouth into fill material, the shovel mouth directing fill material into the bag and allowing the fill material to pass into and at least partially fill the bag.

[00103] In some embodiments, scooping the shovel mouth into the fill material to fill the bag comprises at least partially filling the bag without raising any fill material to a height above the opening of the bag.

[00104] As can be appreciated, other embodiments of the invention are possible. Although the description above contains much specificity, these should not be construed as limiting the scope of the invention, but as merely providing illustrations of some of the presently preferred embodiments of this invention. The disclosure contemplates that various combinations or sub-combinations of the specific features and aspects of the embodiments may be made and still fall within the scope of the present disclosure. Various features and aspects of the disclosed embodiments can be combined with or substituted for one another in order to form varying modes of the disclosed embodiments of the invention. Those having skill in the art will appreciate that many changes may be made to the details of the above-described embodiments without departing from the underlying principles of the invention. Thus,
the scope of the present invention herein disclosed should not be limited by the particular disclosed embodiments described above.

[00105] Where a range of values is provided, it is understood that each intervening value, to the tenth of the unit of the lower limit unless the context clearly dictates otherwise, between the upper and lower limit of that range and any other stated or intervening value in that stated range is encompassed within the embodiments of the invention. The upper and lower limits of these smaller ranges which may independently be included in the smaller ranges are also encompassed within the embodiments disclosed, subject to any specifically excluded limit in the stated range. Where the stated range includes one or both of the limits, ranges excluding either or both of those included limits are also included in the embodiments of the invention.

[00106] Reference throughout this specification to "an embodiment" or "the embodiment" means that a particular feature, structure, or characteristic described in connection with that embodiment is included in at least one embodiment. Thus, the quoted phrases, or variations thereof, as recited throughout this specification are not necessarily all referring to the same embodiment.

[00107] Similarly, it should be appreciated by one of ordinary skill with the benefit of this disclosure that in the above description of embodiments various features are sometimes grouped together in a single embodiment, figure, or description thereof for the purpose of streamlining the disclosure. This method of disclosure, however, is not to be interpreted as reflecting an intention that any claim require more features than those expressly recited in that claim. Rather, as the following claims reflect, inventive aspects lie in a combination of fewer than all features of any single foregoing disclosed embodiment. Thus, the claims following this Detailed Description are hereby expressly incorporated into this Detailed Description, with each claim standing on its own as a separate embodiment. This disclosure includes all permutations of the independent claims with their dependent claims.

[00108] Recitation in the claims of the term "first" with respect to a feature or element does not necessarily imply the existence of a second or additional such feature or element.

[00109] It will be apparent to those having skill in the art that changes may be made to the details of the above-described embodiments without departing from the underlying principles of the present disclosure. The scope of the present invention should, therefore, be determined only by the following claims.
Claims

1. An apparatus for filling a bag, the apparatus comprising:
   a shovel including an elongate shovel arm, a shovel mouth disposed at a distal end of the elongate shovel arm, and a shovel handle disposed at a proximal end of the elongate shovel arm,
   a lever including an elongate lever arm and a lever handle that is disposed at a first end of the elongate lever arm, the elongate lever arm configured to couple to the elongate shovel arm at a pivot point, wherein the lever configured to:
      rotatably couple to the shovel at the pivot point in a first orientation in which the elongate lever arm is rotatable about the pivot point between an operable configuration and an insertion configuration and the elongate lever arm extends from the pivot point in a distal direction and at an angle to the shovel arm; and
      non-rotatably couple to the shovel at the pivot point in a second orientation in which the elongate lever arm extends in a distal direction toward the shovel mouth.

2. The apparatus of claim 1, wherein the lever is configured to non-rotatably couple to the shovel at the pivot point in a third orientation in which the elongate lever arm extends in a proximal direction such that the elongate lever arm extends proximal of the shovel, wherein the apparatus in the third orientation is configured to be used as a shovel.

3. The apparatus of claim 1, wherein the apparatus is configured to be inserted into a bag and facilitate insertion of fill material into the bag when the apparatus is in the first orientation, to be stored in the second orientation, and to increase a distance between the first end of the elongate lever arm and the distal end of the shovel arm relative to the first and second orientations when the apparatus is in the third orientation; and
   wherein the lever handle and the shovel handle are configured to be grasped by a user from outside of the bag when the apparatus is in the first orientation and disposed within the bag.
4. The apparatus of claim 1, wherein the elongate shovel arm includes a proximal portion, a center portion, and a distal portion,
   wherein the proximal portion is disposed at a proximal end of the center portion and the distal portion is disposed at a distal end of the center portion, the center portion extending between the distal portion and the proximal portion,
   wherein a longitudinal axis of the center portion is disposed at a first angle to a longitudinal axis of the distal portion and is disposed at a second angle to a longitudinal axis of the proximal portion.

5. The apparatus of claim 4, wherein the longitudinal axis of the distal portion is parallel to the longitudinal axis of the proximal portion, such that the first angle and the second angle are identical.

6. The apparatus of claim 1, wherein the elongate lever arm includes a proximal portion, an angled portion, and a distal portion,
   wherein the proximal portion is disposed at a proximal end of the angled portion and the distal portion is disposed at a distal end of the angle portion, the angled portion extending between the distal portion and the proximal portion,
   wherein a longitudinal axis of the angled portion is disposed at a first angle to a longitudinal axis of the distal portion and is disposed at a second angle to a longitudinal axis of the proximal portion.

7. The apparatus of claim 1, wherein the shovel arm and the elongate lever arm are configured to couple to one another via a pin assembly.

8. The apparatus of claim 7, wherein the pin assembly comprises three pins that extend from the elongate shovel arm and three holes disposed adjacent a second end of the elongate lever arm.

9. The apparatus of claim 8, wherein the three pins comprise two outer pins and a center pin disposed between the two outer pins.

10. The apparatus of claim 9, wherein the two outer pins comprise a proximal outer pin and a distal outer pin that limit a rotational range of the about
which the elongate lever arm may rotatably pivot when the apparatus is in the first orientation, the proximal outer pin comprising an upper stop configured to limit the rotational range of the elongate lever arm when the elongate lever arm rotates in a direction away from the shovel arm to the operable configuration, the distal outer pin comprising a lower stop configured to limit the rotational range of the elongate lever arm when the elongate lever arm rotates in a direction toward the shovel to the insertion configuration.

11. The apparatus of claim 8, wherein the apparatus is configured to transition between the first orientation, the second orientation, and the third orientation by altering the arrangement of the elongate shovel arm with respect to the elongate lever arm and interaction of the three pins and three holes.

12. The apparatus of claim 10, wherein transitioning from the first orientation to the second orientation comprises uncoupling the elongate lever arm from the center pin, rotating the elongate lever arm such that the first end of the elongate lever arm extends closer toward the distal end of the shovel arm than in the first orientation, and coupling the elongate lever arm to the elongate shovel arm such that two of the three holes are disposed around two of the three pins.

13. The apparatus of claim 10, wherein transitioning from the first orientation to the second orientation comprises uncoupling the elongate lever arm from a center pin, rotating the elongate lever arm such that the first end of the elongate lever arm extends closer toward the distal end of the elongate shovel arm than in the first orientation, and coupling the elongate lever arm to the elongate shovel arm such that two of the three holes are disposed around two of the three pins.

14. The apparatus of claim 10, wherein transitioning from the second orientation to the third orientation comprises uncoupling the elongate lever arm from two of the three pins, rotating the elongate lever arm such that the first end of the elongate lever arm extends proximally from the second end of the elongate lever arm, and coupling the elongate lever arm to the elongate shovel arm such that each
of the three holes disposed adjacent the second end of the elongate lever arm is disposed around one of the three pins.

15. The apparatus of claim 10, wherein transitioning from the first orientation to the third orientation comprises uncoupling the elongate lever arm from the center pin, rotating the elongate lever arm such that the first end of the elongate lever arm extends proximally from the second end of the elongate lever arm, and coupling the elongate lever arm to the elongate shovel arm such that each of the three holes disposed adjacent the second end of the elongate lever arm is disposed around one of the three pins.

16. The apparatus of claim 1, wherein the apparatus is configured to transition between the first orientation, the second orientation, and the third orientation by altering the arrangement of the elongate shovel arm with respect to the elongate lever arm.

17. An apparatus for filling a bag, the apparatus comprising:
a shovel comprising:
an elongate shovel arm comprising a proximal portion and a distal portion;
a shovel mouth configured to couple to the shovel arm adjacent a distal end of the shovel arm, the shovel mouth configured to collect and direct fill material; and
a shovel handle configured to couple to the shovel arm adjacent a proximal end of the shovel arm;
a lever comprising:
an elongate lever arm including a first end and a second end; and
a lever handle disposed at a first end of the elongate lever arm; and
one or more coupling elements configured to facilitate coupling of the elongate lever arm to the elongate shovel arm, the one or more coupling elements disposed at the second end of the elongate lever arm and at the proximal end of the elongate shovel arm;
wherein the apparatus is configured to transition between a pivoting orientation and a storage orientation;
wherein the elongate lever arm, when the apparatus is in the pivoting orientation, both extends in a generally distal direction from a pivot and is rotatably coupled to the elongate shovel arm at one or more coupling elements to rotate about the pivot;

wherein the elongate lever arm, when the apparatus is in the storage orientation, is non-rotatably coupled to the elongate shovel and extends from the one or more coupling elements in a generally distal direction.

18. The apparatus of claim 17, wherein the apparatus is further configured to transition between the pivoting orientation, the storage orientation, and a shovel orientation,

wherein the elongate lever arm, when the apparatus is in the shovel orientation, is non-rotatably coupled to the elongate shovel and extends in a generally proximal direction from the one or more coupling elements.

19. The apparatus of claim 17, wherein the one or more coupling elements comprises an upper stop and a lower stop that are each configured to limit the rotational range of the elongate lever arm when the apparatus is in the pivoting orientation, wherein the upper stop and the lower stop are disposed adjacent to the pivot.

20. The apparatus of claim 17, wherein, the apparatus, when in the pivoting orientation, is configured to facilitate filling of a bag, wherein:

the apparatus, when in an insertion configuration, is configured to be positioned with the shovel mouth at the opening of the bag, within the bag, and adjacent a first side of the opening of the bag;

wherein the elongate lever arm of the apparatus is configured to be rotated about the pivot from the insertion configuration to an operable configuration to create a gap between the shovel mouth and the lever handle to hold the bag open during filling;

wherein the lever handle is configured to be grasped adjacent a second side of the opening of the bag that is opposite the first side of the opening to scoop the shovel mouth into fill material, the shovel mouth directing fill material into the bag and allowing the fill material to pass into and at least partially fill the bag.
INTERNATIONAL SEARCH REPORT

INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC(8) - B65B 67/12 (2015.01)
CPC - B65B 67/121 1 (2015.05)

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC(8) - B65B 1/04, 1/06, 67/12 (2015.01)
CPC - B65B 1/04, 67/04, 67/12, 67/121 1 (2015.05)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
USPC - 141/10, 108, 114; 294/178 (keyword delimited)

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
Orbit, Google Patents, Google

Search terms used: shovel, spade, folding, collapsible, fill, sand, bag, sandbag, pivoting, locking, pins

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2013/0255829 A1 (HOPE FOR TOMORROW, LLC) 03 October 2013 (03.10.2013) entire document</td>
<td>1-2, 4-9, 11, 16-20</td>
</tr>
<tr>
<td>Y</td>
<td>US 6,131,971 A (CHEN) 17 October 2000 (17.10.2000) entire document</td>
<td>1-2, 4-9, 11, 16-20</td>
</tr>
<tr>
<td>A</td>
<td>TETI, Kevin. Quicksandbagger Hope For Tomorrow flood prevention. YouTube. 17 March 2014. [retrieved on 08 June 2015]. Retrieved from the internet: &lt;URL: h t t p s : / / w w w . y o u t u b e . c o m / w a t c h ? v = 0 m 4 y H n _ x k H g &gt;. entire video</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 5,395,147 A (BROWN et al) 07 March 1995 (07.03.1995) entire document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 201 1/001 1492 A1 (SHAHBAZIAN) 20 January 201 1 (20.01.201 1) entire document</td>
<td>1-20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

I * Special categories of cited documents:

“"A" document defining the general state of the art which is not considered to be of particular relevance

“E" earlier application or patent but published on or after the international filing date

“L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

“O" document referring to an oral disclosure, use, exhibition or other means

“P" document published prior to the international filing date but later than the priority date claimed

“T" later document published after the international filing date or priority date date and not in conflict with the application but cited to understand the principle or theory underlying the invention

“X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

“Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search

08 June 2015

Date of mailing of the international search report

01 JUL 2015

Authorized officer: Blaine R. Copenhaver

PCT Helpdesk: 571-272-4000
PCT OSP: 571-272-7774

Form PCT/ISA/210 (second sheet) (July 2009)