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To all whom it may concern: 
Be it known that I, CHARLES MORRIS 

BOLLES, a citizen of the United States of 
America, residing at Dallas, in the county of 

5 Dallas and State of Texas, have invented a 
new and useful Improvement in Electric-Arc 
Light Reflectors, of which the following is a 
specification. 
In the accompanying drawings, Figure lis 

a vertical section through the device. Fig. 2 
is a side elevation of the reflector, showing 
the manner in which it is locked and secured 
around the base of the cone, the cone being 
shown in dotted lines. Fig. 3 is an inverted 
view of the reflector, showing the rod which 
supports the carbons in the dotted lines. 

Similar letters of reference refer to similar 
parts throughout the several views. 

a is the cone with the cross-arm b, having 
2O attached thereto the vertical rod c, to which 

is secured the ends of the negative and posi 
tive wires d. 
g is a band having hinged to its uppermost 

edge another band h, which is divided into 
two or more parts, to which is attached the 
hinged haspi. At the lower edge of the band 
g is rigidly secured the concave reflector k, 
provided with an orifice land slots m. 
As to the adjustments of my device to the 

cone of the electric light the sections of the 
hinged band h are thrown back, as shown on 
the right of Fig. 1. The device is carried up 

IO 

3O. 

Wardly, the loop-shaped rod passing through 
slots in m, while the wires d d are secured in 

35 the open spaces between the ends of the sec 

tions of the hinged band h, allowing them to 
pass under the lower edge of the cone up to 
their required positions. The hinged hasps 
(which are provided with a number of slots in 
to admit of adjustment to cones of different 40 . 
diameters) are then secured to the disengaged 
end of hinged band by means of the staple O 
and pin p, thus securing the reflector to the 
lower edge of the cone. 

Having described all that is necessary for 45 
the understanding of those skilled in the art 
to which it appertains, what I claim as new, 
and desire to secure by Letters Patent of th 
United States, is 

1. In a reflector for an electric-arc light, 5o 
the combination of the annular band g, and re 
flector k secured upon the lower edge of said 
band, and extending inwardly therefrom, hav 
ing an aperture for the passage of the arc 
light conductor, and means for securing said 
band upon an arc-light cone, substantially as 
described. 

2. In a reflector for an electric-arc light, the 
combination of the reflector k, having an ap 
erture for the passage of the arc-light con- 6o 
ductor, and means for supporting the said re 
flector upon the arc-light cone, said reflector 
extending inwardly from the point of attach 
ment to its supporting means, substantially 
as described. - 

CHARLES MORRIS BOLLES. 
Witnesses: 

J. S. WYLER, 
A. N. MORGAN, 
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