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To all whom it may concern: 
Beit known that I, CHARLEs A. MIKINAS, 

of Dayton, in the county of Montgomery and 
State of Ohio, have invented certain new and 
useful Improvements in Convertible Car-Seats 
and Couches; and I hereby declare the follow 
ing to be a full, clear, and exact description of 
the same. 
This invention has for its object the produc 

tion of an improved railway-car seat, present 
ing the external appearance of an ordinary 
car-seat, but which, from its construction, can 
be simply and quickly converted into a lounge 
or bed. 
My improvement consists in the general 

structure and arrangement of the various por 
tions of the device, as will be here with specifi 
cally set forth and claimed. 
To enable others skilled in the art to which 

my invention appertains to make and use the 
same, I would thus proceed to describe it, re 
ferring to the accompanying drawings, in 
which 

Figure 1 represents a front elevation of my 
improved car-seat. Fig. 2 is the same con 
verted into a lounge or bed. Fig. 3 is an end 
elevation through the linea at of Fig. 1, show 
ing in section the sliding bed and frame. Fig. 
4 is a plan view of a central section of the 
frame, in which the bed slides. Fig. 5 is a 
portion of the sectional back, showing the fast 
ening devices. 
Corresponding letters of reference indicate 

like parts in all the figures. 
A is a seat-frame of wood or metal, having 

lateral beveled shoulders a, forming between 
them a recess, in which rests and slides the 
upholstered seat B. The frame A is sup 
ported by the ordinary or any suitable end 
piece C, and by a central metallic standard, 
D. Through the bottom of this standard, 
which may be of the within represented or 
of any other convenient form, passes a T 
headed bolt, d, which passes also through the 
slot b in the bottom of the frame A, Fig. 4, 
and corresponding slot in the bottom of the 
upholstered seat. A nut, c, upon the end of 
this bolt clamps the seat and frame together 
at any desired point. E and F are two up 
holstered cushions hinged in any CR5. 
manner, one to each end of the seat-frame B. 

G G is the back in two pieces, as seen, and 
composed of a frame-work suitably uphol 
stered. This back is supported in the follow 
ing manner: 
Two metal arms, a? a?, Fig. 3, with their 

ends bent at right angles, as represented, are 
pivoted together at b' against the side of the 
car behind the center of the cushion F. In 
the bent portion of the arius at are slots, which 
allow the parts to be slipped over lugs or pins 
c' upon the end of the back sections G. G'. 
The bent portion of the arms a' have flanges 
which rest upon the back of the sections G. G., 
as in Fig. 5. These flanges have sockets, in 
which are slipped the bolts d", which may be 
of any convenient form, and are secured to 
the back of the sections, as represented. A 
hook or link, e, pivoted to one of the bolts, 
has its end slipped into an eye on the other 
bolt to lock the two sections of the back to 
gether. At the opposite end of the seat the 
back is supported by arms corresponding to 
the arms a', which are pivoted to the center 
of the end frame, and permauently secured to 
the back. 
To reverse the position of the back it is 

necessary to turn the cushions, as represented 
by the dotted lines, Fig. 1, when it can be 
turned upon the pivotal points of the arms a 
at each end of the seat. When the back is 
in its proper place on either side of the seat 
the arms are supported by slots d' in the 
end frame, and by the metal loops fattached 
to the side of the car, Fig. 1. The back is 
further supported at the bottom on each side 
and end of the frame A by bolts g of an 
shape, Fig. 3, which slide in staplesh attached 
to the under side of the frame A and thumb 
screwsf fasten them when their ends are se 
cured in the sockets in the back. 
To convert the seat into a couch it is only 

necessary to loosen the nut c, and to discon 
nect the back section from the arms a?, when 
the whole seat can be turned upon the stand 
ard D, and the seat B with its cushions be 
extended, as represented in Fig. 2. The back 
sections may lie one on each side to form 
sides for a couch, as seen by dotted lines in 
Fig. 3. The cushion F is supported when in 
a horizontal position by an arm, , hinged to 
it, Fig. 3, and resting as a prop upon the floor 
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of the car, Fig. 2. When arranged as a couch 
and again clamped by the nut c the device 
describes an angle of about thirty degrees 
with the side of the car, so as to allow the 
adjoining seats to occupy the same position 
as itself, thus not lessening the width of the 
aisle. 
Having thus fully described my invention, 

what I claim as new, and desire to secure by 
Letters Patent, is as follows: 

1. The seat B, having hinged cushions E 
and F, and arranged to slide in the frame A, 
which is constructed as described, when sup. 
ported upon the standard D, and clamped by 
the nut c, in the manner and for the purpose 
specified. 

2. The back divided into sections G. G', and 
turning upon the pivoted arms a', to form 
sides to the couch, substantially as and for 
the purpose specified. 

3. The combination, with the back sections, 
of the pins c and the arms a', flanged and 
slotted as represented, the bolts d and link 
e', when the respective parts are arranged and 
Connected in the manner and for the purpose 
specified. 

4. In combination with the frame A and 
back G. G the L-shaped bolts g, secured by 
the screws f, substantially as and for the 
purpose specified. 

5. A car-seat capable of being turned upon 
a central pivot and drawn out to form a couch, 
substantially as and for the purpose specified. 

6. A car-seat capable of being turned upon 
a pivot, and extended to form a couch when 
held firmly to the floor by a central bolt passed 
through the standard D and clamped by a nut, 
c, as and for the purpose specified. 

7. A car-seat capable of being turned upon 
a pivot, and extended to form a couch when 
held firmly to the side of the car by the arms 
a pivoted thereto, and held by the loops f, 
as and for the purpose specified. 
Witness my hand this 26th day of July, A. 

D. 1876. 

OHAS. A. MIKINAS. 

Witnesses : 
R. H. GUNOKEL, 
WM, RITORE, 

  

  


