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The invention forming the subject mat 

ter of this application relates to collapsible 
wheeled supports for suitcases, or like re 
ceptacles. W 

5 eretofore suitcases, trunks or other simi 
lar receptacles had been transported by the 
lifting thereof and the carrying thereof to 
some vehicle, which was used for transport 
ing the suitcase or the like to any distance. 

10 There were no means provided on the suit 
case itself by which the same could be wheeled 
without necessitating the use of a separate 
carriage to support the weight thereof. 
The primary object of the invention is the 

15 provision of a collapsible wheeled carriage 
adapted to be held within the Suitcase when 
collapsed and to support the weight of the 
suitcase or the like when unfolded. 
Another object of the invention is the pro 

20 vision of a collapsible wheeled carriage, piv 
otally mounted on the suitcase or the like so 
as to be swingable inside of the bottom plane 
of the suitcase or the like, and to be held 
therein in the folded position thereof, means 
being provided in the bottom of said suit 
case or the like for inclosing the wheeled 
carriage in the folded position thereof, and 
also to separate the compartment in which 
the carriage is positioned from the inside 
compartment of said suitcase or the like, 
thereby protecting the articles carried with 
in said suitcase or the like. X 
Other objects of the invention are to pro 

30 

vide a device of the character described that 
85 will be superior in point of simplicity, in 

expensiveness of construction, positiveness 
of operation, and facility and convenience in 
use and general efficiency. 
In this specification and the annexed 

drawings, the invention is illustrated in the 
form considered to be the best, but it is to be 
understood that the invention is not limited to 
such form because it may be embodied in 
other forms; and it is also to be understood 
that in and by the claims following the de 
scription it is desired to cover the invention 
in whatsoever form it may be embodied. 
The invention is clearly illustrated in the 

50 accompanying drawings wherein: 

45 

Figure is a perspective view of a suitcase 
having a wheeled support thereon. 

Figure 2 is a side view of the suitcase and 
the Wheeled support thereon, part of the suit 
case side being broken away, the support be 
ing unfolded. 

Figure 3 is a side view of the suitcase and 
the folded wheeled support, a portion of the 
Suitcase side being broken away. 

Figure 4 is a bottom plan view of the de 
vice, the Support being shown in the folded 
position, and m 

Figure 5 is a vertical sectional view of the 
device, the Section being taken on the line 
5-5 of Figure 2. 

Referring to the accompanying drawings 
in which similar reference characters desig 
nate similar parts throughout, the various fig 
ures described above adequately illustrate my 
invention, and the following detailed descrip 
tion is commensurate with the above men 
tioned drawings in enabling an artisan to con 
struct and assemble the same. 
In carrying out my invention I employ a 

wheeled support A attached, for the pur 
pose of illustration, to a suitcase B of the 
usual structure. 
case B is cut an aperture 7 extending longi 
tudinally from end to end, however the aper 
ture 7 does not extend into the ends of the 
Suitcase B. The sides and the top of the 
aperture 7 are formed from the bottom mate 
rial of the case B so as to confine an indenta 
tion thereat. Into the aperture 7 fits a metal 
box 8. Another way to form the space into 
which the metal box is fitted is to extend the 
ends and the sides of the case B below the bot 
tom thereof and the box 8 is inserted into the 
inclosure confined by said extensions. 
The bottom of the box 8 is openin its entire 

length and width so as to allow the insertion 
of the wheels thereinto as hereinafter, set 
forth. A pair of narrow plates 9 is pivotally 
Secured to each end of the box 8 so as to be 
turnable lengthwise relatively to the box 8. 
The plates 9 are disposed in parallel spaced 
relation to each other and adjacent the inside 
faces of the respective sides of the box 8, thus 
the pairs of plates 9 are foldable so as to as 
sume a retracted position within the box 8, 
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In the bottom 6 of the suit 
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as shown in Figure 3. The plates 9 are held 
in their parallel spaced relation by means of 
a rivet or pin 11. At the lower end of one 
pair of the plates 9 is journaled the axle12 of 
a comparatively narrow wheel 13, while in 
the lower end of the other pair of plates 9 is suitably mounted a caster 14 vertically piv 
oted at 19. : 
The plates 9 are held in the unfolded posit 

tion, illustrated in Figure 2, by means of 
links 16 pivotally secured to the sides of the 
box 8, to the inner faces of the plates 9, and to 
each other, so as to hinge the pair of plates 9 
to the box 8. When the respective pairs of 
links 16 are extended the pair of piates 9, to 
which they are secured, are supported in the 
upright position below the box 8. The links 
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are formed in the usual hinge connections and 
prevent the accidental buckling of the pairs 
of plates 9. . . . 
In order to retract the plates 9 into the box 

8, the links are folded around the central piv 
otal connections thereof so as to be folded into 
the position shown in Figure 3, whereby the 
plates 9 are compelled to turn around their 
pivotal connections at the respective upper 
ends thereof and assume the positions within 
the box 8 in parallelism with the longitudinal 
sides of the box 8. The sides of the box. 8 
then cover the entire wheeled support and 
present, the appearance of a usual suitcase or 
the like. . . 
The wheels 13 and 14 are maintained in 

their folded positions by means of a com 
paratively small bar 17 pivotally secured at 
the center thereof to a narrow crossbar 18 fix 
edly, fastened to the central portion of the 
open bottom of the box8. The bar 17 is 
turnable in a horizontal plane longitudinally 
relative to the box.8 so that the opposite ends 
thereof are positioned below the wheels 13 
and 14 obstructing the release thereof from 
the inside of the box 8. 
When the bar 17 is turned crosswise rela 

tively to the bottom of the box 8; in underly 
ing position relative to the crossbar 18, the 
wheels drop out of the box 8 by their own 
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gravity, causing the turning of the plates 9 
around the pivoted ends thereof and the 
straightening of the links 16. In the last 
mentioned unfolded position of the support 
A, the case B is supported on the wheels 13 
and 14 and may be readily wheeled thereon 
regardless of the weight of the articles packed 
in the case B. - 

It is to be noted that the box 8 is fixedly 
secured into the bottom of the case B by any 
conventional means such as by riveting or 
sewing. The entire support A may be made 
as a separate unit and may be attached to the 
bottom of any receptacle either fixedly or de 
tachably. The case B is held by the usual 
handle thereof and is steered thereby. 

It will be recognized that the wheeled sup 
port heretofore described is completely hid 
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den from view when folded into the inopera 
tive position thereof, consequently the case 
on which it is used retains the original, usual 
appearance and configuration thereof while 
carried in hand; the support may be readily 
dropped and unfolded into its operative po 
sition thereby, facilitating the rolling about 
of the case without lifting the same; it will be 
also noted that the device does not alter the 
character and use of the suitcase or trunk or 
the like, it improves the carrying facilities of 
the same when unusually heavy articles are. 
packed therein; the device is of unitary char 
acter it may be constructed as part of the case 
or it may be provided as a separate unit and 
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attached to a ready made case; after assembly 
the device forms an integral part of the case 
and is carried therewith, it is particularly 
adapted for the purposes set forth and it may 
be readily folded and unfolded by the aver 
age layman. 

Having thus described my invention what 
now claim as novel and desire to secure by 

Letters Patent is: 
1. A wheeled vehicle for carrying cases 

comprising a receptacle adapted to be dis 
posed in a longitudinal aperture in the bot 
tom of said carrying case brackets pivotally 
mounted in said receptacle and disposed at 
the opposite ends thereof, wheels rotatably 
mounted at the outer ends of said brackets, 
means for locking said brackets in operative 
position, and means for locking said brackets 
in folded position within said receptacle. 

2. A wheeled vehicle for rigid carrying 
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cases comprising a housing adapted to be in 
stalled in an aperture in the bottom of said 
case, in inverted position, brackets pivotally 
mounted at the opposite ends of said housing 
and adapted to fold longitudinally therein, a 
wheel transversely pivoted at the opposite 
end of one of said brackets, a caster compris 
ing a wheel, transversely pivoted in a yoke 
and a vertical pivot on said yoke, said ver 
tical pivot cooperating with an aperture ver 
tically disposed in the end of the other 
bracket, and means for locking said brackets 
in operative position, and means for locking 
said brackets in folded position within said 
housing. 

3. In combination with a substantially 
rigid traveling apparel container, an in 
verted rectangular housing longitudinally 
disposed in the bottom of said container, 
brackets pivotally mounted transversely ad 
jacent the ends of said housing, locking strut 
members pivotally connected to said housing 
and to said brackets for retaining said brack 
ets in operative position, means for locking 
said brackets in folded position within said 
housing, one of said brackets having disposed 
at its opposite end a transversely pivoted 
wheel, the other of said brackets having dis 
posed at its opposite end a caster with a ver 
tical pivot and transversely pivoted wheel. 
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4. A substantially, rectangular inverted 
housing provided with wheel carrying mem 
bers at its opposite ends adapted to extend 
below the bottom of saidhousingin operative 
position, means for locking said wheel carry 
ing members in operative position, means for 
folding said wheel carrying members and re 
taining same within said housing, one of said 
members being provided with a wheel rotat 
able in a single plane, the other of said mem 
bers being provided with a caster vertically 
pivoted whereby said device may be caused 
to follow a circuitous path, and means for 
attaching said device in an aperture in the 
bottom of a container. 

5. An attachment for carrying cases of 
substantially rigid construction comprising 
a housing, foldable brackets in said housing, 
locking means for said brackets in both op 
erative and folded E. one of said brackets being provided adjacent the outer 
end thereof with a wheel transversely piv 
oted, the other of said brackets being pro 
vided with a caster, whereby said device may 
be caused to describe a circuitous path, and means for installing said device in an aper 
ture in the bottom of a carrying case. , 
In testimony whereof I have affixed my 

signature. 
30 JOHN B. PINHERO. 
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