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This invention relates to commercial painting, and 
more particularly to a paint can holder specially adapted 
to ladders and the like. 
One of the problems every painter of buildings who 

has to stand on a ladder faces is that of satisfactory 
Securement of the paint can in a way that will not only 
position the can of paint where he can easily reach it, 
but where the can will not be in the way of normal move 
ment on the ladder while the building is being painted. 

It is therefore the principal object of this invention 
to provide a paint can holder specially adapted to Secure 
ment to the outside of the ladder one is standing on 
while painting a building. 

Another object of this invention is to provide a paint 
can holder that will not get in ones way while painting 
and thus cause an accident such as the upsetting of the 
can of paint. 
Another object of this invention is to provide a paint 

can holder that will hold any size of paint can on a ladder. 
Another object of this invention is to provide a paint 

can holder that consists of but three major parts each 
one of which is formed from sheet metal or the like. 
Another object of this invention is to provide a paint 

can holder that can quickly and easily be moved up or 
down the ladder as one paints along. 

Still another object of this invention is to provide a 
paint can holder that can be adapted to securement to 
any ladder no matter its length or if it be a wood or 
metal one since no screws or other similar forms of hard 
ware are needed for its securement to the ladder. 

With the foregoing and other objects in view which 
will appear as the description proceeds, the invention 
consists of certain novel details of construction and com 
binations of parts, hereinafter more fully described and 
pointed out in the claims, it being understood that changes 
may be made in the construction and arrangement of 
parts without departing from the spirit of the invention 
as claimed. 

Referring to the drawing: 
FIGURE 1 is a perspective view of this invention ready 

for use. 
FIGURE 2 is a perspective view of that portion of this 

invention that secures the same to the side of a ladder. 
FIGURE 3 is a side view of this invention secured to 

the side of a ladder and in actual use. 
Referring to FIGURE 1 of the drawing, the paint 

can holder is seen to comprise the ladder bracket 5 hav 
ing a vertically disposed body 6 that has its lower end 
terminating in a pair of side arms 7, only one of which 
is shown in any of the views of the drawing. From 
FIGURES 1 and 3, it is clear that side arms 7 contact 
the edges of the rail of a ladder. The uppermost end of 
the aforesaid ladder bracket 5 also terminates in a pair 
of side arms 8 that like the previously mentioned side 
arms are formed at right angle to the aforesaid body 6. 
One of the side arms 8 is provided with right-angle lug 
9 to which is swingably connected the latch 10 by the 
rivet 11. The outer end of the latch 10 being adapted 
to securement to the other one of the side arms 8 by 
being slipped into the vertical recess in the lower edge 
of the arm. This construction can best be understood 
by examining FIGURE 2 of the drawing where it will 
also be seen that the latch 10 is provided with a cut-out 
in the lower and central portion thereof in order that 
the latch will fit over the rung 12 of the ladder. 
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2 
o The paint can supporting member 13 consists of a 

single piece of sheet metal or the like having a vertically 
disposed leg 14 from each side of which centrally extends 
the curved arm 15 and an inverted U-shaped top mem 
ber 6 that is provided with an inverted U-shaped recess 
i7 in the downwardly extending flange 18, recess 17 
being for decorative purposes. The bottom 19 of this 
can Supporting member 13 is formed at right angle and 
therefore is horizontally disposed and in the general shape 
of the bottom of a can of paint. The outer edge of 
the aforesaid bottom 19 is formed in part in a resilient 
upturned can holding clip 20 that has an inverted 
U-shaped upper edge 21 to which is secured to can 
release 22. A rivet 23 removably secures the just 
described paint can Supporting member 13, to the pre 
viously described ladder bracket 5 that has a notch 24 
in its upper edge 25 in order that the aforesaid can 
Supporting member 13 may be removed from the ladder 
bracket 5 without the latter having to be taken off the 
side of the ladder 26. A can of paint 27 is shown in 
place in this novel invention in FIGURE 3 of the draw 
ing where it is seen how the aforesaid arms 15 encircle 
in part the aforesaid can of paint 27 which rest on the 
bottom 19 of this device. All one has to do in order 
to remove a paint can is to press downward on the paint 
can release 22, thus pulling the paint can holding clip 
20 away from the side of the paint can. 
The Way in which this invention of a paint can holder 

Works is so obviously clear from an examination of the 
accompanying drawing and the reading of the above 
(description of its construction and configuration as to 
need no further explanation. 
What I now claim as new and desire to secure by 

Letters Patent is: 
1. A paint can holder of the character described, com 

prising a bracket having a pair of arms integrally formed 
from the lower end of the said bracket and at right 
angle to the body of the said bracket, and the upper 
end of the said bracket likewise being formed into a pair 
of arms, all of the said arms so extending along the rail 
of the side of the ladder to which the said paint can 
holder is removably secured as to prevent the said paint 
can holder from Swinging free from the said ladder, 
and a paint can supporting member embodying a normally 
vertically disposed member having a pair of centrally 
located paint can holding arms extending outward and 
curying around the sides of the paint can that is placed 
within the confines of the said arms, and the bottom 
portion of the said vertically disposed member being 
turned outwardly at right angle thereto and terminating 
in a round flat horizontally disposed bottom on which 
rest the said paint can and a means of holding the bottom 
of a paint can on the said bottom of the said paint can 
Supporting member, and a rivet and a notch removably 
Securing the upper end of the said paint can Supporting 
member to the said bracket. 

2. A paint can holder of the character described, com 
prising a bracket having a pair of arms integrally formed 
from the lower end of the said bracket and at right angle 
to the body of the said bracket, and the upper end of the 
said bracket likewise being formed into a pair of arms, all 
of the said arms so extending along the rail of the side of 
the ladder to which the said paint can holder is removably 
Secured as to prevent the said paint can holder from 
Swinging free from the said ladder, and a paint can Sup 
porting member embodying a normally vertically disposed 
member having a pair of centrally located paint can hold 
ing arms extending outward and curving around the sides 
of the paint can that is placed within the confines of the 
said arms, and the bottom portion of the said vertically 
disposed member being turned outwardly at right angle 
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thereto and terminating in a round flat horizontally dis 
posed bottom on which rest the said paint can and an up 
turned paint can holding clip having a horizontally dis 
posed paint can release member extending outward from 
the inverted U-shaped upper edge thereby proving means 
of holding the bottom of the paint can on the said bottom 
of the said paint can supporting member, and a rivet and 
a notch removably securing the upper end of the said paint 
can supporting member to the said bracket. 

3. A paint can holder of the character described, com 
prising a bracket having a pair of arms integrally formed 
from the lower end of the said bracket and at right angle 
to the body of the said bracket, and the upper end of the 
said bracket likewise being formed into a pair of arms, 
all of the said arms so extending along the rail of the side 
of the ladder to which the said paint can holder is remov 
ably secured as to prevent the said paint can holder from 
swinging free from the said ladder, and a paint can Sup 
porting member embodying a normally vertically disposed 
member having a pair of centrally located paint can hold 
ing arms extending outward and curving around the sides 
of the paint can that is placed within the confines of the 
said arms, and the bottom portion of the said vertically 
disposed member being turned outwardly at right angle 
thereto and terminating in a round flat horizontally dis 
posed bottom on which rest the said paint can and an up 
turned paint can holding clip having a horizontally dis 
posed paint can release member extending outward from 
the inverted U-shaped upper edge thereby providing means 
of holding the bottom of the paint can on the said bottom 
of the said paint can supporting member, and a rivet and 
a notch removably securing the upper end of the said 
paint can supporting member to the said bracket, and a 
free-swinging latch having one end swingably riveted to a 
lug that extends outward at right angle from one of the 
upper arms of the said bracket, the outer end of the said 
latch being adapted to placement in the recess that extends 
upward from the lower edge of the other one of the said 
upper arms thereby providing a means of securely hold 
ing the said paint can holder to the outward side of a 
ladder. 

4. A paint can holder of the character described, com 
prising a bracket having a pair of arms integrally formed 
from the lower end of the said bracket and at right angle 
to the body of the said bracket, and the upper end of the 
said bracket likewise being formed into a pair of arms, all 
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of the said arms so extending along the rail of the side 
of the ladder to which the said paint can holder is re 
movably secured as to prevent the said paint can holder 
from swinging free from the said ladder, and a paint can 
supporting member embodying a normally vertically dis 
posed member having a pair of centrally located paint can 
holding arms extending outward and curving around the 
sides of the paint can that is placed within the confines of 
the said arms, and the bottom portion of the said ver 
tically disposed member being turned outwardly at right 
angle thereto and terminating in a round fiat horizontally 
disposed bottom on which rest the said paint can and an 
upturned paint can holding clip having a horizontally dis 
posed paint can release member extending outward from 
the inverted U-shaped upper edge thereby providing means 
of holding the bottom of the paint can on the said bottom 
of the said paint can supporting member, and a rivet and 
a notch removably securing the upper end of the said 
paint can supporting member to the said bracket, and a 
free-swinging latch having one end Swingably riveted to 
a lug that extends outward at right angle from one of the 
upper arms of the said bracket, the outer end of the said 
latch being adapted to placement in the recess that ex 
tends upward from the lower edge of the other one of the 
said upper arms thereby providing a means of securely 
holding the said paint can holder to the outward side of a 
ladder, the lower edge of the said free Swinging latch 
having a curved recess therein that permits a portion of 
the said latch to fit over any one of the desired rungs of 
the said ladder. 
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