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To all whom it may concern: 
Be it known that I, RoBERT WoHLMEYER, 

a subject of the German Emperor, and resi 
dent of Vienna, Austria-Hungary, have in 
vented certain new and useful Improve 
ments in Game Devices, of which the follow 
ing is a specification. 

This invention relates to a game-device 
which consists of a boomerang of certain con 
struction and of a device for throwing the 
boomerang. The improved device can, ac 
cording to its construction, be employed in 
the open air as well as in closed rooms and 
may be applied to recreation, shooting and 
sporting games, or the like, for children and 
adults. 
The invention enables the throwing of 

boomerangs in a predetermined way against 
certain aims or posts, which is also made 
possible by connecting the plate carrying the 
boomerang with a stand and by providing 
this plate with an abutment which prevents 
the boomerang from slipping of when the 
position of the plate is not horizontal. The 

5 plate may be connected with the stand by 
means of pivotal joints or the like and capa 
ble of being turned, shifted and fixed on a 
guiding rod of the stand. Such a device en 
ables the sweeping with boomerangs of a 
very large plane, while for an exact adjust 
ment graduated arcs or the like with respec 
tive marks may be provided. . 
The game device is shown by way of ex 

ample on the accompanying drawing in 
which- - - 

Figure 1 is an elevation of one suitable 
constructional form of the same, and Fig. 2. 
a view of the upper part at right angles to 
Fig. 1; while Fig. 3 shows in perspective 
view a modified construction of the same. 
The beyomerang consists of a suitably 

shaped strip of paper, cardboard, celluloid, 
sheet metal or the like, which is perfectly 
flat. According to its weight the boomer 
ang can be employed in the open air as well 
as in closed rooms. The shape of the same is 
optional as long as the point of application of 
the throwing force, i.e. its hitting point lies 
beyond its center of gravity. 
When employing paper boomerangs, it is 

preferable to provide the hitting point of the 
same with a metal fitting 14 (Fig. 3) which 
prevents damage to the paper. This fitting 
marks then also preferably the hitting point 
as by altering this point also the throwing 
movement would be altered. When using 

other material, for the boomerangs, this hit 
ting point may be marked by a simple in 
dentation or the like. 

In the example shown in Figs. 1 and 2, the 
boomerang is placed on the plate 1 which is 
provided with an abutment 2 and preferably 
made of material fit for polishing so as to 
have a smooth upper surface in order to 
possibly reduce friction on the same. The 
plate is through the medium of the two piv 
total joints 3 and 4 movable at an angle in 
two directions vertical to each other of the 
horizontal plane and capable hy means of 
the screw 5 of being set to any desired height 
and turned in any desired direction on the 
guiding rod 6 of the stand 7. Instead of 
this, the plate may also be made to move in 
any desired direction through the medium of 
a universal joint or the like, while the plate 
may also be so supported as to be of fixed 
position in one or the other direction. To 
the underside of the plate 1, an arm 8 or the 
like is attached of which the lateral projec 
tion 9 is provided with a slot in which a blade 
spring 10 having a tension corresponding to 
the range desired for the boomerangs, is 
clamped in such a manner that it acts always 
in the direction of the plate. Of course, it 
is possible to replace the blade spring by 
means of a similarly acting spiral spring, or 
to arrange the spring at any other suitable 
point, or to provide the spring at its hitting 
point with a fitting 10 of indiarubber or the 
like to prevent damage to the boomerang. 
According to the position of the plate 1, the 
boomerang thrown away by the spring 10, 
will fall down at a different point, so that it 
is with little practice easily possible to find 
for a certain aim the respective position of 
the plate. If the nature of the game re 
quires that the boomerang falls always down 
at the same point, preferably a fixed corre 
spondingly adjusted plate is to be employed 
and the necessary intensity of the hitting or 
throwing force is to be marked on a segment 
arranged beside the spring 10. It may be 
mentioned that the stand can for easy trans 
port be made foldable. The abutment 2 
enables one to adjust the supporting plate 
in different directions in that it prevents a 
slipping-off of the boomerang and also marks 
always the same point on which the boom 
erang is to be placed on the plate, for the pur 
pose of increasing the hitting security of the 
device. This abutment may consist of one 
or several pins, or of an entire or partial pro 
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jection of one plate member, or of any other 
suitable means. 

In Fig. 3 a modified construction of the 
throwing device is shown in which a separate 
adjusting arrangement for the plate is 
omitted. The plate carries a handle 11 to 
hold the device by hand and consists of a 
frame 12 on which supporting ledges 13 or 
the like are provided. On these ledges the 
boomerang 14 is placed and prevented from 
slipping off by the abutment 2. This shape 
of plate has the object to reduce the friction 
of the boomerang on the plate, which effect 
may be further increased by employing 
wires instead of the ledges 13. 
The boomerang thrown away by the 

spring 10, has the property to fly in an arc 
through the air and again to fly back and 
according to the inclination of the plate to 
fall down to the right or left side of the same, 
while any alteration in the inclination of the 
plate results in an altered distance of the 
falling-down point from the flying-off point. 
This action of the device may be applied to 
various recreation, shooting, or sporting 
games or the like, the range of the boomer 
angs being capable to be regulated by differ 
ent tensions of spring, different weights of 
boomerang, and different positions of plate. 
Furthermore it is possible to connect the 
boomerang with fireworks and thus to use 

980,71i 

the same as a rocket. Finally, the boomer 
ang may he employed for war purposes by 
filling the same with explosive matter and 
throwing it away with the aid of compressed 
air instead of the spring used therefor. 

Having fully described my invention, what 
I claim and desire to secure by Letters Pat 
entis 
A game device comprising in combination, 

a boomerang of flat material and of such a 
shape as to have its hitting point lying be 
yond its center of gravity and provided at its 
hitting point with a metal fitting constituting 
a mark for the latter, an adjustaile support 
ing frame having a plate with Simooth upper 
surface to receive said boomerang thereon 
and provided with an abutment for the latter, 
an arm attached to the underside of said 
plate and having a lateral projection with a 
slot, a blade spring fixed in said slot so as to 
act toward said plate and thus toward said 
boomerang thereon and provided at its hit 
ting point with an indiaruber fitting, all for 
the purpose set forth. 

In testimony whereof I have hereunto set 
my hand in the presence of two subscribing 
witnesses. 

ROBERT WOEMEYER 
Witnesses: 

RoBT. W. HEING ARTNER, 
AUGUST FUGGER. 
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