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To all whom it may concern 
Be it known that I, LEO ALBANESE, a citi zen of Italy, and residing at Brooklyn, in 

the county of Kings and State of New York, 
have invented certain new and useful Im 
provements in Watches, of which the follow 
ing is a specification, such as will enable 
those skilled in the art to which it apper 
tains to make and use the same. 
This invention relates to watches and par 

ticularly to watch case constructions, and 
the object of the invention is to provide an 
elongated watch case, which is so construct 
ed as to receive and support in one end por 
tion of the case a watch movement, and to 
receive and support in the other end portion 
thereof a powder puff, and also to serve as 
a container for powder; a further object be 
ing to provide the watch case with hinge 
door members for controlling the insertion 
and removal of the watch movement and 
powder puff, one of said members being pro 
vided with a transparent panel through 
which the watch dial is visible, and the other 
of said members being provided on its inner 
face with a mirror; a still further object be 
ing to provide a case construction in which 
the powderpuff is removable from the back 
of the watch case, and the receptacle for the 
powder is sealed from the watch movement receiving receptacle, and the watch move 
ment placed therein; and with these and 
other objects in view, the invention consists 
in a watch construction of the class and for 
the purpose specified and which is construct 
ed as hereinafter described and claimed. 
The invention is fully disclosed in the 

following specification, of which the accom 
panying drawing forms a part in which th? separate parts of my improvement are desig 
nated by suitable reference characters in 
each of the views, and in which:- 

Fig. 1 is a front view of my improved watch construction. 
Fig. 2 is a longitudinal sectional view 

through the watch case, and on an enlarged 
scale. - 

Fig. 3 is a back view of the watch as 
shown in Fig. 1. . . ? 

Fig. 4 is a perspective detail view of the 
watch case, with one of the coyer members thereof in an open position and, Fig. 5 is a pers 
powder puff which I ?????? . . . In practise I provide an elongated watch 
case 10 the contour of which may be of any 

pending 

of the appende 
from the spirit of my invention or sacrific 

ctive detail view of the 

desired form and said case is provided with 
two substantially circular apertures or com 
partments, 11 and 12, the compartment 11 
??????? outwardly through the front face of the case, while the compartment 12 opens 
outwardly through the back face thereof and 
the separate compartments are sealed one 
from the other by a partition wall 13. 
The compartment 11 is adapted to receive 

a suitable watch movement 14, the stem of 
which is adapted to enter a recess 15 in the 
top wall of the case 10 and said top wall is 
???????:) oop 16. The compartment 11 is 
adapted to be normally closed by a cover 
member 17 hinged to the bottom of the case 
as shown at 18 and said cover member is 
provided in front of the dial of the watch 
movement 14 with a transparent panel 19 
through which the dial of the watch move. 
ment is visible, and this panel will conform 
with the formation or contour of the dial of 
the watch movement, which may be of any desired form. 
The compartment 12 is adapted to form 

a container for face powder, rouge or the 
like and is also adapted to receive a powder 
puff 20, said puff being shown in detail in 
Fig. 5 of the drawing. The compartment 12 
is adapted to be closed by a door member 21 
E. to the back face of the case as shown 
at 22 adjacent to the lower end thereof, and 
the inner face of the cover member 21 is 
provided with a mirror 23. 
Both of the cover members 17 and 21 are 

frictionally or otherwise held in a closed po 
sition, and by constructing the watch case 
in the manner shown and described, the powder in the compartment 12 is kept free 
from and out of contact with the watch 
movement 14 in the compartment 11, said 
compartments being sealed one from the 
other, and it will be understood that while 
I have shown certain details of construction à 
for carrying my invention into effect, that 
am not necessarily limited to these details 
and various changes therein and modifica 
tions thereof may be made within the scope 

claims without departing 
ing its advantages. 

ving fully described my invention, 
what I claim as new and desire to secure by Letters Patent, is: 

1., Á * watch of the class, described, com prising an elongated watch case, means for 

provided with a suitable sus- - 
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supporting a watch movement in one end 
portion thereof, means for supporting a 
powder puff or the like in the other end 
portion thereof, said watch movement and 
powder puff being insertable into the watch 
case through opposite side faces thereof, 
and door members for controlling the inser 
tion and removal of said watch movement 
and powder puff. 

2. A watch of the class described, com 
prising an elongated watch case, means for 
Supporting a watch movement in one end 
portion thereof, means for supporting a 
powder puff or the like in the other end 
portion thereof, said watch movement and 
powder puff being insertable into the watch 
case through opposite side faces thereof, 
and door members for controlling the inser 
tion and removal of said watch movement 
and powder puff, one of said door members 
being provided with a transparent panel 
adapted to register with the dial of the 
watch movement. 

3. A watch of the class described, com 
prising an elongated watch case, means for 
supporting a watch movement in one end 
portion thereof, means for supporting a 
powder puff or the like in the other end 
portion thereof, said watch movement and 
powder puff being insertable into the watch 
case through opposite side faces thereof, 
and door members for controlling the in 
Sertion and removal of said watch move 
ment and powder puff, one of said door members being provided with a transparent 
panel adapted to register with the dial 
of the watch movement, and the other of 
said door members being provided with a 
mirror. 

4. A watch case of the class described, 
said case being elongated in form and pro 
vided in the opposite end portions thereof 
with compartments opening outwardly 
through the opposite side faces of said case 
and sealed one from the other. 

5. A watch case of the class described, 
said case being elongated in form and pro 
vided in the opposite end portions thereof 
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with compartments opening outwardly 
through the opposite side faces of said case 
and sealed one from the other, and a hinged 
cover member extending the full length of 
said watch case and provided with a trans 
parent panel adapted to register with one 
of the compartinments of said case. 
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6. A watch case of the class described, 
said case being elongated in form and pro 
vided in the opposite end portions thereof 
with compartments opening outwardly 
through the opposite side faces of said case 
and Sealed one from the other, and a hinged 
cover member extending the full length of 
said watch case and provided with a 
transparent panel adapted to register with 
one of the compartments of said case, and 
a door member hinged to the other side 
face of the watch case and adapted to nor 
mally close the other of said compartments. 

7. A watch case of the class described, said 
case being elongated in form and provided 
in the opposite end portions thereof with 
compartments opening outwardly through 
the opposite side faces of said case and 
sealed one from the other, and a hinged 
cover member extending the full length of 
Said watch case and provided with a trans 
parent panel adapted to register with one 
of the compartments of said case, and a 
door member hinged to the other side face 
of the watch case and adapted to normally 
close the other of said compartments, said 
last named door member being provided on 
its inner face with a mirror. 

8. A watch of the class described compris 
ing an elongated watch case, one end portion 
of the casing being provided with a compart 
ment opening outwardly through one face 
thereof and in which a watch movement is 
adapted to be supported, and the other end 
portion of the case being provided with a 
compartment opening outwardly through 
the opposite face thereof. In testimony that I claim the foregoing 
as my invention I have signed my name this 
19th day of August 1922. 

LEO ALBANESE. 
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