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To all, whom it may concern: 
Be it known that I, WILLIAM. H. BELL, a 

citizen of the United States, residing at Wash 
ington, in the District of Columbia, have in 
vented certain new and useful Improvements 
in Clasps for Files or Wrappers; and I do 
hereby declare the following to be a full, clear, 
and exact description of the invention, such as 
will enable others skilled in the art to which 
it appertains to make and use the same. 
My invention relates, generally, to fasten 

ing or clasping devices for bundles, parcels, 
or packages, and particularly to clasps or 
fasteners for conveniently securing bands or 
straps around files or wrappers containing 
folded papers and the like for easily and 
quickly inspecting, adding to, or removing 
from the contents of said files or wrappers, 
and also for readily adjusting them in ac 
cordance with the variations in bulk or size 
of their contents; and it consists in the pe 
culiarities of construction and arrangement or 
combination of parts, hereinafter fully dis 
closed in the description, drawings, and 
claims. 
The objects of my invention are, first, to 

provide a clasp or fastener which is novel, 
simple, and strong in construction, easy to 
operate, and comparatively cheap to manu 
facture; second, to so construct and combine 
said clasp or fastener with a band or strap as 
will permit of their quick and easy applica 
tion to and removal from a file or Wrapper 
and at the same time avoid the delay and 
trouble incident to tying the same with a piece 
of cord or tape, and also the objection inci 
dent to the employment of a rubber band, 
which, as is well known, after being applied 
or in use for a short period of time loses its 
elasticity and breaks, and, third, to SO con 
struct and combine said fastener and strap 
with a file or wrapper that said strap will op 
erate with considerable pressure or binding 
action upon both the outside of said Wrapper 
and directly upon its contents, the tendency 
of the latter to expand or spring assisting in 
this effect, all as will hereinafter appear. 
These objects are accomplished by the con 
struction and combination of parts illustrated 
in the accompanying drawings, forming part 
of this specification, in which the same ref 
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erence-numerals indicate the same parts, and 
in which 

Figure 1 represents detail top plan views of 
my improved clasp or fastener as it respect 
ively appears when it is first cut or stamped 
out and is then formed into proper shape or 
condition for use; Fig. 2, a transverse section 
of the bent portion or loop of said fastener on 
the line acac of Fig. 1, and also of the spring 
catch or holder for the free or loose portion 
of the band or strap; Fig. 3, a front perspec 
tive view of the strap, fastener, and holder in 
the condition they appear when placed upon 
a wrapper or other object before said strap is 
fastened; Fig. 4, a side or edge perspective 
view of the same parts as they appear when 
in an adjusted or fastened condition, and Fig. 
5 a transverse section of a loose file or Wrap 
per with said parts attached thereto and in 
condition for operation. 

In the drawings, the numerals 1, 2, and 3 
respectively indicate the front and rear ends 
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and body of the clasp or fastener 4, which is . 
made of a single piece of sheet or plate metal 
which is first cut or stamped out by dies or 
other suitable means, and formed with the 
transverse slot 5 at its front end, with the 
laterally-projecting jaw 6, having the points 
or sharp teeth 7 on its front edge, the up 
Wardly-curved lip S on its side edge, and 
with the sharp prongS 9 on its ends and sides. 
The jaw 6 is next bent to overlap and extend 
nearly across the body 3 of the fastener 4, and 
is also forced down sufficiently toward said 
body to form the laterally-open loop 10, with 
in and from which the band or strap 11 can 
be easily and quickly inserted and removed. 
The upwardly-curved lip S on the side edge 
of this jaw materially assists to this end, even 
when said jaw becomes accidentally depressed 
or indented and partially closes said loop 10. 
The band or strap 11, which is preferably, 

but not necessarily, made of textile material, 
is suitably secured at one end within the 
transverse slot 5 of the fastener 4. It is then 
passed forwardly and beneath the wrapper or 
other object to be secured and around to a 
point near said slot. It is then pulled to the de 
sired or a sufficient degree of tightness, passed 
into the laterally-open loop 10, and moved 
rearwardly against the points or sharp teeth 
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7, which enter or take hold of and secure it 
at the point to which it has been moved or 
drawn, and then, or finally, the loose or free 
end thereof is moved farther rearwardly and 
passed into the movable spring catch or holder 
12, which consists of a narrow strip of metal 
that is passed once around said strap and 
terminated exteriorly of the same in the lat 
erally-extending jaw 13, which is formed with 
the upwardly-curved lip 14 for effecting the 
same result as the lip 8 on the side edge of 
the jaw 6 of the fastener 4. The parts or fea 
tures of this catch or holder are also arranged 
to form a laterally-open loop 15, within and 
from which the strap can also be readily in 
serted and removed; but the entrance to or 
the opening of this loop is arranged at the 
other edge of said strap or opposite to the 
opening of the loop 10 of the fastener 4, 
whereby said strap is not only prevented 
from accidental edgewise movement in either 
direction, but is held in firm engagement with 
the points or sharp teeth 7 of said fastener. 

In the application of my improvements to 
or in their combination with wrappers con 
taining folded or other official papers and the 
like, which is the main object or purpose of 
my invention, I prefer to employ a wrapper 
which is not closed or sealed along its edges, 
but one in which the edges are loose, one of 
the same normally overlapping the other to 
a considerable extent, whereby said wrapper 
can be readily enlarged or contracted to ac 
cord with the variations in the bulk or size 
of its contents. To this end the loose wrap 
per 16 is formed with two slots 17, which are 
arranged opposite to each other and at a suit 
able distance apart, and which preferably are 
surrounded by suitable re-enforcing strips 
18, which are secured to the inner surface of 
said wrapper. At points near one of these 
slots the sharp-pointed prongs 9 of the fast 
ener 4, which have previously been bent down 
Wardly or backwardly to a point at right an 
gles to the body 3 of said fastener, are first 
forced through the Wall of the file and the 
corresponding re-enforcing strip 18, when the 
latter is employed, and are then bent down 
flatwise upon the inner surface thereof, the 
result being that said fastener is tightly se 
cured to said Wrapper. The strap 11, with 
one end previously secured in the slot 5 of 
the fastener, is then introduced by its other 
end into the adjacent slot 17 in said wrapper, 
carried over a portion of the interior thereof, 
and finally passed out through the opposite 
slot therein. Then the spring catch or holder 
12 is applied to the strap 11 at a suitable 
point along its free or loose portion and out 
side of said wrapper, after which the parts 
are in condition for Operation or use, as above 
described. In order to release or open the 
file or Wrapper it is only necessary to slip the 
free or loose portion of the strap out of the 
laterally-open loop of the spring catch or 
holder, then to draw said strap forwardly for 
releasing it from contact with the points or 

sharp teeth of the fastener, and then to slip 
said strap out of the laterally-open loop of 
said fastener. 
The manner of using or operating and the 

construction of my invention will be readily 
understood from the foregoing description; 
but it may be further stated that the sharp 
pointed prongs upon the ends and sides of 
the fastener will be unnecessary when the 
latter is not to be attached to a wrapper or 
the like, but is only to be used in connection 
With a band or strap for fastening a parcel 
Or package of any of the various kinds com 
monly employed. Hence for purposes of the 
nature last mentioned the prongs may be 
wholly omitted from the fasteners in their 
manufacture, or they may be made as features 
of said fasteners, as at present, and then be 
bent down flatwise upon the rear surfaces of 
the bodies of said fasteners; also, as is ob 
vious, my invention is capable of advanta 
geous employment in connection with va 
rious parts of harness and as a fastener for 
Shawl-straps, neckties, and the like. 
Having thus fully described my invention, 

the manner of its use or operation, its capa 
bilities and advantages, what I claim as new 
S 

1. In combination with the binding-strap, a 
clasp or fastener formed with a transverse slot 
at the front end of the body thereof, in which 
said strap is secured, and with an overlap 
ping jaw at the rear end thereof, which is pro 
vided with a series of points or sharp teeth on 
its front edge and arranged in connection 
with said body to form a laterally-open loop, 
Substantially as and for the purpose described. 

2. In combination with the binding-strap, a 
clasp or fastenerformed with a transverse slot 
at the front end of the body thereof, in which 
said strap is secured, and with an overlap 
ping jaw at the rear end thereof, which is pro 
yided with a series of points or sharp teeth on 
its front edge, with an upwardly-curved lip 
On its side edge, and arranged in connection 
With Said body to form a laterally-open loop, 
Substantially as and for the purpose described. 

3. In combination with the binding-strap, a 
clasp or fastenerformed with a transverse slot 
at the front end of the body thereof, in which 
Said strap is secured, with sharp prongs on its 
ends and sides, and with an overlapping jaw 
at the rear end thereof, which is provided 
With a series of points or sharp teeth on its 
front, edge with an upwardly-curved lip on 
its side edge, and arranged in connection with 
said body to form a laterally-open loop, sub 
stantially as and for the purpose described. 

4. In combination with a binding-strap and 
fastener, a catch or holder formed of a strip of spring metal, which is shaped to passaround 
and closely fit a band or strap which is exte 
riorly terminated in a laterally-extending jaw 
having an upwardly-curved lip, and which is 
arranged to form a laterally-open loop, sub 
stantially as and for the purpose described. 

5. The combination, with a band or strap 
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and fastener, of a spring catch or holder which 
is passed once around said strap and termi 
nated exteriorly of the same in a laterally-ex 
tending jaw which is formed with an up 
wardly-curved lip and arranged to formalat 
erally-open loop, substantially as and for the 
purpose described. 

6. In combination with a binding-strap, a 
clasp or fastener formed with a transverse. 
slot at the front end of the body thereof and 
with an overlapping jaw at the rear end there 
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of, which is provided with a series of points 
or sharp teeth on its front edge, with an up 
wardly-curved lip on its side edge, and ar 
ranged in connection with said body to form 
a laterally-open loop, a spring catch or holder 
which is passed once around the binding 
strap and terminated exteriorly of the same 
in a laterally-extending jaw which is formed 
with an upwardly-curved lip and arranged to 
form a laterally-open loop, substantially as 
and for the purpose described. 

7. A clasp or fastener formed with a trans 
verse slot at the front end of the body there 
of and with an overlapping jaw at the rear 
end thereof, which is provided with a series of 
points or sharp teeth on its front edge, with 
an upwardly-curved lip on its side edge and 
arranged in connection with said body to form 
a laterally-open loop, in combination with a 
band or strap and a spring catch or holder 
which is passed once around said strap and 
terminated exteriorly of the same in a later 
ally-extending jaw which is formed with an 
upwardly-curved lip and arranged to form a 
laterally-open loop, the loops of said fastener 
and holder being arranged with their open 
ings over the opposite edges of Said strap, 
substantially as and for the purpose described. 

8. A clasp or fastener formed with a trans 
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verse slot at the front end of the body there 
of, with sharp prongs on its ends and sides 
and with an overlapping jaw at the rear end 
thereof, which is provided with a series of 
points or sharp teeth on its front edge, with 
an upwardly-curved lip on its side edge and 
arranged in connection with said body to form 
a laterally-open loop, in combination with a 
band or strap and a spring catch or holder 
which is passed once around said strap and 
terminated exteriorly of the same in a later 
ally-extending jaw which is formed with an 
upwardly-curved lip and arranged to form a 
laterally-open loop, the loops of said fastener 
and holder being arranged with their open 
ings over the opposite edges of Said strap, 
substantially as and for the purpose described. 

9. In combination with the binding-strap, a 
fastener having one end slotted and attached 
to the strap and having a laterally-open loop 
with teeth on the front edge thereof and a 
Wrapper carried by the strap, having loose 
edges, substantially as described. 

10. In combination with the binding-strap, a 
fastener attached thereto having a laterally 
open loop with teeth, and the wrapper hav 
ing loose edges and slots through which the 
strap passes, substantially as described. 

11. In combination, the binding-strap, the 
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fastener therefor having a laterally-openloop 7o 
with teeth, the wrapper having loose edges 
and re-enforced slots through which the bind 
ing-strap passes, substantially as described. 
In testimony whereof I affix my signature in 

presence of two witnesses. 
WILLIAMI H. BELL. 

Witnesses: 
TOM. R. STUART, 
PARKER. H. SWEET, Jr. 


