We, NABISCO BRANDS, INC.
of 100 DeForest Avenue, East Hanover, New Jersey 07936, U.S.A.
hereby apply for the grant of a Standard Patent for an invention
entitled Extruded Starch Snack Foods and Process
which is described in the accompanying complete specification.

For a Convention application - details of basic application-

<table>
<thead>
<tr>
<th>Number</th>
<th>Country</th>
<th>Date of Application</th>
</tr>
</thead>
<tbody>
<tr>
<td>062,673</td>
<td>U.S.A.</td>
<td>16 June 1987</td>
</tr>
</tbody>
</table>

Our address for service is ARTHUR S. CAVE & CO., Patent and Trade
Mark Attorneys, Level 10, 10 Barrack Street, Sydney, New South
Wales, Australia 2000.

Dated this 15th day of June, 1988.

NABISCO BRANDS, INC.
By Its Patent Attorneys,
ARTHUR S. CAVE & CO.

J.G. SIELY F.I.P.A.A.

To:
Commissioner of Patents

ARTHUR S. CAVE & CO.
PATENT AND TRADE MARK ATTORNEYS
SYDNEY

APPLICATION ACCEPTED AND AMENDMENTS
ALLOWED 23.8.90.
DECLARATION IN SUPPORT OF A CONVENTION APPLICATION
FOR A PATENT

To be signed by the applicant(s) or in the case of a body corporate to be signed by a person authorised by the body corporate.

In support of the Convention application made for a patent for an invention entitled

(a) EXTRUDED STARCH SNACK FOODS AND PROCESS

1/We (b) Richard Kornutik

2 The basic application(s) as defined by Section 141 of the Act was/were made in the following country or countries on the following date(s) namely:

in (d) U.S.A. on (e) June 16, 1987
by (f) Richard D. Fazzolare, Joseph A. Szwer, Bernhard van Lengerich, and Rudolph J. Leschke on (e)

3 I am /We are the actual inventor(s) of the invention referred to in the basic application

3 (g) Richard D. Fazzolare, Joseph A. Szwer, Bernhard van Lengerich, and Rudolph J. Leschke

4 The basic application(s) referred to in paragraph 2 of this Declaration was /were the first application(s) made in a Convention country in respect of the invention the subject of the application.

Declared at East Hanover, NJ this 24th day of May 1988

To:
The Commissioner of Patents

ARTHUR S. CAVE & CO.
PATENT AND TRADE MARK ATTORNEYS
SYDNEY

Richard Kornutik

Signature of Declarant(s)
1. A method for making a baked starch snack food comprising:

(a) mixing at least one ingredient having starch powder with water to form a composition,

(b) heating said composition while continuously mixing for a sufficient amount of time for said composition to form a machinable dough-like consistency,

(c) extruding the heated composition to obtain an extrudate having a moisture content of from about 25% to about 60% by weight, based upon...
the weight of the extrudate,
(d) forming the extruded composition into a sheet,
(e) folding the sheet upon itself to form a laminate,
(f) reducing the thickness of the laminate,
(g) cutting the laminate into pieces, and
(h) baking said pieces to obtain a chip-like texture.
TO BE COMPLETED BY APPLICANT

Name of Applicant: NABISCO BRANDS, INC.

Address of Applicant: 100 DeForest Avenue, East Hanover, New Jersey 07936, U.S.A.

Actual Inventor: Richard D. Fazzolare
Joseph A. Szwer
Bernhard van Lengerich
Rudolph J. Leschke

Address for Service: ARTHUR S. CAVE & CO.
Patent & Trade Mark Attorneys
Level 10
10 Barrack Street
SYDNEY N.S.W. 2000
AUSTRALIA

Complete Specification for the invention entitled AN IMPROVED FOOD AND PROCESS Extruded Starch Snack Foods and Process

The following statement is a full description of this invention including the best method of performing it known to me: -
Field of The Invention

The invention relates to a continuous process for preparing bakery snacks having a chip-like texture. In particular this invention relates to a product and a process for preparing a baked snack food from starch-containing ingredients.

Background of the Invention

Snack items include a wide variety of foods including potato chips, corn chips, puffed dough articles, cookies and crackers. Processed snack foods are generally provided to the consumer in a ready-to-eat form. Food snacks are generally eaten separately from regular meals or used to supplement a meal.

Snack foods include chip products and crackers. Chip products are frequently made from wheat or other starch-containing ingredients that are deep fat fried. Examples of chip products include corn chips and potato chips. Crackers
are usually baked products and have a high content of wheat or other gluten containing flour and non-gluten flour that can form a dough. Cracker dough is machined during its processing and is baked dry or to a water content, that provides the final chip product with a crispy texture.

The ingredients used to make corn chips or potato chips have little or no gluten and consist essentially of starch. A hydrated starch or gelatinous composition without gluten typically does not form a machinable dough. For this reason starchy materials such as corn flour, or potato flour are not used to make crackers. The dough used to make crackers must have enough strength that it can be stretched during machining or sheeting and laminating. Typically, starchy materials such as corn flour and potato flour when mixed with water do not form a dough that is "workable" or machinable or sheetable. Most snack foods produced from starchy materials must be extruded to form a final product or mixed with a gluten-containing flour to form a dough that can be machined and baked into a final product.

Most baked snack products which are made from starchy materials are prepared initially by forming a composition from water and starch flour. Seasonings and flavorings can be added to the composition. The dough composition is then extruded. The extruded composition is cut and dropped onto a belt or tray and transported to an oven for baking. After
baking, the snack food is further dried or cooked to allow for the extraction of as much moisture as possible. The extruded or otherwise shaped starch composition can alternatively be deep-fried instead of baked to make the final product crispy. There are many other variations on this basic procedure and compositions used.

U.S. Patent No. 4,528,202 to Wang et al. discloses a process for making shredded potato products. The invention of this patent forms a potato starch and water dough mass which is then tempered to obtain an even water distribution. The dough mass is then shredded and the resulting shredded dough pieces are baked. This patent does not disclose a method wherein a dough is produced from potato starch that can be machined according to the practice in cracker technology.

U.S. Patent No. 4,455,321 to Glabe discloses a snack food prepared from an extrudable mixture of dehydrated potato flour, baking powder, mono- and diglycerides of fatty acids, and water. The mixture is formed into a dough, extruded, and cut. The cut dough pieces are then baked. This patent discloses a process for producing a starchy dough product which is a shaped, hollow potato snack. The process does not involve machining a workable dough in a fashion similar to that used in cracker technology.
U.S. Patent No. 3,600,193 to Glabe discloses a process for preparing a snack food product that includes the steps of mixing ungelatinized corn flour and gelatinized corn flour together with seasonings such as tapioca starch, milk solids, sodium chloride, starch phosphate, and other flavoring materials. These ingredients are mixed to form a dough and then extruded. The extruded dough is shaped as desired and cut into pieces. The cut dough pieces are steamed at between 190°F and 210°F. The steamed dough is dried and deep fat fried in vegetable oil at a temperature between 390°F and 400°F. This process involves the step of extruding the dough before steaming. The product of this process is not a baked snack food.

U.S. Patent No. 3,922,370 to Prakash discloses a process for producing a snack product from a dough formed by mixing together water and a dry mix of ungelatinized rice, rice flour, modified starch, and flavorings. The dough is shaped into separate pieces and steamed at a temperature between 95°C and 100°C. The steaming of the dough gelatinizes the starch contained in the dough. The steamed product is dried in two successive steps. The product is then deep fat fried at between 180°C and 230°C for 4 to 14 seconds to yield a rice snack. The product of this process is not a baked snack food.
NBI-314B

U.S. Serial No. 3,348,950 to Weiss discloses a process for making a snack food product by first mixing together corn, sucrose, water, and flavor developing ingredients. This mixture is combined with a second mixture of yellow corn grits, water, and sodium bicarbonate. The combined mixture is precooked under pressure at temperatures between 247°F and 259°F and at a pressure of 14 to 20 pounds per square inch. The gelatinized dough is shaped and dried. Dough pieces are formed and deep fat fried. This process does not produce a baked snack food.

U.S. Patent No. 1,039,912 to Dollings discloses a granular food product made of a wheat flour dough. The dough is successively boiled, baked, dried, and granulated. The formulas disclosed for this snack food can include limited quantities of corn flour.

U.S. Patent No. 2,505,407 to Johnson discloses a process for making rye products that comprises forming a batter primarily of rye flour, extruding the batter to form dough pieces, baking the dough pieces, and dehydrating the dough pieces to a desired degree of crispness.

U.S. Patent No. 3,753,729 to Harms et al discloses a process for preparing a food snack from a corn starch material in combination with an oleaginous material and water. This mixture is extruded under pressure at 350 to 500 pounds per square inch at temperatures above 100°C to form a
NBI-314B
"puffed" ready-to-eat product. This process does not apply steam directly to the dough and requires specific abrasion characteristics for the starch material to form the dough. This process does not produce a baked chip-like snack food.

U.S. Patent No. 4,418,088 to Cantenot discloses a process wherein roasted corn flour, wheat flour, sugar, and salt are mixed together. The mixture is shaped, extruded, and baked between 140°C and 155°C. It is then cooled immediately and toasted. This process does not produce a baked snack food having a chip-like texture.

The present invention provides a process for the continuous production of a low-fat content, baked chip-like snack food from a sheeted dough. Starchy ingredients are processed in a cooker extruder to obtain a workable or machineable dough-like composition that can be machined or sheeted and processed according to cracker technology to produce the baked, chip-like snack food.

SUMMARY OF THE INVENTION (Non-limiting)

The process of this invention comprises the steps of mixing at least one ingredient having starch with water to form a composition. The water may be added in the form of tap water, or heated water, either alone or in combination with steam to provide hydration of the starch-containing ingredient. Heating of the composition then is performed with continued mixing for a sufficient amount of time to form
a machinable dough-like consistency. The mixing and heating are performed continuously in a cooker extruder.

The heating may be accomplished by direct steam injection, by indirect heating or heating jackets, or a combination of direct steam injection and indirect heating. The wetted dry ingredient composition is heated to a temperature of from about 130°F to about 260°F and at a pressure of less than about 250 psia, typically from about 25 psia to about 125 psia. The heated composition is extruded to avoid substantial expansion and to obtain an extrudate having a moisture content of from about 25% by weight to about 60% by weight, typically less than or equal to 50% by weight, preferably from about 35% to about 43% by weight based upon the weight of the extrudate.

The dough-like composition is machined by any of a number of conventional means including those means used in cracker technology. The dough may be sheeted while hot, typically at a temperature of at least about 110°F. The sheeted dough is laminated, the laminate is reduced in thickness, cut into pieces, and the pieces are then baked to obtain a chip-like texture.

The starch component of this invention can include any ingredient having starch such as any commercially available native or modified cereal, root, or leguminous starch, partially or completely gelatinized starch, dried or
NBI-314B

dehydrated potato product including potato flour, potato granules, and potato flakes, corn flour, corn meal, buckwheat flour, rice flour, barley flour, tapioca, and mixtures of these. Typically, the at least one ingredient comprising starch is at least about 35% by weight of the extrudate. Alternative embodiments of the starch component can include a gluten-containing starch ingredient such as wheat flour, rye flour, sorghum flour, graham flour, and mixtures of these.

The machining processes used in this invention can include cracker machining, which involves laminating, reduction rolling, and cutting, and tortilla machining. The baking used in this invention is usually performed with convection heating, however dielectric energy applications can be used as a post-baking process to further the drying of the product.

An embodiment of the method of this invention uses starch ingredients that are mixtures of a nongluten-containing ingredient and a wheat or other gluten-containing flour.

A post-bake spray oil application is optional and included in the preferred embodiment. The preferred embodiment of the invention produces a thin, crisp snack food in which the dough laminae are partially separated during baking and form "blister like" formations. An alternative embodiment produces a flat unblistered snack food product.
This product is a baked snack food product that can have the appearance of a "chip" product such as a potato chip.

DETAILED DESCRIPTION OF THE INVENTION

The gelatinized starch snack foods of this invention are prepared from conventional starchy materials or ingredients having starch. Commercially available native or modified cereal, root, or leguminous starches, and partially or completely gelatinized starches and ingredients containing them may be used. Preferred embodiments are made from dried or dehydrated potato products such as a mixture of potato flour and potato flakes or a mixture of potato flour and potato granules. Desirable alternative embodiments can be made from potato flour, potato flakes, potato granules, corn flour, and corn meal, and other ingredients either used separately or in various combinations. Each of these ingredients has a high starch content, but is absent of gluten. When mixed with water these ingredients have no elasticity because of their lack of gluten. The inability to stretch makes the wet compositions prepared from these ingredients unsuitable for conventional handling and machining as used in cracker technology.

Other starch-containing ingredients can be used in alternative embodiments of this invention. Examples of other non-gluten, starch-containing ingredients include buckwheat
flour, rice flour, barley flour, tapioca, and mixtures of these. Non-gluten, starch-containing ingredients can also be blended with gluten-containing ingredients to vary the flavor and/or texture of the final product. Gluten-containing ingredients which can be used include wheat flour, rye flour, sorghum flour, and graham flour.

Corn germ can be added to the dough composition in small quantities to modify the flavor and texture of the final product. Corn germ is a by-product of milling corn and gives a starchy snack food product a sweet flavor and crunchy texture. Corn germ added in an amount up to 20 percent by weight of the total ingredients having starch can be used to enhance the flavor of the final product.

Vegetable shortening or oil, or fat can also be present preferably in an amount less than 20 percent by weight of the finished product. The amount may suitably be less than 10% of the finished product, however higher amounts tend to avoid a dry mouthfeel. Usually less than 2 percent of the oil used in this process is mixed into the snack food ingredients. The remainder of the oil is applied topically to the machined and cut pieces before baking or to the final product after baking. Vegetable shortening and oil are used to modify flavor and texture of the final product. The vegetable shortening or oil mixed into the composition is preferably
NBI-3148

added to the dough-like composition resulting after heating or steaming.

Other ingredients, not containing starch, may be used to make snack foods according to this invention. Salt can be present in amounts between about 1 to about 2 percent of the total starch flour composition or final product. Sugar can be added to sweeten the final product in an amount of about 2 to 3 percent of the total starch flour composition or final product. Leavening agents are not required, but small amounts of yeast products can be added to flavor a product. Suitable amounts of a leavening agent, such as sodium bicarbonate, or yeast products which can be used range up to from about 1¾ to about 2¾ by weight of the final product.

Flavoring ingredients are an important consideration in making any snack product and can vary widely. More common flavoring ingredients include onion, garlic, bacon, chicken, beef, cheese, ham, peanut butter, nuts and seeds, vanilla, chocolate products, spices, and others. These flavoring ingredients can be blended into the composition or sprinkled upon the dough-like composition before or after baking. Blends of flavoring ingredients can be used as toppings or "sandwich filling" materials can be used with the product of this invention.

In preparing the composition including an ingredient having starch all dry and minor ingredients are blended
toogether. Certain minor ingredients such as salt or sodium bicarbonate can be dissolved before being mixed into the composition of ingredients. The one or more ingredients having starch are fed to an extruder, or a continuous mixer and blended with a sufficient amount of feed water to form a wet starchy mass or composition. In forming this wetted dry ingredient composition a vegetable oil shortening, such as soybean oil, may also be used. The liquid ingredients are added downstream of the dry ingredients. The starch ingredients, water, and minor ingredients are mixed until a wet starchy mass or composition is obtained. This composition has a nonelastic consistency similar to mashed potatoes. This composition is then subjected to heating with further mixing in the extruder or continuous mixer. Shortening may be added downstream of the feed water addition during or after application of the heat. Mixing is continued to assure uniform incorporation of the ingredients into the dough. After sufficient mixing, working, and heating the composition forms a "dough-like" consistency. This dough-like consistency is comparable to the elastic, machinable doughs that can be formed from gluten-containing ingredients such as wheat flour.

The reasons that the "starch components" or ingredients having starch develop this dough-like consistency upon heating are not well understood. Certain ingredients having
starch such as corn flour and corn meal contain ungelatinized starch that is gelatinized upon heating or steaming. With these ingredients the formation of gelatinized starch is believed to be at least partially responsible for the formation of the dough-like consistency of the heated, starch components.

Other ingredients such as potato flour and potato flakes contain starch that is substantially, completely pregelatinized. With these starch components the degree of cell rupturing causing the release of hydrated, gelatinized starch affects the formation of the dough-like consistency of the heated and worked composition. The released, gelatinized starch molecules interact with one another to impart a dough-like consistency to the composition.

The degree of dough-like consistency in a heated or steamed composition can be determined by a Voland Texturimeter. This device measures compressibility or resistance to force of compositions in units defined by the Leatherhead Food Research Associations. These units are termed "LFRA". A high LFRA is produced by a dry and hard composition and a low LFRA is produced by a fluid and soft composition. Desirable dough-like compositions using potato ingredients have LFRA measurements between about 150 and about 250 with an LFRA of 200 being the most desirable.
Other ingredients having starch can vary in the desirable ranges of LFRA.

Desirable LFRA measurements can be produced with steamed compositions wherein the ingredient having starch is a potato ingredient, when there is between about 10 and 75 percent cell rupture of the potato ingredient. The most desirable LFRA measurements are obtained with potato ingredients having between 25 and about 75 percent cell rupture upon steaming. Other ingredients vary in their relationship between desirable LFRA measurements and the degree of cell rupturing. Additionally, cell rupturing is not the only factor affecting the development of a dough-like consistency in the heated or steamed compositions of this invention. The working or energy input provided by the mixing, conveying, shearing, and blending in the extruder at relatively low temperatures and pressures contributes to the formation of a dough-like consistency suitable for continuous sheeting. The working of the composition should be such so as to avoid substantial destruction of amylopectin molecules.

The water may be added in the form of tap water, heated water, or boiling water, either alone or in combination with steam to provide hydration of the starch-containing ingredient. Feed water temperatures from about 60°F to about 180°F are suitable. The use of direct steam injection aids in heat transfer to the ingredients and generally reduces
residence times in the extruder. Residence times of the starch ingredient generally range from about 5 seconds to about 5 minutes, preferably from about 90 seconds to about two and one half minutes. The residence time used will depend upon the energy input, screw configuration, temperatures and pressures, and ingredients used.

The heating may be accomplished by direct steam injection, by indirect heating or heating jackets, or a combination of direct steam injection and indirect heating. The wetted dry ingredient composition is heated to a temperature of from about 130°F to about 260°F. In the preparation of potato-based snack foods, the wetted dry ingredient composition is preferably heated to from about 160°F to about 205°F.

The wetted dry ingredient composition is heated at a pressure of less than about 250 psia, typically from about 25 psia to about 125 psia. The heated composition is extruded to avoid substantial expansion and to obtain an extrudate having a moisture content of from about 25% by weight to about 60% by weight, typically less than or equal to about 50% by weight, preferably from about 35% to about 43% by weight based upon the weight of the extrudate.

The mixture which forms the dough-like composition is desirably subjected to steam supplied at a temperature of about 212°F at, for example, a supply pressure of about 40 to
about 45 pounds per square inch. Superheated steam at temperatures above 212°F can be effective for use in this invention as well as lower steam supply pressures. The steaming temperatures and pressures can vary depending on the equipment used. As the steam contacts the colder composition the steam condenses.

If too much water is added via the feed water and during the optional steaming process the resultant dough is too "tacky" and can not be machined. If too small an amount of water is added the dough remains too powdery and also can not be machined. Typically, the steaming process adds approximately 3 percent to the total water content of the dough.

In many starch snack foods water can be added during the steaming of the composition to simultaneously hydrate the starch and ensure complete gelatinization of the starch. The moisture from the steam is used to form a dough-like consistency from the ingredients forming the composition. With some ingredients having starch, this alternative method results in lumping and prevents the formation of a homogenous composition having dough-like consistency. Potato ingredients are examples of ingredients having starch that tend to lump in this alternative process. However, the working provided by the extruder substantially eliminates this lumping problem.
The mixed, heated dough-like composition is then subjected to machining. The dough-like composition has a rubbery consistency and is semitransparent when sheeted. Typically, the dough composition or extrudate contains the at least one ingredient comprising starch in an amount of at least about 35% by weight of the extrudate. The dough composition from the extruder is suitably sheeted while hot. The dough temperature is typically at least about 110°F, generally about 20°F less than its extruder outlet temperature when it is sheeted.

Various machining processes can be used. Machining can include the processes used in standard cracker technology. Alternative machining processes include the use of a tortilla machine in which the dough-like composition is rolled and formed into pieces without being laminated. A preferred machining process is outlined below.

The steamed dough-like composition is formed into a sheet by gauge or reduction rollers and enters a dough laminating machine. The laminating operation can be performed by overlapping lamina of about one-fourth inch thickness each such that one sheet is placed upon another. Typically, between 3 to 6 laminae are layered together during this operation. The laminate is preferably formed by folding the sheeted dough upon itself. However, separate dough sheets may be used to form a laminate.
The laminated dough-like composition is then reduced in thickness. Reduction of the dough mass is performed in stages. For example, after the three laminae are formed into a sheet, the sheet is then compressed to about one-sixteenth inch. A final reduction in thickness is done by a gauge roller. The dough is reduced during this operation to a final thickness of about 1/32 of an inch. At this point, the sheet generally has a width to thickness ratio of at least about 350.

The machined dough-like composition is then cut into dough pieces. The dough temperature at the cutter is typically at least about 90°F. Cutting can be performed by a reciprocating cutter, a rotary cutter, or other dough cutting mechanisms. The cut pieces in the preferred embodiment are circular in shape with a diameter of about one and three-quarter inches. Topping salt can be added at about 1 to 2 percent of the final product weight.

Dockering or piercing the uncut sheet or cut pieces can optionally be included in the machining operation. Dockering decreases the occurrence of "checking" or the formation of undesirable stress lines that cause breakage in the final product. The cut pieces are then conveyed or transported to a convection oven for baking.

The dough pieces may be baked in a conventional band oven having several temperature zones. Suitable baking
temperatures range from about 325°F to about 650°F for about 2 minutes to about 7 minutes. A temperature of between about 600°F to about 650°F for a total baking time of about 2 to 3 minutes may be used, for example. The fast application of the higher heats yields a rapid formation of steam within the pieces. Steam, present within the pieces, gives rise to blister formations as the pieces are being baked. This is due to the exterior portions of the pieces drying and trapping steam formed in the internal portion of the pieces.

As the steam forms under an external layer, it performs a function similar to the leavening agent and causes expansion of the dough-like composition. Irregular, curled configurations of a piece can occur. In the preferred embodiment, which uses circular or disc shaped pieces, the final product has a "blistered cracker" appearance.

An alternative embodiment occurs when an application of spray oil is applied to the piece before baking. During baking, the oil prevents the exterior layer of the piece from drying completely before the moisture in the interior of the piece is released. As a result the piece remains flat. The initial application of oil allows for the uniform drying of the entire dough piece during baking. This product has a potato chip-like appearance.

After conventional baking, the dough pieces can be further dried by a dielectric energy application which
NBI-314B
disperses the moisture present within the piece and decreases its total moisture. The application of dielectric energy can also be useful in reducing checking, which is the formation of stress lines caused by uneven concentrations of moisture in the internal portion of the piece after baking. Additionally, drying after baking can be performed by the application of low heat and forced air around the pieces. After baking and drying it is beneficial to spray the pieces with oil. This provides for a more palatable, less dry product.

The moisture concentration after baking of the pieces is important to the product of this invention. Typically, after the final drying step, a wheat cracker contains approximately 1.5 to 3.5 percent total moisture. The snack foods of this invention, because of their high starch concentration, are not crisp at the final higher moisture contents acceptable for some crackers. For products according to this invention an acceptable total moisture content after baking and drying is between 0.5 and 6.0 percent by weight, typically less than about 3% by weight. The water activity of the products of the present invention are less than 0.7. This moisture content must be kept low throughout the handling and shipping of this product. Packaging of this product is best accomplished in a vapor proof material.
Suitably, the snack products of the present invention contain the at least one starch ingredient in an amount of at least about 65% by weight, typically at least about 80% by weight, based upon the weight of the final product.

Other alternative embodiments of this invention can include the use of potato flour made from unpeeled potatoes. By leaving the potato skin on the potatoes in preparing the flour, an "earthy" flavor can be obtained for the final product. Additionally, potato pieces or potato flakes can be used to slightly vary the final texture of the product.

When using corn flour in this invention, the corn flour can be enhanced by including masa corn flour, corn germ, or corn grits. These ingredients are particularly desirable when oil is applied to the pieces prior to baking. The final product has the taste of a baked tortilla or taco shell and has a similar texture. It is also useful when using a corn blend for the dough-like composition to include approximately 1 percent sugar to compensate for some of the bitterness present in corn ingredients.

The use of small particulate matter interspersed in the dough disrupts the homogenous, amorphous structure of the corn composition described above. When masa corn, corn germ, or corn grits are used with corn flour, the tortilla cracker looses its normal texture and instead of being hard, glassy, brittle, or dense, the final product is less dense and has
more air pockets. This produces a softer product, but the product is more crunchy than when made of only a corn flour.

In the preferred embodiment of this invention more than one ingredient having starch is used to form the snack food composition. Potato flakes or potato granules with potato flour are used in the preferred embodiment with tapioca starch. This mixture produces a final product having a desirable texture and flavor. This mixture also produces less problems with checking than do products produced from potato compositions not having an ungelatinized starch component or ingredient.

The following examples illustrate the present invention wherein all parts, percentages, and ratios are by weight, and all temperatures are in °F unless indicated to the contrary:
EXAMPLE 1

The ingredients, their relative amounts, and their relative mass flow rates used to prepare a dough which can be used for producing a low fat content potato-based snack having a blistered, curled, potato chip-like appearance and chip-like texture were:

<table>
<thead>
<tr>
<th>Ingredient</th>
<th>Weight %</th>
<th>Feed Rate (lbs./min)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Component 1—Dry Mix</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Potato granules</td>
<td>50.0</td>
<td>1.32</td>
</tr>
<tr>
<td>Corn starch, ungelatinized</td>
<td>11.0</td>
<td>0.29</td>
</tr>
<tr>
<td>Minor ingredients</td>
<td>4.3</td>
<td>0.11</td>
</tr>
<tr>
<td>(potato flour, sugar, salt, sodium bicarbonate)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Component 2—Oil Slurry</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Soybean oil and emulsifier</td>
<td>0.6</td>
<td>0.016</td>
</tr>
<tr>
<td>Component 3—Feed Water</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Tap water (about 60°F)</td>
<td>34.1</td>
<td>0.90</td>
</tr>
</tbody>
</table>

Component 1 is prepared by mixing the dry ingredients to obtain a substantially homogeneous dry blend. The dry blend is continuously fed to the inlet end of a corotating twin.
screw cooker extruder. The feed water solution is continuously fed to the extruder downstream of the dry ingredients. The oil slurry is continuously fed to the extruder downstream of the feed water. Paddles and screws were arranged on the screw shafts from upstream to downstream to provide: a) blending and mixing of the dry ingredient mixture with the feed water, b) mixing and conveying of the wetted dry ingredient composition during heating and, c) mixing and conveying of the heated composition with further heating and cooking to the exit of the extruder to form a machinable, dough-like consistency. The dough is extruded from the extruder outlet without the use of a die. The screws were rotated at about 300 rpm, at about 25% of maximum torque. On a calculated basis, the water content of the dough formed in the extruder was about 38% by weight.

The extruder had five jacketed zones for controlling the temperature of the ingredients in the extruder. Each zone contained a temperature probe for contact with the ingredients in the extruder. The average measured temperatures were, at about steady-state, from upstream to downstream: a) about 90°F in the zone for mixing the dry ingredients and the feed water, b) about 97°F, 102°F, 104°F, and 126°F in the zones for mixing, conveying, and heating of the wetted dry ingredient composition. The average temperature of the dough coming out of the barrel of the
extruder was about 154°F. The average pressure immediately prior to the exit orifice was about 11 psig. The residence time of the dry ingredients in the extruder is about 3 to 4 minutes.

The extruded product, in cylindrical or rope form may then be continuously fed to reduction rollers to form a continuous sheet of about one-fourth of an inch in thickness. The sheet may then be laminated into three laminae by folding the sheet upon itself using conventional cracker laminating equipment. The laminated dough may then be reduced in thickness in two stages to a thickness of about 1/32 of an inch using reduction rollers. The laminate may then be cut into circular shaped pieces using a reciprocating cutter. The pieces may be salted and then conveyed through a conventional convection oven having a plurality of zones. The oven temperatures for baking of the pieces may be about 410°F in the first zone and about 340°F in the exit zone. The residence time of the pieces in the oven may be about three minutes for baking the pieces to a moisture content of about 2.5% by weight and a water activity of less than about 0.7.

EXAMPLE 2

A potato chip-like product may be produced as in Example 1 except: a) steam may be continuously injected into the
wetted dry ingredient composition to heat it and to increase the moisture content of the extrudate to about 41% by weight, and b) the residence time of the dry ingredients may be reduced to about 1 to 2 minutes. The steam may be supplied at 212°F and 45 pounds per square inch of supply pressure.

EXAMPLE 3

The ingredients and their relative amounts, which may be used for producing a low fat content corn flavored chip in accordance with the extrusion process of Example 1 are:

<table>
<thead>
<tr>
<th>Ingredient</th>
<th>Weight %</th>
</tr>
</thead>
<tbody>
<tr>
<td>Component 1—Dry Mix</td>
<td></td>
</tr>
<tr>
<td>Corn flour (about 10% moisture)</td>
<td>56.0</td>
</tr>
<tr>
<td>Sugar</td>
<td>1.4</td>
</tr>
<tr>
<td>Salt</td>
<td>0.3</td>
</tr>
<tr>
<td>Sodium bicarbonate</td>
<td>0.3</td>
</tr>
<tr>
<td>Component 2—Oil Slurry</td>
<td></td>
</tr>
<tr>
<td>Vegetable Oil</td>
<td>1.0</td>
</tr>
<tr>
<td>Component 3—Feed Water</td>
<td></td>
</tr>
<tr>
<td>Hot water (about 180°F)</td>
<td>41.0</td>
</tr>
</tbody>
</table>

100.0
NBI-3148

The claims defining the invention are as follows:

1. A method for making a baked starch snack food comprising:
   (a) mixing at least one ingredient having starch content with water to form a composition,
   (b) heating said composition while continuously mixing for a sufficient amount of time for said composition to form a machinable dough-like consistency,
   (c) extruding the heated composition to obtain an extrudate having a moisture content of from about 25% to about 60% by weight, based upon the weight of the extrudate,
   (d) forming the extruded composition into a sheet,
   (e) folding the sheet upon itself to form a laminate,
   (f) reducing the thickness of the laminate,
   (g) cutting the laminate into pieces, and
   (h) baking said pieces to obtain a chip-like texture.

2. A method according to claim 1 wherein said mixing and heating occur in an extruder or a continuous mixer.
3. A method according to claim 2 wherein said composition is heated to a temperature of from about 130°F to about 260°F and at a pressure of less than about 250 psia.

4. A method according to claim 1 wherein said extrudate is formed into a sheet at a temperature of at least about 110°F.

5. A method according to claim 4 wherein said cutting of the laminate into pieces is at a temperature of at least about 90°F.

6. A method according to claim 2 wherein said heating comprises direct injection of steam into said composition.

7. A method according to claim 6 wherein said steam is injected continuously.

8. A method according to claim 2 wherein said heating comprises indirect heating.

9. A method according to claim 2 wherein said ingredient comprising starch comprises a dehydrated potato product.

10. A method according to claim 9 wherein said composition is heated to a temperature of from about 160°F to about 205°F and at a pressure of from about 25 psia to about 125 psia.

11. A method according to claim 2 wherein the starch comprises corn starch.
12. A method according to claim 11 wherein said composition is heated to a temperature of from about 130°F to about 260°F and at a pressure of from about 25 psia to about 125 psia.

13. A method according to claim 3 wherein said at least one ingredient having starch has a residence time in the extruder of from about 5 seconds to about 5 minutes.

14. A method according to claim 2 wherein said ingredient comprising starch is selected from the group consisting of potato flakes, potato granules, potato flour, and mixtures thereof.

15. A method according to claim 3 wherein said extrudate has a moisture content of from about 35% by weight to about 43% by weight, based upon the weight of the extrudate.

16. A method according to claim 3 wherein said at least one ingredient comprising starch is at least about 35% by weight of said extrudate.

17. A method according to claim 16 wherein said ingredient comprising starch is selected from the group consisting of potato flakes, potato granules, potato flour, and mixtures thereof.

18. A method according to claim 3 wherein said reduction of the thickness of the laminate is such so as to
provide a sheet having a width to thickness ratio of at least about 350.

19. A method according to claim 1, wherein said ingredient having starch is a member selected from the group consisting of potato flour, potato flakes, potato granules, corn flour, corn meal, buckwheat flour, rice flour, barley flour, tapioca, and mixtures of these.

20. A method according to claim 1, wherein said ingredient having starch is a gluten-containing ingredient.

21. A method according to claim 3, wherein said gluten-containing ingredient is a member selected from the group consisting of wheat flour, rye flour, sorghum flour, graham flour, and mixtures of these.

22. A method according to claim 1, wherein said baking occurs in a band oven at a temperature of at least about 325 °F.

23. A method according to claim 1 wherein prior to baking, said pieces are dockered.

24. A method according to claim 1, wherein a spray oil is applied to said pieces prior to baking.

25. A method for making a low fat content starch snack food having a chip-like texture comprising:

(a) mixing dry snack food ingredients including at least one ingredient having starch with water in an extruder to form a non-elastic composition,
NBI-314B

(b) steaming said ingredients with continued mixing for a sufficient time to hydrate said ingredient having starch whereby a composition is formed having a temperature of from about 130°F to about 260°F and a dough-like consistency,

(c) extruding said dough-like composition to obtain a substantially non-expanded extrudate having a moisture content of from about 25% by weight to about 60% by weight, based upon the weight of the extrudate,

(d) forming the extrudate into a sheet,

(e) forming the sheet into pieces, and

(f) baking said pieces to obtain a chip-like texture, said baked pieces having a fat content of less than about 20% by weight, based upon the weight of the baked product.

26. The method according to claim 25, wherein said ingredient having starch is a member selected from the group consisting of potato flour, potato flakes, potato granules, corn flour, corn meal, buckwheat flour, rice flour, barley flour, tapioca, and mixtures of these.

27. A method for making a baked potato chip comprising:

(a) mixing ingredients, said ingredients being substantially a potato ingredient with a
sufficient quantity of water to form a wet potato composition,

(b) steaming said wet potato composition with continued mixing whereby said wet potato composition obtains a temperature of from about 160°F to about 205°F,

(c) extruding said steamed potato composition,

(d) machining said extruded potato composition, said machining including:

(i) laminating said potato composition,

(ii) rolling said laminated potato composition,

(iii) cutting said rolled potato composition to form pieces,

(iv) dockering said cut potato composition pieces, and

(e) baking said potato composition pieces.

28. The method of claim 27, wherein said ingredients include ungelatinized tapioca starch.

29. An extruded starch-based snack comprising at least 65% by weight, based upon the weight of the snack, of at least one starch-containing ingredient selected from the group consisting of potato flour, potato flakes, potato granules, corn flour, corn meal, buckwheat flour, rice flour, barley flour, and tapioca, and less than about 20% by weight
of shortening or fat, said snack being produced by baking a laminated dough-like composition having a plurality of laminae, to obtain a product having a crisp, chip-like texture, and a thin, chip-like appearance.

30. A baked, extruded starch-based snack as claimed in claim 29 which further comprises a gluten-containing ingredient.

DATED this 15th day of August, 1990.

NABISCO BRANDS, INC.
By Its Patent Attorneys
ARTHUR S. CAVE & CO.