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7o all "L’hoin, it may concerni 
Be it known that I. MAX MHEGUROWSKY, a 

citizen of the United States, and a resident 
of New York city, in the county of New 
York and State of New York, have invented 
certain new and useful improvements in Ex 
pansion-Bracelets, of which the following is 
a specification. 
This invention relates to expansion brace 

lets for watches, and is directed particulariy 
to a novel construction of bracelet adapted 
to give a harmonious and artistic ornamental 
effect both as a separate article of jewelry 
and together with the watch to which it is 
attached. 

Bracelets of the character herein referred 
to are usually provided with a middle link 
which is permanently connected at one end 
to its immediately adjacent link and remov 
ably attached to the body of the bracelet 
by some locking means at the other i end. 
The object of this construction is to permit 
of the opening of th? bracelet and of the in 
sertion of additional links should it be de 
sired. to increase the size of the bracelet. 
Watches designed to be worn with these 
bracelets have heretofore been provided 
with means extending from the periphery 
thereof to which the bracelet may be at 
tached. In sonne forms, this means consists 
simply of a ring-like projection into which 
may be inserted a lip membei' on either end 
of the bracelet. With the construction here 
tofore used, several difficulties have been 
had. Thus. the necessity for providing a 
middle link which shall be readily opene? in 
order that additional links inay be inserted 
has resulted in a marked break in the con 
tinuity of the bracelei at the point where the 
lecking: means is insertel. This has de 
tracted considerably from the appearance 
of the bracelet and has consequently de 
creased the ornamental value thereof. Fur 
thermore, the method heretofore used for at 
taching, the i bracelet to the i projections ex 
tending , from the periphery of the watch 
has also caused a loSS in ornamental effect 
at the two points of attachment. In most 
forms, the wearer’s wrist shows through the 
attaching projections and there is a break 
in the continuity of the bracelet and watch 
at the points of attachment. - 
One object, therefore, of this invention is 

to provide an expansion brac?let vyhlich shall 
have means for the easy opening thereof and 

the insertion of additional links when de 
sired and yet be continuous throughout in 
appealcance, there being no marked break at 
the point Where the additional links may be 
inserted. 

Another object of this invention is to pro 
Vide an expansion bracelet of the nature de 
Scribed which shall be attachable to a watch 
in Such a way as to produce a continuous or 
namental effect therewith, there being no 
break at the points of attachment of the 
bracelet to the watch. 
A fullrther object of this invention is to 

provide an expansion bracelet which shal) 
be meat and artistic in appeall'ance, simple in 
construction and cheap to manufacture. 
Other objects and advantages of this in 

vention will appear from the detailed de 
Scription and the features of novelty will be 
particularly pointed out in the claims. 

In the dra Wing accompanying this speci 
fication, Figure 1 is a perspective, view showing an 
embodiment of this invention attached to a 
watch having ring-like projections extend 
ing from the periphery thereof. 

Fig. 2 is a plan view partly broken away 
showing an embodiment of this invention at 
tached to a watch in which the attaching 
means extending from the periphery thereof 
consists of two Small projecting sockets in 
which is held a small pin. 
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Fig. 3 is a perspective view of a shell of 
the link used in the novel bracelet. Fig. 4 is a plan: Sectional view through the 
links to one side of the middle separable 
link. 

Fig. 5 is an enlarged detailed i section. 
taken along line 5—5 of Fig. 4. . 

Fig. 6 is a section similar to that of Fig. 
4 taken through the middle link and through 
one link on either side thereof with the dock 
ing means not in place. 

Fig. 7 is a view similar to Fig. 6 with the 
locking imeans in place in the middle link. 

Fig. 8 is a plan view of several links of 
the bracelet including the middle link shoW 
ing the smooth continuous bracelet surface 
exposed when in use. - 

Fig. 9 is a plan view of the middle link, 
and 

Fig. 10 is. a plan view of an end link. 
Referring in detail to the drawings, 10 

is the newly improved bracelet attached to 
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the watch 11 ina manner hereinafter to be 110 
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beneath the face 18 as at 19 so that the link i 
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described, and provided with a separable 
middle link 12, the construction of which 
will more fully hereinafter appear. 
The bracelet 10 is of the type known to 

the trade as an expansion bracelet and con 
sists of a shell portion 13 and a link portion 
14 within which is housed a spring 1ð. The 
link portion 14 is formed from a piece of 
metal of suitable width by bending the same 
as at 16, so as to provide an outer exposed 
surface - 17 and a bottonn face 18 designed to 
contact with the wearer’s wrist. The ma 
terial of the exposed face 17 is beint around 
member is thus closed at both ends and open 
at its sides. The shell 13 is made of one 
piece of material and consists of two side 
portions 20 and 20’’ and a transverse portion 
21 continuous therewith. These side por 
tions are formed with flat side walls 22 and 
top and bottom walls 23 and i 24, inclosing 
therebetween the recesses 25 in which the 
sides of the spring 15 are lodged, the link 
portion being adapted to seat in between the 
two side pieces 20 and 20' of the shell with 
its upper face fillush with the top walis 24, as 
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clearly shown in the drawing. Both the 
shell and link portions are bent into an arc 
as shown. 
To lock the shell, the side portion 20 has 

an extension 26 at one end having two Small 
transverse projections 27 and the side por 
tion 20’’ is provided with a similar exten 
sion 26” having two recesses 28 adapted to 
receive the projections 27. The extension 
26” is adapted to pass under the extension 
26; and to dock the sheil, the projections 27 
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be described. 
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65 bracelet is thus preserved. 

are folded into the recesses 26. 1 
As will be clear from the drawing, one 

end of the spring 15 rests against the folded 
end 16. of the link portion and the other end 
rests against the opposite transverse end of 
the shell portion, so that when the bracelet 
is expanded, the Spring 15 is compressed be 
tween these two retaining ends. With the 
exception of the middle link, each link is 
connected to the one adjacent thereto by 
means of the inturned portion 19 which en 
gages the transverse end of the adjacent 
shell portion. 
The particular construction of the sepa 

l'able inmiddle link and the method of its con 
nection to the body of the bracelet will now 

As will be clear from the 
drawing, the middle link 12 is permanently 
attached at one end to its adjacent link by 
means of a ring 29 passing through the 
transv?rse ends of the two links. This ring 29 is of Such size and shape as to present 
an Outer surface continuous with the ex 
posed surface of the body of the bracelet, 
and thus no break is apparent at this point 
of attachment and the artistic effect of the 

M At the other 
end, this link 12 is Separably attached to its 
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adjacent link by means of a locking device 
30 which will now be described. 
As will be seen from the drawing, this 

middle link 12 is open at the end not de 
signed to be attached permanently to the 
body of the bracelet. This link 12 has a 
shorter link portion 17, the latter being cut 
away and open as at 31, the sides 20 and 20’ 
of the shell portion passing beyond this cut 
away link portion as shown at 32. The top 
face of this link portion is formed with a 
downturned end 33 transversely thereof for 
a purpose hereinafter to be explained. 
The locking device consists of a piece of 

metal, preferably the same as that of the 
bracelet links, and bent back on itself as at 
34, to form one long portion 35, terminating 
in a loop 36 and another shorter portion 37 
disposed above said iong portion bent at 
right angles near the end thereof as at 38, 
and terminating in a projection 39 formedl 
by bending the end upward and then dou 
bling this bent portion on itself, there being 
thus formed a notch 40 between the bent 
portion 38 and the projection 39. The lock 
ing device is permanently attached at one 
end by means of the loop36 to the adjacent 
bracelet link while the other end is adapted 
to enter the middle link through the open 
ing at 31, the portion 37 being forced down. 
against the portion 35. The material of 
which the locking means is constructed is 
somewhat springy, and when the portions 
35 and 37 have been inserted into the link 
12, the portion 37 will be forced up by 
spring action till the walls of the notch 40 
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are pressed against the downturned end 33 
of the middle link, thus locking the latter 
securely to the body of the bracelet as shown 
in Fig. 7. Should it be desired to open the 
bracelet, one needs simply to press down 
with his thumb on the projection 39, bring 
ing the notch down out of contact with the 
down-turned end 33 and then simply pull 
the portions 35 and 37 out from the link 12. 

In order that there should be substantially 
no breakin the continuity of the bracelet at 
the locking point of the middle link, the 
portion 37 is made only a little shorter than 
the portion 35 and the projection 39 is bent 
toward the loop 36, so that when the lock 
is in place, the said projection and loop are 
closely adjacent to each other with no ap 
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preciable space between them and form a 
continuous portion of the outer surface of 
the bracelet as shown at 41 in Fig. 8. 
The particular construction of the end 

links of the bracelet will now be described. 
The link portion of the end link is formed 
with an extended portion 42 extending be 
yond the walls of the corresponding shell 
portion and is curved down so as to fill in 
the space between the periphery of the 
watch and the attaching means extending 
therefrom as shown at 43 Na Figs. 1 and 2. 
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engaging means be 
tween the end linkS and the attaching means 
on the Yatch, a lip) portion 44 is formed by 
bending the eXtended portien, 42 do Win un 
derneath the do YY ei' face of the ed ilinik and 
cutting away the material to foi'in i hook 
45 integra with the link portion of the end 
liik and adapted to engage the attaching 
mens on the Watch. I this YY ay, the brace 
let inay be attached to either form of at 
taching means extending from the periphery 
of the Watch sino Yin in Figs. Í and 2, the 
locki dievice being completely hidden 
from view aid the end link reaching on 
each side clear up to the periphery of the 
watch. The watch and braceleë as shown in 
the drawing thus form one continuous artis 
tic ornament throughout, there being Sub 
stantially no breaks or spaces Such as must 
of necessity occur in the constructions here 
Ütofore used. 

it will be noted that the shell portion 
the link is formed With fiai, pa'aie 
Walis 22 as distinguished from the conY 
walls provided heretofore. This construic 
tion makes possible a Yvider braicellet, of no 
more than the usual thickness and gives a 
more ornamental effect. 

?t viwill thus be clear that this invention 
provides an improved expansion b'a celet 
Which is free from the disadyantages of 
bracelets of this character as heretofore 
made in that its construction is Stich as to 
aoyy of the insertion of additioni i links 
and its attachment to a Watch With any fo'nun 
of attaching means Without breaks or gaps 
in the bracelet itself or in the continuity of 
the bracelet and Watch as a single article 
of ornament. 

Having thus described my invention, What 
| claim as neYY andi desire to sectare by Let 
ters Patent is :— 

1. An expansion bracelet comprisins a 
-- plurality of interconnected expansible links 

and means for opening the bracelet, Said 
means comprising a Separable link. meains 
for attachijing the end of said separable link 
to the bracelet, link adjacent that end, Said 
means comprising a connecting member 
shaped to present an outer Surface flush 
with the bracelet surface and fill in the 
space therebetween and the Said Sepa irable 
link, and locking means for Sepa’a?o?y 
taching the other' end to the bracelet ! 
adjacent said last, mentioned ed. Said means 
adapted to enter Said separable link 
to be locked therein and having a por 

the body of the bracelet, and the si 
link, said portion presenting a Surf 

? A - 

With the surface of the bracelet. 
2. In an expansion bracelet, a separabe 

link having means at one end for perima 
65 

nently securing said link to the body of the 
bracelet, said means comprising a ring mem 

33 

ber presenting an outer surface flush with 
the bracelet surface and filling in the space 
therebetween and the said separable link, 
and locking means for Separably attaching 
the other end to the body of the bracejet, 
said locking means adapted to en?ei: Såid 
separable link and to be docked therein, and 
having a portioin theireof extending ito the 
Space between the body of the bracelet and 
the separable link, said portion presenting 
a Surface flush with the Surface of the brace 
et and forming an ornamental continuation 
thereof. 

3. In an expansion bracelet, a separable 
link having means at one end for perma 
nently securing said link to the body of the 
bracelet, Said means comprising a ring mem 
ber presenting a curved outer Surface adapt 
ed to be fush with the bracelet surface and 
to fill in the Space therebetween and the said 
separable link, and locking means for sepa 
rably attaching the other end to the body 
of the bracelet, said locking means adapted 
to enter said separable link and to be locked 
therein, and provided at one end thereof 
With a stud portion for the manipulation of 
the locking means, said stud portion adapted 
to fill in the Space between the body of the 
bracelet and the separable link, said portion 
presenting a surface flush with the surface 
of the bracelet and forming an ornamental 
continuation thereof. W 

4. In an expansion bracelet, a separable 
link having means at one end for perma 
nently Securing Said link to the body of the 
bracelet, said means comprising a ring mem 
ber presenting a curved outer surface adapt 
ed to be flush with the bracelet Surface and 
to fill in the Space therebetWeen and the said 
separable link, and locking means for sepa 
rably attaching the other end to the body 
of the bracelet, said locking means being 
formed of one piece of material bent back 
on itself, one portion thereof terminating 
in a loop adapted to be permanently at 
tached to the body of the bracelet and the 
other portion terminating in a stud for the 
manipulation of the locking means, Said 
loop portion and stud adapted to fill in the 
Space between the body of the bracelet, and 
the separable link, said portion presenting 
a Surface flush with the Surface of the brace 
let and forming an ornamental continuation 
thereof. 

5. An expansion bracelet formed of two 
parts, each comprising a plurality of inter 
connected expansible links, locking means 
for separably interlocking said parts, said 
locking means comprising a Separable link, 
means for securing said separable link to 
one end of said parts and means for remov 
ably attaching said link to the correspond 
ing end of the other part, Said means com 
prising a locking member adapted to enter 
said separable link and having a portion 
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thereof adapted to fill in the space between 
the body of the bracelet and the separable 
link, Said portion presenting a Surface flush 
with the surface of the bracelet and forming 
an ornamental continuation thereof, and 
each of Said parts having at the free end 
thereof engaging, means comprising a lip 
portion formed with an extended hook por 
tion integral therewith and disposed beneath 

said lip portion to be thus hidden from 10 
view. M M 

Signed at New York city, in the county 
of New York and State of New York, this 
4th day of June, A. D. 1917. - 

MAX MEGUROWSKY. 
Witnesses: W 

MoRRIS KIRSCHSTEIN, 
M. S. MILLER. 

Copies of this patent may be obtained for five cents each, by addressing the “ Commissioner of Patenuts, 
Washington, D. C.” 


