Title: ADDITIVES TO SUPPRESS SILICA SCALE BUILD-UP AND METHODS OF USE THEREOF

Abstract: Treatments and compounds useful in subterranean formations are discussed, with particular attention to those formations where surfaces may be subject to silica scale build-up. Certain embodiments pertain to utilizing silica scale control additives with remediation and stimulation treatments. One example of a suitable method includes providing an acidic treatment fluid comprising: a base fluid, an acid, and a silica scale control additive; contacting at least a portion of a subterranean formation with the acidic treatment fluid; and allowing the acidic treatment fluid to interact with silica scale buildup in the subterranean formation so that at least a portion of the silica scale buildup is removed. 
ADDITIVES TO SUPPRESS SILICA SCALE BUILD-UP
AND METHODS OF USE THEREOF

BACKGROUND

[0001] The present invention relates to treatments and compounds useful in subterranean formations, and, at least in some embodiments, to treatments and compounds for removing silica scale build-up.

[0002] Treatment fluids may be used in a variety of subterranean treatments, including, but not limited to, stimulation treatments and remedial treatments. As used herein, the term "treatment," or "treating," refers to any subterranean operation that uses a fluid in conjunction with a desired function and/or for a desired purpose. The terms "treatment," and "treating," as used herein, do not imply any particular action by the fluid or any particular component thereof. These subterranean operations include, but are not limited to, conformance treatments, hydraulic fracturing treatments, acidizing treatments, remedial treatments, scale removal and inhibition, and the like.

[0003] Acidic fluids may be present in a multitude of operations in the oil and chemical industry. Acidic fluids are often used as a treatment fluid in wells penetrating subterranean formations. Such acidic treatment fluids may be used in, for example, remedial operations or stimulation operations for oil and gas wells and hydrothermal wells. Acidic stimulation operations may use these treatment fluids in hydraulic fracturing and matrix acidizing treatments. Moreover, many treatment fluids include a water source that may incidentally contain certain amounts of acid, which may cause the treatment fluid to be at least slightly acidic. As used herein, the term "treatment fluid" refers to any fluid that may be used in an application in conjunction with a desired function and/or for a desired purpose.

[0004] These acidic treatment fluids are used in operations in subterranean formations comprising minerals, commonly clays, that are part of the native formation's mineralogy, which may react with other substances (e.g., water, minerals, treatment fluids, and the like) that reside in the subterranean formation in chemical reactions caused, at least in part, by conditions created by mechanical stresses on those minerals. These reactions are herein referred to as "stress-activated reactions" or "stress-activated reactivity." One type of these stress-activated reactions may be diageneous reactions. As used herein, the terms
"diageneous reactions," "diageneous reactivity," and "diagenesis" include chemical and/or physical processes that, in the presence of water, move a portion of the mineral in a subterranean formation and/or convert a portion of the mineral in a subterranean formation into some other form. A mineral that has been so moved or converted is herein referred to as a "diageneous product" or "diagenic product." Any subterranean formation comprising a mineral may be susceptible to these diageneous reactions, including natural silicate minerals (e.g., quartz), man-made silicates and glass materials, metal oxide minerals (both natural and man-made), and the like.

[0005] Silica (silicon dioxide) appears naturally in a number of crystalline and amorphous forms, all of which are sparingly soluble in water; thus leading to the formation of undesirable deposits. Silicates can be salts derived from silica or the silicic acids, especially orthosilicates and metasilicates, which may combine to form polysilicates. Silica solubility depends on a number of factors including, but not limited to, pH, temperature, and ionic composition. Most silicates, except the alkali silicates, are sparingly soluble in water. A number of different forms of silica and silicate salt deposits are possible, and formation of deposits depends, among other factors, on the temperature and pH of the water. Silica build-up may readily adhere to any surface that it contacts, including the surfaces of the well bore and/or any equipment utilized during the subterranean operation. If a sufficient amount of silica build-up adheres to surfaces in the well bore or the equipment, it may, among other problems, prevent fluid circulation, or otherwise impede the effectiveness of a treatment. In addition, the precipitation and gelation of amorphous silica during an acidizing treatment can result in plugging of pores, thereby resulting in a porosity decrease that can be detrimental to production operations.

[0006] Existing methods of managing these silica build-up problems can be problematic. Some of these methods involve using additional acid to dissolve the silica build-up (e.g., amorphous silica or gelled silica) during a matrix acidizing treatment. The processes of dissolving aluminosilicate and silicate minerals, mainly clay minerals or silica scale, typically involve using acids such as HF or HCl alone or in combination with other acids including organic acids or any other suitable strong acid such as, for example, fluoroboric acid, methanesulfonic acid, chloroacetic acid, hexafluorophosphoric acid, phosphoric acid, hexafluorotitanic acid, and fluorophosphoric acid. A difficulty encountered
with the use of additional acidic fluids is determining the type of subterranean formation in which they may function effectively. For instance, formations comprising high pressures, high temperatures, and/or certain minerals cannot be treated with excess acid without undesirable damage. Moreover, the introduction of additional acid may increase the complexity and cost of the subterranean treatment.

SUMMARY

[0007] The present invention relates to treatments and compounds useful in subterranean formations, and, in particular, to treatments and compounds for removing silica scale build-up.

[0008] According to one aspect of the present invention, there is provided a method comprising: providing a treatment fluid comprising a base fluid and a silica scale control additive; placing or introducing the treatment fluid into at least a portion of a subterranean formation; and allowing the silica scale control additive to suppress precipitation in the subterranean formation.

[0009] Preferably, the treatment fluid comprises an acidic treatment fluid.

[0010] In another aspect, the present invention provides a method comprising: providing an acidic treatment fluid comprising: a base fluid, an acid, and a silica scale control additive; contacting at least a portion of a subterranean formation with the acidic treatment fluid; and allowing the acidic treatment fluid to interact with silica scale buildup in the subterranean formation so that at least a portion of the silica scale buildup is removed.

[0011] In another aspect, the present invention provides a method for reducing silica scale buildup in a subterranean formation, the method comprising: placing an acidic treatment fluid comprising a base fluid and a silica scale control additive in the subterranean formation to form soluble silica.

[0012] The features and advantages of the present invention will be apparent to those skilled in the art. While numerous changes may be made by those skilled in the art, such changes are within the scope of the invention.
DESCRIPTION OF PREFERRED EMBODIMENTS

[0013] The present invention relates to treatments and compounds useful in subterranean formations, and, in particular, to treatments and compounds for removing silica scale build-up.

[0014] There are many advantages of the present invention, only some of which are mentioned herein. One advantage of the methods disclosed herein may be the suppression of silica scale build-up within a subterranean formation, including in the rock itself, fractures within the rock, on equipment found in the subterranean formation, and/or a well bore penetrating the subterranean formation. Without limiting the invention to a particular theory or mechanism, it is nonetheless currently believed that silica scale build-up, most likely due to silicon dissolution from the naturally occurring minerals in the formation, negatively affects the formation and production yield from the formation. High pressure and high temperature formations are believed to be even more susceptible to such silica build-up. The precipitation of silica as amorphous silica, or gelling silica, colloidal silica, etc. from the original silicic acid and polysilicic acid species may be generated from certain precursor species depending on the specific treatment. For example, precursors to silica scale may be produced from dissolution of aluminosilicate or silicate minerals. The specific type of silica produced may depend, among other things, on the type of acid used. The silicon may dissolve in fluids (e.g., formation fluids or treatment fluids), which negatively impacts their use. The dissolved silicon may then precipitate in various forms to create silica scale build up within the subterranean formation. Such silica scale may have a tendency to form or collect on the surface of the subterranean formation, in the interstitial spaces of the particulate pack, on the equipment used in the subterranean formation (e.g. pipes and tubulars), or on the walls of a well bore, which may damage the formation and reduce its permeability over time.

[0015] As used herein, the term "pack" or "particulate pack" refers to a collection of particulates within an enclosed volume, wherein the particulates may be juxtaposed and/or in contact with one another, and wherein pore spaces may be disposed between the particulates. Examples of "packs" may include "proppant packs," which may refer to a collection of proppant particulates within a fracture, and/or "gravel packs," which may refer to a grouping of particulates that are packed sufficiently close together so as to prevent the passage of certain materials through the pack. As used herein, the terms "particle," "particulate,"
"proppant particulate," and "gravel" are all used to refer to either a single particle or a plurality of particles which may be used for supporting a fracture in an underground formation, for forming a proppant pack, or for use in forming a gravel pack. Such particles may be disposed in a subterranean formation, including in spaces in the rock itself, fractures within the rock, and/or a well bore penetrating the subterranean formation. As such, the suppression or inhibition of silicon dissolution and silica scale build-up may be able to reduce the permeability loss in the subterranean formation, thereby increasing the ultimate productivity of the well. Removal of such silica scale build-up commonly involves harsh acidic treatments which can further damage the formation and lead to decreased production.

[0016] The current invention provides improved methods of controlling silica scale build-up without damaging the formation. The compositions and methods of the present invention may be especially advantageous for acid-sensitive subterranean formations.

[0017] Preferably, the treatment fluids of the present invention may comprise a base fluid and a silica scale control additive to suppress silica scale build-up by mitigating, inhibiting, or suppressing the formation and build-up of silica (also known as silica scale). Silica scale control additives may decrease the amount of silica scale build-up on the surface of the subterranean formation, within a particulate pack, on the well bore, and/or on equipment within the subterranean formation. Silica scale control additives may increase the amount of soluble silica within a treatment solution. One of ordinary skill in the art, with the benefit of this disclosure, will know that maintaining the soluble silica at a concentration in the treatment solution of about 500 mg/L or more by weight after treatment would minimize damage caused to the formation by the precipitates. Without intending to be limited by theory, it is believed that the silica scale control additives inhibit the polymerization and build-up of silicic acid and colloidal silica by disrupting chain propagation. Furthermore, again without wishing to be limited by theory, the silica scale control additives may also function by retarding the scale build-up process, crystal growth and attachment or seeding process thereby allowing for smaller particles and particulates to be transported out of the formation, matrix, or fracture via the wellbore.

[0018] Protecting the subterranean formation as well as the subterranean equipment (e.g., pipes and tubulars) from such damage may be achieved in several ways. For example, in an embodiment, a silica scale control additive may be added to a subterranean treatment fluid.
[0019] As used herein, the term "silica scale control additive" may be any product capable of suppressing silica scale build-up by increasing the solubility of silica in solution, inhibiting silica polymer chain propagation, and/or decreasing the size or quantity of any silica scale created in a solution. The silica scale control additive may suppress silica scale build-up by increasing the solubility of silica within the formation while simultaneously preventing large build-ups of silica scale. Various silica scale control additives may be used to limit the silica scale formation, as discussed in more detail below.

[0020] The treatment fluids of the present invention may be useful in a wide variety of subterranean treatment operations in which acidic treatment fluids may be suitable. The methods and treatment fluids of the present invention may be used during or in preparation for any subterranean operation wherein a fluid may be used. Suitable subterranean operations may include, but are not limited to, acidizing operations, stimulation operations, remedial operations and any other suitable operations where a treatment fluid of the present invention may be useful.

[0021] Methods of the present invention may comprise providing a treatment fluid comprising a base fluid and a silica scale control additive, introducing the treatment fluid into at least a portion of a subterranean formation, and allowing the silica scale control additive to suppress precipitation in the subterranean formation.

[0022] Methods of the present invention may comprise providing an acidic treatment fluid, contacting at least a portion of a subterranean formation with the acidic treatment fluid, and allowing the acidic treatment fluid to interact with silica scale build up in the subterranean formation so that at least a portion of the silica scale build up is removed. The acidic treatment fluid comprises a base fluid, an acid and a silica scale control additive.

[0023] The invention also provides methods for reducing silica scale build up in a subterranean formation comprise placing an acidic treatment fluid comprising a base fluid and a silica scale control additive in a subterranean formation to form soluble silica.

[0024] The treatment fluids of the present invention may comprise a base fluid. In certain embodiments, the base fluid may be an aqueous-based fluid, a hydrocarbon-based fluid (e.g., kerosene, xylene, toluene, diesel, oils, etc.), an emulsion, a gel, a foamed fluid (e.g., a liquid that comprises a gas), combinations thereof or derivatives thereof. As used herein, the term "foamed" also refers to fluids such as co-mingled fluids. In certain embodiments, it may be desirable that the base fluid is foamed to, inter alia, reduce the
amount of base fluid that is required, e.g., in water sensitive subterranean formations, to reduce fluid loss to the subterranean formation, and/or to provide enhanced proppant suspension. The term "gel," as used herein and its derivatives refer to a viscoelastic or semi-solid, jelly-like state assumed by some colloidal dispersions. Aqueous base fluids that may be suitable for use in certain embodiments of the treatment fluids of the present invention may comprise fresh water, saltwater (e.g., water containing one or more salts dissolved therein), brine, seawater, or combinations thereof. Generally, the water may be from any source, provided that it does not contain components that might adversely affect the stability and/or performance of the treatment fluids of the present invention.

[0025] Preferably, the treatment fluid can further comprise a chelating agent. The addition of chelating agents such as, for example, HEDTA, citric acid, glycolic acid, NTA (nitroloacetic acid), tartaric acid, lactic acid, and the like (see United States Patents 6,531,427 and 7,192,908) is greatly advantageous to the effectiveness of the treatment procedure since these chelating agents can complex metal ions that would otherwise precipitate due to changes in ionic strength, pH, and competing equilibria among the ionic species.

[0026] A silica scale control additive may be any compound which controls the formation of scale to some degree and does not negatively react with the formation, a treatment fluid, a formation fluid, the equipment, particulates or any other aspect of the subterranean environment. Suitable silica scale control additives may include polyaminoamide dendrimers and polyethyleneimine, which may be combined with carboxymethylulinulin and polyacrylates. Alternatively, polyallylamines, copolymers of polyacrylamides, and polyallyldiamethylammonium chloride may also be used as silica scale control additives. Examples of suitable silica scale control additives include "ACUMER 5000," commercially available from Rohm and Hass of Philadelphia, PA; and "Cla-Sta® XP" and "Cla-Sta® FS" available from Halliburton Energy Services, Inc. of Duncan, Oklahoma.

[0027] The amount of silica scale control additive may be any amount necessary to control silica and silicate deposition in the system being treated. A silica scale control additive may be added to a treatment fluid (e.g., an acidizing fluid, a fracturing fluid, a stimulation fluid, etc.) in an amount sufficient to suppress silica scale build-up by inhibiting the formation of silica scale or, a silica scale control additive may be added to a treatment fluid in an amount sufficient to remove existing silica scale buildup from a subterranean formation. Preferably, the amount may be any amount sufficient to obtain a retained
permeability in a subterranean formation of at least about 90%, the measurement of which is described in more detail below. Preferably, the silica scale control additive has a concentration in the base fluid ranging between about 0.01% and about 15% by weight. The concentration may range from about 0.1% to about 5% by weight.

[0028] In addition, the pH of the base fluid may also have an impact on the effectiveness of the silica scale control additive. Preferably, the pH of the base fluid is less than or equal to about 4.5. More preferably, the pH of the base fluid is less than or equal to about 4.0, or less than or equal to about 3.5, or less than or equal to about 3.0, or less than or equal to about 2.5, or less than or equal to about 2.0, or less than or equal to about 1.5, or less than or equal to about 1.0. The pH of the base fluid may be between about 0 and about 4.5 or the pH of the base fluid may be between about 1.0 and about 4.0, or between about 3.5 and about 1.0, or between about 3.0 and about 1.0, or the pH of the base fluid is above 0 and less than 4.0, or the pH of the base fluid is above 0 and less than 3.5, or above 0 and less than 3.0, or above 0 and less than 2.5, or above 0 and less than 2.0, or above 0 and less than 1.5, or above 0 and less than 1.

[0029] Silica scale control additives may be added to a subterranean formation before, after, or during the subterranean operation. The silica scale control additive may be added to a treatment fluid and carried with the treatment fluid during a subterranean operation. The silica scale control additive may be added to a treatment fluid during a remedial operation. In such cases, the silica scale control additive may be added to the formation after the placement and setting of a particulate pack and/or after the formation of silica scale build-up on the surface of the subterranean formation. A remedial fluid may be used to carry the silica scale control additive into the wellbore and through a particulate pack. By way of example, a particulate pack may be contacted by a silica scale control additive. This technique also may be used as a subsequent treatment method to periodically treat the particulate pack over time, among other purposes, in order to maintain permeability in the particulate pack.

[0030] The treatment fluids of the present invention also may comprise any additional additive that may be suitable in a particular application. Such additional additives include, without limitation, acids, pH control additives, hydrate inhibitors, clay stabilizers, salt substitutes (e.g., tetramethyl ammonium chloride), relative permeability modifiers (e.g., HPT-1™ chemical additive available from Halliburton Energy Services, Inc. of Duncan, Oklahoma), sulfide scavengers, fibers, nanoparticles, consolidating agents (such as resins
and/or tackifiers), corrosion inhibitors, corrosion inhibitor intensifiers, surfactants, breakers, fluid loss control additives, additional scale inhibitors, salts, bactericides, crosslinkers, stabilizers, chelators, foamers, defoamers, emulsifiers, demulsifiers, iron control agents, solvents, mutual solvents, particulate diverters, gas phase, carbon dioxide, nitrogen, other biopolymers, synthetic polymers, friction reducers, combinations thereof, or the like. The treatment fluids of the present invention also may include other additives that may be suitable for a given application, as will be recognized by a person of ordinary skill in the art, with the benefit of this disclosure.

[0031] The treatment fluids of the present invention may comprise an acid, which may comprise any known acid, including but not limited to the acid already included in the acidic treatment fluids of the present invention. Examples of acids that may be suitable include, but are not limited to, hydrochloric acid, hydrofluoric acid, acetic acid, formic acid, citric acid, lactic acid, glycolic acid, sulfamic acid, tartaric acid, methanesulphonic acid, trichloroacetic acid, dichloroacetic acid, chloroacetic acid, fluoroboric acid, fluorophosphoric acid, hexafluorotitanic acid, fluorophosphoric acid, phosphoric acid, any combinations thereof, and any derivatives thereof. The term "derivative" is defined herein to include any compound that is made from one of the listed compounds, for example, by replacing one atom in the listed compound with another atom or group of atoms, rearranging two or more atoms in the listed compound, ionizing one of the listed compounds, or creating a salt of one of the listed compounds. A derivative of a material may include, but is not limited to, a compound composition based on a plurality of base materials, a composite material, or an aggregated material of various compositions. Examples of suitable acid compositions may comprise an acid, an acid generating compound, and combinations thereof. Any known acid may be suitable for use with the treatment fluids of the present invention. Examples of acids that may be suitable for use in the present invention include, but are not limited to, organic acids (e.g., formic acids, acetic acids, carbonic acids, citric acids, glycolic acids, lactic acids, p-toluenesulphonic acid, ethylenediaminetetraacetic acid ("EDTA"), hydroxyethyl ethylenediamine triacetic acid ("HEDTA"), and the like), inorganic acids (e.g., hydrochloric acid, hydrofluoric acid, phosphonic acid, phosphoric acid, fluorophosphoric acid, and the like), and combinations thereof.

[0032] Examples of acid generating compounds that may be suitable for use in the present invention include, but are not limited to, esters, aliphatic polyesters, ortho esters,
which may also be known as ortho ethers, poly (ortho esters), which may also be known as poly(ortho ethers), poly(lactides), poly(glycolides), poly(s-caprolactones), poly(hydroxybutyrates), poly(anhydrides), or copolymers thereof. Derivatives and combinations also may be suitable. The term "copolymer" as used herein is not limited to the combination of two polymers, but includes any combination of polymers, *e.g.*, terpolymers and the like. Other suitable acid-generating compounds include esters including, but not limited to, ethylene glycol monoformate, ethylene glycol diformate, diethylene glycol diformate, glyceryl monoformate, glyceryl diformate, glyceryl triformate, triethylene glycol diformate and formate esters of pentaerythritol. An example of a suitable acid generating compound is a citrate ester commercially available from Halliburton Energy Services, Inc. of Duncan, Oklahoma, under the tradename "MATRIXFLO II" Breaker. Other suitable materials may be disclosed in United States Patent Nos. 6,877,563 and 7,021,383, the entire disclosures of which are incorporated by reference.

[0033] The choice of base fluid, acid and silica scale control additive may be chosen *vis-a-vis* the other, among other reasons, so that the proper synergistic effect is achieved. The concentration and type of acid selected may be based upon the function of the acid (*e.g.*, scale removal, fracture acidizing, matrix acidizing, removal of fluid loss filter cakes and pills, and the like), compatibility with crude oil, and the mineralogy and temperature of the formation. For example, organic acids may be more commonly chosen for subterranean formation with temperatures above 200°F (93°C) whereas inorganic acids, such as hydrofluoric acid, may be more commonly chosen for subterranean formation with temperatures below 200°F (93°C). One should be mindful that certain concentrations of acids may have a tendency to damage the subterranean formation. Without wishing to be limited by theory, if an acid generating compound is added with a silica scale control agent then one may be able to delay the formation of acid (*e.g.*, hydrofluoric acid) in the subterranean formation. This delay may result from the silica scale control additive causing growth inhibition of the silicic acid and thereby trapping the fluoride in the oligomers of silicic acid which in turn may lead to a slowing of the hydrolysis of the Si-F bond and therefore the slower production of acid within the subterranean formation. This may be advantageous in formations that are highly sensitive to acid.

[0034] The treatment fluids of the present invention may further comprise surfactants, *e.g.*, to improve the compatibility of the treatment fluids with other fluids (like any formation
fluids) that may be present in the subterranean formation. A person of ordinary skill, with the benefit of this disclosure, will be able to identify the type of surfactant as well as the appropriate concentration of surfactant to be used. Examples of surfactants that may be suitable include, but are not limited to, ethoxylated nonyl phenol phosphate esters, nonionic surfactants, cationic surfactants, anionic surfactants, amphoteric/zwitterionic surfactants, alkyl phosphonate surfactants, linear alcohols, nonylphenol compounds, alkoxylated fatty acids, alkylphenol alkoxylates, ethoxylated amides, ethoxylated alkyl amines, betaines, methyl ester sulfonates (e.g., as described in U.S. Patent Application Publication Nos. 2006/0180310, 2006/0180309 and 2006/0183646 and United States Patent No. 7,159,659, the entire disclosures of which are all incorporated herein by reference), hydrolyzed keratin (e.g., as described in United States Patent No. 6,547,871, the entire disclosure of which is incorporated herein by reference), sulfosuccinates, taurates, amine oxides, alkoxylated fatty acids, alkoxylated alcohols (e.g., lauryl alcohol ethoxylate, ethoxylated nonyl phenol), ethoxylated fatty amines, ethoxylated alkyl amines (e.g., cocoalkylamine ethoxylate), betaines, modified betaines, alkylamidobetaines (e.g., cocoamidopropyl betaine), quaternary ammonium compounds (e.g., trimethyltallowammonium chloride, trimethylcocoammonium chloride), derivatives thereof, and mixtures thereof. Suitable surfactants may be used in a liquid or powder form. Where used, the surfactants are present in the treatment fluid in an amount sufficient to prevent incompatibility with formation fluids or well bore fluids. Where liquid surfactants are used, the surfactants may be present in an amount in the range of from about 0.01% to about 5.0% by volume of the treatment fluid. Preferably, the liquid surfactants are present in an amount in the range of from about 0.01% to about 2.0% by volume of the treatment fluid. Where powdered surfactants are used, the surfactants may be present in an amount in the range of from about 0.001% to about 0.5% by weight of the treatment fluid. It may be beneficial to add a surfactant to a treatment fluid of the present invention as that fluid is being pumped downhole, among other things, to help reduce the possibility of forming emulsions with the formation crude oil. Furthermore, in some embodiments, microemulsion additives optionally may be included in the treatment fluids of the present invention.

While typically not required, the treatment fluids of the present invention also may comprise compatible breakers capable of reducing the viscosity of the treatment fluid at a desired time. Examples of such breakers that may be suitable for the treatment fluids of the
present invention include, but are not limited to, sodium chlorite, hypochlorites, perborates, peroxides (including organic peroxides), enzymes, derivatives thereof, and combinations thereof. Other suitable breakers may include suitable acids. Examples of peroxides that may be suitable include, for example, tert-butyl hydroperoxide and tert-amyl hydroperoxide. A breaker may be included in a treatment fluid of the present invention in an amount and form sufficient to achieve the desired viscosity reduction at a desired time. The breaker may be formulated to provide a delayed break, if desired, without interference with or degradation of the silica scale control additive. For example, a suitable breaker may be encapsulated if desired. Suitable encapsulation methods are known to those skilled in the art. One suitable encapsulation method that may be used involves coating the breaker(s) with a material that will degrade when placed downhole so as to release the breaker at the appropriate time. The term "coating" as used herein refers to at least a partial coating of some or all of the particulates. Neither complete nor substantial coverage of the particulates or mix of particulates is implied by the term "coating." Rather, a particulate may be coated if it has, for example, at least a partial coating. Coating materials that may be suitable include, but are not limited to, polymeric materials that will degrade when downhole. The terms "degrade," "degradation," or "degradable" refer to both the two relatively extreme cases of hydrolytic degradation that the degradable material may undergo, i.e., heterogeneous (or bulk erosion) and homogeneous (or surface erosion), and any stage of degradation in between these two. This degradation can be a result of, among other things, a chemical or thermal reaction or a reaction induced by radiation. Suitable examples of materials that can undergo such degradation include polysaccharides such as dextran or cellulose, chitins, chitosans, proteins, aliphatic polyesters, poly(lactides), poly(glycolides), poly(s-caprolactones), poly(hydroxybutyrates), poly(anhydrides), aliphatic polycarbonates, orthoesters, poly(orthoesters), poly(amino acids), poly(ethylene oxides), polyphosphazenes, derivatives thereof, and any combinations thereof. If used, a breaker should be included in a composition of the present invention in an amount sufficient to facilitate the desired reduction in viscosity in a treatment fluid. For instance, peroxide concentrations that may be used vary from about 0.1 (OA 1) to about 10 gallons (38 I) of peroxide per 1000 gallons (3785 I) of the treatment fluid.

[0036] Optionally, a treatment fluid of the present invention may further comprise an activator or a retarder to optimize the rate at which the fluid is "broken" (i.e., the viscosity of
the fluid is reduced). Any known activator or retarder that is compatible with the fluid and the components thereof is suitable for use in the present invention. Examples of such activators that may be suitable include, but are not limited to, acid generating materials, chelated iron, copper, cobalt, reducing sugars, derivatives thereof, and combinations thereof. Examples of retarders that may be suitable include sodium thiosulfate and diethylene triamine. In some embodiments, the sodium thiosulfate may be used in a range of from about 1 (0.5 kg) to about 100 lbs (45 kg) per 1000 gallons (3785 l) of acidic treatment fluid. A preferred concentration range may be from about 5 (2.3 kg) to about 20 lbs (9 kg) per 1000 gallons (3785 l). A person of ordinary skill with the benefit of this disclosure will be able to identify a suitable activator or retarder and the proper concentration of such activator or retarder for a given application.

[0037] The treatment fluids of the present invention also may further comprise suitable fluid loss control agents. Such fluid loss control agents may be useful, among other instances, when a treatment fluid of the present invention is being used in a stimulation application. Any fluid loss agent that is compatible with the treatment fluid may be suitable for use in the present invention. Examples include, but are not limited to, starches and diesel dispersed in a fluid. Other examples of fluid loss control additives that may be suitable are those that comprise a degradable material. Suitable degradable materials include degradable polymers. Specific examples of suitable polymers include polysaccharides such as dextran or cellulose, chitins, chitosans, proteins, aliphatic polyesters, poly(lactides), poly(glycolides), poly(glycolide-co-lactides), poly(e-caprolactones), poly(3-hydroxybutyrates), poly(3-hydroxybutyrate-co-hydroxyvalerates), poly(anhydrides), aliphatic poly(carbonates), poly(orthoesters), poly(aminos acids), poly(ethylene oxides), poly(phosphazenes), derivatives thereof, and any combinations thereof. If included, a fluid loss additive can be added to a treatment fluid of the present invention in an amount of about 5 (2.3 kg) to about 2000 (909 kg) pounds per 1000 gallons (3785 l) of the treatment fluid in some embodiments. In certain embodiments, the fluid loss additive may be included in an amount from about 10 (4.5 kg) to about 50 pounds (23 kg) per 1000 gallons (3785 l) of the treatment fluid. For some liquid additives like diesel, these may be included in an amount from about 0.01% to about 20% by volume, and, in some embodiments, these may be included in an amount from about 1% to about 10% by volume.
Salts optionally may be included in the treatment fluids of the present invention for many purposes, including adjusting the density of the fluid. One of ordinary skill in the art with the benefit of this disclosure will recognize the particular type of salt appropriate for particular application, given considerations such as protection of the formation, the presence or absence of reactive clays in the formation adjacent to the well bore, compatibility with the other treatment fluid additives, and the factors affecting wellhead control. To determine whether a salt may be used, a compatibility test may be performed to identify potential compatibility problems. From such tests, one of ordinary skill in the art with the benefit of this disclosure will be able to determine whether a salt should be included in a treatment fluid of the present invention, as well as the appropriate selection of salts. Suitable salts may include, but are not limited to, calcium bromide, zinc bromide, calcium chloride, sodium chloride, sodium bromide, potassium bromide, potassium chloride, sodium nitrate, sodium formate, potassium formate, cesium formate, magnesium chloride, ammonium chloride, derivatives thereof, mixtures thereof, and the like.

The treatment fluids of the present invention optionally may comprise a stabilizer, for example, if a chosen treatment fluid of the present invention is experiencing a viscosity degradation. One example of a situation where a stabilizer might be beneficial is where the borehole temperature of the well bore is sufficient by itself to break the treatment fluid. Suitable stabilizers may include, but are not limited to, sodium thiosulfate. Such stabilizers may be useful, for example, when the treatment fluids of the present invention are utilized in a subterranean formation having a temperature above about 150°F. If included, a stabilizer may be added in an amount from about 1 lb (0.5 kg) to about 50 lbs (23 kg) per 1000 gal (3785 l) of acidic treatment fluid, in some embodiments. In other embodiments, a stabilizer may be included in an amount of from about 5 (2.3 kg) to about 20 lbs (9 kg) per 1000 gal (3785 l) of acidic treatment fluid.

The present invention provides a method comprising: providing a treatment fluid that comprises an aqueous base fluid, an acid, and a silica scale control additive; and introducing the treatment fluid into a portion of a subterranean formation.

The present invention also provides a method of acidizing a portion of a subterranean formation comprising: providing a treatment fluid that comprises a base fluid, an acid, and a silica scale control additive; contacting a portion of the subterranean formation
with the treatment fluid; and allowing the treatment fluid to interact with silica scale build-up in the subterranean formation so that at least a portion of the silica scale build-up is reduced.

[0042] The present invention also provides a method of remediating a portion of a subterranean formation comprising: providing a remedial treatment fluid that comprises a base fluid, an acid, and a silica scale control additive; introducing the remedial treatment fluid into the subterranean formation; and allowing the silica scale control additive to suppress silica scale build-up in the subterranean formation.

[0043] The present invention may include treating a surface of the formation and/or a pipe with a diffusion barrier which acts to impede their interaction with aqueous fluids in the formation. As used herein, the term "diffusion barrier" includes any sort of material, including a coating, on or proximate to a subterranean formation that impedes and/or prevents aqueous fluid interaction with the subterranean formation. For example, some diffusion barriers fill or coat pores, voids, crevices, cracks, or channels at or near the formation to impede and/or prevent infiltration by the aqueous fluid. As used herein, the terms "pores," "voids," "crevices," "cracks," and "channels" refer to features at or near the surface of a formation. Any given surface of the subterranean formation may have one or more pores, voids, crevices, cracks, or channels, or may be free of such features. One or more such features may be generally referred to as "surface features." The use of the terms in conjunction is in no way intended to indicate that all three must be present simultaneously, or at all, in order for the teachings of the present invention to apply. As another example, some diffusion barriers impede and/or prevent diagenesis. As used herein, the term "aqueous fluid interaction" includes a variety of possible interactions between an aqueous fluid and a particulate. Such interactions may include infiltration of the aqueous fluid into the particulate, for example, by infiltrating pores, voids, crevices, cracks, and/or channels at or near the surface of the particulate. Such interactions may also include diagenesis. The diffusion barrier may comprise one of several types of materials, including hydrophobic materials, diagenic protective materials, and various polymeric compositions. As used herein, the term "diagenic protective materials" refers to one or more diagenic products that may be selectively promoted in order to form a diffusion barrier. Some embodiments of the present invention may utilize filler material to fill the pores, voids, crevices, cracks, or channels that may be present on the surface of the subterranean formation. As used herein, the term "filler" or "filler material" means a particulate material that is capable of fitting
within a pore, void, crevice, crack, or channel at or near the surface of a subterranean formation within the porous matrix of the individual particulates. Alternatively, a filler material may be used to generate and/or place the diffusion barrier. For example, a hydrophobic material may be used to coat a filler material, and the filler material may then generate a diffusion barrier (e.g., comprising a diagenetic product) on the pipes and/or the surface of the subterranean formation. The filler material may fill the pores, voids, crevices, cracks, or channels on the subterranean surface, resulting in a surface that may be more hydrophobic than the original surface of the formation. Each of these materials and methods will be described in more detail below.

[0044] The present invention also provides a method of providing a silica scale control additive in a subterranean formation that comprises a formed particulate pack. The method further comprises allowing the silica scale control additive to suppress silica scale build-up proximate the particulate pack. This method may be useful in the recovery of fluids from the subterranean formation. The fluids being recovered may be a fluid previously introduced into the subterranean formation, an aqueous reservoir and/or formation fluid, a hydrocarbon fluid, or a combination thereof.

[0045] In order to quantify the mechanical strength of the particulates and permeability of the particulate pack, both before and after exposure to formation conditions and fluids, several test procedures may be utilized to determine various particulate properties. The first test method studies temperature-promoted diagenesis of a particulate pack by exposing a particulate pack to a flowing solution of simulated formation fluid at an approximate formation temperature. The second procedure studies stress/temperature-promoted diagenetic growth through exposure of a particulate pack to a static flow environment under simulated formation pressures and temperatures. The mechanical strength of individual particulates may be measured before and after the test procedures to determine the percentage of particulate strength lost due to exposure to formation temperature or pressure. Alternatively, the permeability of the particulate pack may be measured before and after the temperature-promoted diagenesis test in order to determine a retained permeability value for the particulate pack. As would be understood by one of ordinary skill in the art with the benefit of this disclosure, expected subterranean formation conditions (e.g., temperature, pressure, formation fluid composition) for a selected subterranean formation will determine the appropriate formation conditions for test procedures.
[0046] In the temperature-promoted diagenesis test procedure, deionized water may first be heated to a test temperature of between about 200 degrees Fahrenheit (°F) 93°C) and about 600 °F (315°C) by passing it through a heat exchanger coil. Simulated formation fluid may be formed by passing the deionized water through multiple packs of crushed formation material arranged in series such that the simulated formation fluid achieves chemical equilibrium with the soluble material in the packs. The number of formation packs required for the test may vary such that the simulated formation fluid leaving the last pack may be in equilibrium with the crushed formation material. Through experimentation, the typical number of formation packs may generally be between about 1 and about 10. Crushed formation material may be screened to remove fines and an approximately 8/35 mesh fraction may be used in the formation packs.

[0047] Preferably, once a simulated formation fluid in equilibrium with the crushed formation material is obtained, the simulated formation fluid may be directed to a column containing a particulate pack. The temperature in the particulate pack may be maintained at an approximate formation temperature between about 200°F (93°C) and about 600°F (315°C), which approximately corresponds to the temperature of the deionized water first entering the system. A flow rate of simulated formation fluid may be maintained at approximately 1 milliliter per minute during the test.

[0048] The flow test may be maintained for between about 10 to about 200 days, and in an embodiment, for at least about 20 days. After this time, the particulate pack may be disassembled in order to test the mechanical properties of individual particles, as discussed in more detail below. For example, surface and compositional analysis may be made after disassembly to determine what types of materials are being formed under the simulated formation conditions. A permeability test may also be performed at this time. In this test, the permeability of the particulate packs may be measured at room temperature prior to disassembly of the particulate pack. The measured permeability of the pack may then be compared with an initial permeability measurement made of the pack at room temperature before the pack is placed in the testing apparatus. Comparing the initial permeability measurement with the permeability measurement obtained after the pack is subjected to the test conditions may allow for a retained permeability to be calculated.

[0049] The stress/temperature-promoted diagenesis test method may involve the testing of the particulate pack under static flow conditions at approximate formation pressures
and temperatures. In this method, a pack of particulates may be loaded in a test cell and filled with a salt solution. The test cell may be loaded with from between about 0.5 pounds per square foot (lb/ft²) (24 Pa) of particulates to about 3.0 lb/ft² (144 Pa) of particulates. An approximately 2% KC1 solution may be used as the fluid medium. Formation wafers, either manufactured from formation core material or from rock outcrop material, may be placed above and below the particulate pack in the test column. The system may then be shut in and placed under simulated formation pressure and heated to approximate formation temperatures. The temperature may be maintained at between about 100°F (38 °C) and about 550°F (288 °C) or the temperature may be maintained at between about 100°F (38 °C) and about 350°F (177 °C). The pressure may be maintained at between about 2,000 psi (13.8 MPa) and about 10,000 psi (69 MPa), or the pressure may be maintained at between about 5,000 psi (34 MPa) and about 8,000 psi (55 MPa). The test may be conducted for between about 1 to about 50 weeks, or the test may be conducted for at least about 4 weeks (about 28 days).

[0050] Upon completion of the stress/temperature-promoted diagenesis test, the test cell may be disassembled and the particulate pack removed for testing. As with the flow test method, additional tests may also be performed at this time. For example, surface and compositional analysis may be made after disassembly to determine what types of materials are being formed under the simulated formation conditions. Alternatively, the resulting interstitial fluid may be analyzed to determine the relative solubility of the particulates under formation conditions.

[0051] Changes in the mechanical properties of the particulates obtained from either the stress/temperature-promoted diagenesis test or the temperature-promoted diagenesis test may be determined using a single-grain crush-strength analysis. The analysis may utilize a Weibull statistical analysis procedure based on a plurality of particulate crush samples. The crush test may be based on a uni-axial compressive point loading of a particle. Under a compressive loading in the uni-axial direction, a spherical particle may be under tension in directions perpendicular to the loading with a tensile stress, \( \sigma \), calculated by

\[
\sigma = \frac{2.8 F}{\pi d^2}
\]

where \( d \) is the diameter of each particle and \( F \) is the load at failure.
A Weibull analysis may include a statistically significant number of crush
samples, which may range from about 10 to about 50 individual crush samples, or from about 20
To about 40 individual crush samples. In an embodiment, a sample size of between about 25
and about 30 individual crush samples of particulates may be used in the analysis. All of
the strength data points may then be sorted from low to high as \( \sigma_i \leq \sigma_3 < \ldots \leq \sigma_N \), where
\( N \) represents the total number of samples. A probability of failure may be calculated
from the equation:

\[
P_f = \left( \frac{\# - 0.5}{N} \right)
\]

where, as before, \( N \) is the total number of samples, for example about 30 samples, and \# is the
index number for the sorted strength values (e.g., 1 through \( N \)). A linear plot may be
obtained by plotting

\[
\ln \left( \ln \left( \frac{1}{1-P_f} \right) \right) \text{ vs } \ln(\sigma)
\]

A Weibull distribution may be found by linear fitting and generating an equation:

\[
\ln \left( \ln \left( \frac{1}{1-P_f} \right) \right) = m \ln \left( \frac{\sigma}{\sigma_0} \right)
\]

where \( m \) is the Weibull modulus and \( \sigma_0 \) is the characteristic strength. The strength will tend
to increase along with the reliability of the strength calculation when the \( \sigma_0 \) and \( m \) values
increase. The characteristic strength changes in the particulates may then be determined. By
comparing the characteristic strength of the particulates prior to exposure to the simulated
formation fluid with the characteristic strength of the particulates after exposure to the
simulated formation fluid, a retained strength value may be calculated from the equation:

\[
\sigma_0^{\text{retained}} = \left( \frac{\sigma_0^{\text{exposed}}}{\sigma_0^{\text{unexposed}}} \right)
\]

where, \( \sigma_0^{\text{exposed}} \) is the characteristic strength of the particles after exposure to the simulated
formation fluid, and \( \sigma_0^{\text{unexposed}} \) is the characteristic strength of the particles prior to exposure.
Similarly, a retained permeability may be calculated by dividing the permeability measured at the end of the temperature-promoted diagenesis test with the permeability measured at the beginning.

[0053] A single set of test conditions may be utilized for comparison of different sets of particles comprising diffusion barriers and/or filler materials. The retained strength value is defined to be measured by the stress/temperature-promoted diagenesis test. In this method, a pack of particulates is loaded in a test column and filled with a salt solution comprising an approximately 2% KC1 solution. The test cell is loaded with about 2 lb/ft² (96 Pa) of particulates. Formation wafers are placed above and below the particulates in the test cell. The system is then shut in and placed under a pressure that is approximately equal to the pressure expected in the formation in which the particulates are expected to be placed. The temperature may be maintained at a temperature that is approximately equal to the formation temperature where the particulates are expected to be placed. For example, the system may be placed under simulated formation pressure of about 9000 psi (62 MPa) and temperature of about 250°F (121 °C). These conditions are then maintained for about 28 days.

[0054] Upon completion of the stress/temperature-promoted diagenesis test, the test cell is disassembled and the particulate matrix removed for testing. Changes in the mechanical properties of the particulates are obtained using particulates tested using the stress/temperature-promoted diagenesis test. The analysis utilizes a Weibull statistical analysis procedure based on a plurality of particulate crush samples, as discussed above. A single analysis includes a statistically significant number of samples, which may be between about 20 and about 40 samples, e.g., approximately 30 crushed samples of individual particles. However, in some instances, the sample size may vary such that the actual number of samples is smaller or larger in order to obtain a statistically significant number of samples. The characteristic strength changes in the particulates may then be determined. By comparing the characteristic strength of the particulates prior to exposure to the simulated formation fluid with the characteristic strength of the particulates after exposure to the simulated formation fluid, a retained strength value is calculated from the equation:

\[
\sigma_{\text{retained}} = \left( \frac{\sigma_{\text{exposed}}}{\sigma_{\text{unexposed}}} \right)
\]
where, $\sigma_{\text{0 exposed}}$ is the characteristic strength of the particles after exposure to the simulated formation fluid, and $\sigma_{\text{0 unexposed}}$ is the characteristic strength of the particles prior to exposure.

[0055] Similarly, the retained permeability value of the particulate pack is defined to be measured by the temperature-promoted diagenesis test. In the temperature-promoted diagenesis test procedure, an initial permeability measurement is made of a particulate pack while the particulate pack is at room temperature. Deionized water is then heated to a test temperature of approximately 500°F (260°C) by passing it through a heat exchanger coil. Lower test temperatures may also be used depending on the specific particulate material and coating used. For example, one of ordinary skill in the art may determine that a lower test temperature is required in order to avoid thermal decomposition of the particulates, the diffusion barrier, or the filler material. Simulated formation fluid is formed by passing the deionized water through multiple packs of crushed formation material arranged in series. The number of formation packs required for the test may vary such that the simulated formation fluid leaving the last pack is in equilibrium with the crushed formation material at the flow rate used during the test of approximately 1 milliliter per minute. The typical number of formation packs is generally between about 2 and about 5. Crushed formation material is screened and an approximately 8/35 mesh fraction is used in the formation packs. The formation material is obtained by crushing a core withdrawn from a specific well during drilling or from dill cuttings obtained while a well is being drilled through a zone of interest.

[0056] The simulated formation fluid then is directed to a column containing a particulate pack. The temperature in the particulate pack is maintained at a temperature of about 500°F (260°C). A lower test temperature may be used depending on the specific particulate material and coating material used. For example, one of ordinary skill in the art may determine that a lower test temperature is required in order to avoid thermal decomposition of the particulates, the diffusion barrier, or the filler. A flow rate of simulated formation fluid is maintained at approximately 1 milliliter per minute during the test. The flow test is maintained for about 30 days. After this time, permeability of the particulate pack is measured prior to disassembly and after the particulate pack has been allowed to cool to room temperature, allowing for a retained permeability to be calculated from the equation:

$$Permeability_{\text{retained}} = \left( \frac{\text{Permeability}_{\text{exposed}}}{\text{Permeability}_{\text{unexposed}}} \right)$$
where, Permeability_{\text{exposed}} is the permeability of the particles after exposure to the simulated formation fluid, and Permeability_{\text{unexposed}} is the permeability of the particles prior to exposure.

[0057] Particulates prepared and tested according to the methods of the current invention using the characteristic conditions of the embodiment may exhibit a retained strength value of greater than about 20%. Alternatively, the particulates may exhibit a retained strength value of greater than about 60%. In still another embodiment, the particulates may exhibit a retained strength value of greater than about 80%. In yet another embodiment, the particulates may exhibit a retained strength value of greater than about 90%. In an embodiment, the particulates used to form a pack may be characterized by a retained permeability value of at least about 40%. In another embodiment, the particulates may be characterized by a retained permeability of at least about 60%. In still another embodiment, the particulates may be characterized by a retained permeability of at least about 80%. In some embodiments, the retained permeability may be at least about 99%.

[0058] Therefore, the present invention is well adapted to attain the ends and advantages mentioned as well as those that are inherent therein. The particular embodiments disclosed above are illustrative only, as the present invention may be modified and practiced in different but equivalent manners apparent to those skilled in the art having the benefit of the teachings herein. Furthermore, no limitations are intended to the details of construction or design herein shown, other than as described in the claims below. It is therefore evident that the particular illustrative embodiments disclosed above may be altered, combined or modified and all such variations are considered within the scope of the present invention. While compositions and methods are described in terms of "comprising," "containing," or "including" various components or steps, the compositions and methods can also "consist essentially of" or "consist of" the various components and steps. All numbers and ranges disclosed above may vary by some amount. Whenever a numerical range with a lower limit and an upper limit is disclosed, any number and any included range falling within the range is specifically disclosed. In particular, every range of values (of the form, "from about a to about b," or, equivalently, "from approximately a to b," or, equivalently, "from approximately a-b") disclosed herein is to be understood to set forth every number and range encompassed within the broader range of values. Also, the terms in the claims have their plain, ordinary meaning unless otherwise explicitly and clearly defined by the patentee.
Moreover, the indefinite articles "a" or "an," as used in the claims, are defined herein to mean one or more than one of the element that it introduces. If there is any conflict in the usages of a word or term in this specification and one or more patent or other documents that may be incorporated herein by reference, the definitions that are consistent with this specification should be adopted.
CLAIMS:

1. A method comprising:
   providing a treatment fluid comprising a base fluid and a silica scale control additive;
   placing or introducing the treatment fluid into at least a portion of a subterranean formation; and
   allowing the silica scale control additive to suppress precipitation in the subterranean formation.

2. A method according to claim 1, wherein the treatment fluid comprises an acidic treatment fluid.

3. A method according to claim 1 or 2, which comprises a method for reducing silica scale buildup in a subterranean formation, the method comprising:
   placing an acidic treatment fluid comprising a base fluid and a silica scale control additive in the subterranean formation to form soluble silica.

4. A method according to any preceding claim comprising:
   providing an acidic treatment fluid comprising:
   a base fluid, an acid, and
   a silica scale control additive;
   contacting at least a portion of a subterranean formation with the acidic treatment fluid; and
   allowing the acidic treatment fluid to interact with silica scale buildup in the subterranean formation so that at least a portion of the silica scale buildup is removed.

5. The method of any preceding claim, wherein the silica scale control additive comprises at least one substance selected from the group consisting of a polyaminoamide dendrimer, a polyethyleneimine, a carboxymethylinulin, a polyacrylate, a polyallylamine, a
copolymer of polyacrylamide, a polyallyldiamethylammonium chloride, any combinations thereof, and any derivatives thereof.

6. The method of any preceding claim, wherein the acidic treatment fluid comprises at least one acid selected from the group consisting of hydrochloric acid, hydrofluoric acid, acetic acid, formic acid, citric acid, lactic acid, glycolic acid, sulfamic acid, tartaric acid, methanesulfonic acid, trichloroacetic acid, dichloroacetic acid, chloroacetic acid, fluoroboric acid, fluorophosphoric acid, hexafluorotitanic acid, fluorophosphoric acid, phosphoric acid, any combinations thereof, and any derivatives thereof.

7. The method of any preceding claim, wherein the base fluid comprises at least one substance selected from the group consisting of an aqueous-based fluid, a hydrocarbon-based fluid, an emulsion, a gel, a foamed fluid, and derivatives thereof.

8. The method of any preceding claim, wherein the silica scale control additive increases an amount of soluble silica in the treatment fluid.

9. The method of any preceding claim, wherein the soluble silica has a concentration in the treatment fluid of about 500 mg/L or more by weight after treatment.

10. The method of any preceding claim, wherein the silica scale control additive has a concentration in the base fluid ranging between about 0.01% and about 15% by weight.

11. The method of any preceding claim, wherein the base fluid has a pH of less than or equal to about 4.5.

12. The method of any preceding claim, wherein the base fluid has a pH above 0 and less than 4.
INTERNATIONAL SEARCH REPORT

According to International Patent Classification (IPC) or both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
C09K E21B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>wo 2010/041032 Al (HALLIBURTON ENERGY SERV INC [US]; REYES ENRIQUE [US]; WEAVER JIMMI E D) 15 April 2010 (2010-04-15) claims 1-4</td>
<td>1-5, 7, 8, 10, 11</td>
</tr>
<tr>
<td>X</td>
<td>us 2009/233819 Al (FULLER MICHAEL J [US] ET AL) 17 September 2009 (2009-09-17) paragraphs [0021], [0051]; claims 1, 2; example 1</td>
<td>1-4, 6-12</td>
</tr>
<tr>
<td>X</td>
<td>us 5 529 125 A (DI LULLO ARIAS GINO F [SG] ET AL) 25 June 1996 (1996-06-25) col umn 2, line 48 - line 63; claims 1, 4, 6, 7 col umn 3, line 54 - line 55</td>
<td>1-4, 6-8, 10-12</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another document or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

Date of the actual completion of the international search: 27 January 2012

Date of mailing of the international search report: 06/02/2012

Name and mailing address of the ISA:

European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040
Fax: (+31-70) 340-3016

Authorized officer:

Redecker, Michael
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5 277 823 A (HANN WILLIAM M [US] ET AL) 11 January 1994 (1994-01-11) claims 1,13</td>
<td>1,5,7,8, 10</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>wo 2010041032 AI</td>
<td>15-04-2010</td>
<td>AU 2009300846 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2009300847 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2009300848 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2738978 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2739175 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2739405 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2334752 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2334753 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2342304 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W0 2010041025 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W0 2010041031 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W0 2010041032 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W0 2010041033 A2</td>
</tr>
<tr>
<td>us 2009233819 AI</td>
<td>17-09-2009</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 703103 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 4685496 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69523176 DI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69523176 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 800613 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0800613 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 973025 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>us 5529125 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W0 9621084 AI</td>
</tr>
<tr>
<td>us 5277823 A</td>
<td>11-01-1994</td>
<td>NONE</td>
</tr>
<tr>
<td>us 2003091467 AI</td>
<td>15-05-2003</td>
<td>NONE</td>
</tr>
</tbody>
</table>