
(No Model.) 
E. OLDENIBUS.C.H. 

BAG FASTENING. 

No. 450,870, Patented Apr. 21, 1891. 

K *XXXXXIX 

M Arve zutor 

yyy: ?zez??44ac? 
* * 1 * GZulu- zZ7 

/*/ ?e 226 * 6. **e Af. 1. 

  

  



5 

IO 

20 

25 

30 

35 

40 

45 

UNITED STATES PATENT OFFICE. 

ERNST OLDENIBUSCH, OF JERSEY CITY, ASSIGNOR TO WILLIAM SCHIMPER 
& CO., OF IIOBOKEN NEW JERSEY. 

BAG - FASTEN | N.G. 

SPECIFICATION forming part of Letters Patent No. 450,870, dated April 21, 1891. 
Application filed January 10, 1891, Serial No. 377,318, (No model.} 

70 a 44 whom i? may concern.: 
Beit known that I, ERNSTOLDENIBUSCH, of 

Jersey City, in the county of Hudson and 
State of New Jersey, have invented a new and 
useful Improvement in Fastenings for Bags, 
Satchels, Pocket-Books, Purse-Frames, and 
the Like, of which the following is a specifi 
cation. 
My invention relates to am improvementin 

fastenings for bags, Satchels, pocket-books, 
purse-frames, and the like in which a rock 
ing lever is arranged to be thrown into and 
Out ofengagement with a catch. 
A practical embodiment of my invention is 

represented in the accompanying drawings, 
in Which 

Figure 1 represents a bag-frame, showing 
One form of the catch adjusted thereto as im 
use. Fig, 2 is a partial longitudinal section 
through the frame and through the post to 
whichthe fastening-leyeris piwoted. Fig. 3 
isa transversesection throughline w c of Fig. 
1, and Fig. 4 is a transverse section through 
the line yy of Fig, 1. 

In the style of framewhich I have'employed 
to represent the fastening as in practical use 
a pair of folding jaws A and A' are repre 
sented as hinged together at the lower ex 
tremity a of their ends, and one of the jaws– 
A", for example-is provided with an over 
lapping lip or guard-piece B, which, when the 
jawsare closed, as represented in Fig. 1, is 
intended to overlap the rim of the opposite 
jaw A. A post C projects outwardly from 
the pace of the guard-piece B. In the pres 
ent instance I have shown such postas formed 
by a Strip of sheet metal folded in the mid 
dle, So as to form a barrel portiom c to selve 
asa, housing for a lever-actuating Spring D, 
the two ends of the strip beingeach provided 
with alug c', extending downwardlythrough 
the guard-piece B and clinching upon the un 
der side thereof. In the presentinstance one 
of Saidlugsc” projectsthrough the guard-piece 
and also through the rim of the jaw A' and 
clinches upontheunderside of therim thereof, 
not only serving to hold the post in position, 
but at the same time binding the guard-piece 
firmly to the rim. The opposite sides of the 

5o post Care spaced a short distance apart, so 

as to receive between them the angle por 
tions of the locking-levers E. The locking 
leweris in effect an angle-lever, the longarm 
e of which extendsalong the face of the guard 
piece B and is provided with a downwardly 
projected tongue e' at its end, while its short 
arm e* extends outwardly at an angle to the 
arm e and is conveniently provided with a 
finger-piece or knobe” for operating the lever. 
The lever Eis piwotally secured at its angle 
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by means of a rivet e* orother suitable pivot i 
between the sides of the post C, So that when 
pressure is exerted upon the finger-piece e” 
or Short arm of the Fever toward the end of 
the post C the tendency will be to rock the 
lever E upon its pivot, and thereby lift its 
outer end, carrying the tongue 6" from the 
guard-pieceorframe. In thepresentinstance 
I have shown a pair of locking-levers E simi 
larly arranged at the opposite ends of the 
post C and have inserted the spring D be 
tween the ends of the short arms of Said le 
wers, the tension of which tends to hold the 
tongue ends of the levers normally depressed 
orin locking adjustment. Itisobyious, how 
ever, that one of saidlevers might be omitted, 
or that they might be piwoted to separate 
posts arranged at interwals on the frame. It 
isalso obwious that the post C might be con 
structed of a solid piece and provided witha 
socket for the reception of the spring and 
with suitable recesses for the piwoting thereto 
of the lever or levers, or the lewer might be 
piwoted to the outside face of the post. 
The tongues e'at the end of the locking-le 

wer Eare intended to be of such length that 
they will project downwardlythrough suit 
able slots in the guard-piece or frame orboth, 
into engagement with suitable catches F, fixed 
to the opposite jaw A. I havehere shown the 
catches Fas having the notches ffor there 
ception of the tonguese' on theirupper edges 
and terminating in bevel-shaped ends f", 
which,when the jawsare forced together, will 
tend, by their engagement with the edges of 
the tongues c', to lift the levers Eagainst the 
tension of the spring Dand allow the jawsto 
closeuntilthetonguese" dropinto the notches 
f, Byso constructing the catches Fandatthe 
same time forming the ends of thetonguese" 
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of considerable width: I provide againstany 
liability of the unintentional disengagement 
of the tongue from the catch, by any racking 
movement to which the jaws would beliable 
to be subjected in the direction of theirlength. 
By extending the arms of the levers Ealong 

the frame to agreater orlesserlength, carry 
ing the tonguesto agreater orlesser distance 
from the piwotal point, the closing of the jaws 
may be made easier or more difficult, and the 
same may also be accomplished by varying 
the tension of the spring. 
What I claim as my invention, and desire 

to Secure by Letters Patent, is– 
1. The herein-describedfastening, compris 

ing a catchhavinga recesstherein and adapt 
ed to project beneathan overlappingedgeand 
ar? angle-leyer piwotally Secured to a suitable 
Support on the Outer face of the overlapping 
edge, one arm of the lever extendingalong the 
overlappingedge and provided witha tongue 
adapted to extend down through the overlap 
ping edge into engagement with the catch, the 
other arm of the lever extending outwardly 
from the overlapping edge in position to re 
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2. The combination, with the opening and 
closing jaws, the one being provided with a 
guard strip or lip adapted to overlap the rim 
of the other, of a post secured to the Outer 
face of the overlapping jaw, a pair of locking 
levers pivotally secured to said post and ex 
tending in opposite directions therefrom, a 
springinterposed between the operating-arms 
of Said levers, and catches Secured to the Op 
posite jaw in position to engage the free ends 
of Said lewers, substantially as set forth. 

3. The combination, with the jaws, one pro 
vided with a guard strip or lip adapted to 
overlap the rim of the other, of a post Secured 
to the outer face of the overlapping jaw, a 
pair of angle locking-levers piwotally Secured 
to the post and extending in opposite direc 
tions therefrom, said, levers being provided 
at their free ends with inwardly-projected 
tongues having extended edgesattheir ends, 

i a spring interposed between the short arms 
| of Saidlocking-levers, and catches fixed to 
the opposite jaw and projecting in position to 

| engage the extended edges at the ends of the 
tonguesson the locking-lever, substantiallyas 

ceive pressure in the direction of the plane of | set forth. 
the overlapping edge for operatingit, the arm 
provided with the tongue havinga swinging 
movement undersuch operating-pressure out 
Wardly away from and inwardly toward the 
catch, substantially as set forth. 

ERNST OLDEN BUSCH. 
Witnesses: 

FREDK. HAYNES, 
K. E. PEMBLETON, 
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