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Description

BACKGROUND

[0001] Light sources are used in a variety of applica-
tions, such as providing general illumination and provid-
ing light for electronic displays (e.g., LCDs). Historically,
incandescent light sources have been widely used for
general illumination purposes. Incandescent light sourc-
es produce light by heating a filament wire to a high tem-
perature until it glows. The hot filament is protected from
oxidation in the air with a glass enclosure that is filled
with inert gas or evacuated. Incandescent light sources
are gradually being replaced in many applications by oth-
er types of electric lights, such as fluorescent lamps, com-
pact fluorescent lamps (CFL), cold cathode fluorescent
lamps (CCFL), high-intensity discharge lamps, and light-
emitting diodes (LEDs).
[0002] WO 03/009012 (A2) describes a light system
including a collector made of a sheet of material having
a fluorescent substance incorporated therein, the system
also including an elongated optical element juxtaposed
adjacent the collector. Light incident on the collector in-
duces fluorescence that is trapped by total internal re-
flection (TIR), concentrated, and radiated from an output
edge of the collector. The elongated optical element mod-
ifies the distribution of light output from the output edge
and preferably configured to decrease divergence of
such light. The collector design can be varied to include
a stack of layers or a series of segments that fluoresce
at different wavelengths so as to produce multicolored
light.
[0003] US 7341358 (B2) describes an illumination ap-
paratus that includes a cavity with a diffusion surface, a
light source, a light-spreading device, and at least one
optically-conditioning surface with a wavelike array
formed thereon. The light-spreading device and the op-
tically-conditioning surface spread the light generated by
the light source. The light-spreading device includes a
wing-shaped protrusion part, a light incident surface, a
recess located away from the light incident surface, and
an optically-conditioning surface including a wavelike ar-
ray, wherein the wavelike array has a wavefront direction.
[0004] US 2004/208019 (A1) describes a vehicular
lamp including, within its lamp chamber, a reflector, a led
disposed behind the reflector and a mushroom-shaped
light guide that extends coaxially with the led and guides
light emitted from the led to the reflector. The light guide
has an umbrella portion at its front end and a plane of
incidence, which guides light from the led into the light
guide, at its rear end. The umbrella portion has a first
light emitting surface for emitting light guided into the light
guide in the forward direction, reflection surfaces and for
internally reflecting the guided light in the rearward direc-
tion and radially outward direction, and a second light
emitting surface for emitting the internally reflected light
toward the reflector.
[0005] US 2006/061990 (A1) describes a LED bulb and

a light module that utilize a LED light source and directs
light therefrom in a manner which improves efficiency
and illumination. Ideally, the LED bulb is structured to
create a virtual image whereby the efficiency of light di-
rected out of the module is greatly improved, even with
a single LED light source.
[0006] US 2005/063169 (A1) describes a lighting unit
with at least one light source and at least one optical
waveguide following the light source, said waveguide
having at least one light transmitting surface. To this end,
the lighting unit has at least one reflector. In addition, at
least one light transmitting surface of the optical
waveguide faces the reflector. A lighting unit with an op-
tical waveguide which has a large illuminated area and
requires only a small space is provided.
[0007] FR 2934353 (A1) describes a system which has
reflector elements arranged at a portion of a central zone
of a diffusion module. The portion of the central zone of
the diffusion module presents optical lighting patterns at
a level of an upper surface and/or a lower surface of
optical decoupling elements that are allowed to diffuse
light rays towards the reflector elements, where the re-
flector elements deviate light rays by diffusion, reflection
and refraction, towards front of the system.
[0008] WO 2008/007315 (A1) describes a waveguide,
arranged to guide light from at least one light source,
comprising an outcoupling structure adapted to enable
outcoupling of said light from said waveguide in a general
outcoupling direction, and at least one guiding edge
adapted to contain said light in said waveguide by reflect-
ing said light on its way towards said outcoupling struc-
ture, wherein the outcoupling structure comprises an
asymmetrically diffusing layer.

SUMMARY

[0009] The invention is defined by the independent
claim 1. Preferred embodiments are described by the
dependent claims. A variety of luminaires (also referred
to as illumination devices) are disclosed that are config-
ured to manipulate light provided by one or more light-
emitting elements (LEEs). In general, embodiments of
the luminaires feature one or more optical couplers (e.g.,
parabolic reflectors) that redirect illumination from the
LEEs to a reflector which then directs the light into a range
of angles. In some embodiments, the luminaire includes
a second reflector that reflects at least some of the light
from the first reflector. In certain embodiments, the lumi-
naire includes a light guide that guides light from the op-
tical coupler to the first reflector. The components of the
luminaire can be configured in a variety of ways so a
variety of intensity distributions can be output by the lu-
minaire. Such luminaires can be configured to provide
light for particular lighting applications, including office
lighting, task lighting, cabinet lighting, garage lighting,
wall wash, stack lighting, and down-lighting.
[0010] Among other advantages, embodiments of the
luminaires can provide inexpensive illumination solutions
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with highly uniform illumination and chromaticity, also re-
ferred to as color, in ranges of angles tailored for specific
lighting applications.
[0011] In one aspect, an illumination device includes
a substrate having first and second opposing surfaces,
such that each of the first and second surfaces are elon-
gated and have a longitudinal dimension and a trans-
verse dimension shorter than the longitudinal dimension;
a plurality of light-emitting elements (LEE) arranged on
the first surface of the substrate and distributed along the
longitudinal dimension, such that the LEEs emit, during
operation, light in a first angular range with respect to a
normal to the first surface of the substrate; one or more
solid primary optics arranged in an elongated configura-
tion along the longitudinal dimension of then first surface
and coupled with the LEEs, the one or more solid primary
optics being shaped to redirect light received from the
LEEs in the first angular range, and to provide the redi-
rected light in a second angular range, a divergence of
the second angular range being smaller than a diver-
gence of the first angular range at least in a plane per-
pendicular to the longitudinal dimension of the first sur-
face of the substrate; a solid light guide comprising input
and output ends, the input and output ends of the solid
light guide being elongated in the longitudinal dimension
and having substantially the same shape, where the input
end of the solid light guide is coupled to the one or more
solid primary optics to receive the light provided by the
solid primary optic in the second angular range, and the
solid light guide is shaped to guide the light received from
the solid primary optic in the second angular range and
to provide the guided light in substantially the same sec-
ond angular range with respect to the first surface of the
substrate at the output end of the solid light guide; and
a solid secondary optic comprising an input end, a redi-
recting surface opposing the input end and first and sec-
ond output surfaces, such that each of the input end, and
redirecting, first output and second output surfaces of the
solid secondary optic are elongated along the longitudi-
nal dimension. The input end of the solid secondary optic
is coupled to the output end of the solid light guide to
receive the light provided by the solid light guide in the
second angular range. The redirecting surface has first
and second portions that reflect the light received at the
input end of the solid secondary optic in the second an-
gular range, and provide the reflected light in third and
fourth angular ranges with respect to the normal to the
first surface off the substrate towards the first and second
output surfaces, respectively, where at least prevalent
directions of propagation of light in the third and fourth
angular ranges are different from each other and from a
prevalent direction of propagation of light in the second
angular range at least perpendicular to the longitudinal
dimension of the first surface of the substrate. The first
output surface is shaped to refract the light provided by
the first portion of the redirecting surface in the third an-
gular range as first retraced light, and to output the first
refracted light in a fifth angular range with respect to the

normal to the first surface of the substrate outside the
first output surface of the solid secondary optic, and the
second output surface is shaped to refract the light pro-
vided by the second portion of the redirecting surface in
the fourth angular range as second refracted light, and
to output the second refracted light in a sixth angular
range with respect to the normal of the first surface of
the substrate outside the second output surface of the
solid secondary optic.
[0012] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. The illumination device
further includes a tertiary optic including a first reflector
elongated along the longitudinal dimensions, the first re-
flector at least in part facing the first output surface of the
solid secondary optic, wherein the first reflector is shaped
to reflect at least some of the light output by the first output
surface of the solid secondary optic in the fifth angular
range as first reflected light in a seventh angular range
with respect to the normal to the first surface of the sub-
strate, wherein at least a prevalent direction of propaga-
tion of light of the seventh angular range is different from
a prevalent direction of propagation of light of the fifth
angular range at least in a plane perpendicular to the
longitudinal dimension, such that a first portion of the
intensity distribution output by the illumination device dur-
ing operation includes at least some of the first reflected
light. The first reflector can be coupled to an edge of the
first output surface of the solid secondary optic, and at
least a portion of the first reflector is an involute of at least
a portion of the first output surface of the solid secondary
optic. The tertiary optic can further include a second re-
flector elongated along the longitudinal dimension, the
second reflector facing the second output surface of the
solid secondary optic, wherein the second reflector is
shaped to reflect at least some of the light output by the
second output surface of the solid secondary optic in the
sixth angular range as second reflected light in an eight
angular range with respect to the normal to the first sur-
face of the substrate, wherein at least a prevalent direc-
tion of propagation of light of the eight angular range is
different from a prevalent direction of propagation of light
of the sixth angular range at least in a plane perpendicular
to the longitudinal dimension, such that the first portion
of the intensity distribution output by the illumination de-
vice during operation includes at least some of the sec-
ond reflected light.
[0013] In some implementations, the first and second
reflectors at least in part transmit at least some of the
light output by the first and second output surfaces of the
solid secondary optic in the fifth and sixth angular ranges,
respectively, wherein a second portion of the intensity
distribution output by the illumination device during op-
eration includes the transmitted light. The first and sec-
ond reflectors have perforations, the perforations being
positioned to transmit at least some of the light output by
the first and second output surfaces of the solid second-
ary optic in the fifth and sixth angular ranges, respective-
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ly, wherein the second portion of the intensity distribution
output by the illumination device during operation in-
cludes the transmitted light.
[0014] In some implementations, a first parameter
combinations can include (i) a shape of the one or more
primary optics, (ii) a shape of the first portion of the redi-
recting surface and an orientation thereof relative to the
input end of the solid secondary optic, (iii) a shape of the
first output surface and an orientation thereof relative to
the first portion of the redirecting surface, and (iv) a con-
figuration of the light guide, the first parameter combina-
tion determining the fifth angular range, wherein the first
parameter combination is tailored such that the fifth an-
gular range matches a predefined fifth angular range; a
second parameter combination can include (v) the shape
of the one or more primary optics, (vi) a shape of the
second portion of the redirecting surface and an orienta-
tion thereof relative to the input end of the solid secondary
optic, (vii) a shape of the second output surface and an
orientation thereof relative to the first portion of the redi-
recting surface, and (viii) the configuration of the light
guide, the second parameter combination determining
the sixth angular range, wherein the second parameter
combination is tailored such that the sixth angular range
matches a predefined sixth angular range, and a relative
offset of the first and second portions of the redirecting
surface with respect to the input end of the solid second-
ary optic determines a relative distribution of light be-
tween the fifth angular range and the sixth angular range,
wherein the relative offset is selected such that the rela-
tive distribution matches a predefined relative distribu-
tion.
[0015] In some implementations, the first parameter
combination further can include an intensity distribution
of light provided by the one or more LEEs within the first
angular range, the second parameter combination fur-
ther comprises the intensity distribution of light provided
buy the one or more LEEs within the first angular range.
The illumination device of claim 7, can further include a
tertiary optic comprising: a reflector elongated along the
longitudinal dimension, the reflector at least in part facing
the first output surface of the solid secondary optic,
wherein the reflector reflects at least some of the light
output by the first output surface of the solid secondary
optic in the predefined fifth angular range as first reflected
light in a seventh angular range with respect to the normal
to the first surface of the substrate, wherein at least a
prevalent direction of propagation of light of the seventh
angular range is different from a prevalent direction of
propagation of light of the predefined fifth angular range
at least in a plane perpendicular to the longitudinal di-
mension, such that a first portion of the intensity distri-
bution output by the illumination device during operation
includes the first reflected any a second portion of the
intensity distribution output by the illumination device dur-
ing operation includes at least some of the light output
by the second output surface of the solid secondary optic
within the predefined sixth angular range, wherein the

intensity distribution is asymmetric with respect to the
first portion and the second portion.
[0016] In some implementations, a system can include
N such illumination devices, where N is an even number
larger or equal to 4, the N illumination devices being con-
nected to each other to form a polygon, such that the
substrates of the connected illumination devices lie in a
common plane, and any of pair-wise parallel illumination
devices from among the connected illumination devices
outputs the first portion of the intensity distribution to-
wards each other, and the second portion of the intensity
distribution away from each other. N can be a number
larger or equal to 3, the N illumination devices arranged
such that the substrates of the illumination devices are
substantially coplanar, and each one of the illumination
devices can output the first portion of the intensity distri-
bution towards one or more opposite ones of the illumi-
nation devices, and emits the second portion of the in-
tensity distribution away from each other, In some imple-
mentations, N can be odd number.
[0017] In some implementations, at least one of the
input end, the redirecting surface, and the first and sec-
ond output surfaces of the solid secondary optic has a
uniform cross-sectional shape perpendicular to the lon-
gitudinal dimension of the first surface of the substrate.
In some implementations, for a cross-sectional plane per-
pendicular to the longitudinal dimension of the first sur-
face of the substrate, the redirecting surface has an apex
that separates the first and second portions of the redi-
recting surface. In some implementations, for a cross-
sectional plane perpendicular to the longitudinal dimen-
sion of the first surface of the substrate, the redirecting
surface is shaped as an arc of a circle, and the first and
second portions of the redirecting surface represent first
and second portions of the arc of the circle. In some im-
plementations, for a cross-sectional plane perpendicular
to the longitudinal dimension of the first surface of the
substrate, either of the first and second portions of the
redirecting surface has one or more apexes. In some
implementations, for a cross-sectional plane perpendic-
ular to the longitudinal dimension of the first surface of
the substrate, the first portion of the redirecting surface
is shaped as a plurality of potentially disjoint, piecewise
differentiable first curves, and the second portion of the
redirecting surface is shaped as a plurality of potentially
disjoint, piecewise differentiable second curves.
[0018] In some implementations, the plurality of LEEs
and the one or more solid primary optics are integrally
formed. In some implementations, the one or more solid
primary optics, the solid light guide and the solid second-
ary optic are integrally formed of one or more transparent
materials, and the one or more transparent materials
have substantially matching refractive indices.
[0019] An angular range includes (i) a divergence of
the angular range and (ii) a prevalent direction of prop-
agation of light in the angular range, wherein the preva-
lent direction of propagation corresponds to a direction
along which a portion of an intensity distribution has a
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maximum, and the divergence corresponds to a solid an-
gle outside of which the intensity distribution drops below
a predefined fraction of the maximum of the intensity dis-
tribution.
[0020] In another aspect, an illumination device in-
cludes one or more light-emitting elements (LEEs) oper-
atively disposed on one or more substrates and config-
ured to emit light in a first angular range; one or more
primary optics optically coupled with the one or more
LEEs and configured to direct light received from the one
or more LEEs in the first angular range at one or more
input ends of the one or more primary optics, and provide
directed light in a second angular range at one or more
output ends of the one or more primary optics, a diver-
gence of the second angular range being smaller than a
divergence of the first angular range; a light guide opti-
cally coupled at an input end of the light guide with the
one or more output ends of the one or more primary op-
tics, the light guide shaped to guide light received from
the one or more primary optics in the second angular
range to an output end of the light guide and provide
guided light in substantially the same second angular
range at the output end of the light guide; and a solid
secondary optic optically coupled with the second end of
the light guide at an input end of the solid secondary optic
to receive light from the light guide, the solid secondary
optic having a redirecting surface spaced from the input
end of the solid secondary optic and an output surface,
the redirecting surface configured to reflect light received
at the input end of the solid secondary optic in the second
angular range and provide the reflected light in a third
angular range towards the output surface, the output sur-
face extending between the input end and the redirecting
surface, the output surface being shaped to refract the
light provided by the redirecting surface in the third an-
gular range as refracted light and to output the refracted
light in a fourth angular range outside the output surface
of the solid secondary optic, the solid secondary optic
having an elongated configuration to provide the fourth
angular range with a longitudinal extension and a shorter,
transverse extension.
[0021] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. In some implementations,
the illumination device can further comprise a second
redirecting surface and a second output surface, the sec-
ond redirecting surface spaced from the input end of the
solid secondary optic and configured to reflect light re-
ceived at the input end of the solid secondary optic in the
second angular range and provide the reflected light in
a fifth angular range towards the second output surface,
the second output surface extending between the input
end and the second redirecting surface, the second out-
put surface being shaped to refract the light provided by
the second redirecting surface in the fifth angular range
as refracted light in a sixth angular range outside the
second output surface of the solid secondary optic, the
elongated configuration of the solid secondary optic con-

figured to provide the sixth angular range with a longitu-
dinal dimension. In some implementations, the illumina-
tion device can further comprise an elongated first reflec-
tor optic facing the output surface and arranged along
the longitudinal extension of the fourth angular range,
wherein the first reflector optic is shaped to reflect at least
some of the light output by the output surface of the solid
secondary optic in the fourth angular range as first re-
flected light, and to provide the first reflected light in a
seventh angular range, wherein the seventh angular
range is different than the fourth angular range.
[0022] In some implementations, the elongated first re-
flector optic is spaced apart from the output surface. In
some implementations, the illumination device can fur-
ther comprise an elongated second reflector optic facing
the second output surface and arranged along the lon-
gitudinal extension of the sixth angular range, wherein
the second reflector optic is shaped to reflect at least
some of the light output by the second output surface of
the solid secondary optic in the sixth angular range as
second reflected light, and to provide the second reflect-
ed light in an eight angular range, wherein the eighth
angular range is different than the sixth angular range.
The elongated second reflector optic can be spaced apart
from the second output surface.
[0023] In some implementations, the one or more sub-
strates include one integrally formed, elongated sub-
strate. In some implementations, the one or more sub-
strates include a plurality of substrates, the plurality of
substrates having an elongated configuration, In some
implementations, one or more of the LEEs and one or
more of the primary optics are integrally formed. In some
implementations, the one or more primary optics include
one integrally formed, elongated primary optic. In some
implementations, the one or more primary optics include
a plurality of primary optics, the plurality of primary optics
having an elongated configuration. In some implemen-
tations, the one or more primary optics are configured as
one or more solid primary optics and the light guide is
configured as a solid light guide. In some implementa-
tions, the one or more solid primary optics, the solid light
guide and the solid secondary optic are integrally formed
of one or more transparent materials, and the one or more
transparent materials have substantially matching refrac-
tive indices.
[0024] In some implementations, the illumination de-
vice can further comprise a reflective layer disposed on
the redirecting surface of the solid secondary optic. In
some implementations, the redirecting surface of the sol-
id secondary optic is configured to reflect at least some
of the light received at the input end of the solid secondary
optic in the second angular range via total internal reflec-
tion. The longitudinal extension of the fourth angular
range is perpendicular to a prevalent direction of propa-
gation of light emitted by the one or more LEEs in the
first angular range. In some implementations, a shape of
the input end of the light guide matches a shape of the
output end of the one or more primary optics. In some
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implementations, a shape of the input end of the solid
secondary optic matches a shape of the output end of
the light guide.
[0025] In one aspect, an illumination device includes
a substrate having first and second opposing surfaces,
such that each of the first and second surfaces are elon-
gated and have a longitudinal dimension and a trans-
verse dimension shorter than the longitudinal dimension;
a plurality of light-emitting elements (LEE) arranged on
the first surface of the substrate and distributed along the
longitudinal dimension, such that the LEEs emit, during
operation, light in a first angular range with respect to a
normal to the first surface of the substrate; one or more
primary optics arranged in an elongated configuration
along the longitudinal dimension of the first surface and
coupled with the LEEs, the one or more primary optics
being shaped to redirect light received from the LEEs in
the first angular range, and to provide the redirected light
in a second angular range, a divergence of the second
angular range being smaller than a divergence of the first
angular range at least in a plane perpendicular to the
longitudinal dimension of the first surface of the sub-
strate; a secondary optic comprising a redirecting surface
elongated along the longitudinal dimension, the redirect-
ing surface of the secondary optic being spaced apart
from and facing the one or more of the primary optics,
wherein the first and second portions of the redirecting
surface reflect light received from the one or more primary
optics in the second angular range, and provide the re-
flected light in third and fourth angular ranges with respect
to the normal to the first surface of the substrate, respec-
tively, wherein at least prevalent directions of the third
and fourth angular ranges are different from each other
and from a prevalent direction of propagation of light of
the second angular range at least perpendicular to the
longitudinal dimension of the first surface of the sub-
strate; and a tertiary optic comprising a first reflector elon-
gated along the longitudinal dimension, the first reflector
optic being spaced apart from and facing the first portion
of the redirecting surface of the secondary optic , wherein
the first reflector is shaped to reflect at least some of the
light provided by the first portion of the redirecting surface
of the secondary optic in the third angular range with
respect to the normal of the first surface of the substrate
as first reflected light in a fifth angular range with respect
to the normal to the first surface of the substrate, wherein
the fifth angular range is different than the third angular
range, such that a first portion of an intensity distribution
output by the illumination device during operation in-
cludes at least some of the first reflected light.
[0026] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. A second portion of the
intensity distribution output by the illumination device dur-
ing operation includes at least some of the light provided
by the second portion of the redirecting surface of the
secondary optic within the fourth angular range. In some
implementations, the tertiary optic can further include a

second reflector elongated along the longitudinal dimen-
sion, the second reflector being spaced apart from and
facing the second portion of the redirecting surface of the
secondary optic, wherein the second reflector optic is
shaped to reflect at least some of the light provided by
the second portion of the redirecting surface of the sec-
ondary optic in the fourth angular range as second re-
flected light, and to provide the second reflected light in
a sixth angular range with respect to the normal to the
first surface of the substrate, wherein the sixth angular
range is different than the fourth angular range, such that
the first portion of the intensity distribution output by the
illumination device during operation includes at least
some of the second reflected light. In some implementa-
tions, at least one of the first and second reflectors is
thermally coupled with the substrate. In some implemen-
tations, the one or more primary optics are configured as
one or more solid primary optics. In some implementa-
tions, the first and second reflectors at least in part trans-
mit at least some of the light received from the redirecting
surface, wherein a second portion of the intensity distri-
bution output by the illumination device during operation
includes the transmitted light. In some implementations,
the first and second reflectors have perforations config-
ured to provide the transmitted light. In some implemen-
tations, the first and second reflectors are arranged to
have partial overlap with the fourth and sixth angular
ranges, such that a second portion of then intensity dis-
tribution output by the illumination device during opera-
tion includes at least some of the light provided by the
first and second redirecting surfaces that passes the first
and second reflectors without being reflected.
[0027] A first parameter combination can include (i) an
intensity distribution of light provided by the one or more
LEEs within the first angular range, (ii) a shape of the
one or more primary optics, and (iii) a shape of the first
portion of the redirecting surfaces and an orientation
thereof, the first parameter combination determining the
fifth angular range, wherein the first parameter combina-
tion is tailored such that the fifth angular range matches
a predefined fifth angular range; a second parameter
combination comprises (iv) an intensity distribution of
light provided by the one or more LEEs within the first
angular range, (v) a shape of the one or more primary
optics, and (vi) a shape of the second portion of the re-
directing surface and an orientation thereof, the second
parameter combination determining the sixth angular
range, wherein the second parameter combination is tai-
lored such that the sixth angular range matches a pre-
defined sixth angular range, and a relative offset of the
first and second portions of the redirecting surface with
respect to the second angular range determines a rela-
tive distribution of light between the fifth angular range
and the sixth angular range, wherein the relative offset
is selected such that the relative distribution matches a
predefined relative distribution.
[0028] In some implementations, a first portion of the
intensity distribution output by the illumination device dur-
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ing operation includes the first reflected light, and a sec-
ond portion of the intensity distribution output by the illu-
mination device during operation includes at least some
of the light reflected from the second redirecting surface,
wherein the intensity distribution is asymmetric with re-
spect to the first portion and the second portion. In some
implementations, at least one of the first and second re-
flector comprises a curved portion and a substantially
planar portion. In some implementations, a system can
include N such illumination devices, where N is a number
larger or equal to 3, the N illumination devices arranged
such that the substrates of the illumination devices are
substantially coplanar, and each one of the illumination
devices outputs the first portion of the intensity distribu-
tion towards one or more opposite ones of the illumination
devices, and emits the second portion of the intensity
distribution away from each other. In some implementa-
tions, N can be an odd number. E.g., N equals 4.
[0029] In some implementations, the tertiary optics of
the illumination devices comprise a common reflector. In
some implementations, the redirecting surface compris-
es a reflective material, where the reflective material in-
cludes one or more of Ag or Al. In some implementations,
the secondary optic has a uniform cross-sectional shape
along the longitudinal dimension of the first surface of
the substrate. In some implementations, at least one of
the first and second portions of the redirecting surface
has a uniform cross-sectional shape perpendicular to the
longitudinal dimension of the first surface of the sub-
strate.
[0030] In some implementations, for a cross-sectional
plane perpendicular to the longitudinal dimension of the
first surface of the substrate, the redirecting surface has
an apex that separates the first and second portions of
the redirecting surface. In some implementations, the
apex of the redirecting surface is a rounded vertex with
a non-zero radius of curvature. In some implementations,
the first and second portions of the redirecting surface
have first and second arcuate shapes in the cross-sec-
tional plane perpendicular to the longitudinal dimension
of the first surface of the substrate. In some implemen-
tations, the first and second portions of the redirecting
surface have one or more first and second linear shapes
in the cross-sectional plane perpendicular to the longitu-
dinal dimension of the first surface of the substrate, such
that the apex has a v-shape in the cross-sectional plane.
In some implementations, for a cross-sectional plane per-
pendicular to the longitudinal dimension of the first sur-
face of the substrate, the redirecting surface is shaped
as an arc of a circle, and the first and second portions of
the redirecting surface represent first and second por-
tions of the arc of the circle. In some implementations,
the first and second portions of the redirecting surface
are separated, at least in part, by a slot, and for a cross-
sectional plane perpendicular to the longitudinal dimen-
sion of the first surface of the substrate that intersects
the slot, first and second curves corresponding to the first
and second portions of the redirecting surface are sep-

arated by a discontinuity.
[0031] In some implementations, at least portions of
the first and second portions of the redirecting surface
partially transmit light. In some implementations, either
of the first and second portions of the redirecting surface
comprise one or more slots, and for a cross-sectional
plane perpendicular to the longitudinal dimension of the
first surface of the substrate that intersects the one or
more slots, first and second curves corresponding to the
first and second portions of the redirecting surface com-
prise one or more discontinuities associated with the one
or more slots. In some implementations, for a cross-sec-
tional plane perpendicular to the longitudinal dimension
of the first surface of the substrate, either of the first and
second portions of the redirecting surface has one or
more apexes. In some implementations, for a cross-sec-
tional plane perpendicular to the longitudinal dimension
of the first surface of the substrate, the first portion of the
redirecting surface is shaped as a plurality of potentially
disjoint, piecewise differentiable first curves, and the sec-
ond portion of the redirecting surface is shaped as a plu-
rality of potentially disjoint, piecewise differentiable sec-
ond curves.
[0032] In some implementations, the substrate is inte-
grally formed. In some implementations, the substrate
comprises a plurality of substrate tiles distributed in an
elongated configuration, each of the substrate tiles cor-
responding to one or more of the plurality of LEEs. In
some implementations, the one or more solid primary
optics comprise one integrally formed, elongated primary
optic. In some implementations, the one or more primary
optics comprise a plurality of primary optics, the plurality
of primary optics distributed in an elongated configura-
tion. In some implementations, the plurality of LEEs and
the one or more primary optics are integrally formed.
[0033] An angular range comprises (i) a divergence of
the angular range and (ii) a prevalent direction of prop-
agation of light in the angular range, wherein the preva-
lent direction of propagation corresponds to a direction
along which a portion of an intensity distribution has a
maximum, and the divergence corresponds to a solid an-
gle outside of which the intensity distribution drops below
a predefined fraction of the maximum of the intensity dis-
tribution. In some implementations, the predefined frac-
tion is 5%.
[0034] In one aspect, an illumination device includes
one or more light-emitting elements (LEEs) operatively
disposed on one or more substrates and configured to
emit light in a first angular range; one or more primary
optics optically coupled with the one or more LEEs and
configured to direct light received from the one or more
LEEs in the first angular range and provide directed light
in a second angular range, the second angular range
being smaller than the first angular range; and a second-
ary optic spaced apart from the one or more primary op-
tics and arranged to receive light from the one or more
primary optics in the second angular range, the second-
ary optic having a redirecting surface configured to reflect
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light received from the one or more primary optics in the
second angular range and provide the reflected light in
a third angular range, the third angular range being dif-
ferent from the second angular range, the secondary op-
tic having an elongated configuration to provide the third
angular range with a longitudinal extension and a shorter,
transverse extension.
[0035] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. In some implementations,
the illumination device can further include a second re-
directing surface, the second redirecting surface config-
ured to reflect light received from the one or more primary
optics in the second angular range and provide the re-
flected light in a fourth angular range, the fourth angular
range being different from the second angular range and
the third angular range, the elongated configuration of
the secondary optic configured to provide the fourth an-
gular range with a longitudinal extension. In some imple-
mentations, the illumination device can further include
an elongated first reflector optic being spaced apart from
and facing the redirecting surface and arranged along
the longitudinal extension of the third angular range,
wherein the first reflector optic is shaped to reflect at least
some of the light received from the redirecting surface in
the third angular range as first reflected light, and to pro-
vide the first reflected light in a fifth angular range, where-
in the fifth angular range is different than the third angular
range at least perpendicular to the longitudinal extension
of the third angular range. In some implementations, the
illumination device can further include an elongated sec-
ond reflector optic being spaced apart from and facing
the redirecting surface and arranged along the longitu-
dinal extension of the fourth angular range, wherein the
second reflector optic is shaped to reflect at least some
of the light received from the second redirecting surface
in the fourth angular range as second reflected light, and
to provide the second reflected light in a sixth angular
range, wherein the sixth angular range is different than
the fourth angular range at least perpendicular to the lon-
gitudinal extension of the fourth angular range.
[0036] In some implementations, the one or more sub-
strates include one integrally formed, elongated sub-
strate. In some implementations, the one or more sub-
strates include a plurality of substrates, the plurality of
substrates having an elongated configuration. In some
implementations, one or more of the LEEs and one or
more of the primary optics are integrally formed. In some
implementations, the one or more primary optics include
one integrally formed, elongated primary optic. In some
implementations, the one or more primary optics include
a plurality of primary optics, the plurality of primary optics
having an elongated configuration. In some implemen-
tations, the one or more primary optics are configured as
one or more solid primary optics. In some implementa-
tions, the longitudinal extension of the third angular range
is perpendicular to a prevalent direction of propagation
of light emitted by the one or more LEEs in the first angular

range.
[0037] In one aspect, an illumination device includes
one or more light-emitting elements (LEEs) operatively
disposed on a first surface of a substrate and configured
to emit light in a first angular range; one or more primary
optics optically coupled with the one or more LEEs and
configured to direct light received from the one or more
LEEs in the first angular range and provide directed light
in a second angular range with respect to the first surface
of the substrate, the second angular range being smaller
than the first angular range; a secondary optic spaced
apart from the one or more primary optics and arranged
to receive light from the one or more primary optics in
the second angular range, the secondary optic having a
redirecting surface having and apex facing the one or
more primary optics and configured to reflect light re-
ceived from the one or more primary optics in the second
angular range and provide the reflected light in a third
angular range with respect to the first surface of the sub-
strate, the third angular range being different from the
second angular range, the secondary optic defining an
optical axis through the apex; and a reflector optic spaced
apart from and facing the redirecting surface, the reflector
optic shaped to reflect at least some of the light received
from the redirecting surface in the third angular range as
first reflected light, and to provide the first reflected light
in a fifth angular range with respect to the first surface of
the substrate, wherein the fifth angular range is different
than the third angular range at least within a sectional
plane through the optical axis.
[0038] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. In some implementations,
the secondary optic has rotational symmetry about the
optical axis through the apex. In some implementations,
one or more cross sections of at least a portion of at least
one of the primary optics, the secondary optic and the
reflector optic comprise a plurality of at least one of a
straight and an arcuate portion. In some implementa-
tions, the one or more cross sections form an N-sided
polygon. E.g., N is an odd number. In some implemen-
tations, the polygon is a regular polygon. In some imple-
mentations, the one or more cross sections refer to
planes perpendicular to the optical axis of the secondary
optic. In some implementations, the one or more cross
sections refer to planes parallel to the optical axis of the
secondary optic. In some implementations, one or more
of the LEEs, one or more of the primary optics, and the
reflector optic have rotational symmetry about the optical
axis of the secondary optic. In some implementations,
the rotational symmetry is a discrete rotational symmetry.
In some implementations, the rotational symmetry of the
secondary optic is a discrete rotational symmetry. In
some implementations, one or more of the LEEs, one or
more of the primary optics, the secondary optic and the
reflector optic are asymmetric with respect to the optical
axis of the secondary optic.
[0039] In some implementations, a parameter combi-
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nation comprises (i) a shape of the one or more primary
optics, (ii) a shape of the redirecting surface and an ori-
entation thereof relative to the one or more primary optics,
and (iii) an intensity distribution of light provided by the
one or more LEEs within the first angular range; the pa-
rameter combination determining the third angular range,
wherein the parameter combination is tailored such that
the third angular range matches a predefined third an-
gular range. In some implementations, a relative offset
of one or more of the LEEs, one or more of the primary
optics, and the secondary optic with respect to one or
more of one or more of the LEEs, one or more of the
primary optics, and the secondary optic determines an
asymmetry of the third angular range, wherein the rela-
tive offset is selected such that the asymmetry of the third
angular range matches a predefined asymmetry. In some
implementations, the one or more LEEs provide an asym-
metric first angular range and the parameter combination
is tailored to provide a substantially asymmetric prede-
fined third angular range. In some implementations, the
one or more LEEs provide a substantially symmetric first
angular range and the parameter combination is tailored
to provide a substantially asymmetric predefined third
angular range.
[0040] In some implementations, a first portion of the
intensity distribution output by the illumination device dur-
ing operation includes at least some of the first reflected
light. In some implementations, the reflector optic at least
in part transmits at least some of the light received from
the redirecting surface, wherein a second portion of the
intensity distribution output by the illumination device dur-
ing operation includes the transmitted light. In some im-
plementations, the first and second reflectors have per-
forations configured to provide the transmitted light. In
some implementations, the reflector optic is arranged to
have partial overlap with the third angular range, such
that a second portion of the intensity distribution output
by the illumination device during operation includes at
least some of the light provided by the redirecting sur-
faces that passes the reflector optic without being reflect-
ed. In some implementations, the redirecting surface
comprises a reflective material, where the reflective ma-
terial includes one or more of Ag or Al.
[0041] In some implementations, the apex of the redi-
recting surface is a rounded vertex with a non-zero radius
of curvature. In some implementations, the redirecting
surface has one or more linear shapes in one or more
cross-sectional planes through the optical axis of the sec-
ondary optic. In some implementations, the redirecting
surface is shaped as arcs of a circle. In some implemen-
tations, the redirecting surface includes an opening. In
some implementations, at least portions the redirecting
surface partially transmit light. In some implementations,
for a cross-sectional plane the redirecting surface is
shaped as a plurality of potentially disjoint, piecewise dif-
ferentiable curves. In some implementations, the sub-
strate is integrally formed, in some implementations, the
substrate comprises a plurality of substrate tiles distrib-

uted in an elongated configuration, each of the substrate
tiles corresponding to one or more of the LEEs. In some
implementations, the one or more primary optics are in-
tegrally formed. In some implementations, the one or
more LEEs and the one or more primary optics are inte-
grally formed.
[0042] An angular range comprises (i) a divergence of
the angular range and (ii) a prevalent direction of prop-
agation of light in the angular range, wherein the preva-
lent direction of propagation corresponds to a direction
along which a portion of an intensity distribution has a
maximum, and the divergence corresponds to a solid an-
gle outside of which the intensity distribution drops below
a predefined fraction of the maximum of the intensity dis-
tribution. E.g., the predefined fraction is 5%.
[0043] In one aspect, an illumination device includes
one or more light-emitting elements (LEEs) operatively
disposed on a substrate [3476] and configured to emit
light in a first angular range with respect to a normal to
a first surface of the substrate; one or more primary optics
optically coupled with the one or more LEEs and config-
ured to direct light received from the one or more LEEs
in the first angular range at one or more input ends of the
one or more primary optics, and provide directed light in
a second angular range at one or more output ends of
the one or more primary optics, a divergence of the sec-
ond angular range being smaller than a divergence of
the first angular range; a light guide optically coupled at
an input end of the light guide with the one or more output
ends of the one or more primary optics, the light guide
shaped to guide light received from the one or more pri-
mary optics in the second angular range to an output end
of the light guide and provide guided light in substantially
the same second angular range with respect to the first
surface of the substrate at the output end of the light
guide; and a secondary optic optically coupled with the
second end of the light guide at an input end of the sec-
ondary optic to receive light from the light guide, the sec-
ondary optic having a redirecting surface spaced from
the input end of the secondary optic and an output sur-
face, the redirecting surface having an apex facing the
input end of the secondary optic and configured to reflect
light received at the input end of the secondary optic in
the second angular range and provide the reflected light
in a third angular range with respect to the normal to the
first surface of the substrate towards the output surface,
the output surface shaped to refract the light provided by
the redirecting surface in the third angular range as re-
fracted light and to output the refracted light in a fourth
angular range with respect to the normal to the first sur-
face of the substrate outside the output surface of the
secondary optic, the secondary optic defining an optical
axis through the apex; wherein the one or more primary
optics, the light guide and the secondary optic are inte-
grally formed of a transparent material.
[0044] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. In some implementations,
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the secondary optic has rotational symmetry about the
optical axis through the apex. In some implementations,
the illumination device can further include a reflector optic
facing the output surface, the reflector optic shaped to
reflect at least some of the light output by the output sur-
face of the secondary optic in the fourth angular range
as first reflected light, and to provide the first reflected
light in a fifth angular range with respect to the normal to
the first surface of the substrate, wherein the fifth angular
range is different than the fourth angular range.
[0045] In some implementations, one or more cross
sections of at least a portion of at least one of the primary
optics, the light guide, the secondary optic and the re-
flector optic comprise a plurality of at least one of a
straight and an arcuate portion. In some implementa-
tions, the one or more cross sections form an N-sided
polygon. E.g., N is an odd number. In some implemen-
tations, the polygon is a regular polygon. In some imple-
mentations, the one or more cross sections refer to
planes perpendicular to the optical axis of the secondary
optic. In some implementations, the one or more cross
sections refer to planes parallel to the optical axis of the
secondary optic. In some implementations, one or more
of the LEEs, one or more of the primary optics, the light
guide and the reflector optic have rotational symmetry
about the optical axis of the secondary optic. In some
implementations, the rotational symmetry is a discrete
rotational symmetry. In some implementations, the rota-
tional symmetry of the secondary optic is a discrete ro-
tational symmetry. In some implementations, one or
more of the LEEs, one or more of the primary optics, the
secondary optic and the reflector optic are asymmetric
with respect to the optical axis of the secondary optic. In
some implementations, at least a portion of at least one
of the primary optics, the light guide, the secondary optic
and the reflector optic has a uniform cross section along
an extension of the corresponding portion.
[0046] A parameter combination comprises (i) a shape
of the one or more primary optics, (ii) a shape of the
redirecting surface and an orientation thereof relative to
the input end of the secondary optic, (iii) a shape of the
output surface and an orientation thereof relative to the
redirecting surface, (iv) a configuration of the light guide,
and (v) an intensity distribution of light provided by the
one or more LEEs within the first angular range; the pa-
rameter combination determining the fourth angular
range, wherein the parameter combination is tailored
such that the fourth angular range matches a predefined
fourth angular range. In some implementations, a relative
offset of one or more of the LEEs, one or more of the
primary optics, the light guide, and the secondary optic
with respect to one or more of one or more of the LEEs,
one or more of the primary optics, the light guide and the
secondary optic determines an asymmetry of the fourth
angular range, wherein the relative offset is selected such
that the asymmetry of the fourth angular range matches
a predefined asymmetry.
[0047] In some implementations, the one or more LEEs

provide an asymmetric first angular range and the pa-
rameter combination is tailored to provide a substantially
asymmetric predefined fourth angular range. In some im-
plementations, the one or more LEEs provide a substan-
tially symmetric first angular range and the parameter
combination is tailored to provide a substantially asym-
metric predefined fourth angular range, In some imple-
mentations, the reflector optic is spaced apart from the
output surface of the secondary optic. In some imple-
mentations, the reflector optic is coupled to an edge of
the output surface of the secondary optic, and at least a
portion of the reflector optic is an involute of at least a
portion of the output surface of the solid secondary optic
with respect to at least one cross section of the illumina-
tion device through the optical axis. In some implemen-
tations, a first portion of the intensity distribution output
by the illumination device during operation includes at
least some of the first reflected light. In some implemen-
tations, the reflector optic at least in part transmits at least
some of the light output by the output surface of the solid
secondary optic in the fourth angular range, wherein a
second portion of the intensity distribution output by the
illumination device during operation includes the trans-
mitted light. In some implementations, the reflector optic
has perforations, the perforations being positioned to
transmit at least some of the light output by the output
surface of the solid secondary optic in the fourth angular
range, wherein the second portion of the intensity distri-
bution output by the illumination device during operation
includes the transmitted light. In some implementations,
the reflector optic includes one or more transparent por-
tions, the one or more transparent portions being posi-
tioned to transmit at least some of the light output by the
output surface of the solid secondary optic in the fourth
angular range, wherein the second portion of the intensity
distribution output by the illumination device during op-
eration includes the transmitted light. In some implemen-
tations, the reflector optic is arranged to have partial over-
lap with the fourth angular range, such that a second
portion of the intensity distribution output by the illumina-
tion device during operation includes at least some of the
light output by the output surface of the solid secondary
optic within the fourth angular range that passes the re-
flector optic without being reflected.
[0048] In some implementations, the reflector optic is
thermally coupled with the substrate. In some implemen-
tations, the redirecting surface comprises a reflective ma-
terial, where the reflective material includes one or more
of Ag or Al. In some implementations, apex of the redi-
recting surface is a rounded vertex with a non-zero radius
of curvature. In some implementations, the redirecting
surface has arcuate shapes in a cross-sectional plane
parallel to the optical axis of the secondary optic. In some
implementations, the redirecting surface has linear
shapes in a cross-sectional plane parallel to the optical
axis, such that the apex has a v-shape in the cross-sec-
tional plane. In some implementations, for a cross-sec-
tional plane parallel to the optical axis of the secondary
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optic, the redirecting surface is shaped as an arc of a
circle, In some implementations, the redirecting surface
has an opening. In some implementations, at least por-
tions of the redirecting surface partially transmit light. In
some implementations, In some implementations, for a
cross-sectional plane through the optical axis of the sec-
ondary optic, the first portion of the redirecting surface is
shaped as a plurality of potentially disjoint, piecewise dif-
ferentiable first curves.
[0049] In some implementations, the substrate is inte-
grally formed. In some implementations, the substrate
comprises a plurality of substrate tiles. In some imple-
mentations, oone or more primary optics are integrally
formed. In some implementations, the one or more LEEs
and the one or more primary optics are integrally formed.
[0050] An angular range comprises (i) a divergence of
the angular range and (ii) a prevalent direction of prop-
agation of light in the angular range, wherein the preva-
lent direction of propagation corresponds to a direction
along which a portion of an intensity distribution has a
maximum, and the divergence corresponds to a solid an-
gle outside of which the intensity distribution drops below
a predefined fraction of the maximum of the intensity dis-
tribution. The predefined fraction can be 5%.
[0051] In one aspect, an illumination device includes
a substrate having first and second opposing surfaces,
such that each of the first and second surfaces are elon-
gated and have a longitudinal dimension and a trans-
verse dimension shorter than the longitudinal dimension;
a plurality of light-emitting elements (LEE) arranged on
the first surface of the substrate and distributed along the
longitudinal dimension, such that the LEEs emit, during
operation, light in a first angular range with respect to a
normal to the first surface of the substrate; one or more
primary optics arranged in an elongated configuration
along the longitudinal dimension of the first surface and
coupled with the LEEs, the one or more primary optics
being shaped to redirect light received from the LEEs in
the first angular range, and to provide the redirected light
in a second angular range, a divergence of the second
angular range being smaller than a divergence of the first
angular range at least in a plane perpendicular to the
longitudinal dimension of the first surface of the sub-
strate; and a secondary optic comprising a reflector optic
elongated along the longitudinal dimension, the reflector
optic being spaced apart, from and facing the one or more
primary optics, wherein the reflector optic is shaped to
reflect at least some of the light provided by the one or
more primary optics in the second angular range as re-
flected light in a third angular range with respect to the
normal to the first surface of the substrate, wherein the
third angular range is different than the second angular
range, such that at least some of the reflected light rep-
resents a first portion of the intensity distribution output
by the illumination device during operation.
[0052] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. In some implementations,

the one or more primary optics comprises one integrally
formed primary optic.
[0053] In one aspect, a luminaire includes at least one
light-emitting diode (LED); a light guide including two op-
posing planar surfaces both extending from a first end to
a second end, the light guide being positioned to receive
at the first end light emitted by the light-emitting diode
and guide it between the planar surfaces to the second
end; and an optical extractor optically coupled to the light
guide at the second end, the optical extractor including
a first optical interface and a second optical interface, the
first optical interface being positioned to reflect light ex-
iting the light guide and the second optical interface being
configured to transmit light reflected by the first optical
interface.
[0054] The foregoing and other embodiments can
each optionally include one or more of the following fea-
tures, alone or in combination. In some implementations,
the at least one LED includes a plurality ofLEDs arranged
in a row. In some implementations, each of the at least
one LED can have substantially the same emission spec-
trum. In some implementations, each of the at least one
LED can emit white light during operation. In some im-
plementations, at least some of the at least one LED can
be colored LEDs. In some implementations, at least
some of the at least one LED can be blue, violet, or ultra-
violet LEDs.
[0055] In some implementations, the luminaire can in-
clude a wavelength conversion material positioned re-
mote from the at least one LED in a path of light emitted
by the at least one LED, the wavelength conversion ma-
terial being arranged to convert at least some of the light
from the at least one LED into light of a longer wavelength.
In some implementations, at least one LED can have a
nominal power in a range from 0.1W to 2W.
[0056] In some implementations, the luminaire can in-
clude an optical element positioned to receive light emit-
ted from the at least one LED and redirect the light to the
first end of the light guide. In some implementations, the
optical element can include at least one optical interface
shaped to collimate the light in at least one dimension.
For example, the at least one optical interface of the op-
tical element is shaped to collimate the light in two di-
mensions. As another example, the at least one optical
interface of the optical element has a parabolic cross-
sectional profile. As another example, the optical element
is optically coupled to the first end of the light guide. As
another example, the optical element is integrally-formed
with the light guide.
[0057] In some implementations, the opposing planar
surfaces of the light guide can be parallel. In some im-
plementations, the light guide can be formed from a di-
electric material. In some implementations, the light
guide can be a rectangular piece of dielectric material
having a length, a width, and a thickness, where the width
corresponds to the dimension of the rectangle between
the first and second ends, the thickness corresponds to
the dimension between the opposing planar surfaces,
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and the length corresponds to the dimension orthogonal
to the width and the thickness, the length being larger
than the width and the thickness. For example, the width
is larger than the thickness. The thickness can be 1 cm
or less, for instance. As another example, the dielectric
material is an organic polymer. As another example, the
organic polymer is acrylic. As another example, the die-
lectric material is an inorganic glass.
[0058] In some implementations, for a cross-sectional
plane, the first optical interface can have a shape that
includes a vertex. For example, the optical extractor has
a uniform cross-sectional shape along an axis extending
orthogonal to the cross-sectional plane. As another ex-
ample, the first optical interface includes a first planar
portion and a second planar portion that meet at an edge
corresponding to the vertex in the cross-sectional plane.
Further, planar light guide surfaces can be arranged
asymmetrically about a notional plane extending be-
tween the first and second ends and the edge of the first
optical interface lies in the notional plane, Furthermore,
the first and second planar portions can be arranged sym-
metrically with respect to national plane. Also, the first
and second planar portions can be arranged asymmet-
rically with respect to the notional plane.
[0059] In some implementations, the first optical inter-
face of the optical extractor can have a v-shape in the
cross-sectional plane. In some implementations, the sec-
ond interface has a portion having an arcuate shape in
the cross-sectional plane. The arcuate portion can have
a constant radius of curvature.
[0060] In some implementations, the optical extractor
can include a portion formed from a dielectric material,
where a first surface of the portion corresponds to the
first optical interface and a second surface of the portion
corresponds to the second optical interface. In some im-
plementations, the optical extractor can include a portion
formed from a second material adjacent to the first sur-
face, the first optical interface being the interface be-
tween the portion of the second material and the portion
of the dielectric material. For example, the second ma-
terial is a reflective material. As another example, the
second material is a metal. For instance, the metal can
be aluminum.
[0061] In some implementations, the optical extractor
can include a cylindrical element having a cylinder axis
and a wedge-shaped groove extending along a cylinder
axis. For example, the cylindrical element is formed from
a dielectric material and the optical extractor further in-
cludes a second material disposed on the surfaces of the
wedge-shaped groove to for the first optical interface. As
another example, the surface of the wedge-shaped
groove is the first optical interface and the cylindrical sur-
face of the cylindrical element is the second optical in-
terface.
[0062] In some implementations, the light guide can
be optically coupled to the optical extractor. In some im-
plementations, the light guide can be integrally-formed
with the optical extractor. In some implementations, for

a cross-sectional plane, the first optical interface has a
first arcuate shape and the second optical interface has
a second arcuate shape. In some implementations, the
optical extractor can have a uniform cross-sectional
shape along an axis extending orthogonal to the cross-
sectional plane. In some implementations, the optical ex-
tractor can extend beyond a first of the planar surfaces
in the cross-sectional plane in the direction normal to the
first planar surface, but does not extend beyond the sec-
ond planar surface in the direction normal to the second
planar surface.
[0063] In some implementations, the optical element
and optical extractor can be shaped so that, in a first
plane, the luminaire directs substantially all of the light
into a range of solid angles from -45 degrees to 45 de-
grees, where 0 degrees corresponds to a normal of a
planar surface of the light guide. In some implementa-
tions, the optical element and optical extractor can be
shaped so that the luminaire asymmetrically distributes
the light about 0 degrees in the first plane. In some im-
plementations, the optical element and optical extractor
can be shaped so that, in a second plane orthogonal to
the first plane, the luminaire directs substantially all of
the light into a range of solid angles from -45 degrees to
45 degrees, where 0 degrees corresponds to the normal
of the planar surface of the light guide. In some imple-
mentations, for a cross-sectional plane, the second op-
tical interface can have a shape that is an arc of constant
radius, R, and the first optical interface is disposed within
a notional circle of radius R/n concentric with the arc,
where n is a refractive index of a material from which the
optical extractor is formed.
[0064] In some implementations, the luminaire can in-
clude a reflector positioned remote from the optical ex-
tractor and positioned to receive at least some of the light
transmitted by the second optical interface. The reflector
can include a first portion and a second portion, the first
and second portions extending on opposing sides of the
light guide. Further, the first and second portions each
can include a curved surface positioned to receive light
transmitted by the second optical interface. Furthermore,
in a cross-sectional plane, the curved surfaces can be
concave in shape. Also, the curved surfaces can be spec-
ularly reflecting surfaces. Further, the first and second
portions can be perforated, the perforations being posi-
tioned to transmit at least some of the light transmitted
by the second optical interface.
[0065] In some implementations, the optical element,
optical extractor, and reflector can be shaped so that, in
a first plane, the luminaire directs the light into a range
of solid angles substantially symmetrically about 0 de-
grees, where 0 degrees corresponds to the direction ex-
tending from the first end of the light guide to the second
end. In some implementations, the optical element, op-
tical extractor, and reflector can be shaped so that, in a
first plane, the luminaire directs the light into a range of
angles substantially asymmetrically about 0 degrees,
where 0 degrees corresponds to the direction extending
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from the first end of the light guide to the second end. In
some implementations, the optical element, optical ex-
tractor, and reflector can shaped so that, in a first plane,
the luminaire directs at least some of the light into a range
of angles from -45 degrees to 45 degrees, where 0 de-
grees corresponds to the direction extending from the
first end of the light guide to the second end. In some
implementations, the optical elements, optical extractor,
and reflector can be shaped so that, in the first plane, the
luminaire directs substantially all of the light into the range
of angles from -45 degrees to 45 degrees. In some im-
plementations, the optical element, optical extractor, and
reflector can be shaped so that, in the first plane, the
luminaire directs none of the light into any angle from -90
degrees to -45 degrees and from 45 degrees to 90 de-
grees. In some implementations, the optical element, op-
tical extractor, and reflector can be shaped so that, in the
first plane, the luminaire directs at least some of the light
into a range of angles from -110 degrees to -90 degrees
and from 90 degrees to 110 degrees. In some implemen-
tations, the optical element, optical extractor, and reflec-
tor are shaped so that, in a first plane, the luminaire di-
rects at least some of the light into a range of angles from
-90 degrees to -45 degrees and from 45 degrees to 90
degrees, where 0 degrees corresponds to the direction
extending from the first end of the light guide to the sec-
ond end.
[0066] In some implementations, the optical element,
optical extractor, and reflector can be shaped so that, in
the first plane, the luminaire directs substantially all of
the light into the range of angles from -90 degrees to -45
degrees and from 45 degrees to 90 degrees. In some
implementations, the optical element, optical extractor,
and reflector are shaped so that, in the first plane, the
luminaire is brightest in a range of angles from -75 de-
grees to -60 degrees and from 60 degrees to 75 degrees.
[0067] In another aspect a method includes attaching
the luminaire of claim 1 to a ceiling and electrically con-
necting a power source to the luminaire. In some imple-
mentations, the ceiling is a ceiling of a room in a building.
In some implementations, the ceiling is a ceiling of a ga-
rage.
[0068] In another aspect a luminaire includes at least
one light-emitting diode (LED); a light guide including two
opposing surfaces both extending from a first end to a
second end, the light guide being positioned to receive
at the first end light emitted by the light-emitting diode
and guide it between the surfaces to the second end; a
reflector; and an optical extractor extending along a lon-
gitudinal axis orthogonal to a first direction between the
first and second ends of the light guide, the optical ex-
tractor being remote from the reflector and being optically
coupled to the light guide at the second end, the optical
extractor being arranged to redirect light exiting the light
guide towards the reflector, where the optical extractor
and reflector are shaped so that, in a first plane, the lu-
minaire directs at least some of the light into a first range
of angles from -90 degrees to 90 degrees and directs

substantially none of the light into a second range of an-
gles from -90 degrees to 90 degrees, where 0 degrees
corresponds to the first direction.
[0069] In another aspect, an illumination system in-
cludes a plurality of luminaires, each luminaire including
a plurality of light-emitting diodes (LEDs) arranged along
a corresponding first axis; an optical extractor extending
along a corresponding longitudinal axis parallel to the
first axis; and a light guide positioned to receive at a first
end of the light guide light emitted by the light-emitting
diodes and guide it to a second end of the light guide,
where the optical extractor is optically coupled to the light
guide at the second end, the optical extractor being
shaped to redirect the light guided by the light guide into
a range of angles on either side of the light guide, and
where the luminaires are connected to each other to form
a polygon such that the longitudinal axes of the connect-
ed modules lie in a common plane.
[0070] In some implementations, the polygon has a
maximum dimension less than 2 feet. In some implemen-
tations, the polygon is a quadrilateral. In some implemen-
tations, the polygon includes four or more modules. In
some implementations, the optical extractor is shaped to
redirect light into different ranges of angles on opposing
sides of the light guide. In some implementations, the
optical extractor includes a first optical interface posi-
tioned to receive the light from the light guide and reflect
the light either side of the light guide. For example, for a
cross-sectional plane, the first optical interface has a
shape that includes a vertex.
[0071] In some implementations, the optical extractor
can further include a second optical interface positioned
in the path of the light reflected by the first optical interface
and configured to transmit the light into the range of an-
gles. For a cross-sectional plane, the second interface
can have a portion having an arcuate shape. The arcuate
portion can have a constant radius of curvature.
[0072] In another aspect, a luminaire includes a plu-
rality of light-emitting diodes (LEDs) extending along a
first axis; at least one collector arranged to receive light
emitted by the LEDs and redirect the light in a range of
directions orthogonal to the first axis, at least partially
collimating the light; a first reflective surface extending
along a longitudinal axis parallel to the first axis, wherein
the first axis and longitudinal axis lie in a common plane
and at least a portion of the reflective surface is positioned
to receive the light from the at least one collector and
reflect the light into a range of angles on only one side
of the common plane.
[0073] In some implementations, the at least one col-
lector includes a plurality of collectors, each arranged to
receive light emitted by a corresponding one of the plu-
rality of LEDs. In some implementations, the at least one
collector includes at least one optical interface shaped
to collimate the light in at least one dimension. The at
least one optical interface of the optical element can be
shaped to collimate the light in two dimensions. In some
implementations, for a cross-section, the at least one op-
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tical interface of the optical element can have a parabolic
shape. In some implementations, the at least one collec-
tor can include an element formed from a solid dielectric
material, the element being arranged to transmit light
from the LEDs towards the first reflective surface. For
example, the at least one collector includes a reflective
surface arranged to reflect light from the LEDs towards
the first reflective surface. As another example, the first
reflective surface is a curved surface. The curved surface
can be a concave surface. In some implementations, the
at least one collector and first reflective surface can be
shaped so that the luminaire illuminates only the one side
of the common plane.
[0074] In another aspect, an article includes a cabinet;
and a luminaire as described for the foregoing implemen-
tation mounted to a surface of the cabinet.
[0075] In another aspect, an article includes a piece of
furniture having a work surface; the luminaire described
above; and a mounting fixture arranged to position the
luminaire to illuminate the work surface.
[0076] In another aspect, a luminaire includes at least
one light-emitting diode (LED) positioned at a first plane;
a light guide including two opposing surfaces both ex-
tending from a first end to a second end, where the first
and second ends define a direction orthogonal to the first
plane and the light guide is positioned to receive at the
first end light emitted by the light-emitting diode and guide
it between the surfaces to the second end; a first surface
positioned to reflect slight exiting the light guide into a
range of angles towards the first plane; and a second
surface arranged to extend through the range of angles
and reflect at least some of the light reflected by the first
surface away from the first plane.
[0077] The term "optical axis" is used herein to refer to
an imaginary line that defines a path along or proximate
which light propagates. An optical axis may correlate with
one or more axes or planes of symmetry of components
of an optical system or apparatus. A plurality of optical
axes that refer to a planar or non-planar notional surface
may be referred to herein as an optical plane.
[0078] The term "rotational symmetry" is used herein,
as the case may be, to refer to invariance under discrete
or continuous rotation.
[0079] The terms "collimation" and "collimate" are used
herein to refer to the degree of alignment of rays of light
or the act of increasing such alignment including the re-
duction of divergence of the propagation directions of a
plurality of light rays, also referred to as a beam of light,
or simply light.
[0080] The term "light-emitting element" (LEE), also re-
ferred to as a light emitter, is used to define any device
that emits radiation in one or more regions of the elec-
tromagnetic spectrum from among the visible region, the
infrared region and/or the ultraviolet region, when acti-
vated. Activation of an LEE can be achieved by applying
a potential difference across components of the LEE or
passing a current through components of the LEE, for
example. A light-emitting element can have monochro-

matic, quasi-monochromatic, polychromatic or broad-
band spectral emission characteristics. Examples of
light-emitting elements include semiconductor, organic,
polymer/polymeric light-emitting diodes, other mono-
chromatic, quasi-monochromatic or other light-emitting
elements. Furthermore, the term light-emitting element
is used to refer to the specific device that emits the radi-
ation, for example a LED die, and can equally be used
to refer to a combination of the specific device that emits
the radiation (e.g., a LED die) together with a housing or
package within which the specific device or devices are
placed. Examples of light emitting elements include also
lasers and more specifically semiconductor lasers, such
as vertical cavity surface emitting lasers (VCSELs) and
edge emitting lasers. Further examples include superlu-
minescent diodes and other superluminescent devices.
[0081] The term "light-converting material" (LCM), also
referred to as "wavelength-conversion material" or phos-
phor is used herein to define a material that absorbs pho-
tons according to a first spectral distribution and emits
photons according to a second spectral distribution. The
terms light conversion, wavelength conversion and/or
color conversion are used accordingly. Light-converting
material may be referred to as photoluminescent or color-
converting material, for example. Light-converting mate-
rials may include photoluminescent substances, fluores-
cent substances, phosphors, quantum dots, semicon-
ductor-based optical converters, or the like. Light-con-
verting materials may include rare earth or other materi-
als including, for example, Ce, Yt, Te, Eu and other rare
earth elements, Ce:YAG, TAG, nitride, oxynitride, sili-
cate, CdSe quantum dot material, AlInGaP quantum dot
material. As used herein, an LCM is typically configured
to generate longer wavelength light from pump light such
as visible light or ultraviolet pump light, for example. Dif-
ferent LCM may have different first and/or second spec-
tral distributions.
[0082] As used herein, the term "optical interface" re-
fers to the interface between two materials having differ-
ent optical properties. Examples of optical interfaces in-
clude a surface of an optical element (i.e., the interface
between the material forming the optical element and the
ambient atmosphere), the interface between adjacent
optical elements, and the interface between an optical
element and a coating disposed on the elements surface.
[0083] As used herein, providing light in an "angular
range" refers to providing light that propagates in a prev-
alent direction and has a divergence with respect to the
propagation direction. In this context, the term "prevalent
direction of propagation" refers to a direction along which
a portion of an intensity distribution of the propagating
light has a maximum. For example, the prevalent direc-
tion of propagation associated with the angular range
can be an orientation of a lobe of the intensity distribution.
Also in this context, the term "divergence" refers to a solid
angle outside of which the intensity distribution of the
propagating light drops below a predefined fraction of a
maximum of the intensity distribution. For example, the
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divergence associated with the angular range can be the
width of the lobe of the intensity distribution. The prede-
fined fraction can be 10%, 5%, 1%, or other values, de-
pending on the lighting application.
[0084] As used herein, the term "about" refers to a +/-
10% variation from the nominal value.
[0085] Unless defined otherwise, all technical and sci-
entific terms used herein have the same meaning as com-
monly understood by one of ordinary skill in the art to
which this technology belongs.

BRIEF DESCRIPTION OF THE DRAWINGS

[0086]

FIG. 1 is a schematic diagram of an embodiment of
a luminaire.
FIGs. 2A-2G show different aspects of a luminaire.
FIG. 3 is an intensity profile of an embodiment of a
luminaires.
FIG. 4 is a schematic diagram showing aspects of a
Weierstrass configuration.
FIG. 5 is a view of an embodiment of a luminaire.
FIG. 6 is a view of another embodiment of a lumi-
naire.
FIG. 7 is a view of yet another embodiment of a lu-
minaire.
FIG. 8 is a view of an embodiment of a troffer lumi-
naires.
FIG. 9 is an intensity profile of an embodiment of a
troffer luminaire.
FIGs. 10A-10C show aspects of an intensity distri-
bution from an array of troffer luminaires at a target
surface.
FIGS. 11A and 11 B are views of an embodiment of
a pendant luminaire.
FIG. 11C is a polar plot of a simulated intensity profile
of an embodiment of a pendant luminaire.
FIG. 12A is a view of an embodiment of a luminaire
used to provide direct and indirect components of a
light intensity distribution.
FIG. 12B is a view of another embodiment of a lumi-
naire used to provide direct and indirect components
of a light intensity distribution.
FIGs. 13A-13F show different aspects of an asym-
metric luminaire.
FIGS. 14A-14G show different aspects of a troffer
luminaire.
FIGs. 15A-15D show different arrangements of lu-
minaires.
FIGs. 16A-16F show different arrangements of
asymmetric luminaires.
FIGS. 17A - 17C are views of an embodiment of a
task luminaire.
FIG. 18 is an intensity profile of an embodiment of a
task luminaire.
FIGs. 19A-19C show aspects of an intensity distri-
bution associated with a task luminaire.

FIGs. 20A-20C show other aspects of the intensity
distribution associated with a task luminaire.
FIGS. 21A and 21B are views of another embodi-
ment of a task luminaire.
FIG. 22 is an intensity profile associated with the
other embodiment of the task luminaire.
FIGs. 23A-23C show aspects of an intensity distri-
bution associated with the other embodiment of the
task luminaire.
FIG. 24A-24C show other aspects of an intensity dis-
tribution associated with the other embodiment of
the task luminaire.
FIG. 25 is a view of a hollow embodiment of a task
luminaire.
FIG. 26 is an intensity profile of the hollow embodi-
ment of the task luminaire.
FIG. 27A-27F show aspects of an intensity distribu-
tion associated with the hollow embodiment of the
task luminaire.
FIG. 28 is a view of a hollow embodiment of a lumi-
naire used to provide direct and indirect components
of a light intensity distribution.
FIGS. 29A-29C are views of another hollow embod-
iment of a luminaire used to provide direct and indi-
rect components of a light intensity distribution.
FIG. 30 is an intensity profile of the other hollow em-
bodiment of a luminaire.
FIG. 31A-31C show aspects of an intensity distribu-
tion associated with the other hollow embodiment of
the luminaire.
FIG. 32A-32C show aspects of an intensity distribu-
tion associated with the other hollow embodiment of
the luminaire.
FIG. 33A-33C show aspects of an intensity distribu-
tion associated with the other hollow embodiment of
the luminaire.
FIGS. 34A-34C are views of embodiments of LEE
strips for a luminaire.
FIG. 34D is a light emission-pattern of LEE strips.
FIG. 35 is a view of another embodiment of a LEE
strip.
FIG. 36A-36H show aspects of optical couplers of a
luminaire.
FIG. 37 is a view of an embodiment of an LEE and
optical coupler.
FIGs. 38A-38B are views of an embodiment of a lu-
minaire with rotational symmetry.
FIG. 39 is a view of another embodiment of a lumi-
naire with rotational symmetry.
FIG. 40 is a view of yet another embodiment of a
luminaire with rotational symmetry.
FIGs. 41-42 are views of an embodiment of a lumi-
naire system.
FIG. 43 is a view of example components for forming
LEE strips for a luminaire.
FIG. 44 is a view of an embodiment of a light guide
and optical extractor for a luminaire.
FIG. 45A-45B are views of a hollow embodiment of
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a luminaire with rotational symmetry.
FIG. 46A-46B and 47 show components of the hol-
low embodiment of luminaire with rotational symme-
try.
FIG. 48 is an intensity profile of the luminaire of the
hollow embodiment of a luminaire with rotational
symmetry.
FIG. 49A-49C show aspects of an intensity distribu-
tion associated with the hollow embodiment of a lu-
minaire with rotational symmetry.

[0087] Like elements in different figures are identified
with the same reference numeral.

DETAILED DESCRIPTION

[0088] Referring to FIG. 1, in which a Cartesian coor-
dinate system is shown for reference, a luminaire 100 for
illuminating a target surface can include at least a sub-
strate 110, one or more LEEs 112 disposed on the sub-
strate 110, one or more optical couplers 120, an optional
light guide 130, and an optical extractor 140. The LEEs
112 emit light, during operation, light in a first angular
range 115 with respect to a normal to the substrate 110
(e.g., the direction of the z-axis). For example, a diver-
gence of the first angular range 115 of the light emitted
by the LEEs 112 can be 150-180 sr around the normal.
Optical couplers 120 receive light in the first angular
range 115 from LEEs 112. Each optical coupler 120 is
configured to redirect the light received in the first angular
range 115 into a light with a second angular range 125
and redirect it into a first end 131 of light guide 130. For
example, a divergence of the second angular range 125
of the light provided by the optical couplers 120 can be
90 sr around the normal (+/- 45 sr). When the light guide
130 is not part of the luminaire 100, the optical couplers
120 redirect the light with the second angular range 125
into the optical extractor 140. The light guide 130 can
guide the light to a distal end 132 of the light guide 130
away from LEEs 112. The light guide 130 provides the
guided light at the distal end 132 in an angular range 135.
In some implementations, the light guide 130 can be
shaped to guide the light received from the optical cou-
plers 120 in the second angular range 125 and to provide
the guided light in substantially the same second angular
range (135 ≈ 125) at the output end of the solid light guide
132. Optical extractor 140 receives light with angular
range 135 that exits end 132 of the light guide 130 or,
when the light guide 130 is not part of the luminaire 100,
the optical extractor 140 receives the light with angular
range 125 provided by the optical couplers 120. Optical
extractor 140 includes a reflective interface that reflects
the light, which exits luminaire 100 (indicated by arrows)
with first and second output angular ranges 142, 142’.
As discussed in detail below, the output angular ranges
142, 142’ at which light exits luminaire 100 depend,
among other things, on the properties of optical extractor
140 (e.g., geometry of the optical interfaces and optical

properties of the materials forming the extractor). These
properties can be tailored to provide extraction profiles
desirable for specific lighting applications.
[0089] In some embodiments, luminaire 100 includes
one or more secondary reflectors 150, 150’ positioned
to receive at least some of light output by the optical ex-
tractor 140 in angular ranges 142, 142’. Secondary re-
flectors 150, 150’ redirect light received from the optical
extractor 140 in angular ranges 142, 142’, and to provide
the redirected light into desired angular ranges 152, 152’
to illuminate the target surface.
[0090] In general, the components of luminaire 100 are
arranged to redirect light emitted from LEEs 112 away
from the LEEs before the light is emitted into the ambient
environment. The spatial separation of the place of gen-
eration of the light, also referred to as the physical (light)
source, from the place of extraction of the light, also re-
ferred to as the virtual light source or virtual filament, can
facilitate design of the luminaire. For example, in some
embodiments, the virtual light source/filament can be
configured to provide substantially non-isotropic light
emission with respect to planes parallel to an optical axis
of the luminaire. In contrast, a typical incandescent fila-
ment generally emits substantially isotropically distribut-
ed amounts of light. The virtual light source as embodied
in luminaire 100 may be viewed as one or more portions
of space from which substantial amounts of light appear
to emanate. Furthermore, separating the LEEs, with their
predetermined optical, thermal, electrical and mechani-
cal constraints, from the place of light extraction, may
facilitate a greater degree of design freedom of the optical
system of the luminaire and allows for an extended optical
path, which can permit a predetermined level of light mix-
ing before light is emitted from the luminaire. Thus, lumi-
naire 100 may be configured to provide predetermined
illumination with good aesthetics that may be useful for
a wide range of lighting applications.
[0091] In general, luminaire 100 is configured to gen-
erate light of a desired chromaticity. In many applications,
luminaire 100 is configured to provide broadband light.
Broadband light can be generated using nominally white
or off-white LEEs or colored LEEs whose emissions are
mixed to provide white light. Alternatively, or additionally,
white light can be generated using an LEE configured to
emit pump light (e.g., blue, violet or ultra-violet light) in
conjunction with a wavelength conversion material. For
example, in certain embodiments, LEEs 112 include
GaN-based pump LEDs with an overlying phosphor layer
(e.g., YAG) that creates yellow, red and/or green com-
ponents to produce white light.
[0092] In some embodiments, luminaire 100 may be
configured to provide colored light (e.g., yellow, red,
green, blue light). Different LEEs in luminaire 100 can be
configured to emit nominally different light under operat-
ing conditions, for example yellow, red, green, blue, white
or other color light.
[0093] In general, relatively energy efficient LEEs can
be used. For example, LEEs 112 can have an output
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efficiency of about 50 lm/W or more (e.g., about 75 lm/W
or more, about 100 lm/W, about 125 lm/W or more, about
150 lm/W or more). In certain embodiments, LEEs 112
conduct current greater than about 350 mA (e.g., 400
mA or more, 450 mA or more, 500 mA or more). LEEs
may be surface mount devices.
[0094] The number of LEEs in a luminaire can vary. In
some embodiments, luminaire 100 can include relatively
few LEEs (e.g., 10 or fewer). In some cases, luminaire
100 can include a large number of LEEs (e.g., 100 or
more). In many applications, however, luminaire 100 in-
cludes between 4 and 100 LEEs.
[0095] Optical coupler(s) 120 are configured to receive
light from one or more of the LEEs that are suitably dis-
posed at an entrance aperture of the optical coupler. In
embodiments that feature multiple optical couplers, they
may be integrally formed. Each optical coupler can be
configured to provide a predetermined amount of light at
an exit aperture of the optical coupler. For this purpose,
each optical coupler is optically coupled with the corre-
sponding LEEs and the light guide. Adjacent optical cou-
plers may be optically isolated or optically coupled to con-
trol cross talk and/or collimation of light or other functions
in one or more planes parallel to the optical axes of the
optical couplers or in other directions.
[0096] The optical couplers are configured to allow
coupling of a predetermined amount of light from one or
more of the LEEs into the optical couplers and a prede-
termined amount of that light is provided at the exit ap-
ertures of the optical couplers. Each optical coupler is
configured to transform light as it interacts with the optical
coupler between the entrance aperture and the exit ap-
erture. Such transformations, also referred to as condi-
tioning, may be regarded as transformations of the phase
space of light including collimation of light (e.g. causing
a reduction of the divergence of the coupled light) or other
transformations, and/or preservation of etendue, light
flux and/or other parameters, for example. In some em-
bodiments, the optical couplers are configured to provide
light with predetermined properties to control light losses
in other components of the luminaire, including one or
more of the light guide 130, extractor 140, secondary
reflector 150, 150’ or other components of the luminaire.
For example, the optical couplers may be configured so
that substantially all light provided thereby can propagate
through the light guide 130 to the optical extractor 140,
has less than a predetermined divergence, is injected
into the light guide at suitable angles relative to the optical
interfaces of the light guide 130 or has other properties.
[0097] Optical couplers can include one or more optical
elements including non-imaging dielectric TIR concen-
trators, such as CPC (compound parabolic concentra-
tors), CECs (compound elliptical concentrators), CHC
(compound hyperbolic concentrators), tapered or unta-
pered portions, light pipes, segmented concentrators,
other geometry concentrators, one or more lenses or oth-
er optical elements, for example. In some embodiments,
optical couplers and LEEs are integrally formed as a sin-

gle component.
[0098] A luminaire may include a number of optical
couplers that are the same as each other or different.
Optical couplers may have equal or different profiles or
cross sections in different directions. In some embodi-
ments, optical couplers may have varying configurations
depending on their location within a cluster or group of
optical couplers. For example, optical couplers proximate
the ends of an elongate luminaire may be configured with
properties different from those of optical couplers near
the center of the luminaire. Like considerations may apply
in embodiments in which the optical couplers are dis-
posed in clusters proximate an optical axis. For example,
optical couplers proximate the periphery of a cluster may
be configured with properties different from those proxi-
mate the optical axis. An optical coupler may have rota-
tionally symmetric and/or asymmetric cross sections, for
example it may have parabolic, elliptical, circular, hyper-
bolic, triangular, square, rectangular, hexagonal or other
regular or irregular polygonal or other cross sections.
[0099] A portion or all of the optical coupler 120 may
be made of a solid transparent body configured to prop-
agate light internally and solely, partially or not at all, de-
pending on whether a specular reflective coating is em-
ployed on the outside of the solid transparent body, rely
on TIR, or may be configured to provide a through hole
that is partially or fully reflectively coated on one or more
optical surfaces. Like consideration may apply to the light
guide 130, the optical extractors 140 or other compo-
nents of the luminaire, for example. Depending on the
embodiment, one or more optical couplers 120 may be
configured as hollow, reflectively coated non-imaging op-
tical couplers. One or more of the optical couplers 120
may include a dielectric collimating optic configured to
provide a predetermined collimation angle. The collima-
tion angle may be determined by the length and/or shape
of respective surfaces of the optical coupler 120, for ex-
ample. An optical coupler 120 may be configured to pro-
vide substantially equal collimation about an optical axis
in rotationally symmetrical configurations or may provide
different collimation in different directions with respect to
an optical plane of the optical coupler 120 and/or other
component of the luminaire, for example.
[0100] In general, light guide 130 can have a generally
regular or irregular prismatic, cylindrical, cuboid or other
shape and include one or more light guide elements.
Light-guide elements may be arranged in a line or a clus-
ter that may or may not allow light to transmit between
light-guide elements. Light-guide elements may be ar-
ranged in parallel with one light-guide element for each
coupler. Such configurations may be integrally formed.
Multiple light-guide elements may be arranged in a clus-
ter, the light-guide elements of the cluster coupling light
into one or more extractors 140. Multiple light-guide el-
ements may be disposed abutting one another or placed
apart at predetermined distances. The light guide 130
and/or one or more light-guide elements may be integral-
ly formed, modularly configured, arranged and/or durably
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disposed via a suitably configured interconnect system
during manufacture, installation, servicing or other event.
[0101] The light guide 130 and/or one or more light-
guide elements may be configured to have one or more
substantially reflective surfaces defining one or more
mantles that extend from a first end 131 to a second end
132 of the light guide 130 for enclosing and enabling op-
tical confinement proximate an optical axis or optical
plane along which the light guide 130 can guide light with
below predetermined light losses. One or more surfaces
of the mantle may be substantially parallel, tapered or
otherwise arranged. Such surfaces may be substantially
flat or curved. Generally, the light guide 130 can have
elongate or non-elongate cross section with respect to
an axes or planes of the luminaire. Non-elongate light-
guides may be rotationally or otherwise symmetric about
an optical axis.
[0102] The light guide 130 is configured to guide light
from the one or more optical couplers 120 via its optical
surfaces, by total internal reflection (TIR) and/or specular
reflection. Mixing of the light in the light-guide elements
may be achieved in part by the shape of the optical sur-
faces. The light guide may be configured to intermix light
from different LEEs 112. In some embodiments, the light
guide 130 is configured to mix light and to provide light
with a predetermined uniformity in color and/or illumi-
nance to the optical extractor 140.
[0103] In some embodiments, the light guide 130 has
a hollow configuration having reflective optical surfaces
on its inside that transmit light along the length of the
hollow with predetermined light-loss properties. The re-
flectivity of the reflective optical surfaces may originate
from or be enhanced by reflective coatings, films, layers
or other reflective aids. The composition of and manner
in which such reflective coatings may be disposed and/or
manufactured would be readily known by a person skilled
in the art.
[0104] Optical extractor 140 is disposed at an end of
the light guide 132 opposite the optical coupler 120 and
includes one or more reflective interfaces that are con-
figured to redirect light from the light guide 130 outward
away from the optical axis of the light guide 130 towards
and through one or more light-exit surfaces of the optical
extractor 140 into the ambient. Depending on the em-
bodiment, the directions of propagation of the emitted
light may be parallel, antiparallel and/or oblique, that is
backward and/or forward, with respect to the optical axis
of the light guide 130. For example, different portions of
light emitted from the optical extractor 140 may propa-
gate upwards towards a ceiling or downwards towards
the surface of a table, for example, depending on the
configuration, orientation and/or application of the lumi-
naire 100. The intensity distribution is determined at least
in part by the configuration of the optical extractor 140
and/or the configuration of other components of the lu-
minaire including the optical couplers 120, or other com-
ponents, for example.
[0105] The optical extractor 140 may be configured to

emit one or more beams of light with predetermined in-
tensity distributions (i.e., into specific ranges of solid an-
gles). For example, different intensity distributions may
be provided via different light-exit surfaces, for example
on either side of an elongate optical extractor 140. The
optical extractor 140 and/or one or more portions thereof
from which light appears to emanate under operating
conditions may be referred to as a virtual light source.
Depending on the embodiments, the virtual light source
can have an elongate or non-elongate configuration. A
non-elongate configuration may have rotational symme-
try about an optical axis. The intensity distributions or
one or more portions thereof may be configured to limit
glare by limiting direct downward lighting to predeter-
mined levels, for example.
[0106] In some embodiments, the intensity distribution
of the optical extractor 140, at least in part, may be de-
termined by the configuration and disposition of the re-
flective interfaces relative to the light-exit surfaces of the
optical extractor 140. The optical extractor 140 may in-
clude one or more reflective interfaces having one or
more flat or curved shapes including parabolic, hyper-
bolic, circular, elliptical or other shapes. In certain em-
bodiments, the optical extractor 140 includes one or more
reflective coatings to redirect light and provide a desired
emission pattern. The reflective interface may have a lin-
ear, convex, concave, hyperbolic, linear segmented or
other cross section shaped as a plurality of potentially
disjoint, piecewise differentiable curves, in order to
achieve a predetermined emission pattern. In general,
the optical extractor 140 may provide symmetrical or
asymmetrical beam distributions with respect to an opti-
cal axis or optical plane thereof. In elongate embodi-
ments of an optical extractor 140, the cross sections of
reflective interfaces and/or light-exit surfaces may
change along an elongate extension thereof. Such vari-
ations may be stepwise or continuous. For instance, the
reflective interface of the optical extractor 140 may have
a first cross section shaped as a plurality of potentially
disjoint, piecewise differentiable first curves, and a sec-
ond cross section at a different location along the elon-
gate extension of the reflective interface, such that the
second cross section is shaped as a different plurality of
potentially disjoint, piecewise differentiable second
curves.
[0107] In certain embodiments, the reflective optical
interfaces may have a symmetrical or asymmetrical v-
shaped or other cross section. A v-shaped cross section
may also be referred to as a v-groove in elongate em-
bodiments or a conical cavity in non-elongate embodi-
ments. As used herein, the term "v-groove" refers to the
v-shaped cross-section through the reflective optical in-
terfaces, but does not require that the optical extractor
include an actual groove. For example, in some embod-
iments, the optical extractor includes two portions of solid
material that meet at a v-shaped interface. Such an in-
terface is also referred to as a v-groove, even though the
optical extractor does not include groove. Depending on
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the embodiment, a v-groove may have substantially
equal cross section along a length of the optical extractor
or it may vary depending on the position along the elon-
gate extension. The apex formed by such v-shaped re-
flective interfaces may be generally directed towards the
light guide. In addition, the sides forming the v-groove
may have linear cross-sections, or may be non-linear
(e.g., curved or faceted). Moreover, the apex of the re-
flective optical interfaces can be a rounded vertex with a
non-zero radius of curvature.
[0108] Generally, the optical extractor 140 can be in-
tegrally or modularly formed with the light guide 130. The
optical extractor may be formed of one or more materials
equal, similar or dissimilar to that of the light guide and
include one or more different materials. Depending on
the embodiment, the optical extractor 140 may be con-
figured to redirect light via TIR, specular and/or diffuse
reflection, for example, via a dielectric or metallic mirror
surface, refraction and/or otherwise. The optical extrac-
tor 140 may include one or more coatings including one
or more films of suitable dielectric, metallic, wavelength
conversion material or other material. Depending on the
embodiment, a modularly formed optical extractor and
light guide may include or be interconnected with suitable
connectors for durable interconnection and optional reg-
istration during manufacture, assembly, service or other
event. Different modular optical extractors may have dif-
ferent configurations to provide different lighting proper-
ties. To improve optical and/or mechanical performance,
a coupling between the optical extractor 140 and the light
guide 130 may be established by employing one or more
suitably transparent compounds with predetermined re-
fractive indices. Such compounds may include at least
initially fluid substances such as silicone or other curable
or non-curable substances. Such substances may pro-
vide an adhesive function.
[0109] Each of the light-exit surfaces and/or the reflec-
tive interfaces of the optical extractor 140 may include
one or more segments, each having a predetermined
shape including convex, concave, planar or other shape.
Shapes of the light-exit surface and/or the reflective in-
terfaces can be determined to provide predetermined lev-
els of light extraction via the optical extractor and to limit
light losses due to back reflection and/or absorption of
light within the optical extractor.
[0110] In general, secondary reflectors 150, 150’ may
be configured to redirect light via specular and/or diffuse
reflection, or in other ways (e.g., diffraction). The sec-
ondary reflector 150 can have an elongate or non-elon-
gate configuration. The secondary reflector 150 can be
considered as a modular component of the luminaire 100
that can be used to facilitate selection of a variety of in-
tensity distributions and therefore generation of lighting
conditions, for example, during installation of the lumi-
naire 100.
[0111] In some embodiments, the secondary reflector
150 may be disposed and configured to substantially ex-
tend the full length, L, of the light guide 130 and surround

at least portions of the width, which is along the optical
path, of the light guide 130. Depending on the embodi-
ment, the secondary reflector 150 can include one or
more specular or diffusely reflecting surfaces provided
by a sheet of metal, such as aluminum or other metal, or
reflective plastic, paint or other coating, for example.
[0112] The secondary reflector 150 can include par-
tially or wholly transparent portions, as a whole be par-
tially transparent in addition to being reflective, or include
openings that are suitably shaped to enable light to pass
and achieve a predetermined lighting effect, for example.
Depending on the embodiment, the secondary reflector
150 and/or openings in the secondary reflector 150 may
be configured to provide an illumination effect, support
heat dissipation or achieve both illumination and heat
dissipation effects. Openings may be configured to facil-
itate airflow and thereby support convective cooling of
the luminaire.
[0113] The shape of the secondary reflector 150, such
as the angle with respect to the target surface, its curva-
ture, and the width of the reflector, can be adapted to
generate a predetermined emission pattern for general
illumination or particular illumination applications. The
secondary reflector 150 can include multiple reflective
surfaces.
[0114] The secondary reflector 150 may be angularly
and/or vertically adjustable to allow calibration and assist
in achieving a desired intensity distribution. For this pur-
pose, a luminaire 100 may include one or more hinge or
locking mechanisms and/or interconnectors. Corre-
sponding luminaires may provide predetermined func-
tionality and/or modularity to adjustably accommodate
different lighting requirements of different sized rooms
including hallway, closed and open plan offices, or other
spaces, for example.
[0115] The secondary reflector 150 may include an ar-
eal light source, for example a light-emitting sheet based
on a plurality of discrete light sources or organic light
emitting diode material. The areal light source may be
arranged to emit light on one side and reflect light on an
opposite side. The reflective side may be arranged to
manipulate light as described herein and the light-emit-
ting side may be configured to provide auxiliary illumina-
tion. Depending on the embodiment, the luminaire 100
may be configured to provide independent control of the
areal light source and the LEEs 112 that are coupled with
the optical couplers 120.

Elongate Luminaires

[0116] Referring to FIG. 2A, in which a Cartesian co-
ordinate system is shown for reference, an embodiment
of a luminaire module 200 includes a substrate 210 hav-
ing a plurality of LEEs 212 distributed along the substrate
210. The LEEs 212 are disposed at an upper edge 231
of a light guide 230. As shorthand, the positive z-direction
is referred to herein as the "forward" direction and the
negative z-direction is the "backward" direction. Sections
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through the luminaire parallel to the x-z plane are referred
to as the "cross-section" or "cross-sectional plane" of the
luminaire module. Also, luminaire module 200 extends
along the y-direction, so this direction is referred to as
the "longitudinal" direction of the luminaire module. Last-
ly, embodiments of luminaire modules can have a plane
of symmetry parallel to the y-z plane. This is referred to
as the "symmetry plane" of the luminaire module.
[0117] Multiple LEEs 212 are disposed on the sub-
strate 210, although only one of the multiple LEEs 212
is shown in FIG. 2A. For example, the plurality of LEEs
212 can include multiple white LEDs. An optical extractor
240 is disposed at lower edge of light guide 232. The
LEEs 212 are coupled with one or more optical couplers
220 (only one of which is shown in FIG. 2A).
[0118] Substrate 210, light guide 230, and optical ex-
tractor 240 extend a length L along the y-direction. Gen-
erally, L can vary as desired. Typically, L is in a range
from about 1 cm to about 200 cm (e.g., 20 cm or more,
30 cm or more, 40 cm or more, 50 cm or more, 60 cm or
more, 70 cm or more, 80 cm or more, 100 cm or more,
125 cm or more, 150 cm or more).
[0119] The number of LEEs 212 on the substrate 210
will generally depend, inter alia, on the length L, where
more LEEs are used for longer luminaires. In some em-
bodiments, the plurality of LEEs 212 can include between
10 and 1,000 LEEs (e.g., about 50 LEEs, about 100
LEEs, about 200 LEEs, about 500 LEEs). Generally, the
density of luminaires (e.g., number of LEEs per unit
length) will also depend on the nominal power of the LEEs
and illuminance desired from the luminaire module. For
example, a relatively high density of LEEs can be used
in applications where high illuminance is desired or where
low power LEEs are used. In some embodiments, the
luminaire module 200 has an LEE density along its length
of 0.1 LEE per centimeter or more (e.g., 0.2 per centim-
eter or more, 0.5 per centimeter or more, 1 per centimeter
or more, 2 per centimeter or more). In embodiments,
LEEs can be evenly spaced along the length, L, of the
luminaire. In some implementations, a heat-sink 205 can
be attached to the substrate 210 to extract heat emitted
by the plurality of LEEs 212. The heat-sink 205 can be
disposed on a surface of the substrate 210 opposing the
side of the substrate 210 on which the LEEs 212 are
disposed.
[0120] Optical coupler 220 includes one or more solid
pieces of transparent material (e.g., glass or a transpar-
ent organic plastic, such as polycarbonate or acrylic) hav-
ing surfaces 221 and 222 positioned to reflect light from
the LEEs 212 towards light guide 230. In general, sur-
faces 221 and 222 are shaped to collect and collimate
light emitted from the LEEs. In the x-z cross-sectional
plane, surfaces 221 and 222 can be straight or curved.
Examples of curved surfaces include surfaces having a
constant radius of curvature, parabolic or hyperbolic
shapes. In some embodiments, surfaces 221 and 222
are coated with a highly reflective material (e.g., a reflec-
tive metal, such as aluminum), to provide a highly reflec-

tive optical interface. The cross-sectional profile of optical
coupler 220 can be uniform along the length L of luminaire
module 200. Alternatively, the cross-sectional profile can
vary. For example, surfaces 221 and/or 222 can be
curved out of the x-z plane. Examples of such optical
couplers are discussed below in connection with
FIGs.34-36.
[0121] The surface of optical coupler 220 adjacent up-
per edge of light guide 231 is optically coupled to edge
231. In other words, the surfaces of the interface are at-
tached using a material that substantially matches the
refractive index of the material forming the optical coupler
220 or light guide 230 or both. For example, optical cou-
pler 220 can be affixed to light guide 230 using an index
matching fluid, grease, or adhesive. In some embodi-
ments, optical coupler 220 is fused to light guide 230 or
they are integrally formed from a single piece of material.
[0122] Light guide 230 is formed from a piece of trans-
parent material (e.g., glass or a transparent organic plas-
tic, such as polycarbonate or acrylic) that can be the same
or different from the material forming optical couplers
220. Light guide 230 extends length L in the y-direction,
has a thickness uniform T in the x-direction, and a uniform
depth D in the z-direction. The dimensions D and T are
generally selected based on the desired optical proper-
ties of the light guide. During operation, light coupled into
the light guide from optical coupler 220 (depicted by rays
252) reflects off the planar surfaces of the light guide by
TIR and mixes within the light guide. The mixing can help
achieve illuminance and/or color uniformity at the distal
portion of the light guide 232 at optical extractor 240. The
depth, D, of light guide 230 can be selected to achieve
adequate uniformity at the exit aperture (i.e., at end 232)
of the light guide. In some embodiments, D is in a range
from about 1 cm to about 20 cm (e.g., 2 cm or more, 4
cm or more, 6 cm or more, 8 cm or more, 10 cm or more,
12 cm or more).
[0123] In general, optical couplers 220 are designed
to restrict the angular range of light entering the light
guide 230 (e.g., to within +/-40 degrees) so that at least
a substantial amount of the light is coupled into spatial
modes in the light guide 230 that undergoes TIR at the
planar surfaces. Light guide 230 has a uniform thickness
T, which is the distance separating two planar opposing
surfaces of the light guide. Generally, T is sufficiently
large so the light guide has an aperture at upper surface
231 sufficiently large to approximately match (or exceed)
the aperture of optical coupler 222. In some embodi-
ments, T is in a range from about 0.05 cm to about 2 cm
(e.g., about 0.1 cm or more, about 0.2 cm or more, about
0.5 cm or more, about 0.8 cm or more, about 1 cm or
more, about 1.5 cm or more). Depending on the embod-
iment, the narrower the light guide the better it may mix
light. A narrow light guide also provides a narrow exit
aperture. As such light emitted from the light guide can
be considered to resemble the light emitted from a one-
dimensional linear light source, also referred to as an
elongate virtual filament.
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[0124] As discussed previously, length L corresponds
to the length of the luminaire and can vary as desired.
[0125] While optical coupler 220 and light guide 230
are formed from solid pieces of transparent material, hol-
low structures are also possible. For example, the optical
coupler 220 or the light guide 230 or both may be hollow
with reflective inner surfaces rather than being solid. As
such material cost can be reduced and absorption in the
light guide avoided. A number of specular reflective ma-
terials may be suitable for this purpose including mate-
rials such as 3M Vikuiti™ or Miro IV™ sheet from Alanod
Corporation where greater than 90% of the incident light
would be efficiently guided to the optical extractor. Optical
extractor 240 is also composed of a solid piece of trans-
parent material (e.g., glass or a transparent organic plas-
tic, such as polycarbonate or acrylic) that can be the same
as or different from the material forming light guide 230.
In the example implementation shown in FIG. 2A, the
piece of dielectric material includes flat surfaces 242 and
244 and curved surfaces 246 and 248. The flat surfaces
242 and 244 represent first and second portions of a re-
directing surface 243, while the curved surfaces 246 and
248 represent first and second output surfaces of the
luminaire module 200.
[0126] Flat surfaces 242 and 244 are coated with a
highly reflective material (e.g., a highly reflective metal,
such as aluminum or silver) over which a protective coat-
ing may be disposed. Thus, surfaces 242 and 244 provide
a highly reflective optical interface for light entering an
input end of the optical extractor 232’ from light guide
230. In the x-z cross-sectional plane, the lines corre-
sponding to surfaces 242 and 244 have the same length
and form a v-shape that meets at a vertex 241. In general,
the included angle of the v-shape can vary as desired.
For example, in some embodiments, the included angle
can be relatively small (e.g., from 30° to 60°). In certain
embodiments, the included angle is in a range from 60°
to 120° (e.g., about 90°). The included angle can also be
relatively large (e.g., in a range from 120° to 150° or
more). In the example implementation shown in FIG. 2A,
the output surfaces of the optical extractor 246 and 248
are curved with a constant radius of curvature that is the
same for both. Accordingly, luminaire module 200 has a
plane of symmetry intersecting vertex 241 parallel to the
y-z plane.
[0127] The surface of optical extractor 240 adjacent to
the lower edge 232 of light guide 230 is optically coupled
to edge 232. For example, optical extractor 240 can be
affixed to light guide 230 using an index matching fluid,
grease, or adhesive. In some embodiments, optical ex-
tractor 240 is fused to light guide 230 or they are integrally
formed from a single piece of material.
[0128] During operation, light exiting light guide 230
through end 232 impinges on the reflective interfaces at
portions of the redirecting surface 242 and 244 and is
reflected outwardly towards output surfaces 246 and 248,
respectively, away from the symmetry plane of the lumi-
naire. The first portion of the redirecting surface 242 pro-

vides light having an angular distribution 138 towards the
output surface 246, the second portion of the redirecting
surface 244 provides light having an angular distribution
138’ towards the output surface 246. The light exits op-
tical extractor through output surfaces 246 and 248. In
general, the output surfaces 246 and 248 have optical
power, to redirect the light exiting the optical extractor
240 in angular ranges 142 and 142’, respectively. For
example, optical extractor 240 may be configured to emit
light upwards (i.e., towards the plane intersecting the
LEEs and parallel to the x-y plane), downwards (i.e.,
away from that plane) or both upwards and downwards.
In general, the direction of light exiting the luminaire
through surfaces 246 and 248 depends on the diver-
gence of the light exiting light guide 230 and the orienta-
tion of surfaces 242 and 244.
[0129] Surfaces 242 and 244 may be oriented so that
little or none of the light from light guide 230 is transmitted
by optical extractor 240 in a forward direction (i.e., in cer-
tain angular ranges relative to the positive z-direction).
In embodiments where the luminaire module 200 is at-
tached to a ceiling so that the forward direction is towards
the floor, such configurations can help avoid glare and
an appearance of non-uniform illuminance.
[0130] In general, the intensity distribution provided by
luminaire module 200 reflects the symmetry of the lumi-
naire’s structure about the y-z plane. For example, refer-
ring to FIG. 3, an exemplary intensity distribution 59 in-
cludes symmetric lobes 59’ and 59" with peak intensity
at approximately 135° and 225°, respectively, corre-
sponding to the light provided by the luminaire module
200. FIG. 3 shows a plot where 0° corresponds to the
forward z-direction of the Cartesian coordinate system
shown in FIG. 2A, 180° corresponds to the negative z-
direction, and 90° and 270° correspond to the positive
and negative x-directions, respectively. The intensity dis-
tribution output by luminaire module 200 in lux is given
by the radius of the plot in a particular direction. In addi-
tion, FIG. 3 depicts an angular range 58 that corresponds
to the angular range 142’ of the light output by the lumi-
naire module 248 through the output surface 248. The
light having angular range 58 propagates along a prev-
alent direction 56 (given by the maximum intensity of the
lobe 59’ of the intensity distribution 59 associated with
the light provided by the luminaire module 200.) Also, the
light with angular range 58 has a divergence 57 (given
by the width of the lobe 96’ of the intensity distribution 59
associated with the light provided by the luminaire mod-
ule 200.)
[0131] In the example shown in FIG. 3, luminaire mod-
ule 200 provides no illumination in the range from 90° to
270°. All the illumination is directed into a first lobe
59" between 112.5° and 157.5° and a second lobe 59’
between 202.5° and 247.5°.
[0132] In general, the intensity profile of luminaire mod-
ule 200 will depend on the configuration of the optical
coupler 220, the light guide 230 and the optical extractor
240, For instance, the interplay between the shape of the
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optical coupler 220, the shape of the redirecting surface
234 of the optical extractor 240 and the shapes of the
output surfaces 246, 248 of the optical extractor 240 can
be used to control the angular width and prevalent direc-
tion (orientation) of the lobes in the intensity profile 59.
[0133] In some implementations, the orientation of the
lobes 56 can be adjusted based on the included angle
of the v-shaped groove 241 formed by the portions of the
redirecting surface 242 and 244. For example, a first in-
cluded angle results in an intensity distribution 59 with
lobes 59’, 59" located at relatively smaller angles com-
pared to lobes 59’, 59" of the intensity distribution 59 that
results for a second included angle larger than the first
angle. In this manner, light can be extracted from the
luminaire module 200 in a more forward direction for the
smaller of two included angles formed by the portions of
the redirecting surface 242, 244.
[0134] Furthermore, while surfaces 242 and 244 are
depicted as planar surfaces, other shapes are also pos-
sible. For example, these surfaces can be curved or fac-
eted. Curved redirecting surfaces 242 and 244 can be
used to narrow or widen the beam. Depending of the
divergence of the angular range of the light that is re-
ceived at the input end of the optical extractor 232’, con-
cave reflective surfaces 242, 244 can narrow the lobes
98’, 98" output by the optical extractor 240 (and illustrated
in FIG. 3), while convex reflective surfaces 242, 244 can
widen the lobes 98’, 98" output by the optical extractor
240. As such, suitably configured redirecting surfaces
242, 244 may introduce convergence or divergence into
the light. Such surfaces can have a constant radius of
curvature, can be parabolic, hyperbolic, or have some
other curvature.
[0135] FIGs. 2B and 2D show that, for a cross-sectional
plane perpendicular to the longitudinal dimension of the
luminaire module 200, the redirecting surface 243 can
have an apex 241 that separates the first and second
portions of the redirecting surface 242, 244. It should be
noted that the apex of the redirecting surface 241 can be
a rounded vertex with a non-zero radius of curvature. In
the example implementations shown in FIGs. 2B and 2D,
the first and second portions of the redirecting surface
242, 244 can have first and second arcuate shapes in
the cross-sectional plane perpendicular to the longitudi-
nal dimension of the luminaire module 200. For example,
the first and second portions of the redirecting surface
242, 244 can be parabolic, hyperbolic, or can have con-
stant curvatures different from each other. Moreover, cur-
vatures of the first and second portions of the redirecting
surface 242, 244 can be both negative (e.g., convex with
respect to a direction of propagation of light from the input
end of the extractor 132’ to the redirecting surface 243),
can be both positive (e.g., concave with respect to the
propagation direction), or one can be positive (convex)
and the other one can be negative (concave).
[0136] FIG. 2E shows that, for a cross-sectional plane
perpendicular to the longitudinal dimension of the lumi-
naire module 200, the redirecting surface 243 can be

shaped as an arc of a circle. In this case, the first and
second portions of the redirecting surface 242, 244 rep-
resent first and second portions of the arc of the circle.
In the example implementation illustrated in FIG. 2E, a
curvature of the redirecting surface 243 is negative (e.g.,
convex with respect to a direction of propagation of light
from the input end of the extractor 132’ to the redirecting
surface 243).
[0137] FIG. 2C shows that, for a cross-sectional plane
perpendicular to the longitudinal dimension of the lumi-
naire module 200, either of the first and second portions
of the redirecting surface 242, 244 can have one or more
apexes, in addition to the apex 241 that separates the
redirecting surface 242, 244. For example, the first por-
tion of the redirecting surface 242 can have an apex 2411
that separates the first portion of the redirecting surface
242 in at least two regions thereof. The regions of the
first portion of the redirecting surface 242 separated by
the apex 2411 can have linear or arcuate shapes. The
two regions of the first portion of the redirecting surface
242 can reflect the light received from the input end of
the extractor 232’ in two different angular sub-ranges,
different from each other. In this manner, light provided
by the first portion of the redirecting surface 242 be output
at the output surface 246 as to intensity lobes that can
be manipulated differently, e.g., to illuminate different tar-
gets. Such application is described below in this specifi-
cation in connection with FIG. 12A. As another example,
the second portion of the redirecting surface 244 can
have an apex 2444 that separates the second portion of
the redirecting surface 244 in at least two regions thereof.
[0138] FIG. 2F shows that, in some implementations,
the first and second portions of the redirecting surface
242, 244 can be separated, at least in part, by a slot 245.
FIG. 2G shows that, in some implementations, either the
first and second portions of the redirecting surface 242,
244 can include one or more slots 2455’, 2455". Each of
the slots 245, 2455’. 2455" may but does not need to
extend along the entire longitudinal direction of the lumi-
naire module 200. Such a slot can represent on opening
in the coating reflecting layer of the redirecting surface
243, and is configured to allow a portion of light received
from the input end of the extractor 132’ to transmit through
the slot 245 of the redirecting surface 243. FIG. 2F shows
that, for a cross-sectional plane perpendicular to the lon-
gitudinal dimension of the luminaire module 200 which
intersects the slot 245, first and second curves corre-
sponding to the first and second portions of the redirect-
ing surface 242, 244 are separated by a discontinuity.
Moreover, FIG. 2G shows that, for a cross-sectional
plane perpendicular to the longitudinal dimension the lu-
minaire module 200 which intersects the slots 2455’,
2455", first and second curves corresponding to the first
and second portions of the redirecting surface [242, 244]
include one or more discontinuities associated with the
slots 2455’, 2455".
[0139] In addition, the curves corresponding to each
of the cross-sectional planes illustrated in FIGs. 2B-2G
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can have different shapes and different discontinuities in
other cross-sectional planes along the longitudinal di-
mension of the luminaire module 200. In general, differ-
ent cross-sections of a redirecting surface 243 can have
different combinations of disjoint or joined piecewise dif-
ferentiable curves.
[0140] Moreover, the shape of output surfaces of the
optical extractor 246 and 248 can vary too, and thus, the
surfaces 246 and 248 can steer and shape the beam of
light. For example, the radius of curvature of these sur-
faces can be selected so that the surfaces introduce a
desired amount of convergence into the light. Aspheric
surfaces can also be used. Similar properties noted
above in connection with FIGs. 2B-2G regarding con-
tours of the redirecting surface of the extractor 243 in
cross-sectional planes perpendicular to the longitudinal
dimension of the luminaire module 200 apply to contours
of the output surfaces of the extractor 246, 248 in such
cross-sectional planes.
[0141] In general, the geometry of the elements can
be established using a variety of methods. For example,
the geometry can be established empirically. Alternative-
ly, or additionally, the geometry can be established using
optical simulation software, such as Lighttools™ , Tra-
cepro™, FRED™ or Zemax™, for example.
[0142] In general, luminaire module 200 can be de-
signed to emit light into different angular ranges from
those shown in FIG. 3. In some embodiments, luminaires
can emit light into lobes have a different divergence or
angular width that those shown in FIG. 3. For example,
in general, the lobes can have a width of up to 90° (e.g.,
80° or less, 70° or less, 60° or less, 50° or less, 40° or
less, 30° or less, 20° or less). In general, the direction in
which the lobes are oriented can also differ from the di-
rections shown in FIG. 3. The "direction" refers to the
direction at which a lobe is brightest. In FIG. 3, for exam-
ple, the lobes are oriented at approx. 130 and approx.
230. In general, lobes can be directed more towards the
horizontal (e.g., at an angle in the ranges from 90° to
135°, such as at approx. 90°, approx. 100°, approx. 110°,
approx. 120°, approx. 130°, and from 225° to 270°, such
as at approx. 230°, approx. 240°, approx. 250°, approx.
260°, approx. 270°).
[0143] In general, luminaires can include other fea-
tures useful for tailoring the intensity profile. For example,
in some embodiments, luminaires can include an opti-
cally diffuse material that scatters light, thereby homog-
enizing the luminaire’s intensity profile. For example, sur-
faces 242 and 244 can be roughed or a diffusely reflecting
material, rather than a specular reflective material, can
be coated on these surfaces. Accordingly, the optical in-
terfaces at surfaces 242 and 244 can diffusely reflect
light, scattering light into broader lobes that would be
provided by similar structures utilizing specular reflection
at these interfaces. In some embodiments these surfaces
can include structure that facilitates light distribution. For
example, surfaces 242 and 244 can each have multiple
planar facets at differing orientations. Accordingly, each

facet will reflect light into different directions. In some
embodiments, surfaces 242 and 244 can have structure
thereon (e.g., structural features that scatter or diffract
light).
[0144] In certain embodiments, a light scattering ma-
terial can be disposed on surfaces 246 and 248 of optical
extractor 240. Alternatively, or additionally, surfaces 246
and 248 need not be surfaces having a constant radius
of curvature. For example, surfaces 246 and 248 can
include portions having differing curvature and/or can
have structure thereon (e.g., structural features that scat-
ter or diffract light).
[0145] In some embodiments, optical extractor 240 is
structured so that a negligible amount of the light prop-
agating within at least one plane (e.g., the x-z cross-sec-
tional plane) that is reflected by surface 242 or 244 ex-
periences TIR at light-exit surface 246 or 248. Such a
relationship is referred to as a Weierstrass configuration
and can occur for a spherical or cylindrical structure with
a surface having radius of curvature R for light rays em-
anating from within a concentric spherical or cylindrical
region having radius R/n, where n is the refractive index
of the structure. Referring to FIG. 4, this effect is illustrat-
ed for a circular structure 300 (i.e., a cross section
through a cylinder or sphere) having a surface 310 of
radius R. Within structure 300 there exists a concentric
notional spherical or cylindrical surface 320 having a ra-
dius R/n. Any light ray emanating from within notional
surface 320 propagating within the cross-sectional plane
that is incident on surface 310 of structure 300 will have
an angle of incidence less than the critical angle, so will
exit structure 300 without experiencing TIR. This is illus-
trated in FIG. 4 by light rays 318 and 319. Light rays,
such as ray 321, propagating within structure 300 in the
plane but not emanating from within notional surface 320
can impinge on surface 310 at the critical angle or greater
angles of incidence. Accordingly, such light may be sub-
ject to TIR and won’t exit structure 300. Furthermore,
rays of p-polarized light that pass through a notional
space circumscribed by an area with a radius of curvature
that is smaller than R/(1+n2)(-1/2), which is smaller than
R/n, will not be subject to Fresnel reflection at surface
310 when exiting structure 300. This condition may be
referred to as Brewster geometry. Embodiments may be
configured accordingly.
[0146] Referring again to FIG. 2A, in some embodi-
ments, all or part of surfaces 242 and 244 may be located
within a notional Weierstrass surface defined by surfaces
246 and 248. For example, the portions of surfaces 242
and 244 that receive light exiting light guide 230 through
end 232 can reside within this surface so that light within
the x-z plane reflected from surfaces 244 and 246 exits
through surfaces 246 and 248, respectively, without ex-
periencing TIR.
[0147] As discussed previously, light is emitted from
luminaire module 200 into two symmetric lobes between
270° and 90° degrees (i.e., in backward directions). Re-
ferring to FIG. 5, in some embodiments, luminaire module
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200 is suspended from a ceiling 510 such that the emitted
light strikes the ceiling. For example, luminaire module
200 can be attached to ceiling 510 via a cable 501 that
include an electrical connection connecting the LEEs in
luminaire module 200 to the electrical mains of the room
in which it is installed. In some embodiments, cable 501
may include multiple wires (e.g., intertwined), such as a
wire sufficient strong to support the luminaire’s weight,
electrical wire, and, in certain embodiments, a data con-
nection. Due to the backwards intensity profile, the ceiling
acts to scatter and reflect the light into the ambient space,
as depicted by rays 512 and 514, including towards the
floor or other surface to be illuminated. Such illumination
is referred to as "indirect" illumination because it does
not propagate directly from the luminaire to the target
surface. As an indirect pendant fixture, for example, such
embodiments can be configured to provide low glare with
high efficiency light coupling to the ceiling to create am-
bient illumination.
[0148] In some implementations, a luminaire module
can be a circular or elliptical torus or any other 3D sweep
of a planar design, e.g., of luminaire module 200.
[0149] In some embodiments, luminaire module 200
includes one or more secondary reflectors to further tailor
the intensity profile of the luminaire. For example, refer-
ring to FIG. 6, luminaire module 200 can include curved
secondary reflectors 610 that attach to luminaire module
200 near the LEEs and extend outward into the path of
the light exiting optical extractor 240. Secondary reflec-
tors 610 are shaped to redirect the light from the optical
extractor towards to the target surface, as illustrated by
rays 612 and 614. In general, the surfaces of reflectors
610 can be specular reflecting surfaces or diffusely re-
flecting surfaces. Furthermore, the shape of the surfaces
(in this instance, concave) provides an additional degree
of freedom for a designer to tailor the light distribution
profile from luminaire module 200.
[0150] In certain embodiments, secondary reflectors
610 can be partially transmissive. For example, reflectors
610 can include apertures that allow some of the light
from optical extractor 240 to pass through the reflectors
and reflect from ceiling 510 (e.g., ray 616). Alternatively,
or additionally, reflectors 610 can be formed from a re-
flective material that only partially reflects light. For ex-
ample, reflectors 610 can be formed from a transparent
material and a partially reflective coating (e.g., a partially
silvered mirror). In this manner, luminaire module 200
can provide both direct illumination (i.e., light that prop-
agates directly from the luminaire to the target surface)
and indirect illumination (i.e., light that propagates via the
ceiling).
[0151] The substrate 210 on which the LEEs 212 are
arranged may be disposed external to the secondary re-
flectors 610 so that the secondary reflectors do not ob-
struct airflow along the back surface of substrate 210 on
which the LEEs 212 are disposed. Secondary reflectors
610 may be configured to provide thermal contact with
substrate 210 to aid in the dissipation of heat generated

by the LEEs. Luminaire module 200 may be configured
to provide such thermal coupling also for modularly re-
placeable secondary reflectors. Secondary reflectors
610 may form part of the heat sink for the LEEs.
[0152] While secondary reflectors 610 are depicted as
having a constant radius of curvature, in general, the
shape of secondary reflectors may vary as desired. For
example, surfaces of secondary reflectors can include
one or more segments having straight, angled, segment-
ed, curved, involute or other shape in one or two dimen-
sions to provide a predetermined broad or narrow emis-
sion pattern. In some embodiments, secondary reflectors
have planar reflective surfaces. The shape of the sec-
ondary reflectors may be determined by tailoring algo-
rithms to provide a desired optical function, for example.
[0153] In luminaire module 200, the emission spectrum
of the luminaire corresponds to the emission spectrum
of the LEEs. However, in some embodiments, a wave-
length-conversion material may be positioned in the lu-
minaire, for example remote from the LEEs, so that the
wavelength spectrum of the luminaire is dependent both
on the emission spectrum of the LEEs and the composi-
tion of the wavelength-conversion material. In general, a
wavelength-conversion material can be placed in a vari-
ety of different locations in luminaire module 200. For
example, a wavelength-conversion material may be dis-
posed proximate the LEEs 212, adjacent surfaces 242
and 244 of optical extractor 240, on the exit surfaces 246
and 248 of optical extractor 240, placed at a distance
from the exit surfaces 246 and 248 and/or at other loca-
tions. Referring to FIG. 7, in some embodiments, a layer
710 of a wavelength-conversion material is disposed in
the path of light exiting optical extractor 240 a distance
(e.g., a few millimeters to a few centimeters) from sur-
faces 246 and 248. Such a configuration may facilitate
creation of a reduced intensity source which may be re-
flected from secondary reflectors 610, thereby providing
softer lighting. The layer 710 of wavelength-conversion
material may be attached to light guide 230, held in place
via a suitable support structure (not illustrated), disposed
within the extractor (also not illustrated) or otherwise ar-
ranged, for example. Wavelength-conversion material
that is disposed within the extractor may be configured
as a shell or other object and disposed within a notional
area that is circumscribed by R/n or even smaller
R*(+n2)(-1/2), wherein R is the radius of curvature of the
light-exit surfaces (246 and 248 in Figure 2) of the ex-
tractor and n is the index of refraction of the portion of
the extractor that is opposite of the wavelength-conver-
sion material as viewed from the reflective surfaces (242
and 244 in Figure 2). The support, structure may be trans-
parent self-supporting structure. The light-converting
material diffuses light as it converts the wavelengths, pro-
vides mixing of the light and can help uniformly illuminate
secondary reflectors 610.
[0154] Alternatively, or additionally, secondary reflec-
tors 610 may contain a layer of wavelength-conversion
material. This may also provide or contribute soft, diffuse
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illumination. For example, the secondary reflector in-
cludes a layer of phosphor on or below one or more suit-
ably reflective surfaces of the secondary reflector. Alter-
natively, or additionally, the secondary reflector may in-
clude a translucent material with a wavelength-conver-
sion material in close proximity that may be configured
to allow transmission of a portion of light through the sec-
ondary reflector to a ceiling or into the ambient behind
the secondary reflector. As such the secondary reflector
may be configured for direct as well as mixed direct and
indirect ambient illumination.
[0155] In general, luminaire module 200 can be con-
figured in a variety of form factors. For example, with
reference to FIG. 8, in some embodiments, luminaire
module 200 can be integrated into a luminaire 800 de-
signed to be installed in or suspended from a ceiling with
ceiling panels. For example, luminaire module can have
a 2’ x 2’ or 2’ x 4’ footprint (i.e., in the x-y plane), corre-
sponding to the size of conventional modules that support
fluorescent luminaires. Luminaire 800 includes a carrier
810, light guide 830, an optical extractor 840, and a sec-
ondary reflector 860. Luminaire 800 further includes op-
tical couplers and a plurality of LEEs (not illustrated)
housed within carrier 810. Carrier 810 can be formed of
extruded aluminum and may be attached to the second-
ary reflectors 860 and the light guide 830. Secondary
reflectors 860 are closed off at two ends by walls 870
and are configured to reflect all incident light. In other
words, module 800 is designed for direct illumination on-
ly. In FIG. 8, one of walls 870 is illustrated in cut away to
better show a portion of light guide 830 and optical ex-
tractor 840. Luminaire module 840 can be used alone or
in multiples to form a suitably sized troffer, for example.
In some embodiments, luminaire module 840 includes a
diffusor plate positioned, for example, to cover the open-
ing 880 of the module and protect the optical system from
dust or other environmental effects.
[0156] As explained herein, composition and geometry
of components of the luminaire can affect the intensity
distribution provided by the luminaire. For example, re-
ferring to FIG. 9, in some embodiments, luminaire mod-
ules can be configured to direct substantially all of the
light into a range of angles between 315° and 45° in a
cross-sectional plane of the luminaire 800, where 0° cor-
responds to the forward direction. The forward direction
corresponds to a normal to the substrate 810 and parallel
to the light guide 830, and can be toward the floor for a
luminaire mounted on a ceiling. In FIG. 9, the intensity
profile in the cross-sectional plane is given by trace 910
and the intensity profile in the symmetry plane is given
by trace 920. The intensity profile in the cross-sectional
plane has maximum illuminance at about 330° and 30°.
The intensity profile in the symmetry plane also includes
lobes having maxima at about 330° and 30°, and also
includes maxima at about 350° and 10°. Luminaire mod-
ules may be configured to direct little or no illumination
into certain angular ranges close to the plane of the ceil-
ing to avoid glare. For example, in the present example,

the luminaire directs almost no illumination in ranges from
55° to 90° relative to the forward direction. This may be
advantageous because illumination propagating from a
luminaire at such directions can be perceived as glare in
certain applications (e.g., in office lighting), which is un-
desirable.
[0157] The simulated intensity profile in FIG. 9, and in
other simulations described below, was generated using
Lighttools.
[0158] Multiple direct-illumination luminaire modules
can be installed in a space to provide desired illumination
for a target surface. In general, the number, density, and
orientation of the modules in the space can vary as de-
sired to provide an overall intensity profile suitable of the
target surface. In some embodiments, arrays of similarly
oriented modules can be arranged in a ceiling. For ex-
ample, referring to FIGS. 10A-C, twenty five 2’ x 2’ mod-
ules are arranged in a 5 x 5 array in a 40’ x 50’ space
(8’x10’ spacing) with 9’ ceiling height to illuminate a target
surface 2.5’ off the floor. Each module has the intensity
distribution shown in FIG. 9. FIG. 10A shows a contour
plot of a simulated intensity distribution on the target sur-
face. FIG. 10B shows a simulated intensity profile
through the long dimension of the target surface at X =
0 mm. The illuminance varies between about 400 lux and
about 500 lux across this section. FIG. 10C shows a sim-
ulated intensity profile through the short dimension of the
target surfaces at Y = 0 mm. The illumination drops below
450 lux within about 500 mm from the edges of the target
surface in this section, but stays within a range from about
450 lux to about 550 lux across the majority of the section.
The intensity profile illustrated in FIGS. 10A-10C may be
suitable for office space, for example.
[0159] Referring to FIGS. 11A and 11B, in certain em-
bodiments, a luminaire is configured as a suspended lu-
minaire 1100, which includes a carrier 1110, a light guide
1130, an optical extractor 1140, and secondary reflectors
1160. Carrier 1110 houses the LEEs and the one or more
optical couplers (not shown in FIGS. 11A and 11B).
[0160] Secondary reflectors 1140 include apertures
1170. Suspended luminaire 1100 is designed to provide
both direct and indirect illumination. Indirect illumination
results from light from optical extractor 1140 that is trans-
mitted through apertures 1170 and scatters from the ceil-
ing. FIG. 11C shows an exemplary simulated intensity
profile in the cross-sectional plane of an embodiment of
Suspended luminaire 1100. Here, 0° corresponds to the
forward direction. Direct illumination corresponds to the
lobes between 315° and 337.5° and between 22.5° and
45°. Indirect illumination corresponds to the lobes be-
tween 90° and 112.5° and between 157.5° and 180°. In
this embodiments, Suspended luminaire 1100 emits neg-
ligible amounts of light into polar angles between 45° and
90°, between 112.5° and 157.5°, and between 180° and
315°. A suspended luminaire may be fabricated in 4ft or
8ft lengths and installed in a linear arrangement for ex-
ample in an office environment. Such luminaires may
emit about 1250lm/linear foot and provide a peak inten-
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sity of above 1500cd in the indirect beam component and
800cd in the direct beam component.
[0161] Referring to FIG 12A, a luminaire 1200 can be
configured to provide both direct and indirect illumination
on an illumination target. An indirect portion of an intensity
distribution output by the luminaire 1200 can include an-
gular ranges 1242 and 1242’. If the luminaire 1200 is
suspended from a ceiling, the indirect portion of an in-
tensity distribution can be designed to achieve maximum
illuminance uniformity on the ceiling, for example in a
typical spacing arrangement of luminaires of 8’x10’. In
order to achieve good illuminance uniformly on the ceiling
at very low penetration of the luminaire 1200 into the
room, the indirect portions of the intensity distribution
need to exit the luminaire at oblique angles, typically with
a peak intensity between 90 and 110 degrees with re-
spect to the positive z-direction and a divergence less
than 20 degrees, for instance. Furthermore, it may be
desirable to minimize light emission below 90 degrees
to minimize glare and to meet RP1 criteria. A direct por-
tion of the intensity distribution output by the luminaire
1200 can include angular ranges 152 and 152’. The direct
portion of then intensity distribution can be designed to
maximize illuminance uniformity at a desirable work sur-
face for a given luminaire layout of the space. The direct
portion of the intensity distribution may take the shape
of a bathing distribution with peak intensity below 45 deg.
The direct portion of the intensity distribution may also
be designed to minimize light emission above 55 degrees
and minimize glare and to meet RP1 criteria.
[0162] The luminaire 1200 includes a substrate 210
that is elongated along a y-axis. (perpendicular to the
figure). A plurality of LEEs (e.g., LEDs) 212 are distrib-
uted along a longitudinal dimension of the substrate 210.
A normal to a surface of the substrate 210 is oriented
along the z-axis. The LEEs 212 emit, during operation,
light in a first angular range with respect to the z-axis.
[0163] The luminaire 1200 includes one or more pri-
mary optics 220, a light guide 230, a secondary optic
240, and first and second tertiary optics 610, 610’. In the
example illustrated in FIG. 12A, the primary optics 220,
the light guide 230 and the secondary optic 240 are fab-
ricated from transparent materials such as glass, plas-
tics, and the like, and have a full cross-section. Such
optical components are referred to as solid optics, e.g.,
solid primary optics, solid secondary optic, etc. In other
implementations, one or more of the primary optics 220
or the light guide 230 can be fabricated from or have
coatings of reflective materials such as Al, Ag, certain
reflective dielectrics, and the like, and have hollow cross-
section. The latter optical components can be referred
to as hollow optics. Examples of such primary optics 220
(optical couplers) are discussed below in connection with
FIGs.34-36.
[0164] Referring again to FIG. 12A, the one or more
solid primary optics 220 are arranged in an elongated
configuration along the longitudinal dimension and cou-
pled with the LEEs 212. Moreover, the one or more solid

primary optics 220 are shaped to redirect light received
from the LEEs 212 in the first angular range, and to pro-
vide the redirected light in a second angular range. A
divergence of the second angular range is smaller than
a divergence of the first angular range at least in a plane
x-z perpendicular to the longitudinal dimension of the lu-
minaire 1200.
[0165] The solid light guide 230 also is elongated in
the longitudinal dimension. The solid light guide 230 is
coupled to the one or more solid primary optics 220 to
receive the light provided by the solid primary optic 220
in the second angular range. Additionally, the solid light
guide 230 is shaped to guide the light received from the
solid primary optic 220 in the second angular range and
to provide the guided light in substantially the same sec-
ond angular range to the solid secondary optic 240.
[0166] The solid secondary optic 240 also is elongated
in the longitudinal dimension. Further, the solid second-
ary optic 240 is coupled to the solid light guide 230 to
receive the light provided by the solid light guide 230 in
the second angular range 252. Moreover, the solid sec-
ondary optic 240 extracts the received light into first and
second output angular ranges 142, 142’, as described in
detail above in connection with FIG. 2A. In the example
implementation illustrated in FIG. 12A, the solid second-
ary optic 240 has a symmetric profile in a cross-sectional
plane x-y perpendicular to the longitudinal dimension of
the luminaire 1200, such that the first and second output
angular ranges 142, 142’ have the same divergence. In
addition, a redirecting surface of the solid secondary optic
230 of the luminaire 1200 was described above in con-
nection with FIG. 2C. A shape of the redirecting surface
243 of the luminaire 1200, e.g., a relative position of the
three apexes thereof, 2411, 241, 2444, and a relative
orientation of facets of the redirecting surface defined by
the apexes, can separate each of the first and second
output angular ranges 142, 142’ into portions of extracted
light that can be used to form indirect and direct compo-
nents of an intensity distribution associated with the lu-
minaire 1200.
[0167] Optical surfaces and/or interfaces of the solid
secondary optic 240 can include one or more parabolic,
hyperbolic, spherical, aspherical, facetted, segmented,
polygonal, or otherwise shaped portions, as described
above in connection with FIGs. 2A-2G, for example.
[0168] In the example implementation illustrated in
FIG. 12A, light provided by the luminaire 1200 in a first
portion 1242 of the first output angular range 142 and in
a first, portion 1242’ of the second output angular range
142’ can form the indirect component of the intensity dis-
tribution associated with the luminaire 1200. As de-
scribed above in this specification, the indirect compo-
nent of the intensity distribution can be used to illuminate
an object (e.g., a ceiling to which the luminaire 1200 is
attached) different from an illumination target, and as
such, to indirectly illuminate the illumination target.
[0169] Additionally, light provided by the luminaire
1200 in the second portion 1241 of the first output angular
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range 142 can be redirected by the first tertiary optic 610
in a first target angular range 152, and light provided by
the luminaire 1200 in a second portion 1241’ of the sec-
ond output angular range 142’ can be redirected by the
second tertiary optic 610’ in a second target angular
range 152’. In this manner, the first and second target
angular ranges 152, 152’ can form a direct component
of the intensity distribution associated with the luminaire
1200 to directly illuminate the illumination target. Shapes
of the first and second tertiary optics may be tailored to
achieve the desired illumination pattern. The profile of
the tertiary optic may be linear, segmented linear, free
form shaped, parabolic, elliptical, hyperbolical or any oth-
er shape in order to provide the desired function. In a
preferred embodiment the optical power of the tertiary
optic exists only in the plane perpendicular to the linear
direction of the luminaire enabling manufacturing by ex-
trusion of such optical part or a standard sheet metal
bending process. In a different embodiment the tertiary
optic has optical power both in direction of the linear array
and perpendicular to it.
[0170] While the foregoing embodiments of luminaires
have a symmetry plane extending in the luminaire’s lon-
gitudinal direction, asymmetric form factors are also pos-
sible. For example, in some embodiments, only one ter-
tiary optic can be used to redirect the light extracted from
by a secondary optic. FIG. 12B shows an example of
such an asymmetric luminaire 1250, that can be config-
ured to provide both direct and indirect illumination on an
illumination target. In the example illustrated in FIG. 12B,
the luminaire 1250 is elongated along the y-axis and in-
cludes a substrate 210, a plurality of LEEs 210, one or
more primary optics 220 (configured as an optical collec-
tor), a light guide 230, a secondary optic 240 (configured
as an optical extractor), and a tertiary optic including at
least on reflector 610. Because the primary optics 220,
the light guide 230 and the secondary optic 240 are fab-
ricated from transparent materials have a full cross-sec-
tion (in this example), these optical components are re-
ferred to as solid optics.
[0171] The substrate 210 has first and second oppos-
ing surfaces, such that each of the first and second sur-
faces are elongated and have a longitudinal dimension
(along the y-axis, perpendicular to the page) and a trans-
verse dimension (along the x-axis) shorter than the lon-
gitudinal dimension. The LEEs 212 arc arranged on the
first surface of the substrate 210 and are distributed along
the longitudinal dimension, such that the LEEs 212 emit,
during operation, light in a first angular range with respect
to a normal to the first surface of the substrate 210 (along
the z-axis). The one or more solid primary optics 220 can
be arranged in an elongated configuration along the lon-
gitudinal dimension of the first surface and are coupled
with the LEEs. In some implementations, the one or more
primary optics 220 may include indexing and reference
features that can be used to accurately and repeatedly
position the primary optics 220 to the LEEs 212. The one
or more solid primary optics 220 are shaped to redirect

light received from the LEEs 212 in the first angular range,
and to provide the redirected light in a second angular
range. A divergence of the second angular range is small-
er than a divergence of the first angular range at least in
a plane x-z perpendicular to the longitudinal dimension
of the luminaire 1250. Examples of such solid primary
optics 220 (couplers) are described in detail below in con-
nection with FIGs. 34-36.
[0172] The solid light guide 230 includes input and out-
put ends 231, 232. The input and output ends of the solid
light guide 231, 232 are elongated in the longitudinal di-
mension and have substantially the same shape. The
input end of the solid light guide 231 can be coupled to
the one or more solid primary optics 220 to receive the
light provided by the solid primary optic 220 in the second
angular range. Additionally, the solid light guide 230 is
shaped to guide the light received from the solid primary
optic 220 in the second angular range and to provide the
guided light in substantially the same second angular
range with respect to the first surface of the substrate
210 at the output end of the solid light guide 232.
[0173] The solid secondary optic 240 includes an input
end 232’, a redirecting surface 243 opposing the input
end 232’ and first and second output surfaces 246, 248.
Each of the input end 232’, and redirecting 243, first out-
put 246 and second output 248 surfaces of the solid sec-
ondary optic 240 are elongated along the longitudinal
dimension. The input end of the solid secondary optic
231’ is coupled to the output end of the solid light guide
232 to receive the light provided by the solid light guide
230 in the second angular range. The redirecting surface
243 has first and second portions 242, 244 that reflect
the light received at the input end of the solid secondary
optic 232’ in the second angular range, and provide the
reflected light in third and fourth angular ranges with re-
spect to the normal to the first surface of the substrate
210 towards the first and second output surfaces 246,
248, respectively. Here, at least prevalent directions of
propagation of light in the third and fourth angular ranges
are different from each other and from a prevalent direc-
tion of propagation of light in the second angular range
at least perpendicular to the longitudinal dimension of
the first surface of the substrate 210. In the example im-
plementation illustrated in FIG. 12B, the first and second
portions of the redirecting surface 242, 244 have arcuate
shapes in the x-z cross-sectional plane, (see FIG. 2C).
Thus, divergences of the third and fourth angular ranges
are different from a divergence of the second angular
range. Additionally, if a curvature of the first portion of
the redirecting surface 242 is different from a curvature
of the second portion of the redirecting surface 244, then
the divergences of the third and fourth angular ranges
also are different from each other. In general, the first
and second portions of the redirecting surface 242, 244
can include one or more parabolic, hyperbolic, spherical,
aspherical, facetted, segmented, polygonal, or otherwise
shaped portions, as described above in connection with
FIGs. 2A-2G, for example.
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[0174] Referring again to FIG. 12B, the first output sur-
face 246 is shaped to refract the light provided by the
first portion of the redirecting surface 242 in the third an-
gular range as first refracted light, and to output the first
refracted light in a fifth angular range 142 with respect to
the normal to the first surface of the substrate 210 outside
the first output surface of the solid secondary optic 246.
A shape of the first output surface 246 can be tailored
such that the fifth angular range 142 is different than or
substantially the same as the third angular range 138.
Additionally, the second output surface 248 is shaped to
refract the light provided by the second portion of the
redirecting surface 244 in the fourth angular range as
second refracted light, and to output the second refracted
light in a sixth angular range 142’ with respect to the
normal of the first surface of the substrate 210 outside
the second output surface of the solid secondary optic
248. A shape of the second output surface 248 can be
tailored such that the sixth angular range 142’ is different
than or substantially the same as the fourth angular
range.
[0175] The reflector 610 is elongated along the longi-
tudinal dimension and is arranged to, at least in part, face
the first output surface of the solid secondary optic 246.
The reflector 610 is shaped to reflect at least some of the
light output by the first output surface of the solid sec-
ondary optic 246 in the fifth angular range 142 as first
reflected light in a seventh angular range 152 with respect
to the normal to the first surface of the substrate 210.
Here, at least a prevalent direction of propagation of light
of the seventh angular range 152 is different from a prev-
alent direction of propagation of light of the fifth angular
range 142 at least in a plane x-z perpendicular to the
longitudinal dimension.
[0176] In some implementations, the reflector 610 is
spaced apart from the first output surface of the solid
secondary optic 246. For example, the reflector 610 can
be thermally coupled to the substrate 210 to extract at
least some of the heat generated by the LEEs during
operation. In other implementations, an edge of the re-
flector 610 can be coupled to an edge of the first output
surface of the solid secondary optic 246, along an edge
where the solid secondary optic 240 is attached to the
light guide 230. Moreover, at least a portion of the reflec-
tor 610 can be an involute of (e.g., has a shape that
matches the shape of) at least a portion of the first output
surface of the solid secondary optic 246.
[0177] In the example implementation shown in FIG.
12B, a first portion of the intensity distribution output by
the luminaire 1250 during operation includes at least
some of the first reflected light having the seventh angular
range 152. Additionally, a second portion of the intensity
distribution output by the luminaire 1250 during operation
includes at least some of the light output by the second
output surface of the solid secondary optic 248 within the
sixth angular range 142’.
[0178] Diffusing power can be added on the first and
second output surfaces 246, 248, the reflector 610 of the

tertiary optic, or added in form of a separate diffuser in
order to increase illuminance uniformity at the target sur-
face.
[0179] While the luminaire 1250 is an example of an
asymmetric luminaires including (i) an optical extractor
240 with a symmetric profile in a cross-sectional plane
x-z, and (ii) a single reflector of the tertiary optic, other
asymmetric form factors are possible. For example, in
some embodiments, the optical extractor can have an
asymmetric profile in cross-section, resulting in an asym-
metric intensity profile in cross-section. FIG. 13A shows
an exemplary embodiment of such an asymmetric lumi-
naire 1300. Here, the asymmetric luminaire 1300 is elon-
gated along the y-axis and includes optical collector 220,
light guide 230, and an asymmetric optical extractor
1310. FIG. 13B shows a top view (in plane x-y) of the
asymmetric luminaires 1300. The light source of the
asymmetric luminaires 1300 includes a plurality of LEEs
210 distributed along a substrate 2110, elongated along
the y-axis.
[0180] FIG. 13C shows aspects of the optical extractor
1310 of the asymmetric luminaire 1300. The optical ex-
tractor 1310 was simulated and includes tailored reflec-
tive surfaces 1322, 1324, and tailored light-exit surfaces
1312 and 1314. For clarity reasons, a side of the asym-
metric luminaire 1300 corresponding to output surface
1312 is referred to as side "B" of the asymmetric luminaire
1300, and the opposing side corresponding to output sur-
face 1314 is referred to as side "A"’ of the asymmetric
luminaire 1300. Surfaces 1322 sand 1324 are coated
with a reflective material to provide a reflective optical
interface for light exiting the light guide 230. Surfaces
1322 and 1324 meet at vertex 1325. FIG. 13D shows a
polar plot of a simulated intensity profile of the luminaire
asymmetric 1300. An intensity distribution of light output
through light-exit surfaces 1312 and 1314 of the asym-
metric luminaire 1300 includes lobes 1315 and 1317.
[0181] In general, optical extractor 1310 may have var-
ying degrees of asymmetry with respect to a plane of
symmetry of light guide 230 which extends in the longi-
tudinal direction of luminaire 1300 (denoted by dotted
line 1301 in FIG. 13C), For example, vertex 1325 may
intersect or be displaced (laterally offset) from the sym-
metry plane. Surfaces 1322 and 1324 can have different
dimensions in cross-section and/or can be at different
orientations with respect to the symmetry plane. In some
embodiments, the materials forming the optical interfac-
es at surfaces 1322 and 1324 can be different. For ex-
ample, in some embodiments, one of these surfaces can
be coated with a material that specularly reflects light,
while the other surface is coated with a material that dif-
fusely reflects light. Alternatively, or additionally, one or
both of the surfaces 1322, 1324 can be coated with a
material that partially transmits light, providing direct il-
lumination from optical extractor 1310 to a work surface.
[0182] Curved light-exit surfaces 1312 and 1314 can
also be different. For example, these surfaces can have
different centers of curvature, different shapes (e.g., dif-
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ferent radii of curvature), different arc lengths, and/or dif-
ferent surface properties (for example, one surface can
be coated with a diffusing material, while the other is
transparent).
[0183] Accordingly, as a result of the asymmetry in op-
tical extractor 1310, asymmetric luminaire 1300 has an
asymmetric intensity profile in the cross-sectional plane.
For example, luminaire 1300 can be designed to direct
more light to one side of the light guide than the other.
Alternatively, or additionally, luminaire 1300 can be de-
signed to direct light into different angular ranges on dif-
ferent sides of light guide 230.
[0184] FIG. 13E shows an exemplary embodiment of
a luminaire 1350 including the asymmetric luminaire
1300 and a tertiary optic including a tertiary reflector 610.
The optical extractor 1310 outputs light on side A of the
asymmetric luminaire 1300 in a first output angular range
1317, and additional light on side B of the asymmetric
luminaire 1300 in a second output angular range 1315.
The second output angular range 1315 can be used to
provide indirect illumination on a work surface, e.g., by
illuminating the ceiling above the work surface. The re-
flector 610 of the tertiary optic can shape the light output
by the optical extractor 1310 in the first angular range
1317, and redirect the shaped light in an angular range
1240 to provide direct illumination of the work surface.
FIG. 13F shows a polar plot of the illumination distribution
1390 associated with the luminaire 1350, including an
intensity lobe 1315 corresponding to the indirect compo-
nent of the illumination distribution 1390, and an intensity
pattern 1240 corresponding to the direct component of
the same.
[0185] The surface profile of the reflector 610 can be
tailored to obtain a desired pattern 1240 corresponding
to the direct component of the illumination distribution
1390 associated with the luminaire 1350. The reflector
610 of the tertiary optic can be fabricated from a reflec-
tively coated sheet metal. The reflector 610 of the tertiary
optic can have optical power in only one plane z-x, which
may allow for a conventional metal bending processes
to shape the surface of the reflector 610.
[0186] In some embodiments, multiple luminaire mod-
ules (e.g., luminaire module 200, asymmetric luminaires
1300, or luminaires 1350) can be arranged into a lumi-
naire system that provides a desired intensity profile. For
example, referring to FIGS. 14A-14C, an indirect direct
troffer luminaire 1400 includes four luminaire modules
1410, 1411, 1412, and 1413, arranged in a square for-
mation. Each of the luminaire modules has an asymmet-
ric cross-sectional profile of the type shown in FIG. 13E.
An intensity distribution provided by each of the four lu-
minaire modules 1410, 1411, 1412, and 1413 corre-
sponds to the intensity distribution 1390 associated with
the luminaire 1350. The luminaire modules 1410, 1411,
1412, and 1413 are oriented so that the larger lobe of
the optical extractor (i.e., surface 1312 of the optical ex-
tractor 1310 corresponding to side B of the luminaire
1350) faces away from the square, and the reflector 610

points inward of the square. Only the reflector 610 of the
tertiary optic of luminaire module 1411 is labeled in FIG.
14B.
[0187] In the example implementation shown in FIGs.
14A-14C, each pair of adjacent luminaire modules is con-
nected by one of connector elements 1420, 1421, 1422,
and 1423. In this implementation, each connector ele-
ment has a cross-sectional profile that matches (other
embodiments may be different) the luminaire modules,
and bends through 90° in the x-y plane, forming the cor-
ners of the square. In general, connector elements 1420,
1421, 1422, and 1423 can be formed from a variety of
materials, such as a plastic or a metal. The connector
elements can be transparent or opaque. The connector
elements can also be attached to the luminaire modules
in a variety of ways. For example, the connector elements
can be bonded to the luminaire modules using an adhe-
sive, fused to the luminaire modules, or attached via an-
other device, such as a clamp. In some implementations,
the outer circumference of the indirect direct troffer lumi-
naire 1400 may be diffuse reflective and fabricated sim-
ilarly to the inner coversheet 1450 out of powder coated
steel. In some implementations, an optical diffuser may
be added to the reflector 610 of each of the luminaire
modules 1410, 1411, 1412, and 1413, or as an independ-
ent component that may cover the interior region of the
square circumscribed by the flux manifolds (modules
1420, 1421, 1422, and 1423).
[0188] The square shaped by the flux manifolds (mod-
ules 1420, 1421, 1422, and 1423) inscribes the housing
of the indirect direct troffer luminaire 1400 that can fit into
a standard T-bar ceiling grid. For example, indirect direct
troffer luminaire 1400 can have a maximum dimension
in the x-y plane that allows it to be accommodated in a
panel 1490 having 2’ x 2’ footprint (i.e., in the x plane),
corresponding to the size of conventional that support,
fluorescent lights. FIG. 14B, for example, shows an ex-
ample of a luminaire mounted within a square panel 1490
with dimensions shown by arrows 1430 and 1432. In
some embodiments, indirect direct troffer luminaire 1400
is designed to be installed in or on a ceiling with ceiling
panels 1490. FIG. 14C shows that such a troffer system,
which may be about 5" deep (in the z-axis), can reach
about 1" into the ceiling 1490. In this manner, the indirect
direct troffer luminaire 1400 protrudes about 4" into the
room. In other implementations, the indirect direct troffer
luminaire 1400 can be directly ceiling mounted. The di-
rect component of the intensity distribution associated
with the indirect direct troffer luminaire 1400 is formed
entirely in the inside of the square. The reflector 610 of
the tertiary optic may be manufactured of non-diffuse re-
flective material such as Alanod Miro Ag 4420, and a
center coversheet 1450 may be fabricated from diffuse
reflective material such as powder coated steel or alumi-
num. The reflector 610 and coversheet 1450 can create
a cavity of depth of about 2", sufficient to place drive
electronics and power conversion electronics, which con-
trol the LEEs of luminaire module 1411 and of the other
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three modules, into the cavity.
[0189] The indirect direct troffer luminaire 1400 may
be mounted with the luminaire’s longitudinal axes orient-
ed at 45° with respect to the edges of the square panel
1490, however other mounting orientations are also pos-
sible. For example, the luminaire’s longitudinal axes may
be mounted parallel to the edges of the square panel
1490. An arrangement at 45 degrees or other oblique
angles of the indirect direct troffer luminaire 1400 may
be used to provide more uniform illumination of rectilinear
target areas. Likewise, when multiple indirect direct trof-
fer luminaires 1400 are required to illuminate a large
space they may be arranged in a rectilinear array with
their sides arranged at 45 degrees relative to the axes
of the array. Rotating the square shape at 45deg to the
orientation of the ceiling grid, as illustrated in FIG. 14B,
is advantageous in achieving optimum uniformity on the
ceiling and work surface as the largest spacing between
the square luminaire systems is in the diagonal direction.
[0190] As the solid flux manifolds (modules 1420,
1421, 1422, and 1423) on opposite sides of the indirect
direct troffer luminaire 1400 are positioned antiparallel,
a symmetric intensity distribution can be obtained. The
indirect direct troffer luminaire 1400 can produce max to
min uniformity ratios of better than 2:1 on the work surface
and better than 10:1 on the ceiling. Referring to FIG. 14D,
indirect direct troffer luminaire 1400 can provide symmet-
ric direct and indirect illumination in both of two orthog-
onal planes. Trace 1510 shows an exemplary simulated
intensity profile in the x-z plane of an embodiment of in-
direct direct troffer luminaire 1400, while trace 1520
shows the simulated intensity profile in the y-z plane.
Here, 0° corresponds to the z-direction. In both planes,
the luminaire provides direct illumination of similar flux
corresponding to the lobes between -45° and 45°. Fur-
thermore, in both planes, the luminaire provides indirect
illumination of similar flux. The indirect illumination cor-
responds to lobes between 90° and 112.5° and between
-90° and -112.5°. Luminaire 1400 emits negligible
amounts of light into polar angles between 45° and 90°,
between -45° and -90°, and between 112.5° and-112.5°.
[0191] Multiple direct-indirect illumination luminaires
1400 can be installed in a space to provide desired illu-
mination for a target surface. In general, the number,
density, and orientation of the luminaires in the space
can vary as desired to provide an overall intensity profile
suitable of the target surface. In some embodiments, ar-
rays of similarly oriented indirect direct troffer luminaires
1400 can be arranged in a ceiling. For example, referring
to FIGs. 14E-G, twenty five 2’ x 2’ indirect direct troffer
luminaires 1400 are arranged in a 5 x 5 array in a 40’ x
50’ space (8’x10’ spacing) with 9’ ceiling height to illumi-
nate a target surface 2.5’ off the floor. FIG. 14E shows a
contour plot of the intensity profile on the target surface.
FIG. 14F shows an intensity profile through the long di-
mension of the target surface at X = 0 mm. The illumi-
nance varies between about 300 lux and about 450 lux
across this section. FIG. 14G shows an intensity profile

through the short dimension of the target surfaces at Y
= 0 mm. The illumination drops below 375 lux within about
1,000 mm from the edges of the target surface in this
section, but stays within a range from about 375 lux to
about 475 lux across the majority of the section.
[0192] While indirect direct troffer luminaire 1400 in-
cludes four luminaire modules arranged as a square, oth-
er arrangements are possible, For example, luminaires
of types 200, 1300, or 1350 can be arranged into different
polygonal shapes, e.g., triangles, rectangles (see FIG.
15A), combinations of rectangles or other quadrilaterals
(see FIG. 15B), hexagons (see FIG. 15C), octagons (see
FIG. 15D), etc. As another example, the luminaire mod-
ules can be arranged on a circular or elliptical contour,
corresponding to the contour of a polygon with a very
large number of sides (N → ∞). Generally, the shape of
the luminaire module can be selected to fit a desired in-
stallation. For example, rectangular luminaires can be
used to fit with rectangular ceiling panels.
[0193] Non-polygonal arrangements are also possible.
Generally, luminaires can be formed by arranging multi-
ple luminaire modules in any segmented shape. For ex-
ample, asymmetric luminaire modules 1300 or 1350 can
be arranged along a path (e.g., a line), such that near-
neighbor asymmetric luminaire modules have common
asymmetries (A, B)-(A,B), as illustrated in FIG. 16A, or
such that the near-neighbor asymmetric luminaire mod-
ules have alternating asymmetries (A,B)-(B,A), as illus-
trated in FIG. 16B. As another example, the asymmetric
luminaire modules can be arranged along parallel paths,
such that asymmetric luminaire modules that face each
other have common symmetries (A,B):(A,B), as illustrat-
ed in FIG. 16C, or such that the asymmetric luminaire
modules that face each other have alternating sym-
metries (A,B):(B,A), as illustrated in FIG. 16D. As another
example, the asymmetric luminaire modules can be ar-
ranged in intersecting paths (e.g., lines that intersect at
90° or at other angles), such that near-neighbor asym-
metric luminaire modules of each of the intersecting
paths have common asymmetries (A, B)-(A,B), as illus-
trated in FIG. 16E, or such that the near-neighbor asym-
metric luminaire modules of each of the intersecting
paths have alternating asymmetries (A, B)-(B,A), as il-
lustrated in FIG. 16F).
[0194] The foregoing embodiments discussion with
reference to FIGS. 13-16 involve luminaire modules that
direct light to both sides of the light guide, either in a
symmetric or asymmetric manner. Other configurations
are also possible. For example, in some embodiments,
luminaire modules can be configured to direct light to
only one side of the light guide. For example, referring
to FIGS. 17A-17C, a luminaire 1700 is designed to direct
light in the positive x-direction, but not in the negative x-
direction. Luminaire 1700 includes a carrier 1710 that
houses six LEEs 1714 mounted on a strip 1712, and a
corresponding optical collector 1720 mounted adjacent
each LEE. Optical collectors 1720 are shaped to colli-
mate light from LEEs 1712 in two orthogonal planes. Lu-
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minaire 1700 also includes a light guide 1730 and an
optical extractor 1740. Optical extractor 1740 includes a
reflective optical interface 1742 and a light-exit surface
1744. In cross-section, both reflective optical interface
1742 and light-exit surface 1744 are convex (as viewed
in the direction of propagation of light) in shape. However,
interface 1744 has a constant radius of curvature while
the radius of curvature of interface 1742 varies. During
operation, optical collectors 1720 collimate light from
LEEs 1712 and direct the light to light guide 1730. The
light propagates down light guide 1730 to optical extrac-
tor 1740, and reflects from optical interface 1742 about
out of the luminaire through light-exit surface 1744. FIGS.
17B and 17C also show a mounting fixture 1750 and
attachment brackets 1752 which attach luminaires 1700
to fixture 1750.
[0195] Luminaire modules that direct light to only one
side of the light guide (e.g., luminaire module 1700) are
suitable for applications such as task lighting, cabinet
lighting, wall wash or other lighting, where they are used
to illuminate a work surfaces such as a table, a desk,
countertops, walls or other target surfaces. They can be
configured to uniformly illuminate an area of the work
surface, while also illuminating a backsplash to the work
surface. FIG. 18 shows a simulated intensity distribution
for an exemplary embodiment of luminaire module 1700.
In this plot, 0° corresponds to the positive x-direction.
Trace 1810 corresponds to intensity profile in the x-z
plane and trace 1820 corresponds to the intensity profile
in the x-y plane. In both planes, substantially all of the
light is directed into angles between -45° and 45°, with
peak flux at approximately -22.5° and 22.5°. In the x-z
plane, the intensity profile is asymmetric, the luminaire
providing significant flux at larger negative angles (i.e.,
out to about - 45°), while the flux drops off significantly
more at corresponding positive angles. Accordingly,
such a luminaire module can efficiently illuminate a back-
splash without directing corresponding amounts of light
off the front of the work surface,
[0196] FIGS. 19A-19C show plots of the simulated in-
tensity distribution from an installation composed of two
luminaire modules on a 1200 mm x 600 mm work surface.
The X-axis shows the long dimension of the work surface
and the Y-axis shows the short dimension. FIG. 19A
shows a contour plot of the illuminance across the work
surface, FIG. 19B shows a plot of illuminance (in lux) vs.
Y position (in mm) at X = 0 mm, and FIG. 19C shows a
plot of illuminance (in lux) vs. X position (in mm). Illumi-
nance varies between about 300 lux and 600 lux in the
Y-direction and between about 400 lux and about 500
lux for the central 1,000 mm of the work surface in the
X-direction, falling off nearer to the edges.
[0197] FIGS. 20A-20C show plots of the simulated in-
tensity distribution from the same installation as depicted
in FIGS. 19A-19C on a 2,000 mm x 400 mm back surface.
The X-axis shows the long dimension of the back surface
and the Y-axis shows the short, dimension. FIG. 20A
shows a contour plot of the illuminance across the work

surface, FIG. 20B shows a plot of illuminance (in lux) vs.
Y position (in mm) at X = 0 mm, and FIG. 20C shows a
plot of illuminance (in lux) vs. X position (in mm). Illumi-
nance varies between about 150 lux and 250 lux in the
Y-direction up to the top 100 mm of the back surface,
where it falls off, and between about 150 lux and about
250 lux for the central 1,000 mm of the back surface in
the X-direction, falling off nearer to the edges.
[0198] In some embodiments, certain components of
the luminaires described previously can be omitted from
the design. For example, certain embodiments need not
include a light guide to guide light from the optical collec-
tor to the optical extractor. Where the collimation of the
collectors is sufficient, they may be sufficient to direct the
light to the optical extractor without the need to confine
the light to a light guide. Moreover, such embodiments
need not include a transparent optical element for the
optical extractor, and instead can be composed of one
or more reflective surfaces. For example, FIGS. 21A and
21B show an embodiment of a luminaire 2100 similar to
luminaire 1700 that includes a curved mirror 2130 spaced
apart from collectors 2120, rather than a light guide and
solid optical extractor. Luminaire 2100 also includes a
strip 2110 supporting six LEEs 2112 and electrical con-
nector 2111. Each collector is positioned adjacent a cor-
responding LEE and collimates light emitted from the
LEE directing the light towards mirror 2130. The collec-
tors are designed to collimate light in two orthogonal
planes. Mirror 2130 has a concave surface shaped to
redirect the light from the collectors to illuminate a work
surface.
[0199] FIG. 22 shows a simulated intensity distribution
for an exemplary embodiment of luminaire 2100. In this
plot, 0° corresponds to the positive x-direction. Trace
2210 corresponds to the intensity profile in the x-z plane
and trace 2220 corresponds to the intensity profile in the
x-y plane. In both planes, substantially all of the illumi-
nation is directed into angles between - 45° and 45°, with
peak flux at approximately -22.5° and 22.5° in the x-y
plane and at about 35° in the x-z plane. In the x-z plane,
the intensity profile is asymmetric, the luminaire providing
higher flux at positive angles.
[0200] FIGS. 23A-23C show plots of the simulated in-
tensity distribution from an installation composed of two
luminaires on a 2,000 mm x 600 mm work surface. The
X-axis shows the long dimension of the work surface and
the Y-axis shows the short dimension. FIG. 23A shows
a contour plot of the illuminance across the work surface,
FIG. 23B shows a plot of illuminance (in lux) vs. Y position
(in mm) at X = 0 mm, and FIG. 23C shows a plot of illu-
minance (in lux) vs. X position (in mm). Illuminance varies
between about 300 lux and 600 lux in the Y-direction and
between about 300 lux and about 600 lux for the central
1,200 mm of the work surface in the X-direction, falling
off nearer to the edges.
[0201] FIGS. 24A-24C show plots of the simulated in-
tensity distribution from the same installation as depicted
in FIGS. 23A-23C on a 2,000 mm x 400 mm back surface.
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The X-axis shows the long dimension of the back surface
and the Y-axis shows the short dimension. FIG. 24A
shows a contour plot of the illuminance across the work
surface, FIG. 24B shows a plot of illuminance (in lux) vs.
Y position (in mm) at X = 0 mm, and FIG. 24C shows a
plot of illuminance (in lux) vs. X position (in mm). Illumi-
nance varies between about 150 lux and 300 lux in the
Y-direction up to the top 100 mm of the back surface,
where it falls off, and between about 50 lux and about
150 lux for the central 1,200 mm of the back surface in
the X-direction, falling off nearer to the edges.
[0202] FIG. 25 shows another example of a task light
luminaire 2500. Luminaire 2500 includes substrate 2110,
LEEs 2112, optical collector 2520 and reflector 2530. In
contrast to the optical collectors in luminaire 2100, which
provide collimation in two directions, optical collector
2210 provides collimation only in the x-z plane.
[0203] FIG. 26 shows a simulated intensity distribution
for an exemplary embodiment of luminaire 2500. In this
plot, 0° corresponds to the positive x-direction. Trace
2210 corresponds to the intensity profile in the x-z plane
and trace 2220 corresponds to the intensity profile in the
x-y plane. In both planes, substantially all of the illumi-
nation is directed into angles between-45° and 45°, al-
though in the x-y plane the intensity distribution is ap-
proximately lainbertian, composed of a single lobe with
peak flux at 0°. In the x-z plane, the distribution has two
distinct lobes, with peak flux at approximately -22.5° and
about 35°. In the x-z plane, the intensity profile is asym-
metric, the luminaire providing higher flux at positive an-
gles.
[0204] FIGS. 27A-27C show plots of the simulated in-
tensity distribution from an installation composed of two
luminaires on a 2,000 mm x 600 mm work surface. The
X-axis shows the long dimension of the work surface and
the Y-axis shows the short dimension. FIG. 27A shows
a contour plot of the illuminance across the work surface,
FIG. 27B shows a plot of illuminance (in lux) vs. Y position
(in mm) at X= 0 mm, and FIG. 27C shows a plot of illu-
minance (in lux) vs. X position (in mm). Illuminance varies
between about 400 lux and 600 lux in the Y-direction.
(except close to one edge, where it falls off) and between
about 300 lux and about 500 lux for the central 1,000 mm
of the work surface in the X-direction, falling off nearer
to the edges.
[0205] FIGS. 27D-27F show plots of the simulated in-
tensity distribution from the same installation as depicted
in FIGS. 27A-27C on a 2,000 mm x 400 mm back surface.
The X-axis shows the long dimension of the back surface
and the Y-axis shows the short dimension. FIG. 27D
shows a contour plot of the illuminance across the work
surface, FIG. 27E shows a plot of illuminance (in lux) vs.
Y position (in mm) at X = 0 mm, and FIG. 27F shows a
plot of illuminance (in lux) vs. X position (in mm). Illumi-
nance varies between about 200 lux and 350 lux in the
Y-direction up to the top 100 mm of the back surface,
where it falls off, and between about 100 lux and about
250 lux for the central 1,000 mm of the back surface in

the X-direction, falling off nearer to the edges.
[0206] FIG. 28 shows another example of a luminaire
2900 that features hollow components that are elongated
along the y-axis. The luminaire 2900 is configured to pro-
vide asymmetric illumination in cross-section x-z and in-
cludes a substrate 2110, a plurality of LEEs 2112, one
or more primary optics 2120, a secondary optic 2830 and
a tertiary optic 2840.
[0207] The substrate 2110 has first and second oppos-
ing surfaces, such that each of the first and second sur-
faces are elongated and have a longitudinal dimension
(along the y-axis) and a transverse dimension (along the
x-axis) shorter than the longitudinal dimension. The LEEs
2112 are arranged on the first surface of the substrate
2110 and are distributed along the longitudinal dimen-
sion, such that the LEEs emit, during operation, light in
a first angular range with respect to a normal to the first
surface of the substrate 2110. For example, a divergence
of the first angular can be between 150-180 sr.
[0208] The one or more primary optics 2120 are ar-
ranged in an elongated configuration along the longitu-
dinal dimension of the first surface and are coupled with
the LEEs 2112. The one or more primary optics 2120 are
shaped to redirect light received from the LEEs 2112 in
the first angular range, and to provide the redirected light
in a second angular range 125. A divergence of the sec-
ond angular range 125 is smaller than the divergence of
the first angular range at least in a plane x-z perpendicular
to the longitudinal dimension of the first surface of the
substrate 2110. In some implementations, the one or
more primary optics 2120 can be configured as one or
more solid primary optics. Examples of hollow and solid
primary optics 2120 (couplers) are described in detail
below in connection with FIGs. 34-36.
[0209] The secondary optic 2830 includes a redirecting
surface 2833 elongated along the longitudinal dimen-
sion. The redirecting surface of the secondary optic 2833
is spaced apart from and facing the one or more of the
primary optics 2120. First and second portions of the re-
directing surface 2832, 2832’ reflect light received from
the one or more primary optics 2120 in the second an-
gular range 125, and provide the reflected light in third
and fourth angular ranges 142, 142’ with respect to the
normal to the first surface of the substrate 2110, respec-
tively. At least prevalent directions of the third and fourth
angular ranges 142, 142’ are different from each other
and from a prevalent direction of propagation of light of
the second angular range 125 at least perpendicular to
the longitudinal dimension of the first surface of the sub-
strate 2110.
[0210] A tertiary optic includes a reflector 2840 elon-
gated along the longitudinal dimension. The first reflector
optic 2840 is spaced apart from and facing the first portion
of the redirecting surface of the secondary optic 2832. In
addition, the first reflector 2840 is shaped to reflect at
least some of the light provided by the first portion of the
redirecting surface of the secondary optic 2832 in the
third angular range 142 with respect to the normal of the
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first surface of the substrate 2110 as first reflected light
in a fifth angular range 152 with respect to the normal to
the first surface of the substrate 2110. The fifth angular
range 152 is different than the third angular range 142.
In some implementations, the reflector 2840 can be ther-
mally coupled with the substrate 2910 to extract heat
produced by the LEEs 2112 during operation.
[0211] A first portion of an intensity distribution output
by the luminaire 2800 during operation includes at least
some of the first reflected light 152. A second portion of
the intensity distribution output by the luminaire 2800 dur-
ing operation includes at least some of the light provided
by the second portion of the redirecting surface of the
secondary optic 2832’ within the fourth angular range
142’.
[0212] Optical surfaces and/or interfaces of the sec-
ondary optic 2830 and/or the reflector 2840 of the tertiary
optics can include one or more parabolic, hyperbolic,
spherical, aspherical, facetted, segmented, polygonal, or
otherwise shaped portions, as described above in con-
nection with FIGs. 2A-2G, for example.
[0213] While the foregoing embodiments of luminaires
featuring hollow portions are designed to provide asym-
metric illumination in cross-section, other configurations
are also possible. For example, referring to FIGS. 29A-
29C, a hollow luminaire 2900 is designed to provide a
symmetric intensity profile in cross-section. Luminaire
2900 is elongated along the y-axis and includes a housing
2902 that includes a substrate 2910 with a plurality of
LEEs 2912 and a collector 2920.
[0214] The LEEs emit light, during operation, in a first
angular range with respect to a normal to the substrate
2910 (along the z-axis). Collector 2920 includes one or
more hollow primary optics that include curved surfaces
extending along strip 2910. The collector 2920 is shaped
to redirect light received from the LEEs 2912 in the first
angular range, and to provide the redirected light in a
second angular range, such that a divergence of the sec-
ond angular range is smaller than a divergence of the
first angular range at least in a plane x-z perpendicular
to the longitudinal dimension of the luminaire 2900.
[0215] A secondary optic including a reflector 2930 is
positioned in the path of light emitted from the LEEs 2912
and redirected by collector 2920 in the second angular
range. The reflector 2930 of the primary optic includes
two planar reflective surfaces 2932, 2932’ arranged in a
v-shape. In cross-section, luminaire 2900 has a symme-
try plane z-y 2901, which intersects the reflector 2930 at
the vertex 2935 of the v-shape formed by the reflective
surfaces 2932, 2932’. The redirecting surfaces 2932,
2932’ reflect light received from the collector 2920 in the
second angular range, and provide the reflected light in
third and fourth angular ranges with respect to the z-axis,
respectively. At least prevalent directions of the third and
fourth angular ranges are different from each other and
from a prevalent direction of propagation of light of the
second angular range, at least perpendicular to the lon-
gitudinal dimension of the luminaire 2900.

[0216] Luminaire 2900 also includes tertiary optics in-
cluding reflectors 2940, 2940’ positioned to receive light
reflected from redirecting surfaces 2932, 2932’, respec-
tively, and redirect the light to the target surface. In cross-
section, the reflectors 2940, 2940’ can be convex in
shape. The first reflector 2940 of the tertiary optics redi-
rects light received from the first redirecting surface 2932
in the third angular range as first reflected light in a fifth
angular range 3010 with respect to the z-axis, such that
the fifth angular range 3010 is different than the third
angular range. In this manner, a direct component of an
intensity distribution output by the illumination device dur-
ing operation includes at least some of the first reflected
light 3010. The second reflector 2940’ of the tertiary op-
tics redirects light received from the second redirecting
surface 2932’ in the fourth angular range as second re-
flected light in a sixth angular range 3010’ with respect
to the z-axis, such that the sixth angular range 3010’ is
different than the fourth angular range. In this manner,
the direct component of the intensity distribution output
by the illumination device during operation includes at
least some of the second reflected light 3010’.
[0217] In general, the intensity distribution provided by
luminaire 2900 depends, inter alia, on the geometry of
collector 2920, the geometry of reflector 2930 of the sec-
ondary optic (e.g., shape and relative orientation of the
redirecting surfaces 2932, 2932’) and tertiary reflectors
2940, 2940’ and a distance D between the collector 2920
and the secondary optic 2930. These parameters can be
tailored to provide an intensity distribution suitable for the
luminairc’s intended purpose. For example, the angular
width of lobes in the intensity distribution in cross-section
depends on the degree of collimation provided by collec-
tors 2920 and the amount by which reflectors 2932, 2932’
and 2940, 2940’ introduce divergence or convergence
to the light. The directions of lobes in the intensity distri-
bution also depend on the relative orientation of the re-
flective surfaces. FIG. 30 shows a simulated intensity
distribution for an exemplary embodiment of luminaire
2900. In this plot, 0° corresponds to the positive z-direc-
tion. Traces 3010, 3010’ corresponds to the intensity pro-
file in the x-z plane, and trace 3020 corresponds to the
intensity profile in the x-y plane. In the x-y plane the in-
tensity distribution is approximately lambertian, com-
posed of a single lobe with peak flux at 0°. In the x-z
plane, the distribution has two distinct narrow lobes 3010,
3010’, with peak flux at approximately -67.5° and about
67.5°, corresponding to the fifth and sixth angular ranges,
respectively. In the x-z plane, relatively little light is di-
rected into the polar angle range from -45° to 45°, and
almost no light is directed into angles greater -70° or +70°.
[0218] In some implementations, the reflector 2930 of
the secondary optic can be attached to the other com-
ponents of the luminaire via mounting elements 2950,
2950’ coupled at each end of the luminaire. Mounting
elements 2950, 2950’can secure and position the reflec-
tor 2930 of the secondary optic and the reflectors 2940,
2940’ of the tertiary optics at a predefined distance, D,
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from the LEEs 2912 and the collectors 2920. The optical
components of luminaire 2900 can be produced from a
variety of materials. For example, the components can
be produced from a metal, such as aluminum, or from a
plastic coated with a reflective material.
[0219] FIGS. 31A-31C show plots of the simulated in-
tensity distribution from an installation composed of six
luminaires 2900 arranged in a 2x3 grid in spacing of 30’
in x and 20’ in y direction in a 18,000 mm x 18,000 mm
target surface. The luminaires are suspended 300 mm
from the ceiling, which is 3,000 mm high. Such a config-
uration may be useful for application in a garage lighting
application, where driving traffic occurs in y direction with
2 driving lanes and 4 parking rows). The X-axis shows
one dimension of the target surface and the Y-axis shows
the other. FIG. 31A shows a contour plot of the illumi-
nance across the work surface, FIG. 31B shows a plot
of illuminance (in lux) vs. Y position (in mm) at X = 0 mm,
and FIG. 31C shows a plot of illuminance (in lux) vs. X
position (in mm). Illuminance varies between about 25
lux and about 75 lux in the Y-direction and between about
70 lux and about 150 lux in the X-direction.
[0220] FIGS. 32A-32C show plots of the simulated in-
tensity distribution from the same installation as depicted
in FIGS. 31A-31C on a wall along the Y direction of FIG.
31A. In FIG. 32A, the X-axis shows the horizontal dimen-
sion of the section and the Y-axis shows the vertical di-
mension. Dark regions in the intensity distribution are
caused by structural elements of the building. FIG. 32A
shows a contour plot of the illuminance across the sec-
tion, FIG. 32B shows a plot of illuminance (in lux) vs. Y
position (in mm) at X = 0 mm, and FIG. 32C shows a plot
of illuminance (in lux) vs. X position (in mm). Illuminance
varies between about 50 lux and 250 lux in the vertical
direction from the target surface up to the about midway
through the section, where it falls off, and between about
100 lux and about 175 lux for the central 17,000 mm of
the section in the horizontal direction, falling off nearer
to the edges.
[0221] FIGS. 33A-33C show plots of the simulated in-
tensity distribution from the same installation as depicted
in FIGS. 31A-31C on a wall along the X direction of FIG.
31A. In FIG. 33A, the X-axis shows the horizontal dimen-
sion of the section and the Y-axis shows the vertical di-
mension. A certain amount of light provided on the walls
can aid in facial recognition, which may provide better
comfort and security to parking garage users. FIG. 33A
shows a contour plot of the illuminance across the sec-
tion, FIG. 33B shows a plot of illuminance (in lux) vs. Y
position (in mm) at X = 0 mm, and FIG. 33C shows a plot
of illuminance (in lux) vs. X position (in mm). Illuminance
varies between about 50 lux and 250 lux in the vertical
direction from the target surface up to the about midway
through the section, where it falls off, and between about
25 lux and about 125 lux for the central 17,000 mm of
the section in the horizontal direction, falling off nearer
to the edges.

Structure of LEE Strips

[0222] Each of the embodiments described above in-
cludes a strip of LEES. FIG. 34A illustrates in cross sec-
tion of an example LEE strip 3400 that includes an ex-
truded aluminum carrier 3434, having extended cooling
surfaces, which forms a support structure for the LEE
strip 3400. A thermal adhesive layer 3436 is applied to
the carrier 3434, and the substrate 3412 (having the LEE
chips 3437 mounted thereon) is adhered to the layer
3436. The phosphor layer 3438 may be disposed in form
of plates, sheets, from a slurry or otherwise, which may
be flat or curved, are affixed over the top surfaces of the
LEE chips 3437 by an adhesive, such as silicone 3431.
A strip of the optical coupler sheet 3420 is then affixed
over the LEE chips 3437. Assuming the optical couplers
3422 are hollow, the openings in the optical couplers
3422 are then filled with a high index silicone 3439 or
other encapsulant. The phosphor layer 3438 can be
formed from a variety of phosphor sheets and can have
varying characteristics along its length to achieve a de-
sired uniform chromaticity and color-rendering index
(CRI) along the strip 3432. As such the local character-
istics of a phosphor layer 3438 proximate each LEE chip
3437 can be matched to the characteristics of each LEE
chip 3437.
[0223] As discussed previously, a light, conversion
material can be incorporated into a luminaire. In some
embodiments, a light conversion material, in the form of
a phosphor layer, is incorporated into the LEE strip. For
example, in FIG. 34B, a flat (not illustrated) or curved
phosphor layer 3438 is separated from the LEE chip 3437
by a space 3431. The spaced apart disposition can re-
duce the thermal load on the phosphor layer 3438. The
space 3431 may be partially (not illustrated) or fully filled
with an encapsulant, for example, silicone may be dis-
posed in the space 3431 proximate the LEE chip 3437
leaving a gap (not illustrated) between the silicone and
the phosphor layer 3438. The gap can be filled with air
or other low refractive-index medium to control back re-
flection of light from the phosphor layer. The phosphor
layer 3438 may be formed by depositing a preformed
layer or by curing one or more predisposed precursor
substances from which the phosphor layer 3438 is then
cured. As such phosphor may be uniformly or non-uni-
formly deposited along the length of the LEE strip 3432.
Furthermore, the phosphor layer 38 and the previously
noted encapsulant may be integrally formed. The phos-
phor may include Ce:YAG, TAG, nitride-based phos-
phors or other substances as noted herein to achieve
predetermined CCTs from 2800K-5000K, for example.
[0224] In some embodiments, the optical couplers
3422 are dielectric compound parabolic concentrators.
Each optical coupler 3422 is disposed and configured to
collect substantially all of the light from one or more of
the LEEs in the LEE strip 3432 and narrows the solid
angle of the propagation directions of light as it passes
there through. As such light exiting the exit aperture of
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an optical coupler diverges into a smaller solid angle than
light received at an entrance aperture of the optical cou-
pler. The opening angle of the exit beams produced by
the optical couplers 3422 may be as narrow as +/-30
degrees or less, for example. Sufficient collimation is de-
sired to reduce non-absorptive losses of light in the light
guide. It is noted that these and other considerations can
further depend on the wavelengths of the light provided
at the entrance aperture of the optical coupler as noted
herein. Depending on the embodiment, an optical coupler
may be about 2 mm wide and 3 mm tall if used with a
500 mm LED die, approximately 6 mm wide and 8 mm
tall if used with small LED packages, or have other di-
mensions, for example.
[0225] FIG. 34C illustrates an optical coupler with an
asymmetrical configuration that can redirect more light
into one portion of space than in another with respect to
corresponding optical axes and thereby provide light from
the optical coupler having an asymmetrical intensity pat-
tern. Depending on the configuration of other compo-
nents of the luminaire, for example the length and cross
sections of the light guide, an asymmetrical intensity pat-
tern from an optical coupler may be partially or fully pre-
served, and may aid in providing a luminaire with prede-
termined photometric properties that may suit predeter-
mined illumination applications. Asymmetric optical cou-
plers may provide for tailoring of photometric output pro-
files for certain applications. It is noted that such asym-
metry may be achieved via suitable asymmetric config-
uration of other components of the luminaire including
the light pipe and/or the optical extractor, for example.
[0226] FIG. 34D shows an example asymmetric inten-
sity profile 3440 at the exit of an optical coupler. An asym-
metric beam distribution may be partially conserved by
downstream (along the optical path) components of the
optical system. Depending on the embodiment, light
guides typically tend to equilibrate asymmetric beam dis-
tributions over certain optical path lengths but may at
least partially conserve an asymmetric beam distribution
if properly configured. This may be accomplished if the
light guide is of sufficiently short length, for example. An
asymmetric optical coupler may thus be utilized to gen-
erate an asymmetric intensity pattern, which may be em-
ployed in luminaires for asymmetric lighting applications,
for example, for wall washing, track lighting or other ap-
plications. Furthermore, provided all other components
of two luminaires are the same, asymmetrical optical cou-
plers may cause light emission from the optical extractor
that is broader than that from symmetrical optical cou-
plers. As such asymmetric optical couplers may provide
for tailoring of photometric output profiles for certain ap-
plications.
[0227] The surmount for the LEEs may be off-perpen-
dicular angle from the optical axis so that the normal axis
of emission from the LEE is tilted from the nominal per-
pendicular direction in either of, or in combination, the
altitudinal or azimuthal directions. The angle may be used
to control the far-field emission from the optical couplers

that translates into the intensity profile of the light emitted
from an optical extractor.
[0228] The width of the completed LEE strip (or LEE
line source), including the carrier 3434, may be up to one
centimeter or more. In this example, the exit aperture of
the optical coupler 3422 substantially matches the width
of the edge of the light guide, also referred to as the en-
trance aperture of the light guide. Such a configuration
may be effective when the optical coupler and the light
guide are integrally formed, or their alignment can be
accurately determined during manufacture or assembly,
for example. In some embodiments, the exit aperture of
the optical coupler 3422 is narrower than the entrance
aperture of the light guide. Such a configuration may be
effective when the optical coupler and the light guide are
modularly formed and their alignment needs can be con-
trolled via suitably accurate interconnect systems (not
illustrated) to mitigate effects of misalignment.
[0229] FIG. 35 shows an exploded view of the alumi-
num heat sink 3434, the substrate 3412 having a plurality
of LEEs thereon, and a plurality of optical couplers 3422
which may be integrally formed as an optical coupler
sheet or row 3420.
[0230] FIGS. 36A, 36B and 36D illustrate perspective
views of example optical couplers. FIG. 36C illustrates a
sectional view of an LEE strip 3434 including optical cou-
plers 3422 of FIGS. 36A and 36B. In general, optical cou-
plers may have other configurations, for example, an op-
tical coupler may be configured as a truncated cone or
pyramid. Example truncated pyramid optical couplers
may have a square or other cross section perpendicular
to an optical axis. An optical coupler may have a circular,
quadratic or other cross section at a receiving end and
transition into a rectangular, circular or other cross sec-
tion at an opposite end. Depending on the embodiment,
such or other variations in profile may occur more than
once along the length of an optical coupler. As illustrated
in FIG. 36A, the example optical couplers 3422 have a
receiving opening 3442 within which the LEE chip 3437
or LEE package can be disposed. The receiving opening
3442 may be designed to maximize extraction efficiency
out of the LEE chip 3437 or LEE package. The void be-
tween the LEE chip 3437 and the collimating optic may
be filled with optical encapsulation material such as sili-
cone to maximize light extraction efficiency.
[0231] FIG. 36B shows an example string 3421 of op-
tical couplers 3422, also referred to as an elongate con-
figuration of optical couplers 3422, for use in an LEE strip
3432. The string may be configured to provide collimation
power in the direction of the LEE strip 3432 and perpen-
dicular to it. Each of the optical couplers 3422 may have
equal or different collimation and/or other optical proper-
ties in such directions. An optical coupler may have con-
tinuous or discrete rotational symmetry perpendicular to
its optical axis, or it may have no rotational symmetry
with respect to the optical axis. For example, different
collimation properties in different directions can be result
of at least portions of the optical coupler having a recti-
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linear non-quadratic cross section perpendicular to the
optical axis. The optical couplers 3422 may have inter-
locking mechanisms (not illustrated) configured to attach
adjacent optical couplers 3422 into the string 3421. Such
mechanisms may be resiliently re leasable, allow inter-
connection into one or more rows of parallel strings (not
illustrated) or otherwise configured, for example. Optical
couplers 3422 and/or a string thereof may be formed
through injection molding as separate optical couplers or
in groups of connected optical couplers (up to the length
of the luminaire). Depending on the embodiment, adja-
cent optical couplers in a string of optical couplers 3422
may be optically coupled with, or decoupled from one
another to maintain transmission of light at the abutting
interfaces between them below, at or above a predeter-
mined level. Such configuration may depend on whether
the optical couplers have a cavity or solid bulk configu-
ration and whether they rely on total internal reflection
and/or mirrored surfaces. It is noted that an optical cou-
pler as illustrated in FIG. 36A may also be used individ-
ually in a rotationally symmetrical luminaire, for example,
examples of which are discussed below.
[0232] As discussed previously, the optical couplers in
an LEE string may be optically isolated or coupled to
provide predetermined collimation of light within one or
more planes parallel to the optical axes of the optical
couplers. In some embodiments, adjacent optical cou-
plers are optically coupled via suitable configuration of
abutting interfaces, disposition of suitable material be-
tween adjacent optical couplers, integral formation or oth-
erwise optically coupled. Optical decoupling may be
achieved via disposition with formation of suitably sized
gaps between individual optical couplers, or disposition
of suitable reflective material such as films, layers, coat-
ings or interjecting substances between or on abutting
interfaces of adjacent optical couplers. Optical couplers
may be integrally formed into lines or other groups (not
illustrated) of adjacent optical couplers. Depending on
the embodiment, a luminaire may include equal or differ-
ent numbers of optical couplers within different groups
of optical couplers.
[0233] FIG. 36D shows a linear optical coupler 3444
configured to collimate substantially only in the direction
perpendicular to the length of the LEE strip 3432. The
optical coupler 3444 may be formed through extrusion
to predetermined lengths.
[0234] FIG. 36E shows an exemplary embodiment of
an optical coupler 3620 that includes multiple primary
optics 3421. The optical coupler 3620 can be used to
achieve high collimation angles in a direction perpendic-
ular to the elongation of the system of FWHM 20deg or
better in the solid material, while it may be advantageous
to keep a design wider beam angle of over 20deg in the
opposing direction. In some implementations, a config-
uration of the primary optic 3620 can be tailored to pro-
vide batwing distribution in the direction of elongation of
the system. In order to increase collimation in the direc-
tion perpendicular to the elongation of the system (e.g.,

to reduce divergence of the second angular range), a
cylindrical lens 3445 can be included as part of the pri-
mary optics 3421 to add optical power at the entrance
surface of primary optics 3421.
[0235] FIG. 36F shows a hollow embodiment of a pri-
mary optic 3630 (corresponding e.g. to primary optics
1520 2120, 2920) configured to collect the light emitted
by the LEEs 3438 and provide collimation and beam
shaping to illuminate a secondary reflector. In this em-
bodiment, the primary optic 3630 has optical power per-
pendicular to the direction of a linear LED array 3438
only and provides beam shaping only in this direction.
[0236] FIGs. 36G and 36H show other hollow embod-
iments of primary optics 3640 and 3650 (each of which
can be used corresponding e.g. to primary optics 1520
2120, 2920) configured to have identical or different op-
tical powers in the direction of the linear LEE array and
perpendicular to it. In some implementations, the primary
optic 3650 may have a rectangular cross section with
dissimilar profile in the direction perpendicular and along
the elongation of the hollow flux manifold. In one embod-
iment collimation of better than FWHM of 25deg perpen-
dicular to the elongation of the flux manifold may be de-
sired while collimation in elongation of the hollow flux
manifold on the order of FWHM 40deg may be desired.
[0237] The hollow primary optics may optically com-
municate with each LEE individually (as in FIGs. 36G
and 36H), or may optically communicate with all LEDs
(as in FIG. 36F) or a group of LEEs.
[0238] The profile of the hollow primary optic 3630 per-
pendicular to the beam direction may be linear (as in FIG.
36F), a linear array of rotational symmetric profiles (as
in FIG. 36G), a lineal array of rectangular profiles (as in
FIG. 36H) or an array of other suitable profile.
[0239] The hollow primary optic may be reflectively
coated with the coating applied to the side facing the
source or to the side facing away from the source. The
surface shape in direction of the emission may be linear,
segmented linear, parabolic, hyperbolic, or any freeform
shape suitable to the application.
[0240] A perpendicular profile of a solid or hollow pri-
mary optic may be a two dimensional array of rectangular,
triangular, rotational symmetric or other shape including
individual rotational symmetric, rectangular, triangular or
other profiles. The primary optic may be formed individ-
ually, in groups of six elements, for example, or may be
formed integrally for the entire hollow flux manifolds.

Rotationally Symmetric Luminaires

[0241] The foregoing embodiments of luminaires are
all extended along a longitudinal luminaire direction.
However, other embodiments are also possible. For ex-
ample, many of the design principles described above
can be applied to luminaires that are rotationally sym-
metric about the z-axis. FIGS. 37-40 each illustrate ex-
ample luminaires that display this symmetry. Each ex-
ample luminaire includes an optical coupler 3477, a light
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guide 3478 and an optical extractor 3480, which are in-
tegrally formed into a solid body that can reflect light via
TIR. The integral formation is achieved by injection mold-
ing. Each example luminaire also includes a LEE module
3476 and a secondary reflector. The light guide 3478
may also be referred to as a light pipe.
[0242] FIG. 37 illustrates a perspective view of the LEE
module 3476 optically coupled to the optical coupler 3477
to receive light from one or more LEEs included in the
LEE module 3476. The LEE module 3476 includes one
or more LEEs (e.g., LED chips) mounted on a substrate
(submount). The LEEs are configured to emit light in a
first angular range with respect to a normal to the sub-
strate, e.g., the z-axis.
[0243] The optical coupler 3477 is configured to redi-
rect light received from the one or more LEEs in the first
angular range, and provide the redirected light in a sec-
ond angular range at an output end of the optical coupler
3477, such that a divergence of the second angular range
is smaller than a divergence of the first angular range.
For instance, the optical coupler 3477 can be configured
to collimate light to narrower than +/-40 degrees to satisfy
TIR requirements along a longitudinal extension (along
the z-axis) of the cylindrical light guide 3478, as shown
in FIG. 38A, or of the prismatic light guide 3478’ with N
facets, as shown in FIG. 38B. The optical coupler 3477
has a receiving pocket (other examples can have two or
more) that allows positioning of the LEE module 3476.
The receiving pocket can be designed to provide prede-
termined light transfer from the LEE(s) into the optical
coupler 3477 for one or more LEEs. The space between
the optical coupler 3477 and the LEE(s) may be filled
with silicone or other suitable substance to improve op-
tical coupling. The optical coupler 3477 may have a cy-
lindrical circumference. In other examples, it may have
a polygonal shape, an elliptical shape, or other shape.
The polygon has N sides, where N can be 3 for triangular
shape, 4 for square shape, 5 for pentagonal shape, 6 for
hexagonal shape; N can also be 7 or larger for other
polygonal shapes. The exit aperture of the optical coupler
3477 is designed to provide good transfer of light from
the optical coupler 3477 into the light guides 3478, 3478’.
The outside of the optical coupler 3477 may be coated,
which may affect whether light within the optical coupler
is reflected by TIR or specular reflection.
[0244] In some embodiments, one or more of the LEEs
may be configured to emit one or more of blue, violet or
ultraviolet light which may be converted, at least in part,
with one or more phosphors to generate white light, for
example. Phosphors may be disposed in different loca-
tions of the luminaire, for example, in the LEE module
3476, proximate or distant of the LEE chips. For example,
the size of the submount can be about 1 cm by 1 cm.
The optical coupler 3477 has a substantially circular
cross section perpendicular to its optical axis with a re-
ceiving end allowing the insertion of at least a portion of
the LEE module 3476 into the optical coupler 3477 in
order to achieve good light extraction from the LEE mod-

ule 3476.
[0245] The light guide 3478 or 3478’ is optically cou-
pled at an input end of the light guide with the output end
of the optical coupler 3477 and is shaped to guide light
received from the optical coupler 3477 in the second an-
gular range to an output end of the light guide, and to
provide the guided light in substantially the same second
angular range at the output end of the light guide. In the
example illustrated in FIG. 38A, a cross-section 3810 per-
pendicular to an optical axis of the light guide 3478 (e.g.,
the z-axis) forms a circle. In the example illustrated in
FIG. 38B, a cross-section 3820 perpendicular to an op-
tical axis of the light guide 3478’ (e.g., the z-axis) forms
a polygon with N sides, where N > 3. In some implemen-
tations, the polygon of cross-section 3820 is a regular
polygon. In some implementations, the number, N, of fac-
ets of the prismatic light guide 3478 is selected to be
larger than a threshold number of facets, N > N0. The
threshold N0 depends on (i) a transverse dimension of
the prismatic guide 3478’ (in a cross sectional plane per-
pendicular to the z-axis), and an index of refraction of the
light guide 3478’. The threshold number of facets repre-
sents a number of facets N0 for which an angle between
adjacent facets of the prismatic light guide 3478’ is such
that light propagating in a cross section perpendicular to
the optical axis z cannot undergo TIR.
[0246] In some implementations, the number, N, of fac-
ets of the prismatic light guide 3478’ is selected such that
the prismatic light guide 3478 has no parallel facets. In
some implementations, the number of facets, N, of the
prismatic light guide 3478 is to be an odd number. In the
latter implementations, development of transverse
modes in the prismatic light guide 3478’ can be avoided.
In general, the prismatic light guide 3478’ can blur oth-
erwise occurring hot spots from bright LEEs.
[0247] The optical extractor 3480 is optically coupled
with the output end of the light guide 3478 or 3478’ at an
input end of the optical extractor 3480 to receive light
from the light guide 3478 or 3478’. The optical extractor
3480 has a redirecting surface spaced from the input end
of the optical extractor 3480 and an output surface. The
redirecting surface has an apex facing the input end of
the optical extractor 3480 and is shaped to reflect light
received at the input end of the optical extractor 3480 in
the second angular range and provide the reflected light
in a third angular range towards the output surface. The
output surface is shaped to refract the light provided by
the redirecting surface in the third angular range as re-
fracted light and to output the refracted light in a fourth
angular range outside the output surface of the optical
extractor 3480. The optical extractor 3480 is substantially
rotationally symmetric about the optical axis (e.g., the z-
axis) of the light pipe 3478 or 3478’ through the apex.
[0248] As such, the optical extractor 3480 provides a
substantially rotationally symmetric intensity distribution.
It is noted, that this may be different in other examples.
Light can be output from the optical extractor 3480 into
360 degrees outward away from the optical extractor
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3480 and a portion of that light back toward a notional
plane perpendicular to the optical axis through the LEE
module 3476. The intensity distribution of the light output
from the optical extractor 3480 generally resembles a
portion of the light emission of a point-like light source.
[0249] The light that is output by the optical extractor
3480 is further redirected and shaped in the example
luminaires by a respective secondary reflector to provide
predetermined intensity distributions. Optical surfaces
and/or interfaces of the optical extractor 3480 and/or the
secondary reflector can include one or more parabolic,
hyperbolic, spherical, aspherical, facetted, segmented,
polygonal, or otherwise shaped portions, as described
above in connection with FIGs. 2A-2G, for example.
[0250] In this example, the optical extractor 3480 is
shaped in a continuous rotationally symmetrical manner
and can create substantially symmetrical radiation pat-
terns. In other examples, the optical extractor 3480 can
have a finite number of discrete regular repeating pat-
terns or facets, which can be used, for example, to create
an appearance associated with facetted glass or other
transparent material or to blur otherwise occurring hot
spots from bright light sources. The reflective interface
of the optical extractor 3480 may additionally be coated
with a suitably thick layer of silver or other metal such
that no light can escape there through. Such a coating
may change the nature of the reflection of light inside the
optical extractor 3480 from TIR to specular reflection.
[0251] FIG. 39 is a perspective view of the light guide
3478 and a reflector 3482 for redirecting and shaping the
light output by the optical extractor 3480 toward the sur-
face to be illuminated. The reflector optic has rotational
symmetry about the optical axis (e.g., the z-axis) and is
shaped to reflect at least some of the light output by the
output surface of the optical extractor 3480 in the fourth
angular range as reflected light, and to provide the re-
flected light in a fifth angular range, such that the fifth
angular range is different than the fourth angular range.
The reflector 3482 may have any shape for creating the
desired intensity distribution from light it receives from
the optical extractor 3480, e.g., parabolic. In some im-
plementations, the reflector 3482 may have an irregular
surface, have peened indentations, facets, grooves, or
other optically active structures that could provide addi-
tional control over beam shaping, color mixing and/or ho-
mogenization, for example as may be desired for func-
tional or decorative purposes.
[0252] The reflector 3482 can include a reflective met-
al, such as aluminum or silver, or a material coated with
a reflective film, for example Alanod’s Miro™ or 3M’s
Vikuiti™. The luminaire of FIG. 34 may find application
as a replacement luminaire for MR16, GU10, PAR20,
PAR30, PAR 38, AR111, or similar luminaires, or may
be configured and assembled in a light fixture creating a
pendant light, a down light, a track light or a desk lumi-
naire. The reflector 3482 may be configured to allow
some light to escape via holes (not illustrated) provided
in the reflector 3482, for example to illuminate a ceiling.

[0253] In one embodiment, the reflector 3482 reflects
substantially all light emitted from the optical extractor
3480. The shape of the reflector 3482 may be designed
to uniformly illuminate a target surface. The reflector
3482 may also be adjustable relative to the optical ex-
tractor 3480. For example, the luminaire may be config-
ured to permit such adjustment in the field or during man-
ufacturing to modify the beam characteristics of the lu-
minaires. The reflector 3482 may also exhibit non-rota-
tional symmetry with the ability to be field rotatable to
steer the beam distribution in the illumination region.
[0254] FIG. 40 illustrates a perspective view of an ex-
ample luminaire similar to the one of FIG. 39. The lumi-
naire includes a light guide (3478 or 3478’) and a reflector
3488 for reflecting the light toward a target surface. This
example luminaire utilizes a reflector 3488 with a facetted
reflective surface 3490. The facetted reflective surface
3490 includes a plurality of substantially planar seg-
ments. Furthermore, the reflector 3488 can include a cy-
lindrical side sleeve 3489.
[0255] In some embodiments, one or more light-exit
surfaces are optically coupled with one or more reflective
interfaces in a spherical Weierstrass configuration. For
example, the optical extractor 3480 is formed of a mate-
rial with refractive index n and includes at least one light-
exit surface that is configured as a portion of a sphere of
radius R that is disposed so that at least a first portion of
an optically coupled reflective interface lies within a por-
tion of space defined by a notional sphere of radius R/n
that is concentric with the sphere of radius R that defines
the light-exit surface and reflects light from the light guide
thereto. In such a case, light coming from the light guide
(3478 or 3478’) that is reflected by a first portion of the
reflective interface into a solid angle defined by a light-
exit surface relative to a corresponding reflective inter-
face can exit through the light-exit surface without under-
going total internal reflection.
[0256] Additional examples of luminaires configured to
provide a rotationally symmetric intensity profile are de-
scribed below in this specification in connection with
FIGs. 45A-49C.

Upright Luminaires

[0257] Luminaires can be used in an upright configu-
ration. In other words, luminaires can be used in appli-
cation where the LEE is positioned underneath, as op-
posed to above, the optical extractor. For example, FIG.
41 shows a cross-section of an exemplary luminaire 4100
configured for use as a desk lamp or pedestal lamp. The
luminaire 4100 includes a light guide 4120, an optical
extractor 4126, a carrier 4134, one or more optical cou-
plers 4137, and one or more LEE modules 4135 on one
or more submounts 4138. The luminaire 1200 further in-
cludes a base 4130. Example light rays 4122 from the
LEE modules 4132 are shown propagating in the light
guide 4120. The submounts 4138 and the carrier 4134
are thermally coupled and may be configured as a heat
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sink in combination with the base 4130. The LEEs 4131
may be interconnected in series and/or parallel as deter-
mined for operative connection with suitable circuitry for
driving the LEEs 4132.
[0258] The optical extractor 4126 reflects the light
downward and outward by a specular reflective coating
as indicated by arrows. The luminaire 4100 may option-
ally include a secondary reflector (not illustrated) dis-
posed and suitably configured to at least partially sur-
round the optical extractor 4126. In this example, such a
secondary reflector may be disposed to surround the op-
tical extractor 4126 from above so that light that is emitted
upward from the optical extractor 4126 can be redirected
downward towards a target surface. The base 4130 can
include a switch, dimmer, heat sink or other components.
The base 4130 may be configured to provide predeter-
mined thermal coupling to the environment and may be
used as a heat sink, for example.
[0259] Luminaire 4100 can have an elongate or rota-
tionally symmetrical configuration with respect to a plane
perpendicular to the optical axis/axes of the light guide,
which is an elongation perpendicular to the plane of the
illustration of FIG. 41 or a rotational symmetry about an
optical axis in the plane of illustration. Accordingly, for
example, the carrier 4134, the optical coupler 4137
and/or the submount 4138 may be elongate and include
a plurality of LEE modules 4135 along their length, or be
substantially quadratic, circular or otherwise point-like
and include one or a cluster of LEE modules 4135. As
such, the example luminaire 4100 can include a plurality
(not illustrated) of LEE modules 4135 arranged in an elon-
gate or clustered configuration, for example. FIG. 42
shows a top view of an example LEE module 4135 in-
cluding an example configuration of LEEs 4132. The one
or more LEE modules 4135 are operatively disposed on
the one or more submounts 138.

Manufacturing

[0260] In general, the luminaires described herein may
be manufactured using a variety of techniques. Manu-
facturing of luminaires, including the disposition of LEE
dies or packages, may be facilitated by employing circuit
board assembly techniques and placement machinery
processes in combination with one or more processes
as described herein. LEE dies or packages may be dis-
posed relative to the optical couplers with predetermined
accuracy, for example during manufacture, assembly, in-
stallation in the field or other event. Differential coeffi-
cients of thermal expansion between different materials
may be considered during such deposition, for example,
if components are manufactured or assembled at differ-
ent temperatures.
[0261] For example, FIG. 43 shows of how LEE strips
may be formed. Three layers 4312, 4320 and 4328 are
combined into sheets with suitably interconnected LEEs
that can then be separated, also referred to as singula-
tion, into LEE strips. A substrate 4312 including a printed

circuit board (PCB) panel, or other suitable support layer
may be configured to provide predetermined electrical,
mechanical and thermal properties and interconnect
functionalities. The substrate includes pairs of metal pads
4314 for each LEE chip and a suitable conductive inter-
connect systems for interconnecting the LEEs of a strip
in a combination of series and parallel circuitry to be driv-
en by a power supply. The power supply for each LEE
strip or combination of LEE strips may be mounted on
the substrate 4312 or may be a separate module con-
nected to the strip or strips by a suitable connector. De-
pending on the embodiment, the substrate 4312 may in-
clude a metal core, epoxy or other PCB that can provide
predetermined vertical and horizontal heat dissipation
characteristics. Segmentation lines 4316 are shown
where the substrate 4312 will be singulated to form the
strips.
[0262] Optical couplers can be disposed in an optical
coupler sheets 4320, which can be a molded sheet, such
as plastic, forming an array of optical couplers 4322. The
sheet 4320 may be coated with a reflective film. Segmen-
tation lines 4324 are shown. Each LEE is positioned in
an optical coupler 4322 to ensure light is effectively in-
jected into a light guide. The optical couplers 4322 may
include one or more optical elements including non-im-
aging dielectric TIR concentrators, such as CPC (com-
pound parabolic concentrators), CECs (compound ellip-
tical concentrators), CHC (compound hyperbolic concen-
trators), tapered, or untapered, light pipes, segmented
concentrators, other geometry concentrators, one or
more lenses or other optical elements, for example. De-
pending on the embodiment, the optical couplers 4322
may be nominally equal or have different configurations.
For example, optical couplers may have different profiles
in the direction of the luminaire and/or perpendicular to
the luminaire. For example, the optical couplers 4322
may be rotationally symmetric, or have elliptical triangu-
lar, square, hexagonal, or multi-segment cross-sections
perpendicular to the beam direction.
[0263] The optical couplers 4322 may be integrally
formed or configured from solid transparent material and
solely rely on TIR or may be partially or fully reflectively
coated on one or more surfaces. Optical couplers also
may be hollow, or reflectively coated and/or non-imaging.
Hollow reflectors can have the benefit of a shortened
length over a dielectric collimating optic for the same col-
limation angle.
[0264] If corresponding LEEs are employed in the lu-
minaire, a phosphor sheet 4328 may be used to convert
blue or ultraviolet pump light and produce white light in
combination with the unconverted pump light, if any. The
characteristics of the phosphor sheet 4328 may be varied
depending on the peak wavelength of the LEEs, the de-
sired correlated color temperature (CCT) or spectral pow-
er distribution of the light, and other factors. Segmenta-
tion lines 4330 are shown. The phosphor sheet 4328 is
segmented into strips or plates that are disposed in prox-
imity to the top surfaces of the LEE chips. The phosphor
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sheet 3428 also may include three-dimensional struc-
tures (e.g., hemispherical plates) and positioned in prox-
imity to the LEE chips within the optical couplers 4322 to
reduce high temperature effects on the phosphor.
[0265] The electrodes of bare LEE chips, or the elec-
trodes of submounts on which the bare LEE chips are
mounted, are operatively disposed to the PCB pads
4314. Operative disposition may be performed by ultra-
sonic bonding, gluing, gluing with conductive adhesive,
soldering, wire bonding, ball bumping and/or other oper-
ative interconnection. The LEEs may be flip chips, verti-
cal chips (using a wire bond for the top LEE electrode),
horizontal non-flip with wirebonding to anode and cath-
ode, or other type of chip.
[0266] The substrate 4312, optical coupler sheet 4320,
and phosphor sheet 4328 may be separated by sawing,
routing, perforating, snapping, etching or otherwise, for
example. The separation may be facilitated via predeter-
mined breaking lines, also referred to as singulation lines,
for example. The resulting strips/plates may be combined
with a suitable carrier to form an LEE strip as shown in
FIGS. 34A-34C, for example.
[0267] In some embodiments, optical couplers may be
manufactured, for example injection molded, in groups
of two or more elements and be provided with integral
registration elements or receptacles for matingly receiv-
ing external registration elements to assure accurate
placement of optical couplers relative to suitably dis-
posed LEEs. Registration elements may be configured
as indexing pins for insertion into respective holes inside
a PCB board or LEE package, for example. Index match-
ing material such as silicone with suitable optical prop-
erties may be disposed to provide a predetermined op-
tical coupling between LEEs and the optical couplers.
LEE packages may be operatively connected at different
stages of the noted process to the optical couplers. De-
pending on the embodiment, LEE packages may be elec-
trically and/or mechanically disposed on a PCB before
or after operative interconnection with the optical cou-
plers.
[0268] Optical couplers may be configured to provide
one or more receiving apertures, which may be config-
ured to provide tapered inner walls, protrusions, ribs or
other elements that provide a predetermined restorative
force to the LEEs during the mating procedure so that
LEEs and optical couplers can be aligned with predeter-
mined accuracy.
[0269] LEEs may be placed within recesses provided
by optical couplers by automated equipment and cen-
tered by tapered walls or ribs to centered positions with
a surrounding layer of gel to index match and optionally
be cured to set their positions. An optional processing
step may then planarize the assembly and remove ex-
cess material in preparation for testing and subsequent
electrical and mechanical bonding to a substrate.
[0270] In certain embodiments, LEEs may be molded
within the optical couplers to form assemblies which then
can be optionally tested as a unit and sorted according

to certain properties and then can be aligned to a regis-
tration point on the substrate prior to electrical and ther-
mal bonding. A tab or pin on the optical coupler body may
be employed that is aligned to the substrate matching
detail which also aligns the electrical contact points of
the LEEs in the x, y and z axes for electrical and thermal
bonding.
[0271] LEEs may be affixed, molded or otherwise op-
eratively coupled with the optical couplers. Furthermore,
LEEs may be held in place by mating structures in one
or more directions by a registration detail in the input side
of the light guide. This may be performed prior to the
curing of an optical interface material, which may be used
to reduce Fresnel losses at the generated interface. Such
steps may help constrain alignment of the electrical con-
tact points at the bottom of the LEE die or packages to
align to a substrate for electrical and thermal bonding.
[0272] In some embodiments, the LEEs are mounted
on a substrate via an adhesive thermal matching gel with
a viscous solder paste between their contacts and the
substrate such that they can be adjusted minute distanc-
es as they are centered within their respective mating
recesses within the optical couplers.
[0273] Components of luminaires can be made mod-
ularly and designed to be assembled in interchangeable
ways. For example, FIG. 44 shows how an optical ex-
tractor 3870 may be modularly configured separately
from a light guide 3872. The light guide 3872 includes an
input end 231 (in this example the top edge of the rec-
tangular light guide 3872) and an output end 232 (in this
example the bottom edge of the rectangular light guide
3872). The optical extractor 3870 includes an input end
232’. The input end 232’ of the optical extractor 3870 may
be affixed to the output end (bottom edge) 232 of the
rectangular light guide 3872 employing a suitably opti-
cally transparent coupling material having a matched in-
dex of refraction such as silicone. The optical extractor
3870 may be held in place by the coupling material, me-
chanical interference, a friction fit or otherwise, for exam-
ple. This configuration may be employed to permit choos-
ing from a selection of differently configured optical ex-
tractors that provide different intensity distributions better
suited for a particular lighting application. The optical ex-
tractor 3870 may also be provided with a variety of dis-
tribution optics so that they can be joined to a common
light guide 3872 in a completely modular fashion to suit
the mounting height and lighting requirements of the
space.
[0274] Multiple components of a luminaire can be in-
tegrally formed. In other words, two or more optical com-
ponents of a luminaire can be formed from as single piece
of optical material. Integrally formed components can lim-
it Fresnel losses that occur at optical interfaces where
refractive indices of adjacent optical materials are mis-
matched. Integral formation can facilitate registration and
alignment of respective components of a luminaire.
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Additional Embodiments

[0275] Optical components of luminaire may be con-
figured to sustain exposure to predetermined amounts
of short wavelength light, for example blue, violet or ul-
traviolet light. Depending on the embodiment, such light
may propagate through substantial portions of a lumi-
naire. Exposure of respective components may depend
on the particular locations of phosphors. Respective
components may be formed of suitably resistant materi-
als. Likewise, components that assume high tempera-
tures during operation of the luminaire be configured to
provide predetermined heat resistance and resilience
against mechanical stresses caused by thermal gradi-
ents and/or differential thermal expansion between dif-
ferent components. Wavelength-conversion materials
and LEEs can assume high operating temperatures.
[0276] Wavelength-conversion materials may be dis-
posed in different amounts, concentrations and/or net
conversion capabilities at different locations. Depending
on the embodiment, the luminaire may be configured to
emit light of uniform or non-uniform chromaticity or CCT
(correlated color temperature) and/or emit light that is
uniform or non-uniform within predetermined solid-an-
gles. Luminaires with respective intensity distributions
may be configured for decorative and/or general illumi-
nation. As such, wavelength-conversion materials may
be arranged also to provide predetermined appearances
and intensity distributions, for example. Depending on
the embodiment, the luminaire may be configured so that
light from different LEEs may be optically coupled with
different wavelength-conversion materials. The LEEs
may be operatively configured to allow independent con-
trol of different LEEs and as such allow control of how
much light may be converted by different wavelength-
conversion materials. Depending on the embodiment,
the light generated by the different wavelength-conver-
sion materials in response to illumination by the different
LEEs may be completely, partially or substantially not
mixed, for example. Depending on the degree of mixing,
the luminaire may be configured to provide controllable
intensity distributions or control over the chromaticity
and/or CCT of the emitted light.
[0277] In general, the LEEs are arranged on one or
more substrates. Each substrate may have a non-elon-
gate, elongate or other shape. One or more substrates
may be disposed on a carrier, for example a strip, disk,
tile or otherwise shaped carrier configured to provide me-
chanical, electrical, thermal and/or optical coupling to re-
spective elements including the ambient, the light guide,
optional secondary reflector or other component of the
luminaire. The carrier may be configured to provide pre-
determined mechanical strength, interconnectivity, heat
sinking, electrical connection or other functions. Depend-
ing on the embodiment, the carrier may be configured to
dissipate heat away from LEEs directly or indirectly into
the ambient. The secondary reflector may be designed
to be in thermal contact with the carrier and provide a

large surface area enabling thermal dissipation of the
waste heat generated in the LEEs.
[0278] Generally, luminaires are configured for sus-
pension from and/or recess in a ceiling, wall or other sur-
face of an object, room, or other space. In such a case,
the light guide may be disposed substantially vertically,
horizontally or other direction with light inside the light
guide substantially propagating downwards, sideways or
other respective direction. Corresponding luminaires
may be rotationally symmetrical about an optical axis or
elongate. Elongate luminaire may be configured in pre-
determined lengths of about two, four or six feet long, for
example. Corresponding luminaire may be configured as
replacements to fluorescent tubes, recessed or suspend-
ed troffers, or provided in other configurations, for exam-
ple. According to some embodiments, the luminaire is
configured as a rotationally symmetric luminaire such as
a lamp or light bulb, or other non-elongate luminaire. Ac-
cording to some embodiments, the luminaire is config-
ured as a toroidal tube, which may be considered both
elongate and rotationally symmetrical.
[0279] To provide an example luminaire with approxi-
mately 5000 lm light output to replace a 2x4 foot fluores-
cent fixture, about 50 1W LEE chips, which may be pack-
aged, chip-on-board, or otherwise configured high-illu-
minance LEE chips need to be operatively disposed sub-
stantially equidistantly along a four foot LEE strip. In this
case the average distance between the LEE chips, also
referred to as pitch, amounts to about 24 Accordingly, a
luminaire configured to replace a typical fluorescent 2
foot by 2 foot troffer needs to generate about 3000 lu-
mens, with a commensurate type or number of LEE chips.
For example, LED dies of about 12-14 mil can be used
for task or troffer luminaires, and LED dies of about 40-60
mil can be used for garage and suspended luminaires.
As another example, the number of LEE chips required
depends on the luminous flux requirement of the system,
the system’s optical efficiency, and the performance of
the employed LEE. If more light output from the luminaire
is required, the LEE chips may be disposed more densely
in two or more parallel rows of LEE strips 32 or otherwise
grouped. Depending on the embodiment, such groupings
of LEEs may determine altered geometries and dimen-
sions of the optical coupler, light guide, optical extractor
and/or other components of a luminaire. It is important
to mix the light from the LEE chips to obtain good illumi-
nance and color uniformity along the length of the light
fixture.
[0280] According to another example, a luminaire of
approximately 1200 mm length is configured with approx-
imately 100 medium flux LEEs (such as Nichia NS2L-
157 devices) to provide approximately 5000 lumens (lm)
of luminous flux. Those devices can be placed on a single
PCB strip at a spacing of about 12 mm. Such or other
luminaires described herein may be configured for sus-
pension from a ceiling.
[0281] According to another example, a luminaire is
configured as a replacement for a 2 foot or 4 foot long
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fluorescent tube. The luminaire can have a suitable
length for placement in the housing of a two feet by two
feet or two feet by four feet troffer. In order to provide the
flux of a 4 feet long fluorescent lamp of about 3000 1m,
approximately 30 LEEs, for example 1 mm by 1 mm LEEs
of 100 lm each, may be used spaced apart at approxi-
mately 40 mm per luminaire.
[0282] A luminaire according to an embodiment may
be configured to replace a 2-foot by 2-foot troffer. In such
a luminaire the LEEs may be disposed in two rows each
having a length of about 600 mm. Each row can then be
coupled with an elongate system as described herein.
To be able to provide for example 1500 lm output from
each row, a certain number of LEEs per row is required
with each row having LEEs spaced at a predetermined
distance, for example. Nominally, for example, 30 LEEs
with a light output of 50 lm each spaced at 20 mm per
row may provide 1500 lm light input into the optical sys-
tem of each row. Considering inefficiencies due to optical,
electrical, ageing and other effects, for example, about
30% to about 100% more light input per row may be re-
quired to account for such inefficiencies and achieve and
maintain a light output of about 1500 lm per row. Conse-
quently, a corresponding example luminaire may be con-
figured with 60 LEEs, each providing 50 lm, spaced at
10 mm per row.
[0283] It is noted that the specific number of LEEs used
in such a luminaire may depend on ageing properties of
the LEEs and the degree to which an LEE drive system
can compensate for such properties. Ageing properties
of LEEs can include decrease and/or increase of LEE
efficacy, light output, efficacy, and probability of failure
and/or other properties that can vary with time of opera-
tion of an LEE. Such luminaires need to be used in com-
bination with compatible LEE electrical drive systems in
order to be able to maintain the overall flux provided by
the luminaire within desired tolerances.
[0284] The example luminaire may be configured as a
desk, pedestal or other luminaire, for example. The ex-
ample luminaire also may be configured as a replace-
ment for a fluorescent tube, or more specifically a mod-
ular combination of a fluorescent tube and a pair of re-
spective T5, T8 or other fluorescent tube receiver sock-
ets. In such an example luminaire the base can form a
replacement for a pair of tube receiver sockets as usually
used to releasably connect a fluorescent tube via insert-
ing contacts of the fluorescent tube and turning the fluo-
rescent tube until it locks the contacts via a suitable elec-
tromechanical mechanism to establish an operative con-
nection between the fluorescent tube and the fixture.
Such fixtures can be configured as troffers, cove or other
types of luminaires. In contrast to the modular combina-
tion of a fluorescent tube with a pair of tube receiver sock-
ets, the example luminaire can be integrally formed. Lu-
minaires according to this example may be configured
for operative coupling with a suitable fixture in a modular
or integral fashion.
[0285] Further to the foregoing described embodi-

ments, FIGS. 45A-49C show a hollow luminaire 4500
that is designed to provide a rotationally symmetric in-
tensity profile. Luminaire 4500 includes a housing 4512
with a cooler 4517, a cluster 4510 of LEEs and a collector
4520. Luminaire 4500 may be referred to as a down light.
Collector 4520 is a hollow element that includes tapered
surfaces extending around cluster 4510. A first reflector
4530 is positioned in the path of light emitted from the
LEEs and collimated by collector 4520. First reflector
4530 includes a conical, reflective surface 4532 having
a v-shaped cross section. Luminaire 4500 has a rotation-
al symmetry axis, which insects the apex of the conical,
reflective surface 4532 of the first reflector 4530. Lumi-
naire 4500 further includes a rotationally symmetric sec-
ondary reflector 4540 positioned to receive light reflected
from first reflector 4530 and redirect the light to the target
surface through a window 4539. The window 4539 may
be transparent, translucent or otherwise configured. The
secondary reflector 4540 has a convex profile. First re-
flector is attached to window 4539. Mounting elements
secure and position window 4539 and thereby first re-
flector 4530 relative to secondary reflector 4540 at a
specified distance from the LEEs and the collector 4520.
[0286] FIG. 46A illustrates a perspective view of the
secondary reflector 4540. FIG. 46B illustrates a perspec-
tive view of a secondary reflector element 4541 of the
secondary reflector 4540. The secondary reflector 4540
includes twelve secondary reflector elements 4541. The
secondary reflector 4540 may be formed as a whole or
from a number of elements by drawing, welding, solder-
ing or other process of suitable metallic, plastic or other
materials. FIG. 47 illustrates a perspective view of one
of many alternative forms 4547 of a secondary reflector
for the luminaire 4500. In contrast to the secondary re-
flector 4540, which has discrete rotational symmetry, the
secondary reflector of FIG. 47 has continuous rotational
symmetry about its optical axis.
[0287] The optical components of luminaire 4500 can
be produced from a variety of materials. For example,
the components can be produced from a metal, such as
aluminum, or from a plastic coated with a reflective ma-
terial.
[0288] In general, the intensity distribution provided by
luminaire 4500 depends, inter alia, on the geometry of
collector 4500, the geometry of first reflector 4530 and
secondary reflector 4540, and distances between com-
ponents of the luminaire 4500, and these parameters can
be varied as desired to provide an intensity distribution
suitable for the luminaire’s intended purpose. For exam-
ple, the angular width of lobes in the intensity distribution
in cross-section depends on the degree of collimation
provided by collector 4530 and the amount by which re-
flectors 4530 and 4540 introduce divergence or conver-
gence to the light. The intensity distribution illustrated in
FIG. 48 at least in part depends on the configuration of
and relative orientation of the reflective surfaces. In this
plot, 0° corresponds to the positive z-direction.
[0289] FIGS. 49A-49C illustrate plots of the simulated
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intensity distribution that is generated by the luminaire
4500. Depending on the specific configuration, such a
luminaire may be useful for various applications including
commercial or residential lighting. FIG. 49A shows a con-
tour plot of the illuminance across the work surface, FIG.
49B shows a plot of illuminance (in lux) vs. Y position (in
mm) at X = 0, and FIG. 49C shows a plot of illuminance
(in lux) vs. X position.
[0290] Luminaire systems can include an extended
source, e.g., a light bulb or a tube, a reflector and housing
such as fluorescent troffer or pendant. The source can
provide a raw flux source, while the reflector and housing
can provide a system for supporting, conditioning, and
redirecting light flux from the source to the work surface.
These fixtures are powered directly from line voltage
such as in the case of a desk lamp or a power transform-
ing ballast as in the case of a fluorescent ceiling troffer.
[0291] Devices described in this specification may be
configured to use light flux originating from a primary
source of known dimensional, geometric, brightness and
uniformity characteristics, and a secondary reflector/re-
fractor/combination optic to output a specified radiation
pattern. The secondary optic can redistribute the source
flux’s "phase-space" to a new phase-space of prescribed
dimensional extent and angular divergence (e.g., direc-
tional cosines) while maintaining a substantially uniform
intensity from the secondary optic. These devices can
provide uniform illumination of the work surface, efficient
energy conversion from the light source of the devices
to the work surface, and uniform and/or glare-free inten-
sity from the fixture itself when viewed from the work sur-
face. Additionally, these devices can provide glare-free
intensity characteristics while maintaining efficiency and
directionality in flux redirection.
[0292] Other embodiments are in the following claims.

Claims

1. An illumination device comprising:

a substrate (210) having first and second oppos-
ing surfaces, such that each of the first and sec-
ond surfaces are elongated and have a longitu-
dinal dimension and a transverse dimension
shorter than the longitudinal dimension;
a plurality of light-emitting elements (212), LEE,
arranged on the first surface of the substrate
(210) and distributed along the longitudinal di-
mension, such that the LEEs (212) emit, during
operation, light in a first angular range with re-
spect to a normal to the first surface of the sub-
strate (210);
one or more solid primary optics (220) arranged
in an elongated configuration along the longitu-
dinal dimension of the first surface and coupled
with the LEEs (212), the one or more solid pri-
mary optics (220) being shaped to redirect light

received from the LEEs (212) in the first angular
range, and to provide the redirected light in a
second angular range, a divergence of the sec-
ond angular range being smaller than a diver-
gence of the first angular range at least in a plane
perpendicular to the longitudinal dimension of
the first surface of the substrate (210);
a solid light guide (230) comprising input and
output ends, the input and output ends of the
solid light guide (230) being elongated in the lon-
gitudinal dimension and having substantially the
same shape, wherein the input end of the solid
light guide (230) is coupled to the one or more
solid primary optics (220) to receive the light pro-
vided by the solid primary optic (220) in the sec-
ond angular range, and
the solid light guide (230) is shaped to guide the
light received from the solid primary optic (220)
in the second angular range and to provide the
guided light in substantially the same second
angular range with respect to the first surface of
the substrate (210) at the output end of the solid
light guide (230); and
a solid secondary optic (240) comprising an in-
put end, characterized in that:

the solid secondary optic (240) comprises
a redirecting surface (243) opposing the in-
put end and first and second output surfaces
(246, 248), such that each of the input end,
and redirecting, first output and second out-
put surfaces of the solid secondary optic
(240) are elongated along the longitudinal
dimension, wherein
the input end of the solid secondary optic
(240) is coupled to the output end of the
solid light guide (230) to receive the light
provided by the solid light guide (230) in the
second angular range,
the redirecting surface (243) has first and
second portions (242, 244) that reflect the
light received at the input end of the solid
secondary optic (240) in the second angular
range, and provide the reflected light in third
and fourth angular ranges with respect to
the normal to the first surface of the sub-
strate (210) towards the first and second
output surfaces, respectively, wherein at
least prevalent directions of propagation of
light in the third and fourth angular ranges
are different from each other and from a
prevalent direction of propagation of light in
the second angular range at least perpen-
dicular to the longitudinal dimension of the
first surface of the substrate (210),
the first output surface is shaped to refract
the light provided by the first portion of the
redirecting surface in the third angular
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range as first refracted light, and to output
the first refracted light in a fifth angular range
with respect to the normal to the first surface
of the substrate (210) outside the first output
surface of the solid secondary optic (240),
the second output surface is shaped to re-
fract the light provided by the second portion
of the redirecting surface in the fourth an-
gular range as second refracted light, and
to output the second refracted light in a sixth
angular range with respect to the normal of
the first surface of the substrate (210) out-
side the second output surface of the solid
secondary optic (240),
and
the illumination device further comprising:

a tertiary optic comprising:

a first reflector (610) elongated along the
longitudinal dimension, the first reflector at
least in part facing the first output surface
of the solid secondary optic (240), wherein
the first reflector (610) is shaped to reflect
at least some of the light output by the first
output surface of the solid secondary optic
(240) in the fifth angular range as first re-
flected light in a seventh angular range with
respect to the normal to the first surface of
the substrate (210), wherein at least a prev-
alent direction of propagation of light of the
seventh angular range is different from a
prevalent direction of propagation of light of
the fifth angular range at least in a plane
perpendicular to the longitudinal dimension,
such that a first portion of the intensity dis-
tribution output by the illumination device
during operation includes at least some of
the first reflected light.

2. The illumination device of claim 1, wherein the diver-
gence of the second angular range is smaller than
the divergence of the first angular range also along
the longitudinal dimension of the first surface of the
substrate (210).

3. The illumination device of claim 1, wherein the first
reflector is coupled to an edge of the first output sur-
face of the solid secondary optic, and at least a por-
tion of the first reflector is an involute of at least a
portion of the first output surface of the solid second-
ary optic.

4. The illumination device of claim 1, wherein the terti-
ary optic further comprises:

a second reflector (610’) elongated along the
longitudinal dimension, the second reflector fac-

ing the second output surface of the solid sec-
ondary optic (240), wherein the second reflector
is shaped to reflect at least some of the light
output by the second output surface of the solid
secondary optic in the sixth angular range as
second reflected light in an eight angular range
with respect to the normal to the first surface of
the substrate,
wherein at least a prevalent direction of propa-
gation of light of the eight angular range is dif-
ferent from a prevalent direction of propagation
of light of the sixth angular range at least in a
plane perpendicular to the longitudinal dimen-
sion, such that the first portion of the intensity
distribution output by the illumination device dur-
ing operation includes at least some of the sec-
ond reflected light.

5. The illumination device of claim 4, wherein the first
and second reflectors (610, 610’) at least in part
transmit at least some of the light output by the first
and second output surfaces of the solid secondary
optic in the fifth and sixth angular ranges, respec-
tively, wherein a second portion of the intensity dis-
tribution output by the illumination device during op-
eration includes the transmitted light.

6. The illumination device of claim 5, wherein the first
and second reflectors (610, 610’) have perforations,
the perforations being positioned to transmit at least
some of the light output by the first and second output
surfaces of the solid secondary optic in the fifth and
sixth angular ranges, respectively, wherein the sec-
ond portion of the intensity distribution output by the
illumination device during operation includes the
transmitted light.

7. The illumination device of claim 1, wherein
a first parameter combination comprises (i) a shape
of the one or more primary optics, (ii) a shape of the
first portion of the redirecting surface and an orien-
tation thereof relative to the input end of the solid
secondary optic, (iii) a shape of the first output sur-
face and an orientation thereof relative to the first
portion of the redirecting surface, and (iv) a config-
uration of the light guide, the first parameter combi-
nation determining the fifth angular range, wherein
the first parameter combination is tailored such that
the fifth angular range matches a predefined fifth an-
gular range;
a second parameter combination comprises (v) the
shape of the one or more primary optics, (vi) a shape
of the second portion of the redirecting surface and
an orientation thereof relative to the input end of the
solid secondary optic, (vii) a shape of the second
output surface and an orientation thereof relative to
the first portion of the redirecting surface, and (viii)
the configuration of the light guide, the second pa-
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rameter combination determining the sixth angular
range, wherein the second parameter combination
is tailored such that the sixth angular range matches
a predefined sixth angular range, and
a relative offset of the first and second portions of
the redirecting surface with respect to the input end
of the solid secondary optic determines a relative
distribution of light between the fifth angular range
and the sixth angular range, wherein the relative off-
set is selected such that the relative distribution
matches a predefined relative distribution.

8. The illumination device of claim 7, wherein the first
parameter combination further comprises an inten-
sity distribution of light provided by the one or more
LEEs within the first angular range, the second pa-
rameter combination further comprises the intensity
distribution of light provided by the one or more LEEs
within the first angular range.

9. A system comprising N illumination devices accord-
ing to claim 1, where N is an even number larger or
equal to 4, the N illumination devices being connect-
ed to each other to form a polygon, such that the
substrates of the connected illumination devices lie
in a common plane, and any of pair-wise parallel
illumination devices from among the connected illu-
mination devices outputs the first portion of the in-
tensity distribution towards each other, and the sec-
ond portion of the intensity distribution away from
each other, or a system comprising N illumination
devices according to claim 1, where N is a number
larger or equal to 3, the N illumination devices ar-
ranged such that the substrates of the illumination
devices are substantially coplanar, and each one of
the illumination devices outputs the first portion of
the intensity distribution towards one or more oppo-
site ones of the illumination devices, and emits the
second portion of the intensity distribution away from
each other.

10. The illumination device of claim 1, wherein at least
one of the input end, the redirecting surface, and the
first and second output surfaces of the solid second-
ary optic has a uniform cross-sectional shape per-
pendicular to the longitudinal dimension of the first
surface of the substrate (210).

11. The illumination device of claim 1, wherein for a
cross-sectional plane perpendicular to the longitudi-
nal dimension of the first surface of the substrate,
the redirecting surface has an apex that separates
the first and second portions of the redirecting sur-
face, or wherein for a cross-sectional plane perpen-
dicular to the longitudinal dimension of the first sur-
face of the substrate, the redirecting surface is
shaped as an arc of a circle, and the first and second
portions of the redirecting surface represent first and

second portions of the arc of the circle.

12. The illumination device of claim 1, wherein the plu-
rality of LEEs (212) and the one or more solid primary
optics are integrally formed, or wherein the one or
more solid primary optics, the solid light guide and
the solid secondary optic are integrally formed of one
or more transparent materials, and the one or more
transparent materials have substantially matching
refractive indices.

13. The illumination device of claim 1, wherein an angu-
lar range comprises (i) a divergence of the angular
range and (ii) a prevalent direction of propagation of
light in the angular range, wherein the prevalent di-
rection of propagation corresponds to a direction
along which a portion of an intensity distribution has
a maximum, and the divergence corresponds to a
solid angle outside of which the intensity distribution
drops below a predefined fraction of the maximum
of the intensity distribution.

14. The illumination device of claim 1, wherein the redi-
recting surface comprises a reflective material,
where the reflective material includes one or more
of Ag or Al.

15. The illumination device of claim 11, wherein the apex
of the redirecting surface is a rounded vertex with a
non-zero radius of curvature.

Patentansprüche

1. Beleuchtungsvorrichtung, die umfasst:

ein Substrat (210) mit ersten und zweiten ge-
genüberliegenden Oberflächen, so dass jede
der ersten und zweiten Oberflächen länglich ist
und eine longitudinale Ausdehnung hat und eine
transversale Ausdehnung, die kürzer ist als die
longitudinale Ausdehnung;
eine Mehrzahl von lichtemittierenden Elemen-
ten (212), LEE, die auf der ersten Oberfläche
des Substrats (210) angeordnet und entlang der
longitudinalen Ausdehnung verteilt sind, so
dass die LEEs (212) im Betrieb Licht in einen
ersten Raumwinkelbereich in Bezug auf eine
Normale des Substrats (210) emittieren;
eine oder mehrere massive Primär-Optiken
(220), die in einer länglichen Konfiguration ent-
lang der longitudinalen Ausdehnung der ersten
Oberfläche angeordnet sind und mit den LEEs
(212) gekoppelt sind, wobei die eine oder meh-
rere massive Primär-Optiken (220) geformt
sind, um Licht, das von den LEEs (212) in dem
ersten Winkelbereich empfangen wird, umzu-
lenken, und das umgelenkte Licht in einem zwei-
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ten Winkelbereich bereitzustellen, wobei eine
Divergenz des zweiten Winkelbereichs kleiner
ist als eine Divergenz des ersten Winkelbe-
reichs zumindest in einer Ebene, die senkrecht
auf der longitudinalen Ausdehnung der ersten
Oberfläche des Substrats (210) steht;
einen massiven Lichtleiter (230), der Eingangs-
und Ausgangsenden umfasst, wobei das Ein-
gangsende und das Ausgangsende des massi-
ven Lichtleiters (230) länglich in der longitudina-
len Ausdehnung sind und im Wesentlichen die
gleiche Form haben, wobei das Eingangsende
des massiven Lichtleiters (230) an die eine oder
mehrere massive Primär-Optiken (220) gekop-
pelt ist, um Licht, das durch die eine oder meh-
rere massive Primär-Optiken (220) in dem zwei-
ten Winkelbereich bereitgestellt wird, zu emp-
fangen, und
wobei der massive Lichtleiter (230) geformt ist,
um das Licht, dass von der einen oder den meh-
reren massiven Primär-Optiken (220) in dem
zweiten Winkelbereich empfangen wird, zu füh-
ren und das geführte Licht im Wesentlich glei-
chen zweiten Winkelbereich mit Bezug auf die
erste Oberfläche des Substrats (210) an dem
Ausgangsende des massiven Lichtleiters (230)
bereitzustellen; und
eine massive Sekundär-Optik (240), die ein Ein-
gangsende umfasst, gekennzeichnet da-
durch, dass:

die massive Sekundär-Optik (240) eine Um-
lenk-Oberfläche (243) umfasst, die dem
Eingangsende gegenüberliegt, und erste
und zweite Ausgangs-Oberflächen (246,
248), so dass jedes von dem Eingangsen-
de, der Umlenkoberfläche, der ersten und
der zweiten Oberfläche der massiven Se-
kundär-Optik (240) länglich entlang der lon-
gitudinalen Ausdehnung sind, wobei
das Eingangsende der massiven Sekun-
där-Optik (240) an das Ausgangsende des
massiven Lichtleiters (230) gekoppelt ist,
um das Licht, das von dem massiven Licht-
leiter (230) in dem zweiten Winkelbereich
bereitgestellt wird, zu empfangen,
die Umlenkoberfläche (243) erste und zwei-
te Teile (242, 244) aufweist, die Licht, das
an dem Eingangsende der massiven Se-
kundär-Optik (240) in dem zweiten Winkel-
bereich empfangen wird, reflektieren, und
das reflektierte Licht in dritten und vierten
Winkelbereichen in Bezug auf die Normale
der ersten Oberfläche des Substrats (210)
in Richtung der ersten beziehungsweise
zweiten Ausgangs-Oberflächen hin bereit-
zustellen, wobei zumindest Vorzugsrich-
tungen der Lichtausbreitung in den dritten

und vierten Winkelbereichen verschieden
sind voneinander und von einer Vorzugs-
richtung der Lichtausbreitung in dem zwei-
ten Winkelbereich zumindest senkrecht zu
er longitudinalen Ausdehnung der ersten
Oberfläche des Substrats (210),
die erste Ausgangs-Oberfläche geformt ist,
um Licht, das durch den ersten Teil der Um-
lenkoberfläche in dem dritten Winkelbe-
reich bereitgestellt wird, als erstes gebro-
chenes Licht zu brechen, und um das erste
gebrochene Licht in einem fünften Winkel-
bereich in Bezug auf eine Normale der ers-
ten Oberfläche des Substarts (210) außer-
halb der ersten Ausgangs-Oberfläche der
massiven Sekundär-Optik (240) auszuge-
ben,
die zweite Ausgangs-Oberfläche geformt
ist, um Licht, das durch den zweiten Teil der
Umlenkoberfläche in dem vierten Winkel-
bereich bereitgestellt wird, als zweites ge-
brochenes Licht zu brechen, und um das
zweite gebrochene Licht in einem sechsten
Winkelbereich in Bezug auf eine Normale
der ersten Oberfläche des Substarts (210)
außerhalb der zweiten Ausgangs-Oberflä-
che der massiven Sekundär-Optik (240)
auszugeben,
und die Beleuchtungsvorrichtung weiter
umfasst:

eine Tertiär-Optik, die umfasst:

einen ersten Reflektor (610), der in der lon-
gitudinalen Ausdehnung länglich ist, wobei
der erste Reflektor zumindest teilweise der
ersten Ausgangs-Oberfläche der massiven
Sekundär-Optik (240) gegenüber liegt, wo-
bei der erste Reflektor (610) geformt ist, um
zumindest einen Teil des Lichts, das durch
die erste Ausgangs-Oberfläche der massi-
ven Sekundär-Optik (240) in dem fünfte
Winkelbereich bereitgestellt wird als erstes
reflektiertes Licht in einem siebten Winkel-
bereich in Bezug auf die Normale der ersten
Oberfläche des Substrats (210) auszuge-
ben, wobei zumindest eine Vorzugsrich-
tung der Lichtausbreitung in dem siebten
Winkelbereich verschieden ist von einer
Vorzugsrichtung der Lichtausbreitung in
dem fünfen Winkelbereich zumindest in ei-
ner Ebene, die senkrecht zu der longitudi-
nalen Ausdehnung steht, so dass ein Teil
der Intensitätsverteilung, die durch die Be-
leuchtungsvorrichtung im Betrieb ausgege-
ben wird, zumindest etwas von dem ersten
reflektierten Licht beinhaltet.
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2. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
die Divergenz des zweiten Winkelbereichs kleiner
ist als die Divergenz des ersten Winkelbereichs auch
entlang der longitudinalen Ausdehnung der ersten
Oberfläche des Substrats (210).

3. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
der erste Reflektor an eine Kante der ersten Aus-
gangs-Oberfläche der massiven Sekundär-Optik
gekoppelt ist, und zumindest ein Teil des ersten Re-
flektors eine Evolvente zumindest eines Teils der
ersten Ausgangs-Oberfläche der massiven Sekun-
där-Optik ist.

4. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
die Tertiär-Optik weiter umfasst:

einen zweiten Reflektor (610’), der entlang der
longitudinalen Ausdehnung länglich ist, wobei
der zweite Reflektor zumindest teilweise der
zweiten Ausgangs-Oberfläche der massiven
Sekundär-Optik (240) gegenüber liegt, wobei
der zweite Reflektor (610’) geformt ist, um zu-
mindest einen Teil des Lichts, das durch die
zweite Ausgangs-Oberfläche der massiven Se-
kundär-Optik (240) in dem sechsten Winkelbe-
reich bereitgestellt wird als zweites reflektiertes
Licht in einem achten Winkelbereich in Bezug
auf die Normale der ersten Oberfläche des Sub-
strats (210) auszugeben, wobei zumindest eine
Vorzugsrichtung der Lichtausbreitung in dem
achten Winkelbereich verschieden ist von einer
Vorzugsrichtung der Lichtausbreitung in dem
sechsten Winkelbereich zumindest in einer Ebe-
ne, die senkrecht zu der longitudinalen Ausdeh-
nung steht, so dass ein Teil der Intensitätsver-
teilung, die durch die Beleuchtungsvorrichtung
im Betrieb ausgegeben wird, zumindest etwas
von dem zweiten reflektierten Licht beinhaltet.

5. Beleuchtungsvorrichtung gemäß Anspruch 4, wobei
die ersten und zweiten Reflektoren (610, 610’) zu-
mindest teilweise etwas von dem Licht, das von den
ersten und zweiten Ausgangsoberflächen der mas-
siven Sekundär-Optik in den fünften beziehungswei-
se sechsten Winkelbereichen ausgegeben wird,
transmittieren, wobei der zweite Teil der Intensitäts-
verteilung, die im Betrieb von der Beleuchtungsvor-
richtung ausgeben wird, das transmittierte Licht be-
inhaltet.

6. Beleuchtungsvorrichtung gemäß Anspruch 5, wobei
die ersten und zweiten Reflektoren (610, 610’) Per-
forationen aufweisen, wobei die Perforationen posi-
tioniert sind, um zumindest etwas von dem Licht, das
von den ersten und zweiten Ausgangsoberflächen
der massiven Sekundär-Optik in den fünften bezie-
hungsweise sechsten Winkelbereichen ausgege-

ben wird, zu transmittieren, wobei der zweite Teil der
Intensitätsverteilung, die im Betrieb von der Be-
leuchtungsvorrichtung ausgeben wird, das transmit-
tierte Licht beinhaltet.

7. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
eine erste Parameterkombination umfasst i) eine
Form der einen oder mehreren Primär-Optiken, ii)
eine Form des ersten Teils der Umlenkoberfläche
und eine Orientierung dieses relativ zu dem Ein-
gangsende der massiven Sekundär-Optik, iii) eine
Form der ersten Ausgangs-Oberfläche und eine Ori-
entierung dieser relativ zu dem ersten Teil der Aus-
gangs-Oberfläche und iv) eine Konfiguration des
Lichtleiters, wobei die erste Parameterkombination
den fünften Winkelbereich umfasst, wobei die erste
Parameterkombination maßgeschneidert ist, so
dass der fünfte Winkelbereich einem vorbestimmten
fünften Winkelbereich entspricht,
eine zweite Parameterkombination umfasst v) eine
Form der einen oder mehreren Primär-Optiken, vi)
eine Form des zweiten Teils der Umlenkoberfläche
und eine Orientierung dieses relativ zu dem Ein-
gangsende der massiven Sekundär-Optik, vii) eine
Form der zweiten Ausgangs-Oberfläche und eine
Orientierung dieser relativ zu dem ersten Teil der
Ausgangs-Oberfläche und viii) eine Konfiguration
des Lichtleiters, wobei die zweite Parameterkombi-
nation den sechsten Winkelbereich umfasst, wobei
die erste Parameterkombination maßgeschneidert
ist, so dass der sechste Winkelbereich einem vor-
bestimmten sechsten Winkelbereich entspricht, und
ein relativer Versatz der ersten und zweiten Teile der
Umlenkoberfläche in Bezug auf das Eingangsende
der massiven Sekundär-Optik eine relative Lichtver-
teilung zwischen dem fünften und sechsten Winkel-
bereich bestimmt, wobei der relative Versatz so ge-
wählt ist, dass der relative Versatz einer vorbestimm-
ten relativen Verteilung entspricht.

8. Beleuchtungsvorrichtung gemäß Anspruch 7, wobei
die erste Parameterkombination weiter eine Intensi-
tätsverteilung des Lichts, das durch die einen oder
mehreren LEEs in dem ersten Winkelbereich bereit-
gestellt wird, umfasst, wobei die zweite Parameter-
kombination weiter die Intensitätsverteilung des
Lichts, das durch die einen oder mehreren LEEs in
dem ersten Winkelbereich bereitgestellt wird, um-
fasst.

9. System, das N Beleuchtungsvorrichtungen gemäß
Anspruch 1 umfasst, wobei N eine gerade Zahl grö-
ßer oder gleich vier ist, wobei die N Beleuchtungs-
vorrichtungen miteinander verbunden sind, um ein
Polygon zu bilden, so dass die Substrate der ver-
bundenen Beleuchtungsvorrichtungen in einer ge-
meinsamen Ebene liegen, und wobei jedes parallele
Paar von Beleuchtungsvorrichtungen unter den ver-
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bundenen Beleuchtungsvorrichtungen den ersten
Teil der Intensitätsverteilung aufeinander zu emittiert
und den zweite Teil der Intensitätsverteilung vonein-
ander weg, oder ein System, das N Beleuchtungs-
vorrichtungen gemäß Anspruch 1 umfasst, wobei N
eine Zahl größer oder gleich drei ist, wobei die N
Beleuchtungsvorrichtungen angeordnet sind, so
dass die Substrate der Beleuchtungsvorrichtungen
im Wesentlichen koplanar sind, und wobei jede der
Beleuchtungsvorrichtungen den ersten Teil der In-
tensitätsverteilung auf ein oder mehrere gegenüber-
liegende Beleuchtungsvorrichtungen hin emittiert
und den zweite Teil der Intensitätsverteilung vonein-
ander weg.

10. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
zumindest eines von dem Eingangsende, der Um-
lenkoberfläche und den ersten und zweiten Aus-
gangs-Oberflächen der massiven Sekundär-Optik
eine gleichförmige Form in einem Schnitt senkrecht
zu der longitudinalen Ausdehnung der ersten Ober-
fläche des Substrats (210) hat.

11. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
für eine Querschnittsebene senkrecht zu der longi-
tudinalen Ausdehnung der ersten Oberfläche des
Substrats die Umlenkoberfläche einen Apex auf-
weist, der die ersten und zweiten Teile der Umlen-
koberfläche trennt, oder wobei für eine Quer-
schnittsebene senkrecht zu der longitudinalen Aus-
dehnung der ersten Oberfläche des Substrats die
Umlenkoberfläche als ein Kreisbogen geformt ist,
und die ersten und zweiten Teile der Umlenkober-
fläche erste und zweite Teile des Kreisbogens dar-
stellen.

12. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
die Mehrzahl von LEEs (212) und die eine oder meh-
rere massive Primär-Optiken integral gebildet sind,
oder wobei die eine oder mehrere massive Primär-
Optiken, der massive Lichtleiter und die massive Se-
kundär-Optik integral gebildet sind aus einem oder
mehreren transparenten Materialien.

13. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
der erste Winkelbereich i) eine Divergenz des Win-
kelbereichs und ii) eine Vorzugsrichtung der Licht-
propagation in dem Winkelbereich umfasst, wobei
die Vorzugsrichtung der Lichtpropagation einer
Richtung entspricht, entlang der ein Teil einer Inten-
sitätsverteilung ein Maximum aufweist, und wobei
die Divergenz einem Winkelbereich entspricht, au-
ßerhalb dessen die Intensitätsverteilung unter einen
vorbestimmten Bruchteil des Maximums der Inten-
sitätsverteilung fällt.

14. Beleuchtungsvorrichtung gemäß Anspruch 1, wobei
die Umlenkoberfläche ein reflektierendes Material

umfasst, wobei das reflektierende Material eins oder
mehr von Al und Ag umfasst.

15. Beleuchtungsvorrichtung gemäß Anspruch 11, wo-
bei der Apex der Umlenkoberfläche ein gerundeter
Wirbel mit einem Krümmungsradius, der ungleich
Null ist, ist.

Revendications

1. Dispositif d’éclairage comprenant :

un substrat (210) ayant des première et seconde
surfaces opposées, de telle sorte que chacune
des première et seconde surfaces soit allongée
et ait une dimension longitudinale et une dimen-
sion transversale plus courte que la dimension
longitudinale ;
une pluralité d’éléments d’émission de lumière
(212), LEE, disposés sur la première surface du
substrat (210) et répartis le long de la dimension
longitudinale, de sorte que les LEE (212) émet-
tent, en fonctionnement, une lumière dans une
première plage angulaire par rapport à une nor-
male à la première surface du substrat (210) ;
un ou plusieurs éléments optiques primaires
pleins (220) disposés suivant une configuration
allongée le long de la dimension longitudinale
de la première surface et couplés aux LEE (212),
le ou les éléments optiques primaires pleins
(220) étant formés pour rediriger la lumière re-
çue des LEE (212) dans la première plage an-
gulaire, et pour délivrer la lumière redirigée dans
une deuxième plage angulaire, une divergence
de la deuxième plage angulaire étant plus petite
qu’une divergence de la première plage angu-
laire au moins dans un plan perpendiculaire à
la dimension longitudinale de la première surfa-
ce du substrat (210) ;
un guide de lumière plein (230) comprenant des
extrémités d’entrée et de sortie, les extrémités
d’entrée et de sortie du guide de lumière plein
(230) étant allongées dans la dimension longi-
tudinale et ayant sensiblement la même forme,
où l’extrémité d’entrée du guide de lumière plein
(230) est couplée à un ou plusieurs éléments
optiques primaires pleins (220) pour recevoir la
lumière délivrée par l’élément optique primaire
plein (220) dans la deuxième plage angulaire, et
le guide de lumière plein (230) est formé pour
guider la lumière reçue de l’élément optique pri-
maire plein (220) dans la deuxième plage angu-
laire et pour délivrer la lumière guidée dans sen-
siblement la même deuxième plage angulaire
par rapport à la première surface du substrat
(210) à l’extrémité de sortie du guide de lumière
plein (230) ; et
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un élément optique secondaire plein (240) com-
prenant une extrémité d’entrée, caractérisé en
ce que :

un élément optique secondaire plein (240)
comprend une surface de redirection (243)
opposée à l’extrémité d’entrée et aux pre-
mière et seconde surfaces de sortie (246,
248), de sorte que chacune de l’extrémité
d’entrée, et des première et seconde surfa-
ces de sortie de redirection de l’élément op-
tique secondaire plein (240) soient allon-
gées le long de la dimension longitudinale,
où
l’extrémité d’entrée de l’élément optique se-
condaire plein (240) est couplé à l’extrémité
de sortie du guide de lumière plein (230)
pour recevoir la lumière fournie par le guide
de lumière plein (230) dans la deuxième pla-
ge angulaire,
la surface de redirection (243) comporte
des première et seconde parties (242, 244)
qui reflètent la lumière reçue au niveau de
l’extrémité d’entrée de l’élément optique se-
condaire plein (240) dans la deuxième pla-
ge angulaire, et qui délivrent la lumière ré-
fléchie dans des troisième et quatrième pla-
ges angulaires par rapport à la normale à
la première surface du substrat (210) vers
les première et seconde surfaces de sortie,
respectivement, où au moins des directions
de propagation de lumière prédominantes
dans les troisième et quatrième plages an-
gulaires sont différentes les unes des autres
et d’une direction de propagation de lumière
prédominante dans la deuxième plage an-
gulaire au moins perpendiculaire à la di-
mension longitudinale de la première surfa-
ce du substrat (210),
la première surface de sortie est formée
pour réfracter la lumière fournie par la pre-
mière partie de la surface de redirection
dans la troisième plage angulaire en tant
que première lumière réfractée, et pour dé-
livrer en sortie la première lumière réfractée
dans une cinquième plage angulaire par
rapport à la normale à la première surface
du substrat (210) en dehors de la première
surface de sortie de l’élément optique se-
condaire plein (240), et
la seconde surface de sortie est formée
pour réfracter la lumière fournie par la se-
conde partie de la surface de redirection
dans la quatrième plage angulaire en tant
que deuxième lumière réfractée, et pour dé-
livrer en sortie la deuxième lumière réfrac-
tée dans une sixième plage angulaire par
rapport à la normale à la première surface

du substrat (210) en dehors de la seconde
surface de sortie de l’élément optique se-
condaire plein (240),
et le dispositif d’éclairage comprenant en
outre :

un élément optique tertiaire comprenant :

un premier réflecteur (610) de forme allon-
gée le long de la dimension longitudinale,
le premier réflecteur faisant au moins en
partie face à la première surface de sortie
de l’élément optique secondaire plein (240),
où le premier réflecteur (610) est formé pour
réfléchir au moins une partie de la lumière
délivrée en sortie par la première surface
de sortie de l’élément optique secondaire
plein (240) dans la cinquième plage angu-
laire en tant que première lumière réfléchie
dans une septième plage angulaire par rap-
port à la normale à la première surface du
substrat (210), où au moins une direction
de propagation prédominante de la lumière
de la septième plage angulaire est différen-
te d’une direction de propagation prédomi-
nante de la lumière de la cinquième plage
angulaire au moins dans un plan perpendi-
culaire à la dimension longitudinale, de telle
sorte qu’une première partie de la distribu-
tion d’intensité délivrée en sortie par le dis-
positif d’éclairage en cours de fonctionne-
ment comprenne au moins une partie de la
première lumière réfléchie.

2. Dispositif d’éclairage selon la revendication 1, dans
lequel la divergence de la deuxième plage angulaire
est plus petite que la divergence de la première plage
angulaire également le long de la dimension longi-
tudinale de la première surface du substrat (210).

3. Dispositif d’éclairage selon la revendication 1, dans
lequel le premier réflecteur est couplé à un bord de
la première surface de sortie de l’élément optique
secondaire plein, et au moins une partie du premier
réflecteur est une développante d’au moins une par-
tie de la première surface de sortie de l’élément op-
tique secondaire plein.

4. Dispositif d’éclairage selon la revendication 1, dans
lequel l’élément optique tertiaire comprend en outre :

un second réflecteur (610’) de forme allongée
le long de la dimension longitudinale, le second
réflecteur faisant face à la seconde surface de
sortie de l’élément optique secondaire plein
(240), où le deuxième réflecteur est formé pour
réfléchir au moins une partie de la lumière émise
par la seconde surface de sortie de l’élément
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optique secondaire plein dans la sixième plage
angulaire en tant que seconde lumière réfléchie
dans une huitième plage angulaire par rapport
à la normale à la première surface du substrat,
où au moins une direction de propagation pré-
dominante de la lumière de la huitième plage
angulaire est différente d’une direction de pro-
pagation prédominante de la lumière de la sixiè-
me plage angulaire au moins dans un plan per-
pendiculaire à la dimension longitudinale, de tel-
le sorte que la première partie de la distribution
d’intensité délivrée en sortie par le dispositif
d’éclairage en cours de fonctionnement com-
prend au moins une partie de la seconde lumière
réfléchie.

5. Dispositif d’éclairage selon la revendication 4, dans
lequel les premier et second réflecteurs (610, 610’)
transmettent, au moins en partie, au moins une par-
tie de la lumière délivrée par les première et seconde
surfaces de sortie de l’élément optique secondaire
plein dans les cinquième et sixième plages angulai-
res, respectivement, où une seconde partie de la
distribution d’intensité délivrée en sortie par le dis-
positif d’éclairage en cours de fonctionnement com-
prend la lumière transmise.

6. Dispositif d’éclairage selon la revendication 5, dans
lequel les premier et second réflecteurs (610, 610’)
présentent des perforations, les perforations étant
positionnées pour transmettre au moins une partie
de la lumière délivrée par les première et seconde
surfaces de sortie de l’élément optique secondaire
plein dans les cinquième et sixième plages angulai-
res, respectivement, où la seconde partie de la dis-
tribution d’intensité délivrée en sortie par le dispositif
d’éclairage en cours de fonctionnement comprend
la lumière transmise.

7. Dispositif d’éclairage selon la revendication 1, dans
lequel
une première combinaison de paramètres comprend
(i) une forme du ou des éléments optiques primaires,
(ii) une forme de la première partie de la surface de
redirection et une orientation de celle-ci par rapport
à l’extrémité d’entrée de l’élément optique secondai-
re plein, (iii) un forme de la première surface de sortie
et une orientation de celle-ci par rapport à la première
partie de la surface de redirection, et (iv) une confi-
guration du guide de lumière, la première combinai-
son de paramètres déterminant la cinquième plage
angulaire, où la première combinaison de paramè-
tres est adaptée de sorte que la cinquième plage
angulaire corresponde à une cinquième plage an-
gulaire prédéfinie ;
une seconde combinaison de paramètres comprend
(v) la forme du ou des éléments optiques primaires,
(vi) une forme de la seconde partie de la surface de

redirection et une orientation de celle-ci par rapport
à l’extrémité d’entrée de l’élément optique secondai-
re plein, (vii) une forme de la seconde surface de
sortie et une orientation de celle-ci par rapport à la
première partie de la surface de redirection, et (viii)
la configuration du guide de lumière, la deuxième
combinaison de paramètres déterminant la sixième
plage angulaire, où la deuxième combinaison de pa-
ramètres est adaptée de sorte que la sixième plage
angulaire corresponde à une sixième plage angulai-
re prédéfinie, et
un décalage relatif des première et seconde parties
de la surface de redirection par rapport à l’extrémité
d’entrée de l’élément optique secondaire plein dé-
termine une distribution relative de la lumière entre
la cinquième plage angulaire et la sixième plage an-
gulaire, où le décalage relatif est sélectionné de sorte
que la distribution relative corresponde à une distri-
bution relative prédéfinie.

8. Dispositif d’éclairage selon la revendication 7, dans
lequel la première combinaison de paramètres com-
prend en outre une distribution d’intensité de lumière
fournie par le ou les LEE dans la première plage
angulaire, la deuxième combinaison de paramètres
comprend en outre la distribution d’intensité de lu-
mière fournie par le ou les LEE dans la première
plage angulaire.

9. Système comprenant N dispositifs d’éclairage selon
la revendication 1, où N est un nombre pair supérieur
ou égal à 4, les N dispositifs d’éclairage étant con-
nectés les uns aux autres pour former un polygone,
de sorte que les substrats des dispositifs d’éclairage
raccordés se situent dans un plan commun, et l’un
quelconque des dispositifs d’éclairage parallèles par
paire parmi les dispositifs d’éclairage raccordés dé-
livre en sortie la première partie de la distribution
d’intensité vers l’autre, et la seconde partie de la dis-
tribution d’intensité à l’écart de l’autre, ou un système
comprenant N dispositifs d’éclairage selon la reven-
dication 1, où N est un nombre supérieur ou égal à
3, les N dispositifs d’éclairage étant disposés de sor-
te que les substrats des dispositifs d’éclairage soient
sensiblement coplanaires, et chacun des dispositifs
d’éclairage délivre en sortie la première partie de la
distribution d’intensité vers un ou plusieurs disposi-
tifs opposés des dispositifs d’éclairage, et émet la
seconde partie de la distribution d’intensité à l’écart
les uns des autres.

10. Dispositif d’éclairage selon la revendication 1, dans
lequel au moins une de l’extrémité d’entrée, de la
surface de redirection, et des première et seconde
surfaces de sortie de l’élément optique secondaire
plein présente une forme de section transversale
uniforme perpendiculaire à la dimension longitudi-
nale de la première surface du substrat (210).
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11. Dispositif d’éclairage selon la revendication 1, dans
lequel, pour un plan de section transversale perpen-
diculaire à la dimension longitudinale de la première
surface du substrat, la surface de redirection pré-
sente un sommet qui sépare les première et seconde
parties de la surface de redirection, ou dans lequel,
pour un plan de section transversale perpendiculaire
à la dimension longitudinale de la première surface
du substrat, la surface de redirection a une forme
d’arc de cercle, et les première et seconde parties
de la surface de redirection représentent surface des
première et seconde parties de l’arc de cercle.

12. Dispositif d’éclairage selon la revendication 1, dans
lequel la pluralité de LEE (212) et le ou les éléments
optiques primaires pleins sont formés de manière
intégrée, ou dans lequel le ou les éléments optiques
primaires pleins, le guide de lumière plein et l’élé-
ment optique secondaire plein sont intégralement
formés d’un ou plusieurs matériaux transparents, et
les un ou plusieurs matériaux transparents ont des
indices de réfraction correspondant sensiblement.

13. Dispositif d’éclairage selon la revendication 1, dans
lequel une plage angulaire comprend (i) une diver-
gence de la plage angulaire et (ii) une direction de
propagation de la lumière prédominante dans la pla-
ge angulaire, où la direction de propagation prédo-
minante correspond à une direction le long de la-
quelle une partie d’une distribution d’intensité pré-
sente un maximum, et la divergence correspond à
un angle solide en dehors duquel la distribution d’in-
tensité chute au-dessous d’une fraction prédéfinie
du maximum de la distribution d’intensité.

14. Dispositif d’éclairage de la revendication 1, dans le-
quel la surface de redirection comprend u n matériau
réfléchissant, où le matériau réfléchissant comprend
de l’Ag et/ou de l’Al.

15. Dispositif d’éclairage de la revendication 11, dans
lequel le sommet de la surface de redirection est un
sommet arrondi ayant un rayon de courbure non nul.
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