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To all whom it may concern : . 
Beit known that I, Jose.PH WISE, of Wal 

tertown, in the county of Jefferson and State of 
New York, have invented a new and useful Im 

5 provement in Drawer-Locks, which improve 
ment is fully set forth in the following speci 
fication. 

This invention relates more particularly to 
locks for securing the drawers of sewing-ma 

to chime cabinets or stands, the same being pro 
vided with a double turn-bolt, so placed that 
the said bolt locks at the same time two ad 
jacent drawers; but it is applicable in whole 
or in part to locks for other purposes, and as 
well to those having a single as to those hav 
ing a double bolt. The lock with double turn 
bolt may, for example, be used to lock two 
hinged frames, windows, or doors, the lock 
being placed on a bar or stationary piece at 

2O the meeting of the frames, and the bolt oper 
ating after the manner of a double button. In 
use it is set in a mortise. 

Heretofore various forms of drawer-locks 
with double turn-bolts have been made. 
The present invention consists in the par 

ticular construction of the lock frame or case 
and the manner of combining the bolt, there 
with. 
The lock frame or case consists of a strip 

bent and folded over upon itself. The bolt 
is placed in the slit or slot between the two 
leaves or portions of the case. 
of a width less than the length of the inclosed 
bolt, so that by turning the latter its ends can 

35 be made to project beyond the case, or can 
be withdrawn into it. The bolt is supported 
on one or more projections, which fit within 
one or more holes or recesses, the said pro 
jections and recesses being on the bolt and 

40 case, respectively. The inclosure of the bolt 
between the two leaves prevents the projec 
tion or projections from leaving their holes or 
recesses. The leaves also, by their friction, re 

25 

tain the bolt in whichever position it may be 
45 placed. Whenever the bolt becomes loose, 
- it can be tightened by forcing the leaves of 

the case closer together. As these are con 
nected at one end only, this can always be easily 
effected. The supporting projection or pro 

The strip is 

jections before referred to are so shaped that 
they form a pivot to the bolt, or take the 
place of a pivot-that is to say, form a sup 
port on which the bolt may turn. Preferably 
a cylindrical projection is formed integral 
with the bolt by punching a hole therein, so 
as to throw out a burr on the back. This 
burr, being filed into shape, constitutes the 
pivot of the bolt. The hole punched is square 
or triangular, and serves to receive a key for 
turning the bolt. 

In the accompanying drawings, Figure 
is a perspective view of the lock; Fig. 2, a 
central longitudinal section; Fig. 3, a view of 
the strip before bending, and Fig. 4 a view of 

1 the bolt. 
The folded strip A constitutes the case or lock frame. B is an inclosed double bolt. 

The strip A has three pairs of holes, a be, re 
spectively, cut therein. They are so arranged 
that when the strip is folded those of every 
pair come opposite each other, as shown in 
Figs. 1 and 2. The bolt B has in the middle 
a squared or triangular hole, d, formed by 
punching in Such manner as to throw out a 
burr, e, at the back. For this purpose suit 
able male and female dies are preferably em 
ployed. The burr e, after filing, forms a cy 
lindrical projection at the back of the bolt, 
and when inserted in one of the large holes a 
becomes the pivot to the bolt. When the 
bolt is in place, the strip A is folded over so 
as to inclose the bolt between the two leaves 
thereof, and is subjected to pressure, so that 
the leaves will not spring apart. The lock is 
secured in place by pins, screws, or rivets 
through the small holes b c. At f is a small 
projection to limit the movement of the bolt, 
and at g the bolt is provided with a notch to 
receive the projection f when the bolt is re 
tracted into the case. 
I claim 
1. In a lock, a case formed of a strip folded 

upon itself and inclosing a turn-bolt journaled 
therein between the leaves, and adapted, by 
turning, to be projected from and withdrawn 
into said case, Substantially as described. 

2. A double lock comprising a folded strip 
and a double turn-bolt journaled between the 
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leaves of said folded strip, and adapted, by Intestimony whereof Ihave signed this speci- Io 
turning, to be projected beyond the same on fication in the presence of two subscribing wit 
both sides, substantially as described. leSS6S. 

3. A lock comprising a case formed of a - 
5 folded strip, in combination with an inclosed JOSEPH WISE, 

turn-bolt supported therein by a projection - 
formed integral with one of said parts and fit- Witnesses: 
ting within a hole in the other, substantially M. S. WILDER, 
as described. C. D. RICHEY. 
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