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1. 
This invention relates to novel and useful in 

provements in portable enclosures of the type 
adapted to maintain animals, such as pets in a 
confined area. 
An object of this invention is to enclose an 

animal in a confined area, by placing a number 
of panels in juxtaposition and releasably con 
necting the panels together by hinged connec 
tions so that the panels may be moved with re 
Spect to each other and anchored in the ground, 
Whereby any practical number of panels may be 
employed to increase or decrease the size of the 
enclosure. 
Another object of this invention is to enclose 

an animal or any other object, or eveh, to form 
a play pen for children, or to enclose a particular 
region, by means of providing a number of panels 
in juxtaposition and releasably join the panels so 
that they may be horizontally extended or re 
tracted to provide a larger or Smaller confined 
region and to vertically extend the panels to any 
desired height by means of vertically aligning a 
Second Set of panels on the tops of the first set 
of panels and by holding the said second set of 
panels in place on the lower set by means of the 
Sane pins which hold the panels of the first 
mentioned or lower set in juxtaposition. 
Ancillary objects and features will become ap 

parent in following the description of the illus 
trated form of the invention. 
In the drawings: 
Figure 1 is a perspective view of one adapta 

tion of the invention; 
Figure 2 is a perspective view of a second use 

of the structural components shown in Figure 1, 
there being exactly double the number of panels 
illustrated in Figure 2 as in Figure 1, and the ad 
ditional panels being employed to increase the 
height of the enclosure; 

Figure 3 is a fragmentary perspective view in 
exploded detail showing the connection of a 
typical pair of panels; 

Figure 4 is a plan view of the blank which is 
stamped into one of the hinge leaves; 

Figure 5 is a perspective view of the leaf after 
it has been clamped whereby it is in readiness 
for attachment to one of the panels; and, 

Figure 6 is a sectional view in enlarged detail 
taken substantially on the line 6-6 of Figure 2 
and in the direction of the arrows. 

In carrying out the invention, I have provided 
a number of identical elements. In the illus 
tration of Figure 1 there are four panels illus 
trated, generally indicated at 0, f2, 4 and 6 
respectively. The same panels are shown in Fig 
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2 
ure 2 however, additional panels 8, 20, 22 and 
24 respectively are vertically aligned therewith 
and disposed on the top parts or tops thereof. 
Each panel is of identical structure. Accord 

ingly, for example, the panel 0 is described in 
detail. A rectangular tubing 26 forms a frame 
and consists of a bottom 28, a top 29 which is 
parallel therewith and sides 32 and 34 respec 
tively which are parallel to each other but per 
pendicular to the bottom 28 and the top 29. 
Mesh screen 36 is secured to the sides, the top 
and the bottom, and any type of Screen or other 
material may be employed. It is recommended 
that a wire mesh screen be used. However, 
others may be employed. A vertical facing and 
Strengthening strip 38 is Secured to the bottom 
28 and top 29 by any suitable means, as welding, 
and Serves to rigidify the panel O. 
The panel 9 is provided with a pair of hinge 

leaves on each side. The leaves 40 and 42 are dis 
closed in Figure 3. Each leaf is stamped from a 
blank as disclosed in Figure 4. 
The blank consists of a pair of rectangular 

portions 44 and 46 connected by a reduced neck 
or shank 48. Apertures 49 and 50 are provided 
in the rectangular portion 44, while apertures 5 
and 52 are provided in the rectangular portion 46. 
When the blank is stamped, the hinge leaf 40 

results (see Figure 5). The resulting structure 
is a pair of Substantially parallel legs 54 and 56 
which are adapted to clamp the tubing of the 
side 32. For this purpose, concavities 58 are pro 
vided intermediate the ends of the legs or sides 
54 and 56. The neck portion 48 provides a bight 
60 after it has been Stamped in Order to accom 
modate the hinge type locking pin 62. 
Since each section is provided with a pair of 

hinge leaves, the ends of the adjacent Sections 
are placed in juxtaposition and pins 62 are passed 
through the bights of the respective leaves. 
The pin 62 is preferably provided with a sharp 

ened lower end portion 64 in order to penetrate 
the ground and a substantially circular upper end 
portion 66 preventing the pin from passing too 
far downwardly into the ground by abutting the 
Smoothly curved corners of the adjacent panels. 
In order to hold the adjacent Sections or panels 

in proper position then, the pins 62 are passed 
through the respective bights of the pairs of 
leaves, Said paii's consisting of one leaf provided 
on one end of a panel and another leaf pro 
vided on the adjacent end panel nearest there 
to. Bolts 0 are passed through the apertures 
49, 52 and 50, 5 firmly pressing the legs 54 and 
56 against the ends or sides of the panels. 
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In Order to increase the height of the enclosure, 
the vertically aligned panels 8, 20, 22 and 24 
are disposed on the tops of the lower plurality 
of panels and the pins 72 which are somewhat 
longer than the pins 62 are passed through all 
of the hinge leaves which are in vertical align 
ment thereby holding the higher enclosure in 
place. 
Having described the invention, what is claimed 

as new is: 
A portable enclosure comprising a plurality of 

lower panels, each panel having a top, botton 
and sides, each pair of said sides having a pair 
of spaced hinged leaves secured thereto with 
bight portions forming a part of said leaves, 

0 

locking hinge pins passed through matching pairs - 
of said leaves, and said pairs: each consisting of: 
one leaf on adjacent sides of confronting panels, 
a plurality of upper panels, each of Said upper 
panels having a top, Sides and a bottom, the bot 
toms of said upper panels being disposed upon 
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4. 
the tops of said lower panels, said upper panels 
and said lower panels having means separably 
connecting them together, Said connecting means 
including Said hinge pins, and confronting sides 
of said upper panels having hinge leaves through 
which said hinge pins pass. 
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