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To all whom, it may concern 
Be it known that I, JESSE D. MILLER, a 

citizen of the United States, residing at 
Hampton, in the county of Elizabeth City 
and State of Virginia, have invented cer 
tain new and useful mprovements in Stays, 
of which the following is a specification, ref 
erence being had to the accompanying draw 
ings. 
This invention relates to new and useful 

improvements in harness attachments and 
more particularly to stays adapted to be at 
tached to breast collars or breechings where 
by the same will be firmly held in proper 
position. 
The primary object of the invention is to 

provide a stay of considerable length, formed 
of some flexible material, and adapted to be 
stitched to the harness along the entire 
length of its lower edge. 
Another object of the invention is to pro 

vide a stay of this type having improved 
reinforcing means which are adapted to be 
attached to a buckle. 
The invention also aims to generally im 

prove stays of this type to render them more 
efficient, strong, and commercially desirable. 
With these and other objects in view, as 

will become more apparent as the descrip 
tion proceeds, the invention consists in cer 
tain novel features of construction, combi 
nation and arrangement of parts as shall 
hereinafter fully describe and claim. 

For a complete understanding of my in 
vention, reference is to be had to the follow 
ing description and accompanying draw 
ing, in which 

Figure 1 is a side elevation of a harness 
stay constructed in accordance with my in 
vention; Fig. 2 is a detail perspective view 
of the reinforcing and attaching strap used 
upon my improved stay, the box loop being 
shown in cross section: Fig. 3 is a side ele 
vation of the strap, the box loop and a por 
tion of the stay being shown in cross sec 
tion. - 

Referring in detail to the drawings by 
numerals i designates, generally, my im 
proved stay which is preferably formed 
from a single layer of leather or similar ma 
terial. The upper edge 2 of the stay is 
curved, as clearly shown in Fig. 1, and if 
desired, the line of ornamental stitching 3 
may be run around the edges of the stay. 

Application filed July 24, 1912. Serial No. 711,364. 
A slot 4 is formed centrally of the stay ad- 5 
jacent the upper edgethereof and the dou 
bly curved ornamental slots 5 may be also 
formed in the stay if desired. A reinforc 
ing and connecting strap 6 extends trans 
versely across the central portion of the 60 
stay 1, as indicated by the dotted lines in 
Fig. 1, and may be secured in position by 
the rows of stitching which terminate 
short of the slot 4. The strap 6 extends up 
Wardly from the upper edge 2 of the stay 
1, passes through a buckle 8 carried by an 
other portion of the harness, thence down 
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wardly as at 9, through the slot 4, and then 
upwardly as shown at 10, within the loop 
formed in the strap 6. The upper portions 

and are thereby held tightly against one an 
other. The stay is attached to the breech 
ing or breast collar of a set of harness by 
any suitable means, such as a row of stitch 
ing extending a full length of the lower 
edge 12. 

it will be seen from the foregoing descrip 
tion in connection with the accompanying 
drawing, that my improved stay, because 
of its great length, and the means whereby 
it is fastened to a breast collar or breeching, 
will hold the same secured and prevent un 
due motion thereof. The strap 6 greatly re 
inforces the central portion of the stay 1, 
where the greatest strain is encountered, and 
because of the novel manner in which it is 
arranged, being carried upwardly through 
the buckle 8, thence downwardly through 
the slot, 4 and again upwardly, prevents an 
undue strain being placed upon that portion 
of the stay which has been weakened by the 
slot 4. 

Having thus described this invention, 
what is claimed is:- 

In a device of the character described, the 
combination with an elongated body por 
tion, formed centrally of its ends and adja 
cent, its upper edge with a longitudinal strap 
receiving slot, said body portion being 
adapted for engagement along its lower lon 
gitudinal edge to a breeching strap, of a 
strap extending transversely of said body 
portion and secured thereto, said strap pass 
ing upwardly through the slot to the oppo 
site side of the body, thence upwardly be 
yond the top edge of the body and provided 
at its central portion with a buckle, the end 
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of the strap 6 pass through the box loop 11 
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. of said strap extending downwardly from portion so that the extreme end of the strap 
said buckle and thence up through the slot will be held by friction against accidental 

portion, and a boxing encircling said 

and the extreme end of said strap being re-displacement. 
movably arranged between the main body 
of the strap and the upper edge of the body. Witnesses: 

JESSE DAVID MLLER. 

strap at M. L. MILLER, . 
a point adjacent the upper edge of the body P. B. TAN RERSLEY. 
Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 

- Washington, D.C.' 


