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This invention resides in the provision of . . 
breakable plug and socket fittings which are 
adapted for attachment to the terminals of elec 
trical conductors, the said fittings being con 

5 structed of soft, elastic material such as rub 
ber, and arranged whereby the contact elements 
which form the plug and socket devices together 
with the terminals of the electrical conductors 

y may be readily and easily incorporated therewith. 
10 This will provide unbreakable plug and socket 

devices which will be waterproof and much more 
desirable than the present popular types of plug 
and socket construction wherein the bodies of 
these constructions are made of hard brittle 

15 substances. 
An object of the invention is to provide soft . 

rubber plug and socket fittings or bodies which 
are adapted for connection to the nds of rub 
ber encased conductor cords in such manner that 

20 the cord, including the plug and socket fittings 
are virtually a one piece construction but sub 
ject to ready and easy disassembling in order 
to repair and renew parts of the plug and socket 
constructions in case of breakage or derange 

25 ment of any of the parts. Such disassembling 
may be satisfactorily accomplished, for example, 
by withdrawing the ends of said rubber encased 
conductor cords, together with their terminal 
fittings, from the soft rubber bodies. 

30 A further object is to provide soft rubber plug 
and socket members of the character described 
which make possible the making up of electrical 
conductor cords of various lengths as desired, to 
suit the particular 'job' or work in a much easier 

35 and more effective manner than is now possible 
with the type of equipment at present generally 
employed. 

I am aware of plug and socket constructions - 
for electrical conductor cords in which the plug 

40 and sockets are composed of soft rubber enlarge 
ments or bodies molded onto the ends of con 
ductors and around the contact elements which 
comprise the plug and socket devices. This type 
of construction does not permit of repair of the 
plug and socket parts inasmuch as said parts 
are molded in the soft rubber bodies in such 
manner that said bodies have to be torn apart 
and destroyed in order to gain access to the con 
ductors and contact elements. Furthermore, con 

50 ductor cords of this type must be factory made 
and when once made up cannot be disassembled 
and the parts thereof used again in order to 
provide longer or shorter cords. In other words, 
these cords cannot be made "on the job" to suit the particular requirements at hand. 

By providing plug and socket bodies of soft, 
restlient rubber molded into particular form and 
shape in accordance with this invention, I se 
cure all of the advantages of the above disclosed 
types of rubber plug and socket devices with- 5 
Out any of the above mentioned disadvantages 
and with many added advantages. The rubber 
plug and socket fittings of this invention are 
capable of being readily and easily made up 
into plugs and sockets and joined to conductor 
cords of various lengths "on the job' to suit 
the particular requirements of the work. The 
conductors made with the device of this inven 
tion do not have to be assembled at factories or 
other like places, inasmuch as the molding of 15 
the rubber bodies around the conductors and 
contact elements is not required. The plug and 
socket rubber fittings of this invention have 
passages and recesses formed therein at the 
time of the molding of the fittings. The pas- 20 
sages and recesses are of a nature such that 
the plug and socket contact elements may be 
readily and easily fitted into place therein and 
will remain in place, due to the resiliency of 
the rubber bodies and the gripping action af- 25 
forded thereby. The incorporation of the con 
ductor cords with said bodies is effected in like 
manner. In both instances, these bodies are 
stretched to accommodate the contact members 
and conductors so that when these elements are 30 
in place in the bodies, they will be securely 

10 

gripped and held in the pre-formed passages 
and recesses, but are, however, subject to being 
removed for the purpose of repair and renew 
ing the parts and connections which may become 35 
broken. - with the above mentioned and other objects 
in view, the invention consists in the novel con 
struction and combination of parts hereinafter 
described, illustrated in the accompanying draw 
ings, and set forth in the claims hereto appended, 

40 

- it being understood that various changes in the 
form, proportion, size and minor details of con 
struction within the scope of the claims may 
be resorted to without departing from the spirit 
or sacrificing any of the advantages of the in 
wention. 

Referring to the drawings: . 
Fig. 1 represents a side elevation of a soft rub 

ber socket fitting constructed in accordance with 
this invention. 

Fig. 2 represents a sectional view taken on 
the plane of line. 2-2 of Fig. showing one of 
the steps required to connect the conductors with 
the socket body. r 
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Fig. 3 represents a sectional view similar to 
Fig. 2 but showing the finished construction with 
the socket contact elements and conductors in 
place and an electric light bulb screwed into the 
socket. 

Fig. 4 represents a side elevation of a plug 
constructed in accordance with the invention 

O 

s 

20 

showing it attached to conductor terminals. 
Fig. 5 represents a vertical sectional view of 

the rubber body with the contact elements re 
moved but showing the means and method of 
incorporating the contacts and conductors with 

body. 
Fig. 6 represents a vertical sectional view of , 

the plug of the invention as when completed. 
Fig. 7 represents a top plan view of the plug 

body with the contact elements assembled, show 
ing the openings in one, end of the plug body. 
through which the contact elements extend. 

Fig. 8 is a sectional view taken on the plane of 
line 8-8 of Fig. 5. 

25. 

Fig. 9 is a cross sectional view taken on the 
plane of line 9-9 of Fig. 6. 
In carrying out the invention I provide plug 

and socket body members of soft compressible 
and resilient rubber, which members are molded 
So as to provide recesses and passages therein, 
which recesses and passages will permit of the in 
corporation and the holding of contact elements 

30 
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and electrical conductors therewith in an easy 
and expeditious manner. w 
As shown in Figs. 1 to 3 inclusive, the socket . 

body member made in accordance with this in 
vention comprises a soft rubber socket-like body 
portion , from the closed end of which a tubular 
soft rubber extension 2 projects, said extension 
being several inches or more in length and formed 
integral with the socket body portion . The 
closed end of the body portion f is rounded and 
tapered so as to merge with the tubular exten 
sion 2, which latter is tapered towards its outer 
end so that it increases as to flexibility towards 
its free end. This plug body and extension are, 
of course, molded so that the finished product 
Will be soft, compressible and highly resilient, 
and will have pre-formed recesses and passages 
of a definite shape. The mold means also pro 
vides for the formation of small, narrow passages 
and 4 extending from the inner end of the 

bore 5 of the tubular extension 2 through the 
body into the socket space provided by the body. 
The annular wall of the socket space f is pro 
vided with screw threads 6 formed in the molding 
of the entire fitting, and a depression is formed 
in the bottom of the socket space in the same. 

The passage leads to the center of 
the depression, the passage 4 to the edge of the 
depression. The electrical conductors 7 are 
stripped of their insulation so as to leave them. 
bare and exposed for a considerable length, and 
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ductor cords and when used, a better fit is pro 
vided and the finished cord will have the appear 
ance of a one-piece rubber construction. After 
the conductors are pulled into place as shown in 
Fig. 3, their bared terminals are cut off in the is 
desired length. One of the terminals is inserted 
upward through a tubular brass contact member 
9 mounted in the center of a disk if of insula 
tion material, which disk rests in the depression 
T. The other terminal is extended through an 10 
opening indicated at 2 in a screw threaded cy 
indrical socket contact member 3, which latter, 
is mounted in the socket space of the body por 
tion f and cooperates with the screw threads 6. 
The size of the contact member 3 is such...that 15 
the rubber must be stretched and placed under 
tension in order to secure and fit said contact 
member in place. Thus, said member will be ef 
fectively gripped. The contact member 3 is pro 
vided with an in Wardly extending annular flange 20 
14 at its inner end, which flange supports the 
insulation disk and comes into such frictional 
contact with the depression 7 that it assists in 
preventing the unintentional rotation or turning 
of the contact member when an electric light, in- 25 
dicated at 5, or other electrical appliance, is 
screwed into or removed from the socket. The 
terminals of the conductors are preferably 
soldered to the contact members 9 and 3 and 
by this arrangement the contact members are 30 
additionally anchored in place. The contact 
member 3 is provided with a spur 3' which will 
bite into the rubber and assist in holding said 
contact member against accidental turning in 
the rubber body. The socket in the body portion 35 

is preferably of such depth that there will be 
provided an annular flexible, soft rubber skirt 
portion f6 extending considerably outward be 
yond the outer end of the contact member 3 so 
that it may be engaged with the electric light 5 
or other electrical appliance screwed into the 
socket, to form a tight joint and to provide a 
waterproof connection, this being particularly ill 
lustrated in Fig. 3. In drawing the conductors 
through the passages 3 and 4, any suitable fish 
ing tool such as a wire as shown in Fig. 5, may 
be employed. The openings and passages 
adapted to accommodate the contact members 
and conductors are smaller... than the contact 
members and conductors so that the rubber of 
the body is stretched considerably in forcing and 
fitting the contact members and conductors in 
place. This causes the contact members and con 
ductors to be effectively gripped and held in 
place without destroying the resiliency, softness 
and compressibility of the rubber body. All of 
the non-resilient, hard portions of the plug of 
this invention such as the contact members f. 
and disk off, and the bared portions of the con 
ductors are completely covered and protected by 60 
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these bare portions or terminals of the conductors the soft rubber body. Thus if the socket of this 
are extended into the tubular member 5, and 
through the passages 3 and 4, then up, through 
the socket space of the body, where they may 
be grasped and pulled upward in order to bring 
the unbared portions of the conductors into the 
tubular extension 2 to the extent, for example, 
as shown in Fig. 3. The conductor cord is se 
lected so that with the covering thereon as indi 
cated at 8, it may be caused to fit snugly in the 
bore 5 of the tubular extension 2, the rubber. 
being stretched to accommodate the. conductor, 
thereby insuring a tight gripping of the cone. 
ductor. m 

It is preferable to employ rubber encased con 

invention is forcibly thrown against a hard object 
or dropped, no breakage or damage to the parts 
will take place. Should it become necessary. 
to replace a contact member of the socket or to 65. 
fix a-disconnected terminal in any way, the parts 
may be readily removed without damaging the 
rubber body and new parts readily and easily 
put in as well as new connections made. It will 
thus be seen that the socket of this invention 70 
may be readily disassembled or taken off of a 
cord and a longer or shorter cord may be quickly 
and easily attached as desired. 

Figs. 4 to 9 inclusive show the rubber plug 
fitting of this invention in the form of a solid 75. 
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2008s 
rubber body portion B, made up of soft, com 
presible, resilient rubber and having a tubular ex 
tension 9 corresponding to the extension 2 of 
the socket body member, said extension increas 
ing in flexibility towards its free end, due to its 
being tapered. The body 8 is molded so that 
there will be formed interiorly thereof, sockets 
or recesses 20 and 2 for reception of the usual 

10 

5 

20 

25 

type of plug contact members 22. Extending 
from these sockets or recesses out through one 
end of the plug, are narrow slit-like openings or . 
passages 23, and extending inwardly from said 
sockets are similar passages 24 which lead into 
the bore 25 of the tubular extension. 

In assembling the plug, a wire 26 is doubled . 
and the ends inserted downward through the 
slit-like openings 23, the sockets 2, the passages 
24, and into and through the bore 25 so that the 
free ends are extended beyond the tubular ex 
tension 9. These free ends are then hooked 
through the openings 2 in the contact members 
22 to which contact members 22, the conductors 
28 are fastened. The operator then pulls the 
bared terminals of wire .26 so as to draw the 
contact members 22 through the bore 25, pas 
sages 24, and into the sockets 2 in such manner 
that the said contact members will extend out 
ward from the plug body through the slit-like 

. 30. 
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openings 23, the wires or conductors 28 being 
drawn into the passages 2 as shown in Fig. 6. 
The rubber casing 29 for the conductor cord, 
is drawn into the bore 25 of the tubular ex 
tension with a tight fit after it has been trimmed 
back to fit said bore, as indicated in Fig. 6. This 
method of assembling is quick and effective, and 
reliable. The portions of the body accommodat 
ing the inserted parts are stretched in order to 
accommodate said parts so that they are securely 
gripped and held in place. The socket portions 
2 are larger than the passages 23 and 24 and 
accommodate the enlarged portions 3 at the 
inner ends of the contact members, to which 
enlarged portions the terminals of the conductor 
cord 28 may have been soldered, or otherwise 
secured prior to the time they were drawn up 
ward into position. In this way, the contact 
members are securely anchored in the body and 
are gripped and held therein in substantially 
the same manner as though the body were molded 
around these contact elements. However, the 
contact elements, together with the conductors 
may be pulled out of place in order to renew or 
replace them as required. It will thus be seen 
that the plug of this invention may be quickly 
and easily fitted onto the terminals of conductor 
cord. By using the rubber encased conductors, 
a tight joint is provided and the cord will have 
the appearance of being made of a one piece 
rubber plug. The plug body is molded so that 
there is formed a protective soft rubber cy 
lindrical skirt portion 35 which surrounds the 
plug contact members. This skirt will engage 
any female element cooperating with the plug so 
as to form a waterproof joint. If desired it may 
be folded back as indicated in dotted lines in Fig. 
4. The groove 36 provides for an easy bending 
or folding back of the skirt to leave a flat end 
on the outer face of the plug. Due to the tight 
fit of the contact members and conductors, the 
plug is made waterproof yet the entire plug is 
soft and compressible such that it will not be 
subject to cracking or breaking when dropped 
upon or struck against hard objects. The soft 
rubber body members of this invention are 
so constructed that when the contact members 

... than the recess, 

3 
and conductors are incorporated therewith in ac 
cordance with this invention, said contact men 
bers and conductors will be gripped and held 
in position to properly function. Due to the . 
stretching of the rubber when said contact mem- 5 
bers and conductors are put in place, and to the 
resilient gripping action of the rubber, it is un 
necessary to employ screws, clamps or any fasten 
ing means of an extraneous nature. 
One of the advantages of the invention is that 10 

the rubber plug and socket fittings are salable 
as complete units subject to 'on the job' attach 
ment with conductor cords whereas other types 
of soft rubber socket and plug bodies must be 
assembled and joined to the conductors at the 15 
factory with expensive and complicated molds 
and machinery. Therefore a saving in weight 
and space, and cost may be effected in shipping 
the molded units of my invention independent of 
the wire or conductor. In this way standard 20 
types of wire and cables at hand, "on the job' 
may be used to provide complete extension cords 
or cables having the soft rubber terminals. With 
the other types, special conductors must be used 
at the factory to make up the extension cords 25 
or cables. 
For want of a term which will more aptly and 

specifically describe the female and male ter 
minal elements 3 and 22 respectively, resilient 
ly held in corresponding recesses in the soft rub-30. 
ber bodies, said terminal elements have been 
designated throughout the specification and 
claims as "contact members.” It will be under 
stood that this term, while including all sub- . 
stantial equivalents of the terminal elements 5 
shown and described, is not so comprehensive as 
to include the conventional, hard, terminal-con 
taining plug or socket casings of the type which 
are sometimes fitted within recesses or passages 
of soft rubber protective sheathings. An ex 
ample of the excluded type is illustrated in Patent 
Number 1286.228. 

I claim: 
1. A fitting for connection with the terminal 

of an electrical conductor comprising a soft rub 
ber, body member having a preformed passage 
therein adapted to detachably receive and hold 
an electrical conductor of the same general shape 
but of a size greater than the passage whereby 
the rubber bf the body is stretched and under 
tension when the conductor is received in the 
passage thereof, and said body being provided 
with a recess communicating with said passage 
and containing a contact member of a size greater 

40 

45 

50 

2. A terminal fitting for electrical conductor 
cords comprising a soft rubber body member have 
ing a preformed passage of non-uniform size 
extending therethrough, a contact member de 
tachably mounted in a portion of the passage 
and held against unintentional removal by the 
gripping action of the soft rubber of the body, 
and an electrical conductor connected with the 
contact member and extending into and being 
held in another portion of the passage by the 
inherent resiliency of the rubber body. 

3. A terminal fitting for an electrical conductor 
comprising a soft rubber body, a recess in one 
side of said body, a contact member fitted within 
said recess, said contact member being of such 
size and shape as to deform the adjacent por 
tions of the soft rubber body, and a passage lead 
ing into another side of said body, said passage 
being in communication with said recess. 

4. A terminal fitting for an electrical conductor, 7. 

60 
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4 
comprising a resilient and deformable body, a 

... recess in one side of said body, a contact member 

O 

detachably fitted within said recess, said contact 
member being of such size and shape as to engage 
portions of the resilient walls of the recess to 
yieldingly resist its movement with respect there 
to, and a passage in communication with said 
recess and with the outer surface of said rubber 
body to receive the end of an elongated smooth 
electrical conductor. 

5. In the device defined in clan 4, said pas 
sage being uniformly shaped in cross section 
throughout its length. 

s 
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6. In the device defined in claim 4, said re 
silient body being provided on its recessed side 
with an integral skirt projecting outwardly sub 
stantially beyond any portion of said contact 
member and adapted to form a receptacle for an 
electrical attachment, the inner diameter of said 
skirt being less at its Outer extremity than adja 
cent said contact member. 

7. In the device defined in clair 4, the re 
cessed side of said resident body having a sub 
stantially, fiat surface, and a soft rubber skirt 
projecting outwardly from and around said flat 
surface and substantially beyond the outer ex 
tremity of said contact member said skirt being 
reversible to expose said contact member and 
said flat surface. 

8. A waterproof terminal assembly for an elec 
trical conduit, comprising a body member having 
recesses therein, contact members having the . 
basal portions thereof detachably fitted in said 
recesses, a flexible soft rubber skirt projecting 
outwardly from said body and beyond the con 
tact members, said skirt having an open end, 
a soft rubber extension on said body having a 
tubular passage therein for sealingly and detach 
ably receiving a correspondingly shaped electri 
cal conduit, and additional passages entirely 
within said body connecting said recesses With 
the inner end of said tubular passage. . . 

9. A device of the character described compris 
ing an electrical conductor, a soft rubber body 
having a preformed recess and a preformed pas 
sage therein receiving a contact member and a 
conductor located respectively in said recess and 
said passage, which atter are of larger size than 
the recess and the passage, thereby causing the 
rubber of the body to be stretched and placed 
under tension, the terminal of said conductor 
being in electrical contact with said contact 
member. j 

10. A terminal fitting for an electrical con 
ductor, comprising a one-piece, resilient and de 
formable rubber body, there being a recess in one 
side of said body and a passage in communica 
tion with said recess and with the Outer surface 
of said rubber body, a prong-type contact mem 
ber and an elongated, smooth-surfaced insulated 
electrical conductor connected thereto, said re 
cess being of such size as to prevent passage of 
the insulated conductor therethrough, said con 
tact member being detachably fitted within said 
recess and projecting therefrom, and said pas 
sage serving to receive the adjacent end portion 
of said conductor, said passage constituting 
means of access to said recess to permit insertion 
of the contact member into said recess through 
said passage from the conductor side of the body 
whereby the connection of said conductor to the 
contact member may be effected before assen 
bling the conductor and contact member with 
the body, said contact member being of such 
size and shape relative to the size and shape of 

90,088 
said recess and passage as to necessitate distore. 
tion of a portion of the body to permit said in 
sertion of the contact member and such as to 
engage portions of the resident Walls of the re 
cess when fitted therein to stretch the same to 
yieldingly resist its movement with respect there 
to, said body constituting the main supporting 
element of the fitting and being of such prede 
termined size and shape that said stretching of 
the body is substantially confined to the interior 10 
thereof so that the external size and shape of 
the body are not visibly altered by the contact 
prong when finally positioned in the body. 

11. A terminal fitting for an electrical con 
ductor, comprising a one-piece, molded, resilient 15 
rubber body having a pair of spaced prong-post 
tioning recesses in one side of said body, a single 
conductor-receiving-passage "in another side of 
said body, and holes between the inner ends of 
said recesses and said passage through which 20 
holes communication is effected between the re 
spective recesses and said passage, and a pair of 
contact prongs each having an insulated electric 
conductor secured thereto, said contact prongs 
being simultaneously insertible through the pas- 25 
sage and the respective holes into said recesses 
after said wires are connected to the respective 
prongs, said prongs being of such size and shape 
relative to the size and shape of said passage, 
holes and recesses as to necessitate distortion of 80. 
the body in order to permit insertion of the 
prongs whereby, after the prongs have emerged 
from said passage into said recesses, the resili 
ency of the body is effective to cause the dis 
torted body to return to normal condition and 8 
incidentally to position the inner end portions 
of the prongs in said recesses, the size and shape 
of said prongs also being such that the latter, 
when positioned in said recesses, engage portions . 
of the resilient walls of the recesses to yieldingly 40 
resist movement of the prongs relative to the 
recesses, and seats in the body for engaging por 
tions of the prongs when positioned in said re 
cesses, for resisting inward displacement of the 
prongs, that portion of the body which is located 
between the prongs serving to resiliently main 
tain said prongs in properly spaced parallel rela 
tionship. 

12. A terminal fitting for an electrical con 
ductor comprising a soft, resilient, one-piece rub 

45 

50 
ber body having a recess extending from one end 
of and part way into the body, a passageway ex 
tending from the opposite end part way into the 
body, and a hole of smaller size than said pas 
sageway connecting the passageway with said 
recess, a prong type contact member fitted with 
in the recess and an insulated electrical conductor 
fitted within said passageway and connected 
through said hole to said contact member, said 
contact member being insertable through said 60 
passageway and hole to position in said recess 
after connection to said conductor and being 
of a size to make it necessary to deform the ad 
jacent portions of the soft rubber body during 
such insertion of the contact member and also 65 
of such size and shape as to engage portions of 
the resilient walls of said recess, when fitted 
therein, to yieldingly resist its movement with 
respect thereto, and said recess being formed 
With a seat at its botton against which the in- 70 
ner end of the contact member bears to resist 
inward displacement in the normal use of the 
fitting. 

is. A terminal fitting for an electrical con 
ductor comprising a soft, resilient, one-piece rub-75 
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ber body having a recess extending from one 
end of and part Way into the body, a passageway 
extending from the opposite end part way into 
the body, and a hole of smaller size than said 

5 passageway connecting the passageway with said 
recess, a prong-type contact member fitted with 
in the recess and an insulated electrical con 
ductor fitted within said passageway and con 
nected through said hole to said contact member, 

10 said contact member being insertable through 
said passageway and hole to position in said re 
cess after connection to said conductor and being 
of a size to make it necessary to deform the ad 
jacent portions of the soft rubber body during 

15 such insertion of the contact member and also 
of Such size and shape as to engage portions of 
the resilient walls of said recess, when fitted 
therein, to yieldingly resist its movement with 
respect thereto, and said recess being formed 

20 with an enlarged socket portion at its inner end 
and with a seat at its bottom. against which the 
inner-end of the contact member bears to resist 
inward displacement in the normal use of the 
fitting, the connection of the conductor to said 

25 contact member forming an enlargement adapt 
ed to be received within said enlarged socket. . 

14. A terminal fitting for an electrical con 
ductor, comprising a one-piece, resilient and de 
formable rubber body, said body constituting the 

30 main supporting element of the fitting and hav 
in a pair of recesses in one side thereof, a pair 
of elongated relatively wide but thin contact 
members respectively detachably fitted within 

- said recesses and having portions projecting out 
35 wardly from said side of the body, said contact 

members being of such size and shape that sub 
stantial areas of their surfaces engage portions 
of the resilient walls of the recesses to yieldingly 
resist movement of the prongs relative to the 

40 recesses, and a passageway in communication 
with said recesses and with the outer surface of 
said rubber body to receive the end of an elon 
gated, smooth-surfaced, duplex electrical con 
ductor, the wires of which conductor are respec 

45 tively connected to said contact prongs. 
15. A terminal fitting for an electrical con 

ductor comprising a one-piece, resilient and de 
formable rubber body, said body constituting 
the main supporting element of the fitting and 

50 having a pair of recesses in one side thereof, a 
pair of elongated, relatively wide, thin contact 
members respectively detachably fitted within 
said recesses, said contact members being of such 
size and shape that said recesses are expanded 

55 by the prongs so, that substantial surface areas 
of the respective prongs engage portions of the 
resilient walls of the recesses to yieldingly resist 
movement of the prongs in the recesses, said 
body being of such size and shape that said ex 

60 pansion of the recesses eauses compression of 
internal portions of the body without noticeable 

' alteration of the external size and shape of the 
body, thereby providing adequately firm support. 
for said prongs, said body also having a passage 

65 in communication with said recesses and with 
the outer surface of said rubber body to receive 
the end of an elongated, smooth-surfaced, duplex 
electrical conductor, the wires of which conductor 
are respectively connected to said contact prongs. 

O 16. A terminal fitting for an electrical con 
ductor, comprising a soft, resilient, one-piece rub 

S 
ber body having a pair of relatively spaced re 
cesses in One side of said body, a pair of prong 
type contact members respectively having por 
tions fitted within said recesses and having por 
tions projecting outwardly from said side of the 5 
body, and said body also having a passage lead 
ing into and ther side of said body intermediate 
the locations of said recesses, there being a pair 
of holes in said body between said recesses and 
passage, said passage being in communication 10 
With said recesses through said holes, said pas 
sage and holes constituting means of access to 
said recesses to permit insertion therethrough of 
the contact members into the respective recesses 
after the connection of the wires of a duplex 15 
electric conductor. respectively to said contact 
members, said passage, holes and recesses being 
so arranged as to form a pair of tortuous chan 
nels through the body and said contact members 
being of such size and shape as to make it neces- 20 
sary to deform the adjacent portions of the soft 
rubber body in Order to insert the contact mem 
bers, the size and shape of said contact prongs 
also being such that the latter, when fitted in 
said recesses, engage portions of the resilient 25 . 
walls of the respective recesses to yieldingly re 
sist movement of the prongs relative to the re 
Cesses, and a seat in the body at the bottom 
of each of said recesses engaging the inner ends 
of the respective contact members to resist in- 30 
Ward displacement of the latter in the normal 
use of the fitting. 

17. A terminal fitting for an electrical con 
ductor, comprising a soft, resilient, one-piece 
rubber body having a pair of relatively spaced 35 
recesses in one side of said body, a pair of prong 
type contact members respectively having por 
tions fitted within said recesses and having por 
tions projecting Outwardly from said side of the 
body, and said body also having a passage lead- 40 
ing into another side of said body intermediate 
the locations of said recesses, there being a pair 
of holes in said body between said recesses and 
passage, said passage being in communication 
with said recesses through said holes, said pas- 45 
Sage and holes constituting means of access to 
said recesses to permit insertion therethrough of 
the contact members into the respective recesses 
after the connection of the wires of a duplex 
electric conductor respectively to said contact 50 
members, said passage, holes and recesses being 
so arranged as to form a pair of tortuous chan 
nels through the body and said contact members 
being of such size and shape as to deform the 
adjacent portions of the soft rubber body when 55 
the contact members are being so inserted, the 
resiliency of the body being sufficient to restore 
the distorted portions thereof to normal condi 
tion, the size and shape-of said contact prongs 
also being such that the latter, when fitted in so 
said recesses, engage portions of the resilient 
walls of the respective recesses to yieldingly re 
sist movement of the prongs relative to the re 
cesses, and the body having a pair of seats re 
spectively adapted, after restoration of the body 5 
to normal to engage the inner ends of the re 
spective contact members to resist inward dis 
placement thereof in the normal use of the fit 
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