


finite States atent ffice. 
ORVILLE M. RID G WAY, OF LA PORTE, INDIANA. 

Letters Patent No. 63,306, dated Mareh 26, 1867. 

IMPROVED SASH-FASTENER, 

Qhe Scieòule referteà to in bese atters atentimò making part of the sante. 
-------- 

To ALL WHOM IT MAY CONCERN. 
Beit known that I, ORVILLE M. RIDGWAY, of La Porte, in the county of La Porte, and State of Indiana, 

have invented a new and improved Window-Sash Fastener; and I do hereby declare that the following is a 
full, clear, and exact description thereof, which Will enable others skilled in the art to make and use the same, 
reference being had to the accompanying drawing, forming part of this specification. 

The figure is an inside view of a window, part of the casing beingbroken away to show the construction. 
My invention consists in the combination of a metallic spring and rubber block with the opposite edges of 

the window sash, for the purpose of holding iÈ securely at any point to which it may be raised. 
A is the window casing, about the construction of which there is nothing new. B is the window sash, 

which is made and secured in the casing A. in the ordinary manner. C is a metallic spring, which is let into a 
cavity or groove formed in the side edge of the sash B. One end of the spring. Cis secured to the sash by 
screws, in such a position that the other end may press against the bottom of the groove in the casing in which 
the sash moves up and down. The free end of the spring C should be curved or bent so as not to wear the 
casingby moving the sash up and down. D is a rubber block, which is let into a mortise formed in the side 
edge of the sash directly epposite to the spring C, as shown in the drawing. The effect is that the spring C 
presses the sash to one side so that the rubber block D may be pressed against the side of the casing and hold 
the sash in any position in which it may be placed. In raising and lovering the sash it should be pressed 
towards the metallie spring, compressing it, and freeing the rubber from the casing which allows the sash to le 
easily raised and lowered. When released the metallic spring forces the sash back, pressing the rubber block 
against the casing and holding the sash securely. The spring C and rubber block D may be placed near the 
upper edge of the sash, or nearits lower edge, as may be desired or convenient; but I preferto place them near 
the lower edge, as being a little more convenient in raising orlowering the sash. 

I claim as new, and desire to secure by Letters Patent 
i The combination of the metallic spring C, rubber block D, when con structed and arranged upon each of 

the sashes B, as herein set forth for the purpose specified. 
ORVILLE M. RDGWAY. 

Witnesses: 
J. FRADENBURG, 
ABRAM C. MANDEVILLE. 

  


