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Io all, whom it may concern: 
Be it known that we, JAMES MADISON MAT 

THEWS, of Asheville, in county of Buncombe 
and State of North Carolina, and ALLAN E. 
FRANCIS, of Cleveland, in the county of Cuya. 
hoga and State of Ohio, both citizens of the 
United States, have invented a new and use 
ful Pick, of which the following is a specifica 
tion. 
Our invention relates to improvements in 

picks such as are used for loosening and 
breaking up coal and ores and as a useful 
tool elsewhere in loosening clay, earth, and 
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Stone; and the objects of our improvements 
are, first, to provide a separable head and 
handle; second, to provide a socket for the 
handle, to which picks of different weights 
can be successively secured or removed and 
in which the handle, when loose, can be tight 
ened by driving forward and rewedging and 
in which the handle can be wedged independ 
ent of the fastening device for the pick-head, 
(in other inventions of the kind the wood of 
the handle has been seriously cut and pro 
vision for tightening the handle when loos 
ened by shrinkage very imperfect,) and, third, 
to provide a pick-head so constructed as to 
make this possible by use of a nut. These 
objects we obtain by the device illustrated in 
the accompanying drawings, in which 

Figure 1 is a side elevation of the pick 
with head vertical, a portion of the handle 
and points being removed to allow larger 
scale, Fig. 2 is a side elevation with head in 
horizontal position. Fig. 3 is a sectional view 
of Fig. 1 on median line cutting it in equal 
parts. Fig. 4 is a side elevation of central 
portion of pick-head, showing shank. Fig. 5 
is a diagram of the end of socket which is 
fitted to the pick-head. Fig. 6 is an end ele 
Vation of pick-head, showingshank. 
A shows our pick-head with points severed, 

e being a Shank centrally located on side next 
to socket, it being provided at the end with 
a thread p for fastening-nut al. On each side 
of Shank e is a recess N. 
B shows our socket, cast of strong metal 

and cored for the reception of handle C, the 
core being so formed as to make the opening 
at end of socket constricted laterally in its 
central part, as shown at V V, so that the end 
of handle C, when made tapering and driven 
in until compressed firmly at SS and then 
wedged at , is strongly held by the constricted 
portion of socket at W. W. The core extends 
farther, forming the two chambers g g for the 
purpose of admitting the end of handle C 
when driven in the process of tightening, the 
superfluous wood being afterward cut away 
to allow removal of nuta. In the central por 
tion of socket B is an aperture k for conven 
ience in manipulating nut, a. The end of 
socket B which comes in contact with pick 
head A has a sub-socket O in sleeve C for re 
ception of shanke, and the socket is widened 
laterally by flanges b b, acting as braces, each 
being provided with a lug to fit in recess 
N to prevent the handle from turning on 
Shank e. 
The handle C being wedged in socket B, as 

above described, by wedge i, pick-head A is 
adjusted by introducing shank e into sub 
socket O. When in position, lugs 7" engage 
in recesses N N, and tightening of nut a se 
cures head A to socket B, this being done by 
a wrench provided for the purpose. - 
What we claim as our invention, and de 

sire to secure by Letters Patent, is - 
In picks, the combination of head A, hav 

ing recesses N N, shank e, and nut (t, with 
handle-socket B, having expanding sides b b, 
provided with lugs r r and aperture k to af 
ford access to nut a, substantially as shown 
and described. 
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