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(57) ABSTRACT 
A device for determining a physical value of a liquid flowing 
in a pipe, without contact with the liquid. The device includes: 
a sensor for the physical value; a connector to insert into the 
pipe and including: an internal passage extending between 
two apertures, a flexible membrane for a pressure sensor, 
forming a wall of the internal passage; and a fastening mecha 
nism for fastening the sensor onto the connector. The sensor 
is a temperature sensor fastened to the connector with the 
sensitive part of the sensor turned towards the membrane. 

12 Claims, 6 Drawing Sheets 
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1. 

DEVICE FOR DETERMINING A PHYSICAL 
VALUE OF A LIQUID FLOWING IN A PIPE 

The invention relates to the determination of a physical 
value of a liquid flowing in a pipe, without contact with that 
liquid. 

Circuits are known for certain liquids, in particular biologi 
cal liquids, in which the components in contact with the 
liquids are single-use components. 

To know the pressure of the liquid flowing in Such a circuit, 
a connector has already been proposed for insertion in the 
pipe in which the liquid flows, that connector comprising an 
internal passage extending between two apertures for inlet/ 
outlet; a flexible membrane forming a wall of that internal 
passage; and fastening means for a pressure sensor in order to 
attach the latter to the connector in a position in which its 
sensitive part is in contact with the flexible membrane. 

Thanks to the flexible character of the membrane, the inter 
nal pressure of the connector (pipe pressure) may be trans 
mitted to the pressure sensor. 
The pressure sensor can be re-used whereas the connector 

inserted into the pipe is, like the pipe, a single use item. 
The invention is directed to the provision of a device for 

determining the temperature of a liquid flowing in a pipe 
comprising, like the aforementioned device, a single use con 
nectOr. 
To that end it provides a device for determining a physical 

value of a liquid flowing in a pipe, without contact with said 
liquid, said device comprising: 

a sensor for said physical value; 
a connector to insert into said pipe and comprising: 

an internal passage extending between two apertures, 
a flexible membrane for a pressure sensor, forming a 

wall of said internal passage; and 
means for fastening said sensor onto said connector, 
characterized in that said sensor is a temperature sensor 

fastened to said connector with the sensitive part of said 
sensor turned towards said membrane. 

Thus, the device according to the invention uses, to deter 
mine the temperature, a connector similar to that of the afore 
mentioned device to determine the pressure of the liquid, this 
connector comprising in particular a flexible membrane pro 
vided to cooperate with a pressure sensor. 

Although it may seem Surprising, the flexible membrane 
for a pressure sensor is also capable of cooperating with a 
temperature sensor, particularly but not exclusively by imple 
menting the preferred features set out below. 
The fact of using the same connector to determine the 

pressure of the liquid flowing in the pipe or to determine the 
temperature therein makes it possible to take advantage of 
economies of scale and a simplified implementation for a 
single-use circuit. 

According to preferred features: 
said sensor comprises an infrared temperature probe; and a 

sheath enveloping said probe and comprising at one of 
its longitudinal ends, a stiff plate provided with an aper 
ture; said plate being disposed between said membrane 
and said sensitive part to stiffen said membrane; 

said sensor comprises an obturating lid formed from an 
opaque film, said lid covering the face of said plate 
turned towards said membrane; 

said device comprises means for positioning said sensor 
relative to said connector in order for said lid to be in 
contact with a face of said membrane; 

said positioning means comprise a shoulder adapted to 
cooperate in abutment with a collar, 
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2 
said lid has constant emissivity in the temperature range 

from 4 to 40 degrees Celsius; 
said sheath comprises a cup and a cap assembled together 
by Screwing: 

said cap comprises a breech of which the back is formed by 
said stiff plate: 

said probe comprises a head accommodating a converging 
lens; 

said fastening means comprise a tapping adapted to coop 
erate with a screw thread; and/or 

said connector is disposable whereas said sensor is re 
usable. 

The disclosure of the invention will now be continued with 
the detailed description of an embodiment, given below by 
way of illustrative but non-limiting example, with reference 
to the accompanying drawings, in which: 

FIG. 1 is a cross-section of a device for determining the 
pressure of a liquid flowing in a pipe, the device being useful 
for the understanding of the invention; 

FIG. 2 is a cross-section of the device according to the 
invention; 

FIG.3 is an exploded perspective view of the connector of 
the device of FIG. 1 and the device according to the invention; 

FIG. 4 is a perspective view of the device according to the 
invention; 

FIG. 5 is an exploded perspective view of the temperature 
sensor of the device according to the invention; and 

FIG. 6 is a perspective view of the temperature sensor of 
FIG. 5 in the assembled state; 
The device illustrated in FIG.1 makes it possible to deter 

mine the pressure of a liquid flowing in a pipe. 
It comprises a disposable connector 2 to insert in a flexible 

pipe, also disposable, as well as a pressure sensor 100 adapted 
to be partially received in the connector 2. 
The connector 2 will now be described more particularly, 

with the aid of FIGS. 1 and 3. 
The connector 2 which is of T-shaped profile, is provided to 

be inserted in series in a disposable flexible pipe. It comprises 
base 4, an O ring seal 5, a membrane 6, a stiff ring 7 and a 
tapped screw 8. 
The base 4 is of molded plastics material (here a polypro 

pylene copolymer that is resistant to gamma radiation). It 
comprises a straight pipe 10 forming an internal passage 13 
extending between two apertures for inlet/outlet 11, 12 and 
enabling the liquid to flow inside the connector 2. This inter 
nal passage 13 is here of constant cross-section between the 
apertures 11 and 12. 
To enable the insertion and the connection of the connector 

2 between two sections of a disposable flexible pipe, two 
nipples 14, 15 are disposed at the apertures 11, 12 of the pipe 
10. 
The base 4 also comprises a bowl 16 which is disposed at 

the central part of the pipe 10. 
The lateral wall 17 of the bowl 16 has an octagonal outer 

cross-section whereas its inner side forms a blind tapping 18 
(FIG. 3) provided to cooperate with the screw 8. 
The bottom 19 of that bowl 16 (FIGS. 1 and 3) comprises 

a cylindrical central bore 20 which issues into the internal 
passage 13. This bore 20 has a relatively large cross-section 
by virtue of which the liquid present in that bore 20 is con 
tinuously renewed (the liquid is not trapped in the bore 20). 
On entering the bore 20 and over the whole of its periphery, 

the bottom 19 also comprises an annular recess 21 having an 
L-shaped cross-section. 

This recess 21 thus forms a groove 21a adapted to accom 
modate the O ring seal 5 and a bore 21b provided for the 
reception of the membrane 6 and of the stiff ring 7. 
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The seal 5 is an O ring formed from an elastically deform 
able material (here silicone). 
The membrane 6 is formed from a flexible film of single 

layer or multilayer plastics material (here linear low density 
polyethylene (LLDPE)). 

The screw 8 is of molded plastics material (here a polypro 
pylene copolymer that is resistant to gamma radiation). At its 
opposite end to its hexagonal head 25, it comprises a central 
cylindrical bore 26, of the same diameter as that of the bore 
20. 

Extending onwards from that bore 26, the screw 8 com 
prises a tapping 27 (FIGS. 1 and 3) of greater diameter which 
issues at its head 25. 
The screw 8 also comprises an annular shoulder 28 situated 

at the junction between the bore 26 and the tapping 27. 
The mounting of the connector 2 will now be described. 
The first step consists of placing the O ring seal 5, the 

membrane 6 and the stiff ring 7 in the base 4. 
For this, the O ring seal 5 is first of all inserted into the 

annular groove 21a. Next the membrane 6 is positioned Such 
that it fully covers the entry of the bore 20 and the O ring seal 
5 (FIG. 1). Lastly, the stiff ring 7 is placed above the mem 
brane 6. 

The second step consists of screwing the screw 8 into the 
blind tapping 18 of the base 4 to fasten the membrane 6. 

The screw 8 thus advances in the tapping 18 until its free 
end 30 comes into contact with the stiff ring 7. 
The continuation of the screwing then leads to the com 

pression of the O ring seal 5, the stiff ring 7 making it 
possible to avoid the free end 30 of the screw 8 coming to rub 
directly against the membrane 6 which would risk deteriorat 
ing it. 
Once the screw 8 has been tightened, the membrane 6 

forms a wall of the internal passage 13. 
The face 31 of this membrane 6 is thus in direct contact 

with the liquid flowing in the internal passage 13 while its 
opposite face 32 is isolated from that same internal passage 
13. 
The mounting of the connector 2 is thus terminated (FIG. 

1), the membrane 6 being situated in register with the bore 26 
and the tapping 27 of the screw 8. 
The pressure sensor 100 will now be described. 
This comprises a pressure probe 101, a generally cylindri 

cal sleeve 102 enveloping the probe 101 and a hollow screw 
103. 
The pressure probe 101 comprises a cylindrical metal body 

104, an annular collar 105 projecting at the periphery of the 
body 104 as well as a membrane 106 situated at one of the 
longitudinal ends of the body 104. 
The body 104 houses a processing device which converts 

the movements of the membrane 106 into a signal represent 
ing the pressure. 

At the opposite end to the membrane 106, the pressure 
probe 101 also comprises a flexible cable 107 to enable it to be 
Supplied with power and ensure the transmission of the sig 
nals sent by the processing device. 
The sleeve 102 is formed from a barrel 102a and a tube 

102b screwed together and cooperating with the collar 105 to 
prevent translational movement of the probe 101 relative to 
the sleeve 102. 

At the Zone of screwing with the tube 102b the barrel 102a 
comprises a projecting collar 108 adapted to abut the shoulder 
28 of the connector 2 to position the membrane 106 of the 
pressure probe 101 against the membrane 6. 
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4 
The screw 103 comprises a through bore 109 of which the 

diameter is very slightly greater than the outer diameter of the 
tube 102b such that the screw is adapted to slide along that 
tube 102b. 
On its outerface and at its opposite end to its circular head 

110, the screw 103 has a screw thread 111 provided to coop 
erate with the tapping 27 of the connector 2, so as to provide 
the fastening of the pressure sensor 100 onto the connector 2. 
The putting in place of the pressure sensor 100 in the 

connector 2 is carried out simply by disposing it such that its 
membrane 106 faces the membrane 6, and by inserting it into 
the tapping 27 and the bore 26 of the connector 2. 
The movement continues until the collar 108 comes into 

abutment with the shoulder 28, the membrane 106 then rest 
ing against the face 32 of the membrane 6. 

It then only remains to screw the screw 103 into the tapping 
27 in order to provide the fastening of the sensor 100 in the 
connector 2. 
The position in FIG. 1 (assembled device) is thus attained. 
To operate the pressure determining device, the probe 101 

of the sensor 100 is powered via the cable 107. 
The liquid under pressure flowing in the connector 2 leads 

to the deformation of the membrane 6, the consequence of 
which is also to induce the deformation of the membrane 106 
of the pressure sensor 100. 

This deformation of the membrane 106 is converted by the 
probe 101 into a signal representing the pressure of the liquid 
flowing in the internal passage of the connector 2. 
The device 1 according to the invention and which is illus 

trated in the assembled state in FIGS. 2 and 4, makes it 
possible to determine, without contact, the temperature of a 
liquid flowing in a pipe. 

It comprises a connector 2 as described earlier, but coupled 
here to a re-usable temperature sensor 3. 
The sensor 3 will now be described with the aid of FIGS. 5 

and 6. 
The sensor 3 comprises a temperature probe 40, a sheath 41 

enveloping said probe 40, an obturating lid 42 and a hollow 
screw 43 with a round flat head. 
The temperature probe 40 comprises a generally cylindri 

cal body 45 onto which is screwed a head 46 in the form of a 
hexagonal nut. 
The body 45 and the head 46 of this probe 40 are hollow 

and each have an outer wall here of stainless steel. 
The head 46 accommodates a converging lens enabling a 

detection cone to be defined of which the point (correspond 
ing to the focal point of that lens) is situated on the lid 42 when 
the sensor 3 is assembled. 
The body 45 houses a detector sensitive to infrared radia 

tion as well as a processing device which converts the radia 
tion captured by the sensor into a signal representing the 
temperature. 
At the opposite end to the head 46, the probe 40 also 

comprises a flexible cable 47 to enable it to be supplied with 
power and ensure the transmission of the signals sent by the 
processing device. 
The sheath 41 enveloping the probe comprises a cup 41a 

adapted to cooperate by Screwing with a cap 41b 
The cup 41a comprises a cylindrical main wall 49 and a 

bottom wall 50. 
The bottom wall 50 has a circular opening 51 provided for 

the passage of the cable 47 of the probe 40. 
The cylindrical wall 49 has a screw thread 52 disposed on 

its outer face and at its opposite end to the bottom wall 50. 
The cap 41b comprises a breech 55 surmounted by a tapped 

collar 56 provided to cooperate with the screw thread 52. 
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The back of the breech 55 forms a stiffplate 58 at the center 
of which a circular aperture 57 (FIG. 2) is formed to enable 
the passage of the infrared radiation towards the sensitive part 
of the detector of the probe 40. 
The breech 55 furthermore has the same outer diameter as 

that of the cylindrical wall 49 of the cup 41a, this outer 
diameter moreover being slightly less than that of the central 
bore 26 of the screw 8 of the connector 2. 

The obturating lid 42 is here formed from an opaque adhe 
sive film (here of polyimide) of which the emissivity is con 
stant in the temperature range from 4 to 40 degrees Celsius. 

This lid 42, of the same diameter as the plate 58, is bonded 
to the latter so as to completely cover the face of that plate 58 
that is oriented towards the membrane 6. 

The screw 43 comprises a through bore 60 of which the 
diameter is very slightly greater than the outer diameter of the 
cylindrical wall 49 of the cup 41a such that the screw is 
adapted to slide along that cup 41a. 
The screw 43 has on its outerface and at its opposite end to 

its circular head 61, a screw thread 62 provided to cooperate 
with the tapping 27 of the connector 2. 

The assembly of the temperature sensor 3 is made in the 
following manner. 
The cup 41a is first of all engaged in the bore 60 of the 

screw 43, then the end of the cable 47 is inserted inside that 
cup 41a So as to make it come out by the opening 51. 

Next the probe 40 is disposed in the cup 41a and lastly the 
cap 41b is screwed onto that cup. 
Once assembled, the temperature sensor 3 is as illustrated 

in FIG. 6 and is then adapted to be received partially in the 
connector 2. 

For this, the sensor 3 is disposed such that the lid 42 faces 
the membrane 6, and sensor 3 is inserted into the tapping 27 
and the bore 26 of the connector 2. 
The movement continues until the collar 56 comes into 

abutment with the shoulder 28 (FIG.2), the lid 42 then resting 
against the face 32 of the membrane 6. 

It then only remains to screw the screw 43 into the tapping 
27 in order to provide the fastening of the sensor 3 in the 
connector 2. 
The position of FIG. 2 is thus attained in which the device 

1 is in the assembled state in which the sensor 3 is fastened to 
the connector 2 with the sensitive part of the detector of the 
probe 40 being turned towards the membrane 6. 

It will be noted that the cooperation of the collar 56 and of 
the annular shoulder 28 enables reproducible positioning of 
the lid 42 to be provided. This avoids any accidental tearing of 
the membrane 6 which could lead to the contamination of the 
temperature sensor 3 (which is re-usable) by the liquid flow 
ing in the internal passage 13 of the connector 2. 

To operate the device 1, the probe 40 of the sensor 3 is 
powered via the cable 47. The infrared radiation emitted by 
the lid 42 after passage through the lens 46, enters the sensi 
tive part of the detector. 

This radiation is converted by the processing device into a 
signal representing the temperature which is transmitted via 
the cable 47. 

The presence of a converging lens in the head 46 of the 
probe 40 enables the diameter of the aperture 57 to be limited 
in order for the lid 42 to have a maximum area in contact with 
the plate 58 of the breech 55, which is stiff. 

The lid 42 and the membrane 6 are thus stiffened by that 
plate 58 which avoids any risk of bursting of the membrane 6, 
even in the case of high pressure of the liquid flowing in the 
internal passage 13 of the connector 2. 
The analysis by the sensor 3 of the emission from that lid 42 

enables the temperature thereof to be determined with 
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6 
improved precision in that the coefficient of emissivity of that 
lid is constant in the temperature range of interest here, i.e. 
between 4 and 40 degrees Celsius. 
Due to the very small thickness of the lid 42, its tempera 

ture is the same as that of the membrane 6 against which that 
lid 42 is pressed. 

In similar manner and on account of the very small thick 
ness of the membrane 6, its temperature is the same as that of 
the liquid under pressure with which that membrane 6 is in 
COntact. 

The sensor 3 thus enables the temperature of the liquid 
flowing in the internal passage 13 to be determined, here with 
a precision of +/-2 degrees. 

In a variant not represented of the device according to the 
invention, the sensor does not comprise a lid, the temperature 
measurement being made directly on the membrane or 
through it. 

In another variant not represented, the sensor does not 
comprise a wall, such as the plate 58, to stiffen the membrane 
(the pressure of the liquid flowing in the internal passage of 
the connector being low). 

In still other variants not represented: 
there is no cable such as 47 or 117, and instead there 

is provided (i) a battery, coupling (magnetic, 
capacitive. . . . ) means or other powering means and (ii) 
wireless communication and memory device Such as a 
RFID chip or Bluetooh or Zigbee enabled device to 
communicate remotely with a processor device; 

the probe does not comprise a lens and/or the aperture in 
the sheath has a greater diameter, 

the temperature ranges are different and/or the emissivity 
of the lid varies as a function of the temperature; and/or 

the sensor comprises a probe other than an infrared probe 
(for example a thermocouple in contact with the mem 
brane). 

Numerous other variants are possible according to circum 
stances, and in this connection it is to be noted that that the 
invention is not limited to the example embodiments 
described and shown. 

The invention claimed is: 
1. A device for determining a physical value of a liquid 

flowing in a pipe, without contact with said liquid, said device 
comprising: 

a sensor for sensing said physical value; 
a connector to insert into said pipe and comprising: 

an internal passage extending between two apertures, 
a flexible membrane adapted to cooperate with a pres 

Sure sensor to determine the pressure of said flowing 
liquid, and also adapted to cooperate with a tempera 
ture sensor to determine the temperature of said flow 
ing liquid, said flexible membrane forming a wall of 
said internal passage; and 

means for fastening said sensor onto said connector, 
wherein said sensor is a temperature sensor fastened to said 

connector with the sensitive part of said sensor turned 
towards said membrane. 

2. A device according to claim 1, wherein said sensor 
comprises an infrared temperature probe; and a sheath envel 
oping said probe and comprising at one of its longitudinal 
ends, a stiff plate provided with an aperture; said plate being 
disposed between said membrane and said sensitive part to 
stiffen said membrane. 

3. A device according to claim 2, wherein said sensor 
comprises an obturating lid formed from an opaque film, said 
lid covering the face of said plate turned towards said mem 
brane. 
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4. A device according to claim 3, wherein it comprises 
means for positioning said sensor relative to said connector in 
order for said lid to be in contact with a face of said mem 
brane. 

5. A device according to claim 4, wherein said positioning 
means comprise a shoulder adapted to cooperate in abutment 
with a collar. 

6. A device according to claim 3, wherein said lid has 
constant emissivity in the temperature range from 4 to 40 
degrees Celsius. 

7. A device according to claim 2, wherein said sheath 
comprises a cup and a cap assembled together by Screwing. 

10 
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8. A device according to claim 7, wherein said cap com 

prises a breech of which the back is formed by said stiffplate. 
9. A device according to claim 1, wherein said sensor 

comprises an infrared temperature probe, and said probe 
comprises a head accommodating a converging lens. 

10. A device according to claim 1, wherein said fastening 
means comprise a tapping adapted to cooperate with a screw 
thread. 

11. A device according to claim 1, wherein said connector 
is disposable whereas said sensor is re-usable. 

12. A device according to claim 1, wherein said connector 
has a T-shaped profile. 

k k k k k 


