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(57) ABSTRACT 

A power device for an automotive vehicle comprises an 
interlock Switch, a crash Sensor for detecting impact of an 
automotive vehicle, an interlock relay controlled and turned 
ON and OFF by the interlock Switch, and a contactor for 
interrupting an output circuit when the interlock relay is 
turned OFF. In the power device, when the interrupting 
Signal is outputted from the crash Sensor, or when the 
interlock Switch is turned OFF from ON, the contactors are 
turned OFF to interrupt the output circuit. Further, the power 
device comprise a Switching element connected to an excit 
ing coils of the contactors in series and turned ON and OFF 
by an interrupting Signal of the crash Sensor. When the crash 
Sensor outputs the interrupting Signal, the contactors are 
turned OFF by the Switching elements. 
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POWER DEVICE FOR AN AUTOMOTIVE 
VEHICLE 

0001. This application is based on Applications No. 
2002-160824 filed in Japan on May 31, 2002, the content of 
which is incorporated hereinto by reference. 

BACKGROUND OF THE INVENTION 

0002 The present invention relate to a power device for 
an automotive vehicle, especially to a power device for an 
automotive vehicle interrupting an output circuit by a crash 
Sensor and an interlock Switch. 

0003. In a conventional power device for an automotive 
vehicle shown in FIG. 1, a crash sensor 22 and an interlock 
switch 21 turn an interlock relay 23 OFF from ON. When 
turned OFF from ON, the interlock relay 23 turns contactor 
24 connected to an output circuit of a power source OFF 
from ON. The crash sensor 22 detects impact when an 
automotive vehicle crashes, and turns the interlock relay 23 
OFF from ON. The output circuit of a power source is 
interrupted by detecting impact of an automotive vehicle to 
improve Safety at a crash. Since the power device for an 
automotive vehicle has many Secondary batteries connected 
in Series in order to output high power by a high Voltage, an 
extremely high current flows if shorting of the output circuit 
of the power Supply occurs at a crash. A large amount of 
current generates a large amount of Joule heat in a short 
time. Therefore, it is important to quickly interrupt a large 
amount of current at a crash for Safety of an automotive 
vehicle. 

0004 Further, the interlock Switch 21 is provided in the 
power device of FIG.1. When a power device is repaired for 
example, the interlock Switch 21 interrupts the output circuit 
to improve Safety. In the power device, the output voltage is 
a extremely high direct Voltage, the interlock Switch 21 
interrupts the output circuit to prevent an electric Shock at 
maintenance etc. Accordingly, the interlock Switch 21 is 
turned OFF from ON when manually operated fro a repair 
of the power device, or when it is detected that a case is 
opened, for example. In the power device with the interlock 
Switch 21, the output circuit is interrupted, So that it is 
possible to conduct work Safely. 
0005 Furthermore, a delay circuit 27 is provided in Such 
a conventional power device in order to prevent a malfunc 
tion of the interlock relay 23. The delay circuit 27 is 
provided between the interlock Switch 21 and the interlock 
relay 23 so as not to turn the interlock relay 23 OFF from ON 
by a momentary interrupting Signal outputted from the 
interlock Switch 21. The interlock Switch 21 can momen 
tarily output an interrupting Signal, when chattering occurs 
caused by vibrations of an automotive vehicle etc. If the 
interlock relay 23 is turned OFF from ON in this state, the 
contactor 24 is turned OFF even it is unnecessary to turn it 
OFF. If the contactor 24 is turned OFF, the output circuit of 
a power device is interrupted, So that an automotive vehicle 
cannot run normally. It is important to prevent from turning 
the interlock relay 23 OFF from ON for a safety run, when 
it is unnecessary. To achieve this, the delay circuit 27 is 
provided. 

0006) However, the power device shown in FIG. 1 has a 
disadvantage that a contactor cannot be quickly turned OFF 
from ON, when a crash Sensor detects impact. The reason is 
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that a crash sensor turns the interlock relay OFF via a delay 
circuit, and the turned-OFF interlock relay turns the con 
tactor OFF from ON. In order to prevent a malfunction of an 
interlock relay, the interrupting Signal outputted from an 
interlock Switch is delayed by a delay circuit, and then an 
interlock relay is turned OFF, however, when a crash sensor 
detects impact, it is necessary to interrupt an output circuit 
of a power device as Soon as possible. Nevertheless, in the 
power device of FIG. 1, the time from detecting impact by 
a crash Sensor to turning the conductor OFF is not operation 
time (T1) of the conductor, but long time adding delay time 
(T2) of the delay circuit and operation time (T3) of the 
interlock relay to it. Accordingly, it takes time similar to the 
time interrupting the output circuit by the interlock Switch. 
For this reason, when the crash Sensor detects impact, the 
output circuit cannot be quickly interrupted. 
0007. The present invention is developed to solve the 
above problems. It is an important object of the present 
invention to provide a power device for an automotive 
vehicle, which can quickly interrupt an output circuit cor 
responding to a interrupting Signal of a crash Sensor and can 
Slowly interrupt corresponding to a interrupting Signal of an 
interlock Switch, capable of interrupting an output circuit in 
ideal time corresponding to both of a crash Sensor and an 
interlock Switch. 

0008. The above and further objects and features of the 
invention will more fully be apparent from the following 
detailed description with accompanying drawings. 

SUMMARY OF THE INVENTION 

0009. A power device for an automotive vehicle accord 
ing to the present invention comprises an interlock Switch; 
a crash Sensor for detecting impact of an automotive vehicle; 
an interlock relay controlled and turned ON and OFF by the 
interlock Switch; and a contactor for interrupting an output 
circuit when the interlock relay is turned OFF. In the power 
device, when the interrupting Signal for interrupting the 
output circuit is outputted from the crash Sensor, or when the 
interlock Switch is turned OFF from ON, the contactor is 
turned OFF to interrupt the output circuit. Further, the power 
device comprise a Switching element connected to an excit 
ing coil of the contactor in series and turned ON and OFF by 
an interrupting Signal of the crash Sensor. When the crash 
Sensor outputs the interrupting Signal, the Switching element 
is turned OFF, and the contactor is turned OFF by interrupt 
ing a current of the exciting coil in the contactor. 
0010. The power device for an automotive vehicle of the 
above construction has the feature that the power device can 
quickly interrupt the output circuit corresponding to the 
interrupting Signal of the crash Sensor and can slowly 
interrupt corresponding to the interrupting Signal of the 
interlock Switch, capable of interrupting the output circuit in 
ideal time corresponding to both of the crash Sensor and the 
interlock Switch. Here is the reason. When the crash sensor 
outputs the interrupting Signal, the contactor is quickly 
turned OFF by turning the Switching element, which is 
connected to the exciting coil of the contactor, OFF from 
ON. While, when the interlock switch outputs the interrupt 
ing Signal, the contactor is turned OFF not via the Switching 
element, which quickly operates, but via the interlock relay. 
0011. The Switching element connected to the exciting 
coil of the contactor in Series can be an FET or a transistor. 
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An exciting coil of the interlock relay, which is connected to 
the interlock Switch via a delay circuit, can turn the interlock 
relay OFF from ON after predetermined time determined by 
the delay circuit when the interlock Switch is turned OFF. 
0012 A positive side contactor for interrupting a positive 
output of the output circuit and a negative side contactor for 
interrupting a negative output of the output circuit can be 
provided as the contactor. In the power device, each of 
exciting coils of the positive side contactor and the negative 
Side contactor is connected to the contact of the interlock 
relay, and is connected to the Switching element controlled 
and turned ON and OFF by the crash sensor. In the power 
device, when the crash Sensor outputs the interrupting Sig 
nal, both of the Switching elements are turned OFF and the 
positive side contactor and the negative Side contactor are 
turned OFF from ON. 

0013 The delay circuit can include an FET, whose gate 
is connected to the interlock Switch, connected to the excit 
ing coil of the interlock relay, and a delay capacitor con 
nected therein. In the delay circuit, when the interlock 
Switch is turned OFF and the gate voltage of the FET starts 
to drop, the delay capacitor can delay the drop in the gate 
voltage so as to delay turning the FET OFF from ON. 
0.014. The crash sensor can include a switch, which is 
turned OFF from ON when detecting impact. The exciting 
coil of the interlock relay can be connected to a power 
Supply circuit via the crash Sensor. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.015 FIG. 1 is a block diagram showing a conventional 
power device for an automotive vehicle. 
0016 FIG. 2 is a timing chart showing that a crash sensor 
of the power device shown in FIG. 1 Switches the contactor. 
0017 FIG. 3 is a block diagram showing a power device 
for an automotive vehicle of one embodiment according to 
the present invention. 
0.018 FIG. 4 is a timing chart showing that a crash sensor 
of the power device shown in FIG. 3 Switches the contactor. 
0.019 FIG. 5 is a timing chart showing that an interlock 
Switch of the power device shown in FIG. 3 Switches the 
COntactOr. 

DETAILED DESCRIPTION OF THE 
PREFFERED EMBODIMENTS 

0020. A power device for an automotive vehicle shown in 
FIG. 3 is composed of an interlock Switch 1; a crash sensor 
2 for detecting impact of an automotive vehicle; an interlock 
relay 3 controlled and turned ON and OFF by the interlock 
Switch 1; and contactors 4 turning OFF when the interlock 
relay 3 is turned OFF. In each contactor 4, an exciting coil 
4a is connected to the contact of the interlock relay 3. When 
the interlock relay 3 is turned OFF, a current does not 
applied to the exciting coil 4a, and the contactor 4 is turned 
OFF. In each contactor 4, its contact is connected to the 
output Side of a battery 5, and it interrupts an output circuit 
11 of a battery 5 in the OFF state. 
0021. In addition, in the power device of FIG. 3, each of 
Switching elements 6, which are turned ON and OFF by a 
Signal of the crash Sensor 2, is connected to each of the 
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exciting coil 4a of the contactor 4 in Series. The Switching 
element 6 is turned OFF from ON and interrupts a current 
for the exciting coil 4a of the contactor 4 to turn the 
contactor 4 OFF, when the crash sensor 2 outputs an 
interrupting Signal. In this State, when the contactor 4 is 
turned OFF, the output circuit 11 of the battery 5 is inter 
rupted very quickly. 

0022. The interlock Switch 1 keeps the output circuit 
110N in a normal use state of the power device. On the other 
hand, the interlock switch 1 turns the output circuit 11 OFF 
when it is necessary to interrupt the output circuit 11 in order 
to conduct work safely, for example, at maintenance of the 
power device, or when a case of the power device is opened, 
or when the power device is removed from an automotive 
vehicle. The power device of FIG. 3 has a first Switch 1A, 
which is turned OFF from ON when manually switched OFF 
from ON or when it is detected that a part of case of the 
power device is opened, and a Second Switch 1B, which is 
turned OFF from ON when it is detected that the power 
device is removed from an automotive vehicle or that the 
power device is disconnected from a power circuit of an 
automotive vehicle. However, the present invention is not 
limited to the interlock Switch 1 shown in FIG. 3, the 
interlock Switch can be composed of only the first Switch 1A 
or only the second Switch 1B. Furthermore, any Switch for 
interrupting the output circuit 11 to conduct work Safely can 
be used, although the detailed construction is not shown in 
drawings. 

0023 The interlock switch 1 of FIG. 3 is a normally on 
Switch. The interlock Switch 1 with a plurality of normally 
on Switches connects the Switches in Series. The reason is 
that the interlock Switch 1 is turned OFF when any of the 
Switches is turned OFF. This interlock Switch 1 can control 
a Switching element 8 of a delay circuit 7 with a simple 
circuit construction. The reason is that the input Side of the 
Switching element 8 is connected to a power Supply circuit 
10 via the interlock Switch 1 So that the ON/OFF control of 
the interlock relay 3 can be performed via an FET or a 
transistor of the delay circuit 7. That is, in the ON state of 
the interlock relay 3, the Switching element 8 is turned ON 
by applying a bias Voltage for turning ON to the base of the 
FET or the transistor, and the Switching element 8 in the ON 
state keeps the interlock relay 3 ON. When the interlock 
Switch 1 is turned OFF, the Switching element 8 is turned 
OFF and turns the interlock relay 3 OFF. 
0024. Additionally, a normally off Switch can also be 
used as the interlock Switch. This interlock switch performs 
ON/OFF control of the FET or the transistor of the delay 
circuit 7 via an inverting circuit. In the interlock switch with 
a normally off Switch, all Switches are connected in parallel, 
and the interlock Switch detects that any of Switches is 
turned OFF. 

0025 The crash sensor 2 detects a crash of an automotive 
vehicle etc., and can be an inertia Sensor detecting an inertia 
force, an impact Sensor, and a G Sensor. In addition, a Sensor 
detecting that an automotive vehicle becomes deformed can 
be also used as the crash Sensor 2. The crash Sensor 2 is a 
normally on Switch. The crash sensor 2 is turned OFF from 
ON and outputs the interrupting Signal in case of an emer 
gency that impact or the like is detected. As shown in FIG. 
3, the crash sensor 2 directly turns the interlock relay 3 ON 
and OFF. Accordingly, its circuit construction can be simple. 
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Additionally, the crash Sensor is not restricted to a normally 
on Switch. A normally off Switch can also be used as the 
crash Sensor. A normally off Switch controls the Switching 
element connected to the interlock relay and the exciting coil 
of the contactor via an inverting circuit inverting ON/OFF. 
Moreover, the crash Sensor is not restricted to a type 
outputting an ON/OFF signal. A Sensor outputting a pulse 
Signal as the interrupting Signal in case of an emergency that 
impact or the like is detected can be used as the crash Sensor. 

0026. The crash sensor 2 of FIG. 3 is a normally on 
Switch. The crash sensor 3 controls ON/OFF of the interlock 
relay 3, and controls ON/OFF of the Switching elements 6 
connected to the exciting coils 4a of the contactorS 4. AS 
shown in FIG. 3, the crash sensor 2, which is turned OFF 
from ON in case of an emergency, is connected between the 
power Supply circuit 10 and the exciting coil 3a of the 
interlock relay 3, and can control ON/OFF of the interlock 
relay 3. In addition, the output Side of the crash Sensor 2 is 
connected to the gate or the base, which is the input Side of 
the Switching element 6. The crash Sensor 2 can turns the 
Switching element 6 OFF from ON in case of an emergency. 

0027. The crash sensor, which outputs a pulse signal as 
the interrupting Signal, includes a latching circuit, which 
Switches output to “Low” from “High” based on the pulse 
Signal as the interrupting Signal. The latching circuit nor 
mally outputs "High' to keep the Switching elements con 
nected to the interlock relay and the exciting coils ONSo that 
a direct current can be discharged in a normal state. In this 
State, when a pulse signal as the interrupting Signal is 
outputted from the crash Sensor, the latching circuit Switches 
its output to “Low” from “High” and retains “Low”. The 
“Low” signal turns the interlock relay OFF and keeps it OFF. 
While, the “Low” signal Switches the input sides of the 
Switching elements connected to the exciting coils of the 
contactors to “Low” from “High”, and turns them OFF from 
ON, and keeps them OFF. Therefore, the exciting coils of the 
contactors are kept in the State that a current is not applied. 
The contactors keep the OFF state and interrupt the output 
circuit 11 of the battery. 

0028. The crash sensors 2 of FIG. 3 are positioned at the 
front and the rear of an automotive vehicle, or the crash 
Sensor 2 is positioned at the front and the rear of it. If a 
plurality of crash Sensors 2 is provided in an automotive 
vehicle, the interlock relay 3 and the contactors 4 turn OFF 
when any of the crash Sensors 2 detects impact. 

0029. The interlock relay 3 is controlled by both the crash 
sensor 2 and the interlock switch 1. The interlock relay 3 is 
turned OFF from ON, when the interrupting signal for 
interrupting the output circuit 11 is inputted from any of the 
crash sensor 2 and the interlock Switch 1. This interlock 
relay 3 controls the contactors 4, and interrupts the output 
circuit 11 of a battery 5 in the OFF state. In the interlock 
relay 3 of FIG. 3, one end of the exciting coil 3a is 
connected to the power Supply circuit 10 via the crash Sensor 
2, and another end of the exciting coil 3a is connected to the 
FET of the delay circuit 7. In a normal use state, in other 
word, in a State that an automotive vehicle runs, the interlock 
relay 3 is kept in the ON state. The reason is that a current 
is applied to the exciting coil 3a from the power Supply 
circuit 10, when both the crash sensor 2 and the interlock 
Switch 1 are in the ON state and the FET of the delay circuit 
7 is also in the ON state. In a state that any of the crash 
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Sensor 2 and the interlock Switch 1 outputs the interrupting 
signal, or when any of them is turned OFF from ON, a 
current for the exciting coil is interrupted, and the interlock 
relay 3 is turned OFF from ON. 
0030) The delay circuit 7 includes the FET, whose source 
and drain are connected in Series between the exciting coil 
3a of the interlock relay 3 and a ground. The delay capacitor 
9 is connected between the gate of FET and a ground. The 
delay capacitor 9 delays a drop in the gate Voltage. This 
delay circuit 7 delays a drop in the gate Voltage by the delay 
capacitor 9, when the interlock switch 1 is turned OFF from 
ON and the output of the interlock Switch 1 turns “Low' 
from “High”. For this reason, even if the “Low” signal, 
which is the interrupting Signal, is inputted from the inter 
lock switch 1, the FET is not immediately turned OFF from 
ON, but is turned OFF after the gate voltage drops lower 
than a shut-off voltage of the FET. Increasing the capaci 
tance of the delay capacitor 9 can adjust the delay time of the 
delay circuit 7 to be longer. The delay capacitor 9 is set a 
capacitance So that the delay time is about 100 mSec-3 Sec. 
0031) The power device of FIG. 3 has a positive side 
contactor 4A and a negative side contactor 4B, which 
interrupt the positive and the negative outputs of the output 
circuit 11. The positive side contactor 4A and the negative 
Side contactor 4B are simultaneously controlled and turned 
ON and OFF, then interrupt the positive and the negative 
outputs of the output circuit 11. The positive side contactor 
4A has a contact connected between the positive side of the 
battery 5 and the positive side output 12. The negative side 
contactor 4B has a contact connected between the negative 
side of the battery 5 and the negative side output 13. 
0032. One end of each of exciting coils 4a of the positive 
Side contactor 4A and negative side contactor 4B is con 
nected to the contact of the interlock relay 3, So that the 
positive side contactor 4A and negative Side contactor 4B 
are simultaneously controlled and are turned ON and OFF. 
Each another end of exciting coil 4a of each of contactors 4 
is connected to each of the Switching elements 6, which are 
controlled and turned ON and OFF by the crash sensor 2. 
Each Switching element 6 is connected between each excit 
ing coil 4a and a ground. The Switching element 6 is an FET, 
however, a transistor also can be used. 
0033. The gate of each of FETs, which are the Switching 
elements 6, is connected to the crash Sensor 2. When a 
transistor is used as the Switching element 6, the base of the 
transistor is connected to the crash Sensor via a bias resistor. 
The Switching element 6 is turned OFF from ON, when the 
interrupting Signal is inputted from the crash Sensor 2. The 
Switching element 6 does not have a mechanical movable 
part Such as a relay, which moves its contact in order to turn 
ON and OFF, and can electrically turn ON and OFF. 
Therefore, the Switching element 6 is quickly turned OFF 
from ON as compared with a relay. Although the time that 
the Switching element 6 is turned ON and OFF depends on 
a type of the Switching element 6, generally, it is time of the 
order of less than microSecond. Accordingly, the time is very 
Short, and is almost a negligible amount of time as compared 
with turning time of a relay. 
0034). In the power device of FIG. 3, when the crash 
Sensor 2 outputs the interrupting Signal and the output is 
turned OFF from ON, both the interlock relay 3 and the 
Switching element 6 are turned OFF from ON. Additionally, 
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the time that the Switching element 6 is turned OFF is very 
Short as compared with the interlock relay 3. Accordingly, 
the each contactor 4 is turned OFF from ON not by turning 
the interlock relay 3 OFF, but by each the turned-OFF 
Switching element 3. For this reason, the contactor 4 is 
quickly turned OFF from ON by the Switching element 6, 
without taking time that the interlock relay 3 becomes 
turned-OFF 

0035. The Switching element 6 is controlled only by the 
crash Sensor 2, and is not controlled by the interlock Switch 
1. For this reason, even if the interlock switch 1 outputs the 
interrupting signal and is turned OFF from ON, the Switch 
ing element 6 is not turned OFF from ON. Therefore, even 
if the interlock Switch 1 outputs the interrupting Signal, the 
Switching element 6 does not turns a contactor 4 OFF from 
ON. 

0.036 FIG. 4 is a timing chart showing that the crash 
sensor 2 Switches a contactor 4. As shown in FIG. 4, when 
the crash Sensor 2 outputs the interrupting Signal and is 
turned OFF from ON, the interlock relay 3 and the contactor 
4 are turned OFF from ON in timing as follows. In the 
timing chart, the operation time of the Switching element 4 
is negligible short time as compared with operation time of 
a relay, and is not shown. 

0037) 1. Interlock Relay 

0038 After the operating time (T3) of the interlock relay 
3, the interlock relay is turned OFF from ON. 

0039 2. Contactor 
0040. The contactor 4 is immediately turned OFF from 
ON after the operating time (T1) of the contactor 4 by the 
Switching element 6, which is turned OFF from ON by the 
interrupting Signal of the crash Sensor 2, without taking time 
that the interlock relay 3 becomes turned-OFF. 

0041 FIG. 5 is a timing chart showing that the interlock 
Switch 1 Switches the contactor 4. As shown in FIG. 5, when 
the interlock Switch 1 outputs the interrupting Signal and is 
turned OFF from ON, the interlock relay 3 and the contactor 
4 are turned OFF from ON in timing as follows. In this 
timing chart, the operation time of the Switching element 4 
is negligible short time, and is also not shown. 

0042 1. Interlock Relay 

0043. After the delay time of the delay circuit 7 and the 
operating time (T3) of the interlock relay 3, the interlock 
relay is turned OFF from ON. The reason is that the 
interrupting Signal of the interlock Switch 1 is delayed by the 
delay circuit 7 and then the interlock relay 3 is turned OFF 
from ON. For this reason, the interlock relay 3 is turned OFF 
from ON after the time that is the sum of the delay time (T2) 
of a delay circuit 7 and the operating time (T3) of the 
interlock relay 3. 

0044) 2. Contactor 

0045. After the interlock switch 1 is turned OFF from 
ON, the interlock relay 3 is turned OFF from ON, that is, 
after the time that is the sum of the operating time (T1) of 
a contactor 4, the delay time (T2) of a delay circuit 7, and 
the operating time (T3) of the interlock relay 3, the contactor 
is turned OFF from ON. 
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0046. As mentioned above, in the power device of FIG. 
3, when the crash Sensor 2 outputs the interrupting Signal, 
the contactor 4 is turned OFF from ON only after the 
operating time of a contactor 4 irrespective of the delay time 
of the delay circuit 7 and the operating time of the interlock 
relay 3. Therefore, the contactor 4 can be turned OFF from 
ON very quickly. On the other hand, when the interlock 
Switch 1 outputs the output Signal, the contactor 4 is turned 
OFF from ON, after the delay time of the delay circuit 7, the 
operating time of the interlock relay 3, and the operating 
time of the contactor 4. Therefore, the contactor 4 can be 
turned OFF from ON after the delayed time determined by 
the delay circuit 7. The delay time of the delay circuit 7 is 
Set So that a malfunction caused by the chattering of the 
interlock Switch 1 etc. does not occur. Accordingly, even if 
the malfunction in the interlock Switch 1 occurs in an instant, 
the contactor 4 does not interrupt the output circuit 11. 
0047. Furthermore, although not shown in the drawings, 
the power device of the present invention can also control 
the contactor by a signal from an ECU, which controls 
ON/OFF of the power device. In this power device, when 
detecting abnormal conditions of the battery, the ECU 
outputs an abnormal signal and turns the contactor OFF to 
interrupt the output circuit. The abnormal signal from the 
ECU can be inputted into the Switching element connected 
to the contactor, and can turns the contactor OFF. However, 
another circuit, which turns the contactor OFF by the 
abnormal signal from the ECU, can be provided to control 
the contactor. 

0048 AS this invention may be embodied in several 
forms without departing from the Spirit of essential charac 
teristics thereof, the present embodiment is therefore illus 
trative and not restrictive, Since the Scope of the invention is 
defined by the appended claims rather than by the descrip 
tion preceding them, and all changes that fall within meets 
and bounds of the claims, or equivalence of Such meets and 
bounds thereof are therefore intended to be embraced by the 
claims. 

What is claimed is: 

1. A power device for an automotive vehicle comprising: 

an interlock Switch; 

a crash Sensor for detecting impact of an automotive 
vehicle; 

an interlock relay controlled and turned ON and OFF by 
the interlock Switch; 

an output circuit of a power Source; 

a contactor for interrupting the output circuit when the 
interlock relay is turned OFF; and 

a Switching element connected to an exciting coil of the 
contactor in series and turned ON and OFF by an 
interrupting Signal of the crash Sensor; 

wherein, when the interrupting Signal for interrupting the 
output circuit is outputted from the crash Sensor, or 
when the interlock Switch is turned OFF from ON, the 
contactor is turned OFF to interrupt the output circuit, 
and 
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when the crash Sensor outputs the interrupting Signal, the 
Switching element is turned OFF, and the contactor is 
turned OFF by interrupting a current of the exciting coil 
in the contactor. 

2. The power device for an automotive vehicle according 
to claim 1, wherein, the Switching element connected to the 
exciting coil of the contactor in Series is an FET or a 
transistor. 

3. The power device for an automotive vehicle according 
to claim 1, wherein, an exciting coil of the interlock relay, 
which is connected to the interlock Switch via a delay circuit, 
turns the interlock relay OFF from ON after a predetermined 
time determined by the delay circuit when the interlock 
Switch is turned OFF. 

4. The power device for an automotive vehicle according 
to claim 3, wherein, the delay circuit includes an FET, whose 
gate is connected to the interlock Switch, connected to the 
exciting coil of the interlock relay, and a delay capacitor 
connected therein, wherein, when the interlock Switch is 
turned OFF and the gate voltage of the FET starts to drop, 
the delay capacitor delays the drop in the gate Voltage So as 
to delay turning the FET OFF from ON. 

5. The Power device for an automotive vehicle according 
to claim 3, wherein, the delay time of the delay circuit is 100 
mSec-3 Sec. 

6. The Power device for an automotive vehicle according 
to claim 3, wherein, one end of the exciting coil of the 
interlock relay is connected to a power Supply circuit via the 
crash Sensor, and another end is connected to the Switching 
element of the delay circuit, wherein, when any of the crash 
Sensor and the interlock Switch outputs the interrupting 
signal, the interlock relay is turned OFF from ON. 

7. The power device for an automotive vehicle according 
to claim 1, wherein, the interlock Switch includes a plurality 
of normally on Switches connected in Series. 

8. The power device for an automotive vehicle according 
to claim 1, wherein, a positive Side contactor for interrupting 
a positive output of the output circuit and a negative side 
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contactor for interrupting a negative output of the output 
circuit are provided, and each of exciting coils of the 
positive side contactor and the negative Side contactor is 
connected to the contact of the interlock relay. 

9. The power device for an automotive vehicle according 
to claim 8, wherein, a positive Side contactor for interrupting 
a positive output of the output circuit and a negative side 
contactor for interrupting a negative output of the output 
circuit are provided, each of exciting coils of the positive 
Side contactor and the negative side contactor is connected 
to the Switching element controlled and turned ON and OFF 
by the crash Sensor, wherein, when the crash Sensor outputs 
the interrupting Signal, both of the Switching elements are 
turned OFF and the positive side contactor and the negative 
side contactor are turned OFF from ON. 

10. The power device for an automotive vehicle according 
to claim 1, wherein, the crash Sensor includes a Switch, 
which is turned OFF from ON when detecting impact. 

11. The power device for an automotive vehicle according 
to claim 10, wherein, the crash Sensor is connected to the 
Switching element connected to the exciting coil of the 
contactor, and an exciting coil of the interlock relay is 
connected to a power Supply circuit via the crash Sensor, 
wherein, when the crash sensor is turned OFF from ON, both 
the Switching element and the interlock relay are turned 
OFF. 

12. The power device for an automotive vehicle according 
to claim 10, wherein, the exciting coil of the interlock relay 
is connected to the power Supply circuit via the crash Sensor, 
and the exciting coil of the contactor is connected to the 
interlock relay and the power Supply circuit via the crash 
SCSO. 

13. The power device for an automotive vehicle according 
to claim 1, wherein, a plurality of crash Sensors are provided, 
and when any of the crash Sensors detects impact, the 
interlock relay and the contactor are turned OFF. 
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