**Title:** LIGHT GUIDE PLATE AND LIQUID CRYSTAL DISPLAY HAVING THE SAME

---

### Abstract

A liquid crystal display apparatus (100) comprising a liquid crystal display panel (200) and a touch panel (300) is disclosed. A first transparent electrode (350) is disposed on an upper surface of the liquid crystal display panel (200) for displaying an image. A second transparent electrode (360) is disposed on a lower surface of a retardation member (320) and the second transparent electrode (360) is opposite to the first transparent electrode (350). Accordingly, the entire thickness of the liquid crystal display apparatus may be decreased, and the manufacturing cost of the liquid crystal display apparatus may be reduced.

Published:

with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
LIGHT GUIDE PLATE AND LIQUID CRYSTAL DISPLAY
HAVING THE SAME

Technical Field

The disclosure relates to a liquid crystal display (LCD) apparatus, and more particularly to a liquid crystal display apparatus having a touch panel.

Background Art

A touch panel is a device for detecting a position of an object or a finger while the object or finger is touched on a point of the screen of a display device.

FIG. 1 is a cross sectional view showing a conventional liquid crystal display apparatus.

Referring to FIG. 1, the liquid crystal display apparatus includes a liquid crystal display panel 20 for displaying an image and a touch panel for detecting a position of an object that touches an outer surface of the touch panel.

The liquid crystal display panel 20 includes a thin film transistor (TFT) substrate 21, a color filter (C/F) substrate 23 and a liquid crystal layer 25 interposed between the TFT substrate 21 and the color filter substrate 23. A pixel electrode 22 is formed on an upper surface of the TFT substrate. The color filter substrate 23 faces the TFT substrate 21, and a common electrode 24 is formed on a lower surface of the color filter substrate.

A first polarizer 26 is formed on a lower surface of the TFT substrate 21, and a second polarizer 27 is formed on an upper surface of the color filter substrate 23.

The touch panel 30 includes a first substrate 31, a second substrate 34, a first transparent electrode 32 and a second transparent electrode 35. The second substrate is spaced apart from the first substrate by a predetermined distance. The first transparent electrode 32 is formed on an upper surface of the first substrate 31,
and the second transparent electrodes 35 is formed on a lower surface of the second substrate 34. The upper surface of the first substrate 31 is opposite to the lower surface of the second substrate 34.

The first substrate 31 is comprised of a transparent material so that the light from the liquid crystal display panel may be transmitted through the first substrate 31. The second substrate 34 is comprised of an optical film having an isotropic refractivity.

The entire thickness of the liquid crystal display apparatus 10 is increased due to two substrates such as the color filter substrate 23 and the first substrate 31 disposed on both surfaces of the second polarizer 27.

In addition, loss of light is increased since the light incident into the liquid crystal display panel 20 and the light exiting from the liquid crystal display panel 20 pass through both color filter substrate 23 and first substrate 31.

**Disclosure of the Invention**

Accordingly, the present invention is provided to substantially obviate one or more problems due to limitations and disadvantages of the related art.

It is one feature of the present invention to provide a liquid crystal display apparatus having a reduced thickness and manufacturing cost.

According to an aspect of the present invention for achieving one feature of the present invention, there is provided a liquid crystal display apparatus comprising: a liquid crystal display panel for displaying an image; and a touch panel including i) a first retardation member being disposed on an upper surface of the liquid crystal display panel, ii) a first transparent electrode disposed on the first retardation member iii) a second transparent electrode separated from the first transparent electrode by a predetermined distance, iv) a second retardation member disposed on the second transparent electrode, and v) a first polarizing member
disposed on the second retardation member, and the touch panel detecting a point where the first transparent electrode is electrically connected to the second transparent electrode to detect a position of an object that touches an outer surface of the touch panel.

According to another aspect of the present invention for achieving the fifth feature of the present invention, there is provided a liquid crystal display apparatus comprising: a liquid crystal display panel for displaying an image; and a touch panel including i) a first transparent electrode disposed on an upper surface of the liquid crystal display panel, ii) a second transparent electrode separated from the first transparent electrode by a predetermined distance, iii) a first retardation member disposed on the second transparent electrode, iv) a second retardation member disposed on the first retardation member, and v) a first polarizing member disposed on the second retardation member, and the touch panel detecting a point at which the first transparent electrode is electrically connected to the second transparent electrode to detect a position of an object that touches an outer surface of the touch panel.

According to still another aspect of the present invention for achieving the fifth feature of the present invention, there is provided a liquid crystal display apparatus comprising: a liquid crystal display panel for displaying an image; and a touch panel including i) a first transparent electrode disposed on an upper surface of the liquid crystal display panel, ii) a second transparent electrode separated from the first transparent electrode by a predetermined distance, iii) an optical film disposed on the second transparent electrode, iv) a first polarizing member disposed on the optical film, and v) a spacer disposed between the first and second transparent electrodes, and the touch panel detecting a point at which the first transparent electrode is electrically connected to the second transparent electrode to detect a position of an object that touches an outer surface of the touch panel.
According to above liquid crystal display apparatus, the liquid crystal display panel and the polarizing member respectively substitute for a first substrate for supporting the first transparent electrode and a second substrate for supporting the second transparent electrode. Accordingly, an unnecessary substrate that causes the increase of the thickness of the liquid crystal display apparatus may be removed, the entire thickness of the liquid crystal display apparatus may be decreased, and the manufacturing cost of the liquid crystal display apparatus may be reduced.

According to the present invention, the liquid crystal display apparatus includes first and second transparent electrodes are comprised of a transparent conductive material and are spaced apart from each other by a predetermined distance.

The first transparent electrode is supported by the second transparent substrate of the color filter substrate. The second transparent electrode is supported by the polarizer.

Accordingly, another substrate that supports the first and second transparent electrodes may be removed, the entire thickness of the liquid crystal display apparatus may be decreased, and the manufacturing cost of the liquid crystal display apparatus may be reduced.

In addition, the number of the transparent substrates, through which the light incident into the liquid crystal display panel or the light exiting from the liquid crystal display panel is transmitted, is reduced, thereby reducing loss of light and enhancing optical characteristics of the liquid crystal display apparatus.

**Brief Description of the Drawings**

The above and other advantages of the present invention will become more apparent by describing in detail exemplary embodiments thereof with reference to the accompanying drawings, in which:
FIG. 1 is a cross sectional view showing a conventional liquid crystal display apparatus;

FIG. 2 is a cross sectional view showing a liquid crystal display apparatus according to a first exemplary embodiment of the present invention;

FIG. 3 is a schematic view showing the liquid crystal display apparatus of FIG. 2 when a touch screen is pressed down;

FIG. 4 is an enlarged view of a portion ‘A’ in FIG. 2;

FIG. 5 is a schematic view showing an arrangement among a first polarizing film, a first retardation film and a second retardation film;

FIG. 6 is a cross sectional view showing a liquid crystal display apparatus that further includes a hard coated film and a reflection protection film in addition to the liquid crystal display apparatus of FIG. 2;

FIG. 7 is a schematic view showing the reflection protection film;

FIGS. 8A, 8B and 8C are cross sectional views showing a method of manufacturing the liquid crystal display apparatus according to the first exemplary embodiment of the present invention;

FIGS. 9A, 9B, 9C and 9D are cross sectional views showing a method of forming the spacer of FIG. 4;

FIG. 10 is a cross sectional view showing a liquid crystal display apparatus according to a second exemplary embodiment of the present invention; and

FIG. 11 is a cross sectional view showing a liquid crystal display apparatus according to a third exemplary embodiment of the present invention.

Best Mode For Carrying Out the Invention

Hereinafter the preferred embodiment of the present invention will be described in detail with reference to the accompanying drawings.

FIG. 2 is a cross sectional view showing a liquid crystal display apparatus
according to a first exemplary embodiment of the present invention.

Referring to FIG. 2, the liquid crystal display apparatus 100 according to the first embodiment of the present invention includes a liquid crystal display panel 200, a touch panel 300 and a plurality of optical plates 410, 420 and 480 disposed on a lower surface of the liquid crystal display panel 200. The liquid crystal display panel 200 displays an image. The touch panel 300 detects a position of an object that touches an outer surface of the touch panel.

The liquid crystal display panel 200 includes a TFT substrate 230, a color filter substrate 260 facing the TFT substrate 230, and a liquid crystal layer 270 interposed between the TFT substrate 230 and the color filter substrate 260.

The TFT substrate 230 includes a plurality of switching devices (not shown) and a plurality of pixel electrodes each electrically connected with each of the switching devices. The switching devices are formed on the first transparent substrate 210. The color filter substrate 260 includes color filters (not shown) and a common electrode 250 formed on the color filters. The color filters are formed on the second transparent substrate 240.

The touch panel 300 includes a first retardation film (or phase difference film) 310, a second retardation film 320 and a first polarizer 380 disposed on an upper surface of the second retardation film 320. The first retardation film 310 is disposed on an upper surface of the color filter substrate 260, and a first transparent electrode 350 is formed on the first retardation film 310. A second transparent electrode 360 that is spaced apart from the first transparent electrode 350 by a predetermined distance is formed on the second retardation film 320. The first retardation film 310 is a \( \lambda/4 \) retardation film, and the second retardation film 320 is a \( \lambda/2 \) retardation film.

The first and second transparent electrodes 350 and 360 are comprised of a transparent conductive material such as indium tin oxide (ITO) or indium zinc oxide
(IZO).

An adhesive (not shown) comprised of insulating material is interposed between the first and second transparent electrodes 350 and 360. The adhesive combines the first and second transparent electrodes 350 and 360 with each other. The first transparent electrode 350 is separated from the second transparent electrode 360 by the thickness of the adhesive interposed between the first and second transparent electrodes 350 and 360.

A plurality of spacers 330 is formed on the first transparent electrode 350. The spacers 330 may be formed on the second transparent electrode 360.

A third retardation film 410, a fourth retardation film 420 and a second polarizer 480 may be disposed on a lower surface of the liquid crystal display panel 200.

The third retardation film 410 is disposed on the lower surface of the liquid crystal display panel 200, the fourth retardation film 420 is disposed on a lower surface of the third retardation film 410, and the second polarizer 480 is disposed on a lower surface of the fourth retardation film 420. The third retardation film 410 is a λ/4 retardation film, and the fourth retardation film 420 is a λ/2 retardation film.

The first, second, third and fourth retardation films 310, 320, 410 and 420 are comprised of polyarylate or polyether sulfone. The polyarylate is thermoplastic resin of aromatic polyester.

The first retardation film 310 on which the first transparent electrode 350 is formed is supported by the second transparent substrate 240 or the color filter substrate. The second retardation film 320 on which the second transparent electrode 360 is formed is supported by the first polarizer 380. Accordingly, an unnecessary substrate that causes the increase in the thickness of the liquid crystal display apparatus may be removed, the entire thickness of the liquid crystal display apparatus may be decreased, and the manufacturing cost of the liquid crystal display
apparatus may be reduced.

Although the above embodiments show a reflective and transmissive type liquid crystal display panel, a reflective liquid crystal display panel could be utilized to display an image, as would be known to one of the ordinary skill in the art. The liquid crystal display apparatus 100 may not have the third retardation film 410, the fourth retardation film 420 and the second polarizer 480.

FIG. 3 is a schematic view showing the liquid crystal display apparatus of FIG. 2 when a touch screen is pressed down, and FIG. 4 is an enlarged view of a portion ‘A’ of FIG. 2.

Referring to FIGS. 3 and 4, the first and second transparent electrodes 350 and 360 of the liquid crystal display apparatus 100 make electrical contact with each other by an object such as a finger of a user.

The first polarizer 380 is pressed down by the user’s finger when the user inputs information through the touch panel.

The first and second transparent electrodes 350 and 360 are comprised of a transparent conductive material having resistive property. The first and second transparent electrodes 350 and 360 have linear voltage distribution when current is applied to the first and second transparent electrodes 350 and 360.

Accordingly, when the first and second transparent electrodes 350 and 360 make contact with each other by the finger of the user, the voltage of the contact point between the first and second transparent electrodes 350 and 360 is measured, so that the position of an object that touches an outer surface of the touch panel can be detected.

A plurality of spacers 330 is formed on the first transparent electrode 350. A height of each of the spacers 330 is smaller than the distance between the first and second transparent electrodes 350 and 360.

The spacers 330 have a dot shape. Although the above embodiments
discuss a spacer having a dot shape, a spacer having circular cylinder, elliptic cylinder shape or any other shapes known to one of the ordinary skill in the art may also be utilized in place of or in conjunction with the spacer having a dot shape.

A width of the lower face of the spacer 330 may be wider a width of the upper face of the spacer 330. For example, the width of the lower face of the spacer 330 may be between about 10μm and about 80μm, and the height of the spacer 330 may be between about 2μm and about 20μm.

The spacers 330 absorb the impact on the first and second transparent electrodes 350 and 360 when the second transparent electrode 360 is pressed and makes contact with the first transparent electrode 350. In addition, the spacers 330 provide the second transparent electrode 360 with restoring forces so that the second transparent electrode 360 is separated from the first transparent electrode 350 when the user takes off (or withdraws) his finger from the touch panel 300.

FIG. 5 is a schematic view showing an arrangement among a first polarizing film, a first retardation film and a second retardation film.

Referring to FIG. 5, the first retardation film 310, the second retardation film 320 and the first polarizer 380 are arranged so as to enhance the optical characteristic of the light from the liquid crystal display panel 200.

An X-axis is referred to as a polarizing axis of the first polarizer 380, an I-axis is referred to as a retardation axis of the second retardation film 320, and an II-axis is referred to as a retardation axis of the first retardation film 310.

The second retardation film 320 is disposed under the first polarizer 380 so that the I-axis forms an angle between about 45° and about 135° with respect to the II-axis. In addition, the first retardation film 310 is disposed under the second retardation film 320 so that the II-axis forms an angle between about 90° and about 180° with respect to the X-axis.

The third retardation film 410, the fourth retardation film 420 and the second
polarizer 480 of FIG. 2 are arranged in the same manner as the first retardation film 310, the second retardation film 320 and the first polarizer 380.

FIG. 6 is a cross sectional view showing a liquid crystal display apparatus that further includes a hard coated film and a reflection protection film in addition to the liquid crystal display apparatus of FIG. 2.

Referring to FIG. 6, the hard coated film 510 and the reflection protection film 530 is disposed sequentially on the first polarizer 380.

A portion of the surface of the first polarizer 380 in the touch panel 300 may be pressed down by the object or the finger of the user many times until the liquid crystal display apparatus may reach the expected life span thereof.

Accordingly, the surface of the first polarizer 380 may be easily damaged by the repeated pressing actions. The hard coated film 510 is formed on the first polarizer 380 so that the first polarizer 380 should not be damaged. The hard coated film 510 may be comprised of polyacryl resin.

The reflection protection film 530 is formed on the hard coated film 510, and prevents light from being reflected from the surface of the hard coated film 510.

Although only the hard coated film 510 is formed on the first polarizer 380, the hard coated film may prevent the light incident thereonto from being reflected therefrom because the hard coated film 510 absorbs external light incident thereonto.

In addition, only the reflection protection film 530 without the hard coated film 510 may protect the surface of the first polarizer 380 when the reflection protection film 530 has Mohs hardness of about 3 or more.

FIG. 7 is a schematic view showing the reflection protection film;

Referring to FIG. 7, a first light I1 is incident onto the reflection protection film 530 from a first medium B in an incident angle $\theta$. A portion of the first light I1 is reflected from the reflection protection film 530 in the angle $\theta$ to be a second
light I2. A remaining portion of the first light I1 is refracted toward the reflection protection film 530 as a third light I3.

The third light I3 advances into the reflection protection film 530, a portion of the third light I3 is reflected from an interface between the reflection protection film 530 and a second medium C to be a fourth light I4. A remaining portion of the third light I3 is refracted toward the second medium C to be a fifth light I5.

The fourth light I4 exits toward the first medium and is refracted as a sixth light I6.

The phase of the reflected light is not varied when the light advancing from a medium having high refractivity toward a medium having a low refractivity is reflected from the interface between the two mediums. The phase of the reflected light is varied by 180° when the light advancing from a medium having low refractivity toward a medium having a high refractivity is reflected from the interface between the two mediums. However, the phase of the transmitted light is not varied.

The thickness d of the reflection protection film 530 is determined in view of the refractivity n_a of the reflection protection film 530, the refractivities n_b and n_c of the first and second medium B and C so that the second light I2 and the sixth light I6 are interfered with each other to disappear by a destructive interference on the surface of the reflection protection film 530.

Accordingly, reflection phenomenon on the surface of the reflection protection film 530 may be prevented.

FIGS. 8A, 8B and 8C are cross sectional views showing a method of manufacturing the liquid crystal display apparatus according to the first exemplary embodiment of the present invention.

Referring to FIG. 8A, first, a liquid crystal display panel 200 is formed. The liquid crystal display panel 200 has a TFT substrate 230, a color filter substrate 260
facing the TFT substrate 230 and a liquid crystal layer 270 interposed between the
TFT substrate 230 and the color filter substrate 260.

The TFT substrate 230 includes a plurality of switching devices (not shown)
and a plurality of pixel electrodes, each of the pixel electrodes being electrically
connected with each of the switching devices. The switching devices are formed
on a first transparent substrate 210. The color filter substrate 260 includes color
filters (not shown) and a common electrode 250 formed on the color filters. The
color filters are formed on a second transparent substrate 240.

Referring to FIG. 8B, a third retardation film 410, a fourth retardation film
420 and a second polarizer 480 are formed on a lower surface of the liquid crystal
display panel 200.

In detail, the third and fourth retardation films 410 and 420 are formed
successively on the second polarizer 480. Then, the second polarizer 480 having
the third and fourth retardation films 410 and 420 is attached to the lower surface of
the liquid crystal display panel 200. The first transparent substrate 210 makes
contact with the third retardation film 410.

Referring to FIG. 8C, a second retardation film 320 is formed on the first
polarizer 380. Then, a transparent conductive material such as ITO or IZO is
deposited on the second retardation film 320, thereby forming a second transparent
electrode 360.

A first transparent electrode 350 is formed on the first retardation film 310. A
transparent conductive material such as ITO or IZO is deposited on the first
retardation film 310, thereby forming a first transparent electrode 350.

Then, a plurality of spacers 330 is formed on the first transparent electrode
350, an adhesive (not shown) comprised of insulating material is formed at the
boundary portion of the first transparent electrode 350.

The first transparent electrode 350 faces the second transparent electrode 360.
The second transparent electrode 360 is attached to the first transparent electrode 350 by means of the adhesive formed on the boundary portion of the first transparent electrode 350. The first and second transparent electrodes 350 and 360 are separated from each other by the thickness of the adhesive.

Then, the first retardation film 310 is combined with the second transparent electrode 240 of the color filter substrate 260 of FIG. 2, thereby completing the liquid crystal display apparatus 100 of FIG. 2.

The step illustrated in FIG. 8C may be performed prior to the step illustrated in FIG. 8B.

FIGS. 9A, 9B, 9C and 9D are cross sectional views showing a method of forming the spacer of FIG. 4.

Referring to FIG. 9A, the first transparent electrode 350 comprised of a transparent conductive material such as ITO or IZO is formed on the first retardation film 310.

Then, as shown in FIG. 9B, a photosensitive organic layer 340 is deposited in a uniform thickness on the first retardation film 310.

Referring to FIG. 9C, a mask 500 is aligned over the photosensitive organic layer 340. The mask 500 has a transmitting layer for transmitting light therethrough and the blocking layer for blocking the light. Then, an exposure process is performed by means of the mask 500. In detail, ultra violet is applied onto the photosensitive organic layer 340 through the mask 500.

The photosensitive organic layer 340 deposited on the first transparent electrode 350 may be a negative photoresist, and the exposed area of the photosensitive organic layer 340 onto which UV light is supplied is polymerized. Accordingly, an unexposed area that is not polymerized is etched away by a developer solution, thereby forming the spacers 330 of FIG. 9D. A baking process may be further performed so as to cure the spacers 330.
FIG. 10 is a cross sectional view showing a liquid crystal display apparatus according to a second exemplary embodiment of the present invention.

Referring to FIG. 10, the liquid crystal display apparatus 600 according to the second exemplary embodiment of the present invention includes a liquid crystal display panel 700, a touch panel 800 and a plurality of optical plates 930, 940 and 950. The liquid crystal display panel 700 displays an image, and the touch panel 800 detects the position of the object that touches an outer surface of the touch panel 800. The optical plates 930, 940 and 950 are disposed on the lower surface of the liquid crystal display panel 700.

The liquid crystal display panel 700 includes a TFT substrate 730, a color filter substrate 760 facing the TFT substrate 730, and a liquid crystal layer 770 interposed between the TFT substrate 730 and the color filter substrate 760.

The TFT substrate 730 includes a plurality of switching devices (not shown) and a plurality of pixel electrodes each of which is electrically connected with each of the switching devices. The switching devices are formed on the first transparent substrate 710. The color filter substrate 760 includes color filters (not shown) and a common electrode 750 formed on the color filters. The color filters are formed on the second transparent substrate 740.

The touch panel 800 includes a first retardation film 810, a second retardation film 820, first and second retardation films 830 and 840 disposed on an upper surface of the second transparent electrode 820, and a first polarizer 850 disposed on the second retardation film 840. The first transparent electrode 810 is disposed on an upper surface of the color filter substrate 760, and the second transparent electrode 760 is separated from the first transparent electrode 850 by a predetermined distance.

The first retardation film 810 is a $\lambda/4$ retardation film, and the second retardation film 840 is a $\lambda/2$ retardation film. The first and second transparent
electrodes 810 and 820 are comprised of a transparent conductive material such as indium tin oxide (ITO) or indium zinc oxide (IZO).

An adhesive (not shown) comprised of an insulating material is interposed between the first and second transparent electrodes 810 and 820. The adhesive combines the first and second transparent electrodes 810 and 820 with each other. The first transparent electrode 810 is separated from the second transparent electrode 820 by the thickness of the adhesive interposed between the first and second transparent electrodes 810 and 820.

A plurality of spacers 870 is formed on the first transparent electrode 810. The spacers 870 may be formed on the second transparent electrode 820.

A detailed description about the spacer 870 will be omitted because the spacer 870 is the same as the spacer 330 of FIG. 4.

A third retardation film 930, a fourth retardation film 940 and a second polarizer 950 may be disposed on a lower surface of the liquid crystal display panel 700.

The third retardation film 930 is disposed on the lower surface of the liquid crystal display panel 700, the fourth retardation film 940 is disposed on a lower surface of the third retardation film 930, and the second polarizer 950 is disposed on a lower surface of the fourth retardation film 940. The third retardation film 930 is a $\lambda/4$ retardation film, and the fourth retardation film 940 is a $\lambda/2$ retardation film.

The first, second, third and fourth retardation films 830, 840, 930 and 940 are comprised of polyarylate or polyether sulfone resin.

The first retardation film 830, the second retardation film 840 and the first polarizer 850 are arranged so as to enhance the optical characteristic of the light from the liquid crystal display panel 700.

The second retardation film 840 is disposed under the first polarizer 850 so that the a polarizing axis of the first polarizer 850 forms an angle between about 45°
and about 135° with respect to a retardation axis of the second retardation film 840. In addition, the first retardation film 830 is disposed under the second retardation film 840 so that a polarizing axis of the first polarizer 850 forms an angle between about 90° and about 180° with respect to a retardation axis of the first retardation film 830.

A third retardation film 930, a fourth retardation film 940 and a second polarizer 950 are arranged in the same manner as the first retardation film 830, the second retardation film 840 and the first polarizer 850.

In addition, the hard coated film and the reflection protection film illustrated in FIG. 6 may be further formed on the first polarizer 530.

The first retardation film 310 on which the first transparent electrode 350 is formed is supported by the second transparent substrate 240 or the color filter substrate.

The first transparent electrode 810 is supported by the second transparent substrate 740 of the color filter substrate 760. The second transparent electrode 820 is supported by the first polarizer 850. Accordingly, an unnecessary substrate that causes the increase of the thickness of the liquid crystal display apparatus may be removed, the entire thickness of the liquid crystal display apparatus may be decreased, and the manufacturing cost of the liquid crystal display apparatus may be reduced.

Although the above embodiments discuss a reflective and transmissive type liquid crystal display panel, a reflective liquid crystal display panel could be utilized to display an image, as would be known to one of the ordinary skill in the art. The liquid crystal display apparatus 600 may not have the third retardation film 930, the fourth retardation film 940 and the second polarizer 950.

FIG. 11 is a cross sectional view showing a liquid crystal display apparatus according to a third exemplary embodiment of the present invention.
Referring to FIG. 11, the liquid crystal display apparatus 1000 according to the third exemplary embodiment of the present invention includes a liquid crystal display panel 1100, a touch panel 1200 and a second polarizer 1350. The liquid crystal display panel 1100 displays an image, and the touch panel 1200 detects the position of the object that touches an outer surface of the touch panel 1200. The second polarizer 1350 is disposed on a lower surface of the liquid crystal display panel 1100.

The liquid crystal display panel 1100 includes a TFT substrate 1130, a color filter substrate 1160 facing the TFT substrate 1130, and a liquid crystal layer 1170 interposed between the TFT substrate 1130 and the color filter substrate 1160.

The TFT substrate 1130 includes a plurality of switching devices (not shown) and a plurality of pixel electrodes 1120 each of which is electrically connected with each of the switching devices. The switching devices are formed on the first transparent substrate 1110. The color filter substrate 1160 includes color filters (not shown) and a common electrode 1150 formed on the color filters. The color filters are formed on the second transparent substrate 1140.

The touch panel 1200 includes a first transparent electrode 1210, a second transparent electrode 1220, an optical film 1230 and a first retardation film 1250. The first transparent electrode 1210 is disposed on an upper surface of the color filter substrate 1160, and the second transparent electrode 1220 is separated from the first transparent electrode 1210 by a predetermined distance. The optical film 1230 is disposed on an upper surface of the second transparent electrode 1220, and the first polarizer 1250 is disposed on an upper surface of the optical film 1230.

The optical film 1230 is comprised of a material having an isotropic refractivity such as polycarbonate.

An adhesive 1280 comprised of an insulating material is interposed between the first and second transparent electrodes 1210 and 1220. The adhesive 1280
combines the first and second transparent electrodes 1210 and 1220 with each other. The first transparent electrode 1210 is separated from the second transparent electrode 1220 by the thickness of the adhesive interposed between the first and second transparent electrodes 1210 and 1220.

A plurality of spacers 1270 is formed on the first transparent electrode 1210. The spacers 1270 may be formed on the second transparent electrode 1220.

A detailed description about the spacer 1270 will be omitted because the spacer 1270 is the same as the spacer 330 of FIG. 4.

A second polarizer 1350 may be disposed on a lower surface of the liquid crystal display panel 1100.

In addition, the hard coated film and the reflection protection film illustrated in FIG. 6 may be further formed on the first polarizer 1250.

The first transparent electrode 1210 is supported by the second transparent substrate 1140 of the color filter substrate 1160. The second transparent electrode 1220 is supported by the first polarizer 1250. Accordingly, an unnecessary substrate that causes the increase of the thickness of the liquid crystal display apparatus may be removed, the entire thickness of the liquid crystal display apparatus may be decreased, and the manufacturing cost of the liquid crystal display apparatus may be reduced.

Although the above embodiment discuss a reflective and transmissive type liquid crystal display panel, a reflective liquid crystal display panel could be utilized to display an image, as would be known to one of the ordinary skill in the art. The liquid crystal display apparatus 1000 may not have the second polarizer 1350.

This invention has been described with reference to the exemplary embodiments. It is evident, however, that many alternative modifications and variations will be apparent to those having skill in the art in light of the foregoing description. Accordingly, the present invention embraces all such alternative
modifications and variations as fall within the spirit and scope of the appended claims.
Claims

1. A liquid crystal display apparatus comprising:
   a liquid crystal display panel for displaying an image; and
   a touch panel including i) a first retardation member being disposed on an upper surface of the liquid crystal display panel, ii) a first transparent electrode disposed on the first retardation member iii) a second transparent electrode separated from the first transparent electrode by a predetermined distance, iv) a second retardation member disposed on the second transparent electrode, and v) a first polarizing member disposed on the second retardation member, and the touch panel detecting a point where the first transparent electrode is electrically connected to the second transparent electrode to detect a position of an object that touches an outer surface of the touch panel.

2. The liquid crystal display apparatus of claim 1, wherein the first retardation member is a $\lambda/4$ retardation film, and the second retardation member is a $\lambda/2$ retardation film.

3. The liquid crystal display apparatus of claim 2, wherein a first retardation axis of the first retardation member forms a first angle between about 90° and about 180° with respect to a polarizing axis of the first polarizing member, and a second retardation axis of the second retardation member forms a second angle between about 45° and about 135° with respect to the polarizing axis of the first polarizing member.

4. The liquid crystal display apparatus of claim 1, wherein the touch panel further includes a spacer disposed between the first and second transparent
electrodes, the spacer having a diameter from about 10μm to about 80μm and a height from about 2μm to about 10μm.

5. The liquid crystal display apparatus of claim 1, wherein the liquid crystal display panel further includes a hard coated film, disposed on the first polarizing member, for protecting the first polarizing member.

6. The liquid crystal display apparatus of claim 1, wherein the liquid crystal display panel further includes a reflection protection film, disposed on the first polarizing member, for preventing a light from being reflected from a surface of the first polarizing member.

7. The liquid crystal display apparatus of claim 6, wherein the reflection protection film has a Mohs hardness of no less than about 3.

8. The liquid crystal display apparatus of claim 1, wherein the touch panel further includes:
   a hard coated film, disposed on the first polarizing member, for protecting the first polarizing member; and
   a reflection protection film, disposed on the hard coated film, for removing a light reflected from a surface of the hard coated film.

9. The liquid crystal display apparatus of claim 1, wherein the liquid crystal display apparatus further includes:
   a third retardation member disposed on a lower surface of the liquid crystal display panel;
   a fourth retardation member disposed on a lower surface of the third
retardation member; and

a second polarizing member disposed on a lower surface of the fourth retardation member.

10. The liquid crystal display apparatus of claim 9, wherein the first and third retardation members are $\lambda/4$ retardation films, and the second and fourth retardation members are $\lambda/2$ retardation films.

11. The liquid crystal display apparatus of claim 9, wherein the first, second, third and fourth retardation members comprise polyarylate.

12. The liquid crystal display apparatus of claim 2, wherein the first and third retardation members comprise polyether sulfone.

13. A liquid crystal display apparatus comprising:

a liquid crystal display panel for displaying an image; and

a touch panel including i) a first transparent electrode disposed on an upper surface of the liquid crystal display panel, ii) a second transparent electrode separated from the first transparent electrode by a predetermined distance, iii) a first retardation member disposed on the second transparent electrode, iv) a second retardation member disposed on the first retardation member, and v) a first polarizing member disposed on the second retardation member, and the touch panel detecting a point at which the first transparent electrode is electrically connected to the second transparent electrode to detect a position of an object that touches an outer surface of the touch panel.

14. The liquid crystal display apparatus of claim 13, wherein the first
retardation member is a \(\lambda/2\) retardation film, and the second retardation member is a \(\lambda/4\) retardation film.

15. The liquid crystal display apparatus of claim 14, wherein a first retardation axis of the first retardation member forms a first angle between about 90° and about 180° with respect to a polarizing axis of the first polarizing member, and a second retardation axis of the second retardation member forms a second angle between about 45° and about 135° with respect to the polarizing axis of the first polarizing member.

16. The liquid crystal display apparatus of claim 13, wherein the liquid crystal display apparatus further includes:
   a third retardation member disposed on a lower surface of the liquid crystal display panel;
   a fourth retardation member disposed on a lower surface of the third retardation member; and
   a second polarizing member disposed on a lower surface of the fourth retardation member.

17. The liquid crystal display apparatus of claim 13, wherein the first and third retardation members are \(\lambda/4\) retardation films, and the second and fourth retardation members are \(\lambda/2\) retardation films.

18. A liquid crystal display apparatus comprising:
a liquid crystal display panel for displaying an image; and
a touch panel including i) a first transparent electrode disposed on an upper
surface of the liquid crystal display panel, ii) a second transparent electrode separated from the first transparent electrode by a predetermined distance, iii) an optical film disposed on the second transparent electrode, iv) a first polarizing member disposed on the optical film, and v) a spacer disposed between the first and second transparent electrodes, and the touch panel detecting a point at which the first transparent electrode is electrically connected to the second transparent electrode to detect a position of an object that touches an outer surface of the touch panel.

19. The liquid crystal display apparatus of claim 18, wherein the liquid crystal display apparatus further includes a second polarizing member disposed on a lower surface of the liquid crystal display apparatus.
FIG. 6

100

330

530
510
380
320
360
300
350
310
240
250
260
200
270
220
210
230
410
420
480
FIG. 7
FIG. 10
# INTERNATIONAL SEARCH REPORT

**CLASSIFICATION OF SUBJECT MATTER**

**IPC**: G02F 1/133, 1/1335, G06F 3/033

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

**IPC**: G02F, G06F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

**EPOQUE**

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 1020755 A1 (KANEKA CORP.) 19 July 2000 (19.07.00)</td>
<td>1,6</td>
</tr>
<tr>
<td></td>
<td>col. 6, line 7 - col. 8, line 31; col. 10, line 36 - col. 11, line 3; col.</td>
<td></td>
</tr>
<tr>
<td></td>
<td>13, line 19 - col. 14, line 9; col. 14, line 54 - col. 15, line 19; fig. 2-6.</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>EP 1103885 A1 (KANEKA CORP.) 30 May 2001 (30.05.01)</td>
<td>1,6</td>
</tr>
<tr>
<td></td>
<td>page 5, line 6 - page 6, line 4; page 6, line 31 - page 7, line 13; fig. 1-6.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 5852487 A (FUJIMORI et al.) 22 December 1998 (22.12.98)</td>
<td>18,19</td>
</tr>
<tr>
<td></td>
<td>col. 4, line 64 - col. 5, line 50; col. 10, line 63 - col. 12, line 60; col.</td>
<td></td>
</tr>
<tr>
<td></td>
<td>14, line 63 - col. 16, line 28; col. 17, line 22 - col. 18, line 64.</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td></td>
<td>5,8</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td>1,4,9,11-13,16</td>
</tr>
</tbody>
</table>

* Further documents are listed in the continuation of Box C.

* See patent family annex.

* Special categories of cited documents:
  * "A" document defining the general state of the art which is not considered to be of particular relevance
  * "E" earlier application or patent but published on or after the international filing date
  * "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  * "O" document referring to an oral disclosure, use, exhibition or other means
  * "P" document published prior to the international filing date but later than the priority date claimed

* "F" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

* "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

* "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

* "K" document member of the same patent family

**Date of the actual completion of the international search**

3 October 2003 (03.10.2003)

**Date of mailing of the international search report**

5 November 2003 (05.11.2003)

**Name and mailing address of the ISA/AT**

Austrian Patent Office
Dresdner Straße 87, A-1200 Vienna

**Faxsmile No.**: 1/53424/535

**Authorized officer**

**GRONAU E.**

**Telephone No.**: 1/53424/320

Form PCT/ISA/210 (second sheet) (July 1998)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 00/70550 A1 (NISSHA PRINTING) 23 November 2000 (23.11.00) page 7, line 8 - page 15, line 25; fig. 1-4.</td>
<td>1-4,6,8,10-15,17,18</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP A 20002066531</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO A 0008520</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP A 2000111896</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US A 2001008433</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP A 2000112663</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO A 9966391</td>
</tr>
<tr>
<td>US A 5852487</td>
<td>1998-12-22</td>
<td>JP A 9203890</td>
</tr>
<tr>
<td>WO A 0705510</td>
<td></td>
<td>none</td>
</tr>
</tbody>
</table>