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HIPPOLYTE JEANNE, OF NEW YORK, N. Y., ASSIGNOR TO ROBERT WEBB, OF BRYN 

IIAWR, PENNSYLVANIA. 
BRUSE. 

1,132,326. 
To all whom it may concern: 
Be it known that I, HIPPOLYTE. JEANNE, a citizen of the French Republic, residing at 

New York, in the county and State of New 
York, have invented new and useful Im 
provements in Brushes, of which the fol 
lowing is a specification. 
My invention relates to brushes and has 

particular reference to a fountain brush 
10 adapted for use in shaving and facial mas 

Sage. 
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One object of the invention is to provide a fountain brush which is also adapted to 
carry the shaving soap and permit the soap 
and brush to be used alternatively at will. 
Another object is to construct the brush 

so that its parts may be made of non-cor 
rodible material and thereby insure dura 
bility and cleanliness. y 

simple construction yet which will be thor 
oughly practical in use; and still other objects will appear in the following descrip 
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tion and the appended claims. Referring to the drawings: Figure 1 rep 
resents a sectional elevation of my improved 
brush; Fig. 2 is a similar sectional elevation 
showing the bulb. of the brush as collapsed; 
Fig. 3 is a section on the line 3-3 of Fig. 1; 
Fig. 4 is a sectional elevation of the brush 
bulb and valve: Fig. 5 is a section along the 
line 5-5 of Fig. 4, and Fig. 6 is an elevation 
of a combined stopper and auxiliary brush. 
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As shown in the drawings, my improved 
structure comprises a holder for the shaving 
soap, a holder for the bristles forming the 
brush proper, a third part which serves both 
as a handle for the brush and as a container 
for water, and a stopper for the soap holder 
forming also an auxiliary brush. The con 
struction is such that all of these parts may 
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be made of rubber, or similar material so 
that no corrosion is possible and the entire 
brush may be easily and quickly sterilized. 
The holder for the soap 10 is indicated at 

11 and comprises: a cylinder of soft rubber 
of suitable size, closed at the bottom and 
joined at its top to an annular member 12. 
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This member 12 acts as a stiffening ring for 
the soap cylinder 11 and also carries the bris 
tles 13 which form the brush proper. These 
bristles may be either of rubber integral with 
the ring 12 or may be of hair embedded in 
the ring. . 
As best shown in Fig. 4, the brush handle 

Specification of Letters Patent, 

is formed of a relatively thick resilient bulb 
14 which merges into a relatively thinner 
neck 15 into which the soap and brush 
holders may be inserted. The upper part 
of the neck is formed with a beading 16 
which stiffens the construction and also 
serves to hold the various parts firmly to 
gether. The upper part of the thickened 
bulb 14 terminates in a circular flap valve 17 which coöperates with the contiguous part 
of the holder to form a valve and valve seat 
through which water is passed into the bulb 
14. The bulb 14 has a flattened section 18 by 
which it may be set upright when not in use. 
The brush holder is provided with passages 
21, 21 through which the water is supplied 

Pateated Apr. 23, 1915. 
Application filed April 9, 1914. Serial No. 830,568. 
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to the brushes. In operation, the bulb is 
compressed and the bristle end is inserted in 
a basin of water. The bulb is then allowed 

Another object is to provide a brush of to expand and water enters the bulb between the parts 15 and 12 and flows past the 
valve 17. - 
As shown in Fig. 6, a combined stopper 

and auxiliary brush is provided which may 
be inserted above the soap in the soap holder 
or after the soap has been partly used or 
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removed. This stopper has a solid bristle 
end, preferably formed of rubber bristles, 
and when so inserted, it forms with the an 
nular brush 13, a combined brush of large 
area to which water may be fed as desired 
and which may be used for facial massage 
and like operations. When used for shav 
ing, the soap is adjusted by compressing the 
bottom of the bulb, as indicated in Fig. 2, 
until the soap protrudes beyond the line of 
the bristles 13, the stopper 19 having first 
been removed, and after use, the soap may 
be returned to its original position by de 
pressing it with thumb or finger. When the 
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operator desires to moisten the brush with . 
water, a light pressure upon the bulb causes 
the water to flow through the channels 21, 
21 and saturate the bristles. When the brush 
is to be used without the further flow of 
water, the handle is gripped by the operator 
at the point where the neck and bulb merge 
with each other, and when the brush is so 
held, it may be manipulated without any 
further wetting of the brush. 
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Having thus described the invention, I 
claim: 

1. In combination, a brush, a handle for 
the brush, a compartment located within 
Said handle adapted to hold soap and to G 
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ling an annular base, the base being pro 

2 

permit it to be expressed therefrom, a sec 
ond and independent compartment formed 
with the handle and adapted to hold Water, 
a channel communicating with the said Sec 
ond compartment and said brush, and a col 
lapsible element included in the said second compartment adapted upon manipulation to 
feed water to the brush at will. 

2. In combination, an annular brush, a 
soap pocket concentric with and located 
within the brush, a handle for the brush 
forming a water compartment separate from 
the soap pocket, and a valve located between 
the Water compartment and the brush and 
adapted to control the flow of water from 
the handle to the brush. 

3. in combination, an annular brush, a 
collapsible soap pocket concentric with and 
located within the brush, a bulbous handle 

3 of collapsible and resilient material form 
ing a water compartment separate from the 
Soap pocket, and an annular valve sur 
rounding the soap pocket and adapted to 
control the flow of water from the handle 
to the brush. - 

4. In combination, an annular brush hav 

nular valve adapted to regulate the flow of 
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vided with longitudinal channels for th 
passage of water to the brush, a cylindrical 
soap pocket closed at its lower end and 
having its upper end terminating within the 
said annular base, a bulbous water coin partment having a cylindrical neck closely 
fitting the outside of the annular base and 
having communication with the said chan 
nels, and a valve for controlling the flow of 
water from the compartment through the 
channels to the brush. . 

5. In combination, an annular brush, a 
soap pocket concentric with and located 
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within the brush, and a handle for the 
brush comprising a resilient bulbous water 
compartment, terminating in a neck, the 
neck being provided internally with an an 

45. 
water from the compartment to the brush and terminating in a stiffening ring adapted 
to hold the brush, soap pocket and handle 
firmly together. - - 

Witnesses: - 
A. WHITE, 
L. W. NICHOLAs. 

Copies of this patent may be obtained for five cents each, by addressing the “ Commissioner of Patents, 
Washington, D.C.' 

HIPPOLYTE JEANNE. 


