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UNITED STATES PATENT OFFICE. 

ELIT. STARR, OF PHILADELPHIA, PENNSYLVANIA, ASSIGNOR TO THE S. S. 
WHITE DENTAL MANUFACTURING COMPANY, OF, SAME PLACE. 

E. E. CRC V OUTH AND THRO AT LLUMINATOR. 

SPECIFICATION forming part of Letters Patent No. 313,782, dated March 10, 1885. 
Application filed May 8, 1884. (No model.). 

To all, whon it nay conce71. 
Be it known that I, ELI. T. STARR, of the 

city and county of Philadelphia, in the State of 
Pennsylvania, have invented certain new and 
useful Improvements in Electric Mouth and 
Throat Illuminators or Laryngoscopes, of 
which the following is a specification. 
This invention relates to illuminating the 

respiratory tracts and throat of the human 
IO 
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body, such devices being known as “laryn 
goscopes,' 
The improvement also relates to electric 

lamp holders or guards, so arranged with re 
spect to a handle which carries them that the 
eyes of the operator are protected from the di 
rect rays of the lamp. 
The objects of my invention will hereinaft 

er sufficiently appear, and the subject-matter 
claimed will be specifically pointed out at the 
close of the specification. 
In the accompanying drawings, Figure 1 is 

a face view of the improved instrument, show 
ing the front or illuminating face of the elec 
tric lamp and the glass or reflecting-surface of 
the mirror of the instrument. Fig. 2 is an 
edge view of the lamp and mirror, showing 
the manner of fitting the stem of the mirror or 
reflector to the back of the lamp-casing. Fig. 
3 is a section through the lamp-casing, on the 
line 33 of Fig. 4; and Fig. 4 is a back or rear 
view of the lamp and mirror. Fig. 5 is a view 
of the instrument, showing the position of the 
hand of the operator and handleportion of the 
instrument relatively to the illuminating part 
of the instrument in operation, whereby the 
handle and hand of the operator are removed 
from the line of vision of the operator and ob 
struction to his sight removed, while more 
room is afforded for any operation upon the 
throat or the tubes leading thereto which may 
be desired. Fig. 6 is a longitudinal section 
through a modified form of the lamp and cas 
ing and connections with the handle, and Fig. 
7 is a section therethrough on the line 77 of 
Fig. 6. Fig. 8 is a view of a portion of the con 
ducting-connections of the modified form of 
lamp shown in Fig. 6; and Fig. 9 is a view of 
said modified form of lamp and its holder de 
tached, this figure also showing lines drawn 
from the rear at angles relatively to the line 

of the lamp, to show that the eye of the oper 
ator to a wide angle or wide line of divergence 
from the center will be protected from the di 
rect rays of the lamp. 
In the form of instrument shown in Fig. I 55 

a suitable handle, A, carrying conducting 
connections B, consisting of wire wound about 
an insulating-rod, and fitted with a sliding 
contact-piece, C, to vary the resistance to the 
passage of the electric current, is preferably 6o 
provided, such handlebeing shown, described, 
and claimed by me in a prior application filed 
February 11, 1884, No. 120,385, and patented 
June 10, 1884, as No. 300,115. This form of 
handle is preferred. 65 
The conducting-connections D D, leading 

from the battery or other source of electrical 
supply to the handle of the instrument, are 
connected to conducting-terminals of the wire 
of the handle at the butt-end of said instru- 7O 
ment, while the conductors between the lamp 
and handle extend from the front end of said 
handle, as shown. Said conducting-connec 
tions between the lamp and handle preferably 
consist of two wires, E. E., insulated from each 75 
other and bound together, for instance, by a 
suitable wrapping of braid or wire. These 
conducting connections or wires E. E. are bent, 
preferably, at a right angle to the handle A, 
as clearly shown in Figs. 1 and 5, so that the 8o 
lamp at the outer end of said conducting-con 
nections is carried to one side of the handle, 
and so that when the lamp is inserted in the 
mouth or into the throat the handle will be 
to one side of the head of the operator and 85 
out of the line of vision, and so that both the 
handle and the operator's hand will not be in 
the way to obstruct either the vision or oper 
ations of the operator. 
The method of connecting the lamp with the 9C 

outer end of the connections or wires E E is, 
as far as the apparatus shown in Figs. I to 5, 
inclusive, is concerned, as follows: The outer 
ends of the wires E E are preferably flattened 
and fitted to the back of the lamp-casing F, 95 
to which they are attached by small Screws . 
passing through the ends of the wires, and 
through or into said lamp-casing F, suitable 
screw-threads being provided. This lamp 
casing F preferably consists of two shallow or Ioo 

  



otherwise, if desired. 

IO 

with electric incandescent lamps. 

cup-shaped pieces, if f', united together by 
screw-threads or by a slip or friction joint, or 

This casing consists, 
also, of an insulating material, preferably 
hard rubber, which prevents the conducting 
of heat of the inclosed lamp G to the surface 
of the casing. Said lamp consists, preferably, 
of a flat glass vacuum-globe of well-known 
construction, in which is sealed a carbon or 
equivalent loop the terminals of which pass 
through the lamp-globe and through the non 
conducting casing inclosing it, and are con 
nected with the respective wires EE, whereby 
the circuit through the loop is established to 
render it incandescent when an electric cur 
rent is passing over the circuit, as is common 

By means 
of this incandescence of the carbon loop the 
light is produced which in the instrument is 
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designed to light up the throat and its various 
tubes. The escape of the light of the lamp 
from the non-conducting casing which sur 
rounds it is permitted through an opening, f, 
in the face of said casing F, as clearly shown 
in Figs. 1 and 3. A reflector or mirror, H, is 
fitted by its stem h to the back of the lamp 
casing, and may be adjusted longitudinally in 
the socket or loopf, in which its stem slides 
by means of dividing the stem of the reflector 
So as to make the stem a spring-stem, as is 
obvious. Consequently, when the reflector 
or mirror is adjusted by its stem relatively to 
the lamp, it will be held in that position by 
friction due to the springing tendency of the 
members of the stem. The mirror is located 
at an angle to the lamp-casing, as shown, 
whereby the light es?caping through the open 

: 4O 

ing f' of said casing impinges upon the face of 
the mirror or reflector and is reflected down 
the throat or upon that portion which the in 
strument may be adjusted to throw the light 
upon, and thus clearly illuminates it for in 
spection and for operation by the surgeon. 

45 
By the construction described it will be seen 

that the connections between the lamp and 
handle are so curved as to carry the hand of 
the operator and handle of the instrument out 
of the direct line of vision of the operator in 
making his examination. So, also, it will be 
seen that the Casing is SO constructed as to 
throw the light of the lamp upon the reflector 
or mirror, which is adjustable and located at 

55 

an angle to said Casing, and be thus reflected 
into the throat or upon the surface desired, 
while at the same time the direct rays of the 
lamp are shielded from the eyes of the oper 
atOr. 

In Figs. 6, 7, 8, and 9 a modified form of 

65 

lamp and guard or casing is exhibited. The 
handle and bent connections between the lamp 
and handle will preferably be the same as 
above described. In this construction the 
lamp has a cylindrical shank and round globe 
fitted in a tubular casing and secured therein, 
preferably, by means of a cement, I-such, for 
instance, as oxide chloride of zinc-which may 
be rendered plastic in order to be filled in 
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around the shank or cylindrical part of the 
lamp-globe and between the walls of the guard 
or casing, and will then set or harden, so as to 
connect the two firmly together. The termi 
nals i i of the incandescent loop are led down 
below the termination of the cement I, and 
preferably within the lower end of the tubular 
guard or casing, and then extended to the 
outside of said casing and suitably fastened. 
The connection between these terminal wires 
i i and the conducting-wires E. E., which ex 
tend from the handle of the instrument, is ef. 
fected in this instance by constructing theter 
minals of said wires E E in the form of bent 
plates e e, the two being fitted upon an inter 
posed cylindrical plug, e, of non-conducting 
material, as clearly shown in Figs. 6 and 8. 
Said plates e e do not touch each other, as will 
be seen, so that in order to establish a circuit 
a conducting-connection must be formed be 
tween the respective plates e e and the termi 
nal wires i. i. of the incan descent filament or 
loop, as shown in Fig. 6. When the plug or 
end of the wires E E is inserted in place in the 
end of the casing or guard F, it may be fast 
ened by means of a set or thumb screw, J. 
By this means the lamp and its casing may be 
turned around or adjusted upon the conduct 
ing-wires EE, which adjustment is an impor 
tant feature, as it enables the sliding or ad 

ried in this modified construction of imple 
ment by means of the lamp-casing or a Sur 
rounding strip or holder thereon, as shown in 
Fig. 6, to be brought to the desired position 
for each operation. The tubular guard or cas 
ing F in the form of instrument illustrated in 
Figs. 6, 7, and 9 extends sufficiently far for 
ward to surround all but the end of the lamp 
inclosed by the casing, and so that in oper 
ation the guard or casing will shield the op 
erator's eyes, even from wide points of di 
vergence, as illustrated, for instance, in Fig. 
9, from the direct rays of the lamp. 

Before reciting what I claim herein I would 
have it understood that I do not claim herein 
anything shown or described in my prior ap 
plications of November 17, 1883, No. 112,033, 
(subsequently patented June 17, 1884, as No. 
300,523,) and January 25, 1884, No. 118,729, 
(subsequently patented June 17, 1884, as No. 
300,524) for electric-light mouth-lamps; nor 
anything shown or described in my applica 
tion of February 11, 1884, No. 120,384, (sub 
sequently patented June 17, 1884, as No. 
300,525,) for electric-light speculums; nor any. 
thing shown or described in my application of 
February 11, 1884, No. 120,385, (subsequently 
patented June 10, 1884, as No. 300,115,) for 
electric cauterizing device, except as to the 
latter case, the electric lamp shown therein, 
which consists of a substantially flat electric 
lamp globe surrounded by a casing consisting 
of two cup-shaped pieces held together at their 
edges. This particular improvement in elec 
tric lamps (shown in my said application of 
February 11, 1884, No. 120,385, Patent No. 
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justable mirror or reflector, which is also car- . 
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300,115) is not claimed in that application, casing surrounding it, said casing consisting 15 
but is claimed herein, and constitutes part of of two cup-shaped pieces held together at their 
the subject-matter of the present case; nor do edges, substantially as described. 
I claim herein the particular construction of 2. The combination, with an electric lamp 

5 the lamp and casing and the particular slip- and its guard or casing, of a mirror or reflector 
joint conducting-connections and clamp-screw arranged at an angle to and fitted directly 20 
arrangement between said lamp and the han-, upon said casing by a sliding connection, sub 
dle of the instrument, (shown in Figs. 6 to 9, stantially as described. 
inclusive,) as they form the subject-matter of In testimony whereof I have hereunto sub 

(O another application filed by me as a division scribed my name. 
of this case at the demand of the Patent Office. ELIT, STARR. 

I claim as my invention- Witnesses: 
1. The combination, with the substantially P. GEO. WINSON, Jr., 

flat electric-lan)p globe, of a substantially flat W. R. POTTER. 

  


