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My invention relates to hair waving and 
more particularly to a device for Securing the 
hair on a curling rod after it has been 
wound thereon. In permanent waving, it 
is customary to take a small strand of hair, 
wind it spirally, on a curling rod and Secure 

... it thereto by tying with string or narrow 
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strips of cloth. S SS SS SS SSSS iiSSAS S 
The principal object of my invention is to 

provide a device by means of which a strand 
of hair may be tightly wound on a curling 
rod and the outer end of the strand put under 
tension. . . . . . . . . . . . 

Another object of my invention is to pro 
& vide a device by means of which the hair may 
be quickly and securely held in place on the 
curling rod without the use of strings and 
without danger of injury to the hair. . . 
These objects, and other advantageous ends 

which will be described hereinafter, I attain 
in the following manner, reference being had 
to the accompanying drawing in which 

Figure 1 is a plan view of a preferred em 
bodiment of my invention, and 

Figure 2 a cross sectional view taken on 
line 2-2 on Figure 1. 
Figure 3 shows a curling rod with a strand 

of hair partially wound thereon and a frag 
ment of my invention in position to be ap 
plied. YM - 

8 Figure 4 is a view similar to Figure 3 
but showing my invention being folded over 
the end of the strand of hair and its end 
turned over the hair already wound on the 
curling rod. 

Figure 5 shows the completed operation 
with my device firmly holding the strand of 
hair in position. On the curling rod. 

Referring now more in detail to the draw 
ing, my device preferably consists of a soft 
bendable wire 5, such as copper, bent into 
a substantially U-shape form. A portion of 
wire 5 is covered with a cloth 6, which is 
preferably a coarse mesh fabric and which 
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is folded over along its edges to form hems 
7 and along its end to form a hem 8; the 
edge 9. 

In the permanent waving operation, a 
strand of hair is secured to the end of the 

other end of cloth 6 preferably has a selvage 

curling rod 10 by means of a string 11, usual 
ly by forming a running noose in the bight 
of the string, pulling the noose tight about 
the hair, leading the ends through the slot 

tions, to retain the hair in place. 
drawing, the device has been shown applied 

... to a rod on which is wound a short strand of 

formed in the bottom of curling rod 10, mak 
ing a few turns of the string about both hair 
and rod and leading the loose ends through. 
the slot in the bottom of the rod. This fea- 2 
ture has not been thoroughly illustrated as 
it is the customary manner of securing hair 
to a curling rod and forms no part of my 
invention. . . . . . 
The strand 

the rod, as shown, until but a short end 12 re 
mains: my device is then placed in the posi 
tion shown in Figure 3 with the end 12 dis 
posed centrally of the device; the device fold 
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of hair is then wound about 
65 

ed on end 12 and end 8 bent around the hair 
on rod 10, as shown in Figure 4. The folded 
over part of the device, enclosing end 12 of 
the hair, is then wound tightly on rod 10, 
considerable force being used, and the pro 
truding ends of wire 5 are then wrapped 
around the rod over fabric 6, as shown in 
Figure 5. If desired, the wire. need not be 
cloth being sufficient, under ordinary condi 

hair, but, where a longer strand of hair is 
to be treated, the device will be applied at 
a point higher upon rod 10. 
After the waving operation is completed, 

the device is removed from the hair on curl 
ing rod 10 and may be straightened out for. 
use a second time or it may be discarded as ? cost of producing these devices is negligi 
ble. 
moved from the hair on the curling rod in a 

In the 

The device may be applied to and re 
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provided beyond edge 9, the wire within the 
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fraction of the time ordinarily required and 
this saving of time is important due to the 
total time required to ordinarily secure all 
of the hair of a person to the curling rods. 

In winding hair on a curling rod in the 
usual manner, the operator cannot pull the 
extreme end of the strand tightly about the 
rod and consequently the extreme ends of 
the hair are seldom curled. After the wind 
ing operation is complete, the operator must 
hold the ends of the hair against the rod 
with one hand and Secure them in place by. 
winding string or strips of cloth over them 
with the other. 
It is a well known fact that, if the hair 

can be so tightly wound on the curling rod 
as to be put under tension and this tension 
maintained during the waving process, a 
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the curling rod in the usual manner. 
invention not only produces ringlets that 

O 

tighter and more permanent ringlet is pro 
duced. 
By employing my invention, the end of a 

strand of hair may be put under tension 
which is nearly impossible when secured to My 

are evenly and tightly curled to the very 
ends of the hair but also allows the operator 
to complete the operation in considerably 
less time. - 
While I have described my invention as taking a particular form, it will be under 
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stood that modifications might be made with 
out departing from the spirit thereof, and 
hence I do not limit myself to the precise 
construction set forth, but consider that 
am at liberty to make such changes and 
alterations as fairly come within the scope 
of the appended claims. - Having thus described my invention, what 
I claim as new and desire to secure by Let 
ters Patent is:- 1. A device of the character described in 
cluding a piece of fabric and a bendable 
wire secured to a plurality of the edges of 
the fabric, the ends of the wire being acces 
sible at one edge. 

2. A device for use in curling hair com 
prising an oblong piece of cloth, hems 
formed on three sides of the cloth, and a 
bendable wire in the hems, the ends of the 
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Wire 
cloth. . . . . . . 

3. A device of the character described in 
cluding an oblong piece of cloth, hems 
formed on three sides of the cloth, and a 
bendable wire in the hems, and extending be 
yond the end of the cloth to provide ends for 
securing the cloth in place, substantially as 
described. . . . 

4. In combination with a curling rod hav 
ing a strand of hair partly wound thereon, 
a hair retaining device including a portion 
adapted to be bent around the hair on the 
rod, a portion adapted to be folded over and 
enclose the end of the strand of hair and 
to be wound on the rod with the hair, said portions comprising an oblong piece of ma 
terial having a resilient means along three 
edges thereof and a hem enclosing the re 

projecting at the fourth side of the - 
35. 
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silient means, the ends of said means being 
accessible at the fourth edge of the material. 

5. Means for retaining strands of hair - 
55 . 

prising an oblong piece of cloth, a bendable 
about a curling appliance or the like com 
strip of material along three edges of the . . 

closing the strip so that it may be drawn 
Si, the hem beyond the fourth side of the 
cloth. . - 

In testimony whereof I have signed my 
name to this specification, : : - | NORMAN D. BAILEY. 

cloth, and a hem formed from the cloth en 


