A catheter (20) having a catheter body (22) with a proximal (24) and distal end (26). The catheter (20) including an ultrasonic transducer (30; 60) proximate its distal end (26). An access port (40) being provided in the catheter (20) for delivery of a therapeutic device (54; 56) or the like to proximate the distal end (26) of the catheter body (22). A guide wire port (42) being further provided for insertion therethrough of a guide wire.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>MW</td>
<td>Malawi</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GB</td>
<td>United Kingdom</td>
<td>NL</td>
<td>Netherlands</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>NO</td>
<td>Norway</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>NZ</td>
<td>New Zealand</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>PT</td>
<td>Portugal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>JP</td>
<td>Japan</td>
<td>RU</td>
<td>Russian Federation</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td></td>
<td></td>
<td>SD</td>
<td>Sudan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SK</td>
<td>Slovak Republic</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SU</td>
<td>Soviet Union</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Madagascar</td>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>ML</td>
<td>Mali</td>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
BACKGROUND OF THE INVENTION

The present invention relates to an ultrasonic and interventional catheter and method. More particularly, the present invention relates to such a catheter which provides imaging and hemodynamic capability. Further, the invention relates to such a catheter which provides transvascular and intracardiac imaging.

Current x-ray fluoroscopy can localize opaque devices within the cardiovascular system and outline silhouetted anatomy. Precise localization of intracardiac anatomy is not possible; e.g., directing a catheter predictably and repetitively through the same precise point within the heart.

Ultrasound (echocardiography) can be utilized to image detailed cardiac, intracardiac, and vascular anatomy. Additionally, function, hemodynamics, and visualization of blood flow is possible. Doppler echocardiography, which utilizes the physics of ultrasound frequency to determine velocity and direction of blood flow, is used to determine pressure and flow and visualize blood movement within the cardiac chambers.

Ultrasound is increasingly utilized as a substitute for cardiac catheterization.

Currently, many interventional procedures can be performed through a catheter; e.g., balloon dilation and valvuloplasty and ablation of abnormal cardiac tissue are two frequently performed procedures.

Ultrasound has recently entered into invasive applications. Transesophageal echocardiography is the most widely utilized invasive ultrasound technique. Intravascular ultrasound utilizing miniature transducers mounted on a catheter are now undergoing vigorous
clinical trials. Intracardiac imaging devices have received very limited investigation.

Increasingly, therapeutic cardiac catheterization is displacing diagnostic cardiac catheterization. Thus, there is an acceptance of catheter technology as a means of altering cardiac anatomy or conduction system. Balloon angioplasty, utilization of defect closure devices, and electrical interruption of anomalous conduction pathways are now considered accepted practice. However, most of these procedures are rather gross in nature; e.g. a large balloon splitting an obstructed valve, crude devices inserted into defects, and application of thermal or electric energy to interrupt the conduction system or produce defects in septa.

Summary of the Invention

The present invention relates to an ultrasonic and interventional catheter. The present invention more particularly relates to an ultrasonic and interventional catheter which provides imaging and hemodynamics, blood pressure and flow, capability. Further, the invention relates to such a catheter which images through the vascular system, i.e., transvascular and intracardiac.

In one embodiment, the present invention relates to a catheter apparatus comprising an elongated flexible body having proximal and distal ends with an ultrasonic transducer mounted proximate the distal end of the catheter body to transmit ultrasound and receive resulting echoes so as to provide a field of view within which flow rates can be measured and features imaged. An electrical conductor is disposed within the catheter body for electrically connecting the transducer to control circuitry external of the catheter. A port means is disposed in the catheter body and extends from proximate the proximal end of the catheter body to
proximate the distal end of the catheter body for receiving a therapeutic device whereby a therapeutic device can be delivered to proximate the distal end of the catheter for operation within the ultrasonic transducer field of view. A guide wire port means is further disposed in the catheter body and extends from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a guide wire.

The present invention further relates to a medical system comprising a catheter, control circuitry means for controlling operation of an ultrasonic transducer disposed on the catheter and display means for displaying flow rates and features imaged by the ultrasonic transducer. In one embodiment of this invention, the catheter comprises an elongated flexible body having proximal and distal ends. The ultrasonic transducer is mounted proximate the distal end of the catheter body to transmit ultrasound and receive resultant echoes so as to provide a field of view within which flow rates can be measured and features imaged. An electrical conductor is disposed in the catheter body for electrically connecting the transducer to control circuitry external of the catheter. Port means is further disposed in the catheter body and extends from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a therapeutic device whereby the therapeutic device can be delivered to proximate the distal end of the catheter for operation within the ultrasonic transducer field of view. A guide wire port means is further disposed in the catheter body and extends from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a guide wire.

The present invention also relates to a method of therapeutic intervention in a living body. The
method includes the steps of inserting a catheter into the body, the catheter having a body with proximal and distal ends. A surgical device is inserted into the body through a port disposed in the catheter body and extending from proximate the proximal end of the catheter body to the distal end of the catheter body. An ultrasonic transducer disposed proximate the proximal end of the catheter body is pulsed to transmit ultrasound and receive resultant echoes. The surgical device is operated within a field of view provided by the ultrasonic transducer. The resultant echoes are processed to image the operation of the surgical device.

In some embodiments, a small (longitudinal), transverse, biplane or multiplane phased array ultrasound transducer is combined with a catheter delivery system. In a preferred embodiment, the device incorporates a 5 to 10 MHz phased array transducer with a (8 French conduit) delivery port. The delivery port serves as a means to deliver other catheters (i.e., ablation catheters, etc.), record pressure and sample blood. Within the core of the ultrasound catheter there is also a 0.035 inch port for wire insertion. The completed catheter device typically might require an 18 to 24 French sheath for venous entry.

The present invention might have numerous applications. One initial application might be the ablation of right heart conduction tracts. The proposed device would be ideal for ablation of right heart bypass tracts. The tricuspid valve and its annulus could be confidently mapped by direct ultrasound visualization. An electrophysiologic catheter or ablation catheter could be passed through the port contained in the catheter. The catheter could be manipulated to its destination by use of a deflection wire disposed in the guide wire port. Precise mapping and intervention can then be carried out under direct ultrasound visualization.
Other applications include ultrasound guided myocardial biopsy, surgical implantation and/or removal of devices under ultrasound control, and transvascular diagnosis of perivascular and organ pathology.

The present invention provides an intravascular ultrasound catheter capable of catheter-based intervention while under visual observation. Avoidance of major surgical procedures in conjunction with precision catheter intervention is a substantial improvement over present patient care.

These and various other advantages and features of novelty which characterize the invention are pointed out with particularity in the claims annexed hereto and forming a part hereof. However, for a better understanding of the invention, its advantages and objects obtained by its use, reference should be made to the drawings which form a further part hereof, and to the accompanying descriptive matter, in which there is illustrated and described a preferred embodiment of the invention.

**Brief Description of the Drawings**

A better understanding of the construction and operational characteristics of a preferred embodiment(s) can be realized from a reading of the following detailed description, especially in light of the accompanying drawings in which like reference numerals in the several views generally refer to corresponding parts.

Figure 1 is a partial perspective view of an embodiment of a catheter in accordance with the principles of the present invention;

Figure 2 is a block diagram in part and sectional diagram in part illustrating an embodiment of a system utilizing the catheter shown in Figure 1;

Figure 3 is an enlarged cross-sectional view taken proximate the proximal end of the catheter shown in Figure 1;
Figure 4A is an illustration illustrating an application of a catheter in accordance with the principles of the present invention;

Figure 4B is an illustration of the distal end of the catheter shown in 4A;

Figure 5A shows a partial perspective and cross-sectional view of a first alternate embodiment of a catheter in accordance with the principles of the present invention;

Figure 5B shows a view of the distal end of the embodiment of the catheter shown in Figure 5A;

Figure 6A shows a partial perspective and cross-sectional view of a second alternate embodiment of a catheter in accordance with the principles of the present invention;

Figure 6B shows a view of the distal end of the catheter shown in Figure 6A;

Figure 7A shows a partial perspective and cross-sectional view of a variation of the second alternate embodiment of the catheter shown in Figure 6A;

Figure 7B shows a view of the distal end of the embodiment of the catheter shown in Figure 7A;

Figure 8A shows a partial perspective and cross-sectional view of a third alternate embodiment of a catheter in accordance with the principles of the present invention;

Figure 8B shows a view of the distal end of the catheter shown in Figure 8A;

Figure 8C shows a view of the distal end of the catheter shown in Figure 8A having an alternatively shaped secondary port;

Figure 9A shows partial perspective and cross-sectional view of a fourth alternate embodiment of a catheter in accordance with the principles of the present invention; and

Figure 9B shows a view of the distal end of the catheter shown in Figure 9A.
**Detailed Description of a Preferred Embodiment**

Referring now to FIG. 1-3, there is, generally illustrated by reference numeral 20, a catheter in accordance with the principles of the present invention. As shown, catheter 20 includes an elongated flexible or rigid plastic tubular catheter body 22 having a proximal end 24 and a distal end 26. Catheter 20 includes proximate its longitudinal distal end 26 a phased array ultrasonic transducer 30 which is used to transmit ultrasound and receive resultant echoes so as to provide a field of view within which flow rates can be measured and features imaged. An electrical conductor 32 is disposed in the catheter body 22 for electrically connecting transducer 30 to control circuitry 34 external of catheter body 22. An access port 40 is disposed in catheter body 22 and extends from proximate the proximal end 24 of catheter body 22 to proximate the distal end 26 of catheter body 22. Access port 40 is configured to receive a therapeutic device, such as a catheter, medication, sensors, etc., so as to enable such items to be delivered via access port 40 to distal end 26 of catheter body 22 for operation within the ultrasonic transducer field of view. Such items might be used for intervention; e.g., ablation catheter, surgical device, etc., monitoring blood pressure, sampling blood, etc. A guide wire access port 42 is also disposed within catheter body 22 and extends from proximate proximal end 24 of the catheter body 22 to proximate distal end 26 of catheter body 22 for receiving a guide wire 44.

In the preferred embodiment of the present invention, the ultrasonic transducer preferably has a frequency of 5 to 20 megahertz (MHz) and more preferably a frequency of 7 to 10 MHz. Intracardiac imaging in an adult will require image penetration of up to 2 to 10 centimeters (cm). In the preferred embodiment, catheter body 22 preferably has a diameter of 4 to 24 French [one
French divided by Pi equals one millimeter (mm)] and, more preferably, a diameter of 6 to 12 French. In the preferred embodiment, access port 40 has a diameter of 7 to 8 French and guide wire port 42 has a diameter of .025 to .038 inches.

As generally illustrated in FIG. 2, catheter 20 of the present invention can be utilized in a medical system including the appropriate control circuitry 34 for controlling operation of the ultrasonic transducer.

As illustrated in FIG. 2, control circuitry 34 is electrically interconnected to transceiver circuitry 35 (T/R) for receiving and transmitting signals via a cable 36 to ultrasonic transducer 30. In turn, transceiver circuitry 35 is electrically interconnected to Doppler circuitry 37 and an appropriate display device 38 for displaying hemodynamics or blood flow. In addition, transceiver circuitry 35 is electrically interconnected to suitable imaging circuitry 39 which is interconnected to a display 41 for displaying images.

During operation, control circuitry 34 might be designed to cause ultrasonic transducer 30 to vibrate so as to cause an appropriate ultrasound wave to project from proximate the distal end 26 of catheter body 22. The ultrasound wave, represented by lines 50 in FIG. 3, will propagate through the blood surrounding distal end 26 and a portion of the body structure. A portion of the ultrasound wave so transmitted will be reflected back from both the moving red blood cells and the like and the body structures to impinge upon transducer 30.

An electrical signal is thereby generated and transmitted by the cable 36 to the input of transceiver 35. A signal might then be transmitted to Doppler circuitry 37 which will include conventional amplifying and filtering circuitry commonly used in Doppler flow metering equipment. Doppler circuitry 37 will analyze the Doppler shift between the transmitted frequency and the receive frequency to thereby derive an output
proportional to flow rate. This output may then be conveniently displayed at display 38 which might be a conventional display terminal. Accordingly, the user will be able to obtain a readout of blood flow rates or hemodynamic information.

In order to obtain imaging information, control circuitry 34 will likewise trigger ultrasonic transducer 30 via transceiver 35 to vibrate and produce an ultrasound wave. Once again, a portion of the wave or energy will be reflected back to ultrasonic transducer 30 by the body features. A corresponding signal will then be sent by cable 36 to transceiver circuitry 35. A corresponding signal is then sent to the imaging circuitry 39 which will analyze the incoming signal to provide, at display 41, which also might be a conventional display apparatus, an image of the body features.

This imaging can occur while a therapeutic or surgical device is being used at distal end 26 of catheter 20 within the field of view provided by ultrasonic transducer 30. Accordingly, the user will be able to monitor his/her actions and the result thereof.

As illustrated in FIG. 2, catheter body 22 might include proximate its proximal end 24 a suitable mounting structure 52 to the access port 40. A therapeutic or surgical device structure 53 might be suitably attached to structure 52 by suitable means, e.g., threaded, etc. As illustrated, an elongated cable-like member 54 will extend along access port 40 and slightly beyond distal end 26 of catheter body 22 wherein an operative portion 56 of the surgical tool might be interconnected.

Additional detail of distal end 26 of catheter body 22 is illustrated in FIG. 3. As illustrated in FIG. 3, ultrasonic transducer 30 might include a piezo electric polymer, such as Polyvinylidenedifluoride (PVDF) 60, which is bonded by an epoxy layer 62 to a depression
64 approximate distal end 26. Although some detail is provided with respect to an embodiment of an ultrasonic transducer which might be used, it will be appreciated that various types of transducers having various configurations and orientations might be utilized in keeping with the present invention.

As illustrated in FIG. 3, the operational portion 56 of the therapeutic device is illustrated as generally being capable of operation in the field of view of ultrasonic transducer 30. Accordingly, it is possible for the user to monitor operation of the therapeutic device by use of the ultrasonic transducer. Moreover, it is possible for the user to monitor the features of the body within the field of view before, during and after interventional activity.

FIG. 5A shows a partial cross-sectional view of a first alternative embodiment 70 of the catheter apparatus. The catheter apparatus has an elongated flexible or rigid body 72 having a longitudinal axis and a proximal end 74 and a distal end 76. Disposed proximate a second side of body 72 is a port 78 extending through body 72 from proximate proximal end 74 to proximate distal end 76 of body 72. Port 78 is for receiving and delivering to distal end 76 of body 72 a working tool 84. Working tool 84 shown in the Figures is illustrative only; others types of tools now known or later developed may also be delivered to distal end 76 through port 78. Proximate a first side of body 72 is a guide wire port 80 extending through body 72 from proximate proximal end 74 to proximate distal end 76. Shown in guide port 80 is a guide wire 86.

Distal end 76 is disposed at an oblique angle to the longitudinal axis of body 72, the first side of body 72 extending further in the direction of the distal end than the second side of body 72. An ultrasonic transducer 82, having a first side and a second side, is disposed at an oblique angle to the longitudinal axis of
body 72 approximately corresponding to the oblique angle of distal end 76 of body 72. The first side of ultrasonic transducer 82 is disposed proximate the first side of body 72 and the second side of transducer 82 is disposed proximate the second side of body 72.

Extending from transducer 82 to proximate proximal end 74 of body 72 is an electrical conductor 83 connecting transducer 82 to control circuitry external of catheter 70, as described with respect to catheter 20 above.

Having transducer 82 disposed on an oblique angle toward port 78 allows for easy visualization of tools, such as tool 84, extending beyond distal end 76 of body 72.

FIG. 5B shows a view of distal end 76 of body 72, showing guide wire port means 80, transducer 82, and port means 78.

FIG. 6A shows a partial cross-sectional view of a second alternative embodiment of the catheter in accordance with the present invention, generally referred to as 88. Like first alternative embodiment 70, catheter 88 has an elongated flexible or rigid body 90 having a proximal end 92 and a distal end 94.

Catheter 88 also has a port 96 extending through body 90 from proximate proximal end 92 to proximate distal end 94. Port 96 has a distal end 97 proximal distal end 94 of body 90. Distal end 97 of port 96 exits body 90 at an acute angle to a first side of body 90 toward distal end 94. Port 96 is for receiving and delivering to distal end 94 a working tool, such as working tool 84.

Catheter 88 also has a guide wire port 98 extending through body 90 from proximate proximal end 92 to proximate distal end 94. Guide wire port 98 is for receiving a guide wire 86.

Also shown in FIG. 6A is a transducer 100 disposed to a first side of body 90 between distal end 94 and distal end 97 of port 96. Extending from transducer 100 to proximate proximal end 92 of body 90 is an electrical conductor 102 disposed in the catheter.
body 90 for electrically connecting transducer 100 to control circuitry external of the catheter. With transducer 100 disposed to the first side of body 90 and distal end 97 of port 96 exiting body 90 at an acute angle relative to the first side of body 90 toward distal end 94, working tools extending from distal end 97 of port 96 will be within the field of view of transducer 100.

FIG. 6B shows a view of distal end 94 of catheter 88, as shown in FIG. 6A.

FIG. 7A shows second alternative embodiment 88, as shown in FIG. 6A, except instead of having a guide wire port 98, this variation of the second alternative embodiment 88 has a deflection wire guidance system 106 for manipulating distal end 94. FIG. 7B shows a view of distal end 94 of the catheter shown in FIG. 7A.

FIG. 8A shows a third alternative embodiment 110 of the catheter in accordance with the present invention. Third alternative embodiment 110 has a body 112 having a distal end 114 and proximal end 116. Disposed proximate a first side of body 112 is a primary port 118 extending through body 112 from proximate proximal end 116 to proximate distal end 114. Primary port 118 has a distal end 119 proximate distal end 114 of body 112. Oppositely disposed from primary port 118, proximate a second side of body 112 is a secondary port 120 extending through body 112 from proximate proximal end 116 to proximate distal end 114. Secondary port 120 has a distal end 121 proximate distal end 114 of body 112.

Mounted proximate distal end 114 of body 112 is a transducer 122. Extending from transducer 122 through body 112 to proximate proximal end 116 is an electrical conductor for electrically connecting the transducer 122 to control circuitry external of the catheter. Transducer 122 is disposed between distal ends of primary and secondary ports 119 and 121, respectively.
With working ports 118 and 120 oppositely disposed on either side of transducer 122, it is possible to conduct two simultaneous applications, such as holding an object with a first tool disposed through one port and operating on the object held by the first tool with a second tool disposed through the other port. A typical working tool 123 and working tool 84 are shown disposed with ports 118 and 120.

Although third alternative embodiment 110 does not include a guide wire port means, a guide wire could be used in primary port 118 or secondary port 120 to initially position catheter 110. Then the guide wire could be retracted from port 118 or 120 and a working tool introduced. FIG. 8B shows a view of distal end 114 of catheter 110.

FIG. 8C shows a view of a distal end 124 of a catheter 126 substantially like catheter 110 shown in FIG. 8A and FIG. 8B, except that catheter 126 has a primary port 128 having an arc-like shaped cross-section, rather than a circular shaped cross-section. Although a circular cross-section has been shown in the Figures for the various ports described herein, the size and shape of the ports can be varied without departing from the principals of the present invention.

FIG. 9A shows a fourth alternative embodiment 130 of the catheter of the present invention. Catheter 130 is similar to catheter 70 shown in FIG. 5A and FIG. 5B, except that a plurality of ports 132 are disposed proximate a second side of flexible body 131, rather than one port 78, as shown in FIG. 5A. With a plurality of ports, it is possible, for example, to use a therapeutic tool through one port while simultaneously suctioning and removing debris through another port; or a therapeutic tool can be used through one port while simultaneously electrophysiologically monitoring, suctioning and/or biopsying through a second port, third or fourth port.
The use of the catheter of the present invention is described with respect to the preferred embodiment 20. It is understood that the use of alternative embodiments 70, 88, 110, 126 and 130 is analogous. In use, the user would insert flexible catheter body 22 into the body via the appropriate vascular access to the desired location in the body, such as selected venous locations, heart chamber, etc. In one approach, a guide wire might be first inserted into place and then the catheter body fed along the guide wire. The user might then insert a surgical device into the body through access port 40 and feed the surgical device to proximate distal end 26 of catheter body 22. Prior to, during and after operation of the surgical device, the user might obtain both hemodynamic measurements and images from the ultrasonic transducer field of view. By operation of the surgical device within the field of view of transducer 40, the user can monitor operation of the surgical device at all times.

I. Detailed Features of the Disclosed Catheters:

A. Ultrasound frequency: The proposed device optimally uses a 5 to 20 mHz transducer with the most optimally applied frequency of 7 to 10 mHz. The lower frequency used in the UIHC reflects the need to image larger objects such as the cardiac septa, valves, and extravascular anatomy.

B. Catheter size: Catheter diameters will generally be larger than intravascular catheters and will range 4 to 24 French with the optimal catheter diameter 6 to 12 French (French size = French divided by Pi plus millimeter diameter).

C. Intervention: One primary function of this catheter system is to guide the logical and safe use of various a) ablation, b) laser, c)
cutting, d) occluding, e) etc., catheter-based interventional cardiovascular tools. The invention has the access port through which other technologies (devices) can be passed. Once the interventional tool exits the catheter tip, it can be directed repeatedly and selectively to specific site for controlled intervention.

D. Imaging: The invention is also an imaging system capable of visualizing intracardiac, intravascular, and extravascular structures. Because the transducer frequencies utilized are usually lower than intravascular systems, the catheter 20 can see multiple cardiac cavities and visualize structures outside the vascular system. The imaging capability is basically two-fold: 1) diagnostic and 2) application.

1. Diagnostic imaging: The catheter 20 can effectively perform diagnostic intracardiac and transvascular imaging. This application will more than likely be performed just prior to an interventional application. The intervention then will follow using the same catheter system and its unique delivery capability. Some examples of diagnostic imaging include 1) accurate visualization and measurement of an intracardiac defect, 2) characterization of valve orifice, 3) localization of a tumor and its connections, 4) etc. Extravascular diagnoses would include 1) visualize pancreatic mass/pathology, 2) retroperitoneal pathology, 3) intracranial imaging,
4) recognition of perivascular pathology, and 5) etc.

2. **Application imaging** refers to the use of the catheter and its imaging capability to deliver and then apply another technology such as:
   1) occlusion device for closure of a septal defect, 2) ablation catheters for treatment of bypass tracts,
   3) creation of a defect such as that with the blade septostomy catheter or laser-based catheter system, and
   4) directing of valvuloplasty, etc.
By direct imaging of an application, such as ablation, the procedure will be able to be performed more safely and repeatedly, and the result can be better assessed.

E. **Hemodynamics:** The catheter 20 is a truly combined ultrasound Doppler and conventional hemodynamic catheter. There are Doppler catheters, and there are catheters capable of imaging and measuring hemodynamic pressure. However, the catheter 20 is capable of Doppler hemodynamics (continuous and pulsed-wave Doppler) as well as high-fidelity hemodynamic pressure recording while simultaneously imaging the heart and blood vessel. The catheter 20 provides a combination of imaging, hemodynamic, and interventional delivery catheter.

II. **Analogy with Other Existing Therapeutic Technologies:**
Like interventional peritoneoscopy, intracardiac ultrasound is capable of 1) imaging, 2) delivering
a therapeutic device, and 3) obtaining simultaneous hemodynamics which can be used to develop less invasive cardiac surgical techniques. This simultaneous use of one or more devices within the heart or vascular tree opens up the potential to develop less invasive surgical therapies. Examples would include 1) removal of a cardiac tumor by visually grasping the tumor with one device and visually cutting its attachment with a second device, thus allowing less invasive extraction of intracardiac mass lesions, 2) visually placing an electrophysiologic catheter on a bypass tract and then with direct ultrasound visualization ablate the underlying tract with the second device, 3) visually performing laser surgery such as creating an intra-atrial defect, vaporization of obstructing thrombus such as is seen in pseudointimal occlusion of conduits, 4) visually removing a foreign body from the heart or vascular tree, and 5) directing intravascular surgery from within a blood vessel or monitoring concomitant hemodynamic changes.

III. Selected Applications Include the Following:

A. Radio frequency ablation: Presently a bypass tract is localized by an electrophysiologic study which systematically maps the atrioventricular valve annulus. Positioning of the ablation catheter is determined by x-ray fluoroscopy and certain electrical measurements which relate the distance of the ablation catheter from a reference catheter. The catheter 20 will allow an operator to map the atrioventricular valve under direct ultrasound visualization. Thus, increased accuracy of catheter placement, precision of
the applied therapy, and immediate assessment of outcome would result. The above ablation technique would be particularly applicable for right-sided bypass tracts (in and around the tricuspid valve annulus). This would be accomplished by placement of the catheter 20 through the superior vena cava above the tricuspid annulus.

For left-sided bypass tracts, the catheter 20 could be placed across the atrial septum under direct ultrasound visualization. The mitral annulus could thus be mapped directly and the localized bypass tract precisely ablated under visual ultrasonic and hemodynamic direction. Complications such as valve perforation, multiple imprecise applications of ablation energy, and inadvertent ablation of normal conduction tissue would be substantially reduced. Ablation of bypass tracts would be an ideal utilization of the proposed ultrasonic interventional catheter system.

B. Cardiac biopsy: In the era of safe cardiac biopsy, there is a need for precision biopsy. Ultrasound direction of the biopsy device to an intracardiac tumor, avoidance of scar, and selective biopsy of suspect tissue are feasible with the catheter 20 device. One of the more frequently life-threatening complications in the cardiac catheterization laboratory is catheter perforation of the heart. Such complications most commonly accompany cardiac biopsy, electrophysiologic catheter manipulation, and valvuloplasty. Use of an intracardiac ultrasound imaging, hemodynamics, and delivery catheter should
substantially increase or improve safety of these procedures.

C. Transvascular diagnoses: The catheter 20 will allow visualization of perivascular and extravascular pathology. Transvascular or transorgan imaging and localization of pathology out of the immediate vascular tree will result in a substantial step forward in the diagnosis and possible treatment of difficult to reach pathology. The catheter 20 cannot only diagnose but guide a biopsy needle and therapeutic device to an extravascular lesion in question. The retroperitoneum, mediastinum, and basal cerebrovascular pathology are logical areas of interest. Accurate characterization of various pathologies will be more feasible. Every organ has its own vascular system, and the proposed ultrasound transvascular system is an ideal tool to assess difficult to reach areas of the body. The vascular system is a conduit to each organ, and the catheter 20 can be delivered to each organ. Characterization of the underlying parenchyma and possible transvascular biopsy or treatment will ultimately be developed.

D. Ultrasound manipulation of therapeutic devices within the heart and blood vessels: The catheter 20 opens the potential not only to visualize but to directly intervene with the same catheter system. There are numerous intraoperative catheter-based systems which to date use conventional x-ray to accomplish their goal of placement and application of a specified therapy. There is a need for a device which can more precisely guide such catheter-based systems. It is too expensive
and technically impractical to incorporate ultrasound into every catheter-based technology. The catheter 20 has all the prerequisites of an ideal imaging and interventional instrument and has the ability to 1) image, 2) obtain hemodynamics by multiple means (pressure dynamics and Doppler, 3) function as a diagnostic as well as therapeutic device, and 4) accommodate other unique technologies which would enhance the application of both systems.

E. General applications: It is anticipated that intravascular, transvascular, and intracardiac devices could be delivered through the port means described above within or about the heart and blood vessels of the body. The catheters described above, however, could also be used in any echogenic tissue, such as liver, parenchyma, bile ducts, ureters, urinary bladder, and intracranial - i.e., any place in the body which is echogenic which would allow passage of a catheter for either diagnostic or therapeutic applications using ultrasound visualization.

F. Expanding applications of technologies: The catheter 20 is a new and exciting innovation to invasive medicine. There are multiple other and yet-to-be-determined applications. However, the new concept described opens the potential development of less expensive, more precise, and safe intravascular and transvascular diagnostic and surgical devices.

IV. Summary:

The catheter 20 is very much different from any conventional ultrasound catheter-based system. The catheter 20 incorporates image and hemodynamic
capability as well as the ability to deliver other diverse technologies to specified sites within the cardiovascular system (heart and blood vessels). The catheter 20 is seen as an ideal diagnostic and therapeutic tool for future development. The proposed applications foster greater precision, adaptability, and safety. Ultrasound permits visualization from within blood-filled spaces as well as through blood-filled spaces into other water- or fluid-filled tissue. The catheter 20 will evolve into the ultimate interventional system.

FIG. 4 is an illustration showing one potential use of the ultrasound imaging and hemodynamic catheter (UIHC). In this particular example, the UIHC is advanced from the superior vena cava to the tricuspid valve annulus. Simultaneously visualized in the annulus, electrophysiologic and ultimately and ablation procedure are performed. The ability to directly visualize and direct therapeutic catheter devices highlights only one of the many applications of the UIHC.

It is to be understood, however, that even though numerous characteristics and advantages of the present invention have been set forth in the foregoing description, together with details of the structure and function of the invention, the disclosure is illustrative only, and changes may be made in detail, especially in matters of shape, size and arrangement of parts within the principles of the invention to the full extent indicated by the broad general meaning of the terms in which the appended claims are expressed.
WHAT IS CLAIMED IS:

1. A catheter apparatus, comprising:
   an elongated body having proximal and distal ends;
   an ultrasonic transducer mounted proximate the distal end of the catheter body to transmit ultrasound and receive resultant echoes so as to provide a field of view within which flow rates can be measured and features imaged, an electrical conductor disposed in the catheter body for electrically connecting the transducer to control circuitry external of the catheter;
   port means disposed in the catheter body and extending from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a therapeutic device whereby a therapeutic device can be delivered to proximate the distal end of the catheter for operation within the ultrasonic transducer field of view; and
   guide wire port means disposed in the catheter body and extending from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a guide wire.

2. An apparatus in accordance with claim 1, wherein the ultrasonic transducer has a frequency of 5 to 20 mHz.

3. An apparatus in accordance with claim 1, wherein the ultrasonic transducer has a frequency of 7 to 10 mHz.

4. An apparatus in accordance with claim 1 wherein the catheter body has a diameter of 4 to 24 French.

5. An apparatus in accordance with claim 1 wherein the catheter body has a diameter of 5 to 12 French.
6. An apparatus in accordance with claim 1 wherein the port has a diameter of 5 to 8 French.

7. A catheter apparatus, comprising:
   an elongated body having proximal and distal ends and first and second sides, wherein the first side extends further in the direction of the distal end of the catheter body than the second side;
   a port disposed in the catheter body proximate the second side of the catheter body, the port extending from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a therapeutic device whereby a therapeutic device can be delivered to proximate the distal end of the catheter;
   an ultrasonic transducer having a first side and a second side, the ultrasonic transducer being mounted proximate the distal end of the catheter body and being disposed between the port and the first side of the catheter body with the first side of the ultrasonic transducer being proximate the first side of the body and the second side of the transducer being proximate the second side of the body, so that the transducer is tilted toward the port to transmit ultrasound and receive resultant echoes to provide a field of view within which flow rates can be measured and features imaged including the therapeutic device delivered to proximate the distal end of the catheter through the port; and
   an electrical conductor disposed in the catheter body for electrically connecting the transducer to control circuitry external of the catheter.

8. The catheter apparatus, in accordance with claim 7, further comprising a guide wire port disposed in the catheter body proximate the first side of the catheter body, the guide wire port extending from proximate the
proximal end of the catheter body to proximate the
distal end of the catheter body for receiving a guide
wire.

9. A catheter apparatus, comprising:
an elongated body having proximal and distal
ends, and a first side;
a port having a distal end, the port being
disposed in the catheter body and extending from
proximate the proximal end of the catheter body to
proximate the distal end of the catheter body, the
distal end of the port exiting the catheter body
proximate the first side and the distal end of the
catheter body at an acute angle to the first side of the
catheter body, whereby a therapeutic device can be
delivered to proximate the distal end of the catheter;
an ultrasonic transducer mounted on the first
side of the catheter body between the distal end of the
port and the distal end of the catheter body to transmit
ultrasound and receive resultant echoes so as to provide
a field of view within which flow rates can be measured
and features imaged including therapeutic devices
delivered to proximate the distal end of the catheter
through the port; and
an electrical conductor disposed in the
catheter body for electrically connecting the transducer
to control circuitry external of the catheter.

10. The catheter apparatus in accordance with claim 9,
further comprising a guide wire port disposed in the
catheter body and extending from proximate the proximal
end of the catheter body to proximate the distal end of
the catheter body for receiving a guide wire.

11. The catheter in accordance with claim 9, further
comprising a deflection wire guidance system.
12. A catheter apparatus, comprising:
   an elongated body having a first side and a
   second side, and proximal and distal ends;
   a primary port disposed proximate the first
   side of the catheter body and extending from proximate
   the proximal end of the catheter body to proximate the
   distal end of the catheter body for receiving a
   therapeutic device whereby a therapeutic device can be
   delivered to proximate the distal end of the catheter;
   secondary port disposed proximate the second
   side of the catheter body and extending from proximate
   the proximal end of the catheter body to proximate the
   distal end of the catheter body for receiving a
   secondary therapeutic device whereby the secondary
   therapeutic device can be delivered to proximate the
   distal end of the catheter;
   an ultrasonic transducer mounted between the
   primary port and the secondary port and proximate the
   distal end of the catheter body to transmit ultrasound
   and receive resultant echoes to provide a field of view
   within which flow rates can be measured and features
   imaged including therapeutic devices delivered to
   proximate the distal end of the catheter through the
   port; and
   an electrical conductor disposed in the
   catheter body for electrically connecting the transducer
   to control circuitry external of the catheter.

13. A catheter apparatus, comprising:
   an elongated body having proximal and distal
   ends and a first side and a second side, wherein the
   first side extends further in the direction of the
   distal end of the catheter body than the second side;
   a plurality of ports disposed in the catheter
   body proximate the second side of the catheter body and
   extending from proximate the proximal end of the
   catheter body to proximate the distal end of the
catheter body for receiving at least one therapeutic device whereby at least one therapeutic device can be delivered to proximate the distal end of the catheter; an ultrasonic transducer having a first side and a second side, the ultrasonic transducer being mounted proximate the distal end of the catheter body, the transducer being disposed between the a plurality of port and the first side of the catheter body with the first side of the transducer proximate the first side of the catheter body and the second side of the transducer being proximate the second side of the catheter body, so that the transducer is tilted toward the plurality of ports to transmit ultrasound and receive resultant echoes so as to provide a field of view within which flow rates can be measured and features imaged including at least one therapeutic devices delivered to proximate the distal end of the catheter through the plurality of ports; and an electrical conductor disposed in the catheter body for electrically connecting the transducer to control circuitry external of the catheter.

14. The catheter apparatus in accordance with claim 13, further comprising a guide wire port disposed in the catheter body proximate the first side of the catheter body, the guide wire port extending from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a guide wire.

15. A medical system, comprising:
a catheter, comprising an elongated body having proximal and distal ends;
an ultrasonic transducer mounted proximate the distal end of the catheter body to transmit ultrasound and receive resultant echoes so as to provide a field of view within which flow rates can be measured and
features imaged, an electrical conductor disposed in the catheter body for electrically connecting the transducer to control circuitry external of the catheter; port disposed in the catheter body and extending from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a therapeutic device whereby therapeutic device can be delivered to proximate the distal end of the catheter for operation within the ultrasonic transducer field of view; and guide wire port disposed in the catheter body and extending from proximate the proximal end of the catheter body to proximate the distal end of the catheter body for receiving a guide wire; control circuitry means for controlling operation of the ultrasonic transducer; and display means for displaying the flow rates and the features imaged by the ultrasonic transducer.

16. An apparatus in accordance with claim 15, wherein the ultrasonic transducer has a frequency of 5 to 20 mHz.

17. An apparatus in accordance with claim 15, wherein the ultrasonic transducer has a frequency of 7 to 10 mHz.

18. An apparatus in accordance with claim 15, wherein the catheter body has a diameter of 4 to 24 French.

19. An apparatus in accordance with claim 15, wherein the catheter body has a diameter of 6 to 12 French.

20. An apparatus in accordance with claim 15, wherein the port has a diameter of 7 to 8 French.
21. A method of therapeutic intervention in a living body; comprising:
   inserting a catheter into the body, the catheter having a body with a proximal and distal end;
   inserting a surgical device into the body through a port disposed in the catheter body and extending from proximate the proximal end to the distal end of the catheter body;
   pulsing an ultrasonic transducer, disposed proximate the proximal end of the catheter body, to transmit ultrasound and receive resultant echoes;
   operating the surgical device within a field of view provided by the ultrasonic transducer; and
   processing the resultant echoes to image the operation of the surgical device.

22. A method in accordance with claim 21, comprising the further step of analyzing the resultant echoes with doppler circuitry to provide hemodynamic information.
**INTERNATIONAL SEARCH REPORT**

**International Application No. PCT/US 92/09835**

### I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

**IPC**: A 61 B 8/12, A 61 B 8/06, A 61 M 25/00

### II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Minimum Documentation Searched</th>
</tr>
</thead>
</table>

**IPC**: A 61 B, A 61 M

Documentation Searched other than Minimum Documentation to the Extent that such Documents are Included in the Fields Searched

### III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document</th>
<th>Relevance to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO, A1, 90/13 260</td>
<td>1, 7, 9, 12, 13, 15</td>
</tr>
<tr>
<td></td>
<td>(K. BIEGELEISEN)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>15 November 1990 (15.11.90),</td>
<td></td>
</tr>
<tr>
<td></td>
<td>fig. 6; page 12, line 9 -</td>
<td></td>
</tr>
<tr>
<td></td>
<td>page 13, line 29; page 14,</td>
<td></td>
</tr>
<tr>
<td></td>
<td>lines 20-27; page 15, lines</td>
<td></td>
</tr>
<tr>
<td></td>
<td>3-15,32,33; page 17, line</td>
<td></td>
</tr>
<tr>
<td></td>
<td>20 - page 19, line 19; claims</td>
<td></td>
</tr>
<tr>
<td></td>
<td>1-3,6,11-14,16,21.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>WO, A1, 91/04 707</td>
<td>1, 7, 9, 12, 13, 15</td>
</tr>
<tr>
<td></td>
<td>(L. FRAZIN) 19 April 1991</td>
<td></td>
</tr>
<tr>
<td></td>
<td>(18.04.91), fig. 1-3; page 5; claims 15,</td>
<td></td>
</tr>
<tr>
<td></td>
<td>17,18.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4 582 067</td>
<td>1, 7, 9, 12, 13, 15</td>
</tr>
<tr>
<td></td>
<td>(F.E. SILVERSTEIN et al.)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>15 April 1986 (15.04.86), fig. 12-15; column 13, line</td>
<td></td>
</tr>
<tr>
<td></td>
<td>20 - column 14, line 59.</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents: 
  
  **A** document defining the general state of the art which is not considered to be of particular relevance 
  
  **E** earlier document but published on or after the International filing date 
  
  **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified) 
  
  **O** document referring to an oral disclosure, use, exhibition or other means 
  
  **P** document published prior to the international filing date but later than the priority date claimed 
  
  **T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention 
  
  **X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step 
  
  **Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art 
  
  **Z** document member of the same patent family

### IV. CERTIFICATION

Date of the Actual Completion of the International Search: 23 February 1993

Date of Mailing of this International Search Report: 15 MAR 1993

International Searching Authority: EUROPEAN PATENT OFFICE

Signature of Authorized Officer: LUDWIG e.h.
**INTERNATIONAL SEARCH REPORT**

**Box I** Observations where certain claims were found unsearchable (Continuation of item 1 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(3)(a) for the following reasons:

1. **X** Claims Nos.: 21, 22
   - because they relate to subject matter not required to be searched by this Authority, namely:
     - According to Article 17(2)a)i) and b) in connection with rule 39.1 iv)

2. □ Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. □ Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

**Box II** Observations where unity of invention is lacking (Continuation of item 2 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

1. □ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. □ As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment of any additional fee.

3. □ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. □ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

   □ The additional search fees were accompanied by the applicant's protest.

   □ No protest accompanied the payment of additional search fees.

(continuation of first sheet (1)) (July 1992)
### ANHANG

In diesem Anhang sind die Mitglieder der Patentfamilien der in obengeführten Patentdokumente angegeben. Diese Angaben dienen nur zur Unter richtung und erfolgen ohne Gewähr.

### ANNEX

This Annex lists the patent family members relating to the patent documents cited in the above-mentioned international search report. The Office is in no way liable for these particulars which are given merely for the purpose of information.

### ANNEXE

La présente annexe indique les membres de la famille de brevets relatifs aux documents de brevets cités dans le rapport de recherche international visé ci-dessus. Les renseignements fournis sont donnés à titre indicatif et n'engagent pas la responsabilité de l'Office.

<table>
<thead>
<tr>
<th>Patent document cited</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>US A 5022399</td>
<td>11-06-91</td>
</tr>
<tr>
<td>WO A1 9104707</td>
<td>18-04-91</td>
<td>CA AA 2042375</td>
<td>29-03-91</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP A1 445279</td>
<td>11-09-91</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP A4 445279</td>
<td>11-12-91</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IL A0 95822</td>
<td>30-06-91</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP T2 4501972</td>
<td>09-04-92</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US A 5038789</td>
<td>13-08-91</td>
</tr>
</tbody>
</table>