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The present invention refers to floorings con 
sisting of laminated boards united with one 
another by means of tongues and rabbets, that is 
to say of boards composed of a plurality of slabs 
glued together, if desired with intermediate ply 
wood layers therebetween. The invention par 
ticularly refers to such floorings which are pro 
vided with a wearing layer of parquet slabs, which 
are in part at least arranged in the transverse 
direction of the board and reach with their end 
portions to the edges of the board. The parquet 
slabs are generally arranged so as to form de 
signs with alternately longitudinally and trans 
versely extending slabs, adjacent boards being 
then displaced relatively to each other in the lay 
ing of the floor, in a manner such that trans 
versely extending slabs of one board Will be lo 
cated opposite longitudinally extending Slabs of 
the other board, and Vice versa, in Order to pre 
went end Wood from abuting against end Wood 
in the joints. This measure involves a certain 
limitation in the forming of the parquet design, 
and also involves loss of timber on account of the 
crosscutting of the boards necessitated thereby 
when the boards are fitted into the parquet de 
sign. The present invention has for its object 
to obviate this disadvantage, and Substantially 
consists in the provision between boards of the 
above-named description of boards the wearing 
layers of which have a longitudinally extending 
fibre direction at least at the edge portions thereof. 
These intern ediate layers may be of the same 
width as the remaining boards, but are prefer 
ably made narrower, so that they will substan 
tially have the nature of joint fillets arranged be 
tween the other boards. This obviates the other 
wise necessary fitting of the boards relatively to 
each other to avoid end Wood on both sides of the 
joints, besides which the parquet design may be 
Selected with greater freedom and, perhaps, such 
designs may be made use of that consist wholly 
or for the major portion thereof of transversely 
extending Slabs. 
The inventicn is illustrated in the accompany 

ing drawing which shows an example of embodi 
ment of a flooring constructed in accordance with 
the invention. Figure is a plan view of a piece of 
flooring of Said description, and Figure 2 is a 
cross Section of the same. 

ihe flooring is composed of a number of boards 
, 2 united with one another by means of tongues 
and rabbets. As will be seen from Figure 2, each 
board consists of a core layer 3 and of layers 4, 5 
arranged on both sides thereof, the upper layer 4 
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constituting the wearing layer and consisting of 55 

2 
parquet slabs 6, 7, 8, whereas the lower layer 5 
may consist of one or more veneer layers. To 
avoid Warping of the board, the core layer, which 
may consist of a coherent board or parallel longi 
tudinally extending slabs, is provided with longi 
tudinal incisions or kerfs 9 cut in from the Oppo 
site sides. Arranged between adjacent boards are 
narrower boards 2 which, the same as the boards 
f, consist of three layers 3, 4, 5 glued together, 
Which are Constructed in a similar way and con 
sist of the Same material as the boards I. The 
Wearing layer on these narrower boards consists 
of longitudinally extending slabs is and of ribs 

extending longitudinally on both sides thereof, 
Said ribs forming the longitudinally extending 
edges of the wearing layer. The ribs have, 
like the slabs e, the fibre direction extending 
longitudinally of the board, the transverse slabs 
6, of the boards abutting with their ends 
against the ribs if extending at right angies 
thereto. In the illustrated example, the parquet 
design is Substantially formed by transversely ex 
tending slabs 6, 7, while only a few shorter slabs 8 
are arranged beside the joints. With their fibre 
direction extending longitudinally of the board. 
By this arrangement the parquet design of the 
boards may consequently be selected independ 
ently of the pattern of the intermediate boards 2, 
Which latter consequently need not necessarily be 
accurately fitted relatively to the boards . As 
shown on the extreme right hand side of the 
drawing, the narrower boards 2 may, if desired, 
be provided with a wearing layer Consisting of a 
coherent plywood layer 2 or the like covering 
the Whole of the board and having a longitudi. 
nally extending fibre direction. 

Obviously, the boards 2 may be of any suitable 
width, or they may have the same width as that 
of the boards . However, they are preferably 
made comparatively narrow, so as to obtain the 
character of joint fillets arranged between the 
other boards. In the example shown, the nar 
rower boards are provided with rabbet tongues on 
both sides, while the boards 2 are provided with 
a rabbet on both sides, but evidently the tongue 
and the rabbet may be so arranged that each 
board has a tongue on the one side and a rabbet 
On the other side, or so that the intermediate 
boards 2 have a rabbet on both sides. 

claim: 
A flooring comprising wide and narrow com 

posite elongated wooden board units each com 
pletely fabricated prior to laying from a top sur 
face layer and underlying layers laminally 
bonded, the Several units being arranged with the 



2,491,498 
3 

narrow units between the wide units and having 
squarely abutting edges provided with interfit 
ting tongue and groove, the edges of the adja 
cent board units being held in position by the 
interfitting tongue-and-groove, an underlying lay 
er of each wide unit consisting of elements with 
the lengths and grains extending longitudinally 
and for the full length of the wide units and the 
surface layer of each wide unit comprising a mul 
tiplicity of parquet elements extending from edge 10 1,115,039 
to edge of such wide unit and with their lengths 
and grains disposed transversely with respect to 
the longitudinal elements, the narrow units form 
ing joint fillets between the wide units, and the 
Surface layer of each of Said narrow units com 
prising parquet elements lying between marginal 
strips disposed along the lengthwise margins of 
each of said narrow units, said strips being ar 
ranged with their fibres extending in the -longi 
tudinal direction of each said narrow unit. 
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