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UNITED STATES PATENT OFFICE. 
CLIFFORD D. YoUNG, OF WAYLAND, NEW YORK. 

PACKAGE-TIE, 

1,263,506. Specification of Letters Patent. Patented Apr. 23, 1918. 
Application filed October 28, 1915. Serial No. 58,416. 

To all whom, it may concern: 
Be it known that I, CLIFFORD D. YoUNG, 

a citizen of the United States, residing at 
Wayland, in the county of Steuben and 
State of New York, have invented certain 
new and useful improvements in Package 
Ties, of which the following is a specifica 
tion. 
My invention relates to package ties, and 

more particularly to a device for securing a 
package or a number of packages together 
in order that they may be readily trans 
mitted in the mails. 
The primary object of my invention re 

sides in the provision of a device of the 
class above described, embodying a body 
with which is associated flexible means for 
engagement with a package or a number of packages for securing or tying packages 
into a compact form. . 
Another object of my invention resides 

in the provision of a novel body or sup 
porting means for the flexible means for 
facilitating the application of the flexible 
means on a package or a number of pack 
ages, and for retaining the flexible means in 
engagement there with. 
A still further object of my invention re 

sides in the provision of a device of the 
character described that is simple in con 
struction, efficient in operation and one that 
can be manufactured and placed on the 
market at a minimum cost. 
Other objects as well as the nature, char 

acteristic features and scope of my inven 
tion will be more readily understood from 
the following description taken in connect 
tion with the accompanying drawings and 
pointed out in the claim, forming a part of 
this specification. 
In the drawings:- 
Figure 1 is an elevational view of a num 

ber of envelops arranged in a compact 
form, through the medium of my improved 
package tie. . 
Fig.2 is a top plan view of my invention, 

associated with a number of envelops. 
Fig. 3 is a perspective view of the body 

or supporting means of this invention. 
Referring more particularly to the draw 

ings in which similar reference numerals designate like and corresponding parts, 
throughout the various views, I provide 
preferably, though not necessarily, a plu 
rality of envelops, arranged in Superposed 
relation with each other, and removably 

maintained in this position through the me 
dium of my improved tying device. 
The tying device in this instance consists, 

essentially, of a body or supporting plate 2, 
preferably rectangular in plan, one end of 
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the plate being curved upwardly, to provide 
a retaining flange 3, Said flange having an 
opening 4 therein, to serve a purpose to be 
hereinafter described. 
The plate is struck up intermediate its 

ends to provide a hook 5, the end of the 
hook being bent and arranged in spaced re 
lation and parallel relation to the plate, to 
facilitate the retaining of the flexible means 
thereon. The resilient tongue 6, having a 
pointed end , is struck up from the plate 
adjacent the end opposite the end on which 
the flange is provided, said tongue extend 
ing in the direction opposite to the direction 
which the pointed end of the look extends, 
and in a similar direction to the flange, for 
a purpose to be hereinafter described. To 
aid in the maintenance of the plate in posi 
tion against a package, or as shown in the 
drawings against one or a number of en 
velops, I have formed integrally with one 
side adjacent the plate, approximately oppo 
site the portion of the plate between the 
hook and the tongue, a laterally extending 
thumb piece 8. 

ASSociated with the plate and arranged 
about the number of envelops is my im 
proved flexible means. In this instance, the 
flexible means consist preferably of a piece 
of twine 9, one end of which is passed 
through the opening 4 in the flange and con 
nected to the plate through the medium of a 
knot 10, which is adapted to bear against 
the flange 3 when it is associated with a 
number of envelops and with the plate. 
When applying this improved package tie 

to a number of envelops, the plate with the 
flexible means attached thereto, is arranged 
transversely upon the top envelop, and held 
thereon with the assistance of a thumb, pref 
erably of the left hand (not shown) of the 
user, while the envelops are held by the left 
hand. The right hand (not shown) of the 
user is engaged upon the twine, and the lat 
ter looped transversely about the envelops 
and engaged in the hook 5 as indicated by 
the numeral 11 and then looped longitudi 
nally about the envelops as indicated by the 
numeral 12, and Wrapped about the hook as 
indicated by the numeral 13. The portion 
immediately continuing therefrom is extend 
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ed upwardly, and being arranged beneath 
the resilient tongue 7, the latter serving to 
frictionally engage the free end of the cord 
and thereby prevent accidental displacement 
of the envelops. The extreme free end of 
the cord or twine is knotted as at 14, to fur 
ther aid in the maintenance of the flexible 
means in engagement of the tongue, should 
the flexible means for any reason slip. The 
package thus secured may be readily trans 
mitted through the mails, and when it 
reaches its destination, it can be readily and 
quickly disengaged from the plate, where 
it can be subsequently used for accomplish 
ing a similar purpose. 
Although I have shown and described the 

preferred embodiment of my invention, I 
desire it to be understood that I am not to 
be limited to the exact details shown; how 
ever, I desire that great stress may be laid 
upon the arrangement of the plate and the 
flexible means connected to the plate, as well 
as the novel and efficient means of the plate 
for facilitating the engagement of the flexi 
ble means with the plate, while the flexible 
means is being applied to package or pack 
ageS. 

From the above description taken in con 
nection with the accompanying drawings, it 
can easily be seen that I have provided a 
device that is simple in construction, con 
taining but a few simple parts that can be 
cheaply manufactured and assembled, and 
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when assembled, can be placed upon the 
market at a minimum cost. 

It will be understood that the above de 
scription and accompanying drawings com 
prehend only the general embodiment of my 
invention and that various minor changes 
in detail of construction, proportion and 
arrangement of the parts may be made with 
in the scope of the appended claim and 
without, sacrificing any of the advantages 
of my invention. 
Having thus fully described my invention, 

what I claim as new and desire to secure by 
Letters Patent, is: 
As a new article of manufacture, a package 

tie having its body portion formed from a 
single piece of material having one of its ends 
recurved to form a twine engaging end, a 
projection extending laterally from the body 
intermediate of its ends and constituting a 
thumb piece, and struck up tongues from 
the body portion, one tongue being substan 
tially rigid while the other is lesilient, said 
tongues coöperating with the recurved end 
to firmly and detachably hold a flexible ele 
ment around a package. 
In testimony whereof affix lily signature 

in presence of two witnesses. 
CLIFFORD D. YOUNG. 

Witnesses: 
CHAs. SNYDER, 
C. J. WEIERMILLER. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 
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