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To all whom it may concerw:

Beit known that I, Aucust C. ET2EL, a citi-
zen of the United States, residing at Carroll-
ton, in the county of Carroll and State of
Missouri, have invented new and useful Im-
provements in a Clothes Rack or Drier, of
which the following is a specification.

"This invention relates to a clothes rack or
drier adapted to be secured against the wall
of a room and provided with a number of
pivoted arms that ean be swung into radiat-
ing lines or folded back parallel with the
wall when the device is not in use; and the
invention consists in the construction and
combination of devices hereinafter described
and claimed. .

In the annexed drawings, illustrating the
invention, Figure 1 is a perspective view of a
clothes rack or drier embodying my improve-
ments and showing the pivoted drier arms or
bars swung outward. Fig. 2 is a similarview
of the clothes rack or drier,showing the arms
folded back substantially parallel with the
wall. Fig. 3 is a view showing the manner
of connecting the’ pivotal bars or arms with
their supporting plates or frame and the
manner of attaching said frame to the sup-
porting-hooks. Fig. 4 is a view of the sup-
porting-hooks.

Referring to the drawings, the numeral 1
designates an -oblong block or bar, to the
upper and lower surfaces of which are se-
cured the upper and lower horizontal plates
2 and 3, which, together with said block,
form the supporting-frame of the rack.
The plates 2 and 3 may be made of metal
or other suitable material, and are prefer-
ably semicircular, as shown. These plates
2 and 3 are securely bolted to the block
1, and are so arranged that their straight
edges are parallel with the rear edges of the
block, by which they are connected and firmly
braced.

The pivoted drier-arms or swinging bars 4
are provided at their rear ends with metallic
loops or band-hinges 5, which engage hinge-
pins 6, attached to either the upper or lower
plates, or both, as preferred, so that said arms
or bars can be swung outward between said

. inner end.

plates, as shown in Fig. 1, to support clothing,
towels, or other articles, or be folded back
parallel with the wall, as shown in Fig. 2
when the rack is not in use.

Each swinging arm or bar 4 is preferably
provided with an extension 7, by which the
holding capacity of therack can be increased.
These extension armsor bars 7 are connected
with the main arms or bars 4 by means of
guide-loops 8 and 9, one of which, as 8, is se-
cured to the arm 4 near its outer end, and
one, as 9, to the extension-arm 7 near its
The guide-loops 8 and 9 sup-
port the extension-bars 7 and permit them to
be drawn out a greater or lessdistance, as re-
quired.

In the upper surface of the lower plate 3
are a number of radial grooves 10, which
extend from the hinge-pins 6 to the front
edge of said plate in position to receive the
arms or bars 4 when they are swung out-
ward, and so hold the said arms secure and
prevent them from being moved aside in
case the rack should be placed in a draft or
where it is subjected to the action of the
wind. ‘

The rack is attached to a wall or other con-
venient support by means of two hooks 11,
driven into said wall or support—one above
the other—a suitable distance apart to per-
mit their upright arms 12 to engage vertical
holes 13, formed through the rear portions of
the horizontal plates 2 and 3 in such position
that when the rack is attached to said hooks
it will De securely braced by the rear sur-
faces of said plates bearing against the wall
and will not be liable to tilt forward under
the weight of articles placed on the drier-
arms. By supporting the rack in this man-
ner it can be readily detached and replaced
whenever desired.

‘What I claim as my invention is—

The herein-deseribed eclothes rack or drier,
consisting of the horizontal plates 2 and 3,
each provided near its rear edge with a ver-
tical hole 13 in line with the corresponding
hole of the other plate, the lower plate being
provided with radial grooves 10, the trans-
verse bar 1, connecting said plates in front
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of the holes 13, the hooks 11, located ono In testimony whereof I have affixed my sig-
above the other in the same vertical lineand | nature in presence of two witnesses.
havin-g' erL‘i_cn{ arms 12 to engage said holes, AUGUST €. ETZEL.
and the swinging arms 4, hinged between

5 said plates and adapted to drop into the ra- Witnesses:
dial grooves of the lower plate, substantiaily J. H. KELSEY,
as shown and described. ] JOHN L. MINICK.




