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UNITED STATES PATENT OFFICE. 
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INVALID's TABLE. 
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To all whom, it may concern: 
Be it known that I, FRANK. J. CoLLINs, a 

citizen of the United States, residing at 
Topeka, in the county of Shawnee and State 
of Kansas, have invented certain new and 
useful Improvements in Invalids’ Tables, of 
which the following is a specification, refer 
ence being had to the accompanying draw 

OS. This invention is an improved invalid's 
table, adapted to be attached to a bedstead 
and removed therefrom at will and to be 
also adjusted to any desired position, the 
object of the invention being to provide a 
novel table of this character which is ex 
tremely cheap and simple, is strong and du 
rable and which may be attached to a bed 
stead and adjusted to any desired position 
very expeditiously and with very little 
trouble. , 
The invention consists in the construction, 

combination and arrangement of devices 
hereinafter described and claimed. 

In the accompanying drawings: Figure 1 
is a perspective of an invalid's table con 
structed in accordance with my invention, 
showing the same attached to one of the side 
rails of a bedstead; and Fig. 2 is partly an 
elevation and partly a vertical sectional view 
of the same on a larger scale. 
In accordance with my invention I pro 

vide a base 1, which is also a clamping mem 
ber to secure the standard of the table on 
one of the side rails of a bedstead. In the 
embodiment of the invention here shown the 
base comprises an upper arm 2 and a lower 
arm 3, the upper arm being provided with an 
inclined portion 4 which converges to and is 
united with the inner end of the lower arm. 
The upper arm is widened vertically at its 
outer end and to reduce its weight and ef 
fect a corresponding economy in its manu 
facture this widened portion of the upper 
arm of the base is formed with an opening 
5. Both arms of the base are provided near 
their outer ends with alined, vertical open 
ings, indicated at 6 and 7, for the reception 
of the standard 8. The standard is, in prac 
tice, preferably a tube or rod. The form 
of the base here shown is especially designed 
to be fitted on the side rail A of an ordinary 
iron bedstead. Within the scope of my in 
vention, however, modifications may be made 
in the construction of the base to adapt the 
same to be fitted on a bed rail of any form. 
At the outer end of the upper arm of the 

base is a threaded opening in which is a set 
Screw 9 to engage the standard and thereby 
clamp the latter to the base at any desired 
vertical adjustment. It will be observed 
upon reference to Fig. 2 of the drawings 
that the inclined portion 4 of the upper arm 
of the base is on the inner side of the bed 
rail and that the standard is on the outer 
side of the bed rail so that the base is held 
securely in place on the bed rail and yet 
may be moved longitudinally thereon to ad 
just the table lengthwise of the bed, as may 
be desired. It will be understood that by 
first withdrawing the standard 8 from the 
lower arm of the base, the latter may be 
removed from the bed rail. 
The table top 10 may be of any suitable 

size and shape. At its outer end is an at 
taching device 11 which is here shown as a 
hinge comprising a member 12 which is me 
dially secured under the outer end of the 
table top and a member 13, which is con 
siderably thicker than the member 12, is 
provided with a central opening through 
which extends a reduced threaded stud 14 
which is at the upper end of the standard, 
So that the said member 13 bears on the 
shoulder 15 formed by the standard at the 
base of the stud. A winged nut 16 is screwed 
on the stud, to bear on the member 13 and 
clamp the same in place. It will be under 
stood that the attaching device pivotally con 
nects the table top to the standard so that 
the table top may be swung with the stand 
ard as a pivot to any desired position and 
it will be also understood that since the 
pintle of the hinge is horizontal, the table 
top may be disposed either horizontally or at 
any desired inclination. To support the 
table top the same is provided with a forked 
brace 17. The arms of this brace are pivot 
ally connected at the under side of the table 
top, at a suitable distance from the inner end 
of the latter, as at 18, and the inner end of 
the said brace is formed with a crotch 19 to 
bear against the standard at any desired 
point. To prevent the base from slipping 
vertically on the standard I provide the lat 
ter with a supporting collar 20 which is se 
cured in place, at any desired adjustment on 
the standard, by means of a set screw 21. 

It will be obvious that parts of my lim 
proved invalid's table may be readily disas 
sembled so that the same may be very com 
pactly disposed to be packed, stored or trans 
ported. S. 
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Having thus described my invention I 
claim: 
The combination with a base adapted for 

attachment to a bed rail, said base being 
formed with upper and lower apertured 
members adapted to embrace the rail, said 
members being formed with openings, a 
standard mounted in said opening and 
adapted to extend across the outer side of 
the rail, a set screw carried by one of said 
members, and arranged to impinge against 
the standard to hold the same in different 
yertically adjusted positions, the standard 
being provided at its upper end with a 
threaded stud, a hinge provided with a leaf 
and an apertured member which latter is 
mounted for a turning movement on said 
stud, a binding nut acting on the stud 
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against said member, a table top secured 
to the other member of the hinge, the mem 
bers of the hinge being connected by a hori 
Zontal pivot, a set collar encircling the 
standard and vertically adjustable thereon, 
and a brace pivotally connected at one end 
to the under face of the table top and 
formed with a forked opposite end adapted 
to partially encircle the rod and have a 
bearing thereon, the forked end of the brace 
being adapted to detachably rest upon the 
upper edge of the set collar. 

In testimony whereof I hereunto affix my 
signature in the presence of two witnesses. 

FRANK. J. COLLINS. 
Witnesses: 

C. EARLE JASS, 
C. S. WOLFE. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.’ 
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