The present invention concerns a seal for pipe penetration or the like formed of two halves. The seal is to be received in a sleeve or opening of a wall or the like and forms a central opening for a pipe or tube when the seal halves are brought together. Each seal half is formed of two base parts (1a, 1b). Between the base parts (1a, 1b) a layer of intumescent material (5) is placed. On the inside of the base parts (1a, 1b) peelable layers (6) are arranged. The layers are peeled off to adapt the inner diameter of the seal to the pipe or tube received. In case of fire the intumescent material (5) will expand, which expansion will collapse and close off the pipe or tube received in the seal.
ROXTEC AB

SEAL WITH FIRE PROTECTION

Technical Field
The present invention concerns a seal forming a pipe or tube penetration or transition, including fire protection. It is especially developed for plastic pipes or tubes.

Prior Art
Seals of this type are normally received in a sleeve received in a wall or an opening in a wall. The seals may be used in a lot of different embodiments and may have to seal against fluid, dust, dirt, gas, rodents, termites etc. Often there is a pressure difference of great magnitude on the opposing sides of the wall. Thus, to function in the desired way the seal must fit snugly into the sleeve, the opening or the like in which it is received and the seal must be adapted to the actual mounting dimension. The mounting dimension is dictated by the inner diameter of the sleeve or the opening.

Furthermore the pipes or the like that should be fitted in the seal may be of many different sizes. It is therefore an advantage if the seal is adaptable to pipes having different outer diameters.

Pipes received in the seals of the present type are often used for different gases or liquids, such as water, compressed air, hydraulic fluid and cooking gas. If fire break out on one side of a wall receiving a seal there is a risk that the fire will be spread through the wall by means of the pipe or the fluid received inside the pipe. It is previously known to have intumescent material, i.e. material that expands
when heated, placed in connection with an opening. The intumescent material is normally placed as a separate unit in connection with an opening and should close off the opening in case of fire.

The Invention

As used in this description the expressions "axial", "radial" and similar expressions are in relation to a pipe or tube received in the seal.

One object of the present invention is to arrange fire protection directly in a seal. Thus, one avoids the need of arranging the fire protection as a separate unit. Further, one avoids the problem of adapting the fire protection to the specific installation. The fire protection should be such that the pipe or tube received inside the seal is automatically closed, hindering any gas or fluid to pass through the pipe or tube.

A further object is to be able to adapt one single seal for many different mounting dimensions, in order to reduce the number of different seals needed to cover a wide range.

According to the invention a seal is arranged forming a pipe or tube penetration or transition. The seal is formed of two halves forming at least one central opening for a pipe or tube when the seal halves are brought together. Each seal half has the form of two base parts between which a layer of intumescent material is placed.

The seal is made of an elastic material and has fittings at both ends. The fittings are connected by means of screws going through the seal. By means of the screws and fittings the seal may be compressed in axial direction, at such an axial compression the seal will
expand in radial direction. By the radially expansion the seal will fit snugly in the sleeve or opening.

Further objects and advantages of the present invention will be obvious to a person skilled in the art from reading the detailed description below of preferred embodiments.

Brief Description of the Drawings
The invention will be described more closely below by way of an example and with reference to the enclosed drawings. In the drawings:

Fig. 1 is a perspective view of a seal according to the invention and

Fig. 2 is a sectional view of the seal of Fig. 1.

Detailed Description of Preferred Embodiments
The seal of the present invention is to be used for a pipe penetration or transition. It is formed of two identical parts, which in use are brought together to form the seal. The two parts of which the seal is formed each has a semicylindrical form. Each seal half has two base parts of an elastic material. A front base part Ia and a rear base part Ib. At the ends of the front base part Ia and the rear base part Ib a front fitting 2 and a rear fitting 3 are arranged, respectively.

Between the front and rear base parts Ia, Ib a layer of intumescent material 5 is placed. In practice the intumescent material will form a ring in the seal.

The layer of intumescent material 5 has a relatively short axial extension compared to the axial extension of the base parts Ia, Ib. In one embodiment the intumescent material 5 has an axial extension that is about 10% of the total axial extension of the base parts Ia, Ib. Thus, the two base parts Ia, Ib are
placed on both sides of the ring of intumescent material 5 on each seal half. The intumescent material 5 is placed at the opposite end of each base part Ia, Ib compared to the respective fitting 2, 3. The layer of intumescent material 5 is fixed to the respective base part by means of a mechanical positioning via studs 9 in between the base parts Ia, Ib. The form of the studs 9 corresponds with the form of the front and rear fittings 2, 3. Thus, each stud 9 has the form of half a ring.

The fittings 2, 3 are held at the base parts Ia, Ib by means of screws 4. Openings are arranged in the fittings 2, 3, the base parts Ia, Ib, the studs 9 and the intumescent material 5 to receive the screws 4. The screws 4 are threaded at their outer ends to co-operate with threaded openings of the rear fitting 3. The function of the screws 4 co-operating with the fittings 2, 3 is to compress the base parts Ia, Ib in an axial direction, with maintained accommodation for the uncompressed intumescent material 5 via the mechanical studs 9 in between the base parts Ia, Ib. Thus the intumescent material 5 will not be compressed as the studs 9 mechanically separate the base parts Ia, Ib during compression. Even though two screws 4 are used at each seal half in the shown embodiment, any number of screws may be used. In the shown embodiment the screws 4 are of the type socket head cap screws. A person skilled in the art realises that any type of fastening means allowing the fittings 2, 3 to be moved towards each other may be used. Thus, it is possible to use screws and nuts. Preferably, the screws should be possible to tighten from one side.

Normally the intumescent material 5 and the studs 9 have a somewhat smaller outer diameter than the rest of the seal.
The front fitting 2 according to the shown embodiment, is the fitting on that side of the base part 1 from which the screws 4 normally are manipulated. The rear fitting 3 is placed on the opposite side to the front fitting 2. In many embodiments the front fitting 2 is given an outer radius exceeding the inner diameter of the sleeve or the opening in a wall. This is done for a more precise placing of the seal, as the front fitting 2 will abut the end of the sleeve or the wall.

Instead of the radius of the front fitting 2 exceeding the inner dimension of the sleeve or opening, a number of extended parts fixed to or integrated with said fitting 2 may extend over the inner radius of the sleeve or the opening.

A number of peelable layers 6 are arranged on the inside of the base parts Ia, Ib. The peelable layers 6 are made in such a way and of a material allowing them to stick together after production of each seal half. However, they adhere loose enough to be peeled off by hand.

The base parts 1 have normally a somewhat larger axial extent than the peelable layers 6 in order to enable the base parts 1 to be compressed in the axial direction without hindrance from the peelable layers 6.

There are no peelable layers on the inside of the layer of intumescent material 5. Instead a gap 7 is formed inside the intumescent material 5.

On the inside of the peelable layers 6 a blind 8 is arranged in each base part Ia, Ib. The blinds 8 are placed in one seal half each. In the shown embodiment there is one blind 8 in each base part Ia, Ib. However, in other embodiments there is only one blind going all the way through the seal.

The two seal halves are formed to have a central, cylindrical open space when brought together. A pipe is
to be received in said open space. Normally, the seal is received in a sleeve, or the like in some kind of wall, which sleeve is fixed to the wall. The seal may alternatively be placed in an opening formed directly in a wall.

In use the two seal halves are to be placed around the pipe. At installation the blind 8 is first removed. To adapt the seal to the diameter of the pipe one or more of the peelable layers 6 are peeled off. When the appropriate number of layers 6 has been peeled off the two seal halves are placed surrounding the pipe. Due to the gap 7 inside the intumescent material 5 the intumescent material will not hinder the placement of the seal halves around the pipe. Then the screws 4 are turned in such a way that the front and rear fittings 2, 3 will be moved towards each other. As the fittings 2, 3 move towards each other the base parts Ia, Ib are compressed in the axial direction. By means of the studs 9 the intumescent material 5 is not compressed. The axial compression of the base parts Ia, Ib leads to an expansion of the base parts Ia, Ib in the radial direction. The base parts Ia, Ib will expand radially both inwards and outwards and, thus, seal both outwards towards the available space and inwards towards the pipe. The expansion outwardly also means that the seal will be securely fixed in the sleeve or opening.

In case of fire the intumescent material 5 will expand, due to the heat. The expansion of the intumescent material 5 will collapse the pipe or tube and hinder that any gas or fluid passes in the pipe or tube. Thus, a fire will be stopped from passing through the pipe or tube.

Even though the seal has been shown having a circular cross section, a person skilled in the art realises that the seal of the present invention may
have any cross section form. Thus, it may be oval, square, rectangular, polygon etc.
CLAIMS

1. A seal forming a pipe or tube penetration or transition, the seal is formed of two halves forming at least one central opening for a pipe or tube when the seal halves are brought together, characterized in that each seal half has the form of two base parts (Ia, Ib) between which a layer of intumescent material (5) is placed, with mechanical studs, located in between the base parts (Ia, Ib) mechanically separating the base parts (Ia, Ib) during compression.

2. The seal of claim 1, wherein the intumescent material (5) will expand radially under heat and collapse and close off the pipe or tube and wherein the layer of intumescent material is fixed to the respective base parts (Ia, Ib) by means of a mechanical positioning via studs in between the base parts (Ia, Ib).

3. The seal of claim 1, wherein the axial extension of the layer of intumescent material (5) is shorter than the axial extension of the base parts (Ia, Ib).

4. The seal of claim 3, wherein the axial extension of the intumescent material (5) is about 10% of the total axial extension of the base parts (Ia, Ib).

5. The seal of claim 1, wherein the base parts has peelable layers (6) on the inside, which layers (6) adhere to each other loose enough to be peeled off by hand and which layers (6) are peeled off to vary the inner diameter of each central opening.

6. The seal of claim 5, wherein the thickness in radial direction of the layer of intumescent material (5) corresponds with the thickness in radial direction of the base parts (Ia, Ib), excluding the layers (6).
7. The seal of claim 5, wherein the axial extension of the layers (6) is shorter than the axial extension of the base part (Ia, Ib) at which the layers (6) are received.

8. The seal of claim 1, wherein a gap (7) is formed inside the layer of intumescent material (5).

9. The seal of claim 1, wherein the base parts (Ia, Ib) are of an elastic material.

10. The seal of claim 1, wherein a front fitting (2) and a rear fitting (3), respectively, is arranged at opposing ends of the base parts (Ia, Ib), which fittings (2, 3) are connected to each other by means of screws (4) received in through openings of the base parts (Ia, Ib) and the layer of intumescent material (5).

11. The seal of claim 1, wherein the seal has a basically cylindrical design.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC: see extra sheet
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: F16L, A62C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-INTERNAL, WPI DATA, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4061344 A1 (BRADLEY ET AL), 6 December 1977 (06.12.1977), column 1, line 52 - column 2, line 40; column 3, line 47 - line 66; column 4, line 40 - line 62, figure 2, abstract</td>
<td>1-11</td>
</tr>
<tr>
<td>A</td>
<td>WO 2004112211 A1 (ROXTEC AB), 23 December 2004 (23.12.2004), page 2, line 11 - line 16; page 4, line 11 - line 13, figure 1</td>
<td>1-11</td>
</tr>
</tbody>
</table>

D

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *I* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *T* document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search: 6 October 2008

Date of mailing of the international search report: 06-10-2008

Name and mailing address of the ISA/Swedish Patent Office
Box 5055, S-102 42 STOCKHOLM
Facsimile No. +46 8 666 02 86

Authorized officer
Beate Slusarczyk/PR
Telephone No. +46 8 782 25 00

Form PCT/IS A/210 (second sheet) (July 2008)
International patent classification (IPC)

<table>
<thead>
<tr>
<th>Classification</th>
<th>Number</th>
<th>Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>F16L 5/04</td>
<td></td>
<td>2006.01</td>
</tr>
<tr>
<td>A62C 2/04</td>
<td></td>
<td>2006.01</td>
</tr>
<tr>
<td>A62C 3/16</td>
<td></td>
<td>2006.01</td>
</tr>
<tr>
<td>F16L 3/10</td>
<td></td>
<td>2006.01</td>
</tr>
<tr>
<td>F16L 5/08</td>
<td></td>
<td>2006.01</td>
</tr>
</tbody>
</table>

Download your patent documents at www.prv.se

The cited patent documents can be downloaded at www.prv.se by following the links:

- In English/Searches and advisory services/Cited documents (service in English) or
- e-tjanster/anförda dokument (service in Swedish).

Use the application number as username. The password is MNUCMZCMLY.

Paper copies can be ordered at a cost of 50 SEK per copy from PRV InterPat (telephone number 08-782 28 85).

Cited literature, if any, will be enclosed in paper form.
<table>
<thead>
<tr>
<th>US</th>
<th>4061344 A1</th>
<th>06/12/1977</th>
<th>CA</th>
<th>1045614 A</th>
<th>02/01/1979</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO</td>
<td>2004112211 A1</td>
<td>23/12/2004</td>
<td>AU</td>
<td>2003276805 A</td>
<td>00/00/0000</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>AU</td>
<td>2004247173 A</td>
<td>23/12/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>BR</td>
<td>PI0411113 A</td>
<td>18/07/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>CA</td>
<td>2531289 A</td>
<td>23/12/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>CN</td>
<td>1809950 A</td>
<td>26/07/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>EG</td>
<td>23965 A</td>
<td>13/02/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>EP</td>
<td>1634354 A</td>
<td>15/03/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>JP</td>
<td>2006527981 T</td>
<td>07/12/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>KR</td>
<td>20060013573 A</td>
<td>10/02/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>MX</td>
<td>PA05013639 A</td>
<td>25/05/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>NO</td>
<td>20056148 A</td>
<td>22/12/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>NZ</td>
<td>544071 A</td>
<td>28/09/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>RU</td>
<td>2310961 C</td>
<td>20/11/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>RU</td>
<td>2006101283 A</td>
<td>10/07/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>SE</td>
<td>526574 C</td>
<td>11/10/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>SE</td>
<td>0301750 A</td>
<td>18/12/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>TW</td>
<td>279054 B</td>
<td>11/04/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>US</td>
<td>20060272241 A</td>
<td>07/12/2006</td>
</tr>
</tbody>
</table>