The composite includes a porous core layer comprising a fluoropolymer; a first layer disposed over at least a portion of the core layer; and a second layer disposed over at least a portion of the first layer. The first layer includes fibers that comprise at least one of unidirectional fibers and woven fibers. The second layer includes a polymer. The composite is permeable to air but impermeable to liquid water.
POLYMER FIBER COMPOSITE

BACKGROUND

[0001] The housing/casing of electronic devices is frequently subject to mechanical deformation due at least in part to its frequent contact with other objects (e.g., table, hand, ground, etc.). Thus, those devices, particularly the housing thereof, often need to have materials having sufficient mechanical strength to withstand the deformation. At the same time, with higher power output in an electronic device, thermal management may be important. Thermal management may involve keeping the interior of the device at a temperature that is sufficiently low to avoid thermal degradation of the materials of the components of the device.

BRIEF DESCRIPTION OF THE DRAWINGS

[0002] The drawings are provided to illustrate various examples of the subject matter described herein related to a water impermeable polymer-fiber composite and are not intended to limit the scope of the subject matter. The drawings are not necessarily to scale.

[0003] Fig. 1 shows, in one example, a schematic of a polymer-fiber composite described herein and the components thereof,

[0004] Fig. 2 shows, in another example, a schematic of a polymer-fiber composite described herein and the components thereof.

[0005] Fig. 3 provides a flowchart showing, in one example, the processes involved in making a polymer-fiber composite described herein,

[0006] Fig. 4 shows, in one example, a schematic of an electronic device comprising a housing comprising a polymer-fiber composite described herein,

DETAILED DESCRIPTION

[0007] Because of the environment the electronic device is in and the operational conditions the device is subjected to, it is desirable to have a
housing that allows thermal management (e.g., dissipation of heat) while having desirable mechanical properties (e.g., low density, high elasticity, etc.). In view of the foregoing, following below are detailed descriptions of various examples related to a polymer-fiber composite, particularly a liquid water impermeable composite. The various examples described herein may be implemented in any of numerous ways,

[0008] Provided in one aspect of the examples is a composite, comprising: a porous core layer comprising a fluoropolymer; a first layer disposed over at least a portion of the core layer, the first layer comprising fibers that comprise at least one of unidirectional fibers and woven fibers; and a second layer disposed over at least a portion of the first layer, the second layer comprising a polymer; wherein the composite is permeable to air but impermeable to liquid water.

[0009] Provided in another aspect of the examples is an electronic device, comprising: an electrical circuit; an housing exterior to the electrical circuit, the housing comprising a composite comprising: a porous core layer comprising a fluoropolymer; a first layer disposed over at least a portion of the core layer, the first layer comprising fibers that comprise at least one of unidirectional fibers and woven fibers; and a second layer disposed over at least a portion of the first layer, the second layer comprising a polymer,

[0010] Provided in another aspect of the examples is a method of making, comprising: disposing over at least a portion of a core layer a first layer, the core layer comprising a fluoropolymer and the first layer comprising fibers that comprise at least one of unidirectional fibers and woven fibers; disposing over at least a portion of the first layer a second layer, the second layer comprising a polymer; and thermal forming the core layer the first layer, and the second layer into a composite; wherein the composite is a part of an housing of an electronic device and is permeable to air and impermeable to liquid water,

[0011] Fig. 1 provides a schematic of one example of a composite described herein in this disclosure (thereafter “herein” for short unless stated explicitly otherwise). The composite 10 comprises a porous core layer 11, a first fiber-
containing layer 12, and a second exterior polymeric layer 13. It is noted that
the terms "first," "second," "third," etc. herein are merely used to connote that
the objects they respectively describe are different entities and are not meant to
describe any chronological order, unless explicitly specified. The composite 10
is permeable to air but impermeable to liquid water.

**Polymeric Core Layer**

[0012] The porous core layer 11 of the composite 10 (as shown in, for
example, Fig. 1) described herein may comprise any suitable material,
depending on the application. The material may comprise, or be, a polymer.
The polymer may be a fluoropolymer. A fluoropolymer may comprise at least
one of polytetrafluoroethylene ("PTFE") and expanded polytetrafluoroethylene
("ePTFE"). In one example, the fluoropolymer comprises the fluoropolymer
employed in the Gore-Tex® membrane.

[0013] The porous core layer may have any suitable level of porosity. For
example, the porosity of the core layer described herein may be at least about
80% - e.g., at least about 86%, about 90%, about 95%, about 96%, about 97%,
about 98%, about 99%, or higher. Depending on the context, the % in one
example refers to vol%. Other porosity values are also possible. The porous
core layer may have any suitable level of density. For example, the density of
the core layer described herein may be less than or equal to about 0.5 g/cm³ -
e.g., less than or equal to about 0.4 g/cm³, about 0.3 g/cm³, about 0.2 g/cm³,
about 0.1 g/cm³ or lower. Other density values are also possible. The porous
core layer may have any suitable thickness. For example, the thickness of the
core layer described herein may be less than or equal to about 2 mm - e.g.,
less than or equal to about 1 mm, about 0.5 mm, about 0.4 mm, about 0.3 mm,
about 0.2 mm, about 0.1 mm, or lower. Other thickness values are also
possible.

[0014] The porous core layer herein may be permeable for gases, including air
and water vapor, but impermeable to liquids. The porous core layer comprising
the fluoropolymer may exhibit liquid impermeability (e.g. repellency) at, for
example, a surface thereof, and possess a high contact angle with liquid water. The liquid repellency of the porous core layer described herein may be attributed to the size of the pores therein, which size allows passage of a gas but not liquid through the composite. Depending on the context, the term "size" of an object herein may refer to diameter, length, width, etc. thereof. For example, the porous core layer may comprise 1 billion to 15 billion micro-pores per square inch. For example, the pores in the core layer may have an average diameter of less than or equal to about 6 Å - e.g., less than or equal to about 6 Å, about 4 Å, about 4 Å, about 2 Å, about 1 Å, or smaller. In one example, the pores in the core layer have an average diameter of between about 2 Å and about 6 Å - e.g., between about 2.5 Å and about 5.5 Å, between about 3 Å and about 5 Å, between about 3.5 Å and about 4.5 Å, etc. In one example, the aforedescribed average pore size is about one ten-thousandth as large as a rain drop, yet is 700 times larger than a sweat drop or a vapor particle. Thus, in this example a liquid water drop may not pass the pores of the core layer, while vapor particles (e.g., perspiration, water vapor, etc.) may pass the pores.

[0915] The liquid impermeability of the porous core layer described herein may be reflected in the contact angle of the layer with a liquid droplet. For the example, the contact angle with liquid water may be at least about 90° — e.g., at least about 95°, about 100°, about 105°, about 110°, about 115°, about 120°, about 125°, about 130°, or higher. In one example, the contact angle with liquid water is 118°. The liquid impermeability and repellence, as evidenced in the aforedescribed contact angel, may make the core layer (and thus the composite) described herein unlikely to be wetted by general liquids and/or unlikely to adhere to other materials. The impermeability of the core layer with respect to a liquid (e.g., water) may be captured by, for example, less than or equal to about 20 vol% of a liquid (e.g., liquid water) being able to pass through the thickness of the core layer — e.g., less than or equal to about 15 vol%, about 10 vol%, about 5 vol%, about 1 vol%, or lower.

[0016] The air/gas permeability of the porous core layer described herein may be reflected in the Frazier number of the layer. For example, the Frazier
number of the layer may be between about 0.1 and about 500 - e.g., between about 0.2 and about 450, between about 0.5 and about 400, between about 0.8 and about 350, between about 1 and about 300, between about 5 and about 250, between about 10 and about 200, between about 20 and about 150, between about 40 and about 100, between about 60 and about 00, etc. Other Frazier number values are also possible, in one example, the Frazier number of the core layer described herein is greater than about 1Q, such as between about 100 and about 300 - e.g., between about 150 and about 250, etc. In another example, the Frazier number of the core layer described herein is less than about 20, such as between about 0.5 and about 15 - e.g., between about 0.6 and about 10, between about 0.8 and about 8, between about 0.9 and about 5, between about 1 and about 4, etc.

[0017] The fluoropolymer in the porous core layer described herein may be in the form of a plurality of microfibbers. In one example, the internal network structure formed with the microfibers of the PTFE porous film is heat resistant and surface lubricative, and accordingly allows the dust absorbed at its surface to be easily removed. The porous core layer described herein may be laminated with other materials.

Fiber-containing Layer

[0018] The fibers in the fiber-containing layer 12 of the composite 10 (as shown in, for example, Fig. 1) described herein may comprise any suitable material, depending on the application. It is noted that while the fiber-containing layer 12 is disposed on the top side of the core layer 11 in Fig. 1, the fiber-containing layer 12 may be disposed on the bottom side, or both the top and bottom sides. The material of the fibers may comprise a ceramic, a pure metal, a metal alloy, a compound, a polymer, etc. The fibers may comprise an inorganic material, an organic material, or both. The fibers may comprise a natural material, a synthetic material, or both. For example, the fibers may comprise carbon nanotubes. For example, the fibers may comprise at least one of carbon fibers, glass fibers, aramid fibers, and titanium fibers.
[0019] The fibers may comprise carbon fibers. The carbon fibers may be any type of fiber containing carbon atoms. The carbon fibers may comprise natural carbon fibers, synthetic carbon fibers, or both. For example, the carbon fibers may comprise at least one of polyacrylonitrile ("PAN"), rayon, pitch, and aramid carbon fibers. The carbon fibers may be commercially available carbon fibers, in one example, the carbon fibers comprise TORAYCA® T700S/T300 (from Toray Industries, Inc., Japan). In another example, the carbon fibers comprise Mitsubishi Rayon: PYROFIL® P330 series (from Mitsubishi Rayon Co., Ltd., Japan). In another example, the carbon fibers comprise at least one of Tenax®, J HTS40 E13 3K 2G0tex, HTS40 E13 6K 40G tex, and HTS40 E13 12K 800tex (from Toho Tenax America, Inc., TN, US). In another example, the carbon fibers comprise at least one of Tenax®, E HTS40 F13 12K 800tex and HTS40 F13 24K 1e00tex (from Toho Tenax America, Inc., TN, US).

[0020] The fibers may comprise glass fibers. The glass fibers may comprise a ceramic, such as an oxide, such as a metal oxide, a silicate, a nitride, etc. In one example, the glass fibers comprise silica. In another example, the glass fibers comprise alyminoborosilicate glass with less than 1% w/w alkali oxides. In another example, the glass fibers comprise alkali-lime glass with litis or no boron oxide. In another example, the glass fibers comprise alkali-lime glass with high boron oxide content. In another example, the glass fibers comprise borosilicate glass. In another example, the glass fibers comprise alumino-silicate glass without MgO and CaO. In another example, the glass fibers comprise alumino silicate glass without CaO out with high MgO content with high tensile strength). Other types of glasses are also possible.

[0021] The fibers may comprise polymeric fibers, such as synthetic fibers. In one example, the fibers comprises polyaniide, such as aramiO fibers. An aramid fiber herein may refer to a fiber made as a result of a reaction between an amine-containing material and a carboxylic acid containing material.
Arao id fibers herein may include para-aramid fibers, such as Kevlar®, Twaro®, etc.

[0022] The fibers may comprise metal fibers. The metal may be in the form of a pure metal, a metal alloy, or both. The metal may comprise a noble metal, a transition metal, or both. In one example, the metal comprises titanium. Other types of metals or metal alloys are also possible.

[0023] The fibers may comprise continuous fibers. The fibers may comprise discontinuous fibers. The fibers may have any suitable dimensions. In one example, the fibers have an average diameter of between about 5 pm and about 10 pm. Diameters of a larger or a smaller value are also possible. In one example, the fibers in a fiber-containing layer are continuous fibers and have the same length as the length of the fiber-containing layer and/or the composite. Shorter or longer fibers are also possible.

[0024] The fibers described herein in this disclosure may be embedded within (e.g., pre-impregnated by) a polymeric matrix. The polymeric matrix may comprise any suitable polymer, such as a polymer resin. In one example, the polymeric matrix comprises a thermoplastic. In another example, the polymeric matrix comprises a thermoset. In one example, a thermoplastic herein includes at least one of PC-ABS, nylon, polyethylene (“PE”), and polypropylene (TP).

In one example, a thermoset herein includes at least one of an epoxy resin and a polyimide. The polymer in the polymeric matrix may be the same as or different from that of the polymeric core layer. For example, the polymer in the polymeric matrix may comprise at least one of poly(methyl methacrylate) (“PMMA”), polycarbonate (“PC”), acrylonitrile butadiene styrene (“ABS”), poly (p-phenylene sulfide) (“PPS”), polyether ether ketone (“PEEK”), polyethersulfone (“PESi”, and polyamids. In one example, the fiber-containing layer comprises Tepex® from Bond-Laminates GmbH, USA. In another example, the fiber-containing layer comprises TenCate CFRT® from TenCate Performance Composites, USA.
[0025] The fibers in a layer containing both fibers and a polymeric matrix may be present at any suitable content value. For example, the fibers may be between about 10 wt% and about 80 wt% (balanced by the matrix) in a fiber-containing layer — e.g., between about 20 wt% and about 70 wt%, between about 30 wt% and about 80 wt%, between about 40 wt% and about 50 wt%, etc. Other content values are also possible.

[0026] The fibers in the fiber-containing layer may be arranged in any orientation (or direction). The fibers may be any of the fibers described herein. For example, the fibers may be aligned in one preferred direction. As a result, the fiber-containing layer having the aligned fibers may exhibit anisotropic material properties. This direction may be any suitable direction, depending on the application. For example, this direction may be parallel to the larger dimension in a plane as defined by the length and width of the composite, or it may be perpendicular to this dimension. In the case where all of the dimensions in this plane are the same, or comparable, this direction may be any predetermined, pre-designated direction. For example, the anisotropic fiber-containing layer may exhibit stronger mechanical properties (e.g., elastic modulus, flexural modulus, etc.) along the preferred, aligned direction than the one orthogonal thereto. A layer containing fibers aligned in one (preferred) direction may refer to a layer having at least about 80 vol% of the fibers aligned in that direction — e.g., at least about 85 vol%, about 90 vol%, about 95 vol%, about 99 vol%, about 99.5 vol%, about 99.9 vol%, or higher. Other vol% values are also possible. In one example, the fibers exhibiting a preferred direction herein are referred to as "unidirectional fibers."

[0027] The fibers may also be woven fibers. The fibers may be any of the fibers described herein. The woven fibers may be in at least one of the following forms: plain, twill, satin, triaxial, stitched, basket, continuous strand mat, and veil. For example, unidirectional fibers may be fed into a weaving machine to make woven fibers. In one example, a woven-fiber-containing layer exhibits isotropic material properties, at least with respect to the plane as defined by the woven fibers. In other words, the isotropic fiber-containing layer
may exhibit the same, or about the same, mechanical properties in all directions of the layer (in the plane).

*Exterior Polymeric Layer*

**[0028]** The exterior polymeric layer 13 of the composite described herein may comprise any suitable material. It is noted that while the layer 1S is termed "exterior" and is the outermost layer of the composite shown in Fig. 1, this exterior polymeric layer need not be the outermost layer. The term "exterior" herein is merely used to describe the relative position of this layer with respect to the porous core layer and the first fiber-containing layer. In one example, there are additional materials or layers disposed over the exterior polymeric layer. The polymer in the exterior polymeric layer 13 may comprise synthetic polymer, natural polymer, or both, in one example, the exterior polymeric layer 13 comprises polymeric fabrics. The material may comprise, for example, a thermoset, a thermoplastic, or both. For example, the material may comprise a polyamide, polyester, or both. In one example, the exterior polymeric layer comprises water-proof textile fabrics.

**[0029]** The polyamide may have a weight-average molecular weight ranging from about 70,000 to about 300,000. The polyamide may comprise, or be, a nylon, nylon or PA 11 (PA-11), nylon or PA 12 (PA-12), nylon or PA 6 (PA-6), nylon or PA 8 (PA-8), nylon or PA 9 (PA-9), nylon or PA 88 (PA-88), nylon or PA 812 (PA-812), nylon or PA 812 (PA-812), nylon or PA 812 (PA-812), etc. The nylon may be a high molecular weight nylon — e.g., nylon 12, polyamide 8, polyamide 8, polyamide 11, polyamide 86, and combinations thereof. Other polyamides are also possible.

**[0030]** A polyester herein may refer to any material that comprise an ester functional group in the main chain. The polyester may be a thermoset or a thermoplastic. The polyester may comprise a liquid crystalline polyester. The polyester may be aliphatic, semi-aromatic, or aromatic. In one example, the polyester comprises polyglycolide or polyglycolic acid (PGA), polySactic acid (TLA), polyeaprolactone (PCL), polyhydroxyalkiioate (PHA).
polyhydroxybutyrate ("PHB"), polyethylene adipate ("PEA"), polybutylene succinate ("PBS"), poly(34hydroxybutyrate-co-3-hydroxyvalerateK "PHBV"), polyethylene terephthalate ("PET"), polybiyline terephthalate ("PBT"), polytrimethylene terephthalate ("PTT"), polyethylene naphthalate (PEN), etc.

[0031] The exterior polymeric layer 13 may be permeable to a gas but impermeable to a liquid. The liquid may be liquid water. In one example, the exterior polymeric layer 13 has the same liquid impermeability and air permeability properties as the core layer. These properties include the water contact angle, the average pore size, etc., as described above, in one example, the average pore size in this exterior polymeric layer 13 is greater than 3 A but less than the size of a water droplet - e.g. in the micrometer range, such as between about 1 pm and about 500 pm, such as between about 10 pm and about 200 pm. between about 50 pm and about 100 pm, etc.

Polymer-Fiber Composite

[0032] The aforedescribed core layer, fiber-containing layer, and the exterior polymeric layer may be assembled in any combination to form a polymer-fiber composite.

[0033] The composite may further comprise at least one additional surface-containing layer and at least one additional exterior polymeric layer. As shown in the composite 20 in Fig. 2, in addition to the fiber-containing layer 12 and exterior polymeric layer 13 disposed over the first side 211 of the core layer 11, a second fiber-containing layer 22 is disposed over the second side 212 of the core layer 11. Moreover, an additional exterior polymeric layer may be disposed over the fiber-containing layer 22 over the second side to mirror the different layers on the first side 211 (not shown).

[0034] Each of the layers of the composite described herein may have any suitable thickness. In one example, these layers have the same thickness. In another example, these layers have different thickness. For example, the core layer may be thicker than the fiber-containing layer and the exterior polymeric
layer. The oore layer may also be thinner than the fiber-containing layer and the exterior polymeric layer. For example, the fiber-containing layer may be thicker than the core layer and the exterior polymeric layer. The fiber-containing layer may also be thinner than the core layer and the exterior polymeric layer. For example, the exterior polymeric layer may be thicker than the core layer and the fiber-containing layer. The exterior polymeric layer may be thinner than the core layer and the fiber-containing layer.

[0035] The overall polymer-fiber composite described herein may have any suitable thickness, depending on the application. For example, the composite may have a thickness in the millimeter range. In one example, the polymer-fiber composite described herein has a thickness of less than or equal to about 2.5 mm - e.g., less than or equal to about 2.0 mm, 1.5 mm, about 1.2 mm, about 1.0 mm, about 0.8 mm, about 0.8 mm, or smaller. In another example, the thickness of the polymer-fiber composite is greater than or equal to about 2.5 mm. Within the composite, each layer may have any suitable thickness. In one example, the core layer has a thickness of that is twice as much as each of the fiber-containing layers. In one example, the core layer has a thickness of about 0.2 mm, whereas each of the fiber-containing layers has a thickness of about 0.1 mm. In one example, the composite has a thickness between about 0.4 mm and about 2.0 mm - e.g., between about 0.6 and about 1.8 mm, between about 0.8 mm and about 1.2 mm, etc. In one example, the fluoropolymer-containing core layer has a thickness between about 0.001 mm and about 0.5 mm - e.g., between about 0.005 mm and about 0.1 mm, between about 0.01 mm and about 0.05 mm, etc. In one example, the other (fiber-containing) layer(s) in the composite has a thickness between about 0.05 mm and about 0.4 mm - e.g., between about 0.1 mm and about 0.2 mm, etc. Other thickness values for composite, the core layer, and the fiber-containing layers are possible.

[0036] Any of the fiber-containing layers described herein may comprise fibers embedded within a polymeric matrix, as described above. The polymeric matrix may comprise any suitable material, such as those described herein. For example, the fibers in a first fiber-containing layer may be embedded in a first
polymeric matrix; and the fibers in a second fiber-containing layer may be embedded in a second polymeric matrix. In one example, the different fiber-containing layers comprise different polymeric materials as the matrix material from one another—in this instance, the first polymeric matrix and the second polymeric matrix comprise different polymeric materials. In another example, the different fiber-containing layers comprise the same polymeric materials as the matrix material. In another example where more than two fiber-containing layers are present, some of the fiber-containing layers comprise the same polymeric materials as the matrix as some others, while the others comprise different polymeric materials.

[0037] Depending on the materials involved and the arrangement thereof, the polymer-fiber composite described herein may have any suitable mechanical properties. For example, the composite described herein may have a high flexural strength in comparison to a metal or a metal alloy of comparable, or the same, size. The flexural strength of a material herein may be reflected in the flexural modulus (also often known as "bending modulus") of the material. The flexural modulus of a material may be obtained by ASTM 0790 using a 3-point bending test on the material in the form of a rectangular beam and may be expressed by

\[
E_n = \frac{L^3F}{4wh^3d};
\]

where \(E_{\text{flex}}\) is flexural modulus, \(w\) and \(h\) the width and thickness of the beam, \(L\) the distance between the two outer supports, and \(d\) the deflection due to the load \(F\) applied at the middle of the beam.

[0038] In one example, a composite comprising a core layer, a first fiber-containing layer, and a second exterior polymeric layer (as shown in Fig. 1B) has a flexural modulus of at least about 5 GPa—e.g., at least about 10 GPa, about 20 GPa, about 30 GPa, about 40 GPa, about 50 GPa, about 80 GPa, about 70 GPa, about 80 GPa, or higher. In one example, the fibers in the first fiber-containing layer are woven fibers. Depending on the materials and geometry involved, higher or lower flexural modulus values are also possible.
The polymer-fiber composite described herein may have several additional desirable properties. In one example, due at least in part to the fluoropolymer-containing core layer, the composite described herein is permeable to air. In another example, due at least in part to the fluoropolymer-containing core layer, the composite described herein is impermeable to liquid water. In one example, due at least in part to the fluoropolymer-containing core layer, the composite described herein is impermeable to liquid water and permeable to air.

Additionally, while the polymer-fiber composite described herein may provide the same, or comparable, mechanical properties (e.g., flexural modulus) as a metal-containing composite, the polymer-fiber composite described herein may be lighter than the metal-containing composite, and at the same time providing (hot) air ventilation out of the interior of the composite. For example, the polymer-fiber composite described herein may have a density that is between about 1.0 g/cm³ and about 2.0 g/cm³ - e.g., between about 1.1 g/cm³ and about 1.5 g/cm³; between about 1.2 g/cm³ and about 1.4 g/cm³, etc. Other values are also possible. In one example, the density is between about 1.2 g/cm³ and about 1.3 g/cm³.

Methods of Making

The polymer-fiber composite described herein may be fabricated by a method involving any suitable processes. Fig. 3 provides a flowchart showing the processes involved in one example of a method of making a composite described herein. As shown in Fig. 3, the method in this example comprises disposing over at least a portion of a core layer a first layer, the core layer comprising a fluoropolymer and the first layer comprising fibers that comprise at least one of unidirectional fibers and woven fibers (S301). Subsequently, the method comprise disposing over at least a portion of the first layer a second layer, the second layer comprising a polymer (S302). Thereafter, the method comprises thermal forming the core layer, the first layer, and the second layer into a composite (S303).
second exterior polymeric layer may be any of those described herein. The composite described in this example is a part of a housing of an electronic device and is permeable to air and impermeable to liquid water.

[0042] The conditions involved in the different processes during the fabrication described herein may vary depending on the materials involved. For example, thermal forming may involve a process in which a plastic sheet is heated to a pliable forming temperature, formed to a specific shape in a mold, and trimmed to create a usable product. The sheet may be heated in an oven to a temperature high enough to permit it to be stretched into or onto a mold and cooled to a finished shape. The sheet may be pressed at the elevated temperature by a mechanical pressure.

[0043] The temperature to be elevated may depend on the materials involved. For example, when the core layer comprises PC, the elevated (hot pressing) temperature may be at least about 150°C — e.g., at least about 160°C, about 170°C, about 180°C, about 190°C, about 200°C, about 220°C, about 240°C, about 260°C, about 280°C, about 300°C, or higher. Other temperatures are also possible. In one example, the hot pressing temperature involved during thermal forming is between about 160°C and about 280°C. In another example, the hot pressing temperature involved during thermal forming is between about 180°C and about 220°C.

[0044] The thermal forming process may involve any suitable mechanical pressure (for the pressing), depending on the application. The pressure per part may be between about 1 kgf and about 5000 kgf — e.g., between about 10 kgf and about 1000 kgf, between about 50 kgf and about 500 kgf, between about 100 kgf and about 200 kgf. Other pressure values are also possible.

[0045] In one example, a plastic sheet is fed from a roll or from an extruder into a set of indexing chains that incorporate pins, or spikes, that pierce the sheet and transport it through an oven for heating to forming temperature. The heated sheet then indexes into a form station where a mating mold and pressure-box close on the sheet, with vacuum then applied to remove trapped
air and to pull the material into or onto the mold along with pressurized air to form the plastic to the detailed shape of the mold. **Plug-assists** may be employed in addition to vacuum in the case of taller, deeper-draw formed parts in order to provide the needed material distribution and thicknesses in the finished parts. In one example, after a short form cycle, a burst of reverse air pressure is actuated from the vacuum side of the mold as the form tooting opens (also known as **air-eject**) to break the vacuum and assist the formed parts off of, or out of, the mold. A stripper plate may also be utilized on the mold as it opens for ejection of more detailed parts or those with negative-draft, undercut areas. In this example, the sheet containing the formed parts then indexes into a trim station on the same machine, where a die cuts the parts from the remaining sheet web, or indexes into a separate trim press where the formed parts are trimmed. The sheet web remaining after the formed parts are trimmed may be wound onto a take-up reel or fed into an inline granulator for recycling.

Additional or different processes from those described herein during thermal forming may be employed.

**[0046]** Additional processes may be employed in the fabrication method described herein. For example, the method may involve preparing and/or forming at least one of the core layer, the first layer, and the second layer. The preparation of the fiber-containing layers may involve cutting the commercially available fiber-containing layers and the core layer into the desired dimensions.

**[0047]** The method may further comprise impregnating the fibers in a thermoplastic polymeric matrix in the layers before the method of making the composite as described in Fig. 3 begins -- i.e., "pre-impregnating" the fibers in the matrix. The impregnation of the fibers into the polymeric matrix may involve any suitable technique. For example, the technique may comprise a batch process, such as hot pressing, such as one using multilayer lamination. The technique may also involve a continuous process, such as one using a flatbed-laminator system (e.g., MEYER-³ Flatbed-Laminator-Systems, from Herbert Meyer GmbH, Germany). The fibers may be any of those described herein, and the thermoplastic polymeric matrix may comprise any of the polymers described
herein. The method may further comprise integrating the composites as fabricated into another structural component, such as the housing of a device. The device may be an electronic device.

**Applications**

[0048] Due at least in part to the numerous aforedescribed desirable properties, the polymer-fiber composite described herein may be employed in various applications. For example, the composite may be an integral part of a structural component. The component may be a part of the housing of an electronic device. A housing of a device may refer to any structural component that encloses the interior of the device, in one example, the composite described herein is a part of the housing of an electronic device. For example, the composite may be any part of the housing, including back cover, front cover, side cover, and the like, of the device. Fig. 4 shows, in one example, a schematic of an electronic device 40 comprising a housing 41 comprising a polymer-fiber composite 42, including any of the composites described herein. The housing (or a part thereof) 41 is external to the electrical circuit 43 in the interior of the device 40. The electrical circuit 43 may be any type of electrical circuit having any suitable configuration and component. It is noted that while Fig. 4 shows that the composite is in a portion of the top cover, the composite may constitute the entire cover on one side, or multiple sides, as a part of the housing of the device.

[0049] An electronic device herein may refer to any device comprising at least one electrical circuit. Thus, in one example, the housing that comprises the composite described herein may be external to the electrical circuit. The electronic device may be a consumer electronic device. An electronic device may refer to portable/mobile electronic device. An electronic device here may refer to a computer, a memory storage, a display, a signal transmitting device, and the like. A computer may refer to a desktop, a laptop, a tablet, a phablet, a tabione, and the like. A storage unit may refer to the hardware of a hard drive, a server, a processor, and the like. A display may refer to a monitor, a liquid crystal display ("LCD"), a television, and the like. A signal transmitting device
may refer to a device transmitting any type of signal, including light, sound, heat, and the like. In one example, the electronic device is a mobile phone.

[0050] Not to be bound by any particular theory, but the configuration of the composite described herein may provide the device in which the composite is employed with desirable properties. For example, the composite (or the portion of an electronic device comprising the composite) may allow dissipation of heat (via air flow) from inside the device while being impermeable to liquid (from entering the interior of the device). An electronic device including the composite described herein in the housing thereof may have an internal air temperature of lower than or equal to about 80 °C - e.g., lower than equal to about 50 °C, about 40 °C, about 30 °C, etc. Additionally, the fibers provide reinforcement in the composite, thereby providing the composite as a whole with improved mechanical properties (in comparison to a composite with the fibers).

Additional Notes

[0051] It should be appreciated that all combinations of the foregoing concepts (provided such concepts are not mutually inconsistent) are contemplated as being part of the inventive subject matter disclosed herein. In particular, all combinations of claimed subject matter appearing at the end of this disclosure are contemplated as being part of the inventive subject matter disclosed herein. It should also be appreciated that terminology explicitly employed herein that also may appear in any disclosure incorporated by reference should be accorded a meaning most consistent with the particular concepts disclosed herein.

[0052] Also, the technology described herein may be embodied as a method, of which at least one example has been provided. The acts performed as part of the method may be ordered in any suitable way. Accordingly, examples may be constructed in which acts are performed in an order different than illustrated, which may include performing some acts simultaneously, even though shown as sequential acts in illustrative examples.
The indefinite articles "an" and "the," as used herein in this disclosure, including the claims, unless clearly indicated to the contrary, should be understood to mean "at least one." Any ranges cited herein are inclusive.

The terms "substantially" and "about" used throughout this disclosure, including the claims, are used to describe and account for small fluctuations, such as due to variations in processing. For example, they can refer to less than or equal to ±5%, such as less than or equal to ±2%, such as less than or equal to ±1%, such as less than or equal to ±0.5%, such as less than or equal to ±0.2%, such as less than or equal to ±0.1%, such as less than or equal to ±0.05%.

Concentrations, amounts, and other numerical data may be expressed or presented herein in a range format. Such a range format is used merely for convenience and brevity and thus should be interpreted flexibly to include not only the numerical values explicitly recited as the limits of the range, but also to include all the individual numerical values or sub-ranges encompassed within that range as if each numerical value and sub-range is explicitly recited. As an illustration, a numerical range of "1 weight % (wt%) to 5 wt%" should be interpreted to include not only the explicitly recited values of 1 wt% to 5 wt%, but also include individual values and sub-ranges within the indicated range. Thus, included in this numerical range are individual values, such as 2, 3.5, and 4, and sub-ranges, such as from 1-3, from 2-4, and torn 3-5, etc. This same principle applies to ranges reciting only one numerical value. Furthermore, such an interpretation should apply regardless of the breadth of the range or the characteristics being described.

The phrase "and/or," as used herein in this disclosure, including the claims, should be understood to mean "either or both" of the elements so conjoined, i.e., elements that are conjunctively present in some cases and disjunctively present in other cases. Multiple elements listed with "and/or" should be construed in the same fashion, i.e., "one or more" of the elements so conjoined. Other elements may optionally be present other than the elements
specifically identified by the “and/or” clause, whether related or unrelated to those elements specifically identified. Thus, as a non-limiting example, a reference to “A and/or B, when” used in conjunction with open-ended language such as “comprising” can refer, in one example, to A only (optionally including elements other than B); in another example, to B only (optionally including elements other than A); in yet another example, to both A and B (optionally including; other elements); etc.

[005?] As used in this disclosure, including the claims, “or” should be understood to have the same meaning as “and/or” as defined above. For example, when separating items in a list, “of” or “and/or” shall be interpreted as being inclusive, i.e., the inclusion of at least one, but also including more than one, of a number or list of elements, and, optionally, additional unlisted items. Only terms clearly indicated by the contrary, such as “only one of” or “exactly one of,” or, when used in the claims, “consisting of,” will refer to the inclusion of exactly one element of a number or list of elements. In general, the term “or” as used herein shall only be interpreted as indicating exclusive alternatives (i.e., “one or the other but not both”) when preceded by terms of exclusivity, such as “either,” “one of,” “only one of,” or “exactly one of.” “Consisting essentially of,” when used in the claims, shall have its ordinary meaning as used in the field of patent law.

[0058] As used in this disclosure, including the claims, the phrase “at least one,” in reference to a list of one or more elements, should be understood to mean at least one element selected from any one or more of the elements in the list of elements, but not necessarily including at least one of each and every element specifically listed within the list of elements and not excluding any combinations of elements in the list of elements. This definition also allows that elements may optionally be present other than the elements specifically identified within the list of elements to which the phrase “at least one” refers, whether related or unrelated to those elements specifically identified. Thus, as a non-limiting example, “at least one of A and B” (or, equivalency, “at least one of A or B,” or, equivalently “at least one of A and/or B”) can refer, in one
example, to at least one, optionally including more than one, A, with no 8 present (and optionally including elements other than B); in another example, to at least one, optionally including more than one, B, with no A present (and optionally including elements other than A); in yet another example, to at least one, optionally including more than one, A, and at least one, optionally including more than one, B (and optionally including other elements); ate,

[0059] In this disclosure, including the claims, all transitional phrases such as "comprising," "including," "carrying," "having," "containing," "involving," "holding," "composed of," and the like are to be understood to be open-ended, i.e., to mean including but not limited to. Only the transitional phrases "consisting of" and "consisting essentially of" shall be closed or semi-closed transitional phrases, respectively, as set forth in the United States Patent Office Manual of Patent Examining Procedures, § 2111.03.
WHAT IS CLAIMED:

1. A composite, comprising:
   a porous core layer comprising a fluoropolymer;
   a first layer disposed over at least a portion of the core layer, the first
   layer comprising fibers that comprise at least one of unidirectional fibers and
   woven fibers; and
   a second layer disposed over at least a portion of the first layer, the
   second layer comprising a polymer:
   wherein the composite is permeable to air but impermeable to liquid
   water.

2. The composite of claim 1, wherein the fluoropolymer comprises at
   least one of polytetrafluoroethylene (PTFE) and expanded
   polytetrafluoroethylene (ePTFE).

3. The composite of claim 1, wherein the core layer has an average
   pore size of less than or equal to about 3 Å.

4. The composite of claim 1, wherein the fibers comprise at least one
   of carbon fibers, glass fibers, aramid fibers, and titanium fibers.

5. The composite of claim 1, wherein the fibers are embedded in a
   polymeric matrix in the first layer, the polymeric matrix comprising at least one
   of a thermoplastic and a thermoset.

6. The composite of claim 1, wherein the fibers comprise woven
   fibers.
7. The composite of claim 1, wherein the polymer in the second layer comprises at least one of nylon and polyester.

8. The composite of claim 1, wherein the polymer in the second layer has an average pore size of between about 1 \( \mu \text{m} \) and about 500 \( \mu \text{m} \).

9. The composite of claim 1, wherein the composite has a flexural modulus of at least 10 GPa.

10. An electronic device, comprising
    an electrical circuit;
    a housing exterior to the electrical circuit, the housing comprising a composite comprising:
        a porous core layer comprising a fluoropolymer;
        a first layer disposed over at least a portion of the core layer, the first layer comprising fibers that comprise at least one of unidirectional fibers and woven fibers; and
        a second layer disposed over at least a portion of the first layer, the second layer comprising a polymer,

11. The electronic device of claim 10, wherein the composite is permeable to air.

12. The electronic device of claim 10, wherein composite is impermeable to liquid water.

13. A method of making, comprising:
disposing over at least a portion of the core layer a first layer, the core layer comprising a fluoropolymer and the first layer comprising fibers that comprise at least one of unidirectional fibers and woven fibers;

disposing over at least a portion of the first layer a second layer, the second layer comprising a polymer; and

thermal forming the core layer, the first layer, and the second layer into a composite;

wherein the composite is a part of a housing of an electronic device and is permeable to air and impermeable to liquid water.

14. The method of claim 13, wherein the fluoropolymer comprises at least one of polytetrafluoroethylene ("PTFE") and expanded polytetrafluoroethylene ("ePTFE). 

15. The method of claim 13, further comprising impregnating the fibers in a polymeric matrix in the first layer.
Disposing over at least a portion of a core layer a first layer, the core layer comprising a fluoropolymer and the first layer comprising fibers that comprise at least one of unidirectional fibers and woven fibers

Disposing over at least a portion of the first layer a second layer, the second layer comprising a polymer

Thermal forming the core layer, the first layer, and the second layer into a composite, wherein the composite is a part of an housing of an electronic device and is permeable to air and substantially impermeable to liquid water
INTERNATIONAL SEARCH REPORT
International application No.
PCT/US2014/065888
A. CLASSIFICATION OF SUBJECT MATTER
B32B 5/02/2006.01i, B32B 5/28/2006.01i, B32B 27/12/2006.01i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
B32B 5/02; G10K 11/00; B65D 25/34; H05K 7/20; B29C 55/12; H05K 3/06; H05K 5/02; B01D 46/00; H04B 1/38; B32B 5/28; B32B 27/12

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & Keywords: PTFE, woven fiber, polymer, air permeable, liquid impermeable

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2010-0206660 A1 (HORIE, YURI et al.) 19 August 2010 See abstract; paragraph [0074]; claims 1, 5, 6, 8; and figure 3.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>JP 2009-149369 A (SUTECH TRADING LTD.) 09 July 2009 See abstract; claims 1, 4, 5; and figure 1.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>US 2014-0160680 A1 (HZO, INC.) 12 June 2014 See abstract; and claims 1, 10.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>US 2011-0188247 A1 (HUANG, JAMES et al.) 04 August 2011 See abstract; and claims 1, 8.</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>US 2014-0228081 A1 (CHANG, DAVID) 14 August 2014 See abstract; paragraph [0031]; and claims 1, 8.</td>
<td>1-15</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
"A" document defining the general state of the art which is not considered to be of particular relevance
"E" earlier application or patent but published on or after the international filing date
"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
"O" document referring to an oral disclosure, use, exhibition or other means
"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"&" document member of the same patent family

Date of the actual completion of the international search 23 July 2015 (23.07.2015)
Date of mailing of the international search report 23 July 2015 (23.07.2015)

Name and mailing address of the ISA/KR

Authorized officer
CHO, Han Sol
Telephone No. +82-42-481-5580

Facsimile No. +82-42-472-7140

Form PCT/ISA/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2010-0206660 Al</td>
<td>19/08/2010</td>
<td>CN 101795858 A</td>
<td>04/08/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2174778 Al</td>
<td>14/04/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2174778 A4</td>
<td>21/11/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2174778 Bl</td>
<td>19/03/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009-044731 A</td>
<td>26/02/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5160984 B2</td>
<td>13/03/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2010-0041839 A</td>
<td>22/04/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 200911898 A</td>
<td>16/03/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013-0099411 Al</td>
<td>25/04/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8663530 B2</td>
<td>04/03/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8695812 B2</td>
<td>15/04/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>¥0 2009-011315 Al</td>
<td>22/01/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101466209 B</td>
<td>14/03/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2072250 Al</td>
<td>24/06/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009-0162663 Al</td>
<td>25/06/2009</td>
</tr>
<tr>
<td>US 2014-0160680 Al</td>
<td>12/06/2014</td>
<td>TW 201434273 A</td>
<td>01/09/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>¥0 2014-093549 Al</td>
<td>19/06/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2012-025160 A</td>
<td>09/02/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2014-043592 A</td>
<td>13/03/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5538319 B2</td>
<td>02/07/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5727580 B2</td>
<td>03/06/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011-0186437 Al</td>
<td>04/08/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013-0083528 Al</td>
<td>04/04/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8530004 B2</td>
<td>10/09/2013</td>
</tr>
<tr>
<td>US 2014-0228081 Al</td>
<td>14/08/2014</td>
<td>None</td>
<td></td>
</tr>
</tbody>
</table>