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(57) ABSTRACT 

A method for forming a patterned microelectronics layer 
within a microelectronics fabrication. There is first provided 
a Substrate employed within a microelectronics fabrication. 
There is then formed over the Substrate an oxygen contain 
ing plasma etchable microelectronics layer. There is then 
formed upon the oxygen containing plasma etchable micro 
electronics layer a hard mask layer. There is then formed 
upon the hard mask layer a patterned photoresist layer. There 
is then etched through use of a first anisotropic plasma etch 
method the hard mask layer to form a patterned hard mask 
layer while employing the patterned photoresists layer as a 
first etch mask layer. The first anisotropic plasma etch 
method employs an etchant gas composition appropriate for 
etching a hard mask material from which is formed the hard 
mask layer. There is then etched through use of a second 
plasma etch method the patterned photoresist layer from the 
patterned hard mask layer while employing the patterned 
hard mask layer as an etch stop layer while simultaneously 
etching the oxygen containing plasma etchable microelec 
tronics layer while employing at least the patterned hard 
mask layer as a second etch mask layer to form a patterned 
oxygen containing plasma etchable microelectronics layer. 
The second plasma etch method employs an oxygen con 
taining etchant gas composition. The method is particularly 
useful for forming patterned oxygen containing plasma 
etchable microelectronics dielectric layers within microelec 
tronics fabrications. 

28 Claims, 2 Drawing Sheets 
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HARD MASKING METHOD FOR FORMING 
PATTERNED OXYGEN CONTAINING 

PLASMA ETCHABLE LAYER 

Matter enclosed in heavy brackets appears in the 
original patent but forms no part of this reissue specifi 
cation; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to oxygen con 

taining plasma etchable layers within microelectronics fab 
rications. More particularly, the present invention relates to 
methods for forming patterned oxygen containing plasma 
etchiable layers within microelectronics fabrications. 

2. Description of the Related Art 
Microelectronics fabrications are formed from microelec 

tronics substrates over which are formed patterned micro 
electronics conductor layers which are separated by micro 
electronics dielectric layers. 
As microelectronics integration levels have increased and 

microelectronics device and patterned conductor element 
dimensions have decreased, it has been increasingly com 
mon within the art of microelectronics fabrication to employ 
interposed between the patterns of narrow linewidth dimen 
Sion and/or narrow pitch dimensions patterned microelec 
tronics conductor layers within microelectronics fabrica 
tions microelectronics dielectric layers formed of low 
dielectric constant dielectric materials. For the purposes of 
this disclosure, low dielectric constant dielectric materials 
are intended as dielectric materials having a dielectric con 
stant of less than about 3.6. Microelectronics dielectric 
layers formed of low dielectric constant dielectric materials 
are desirable interposed between the patterns of narrow 
linewidth dimension and/or narrow pitch dimension pat 
terned microelectronics conductor layers within microelec 
tronics fabrications since such dielectric layers formed from 
such low dielectric constant dielectric materials provide 
dielectric layers through which there may be fabricated 
microelectronics fabrications with enhanced microelectron 
ics fabrication speed, attenuated patterned microelectronics 
conductor layer parasitic capacitance and attenuated pat 
terned microelectronics conductor layer cross-talk. 
Low dielectric constant dielectric materials which may be 

employed for forming low dielectric constant microelectron 
ics dielectric layers within microelectronics fabrications are 
typically materials with hydrogen and/or carbon content, 
Such as but not limited to organic polymer spin-on-polymer 
dielectric materials (such as but not limited to polyimide 
organic polymer spin-on-polymer dielectric materials, poly 
(arylene ether) organic polymer spin-on-polymer dielectric 
materials and fluorinated poly (arylene ether) organic poly 
mer spin-on-polymer dielectric materials), amorphous car 
bon dielectric materials and silsesqiuoxane spin-on-glass 
(SOG) dielectric materials (such as but not limited to 
hydrogen silsesquioxane spin-on-glass (SOG) dielectric 
materials, carbon bonded hydrocarbon silsesquioxane spin 
on-glass (SOG) dielectric materials and carbon bonded 
fluorocarbon silsesquioxane spin-on-glass (SOG) dielectric 
materials). Silsesquioxane spin-on-glass (SOG) dielectric 
materials are characterized by the general chemical formula 
R1—Si(OR2)3, where: (1) R1 may be any of several 
radicals, including but not limited to hydrogen radical (-H) 
and carbon bonded organic radicals such as but not limited 
to carbon bonded hydrocarbon radicals (such as but not 
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2 
limited to methyl radical (-CH3) and ethyl radical 
(—C2H5)) and carbon bonded fluorocarbon radicals (such 
as but not limited to trifluoromethyl radical ( CF3) and 
pentafluoroethyl radical ( C2F5)), but not oxygen bonded 
radicals; and (2) R2 is typically, although not exclusively, a 
carbon bonded organic radical such as but not limited to 
methyl radical (-CH3) or an ethyl radical ( C2H5). 
Organic polymer spin-on-polymer dielectric materials and 
silsesquioxane spin-on-glass dielectric materials are typi 
cally spin-coated and subsequently thermally cured at tem 
peratures of from about 350 to about 420 degrees centigrade 
to form within microelectronics fabrications low dielectric 
constant microelectronics dielectric layers. In contrast, 
amorphous carbon dielectric materials are typically formed 
into low dielectric constant dielectric layers within micro 
electronics fabrications through use of thin film deposition 
methods such as but not limited to chemical vapor deposi 
tion (CVD) methods and physical vapor deposition (PVD) 
methods. 
While organic polymer spin-on-polymer dielectric 

materials, amorphous carbon dielectric materials and silses 
quioxanie spin-on-glass (SOG) dielectric materials are thus 
desirable within the art of microelectronics fabrication for 
forming low dielectric constant microelectronics dielectric 
layers within microelectronics fabrications, organic polymer 
spin-on-polymer dielectric materials, amorphous carbon 
dielectric materials and silsesquioxane spin-on-glass (SOG) 
dielectric materials are not entirely without problems in 
forming low dielectric constant microelectronics dielectric 
layers within microelectronics fabrications. In particular, 
low dielectric constant dielectric layers formed employing 
organic polymer spin-on polymer dielectric materials, amor 
phous carbon dielectric materials and silsesquioxane spin 
on-glass (SOG) dielectric materials are, due to their hydro 
gen content and/or carbon content, difficult to pattern with 
uniform linewidth dimension within advanced microelec 
tronics fabrications through use of conventional photolitho 
graphic methods employing conventional positive or nega 
tive photoresist etch mask layers, since when stripping 
through a conventional oxygen containing plasma etch 
method from such a patterned low dielectric constant micro 
electronics dielectric layer a conventional positive or nega 
tive photoresist etch mask layer which is employed in 
defining the patterned low dielectric constant microelectron 
ics dielectric layer, there is typically laterally etched the 
patterned low dielectric constant microelectronics dielectric 
layer due to susceptibility to etching of the low dielectric 
constant dielectric material within the oxygen containing 
plasma etch method. 

Laterally etched patterned low dielectric constant micro 
electronics dielectric layers are undesirable within advanced 
microelectronics fabrications since when such laterally 
etched patterned low dielectric constant microelectronics 
dielectric layers have contact vias or interconnection vias 
formed therethrough to access semiconductor substrate con 
tact regions or patterned conductor layer contact regions 
within microelectronics fabrications there is often compro 
mised the linewidth and/or spacing of patterned microelec 
tronics conductor stud layers formed within the contact vias 
or interconnection vias formed through those laterally 
etched patterned low dielectric constant microelectronics 
dielectric layers. 

It is thus towards the goal of forming within advanced 
microelectronics fabrications patterned low dielectric con 
stant microelectronics dielectric layers formed from oxygen 
containing plasma etchable dielectric materials, with attenu 
ated lateral etching of the patterned low dielectric constant 
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microelectronics dielectric layers when stripping from the 
patterned low dielectric constant microelectronics dielectric 
layers through use of oxygen containing plasma etch meth 
ods patterned photoresist layers employed in defining those 
patterned low dielectric constant microelectronics dielectric 
layers that the present invention is more specifically 
directed. In a more general sense, the present invention is 
also directed towards forming within advanced microelec 
tronics fabrications patterned microelectronics layers (not 
necessarily patterned microelectronics dielectric layers) 
formed of oxygen containing plasma etchable materials with 
attenuated lateral etching of the patterned microelectronics 
layers when stripping from the patterned microelectronics 
layers through use of oxygen containing plasma etch meth 
ods patterned photoresist layers which are employed in 
defining those patterned microelectronics layers. 

Various photolithographic and etch methods have been 
disclosed in the art of microelectronics fabrication for form 
ing patterned microelectronics layers within microelectron 
ics fabrications. 

For example, Lin et al., in U.S. Pat. No. 5.246,883, 
discloses a method for forming a contact via structure 
through at least one dielectric layer within an integrated 
circuit microelectronics fabrication. The method employs at 
least the one dielectric layer having formed thereover a first 
buffer layer which in turn has formed thereupon a second 
buffer layer, where the second buffer layer has a higher 
isotropic etch rate in an isotropic etch method than the first 
buffer layer. By employing the isotropic each method for 
etching the second buffer layer and at least a portion of the 
first buffer layer, followed by an anisotropic etch method for 
etching any remainder of the first buffer layer and at least the 
one dielectric layer, the taper of the sidewall of a via formed 
through at least the second buffer layer, the first buffer layer 
and the dielectric layer may be controlled. 

In addition, Moslehi, in U.S. Pat. No. 5,460,693, discloses 
a photolithography method for use in fabricating patterned 
integrated circuit microelectronics layers within integrated 
circuit microelectronics fabrications, where the photolithog 
raphy method is undertaken employing dry processing meth 
ods only. The completely day processing photolithography 
method employs a halogen doped silicon layer or a halogen 
doped silicon-germanium layer as a photosensitive layer 
from which is Subsequently grown an oxide hard mask layer 
employed as an etch mask layer when etching a processible 
integrated circuit microelectronics layer formed below the 
halogen doped silicon layer or the halogen doped silicon 
germanium layer. 

Further, Havemann, in U.S. Pat. No. 5,565,384, the teach 
ings of which are incorporated herein fully by reference, 
discloses a method for forming within an integrated circuit 
microelectronics fabrication a self-aligned via through an 
inorganic dielectric layer to access a patterned conductor 
layer formed below the inorganic dielectric layer, where the 
patterned conductor layer has interposed at least partially 
between its patterns an organic containing dielectric layer. 
The patterned conductor layer and the organic containing 
dielectric layer are completely covered by the inorganic 
dielectric layer. The method employs an anisotropic etchant 
which is selective to be inorganic dielectric layer with 
respect to the organic dielectric layer, Such that the organic 
dielectric layer serves as an etch stop layer when etching the 
self-aligned via through the inorganic dielectric layer, thus 
avoiding overetching of the organic dielectric layer. 

Finally, Lee et al., in U.S. Pat. No. 5,654.240, discloses a 
method for forming a patterned conductor contact layer 
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4 
contacting a semiconductor Substrate within an integrated 
circuit microelectronics fabrication, while avoiding trench 
ing within the semiconductor Substrate when etching the 
patterned conductor contact layer from a corresponding 
blanket conductor contact layer formed contacting the semi 
conductor substrate. The method employs: (1) a first pat 
terned conductor layer formed upon a patterned dielectric 
layer formed upon the semiconductor substrate, where the 
first patterned conductor layer does not contact the semi 
conductor Substrate; and (2) a second patterned conductor 
layer patterned to terminate upon the first patterned conduc 
tor layer while contacting the first patterned conductor layer 
and the semiconductor Substrate. 

Desirable within the art of microelectronics fabrication 
are methods and materials through which there may be 
formed within microelectronics fabrications patterned 
microelectronics layers formed of oxygen containing plasma 
etch able materials, with attenuated lateral etching of the 
patterned microelectronics layers when stripping from the 
patterned microelectronics layers through use of oxygen 
containing plasma etching methods patterned photoresist 
layers employed in defining those patterned microelectron 
ics layers. More particularly desirable within the art of 
microelectronics fabrication are methods and materials 
through which there may be formed within microelectronics 
fabrications patterned low dielectric constant microelectron 
ics dielectric layers formed of oxygen containing plasma 
etchable low dielectric constant dielectric materials, with 
attenuated lateral etching of the patterned low dielectric 
constant microelectronics dielectric layers when Stripping 
from the patterned low dielectric constant microelectronics 
dielectric layers through use of oxygen containing plasma 
etch methods patterned photoresist layers employed in 
defining those patterned low dielectric constant microelec 
tronics dielectric layers. 

It is towards the foregoing objects that the present inven 
tion is both generally and more specifically directed. 

SUMMARY OF THE INVENTION 

A first object of the present invention is to provide a 
method for forming within a microelectronics fabrication a 
patterned microelectronics layer formed from an oxygen 
containing plasma etchable material. 
A second object of the present invention is to provide a 

method in accord with the first object of the present 
invention, where the patterned microelectronics layer is 
formed with attenuated lateral etching of the patterned 
microelectronics layer when stripping from the patterned 
microelectronics layer through use of an oxygen containing 
plasma etch method a patterned photoresist layer employed 
in defining the patterned microelectronics layer. 
A third object of the present invention is to provide a 

method in accord with the first object of the present inven 
tion and the second object of the present invention, where 
the oxygen containing plasma etchable material is a low 
dielectric constant dielectric material. 
A fourth object of the present invention is to provide a 

method in accord with the first object of the present 
invention, the second object of the present invention and the 
third object of the present invention, which method is readily 
commercially implemented. 

In accord with the objects of the present invention, there 
is provided by the present invention a method for forming a 
patterned microelectronics layer within a microelectronics 
fabrication. To practice the method of the present invention, 
there is first provided a substrate employed within a micro 
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electronics fabrication. There is then formed over the sub 
strate an oxygen containing plasma etchiable microelectron 
ics layer. There is then formed upon the oxygen containing 
plasma etchable microelectronics layer a hard mask layer. 
There is then formed upon the hard mask layer a patterned 
photoresist layer. There is then etched through use of a first 
anisotropic plasma etch method the hard mask layer to for a 
patterned hard mask layer while employing the patterned 
photoresist layer as a first etch mask layer. The first aniso 
tropic plasma etch method employs an etchant gas compo 
sition appropriate for etching a hard mask material from 
which is formed the hard mask layer. There is then etched 
through use of a second plasma etch method the patterned 
photoresist layer from the patterned hard mask layer while 
employing the patterned hard mask layer as an etch stop 
layer while simultaneously etching the oxygen containing 
plasma etchable layer while employing at least the patterned 
hard mask layer as a second etch mask layer to form a 
patterned oxygen containing plasma etchable microelectron 
ics layer. The second plasma etch method is an oxygen 
containing plasma etch method employing an oxygen con 
taining etchant gas composition. 

There is provided by the present invention a method for 
forming within a microelectronics fabrication a patterned 
microelectronics layer from an oxygen containing plasma 
etchable material, where the patterned microelectronics 
layer is formed with attenuated lateral etching of the pat 
terned microelectronics layer when stripping from the pat 
terned microelectronics layer through use of an oxygen 
containing plasma etch method a patterned photoresist layer 
employed in defining the patterned microelectronics layer. 
The method of the present invention realizes in part the 
foregoing objects by forming through use of a first aniso 
tropic plasma etch method a patterned hard mask layer 
interposed between the patterned photoresist layer and a 
microelectronics layer from which is formed the patterned 
microelectronics layer. There is then employed a second 
plasma etch method through which there is simultaneously: 
(1) stripped from the patterned hard mask layer the patterned 
photoresist layer, and (2) patterned the microelectronics 
layer to form the patterned microelectronics layer. 
The method of the present invention may be employed 

where the oxygen containing plasma etchable material is a 
low dielectric constant dielectric material. The method of the 
present invention does not discriminate with respect to the 
nature of oxygen containing plasma etchable material pro 
vided that the oxygen containing plasma etchable material is 
in fact oxygen containing plasma etchiable. Thus, the 
method of the present invention may be employed where the 
oxygen containing plasma etchable material is a low dielec 
tric constant dielectric material, as well as other oxygen 
containing plasma etchable material Such as but not limited 
to oxygen containing plasma etchable conductor materials, 
oxygen containing plasma etchable semiconductor materials 
and oxygen containing plasma etchable higher dielectric 
constant dielectric materials. 
The method of the present invention is readily commer 

cially implemented. The method of the present invention 
employs methods and materials as are otherwise generally 
known in the art of microelectronics fabrication. Since it is 
the process control and process sequencing within the 
method of the present invention which provides, at least in 
part, novelty to the present invention, the method of the 
present invention is readily commercially implemented. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The objects, features and advantages of the present inven 
tion are understood within the context of the Description of 
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6 
the Preferred Embodiments, as set forth below. The Descrip 
tion of the Preferred Embodiments is understood within the 
context of the accompanying drawings, which form a mate 
rial part of this disclosure, wherein: 

FIG. 1 to FIG. 3 show a series of schematic cross 
sectional diagrams illustrating the results of forming within 
a microelectronics fabrication in accord with a general 
embodiment of the present invention which comprises a first 
preferred embodiment of the present invention a patterned 
oxygen containing plasma etchable microelectronics layer 
from a blanket oxygen containing plasma etchable micro 
electronics layer. 

FIG. 4 to FIG. 6 show a series of schematic cross 
sectional diagrams illustrating the results of forming within 
a microelectronics fabrication in accord with a more specific 
embodiment of the present invention which comprises a 
second preferred embodiment of the present invention a pair 
of Vias through a low dielectric constant microelectronics 
dielectric layer formed of an oxygen containing plasma 
etchable dielectric material to access a pair of patterned 
conductor layers formed beneath the low dielectric constant 
microelectronics dielectric layer within the microelectronics 
fabrication. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The present invention provides a method for forming 
within a microelectronics fabrication a patterned microelec 
tronics layer from an oxygen containing plasma etchable 
material, where the patterned microelectronics layer is 
formed with attenuated lateral etching of the patterned 
microelectronics layer when stripping from the patterned 
microelectronics layer through use of an oxygen containing 
plasma etch method a patterned photoresist layer employed 
in defining the patterned microelectronics layer. The method 
of the present invention realizes the foregoing objects by 
employing interposed between a blanket microelectronics 
layer from which is formed the patterned microelectronics 
layer and the patterned photoresists layer which is employed 
in defining the patterned microelectronics layer a patterned 
hard mask layer. There is then simultaneously etched while 
employing the oxygen containing plasma etch method: (1) 
the patterned photoresist layer from the patterned hard mask 
layer; and (2) the blanket microelectronics layer to form the 
patterned microelectronics layer. 

Although the method of the present invention is most 
likely to provide value when forming within a microelec 
tronics fabrication a via through a low dielectric constant 
microelectronics dielectric layer formed of an oxygen con 
taining plasma etchable low dielectric constant dielectric 
material, the method of the present invention may be 
employed in forming patterned microelectronics layers 
formed of oxygen containing plasma etchable microelec 
tronics materials including but not limited to oxygen con 
taining plasma etchable microelectronics conductor 
materials, oxygen containing plasma etchable microelec 
tronics semiconductor materials and oxygen containing 
plasma etchable microelectronics dielectric materials. 
Microelectronics fabrications within which may be formed 
patterned microelectronics layers of oxygen containing 
plasma etchable materials through the method of the present 
invention include but are not limited to integrated circuit 
microelectronics fabrications, Solar cell microelectronics 
fabrications, ceramic Substrate microelectronics fabrications 
and flat panel display microelectronics fabrications. 

First Preferred Embodiment 

Referring now to FIG. 1 to FIG. 3, there is shown a series 
of schematic cross-sectional diagrams illustrating the results 
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of forming within a microelectronics fabrication in accord 
with a general preferred embodiment of the present inven 
tion which comprises a first preferred embodiment of the 
present invention a patterned microelectronics layer formed 
of an oxygen containing plasma etchable material. Shown in 
FIG. 1 is a schematic cross-sectional diagram of the micro 
electronics fabrication at an early stage in its fabrication in 
accord with the method of the present invention. 
Shown in FIG. 1 is a substrate 10 employed within a 

microelectronics fabrication, where the substrate 10 has 
formed thereover a blanket oxygen containing plasma etch 
able layer 12. In turn, the blanket oxygen containing plasma 
etchable layer 12 has formed thereupon a blanket hard mask 
layer 14. Finally, the blanket hard mask layer 14 has formed 
thereupon a pair of patterned photoresist layers 16a and 16b. 

Within the first preferred embodiment of the present 
invention, the substrate 10 may be employed within a 
microelectronics fabrication selected from the group of 
microelectronics fabrications including but not limited to 
integrated circuit microelectronics fabrications, Solar cell 
microelectronics fabrications, ceramic Substrate microelec 
tronics fabrications and flat panel display microelectronics 
fabrications. Similarly, although not specifically illustrated 
within the schematic cross-sectional diagram of FIG. 1, the 
substrate 10 may be the substrate alone employed within the 
microelectronics fabrication, or in the alternative, the sub 
strate 10 may be the substrate employed within the micro 
electronics fabrication, where the substrate 10 is intended to 
include the substrate alone employed within the microelec 
tronics fabrication, along with additional microelectronics 
layers formed interposed between the substrate 10 and the 
blanket oxygen containing plasma etchable layer 12. Such 
additional microelectronics layers may include, but are not 
limited to, microelectronics conductor layers, microelec 
tronics semiconductor layers and microelectronics dielectric 
layers as conventionally employed within a microelectronics 
fabrication within which is employed the substrate 10. 
Similarly, although also not specifically illustrated within 
the schematic cross-sectional diagram of FIG. 1, the Sub 
strate 10, particularly when the substrate is a semiconductor 
Substrate employed within an integrated circuit microelec 
tronics fabrication, will typically and preferably have micro 
electronics devices, such as but not limited to resistors, 
transistors and diodes formed therein, thereupon and/or 
thereover. 

Within the first preferred embodiment of the present 
invention with respect to the blanket oxygen containing 
plasma etchable layer 12, the blanket oxygen containing 
plasma etchable layer 12 may be formed from any oxygen 
containing plasma etchable material as it is conventional in 
the art of microelectronics fabrication, provided that the 
blanket oxygen containing plasma etchable layer 12 may be 
completely etched to form a patterned oxygen containing 
plasma etchable layer within the oxygen containing plasma. 
Such oxygen containing plasma etchable materials may 
include, but are not limited to, oxygen containing plasma 
etchable conductor materials, oxygen containing plasma 
etchable semiconductor (or semidielectric) materials and 
oxygen containing plasma etchable dielectric materials. 
Oxygen containing plasma etchable conductor materials 
may include, but are not limited to, graphite materials, while 
oxygen containing plasma etchable semiconductor (or 
semidielectric) materials may include, but are not limited to, 
oxygen containing plasma etchable dielectric materials hav 
ing incorporated therein graphite materials. Preferably, the 
blanket oxygen containing plasma etchable layer 12 is 
formed to a thickness of from about 6000 to about 13000 
angstroms over the substrate 10. 
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8 
Within the first preferred embodiment of the present 

invention with respect to the blanket hard mask layer 14, the 
blanket hard mask layer 14 is may be formed of any hard 
mask material which is not susceptible to etching within an 
oxygen containing plasma etch method. Such hard mask 
materials may include, but are not limited to metals, metal 
alloys, metal oxides, metal nitrides, non-metal oxides, non 
metal nitrides and composites thereof. Typically and 
preferably, the blanket hard mask layer 14 is formed from a 
hard mask material selected from the group of hard mask 
materials including but not limited to silicon oxide hard 
mask materials, silicon nitride hard mask materials and 
silicon nitride hard mask materials. Preferably, the blanket 
hard mask layer 14 is formed to a thickness of from about 
500 to about 2000 angstroms upon the blanket oxygen 
containing plasma etchable layer 12. 

Finally, within the first preferred embodiment of the 
present invention with respect to the patterned photoresist 
layers 16a and 16b, the patterned photoresist layer 16a and 
16b may be formed from any of several photoresist materials 
as are conventional in the art of microelectronics fabrication, 
Such photoresist materials being selected from the general 
groups of photoresist materials including but not limited to 
positive photoresist materials and negative photoresist mate 
rials. Preferably, the patterned photoresist layers 16a and 
16b so formed are each formed to a thickness of from about 
7000 to about 15000 angstroms. 

Referring now to FIG. 2, there is shown a schematic 
cross-sectional diagram illustrating the results of further 
processing of the microelectronics fabrication whose sche 
matic cross-sectional diagram is illustrated in FIG.1. Shown 
in FIG. 2 is a schematic cross-sectional diagram of a 
microelectronics fabrication otherwise equivalent to the 
microelectronics fabrication whose schematic cross 
sectional diagram is illustrated in FIG. 1, but wherein the 
blanket hard mask layer 14 has been patterned to form the 
patterned hard mask layers 14a and 14b through etching 
with a first etching plasma 18 while employing the patterned 
photoresist layers 16a and 16b as a first etch mask layer. 
Within the first preferred embodiment of the present 
invention, the first etching plasma 18 is an anisotropic 
etching plasma which employs an etchant gas composition 
appropriate to the material formed which is formed the 
blanket hard mask layer 14. Within the first preferred 
embodiment of the present invention, where the blanket hard 
mask layer 14 is formed from a silicon containing dielectric 
material, such as but not limited to silicon oxide dielectric 
material, a silicon nitride dielectric material or a silicon 
oxynitride dielectric material, the first etching plasma 18 
preferably employs an etchant gas composition comprising 
an etchant gas which upon plasma activation provides an 
active fluorine containing etchant species. Such etchant gas 
compositions typically comprise, but are not limited to, 
fluorocarbon etchant gases. 

Referring now to FIG. 3, there is shown a schematic 
cross-sectional diagram illustrating the results of further 
processing of the microelectronics fabrication whose sche 
matic cross-sectional diagram is illustrated in FIG. 2. Shown 
in FIG. 3 is a schematic cross-sectional diagram of a 
microelectronics fabrication otherwise equivalent to the 
microelectronics fabrication whose schematic cross 
sectional diagram is illustrated in FIG. 2, but wherein: (1) 
there is stripped from the patterned hard mask layers 14a and 
14b the corresponding patterned photoresist layers 16a and 
16b; and (2) there is formed from the blanket oxygen 
containing plasma etchable layer 12 the patterned oxygen 
containing plasma etchable layers 12a and 12b, through 
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etching within a second etching plasma 20. The second 
etching plasma 20 is an oxygen containing etching plasma 
employing an oxygen containing etchant gas composition 
which upon plasma activation forms an active oxygen 
containing species which etches the blanket oxygen con 
taining plasma etchable layer 12. 

Within the first preferred embodiment of the present 
inventions the oxygen containing etchant gas composition 
may employ an oxygen containing etchant gas selected from 
the group of oxygen containing etchant gases including but 
not limited to oxygen, oZone, nitrous oxide and nitric oxide. 
Similarly, within the first preferred embodiment of the 
present invention the second etching plasma 20 is typically 
and preferably employed at a reactor chamber pressure 
Substantially lower that a reactor chamber pressure typically 
employed when Stripping patterned photoresist layers from 
microelectronics fabrications. While conventional dry oxy 
gen plasma patterned photoresist layer stripping methods 
typically employ reactor chamber pressures of from about 
0.1 to about 2 torr, within the first preferred embodiment of 
the present invention, the oxygen containing plasma etch 
method within which is employed the second etching plasma 
20 preferably employs a reactor chamber pressure of from 
about 1 to 20 mtorr, more preferably from about 3 to about 
15 mtorr and most preferably from about 5 to about 10 mtorr. 
Under Such circumstances, there is attenuated a lateral 
etching of the blanket oxygen containing plasma etchable 
layer 12 when forming the patterned oxygen containing 
plasma etchable layers 12a and 12b. 

In addition, within the first preferred embodiment of the 
present invention it is also desirable to employ within the 
oxygen containing plasma etch method which employs the 
second etching plasma 20 a sputtering gas component within 
the oxygen containing etchant gas composition. Similarly 
with the reduction of reactor chamber pressure, the presence 
of a sputtering gas component also attenuates lateral etching 
of the patterned oxygen containing plasma etchable layers 
12a and 12b when forming the patterned oxygen containing 
plasma etchable layers 12a and 12b. Typical sputtering gas 
components include, but are not limited to argon and Xenon, 
with argon being particularly preferred. Typically and 
preferably, the Sputtering gas component is present at a 
volume percentage of from about 10 to about 40 percent of 
the etchant gas composition employed within the second 
etching plasma 20. 

Finally, within the first preferred embodiment of the 
present invention the thicknesses of the patterned photoresist 
layers 16a and 16b and the blanket oxygen containing 
plasma etchable layer 12 are selected such that within the 
oxygen containing plasma etch method employing the sec 
ond etching plasma 20 there is completely stripped the 
patterned photoresist layers 16a and 16b from the patterned 
hard mask layers 14a and 14b, and completely etched the 
blanket oxygen containing plasma etchable layer 12 when 
forming the oxygen containing plasma etchable layers 12a 
and 12b with an attenuated and minimal. If any lateral 
etching of the patterned oxygen containing plasma etchable 
layers 12a and 12b. This typically requires that the patterned 
photoresist layers 16a and 16b are completely etched from 
the patterned hard mask layers 14a and 14b before the 
blanket oxygen containing plasma etchable layer 12 is 
completely patterned to form the patterned oxygen contain 
ing plasma etchable layers 12a and 12b. 
Upon forming the microelectronics fabrication whose 

schematic cross-sectional diagram is illustrated in FIG. 3, 
there is formed a microelectronics fabrication having formed 
therein a pair of patterned oxygen containing plasma etch 
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10 
able layers within attenuated internal etching of the pair of 
patterned oxygen containing plasma etchable layers when 
etching from the microelectronics fabrication a pair of 
patterned photoresist layers employed in defining the pair of 
patterned oxygen containing plasma etchable layers. 

Second Preferred Embodiment 

Referring now to FIG. 4 to FIG. 6, there is shown a series 
of schematic cross-sectional diagrams illustrating the results 
of forming within a microelectronics fabrication in accord 
with a more specific embodiment of the present invention 
which comprises a second preferred embodiment of the 
present invention a pair of Vias through a low dielectric 
constant microelectronics dielectric layer formed of an oxy 
gen containing plasma etchable dielectric material to access 
a pair of patterned conductor layers formed beneath the low 
dielectric constant microelectronics dielectric layer within 
the microelectronics fabrication. Shown in FIG. 4 is a 
schematic cross-sectional diagram of the microelectronics 
fabrication at an early stage in practice of the method of the 
present invention. 
Shown in FIG. 4 is a substrate 30 employed within a 

microelectronics fabrication, where the substrate 30 has 
formed thereover a blanket first dielectric layer 32. In turn, 
the blanket first dielectric layer 32 has formed thereupon a 
pair of patterned conductor layers 34a and 34b. The pat 
terned conductor layers 34a and 34b, and portions of the 
blanket first dielectric layer 36 exposed adjoining the pat 
terned conductor layers 34a and 34b, have formed thereupon 
a blanket inter-metal dielectric (IMD) layer 36. The blanket 
inter-metal dielectric (IMD) layer 36 has formed thereupon 
a blanket hard mask layer 38. Finally, the blanket hard mask 
layer 38 has formed thereupon a series of patterned photo 
resist layers 40a, 40b and 40c. 

Within the second preferred embodiment of the present 
invention, the Substrate 30, analogously or equivalent with 
the substrate 10 employed within the first preferred embodi 
ment of the present invention as illustrated within FIG. 1 
may be a Substrate employed within a microelectronics 
fabrication selected from the group of microelectronics 
fabrications including but not limited to integrated circuit 
microelectronics fabrications Solar cell microelectronics 
fabrications, ceramic Substrate microelectronics fabrications 
and flat panel display microelectronics fabrications. 

Within the second preferred embodiment of the present 
invention with respect to the blanket first dielectric layer32. 
the blanket first dielectric layer 32 may be formed from any 
of several dielectric materials as are conventional in the art 
of microelectronics fabrication. Such dielectric materials 
may include but are not limited to silicon oxide dielectric 
materials, silicon nitride dielectric materials, silicon oxyni 
tride dielectric materials and composites thereof, as well as 
any of the several oxygen containing plasma etchable low 
dielectric constant dielectric materials as discussed within 
the Description of the Related Art. Preferably, the blanket 
first dielectric layer 32 as illustrated within the schematic 
cross-sectional diagram of FIG. 4 is formed from a silicon 
oxide dielectric material deposited through use of a plasma 
enhanced chemical vapor deposition (PECVD) method, as is 
conventional in the art of microelectronics fabrication. 
Preferably, the blanket first dielectric layer 32 so formed is 
formed to a thickness of from about 6000 to about 13000 
angstroms over the substrate 30. 

Within the second preferred embodiment of the present 
invention with respect to the patterned conductor layers 34a 
and 34b, methods and materials through which patterned 





US RE39,273 E 
13 

20 standard cubic centimeters per minute (Scem); and (6) an 
argon flow rate of from about 100 to about 300 standard 
cubic centimeters per minute (Scem), for a time period 
sufficient to completely etch through the blanket hard mask 
layer 38 when forming the patterned hard mask layers 38a, 
38b and 38c. 

Referring now to FIG. 6, there is shown a schematic 
cross-sectional diagram illustrating the results of further 
processing of the microelectronics fabrication whose sche 
matic cross-sectional diagram is illustrated in FIG. 5. Shown 
in FIG. 6 is a schematic cross-sectional diagram of a 
microelectronics fabrication otherwise equivalent to the 
microelectronics fabrication whose schematic cross 
sectional diagram is illustrated in FIG. 5, but wherein there 
has been simultaneously: (1) Stripped from the patterned 
hard mask layers 38a, 38b and 38c the corresponding 
patterned photoresist layers 40a, 40b and 40c; and (2) 
patterned the blanket inter-metal dielectric (IMD) layer 36 to 
form the patterned inter-metal dielectric (IMD) layers 36a, 
36b and 36c, through etching with a second etching plasma 
44. Within the second preferred embodiment of the present 
invention, the second etching plasma 44 is preferably 
employs methods and materials analogous or equivalent to 
the method and materials employed in forming the second 
etching plasma 20 within the first preferred embodiment of 
the present invention as illustrated within the schematic 
cross-sectional diagram of FIG. 3. 
More preferably, the second etching plasma 44 is 

employed within a oxygen containing plasma etch method 
which employs an oxygen and argon containing etchant gas 
composition. Preferably, the oxygen containing plasma etch 
method also employs: (1) a reactor chamber pressure of 
from about 2 to about 10 mtorr; (2) a source radio frequency 
power of from about 500 to about 1500 watts at a source 
radio frequency of 13.56 MHZ; (3) a bias radio frequency 
power of from about 1000 to about 2000 watts; (4) an 
oxygen flow rate of from about 10 to about 50 standard cubic 
centimeters per minute (Scem); and (5) an argon flow rate of 
from about 5 to about 20 standard cubic centimeters per 
minute (sccm), for a time period Sufficient to reach the 
patterned conductor layers 34a and 34b, while simulta 
neously forming the patterned inter-metal dielectric (IMD) 
layers 36a, 36b and 36c. Optionally, there may also be 
employed within the second etching plasma 44 a helium 
background gas at a flow of from about 1 to 5 standard cubic 
centimeters per minute (Scem) and/or a hexafluoroethane 
etchant gas at a flow of from about 1 to about 5 standard 
cubic centimeters per minute (Scem). 
When employing within the second preferred embodi 

ment of the present invention the preferred materials as 
disclosed above for the patterned photoresist layers 40a, 40b 
and 40c, the blanket hard mask layer 38 and the blanket 
inter-metal dielectric (IMD) layer 36, along with the meth 
ods and materials as disclosed within the first etching plasma 
42 and the second etching plasma 44, there is formed the 
microelectronics fabrication as illustrated within FIG. 6. The 
microelectronics fabrication has formed therein a pair of 
interconnection vias through an inter-metal dielectric layer 
accessing a pair of patterned conductor layers, where the 
pair of interconnection via is formed with attenuated lateral 
etching of the pair of interconnection vias when Stripping 
from a series of patterned hard mask layers a series of 
patterned photoresist layers employed in defining the pair of 
vias through the inter-metal dielectric (IMD) layer. 
As is understood by a person skilled in the art, various of 

the embodiments of microelectronics fabrications as dis 
closed by Havemann, in U.S. Pat. No. 5,565,384, the teach 
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ings of which are incorporated herein fully by reference, 
may also be modified in accord with the method of present 
invention as disclosed herein. 
As is similarity understood by a person skilled in the art, 

the preferred embodiments of the present invention are 
illustrative of the present invention rather than limiting of 
the present invention. Revisions and modifications may be 
made to methods, materials, structures and dimensions 
through which are fabricated microelectronics fabrications 
in accord with the preferred embodiments of the present 
invention while still providing embodiments which are 
within the spirit and scope of the present invention, as 
defined by the appended claims. 
What is claimed is: 
1. A method for forming a patterned microelectronics 

layer within a microelectronics fabrication comprising: 
providing a Substrate employed within a microelectronics 

fabrication; 
forming over the Substrate an oxygen containing plasma 

etchable microelectronics layer; 
forming upon the oxygen containing plasma etchable 

microelectronics layer a hard mask layer, 
forming upon the hard mask layer a patterned photoresist 

layer; 
etching through use of a first anisotropic plasma etch 

method the hard mask layer to form a patterned hard 
mask layer while employing the patterned photoresist 
layer as a first etch mask layer, the first anisotropic 
plasma etch method employing an etchant gas compo 
sition appropriate for etching a hard mask material 
from which is formed the hard mask layer; 

etching through use of a second plasma etch method the 
patterned photoresist layer from the patterned hard 
mask layer while employing the patterned hard mask 
layer as an etch stop layer while simultaneously etching 
the oxygen containing plasma etchable microelectron 
ics layer while employing at least the patterned hard 
mask layer as a second etch mask layer to form a 
patterned oxygen containing plasma etchable micro 
electronics layer, the second plasma etch method 
employing an oxygen containing etchant gas composi 
tion. 

2. The method of claim 1 wherein a thickness of the 
patterned photoresist layer and a thickness of the oxygen 
containing plasma etchable microelectronics layer are each 
selected to provide that: 

the patterned photoresists layer is completely etched from 
the patterned hard mask layer; 

the oxygen containing plasma etchable microelectronics 
layer is completely etched to form the patterned oxygen 
containing plasma etchable microelectronics layer; and 

there is attenuated lateral etching of the patterned oxygen 
containing plasma etchable microelectronics layer. 

3. The method of claim 1 wherein the microelectronics 
fabrication is selected from the group consisting of inte 
grated circuit microelectronics fabrications, Solar cell micro 
electronics fabrications, ceramic Substrate microelectronics 
fabrications and flat panel display microelectronics fabrica 
tions. 

4. The method of claim 1 wherein the oxygen containing 
plasma etchable microelectronics layer is formed from an 
an oxygen containing plasma etchable material selected 
from the group consisting of oxygen containing plasma 
etchable conductor materials, oxygen containing plasma 
etchable semiconductor materials, and oxygen containing 
plasma etchable dielectric materials. 



US RE39,273 E 
15 

5. The method of claim 1 wherein the hard mask layer is 
formed from a hard mask material selected from the group 
consisting of metals, metal alloys, metal oxides, metal 
nitrides, non-metal oxides, non-metal nitrides and compos 
ites thereof. 

6. The method of claim 1 wherein the oxygen containing 
etchant gas composition employs an oxygen containing 
etchant gas selected from the group consisting of oxygen, 
oZone, nitrous oxide and nitric oxide. 

7. The method of claim 6 wherein the oxygen containing 
etchant gas composition also employs a sputtering gas 
component. 

8. A microelectronics fabrication having formed therein a 
patterned oxygen containing plasma etchable microelectron 
ics layer formed in accord with the method of claim 1. 

9. A method for forming a patterned microelectronics 
dielectric layer within a microelectronics fabrication com 
prising: 

providing a Substrate employed within a microelectronics 
fabrication; 

forming over the Substrate an oxygen containing plasma 
etchable microelectronics dielectric layer; 

forming upon the oxygen containing plasma etchable 
microelectronics dielectric layer a hard mask layer; 

forming upon the hard mask layer a patterned photoresist 
layer; 

etching through use of a first anisotropic plasma etch 
method the hard mask layer to form a patterned hard 
mask layer while employing the patterned photoresist 
layer as a first etch mask layer, the first anisotropic 
plasma etch method employing an etchant gas compo 
sition appropriate for etching a hard mask material 
from which is formed the hard mask layer; 

etching through use of a second plasma etch method the 
patterned photoresist layer from the patterned hard 
mask layer while employing the patterned hard mask 
layer as an etch stop layer while simultaneously etching 
the oxygen containing plasma etchable microelectron 
ics dielectric layer while employing at least the pat 
terned hard mask layer as a second etch mask layer to 
form a patterned oxygen containing plasma etchable 
microelectronics dielectric layer, the second plasma 
etch method employing an oxygen containing etchant 
gas composition. 

10. The method of claim 9 wherein a thickness of the 
patterned photoresist layer and a thickness of the oxygen 
containing plasma etchable microelectronics dielectric layer 
are each selected to provide that: 

the patterned photoresist layer is completely etched from 
the patterned hard mask layer; 

the oxygen containing plasma etchable microelectronics 
dielectric layer is completely etched to form the pat 
terned oxygen containing plasma etchable microelec 
tronics dielectric layer; and 

there is attenuated lateral etching of the patterned oxygen 
containing plasma etchable microelectronics dielectric 
layer. 

11. The method of claim 9 wherein the microelectronics 
fabrication is selected from the group consisting of inte 
grated circuit microelectronics fabrications, Solar cell micro 
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electronics fabrications, ceramic Substrate microelectronics 
fabrications and flat panel display microelectronics fabrica 
tions. 

12. The method of claim 9 wherein the oxygen containing 
plasma etchable microelectronics dielectric layer is formed 
from an oxygen containing plasma etchable dielectric mate 
rial selected from the group consisting of organic polymer 
spin-on-polymer dielectric materials and amorphous carbon 
dielectric materials. 

13. The method of claim 9 wherein the hard mask layer is 
formed from a hard mask material selected from the group 
consisting of silicon oxide hard mask materials, silicon 
nitride hard mask materials and silicon oxynitride hard mask 
materials. 

14. The method of claim 9 wherein the oxygen containing 
etchant gas composition employs an oxygen containing 
etchant gas selected from the group consisting of oxygen, 
oZone, nitrous oxide and nitric oxide. 

15. The method of claim 14 wherein the oxygen contain 
ing etchant gas composition also employs a Sputtering gas 
component. 

16. A microelectronics fabrication having formed therein 
a patterned oxygen containing plasma etchable microelec 
tronics dielectric layer in accord with the method of claim 9. 

17. The method of claim 4 wherein said oxygen containing 
plasma etchable dielectric material is a low dielectric 
constant material. 

18. The method of claim 17 wherein said low dielectric 
constant material is polyimide Organic polymer spin-on 
polymer dielectric material. 

19. The method of claim 17 wherein said low dielectric 
Constant material is a spin-on low dielectric Constant mate 
rial. 

20. The method of claim 19 wherein said spin-on low 
dielectric constant material is a poly (arylene ether) organic 
polymer spin-on polymer dielectric material. 

21. The method of claim 19 wherein said spin-on low 
dielectric constant material is a fluorinated poly (arylene 
ether) organic polymer spin-on polymer dielectric material. 

22. The method of claim 17 wherein said low dielectric 
constant material is an amorphous carbon dielectric mate 
rial. 

23. The method of claim 1 wherein the Oxygen containing 
plasma etchable microelectronics layer is formed from an 
Oxygen containing plasma etchable conductor material. 

24. The method of claim 1 wherein the Oxygen containing 
plasma etchable microelectronics layer is formed from an 
Oxygen containing plasma etchable semiconductor material. 

25. The method of claim 17 wherein said low dielectric 
constant material is a hydrogen silisesquioxane spin-on 
glass dielectric material. 

26. The method of claim 17 wherein said low dielectric 
constant material is a carbon bonded hydrogen silisesqui 
Oxane spin-on-glass dielectric material. 

27. The method of claim 17 wherein said low dielectric 
constant material is a carbon bonded fluorocarbon Silses 
quioxane spin-on-glass dielectric material. 

28. The method of claim 17 wherein said low dielectric 
constant material is a silisesquioxane spin-on-glass dielec 
tric material. 


