(54) Title: NON-OBSTRUCTIVE, AUXILIARY REAR VIEW MIRROR ASSEMBLY AND MOUNTING APPARATUS

(57) Abstract

A non-obstructive, auxiliary rear view mirror assembly and mounting apparatus (10) to provide a driver of a vehicle (62) with a view of the vehicle's blind spot. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus is mounted to a non-mirror, support member (58) of a factory-mounted side view mirror assembly (52). The support member being positioned between a reflective surface (56) of the factory-mounted side view mirror assembly and an exterior surface of a vehicle (64).
## FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
<td>ES</td>
<td>Spain</td>
<td>LS</td>
<td>Lesotho</td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslav</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>SI</td>
<td>Slovenia</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SN</td>
<td>Senegal</td>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TD</td>
<td>Chad</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TJ</td>
<td>Tajikistan</td>
<td>TM</td>
<td>Turkmenistan</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TR</td>
<td>Turkey</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td></td>
<td></td>
<td>UA</td>
<td>Ukraine</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US</td>
<td>United States of America</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td></td>
<td></td>
<td>VN</td>
<td>Viet Nam</td>
<td>YU</td>
<td>Yugoslavia</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
Description

NON-OBSTRUCTIVE, AUXILIARY REAR VIEW MIRROR ASSEMBLY AND MOUNTING APPARATUS

Technical Field

The present invention relates generally to an automotive auxiliary rear view mirror assembly. Specifically, the present invention relates to a non-obstructive, auxiliary rear view mirror assembly and non-obstructive mounting apparatus for use with vehicles. The non-obstructive, auxiliary rear view mirror assembly and non-obstructive mounting apparatus is preferably mounted on a non-mirror reflective support member located between a reflective mirror surface of a factory-mounted side view mirror and an exterior surface of a vehicle, in the absence of attachment to or contact with, the reflective mirror surface of the factory-mounted side view mirror assembly, and in the absence of obstructing the driver's view of any portion of the reflective mirror surface of the factory-mounted side view mirror assembly, while generally providing the driver of the vehicle with a full view of the area adjacent to the vehicle, commonly known as the "blind spot."

Background Of The Invention

Most vehicles include at least one factory-mounted side view mirror assembly. Generally, factory-mounted side view mirrors are planar in construction and provide the driver of the vehicle with a minimal field of vision of the area immediately adjacent to the middle, side portion of the vehicle and the continuation of that view, somewhat past the vehicle. In particular, it is known that roughly the axial boundary beginning at about six feet away from both side exterior surfaces of the vehicle and continuing in a direction away from the
vehicle, and roughly the lateral boundary beginning at a point at or slightly behind the driver and continuing well behind the vehicle’s back bumper, is difficult, if not impossible, for the driver to see using only a standard factory-mounted side view mirror. This area is commonly referred to as the vehicle’s “blind spot.” Additional areas of the blind spot may also include the road surface adjacent to the vehicle and the extreme upper and lower portions of the side of the vehicle and the area above the vehicle. There is a continuing concern to drivers of all types of vehicles, pertaining to the obstructed and/or inadequate view of the vehicle’s blind spot. Having sufficient view of the blind spot is especially critical when a driver of a vehicle is attempting to make a lane change, or is passing a vehicle in an adjacent or oncoming lane of traffic, and when backing the vehicle. Although attempts have been made to overcome this problem, thus far, the devices submitted do not provide a full view of the vehicle’s blind spot in the absence of creating other hazards for the driver. Auxiliary rear view mirror devices which adhere to and obstruct the reflective mirror surface of the factory-mounted side view mirror assembly are generally known, as taught in U.S. Patent No. 3,104,274, to King and U.S. Patent No. 4,890,908, to Casey. These auxiliary mirror devices and/or their mounting brackets, require attachment to, interference with and obstruction of, the reflective mirror surface of the factory-mounted side view mirror assembly, thereby compromising the driver’s field of vision through the factory-mounted side view mirror, while generally failing to provide a full view of the vehicle’s blind spot. The mounting of these auxiliary mirror devices and/or their mounting brackets on the reflective mirror surface of the factory-mounted side view mirror assembly may also
create confusion and/or mislead the driver of the vehicle, with regard to
distance and/or the current traffic situation, due to the overlapped
mounting and alignment of these devices on the reflective surface of the
factory-mounted side view mirror assembly. Moreover, the mounting
of these auxiliary mirror devices and/or their mounting brackets on the
reflective mirror surface of the factory-mounted side view mirror
assembly, may expose the auxiliary mirror, or some portion of it, to
oncoming excessive wind forces, airborne road debris and unintentional
contact with various objects, to which the front of the vehicle may
otherwise be exposed, resulting in damage to the auxiliary mirror
device and/or the unintentional separation of the auxiliary mirror device
from the reflective mirror surface of the factory-mounted side view
mirror. Additionally, the mounting of these auxiliary mirror devices
on the reflective mirror surface of collapsible and/or folding-type
factory-mounted side view mirrors, which are common today, may
cause damaging contact to the factory-mounted side view mirror, the
auxiliary mirror device and/or to the exterior surface of the vehicle,
when the factory-mounted side view mirror is folded or becomes
collapsed. Further, damage to the auxiliary mirror device or separation
of the auxiliary mirror device from the vehicle, may be the proximate
cause of physical injury to the driver of the vehicle, thereby adversely
affecting the control and/or operation of the vehicle. Therefore, there
is a need in the industry for an auxiliary rear view mirror that avoids
the problems of the known auxiliary rear and side view mirrors.

Summary Of The Invention

To achieve the foregoing features and advantages and in
accordance with the purpose of the invention as embodied and broadly
described herein, a preferred embodiment non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, and more particularly, a non-obstructive, auxiliary rear view mirror assembly and non-obstructive mounting apparatus, which generally provides the driver of a vehicle with a full view of the vehicle’s blind spot and generally overcomes the above-identified concerns is presented.

It is an object of the present invention to provide a non-obstructive, auxiliary rear view mirror assembly including a non-circular, convex mirror body, a mounting bracket to receive the convex mirror body and a non-obstructive mounting apparatus which generally provide a full view of the vehicle’s blind spot.

Yet another object of the present invention is to provide a non-obstructive, auxiliary rear view mirror assembly including a non-circular, convex mirror body, a mounting bracket to receive the convex mirror body and a non-obstructive mounting apparatus which generally provide a full view of the vehicle’s blind spot, wherein the non-obstructive convex mirror body and mounting bracket are preferably mounted on a support member located between the reflective mirror surface of the factory-mounted side view mirror and the exterior side of the vehicle.

Still another object of the present invention is to provide a non-obstructive, auxiliary rear view mirror assembly including a non-circular, convex mirror body, a mounting bracket to receive the convex mirror body and a non-obstructive mounting apparatus which generally provide a full view of the vehicle’s blind spot, wherein the auxiliary convex mirror body, mounting bracket and mounting apparatus is preferably mounted on a support member located between the reflective
mirror surface of the factory-mounted side view mirror assembly and the exterior side of the vehicle, in the absence of obstruction or interference of any kind, with the reflective mirror surface of the factory-mounted side view mirror assembly.

Yet another object of the present invention is to provide a non-obstructive, auxiliary rear view mirror assembly including a convex mirror body, a mounting bracket to receive the convex mirror body and non-obstructive mounting apparatus which generally provide a full view of the vehicle’s blind spot, wherein the auxiliary convex mirror body, mounting bracket and mounting apparatus are preferably mounted to a support member which may, for example, be a non-mirror reflective housing or support member of the factory-mounted side view mirror assembly, the support member being located between the reflective mirror surface of the factory-mounted side view mirror and the exterior side of the vehicle, in the absence of obstruction or interference of any kind, with the reflective mirror surface of the factory-mounted side view mirror assembly.

An additional object of the present invention is to provide a non-obstructive, auxiliary rear view mirror assembly including a non-circular, convex mirror body, a mounting bracket to receive the convex mirror body and a mounting apparatus which generally provide a full view of the vehicle’s blind spot, wherein the non-circular, convex mirror body, mounting bracket and mounting apparatus are preferably mounted on a support member located between the reflective surface of the factory-mounted side view mirror assembly and the exterior side of the vehicle, in the absence of adversely impacting or decreasing the
driver's field of vision through the reflective mirror surface of the factory-mounted side view mirror assembly.

It is another object of the present invention to provide a non-obstructive, auxiliary rear view mirror assembly including a non-circular, convex mirror body, a mounting bracket to receive the convex mirror body and a mounting apparatus, which generally provide a full view of the vehicle's blind spot, in the absence of contact with or obstruction of the reflective mirror surface of the factory-mounted side view mirror assembly, wherein the mounting apparatus generally includes a pressure sensitive, double-sided, adhesive strip where a first side of the strip is adhesively affixed to a back portion of the mounting bracket, and a second side of the strip is adaptable for adhesive engagement with a non-mirror reflective support member of the factory-mounted side view mirror assembly.

Yet another object of the present invention is to provide a non-obstructive, auxiliary rear view mirror assembly including a non-circular, convex mirror body, a mounting bracket to receive the convex mirror body and a mounting apparatus, which generally provide a full view of the vehicle's blind spot, in the absence of contact with or obstruction of the reflective mirror surface of the factory-mounted side view mirror assembly, wherein the mounting of the auxiliary rear view mirror assembly includes a first alternate embodiment mounting apparatus and at least two tie straps in operative engagement with at least two tie strap securing eyelets provided by the mounting bracket, wherein the first embodiment mounting apparatus is mechanically attached to the back portion of the mounting bracket, such that engagement of the at least two straps with the at least two eyelets,
securably mounts the non-obstructive, auxiliary rear view mirror assembly with a non-mirror reflective support member of the factory-mounted side view mirror assembly.

Still another object of the present invention is to provide two non-obstructive, auxiliary rear view mirror assemblies including two non-circular, convex mirror bodies, two mounting brackets, each mounting bracket to receive a respective convex mirror body and two respective mounting apparatuses, working in combination, wherein a first auxiliary rear view mirror assembly and mounting apparatus is preferably mounted on a support member located between the reflective mirror surface of a factory-mounted side view mirror and the exterior surface of the vehicle on the driver's side of the vehicle, in the absence of contacting or obstructing the reflective mirror surface of the driver's side factory-mounted side view mirror, and a second auxiliary rear view mirror assembly and mounting apparatus is preferably mounted on a support member located between the reflective mirror surface of a factory-mounted side view mirror and the exterior surface of the vehicle on the passenger's side of the vehicle, in the absence of contacting or obstructing the reflective mirror surface of the passenger's side factory-mounted side view mirror, wherein the combination of the first and second non-obstructive auxiliary rear view mirror assemblies and respective, mounting apparatuses, generally provide a full view of the vehicle's blind spot, on both sides of the vehicle, in the absence of obstructing or otherwise adversely impacting the reflective mirror surface of any factory-mounted side view mirror assembly.
Another object of the present invention is to provide a non-obstructive, auxiliary rear view mirror assembly including a non-circular, convex mirror body, a mounting bracket to receive the convex mirror body and a mounting apparatus, which generally provide a full view of the vehicle's blind spot, in the absence of contact with or obstruction of the reflective mirror surface of the factory-mounted side view mirror assembly, wherein the auxiliary rear view mirror assembly and mounting apparatus may be mounted to a non-mirror reflective support member of a collapsible factory-mounted side view mirror assembly in such a manner that the collapsing of the factory-mounted side view mirror assembly does not damage the reflective mirror surface of the non-circular convex mirror, nor any portion of the factory-mounted side view mirror assembly.

Other improvements of the present invention will become readily apparent to those skilled in the art from the following detailed description, wherein the preferred embodiments of the invention are illustrated and described and the best mode contemplated of carrying out the invention is disclosed. As will be realized, the invention is capable of different embodiments, and its several details are capable of modifications in various respects, all without departing from the spirit and scope of the invention. Accordingly, the drawings and descriptions thereof are to be regarded as illustrative in nature, and not as restrictive.
**Brief Description Of The Drawings**

The accompanying drawings which are incorporated into and constitute a part of this specification, illustrate a preferred embodiment of the invention and together with the general description of the invention given above and the detailed description of the preferred embodiment given below, serve to explain the principals of the invention.

FIG. 1A is a perspective view of the preferred embodiment non-obstructive, auxiliary rear view mirror assembly, made the subject of the present invention.

FIG. 1B is a front view of the first alternate embodiment non-obstructive, non-circular, auxiliary rear view mirror assembly.

FIG. 1C is a front view of the second alternate embodiment non-obstructive, non-circular, auxiliary rear view mirror assembly.

FIG. 1D is a front view of the third alternate embodiment non-obstructive, non-circular, auxiliary rear view mirror assembly.

FIG. 1E is a front view of the fourth alternate embodiment non-obstructive, non-circular, auxiliary rear view mirror assembly.

FIG. 1F is a front view of the fifth alternate embodiment non-obstructive, non-circular, auxiliary rear view mirror assembly.

FIG. 2A is an exploded, end view of the preferred embodiment non-obstructive, auxiliary rear view mirror assembly.

FIG. 2B is a front view of the preferred embodiment non-obstructive, auxiliary rear view mirror assembly, illustrating the overlapping alignment of the outer peripheral edge of the reflective mirror surface of the mirror body and the inner peripheral edge of the mounting bracket.
FIG. 2C is a cross-sectional view of FIG. 2B.

FIG. 2D is a front view of the preferred embodiment non-obstructive, auxiliary rear view mirror assembly, illustrating a removable protective coating applied to the reflective mirror surface.

FIG. 2E is a rear view of the preferred embodiment non-obstructive, auxiliary rear view mirror assembly and mounting apparatus.

FIG. 3 is a front view of a driver's side, factory-mounted side view mirror assembly, as viewed by a driver positioned within a vehicle.

FIG. 4A is a perspective view of a driver's side, factory-mounted side view mirror assembly and the present invention mounted to a support member of the factory-mounted side view mirror assembly.

FIG. 4B is a perspective view of a passenger's side, factory-mounted side view mirror assembly and the present invention mounted to a support member of the factory-mounted side view mirror assembly.

FIG. 4C is a top, partially cut-away view of the driver and vehicle, illustrating the driver's field of vision and view through the factory-mounted side view mirror assembly and through the present invention.

FIG. 4D is side view of the vehicle, illustrating the driver's view through the factory-mounted side view mirror assembly and through the present invention.

FIG. 5A is a perspective view of the driver's side, factory-mounted side view mirror assembly, wherein the present invention is
mounted to a support member of the factory-mounted side view mirror assembly.

FIG. 5B is a top view of FIG. 5A.

FIG. 5C is a top view of a collapsible factory-mounted side view mirror assembly in its partially collapsed position, with the present invention mounted to a support member of the factory-mounted side view mirror assembly.

FIG. 6A is a perspective view of a first alternate embodiment factory-mounted side view mirror assembly.

FIG. 6B is a top view of FIG. 6A.

FIG. 7A is a perspective view of a first alternate embodiment non-obstructive, mounting bracket alternatively used to mount the present invention to the first alternate embodiment factory-mounted side view mirror, shown in FIG. 6A.

FIG. 7B is a front view of the first side of the first alternate embodiment non-obstructive, mounting bracket of FIG. 7A.

FIG. 7C is a top view of the mounting bracket illustrated in FIG. 7A.

FIG. 7D is a side view of the tie straps used to secure the first alternate embodiment mounting bracket shown in FIG. 7A to the first alternate embodiment factory-mounted side view mirror assembly shown in FIG. 6A.

FIG. 8 is an exploded view of the first alternate embodiment non-obstructive, auxiliary rear view mirror assembly in combination with the first alternate embodiment, non-obstructive, mounting apparatus, in mounting engagement with the first alternate embodiment factory-mounted side view mirror assembly.
FIG. 9 is a perspective view of the first alternate embodiment factory-mounted side view mirror assembly with the non-obstructive, auxiliary rear view mirror assembly and first alternate embodiment mounting apparatus, mounted to a non-mirror reflective, support member of the first alternate embodiment factory-mounted side view mirror apparatus.

The above general description and the following detailed description are merely illustrative of the generic invention and additional modes, advantages and particulars will be readily suggested to those skilled in the art without departing from the spirit and scope of the invention.

**Detailed Description Of The Presently Preferred Embodiment**

With reference to the drawings wherein like parts are designated by like numerals, FIG. 1A illustrates the present invention, a preferred embodiment non-obstructive, auxiliary rear view mirror assembly and mounting apparatus (not shown) 10. The preferred embodiment 10 generally includes a non-circular mirror body 12, having an outwardly protruding convex reflective mirror surface 13 and a corresponding non-obstructive mirror body mounting bracket 14 to retain and secure the mirror body 12. The convex mirror body 12 and the mounting bracket 14 may preferably be constructed of plastic and other light weight, inexpensive material. The non-circular, convex mirror body 12 generally includes a longer, vertical or X axis X as compared to a shorter, horizontal or Y axis Y, thus generally providing a non-circular character to the mirror body 12, which is important in overcoming the providing a full view of the vehicle’s blind spot (not shown). Although the present preferred embodiment mirror body 12 may be described as
being non-circular or trapezium-shaped, FIGS. 1B-1F illustrate numerous alternate embodiment, non-circular, convex mirror body configurations 16, 18, 20, 22, 24, including a parallelogram-shaped auxiliary convex mirror body 16 as shown in FIG. 1B, a trapezoid-shaped auxiliary convex mirror body 18 as shown in FIG. 1C, a marquis-shaped auxiliary convex mirror body 20 as shown in FIG. 1D, a oval-shaped auxiliary convex mirror body 22 as shown in FIG. 1E, and a pear-shaped auxiliary convex mirror body 24 as shown in FIG. 1E.

As depicted in FIG. 2A the convex mirror body 12 is received within the mirror body mounting bracket 14. The mirror body mounting bracket 14 includes a planar back portion 36 and an open front portion 25 with a curled edge 26 continuous along its outer periphery 28. The outer peripheral edge 30 of the mirror body 12 is received by the open front portion 25, by insertion of the peripheral edge 30 into the curled edge 26 of the mounting bracket 14. As seen in FIGS. 2B and 2C, the outer peripheral edge 30 of the mirror body 12 is minimally overlapped by an inner lip 32 of the curled edge 26 of the mounting bracket 14, to retain the mirror body 12. The curled edge 26 generally has a slightly larger circumference as compared to the circumference of the convex mirror body 12, in addition to the curled edge 26 being spring biased to receive and retain the convex mirror body 12. As depicted in FIG. 2D, the mirror body 12 may also include a removable, sheet-like coating 34 which protects the reflective convex mirror surface 13 during handling, packaging and shipping. In FIG. 2E the rear side 36 of the mounting bracket 14 is illustrated. The mounting apparatus of the present invention 10 may preferably include,
but is not limited to a pressure sensitive, double sided adhesive strip 38, affixed to the back portion 36 of the mounting bracket 14. The adhesive strip 38 is substantial in size as compared to the back portion 36 of the mounting bracket 14 and accordingly, provides for a secure and strong attachment of the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10. The adhesive strip 38 may preferably be comprised of a sheet-like, flexible material 40 having a first side 42 and a second side 44. A layer of adhesive 46 is applied to both sides 42, 44 of the sheet-like, flexible material 40.

With the adhesive layers 46 in place, the first side 42 of the sheet-like, flexible material 40 is then attached to the rear side 36 of the mounting bracket 14. A removable adhesive covering 48 is attached to the second side 44 of the foam sheet 40 until the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 is to be permanently mounted. Additionally, there are at least four partially perforated or "punch out" eyelets 50 which can easily be removed to accommodate an alternate embodiment mounting bracket (not shown).

FIG 3 illustrates a factory-mounted side view mirror assembly 52. The mirror assembly 52 may, for example, include a reflective mirror housing 54, a reflective mirror surface 56 retained and secured within the housing 54, a mounting support member 58 engaged to the housing 54, and a mounting bracket 60 in operative engagement to the support member 58 for mounting the assembly 52 to a vehicle (not shown). The mirror assembly 52 illustrated in FIG. 3 may, for example, be compatible with various factory-mounted side view mirror assemblies found on trucks, vans, mini vans, passenger vehicles, etc. manufactured by General Motors from 1991-present. The present
invention non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 can be used with a variety of different manufacturer's factory-mounted side view mirror assemblies (not shown) and is in no way restricted to the mirror assembly 52 illustrated in FIG. 3.

FIGS. 4A illustrates the factory-mounted side view mirror assembly 52, as it might be mounted to the driver's side of a vehicle 62. FIG. 4A also illustrates the mounting of the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 on the non-mirror reflective support member 58 of the mirror assembly 52, located between the reflective mirror surface 56 and an exterior surface 64 of the vehicle 62. As shown in FIG. 4A, the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 is preferably mounted to the support member 58 via the adhesive strip 38, wherein the support member 58 is located between the reflective mirror surface 56 of the factory-mounted side view mirror assembly 52 and the exterior surface of the vehicle 64 in the absence of obstruction of or contact with the reflective mirror surface 56 of the factory-mounted side view mirror assembly 52. Structure similar to that illustrated in FIG. 4A, is similarly numbered in FIG. 4B.

As depicted in FIG. 4C, a first view S₁ into the factory-mounted side view mirror 56 as viewed by a driver 66 of the vehicle 54 looking through the reflective mirror 56 of factory-mounted side view mirror assembly 52, is shown. As illustrated, the driver 66 has a restricted horizontal field of vision H₁ through the reflective mirror surface 56 and generally has no visual access to the blind spot which is generally included in horizontal field of vision H₂. The horizontal field of vision
$H_2$ is however visible by the driver 66 by looking into the non-obstructive, auxiliary rear view mirror assembly 10 as illustrated in a second field of vision $S_2$. As illustrated, the first field of vision $S_1$ and the second field of vision $S_2$ do not overlap or otherwise converge upon each other.

With reference to FIGS. 1A, 4C and 4D, the present invention generally provides a full view $H_2$ of the blind spot generally included in the horizontal field of vision $H_2$ in the absence of contact with or obstruction of the reflective mirror surface 56 of the factory-mounted side view mirror assembly 52. The non-circular, convex mirror body 12 of the present invention directs the driver’s 66 view $S_2$ to the blind spot generally included in the horizontal field of vision $H_2$ of the vehicle 62, by providing a non-obstructive, non-circular, auxiliary convex mirror 12 with a substantially longer vertical $X$ axis $X$, as compared to a substantially shorter horizontal $Y$ axis $Y$. The longer $X$ axis $X$ of the non-obstructive, convex mirror body 12 generally provides the driver 66 with a full view $S_2$, $V_4$, $H_2$ to the enlarged horizontal field of vision $H_2$ which generally includes the blind spot, and may also include a view of the adjacent lanes of traffic $T$ located in the horizontal field of view $H_2$ beginning at the position of the driver 66 and extending well past the vehicle’s back bumper 68, as well as the upper, side portion $V_2$ of the vehicle 62, the middle, side portion $V_1$ of the vehicle 62, and the lower, side portion $V_3$ of the vehicle 62, without interfering, mounting anything thereon, or obstructing the driver’s 66 view $S_1$ through the reflective mirror surface 56 of factory-mounted side view mirror assembly 52.
FIG. 5A depicts a front view of the auxiliary non-obstructive, convex mirror 10 mounted to the support member 58 of the factory-mounted side view mirror assembly 52. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 is preferably mounted to the support member 58 of the factory-mounted side view mirror assembly 52 in such a manner that no portion of the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 is exposed laterally outboard of the factory-mounted side view mirror assembly 52, in the absence of obstructing or contacting any portion of the reflective mirror surface 56 of the factory-mounted side view mirror assembly 52. By mounting the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 wholly laterally inboard of the factory-mounted side view mirror apparatus 52, no portion of the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 is exposed to oncoming wind, airborne road debris or other substances (not shown) to which the front surface of the vehicle 62 may otherwise be exposed. FIG. 5B depicts a top view of the auxiliary non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 mounted to the support member 58 of the factory-mounted side view mirror assembly 52, as illustrated in FIG. 5A.

FIG. 5C illustrates a top view of the auxiliary non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 mounted to the support member 58 of the factory-mounted side view mirror assembly 52, wherein the factory-mounted side view mirror assembly 52 is in a collapsible or folding engagement to the mounting bracket 60 which secures the factory-mounted side view mirror
assembly 52 to the vehicle 62. The mounting bracket 60 includes a vehicle mounting surface 70 which attaches to the respective exterior surface 64 of the vehicle 62, as shown in FIG. 4A and FIG. 4B. Opposite to the vehicle mounting surface 70, is a concave receiving surface 72 which corresponds matingly to a convex surface 74 of the support member 58. As the factory-mounted side view mirror assembly 52 rotates with respect to the mounting bracket 60, as shown in FIG. 5C, the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 is protectively received within the concave receiving surface 72 of the mounting bracket 60. Should the factory-mounted side view mirror assembly 52 encounter excessive wind forces, airborne road debris and unintentional contact with various objects (not shown), it is intended that the factory-mounted side view mirror assembly 52 be passive in response to such forces and fold inward toward the vehicle 62 to protect generally the reflective mirror surface 56 of the factory-mounted side view mirror assembly 52 and the auxiliary non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10. Moreover, the mounting of the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 on the support member 58 of the factory-mounted side view mirror assembly 52, wherein the non-obstructive, auxiliary rear view mirror assembly and mounting apparatus 10 is not exposed above, below or to the side of the factory-mounted side view mirror assembly 52 generally avoids many of the deficiencies of the known devices (not shown) which may require precarious or unstable mounting and exposure below, above and to the side of the factory-mounted mirror assembly 52.
FIGS. 6A and 6B illustrate a first alternate embodiment factory-mounted side view mirror assembly 80. Structure similar to that illustrated in FIGS. 1-5C is similarly numbered in FIGS. 6A and 6B. The first alternate embodiment factory-mounted side view mirror assembly 80, generally includes a reflective mirror surface 56, a mirror housing 54 within which the reflective mirror surface 56 is retained and secured and a first alternate embodiment support member 82. The first alternate embodiment support member 82 is pivotally retained within a first embodiment mounting bracket 84 attached to the exterior surface 64 of the vehicle 62. A first alternate embodiment mounting apparatus 86 as illustrated in FIG. 7A. The first alternate embodiment mounting apparatus 86 includes an elongated body or member 87 having a first planar surface 88 for mounting to the back portion 36 of the mounting bracket 14, and may be comprised of rubber or polymer material. The elongated body 87 also has a concave second surface 90 for engagement to the first embodiment support member 82. As illustrated in FIGS. 7B and 7C, the first embodiment mounting apparatus 86 also preferably includes a plurality of snap pins 92 integrally formed in the first planar surface 88 and extending outwardly from, the first planar surface 88, said snap pins 92 being designed for engagement with and insertion through the eyelets 50 formed in the back portion 36 of the mounting bracket 14. The snap pins 92 may preferably include barbed ends 94 formed on the distal ends of the snap pins 92 for connective attachment within the eyelets 50 in the rear side 36 of the mounting bracket 14. The first embodiment mounting apparatus 86 also may preferably include a plurality of longitudinally positioned eyelets 51 disposed through the axial ends 96,
98 and extending the length of the elongated body 87, as depicted in FIGS. 7A and 8. As shown in FIG. 7D, one or more tie straps 100 may used to mount the first alternate embodiment mounting apparatus 86 to the first alternate embodiment support member 82. At least one tie strap 100 is first inserted through a longitudinal eyelet 51 in an end 98 of the first embodiment mounting apparatus 86, which is affixed to the back portion 36 of the mounting bracket 14, and is then wrapped around the first embodiment support member 82 and subsequently secured tightly at the second end 96 of the first embodiment mounting apparatus 86, thereby frictionally gripping the first alternate embodiment support member 82 therein. The arrangement of the non-obstructive, convex mirror body 12, mounting bracket 14 and first alternate embodiment mounting apparatus 86, including one or more tie straps 100 and first alternate embodiment support member 82 is illustrated in FIG. 8, as seen from the rear view of the mirror housing 54 and as seen from the front view of the reflective mirror surface 56 of the first alternate embodiment factory-mounted side view mirror assembly 80 in FIG. 9.

The foregoing description of the invention is illustrative and explanatory thereof. Various changes in the materials, apparatus, and particular parts employed will be apparent to those skilled in the art. It is intended that all such variations within the scope and spirit of the appended claims be embraced thereby.
What is claimed is:

1. A non-obstructive, auxiliary rear view mirror assembly and mounting apparatus to generally provide the driver of a vehicle with a full view of the vehicle’s blind spot, while generally avoiding any obstruction of and contact to a reflective mirror surface of a factory-mounted side view mirror assembly, comprising:

   a non-circular, convex mirror body;

   a mounting bracket having a planar back portion and an open front portion to receive said non-circular, convex mirror body; and

   a mounting apparatus affixed to the back of said mounting bracket to affix said mounting bracket to a non-mirror reflective support member of the factory-mounted side view mirror assembly, wholly laterally inboard of the factory-mounted side view mirror assembly, wherein said non-circular, convex mirror body and mounting bracket are mounted on the support member between a reflective mirror surface of the factory-mounted side view mirror assembly and an exterior surface of the vehicle, in the absence of contact with or obstruction of the reflective mirror surface of the factory-mounted side view mirror assembly.

2. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 1, wherein the open front portion of said mounting bracket includes a peripherally
continuous, inwardly extending, curled edge portion, the curled edge portion generally having a slightly larger, circumference as compared to a circumference of said non-circular, convex mirror body, the curled edge portion being spring biasly constructed to receive and retain said non-circular, convex mirror body.

3. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 1, wherein said mounting bracket is comprised of a polymer material.

4. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 1, wherein said mounting apparatus comprises a sheet-like, flexible material having a first side and a second side, the first side having a first coating of adhesive thereon and the second side having a second coating of adhesive material thereon, wherein the first coating of adhesive affixes the first side to a back portion of said mounting bracket.

5. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 4, wherein the second side and second coating of adhesive is releasably affixed to a removable adhesive covering.

6. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 5, wherein the removal of the adhesive covering of the second side and second coating of adhesive and contact of said second side and second coating of adhesive with the non-mirror reflective support member of the
factory-mounted side view mirror assembly, generally provides
the driver of the vehicle with full view of the vehicle's blind spot,
in the absence of obstruction to any portion of the reflective
mirror surface of the factory-mounted side view mirror
assembly.

7. The non-obstructive, auxiliary rear view mirror assembly and
mounting apparatus, as defined in claim 1, wherein said non-
circular convex mirror body, said mounting bracket and said
mounting apparatus attach to the support member of the factory-
mounted side view mirror assembly, in the absence of exposing
any portion of said non-circular convex mirror body, said
mounting bracket and said mounting apparatus laterally outboard
of the factory-mounted side view mirror assembly and in the
absence of obstructing any portion of the reflective mirror
surface of the factory-mounted side view mirror assembly.

8. The non-obstructive, auxiliary rear view mirror assembly and
mounting apparatus, as defined in claim 1, wherein said non-
circular, convex mirror body, said mounting bracket and said
mounting apparatus attach to the support member of the factory-
mounted side view mirror assembly, in the absence of exposing
any portion of said non-circular, convex mirror body, said
mounting bracket and said mounting apparatus to oncoming wind,
to which the front surface of the vehicle may otherwise be
exposed.

9. The non-obstructive, auxiliary rear view mirror assembly and
mounting apparatus, as defined in claim 1, wherein said non-
circular, convex mirror body, said mounting bracket and said
mounting apparatus attach to the support member of the factory-
mounted side view mirror assembly, in the absence of exposing
any portion of said non-circular, convex mirror body, said
mounting bracket and said mounting apparatus to oncoming road
debris, to which the front surface of the vehicle may otherwise be
exposed.

10. The non-obstructive, auxiliary rear view mirror assembly and
mounting apparatus, as defined in claim 1, wherein an x axis of
said non-circular, convex mirror body is generally greater than a
y axis of said non-circular, convex mirror body.

11. A non-obstructive, auxiliary rear view mirror assembly and
mounting apparatus to generally provide the driver of a vehicle
with a full view of the vehicle's blind spot, while generally
avoiding any obstruction of and contact to a reflective mirror
surface of a factory-mounted side view mirror assembly,
comprising:

a non-circular, convex mirror body;

a mounting bracket having a planar back portion and an open
front portion to receive said non-circular, convex mirror
body, the back portion further including a plurality of
eyelets disposed therethrough; and

a mounting apparatus comprising an elongated, semi-rigid body
and a plurality of snap pins integrally formed thereon a
first side of the semi-rigid body, the snap pins being
appropriately spaced for mating insertion and retention into
the plurality of eyelets disposed in the mounting bracket to
engage the mounting bracket to the mounting apparatus, the
semi-rigid body further including a plurality of
longitudinally positioned eyelets, each eyelet being capable
of receiving a tie strap inserted into each respective
longitudinal eyelet to attach said mounting bracket and
convex mirror body to a non-mirror reflective support
member of the factory-mounted side view mirror
assembly, wherein said convex mirror body and mounting
bracket are mounted on the support member located
between a reflective mirror surface of the factory-mounted
side view mirror and an exterior surface of the vehicle, in
the absence of contact with or obstruction of the reflective
mirror surface of the factory-mounted side view mirror
assembly.

12. The non-obstructive, auxiliary rear view mirror assembly and
mounting apparatus, as defined in claim 11, wherein the open
front of said mounting bracket further includes a peripherally
continuous, inwardly extending, curled edge portion, the curled
dge portion generally having a slightly larger, circumference as
compared to a circumference of said non-circular, convex mirror
body, the curled edge portion being spring biasly constructed to
receive and retain said non-circular, convex mirror body.

13. The non-obstructive, auxiliary rear view mirror assembly and
mounting apparatus, as defined in claim 11, wherein the semi-
rigid body of said mounting apparatus further comprises a second concave surface for contact with and engagement to the non-mirror reflective support member of the factory-mounted side view mirror assembly.

14. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 11, wherein the semi-rigid body of said mounting apparatus further comprises a third and fourth end surface, having a plurality of longitudinal eyelets disposed therethrough, each eyelet being capable for insertion of the tie strap, wherein insertion and tensioning of the tie strap through the longitudinal eyelet, with the second concave surface in contact with the non-mirror reflective support member and the tie strap also surrounding the non-mirror reflective support member, engages said non-circular, convex mirror body and mounting bracket to the non-mirror reflective support member.

15. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 11, wherein the mounting bracket is comprised of a polymer material.

16. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 11, wherein the mounting apparatus is comprised of a polymer material.

17. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 11, wherein an x axis of said non-circular, convex mirror body is generally greater than a y axis of said non-circular, convex mirror body.
18. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 11, wherein the non-circular, convex mirror body is trapezium-shaped.

19. The non-obstructive, auxiliary rear view mirror assembly and mounting apparatus, as defined in claim 11, wherein the non-circular, convex mirror body is trapezoidal-shaped.

20. A non-obstructive, auxiliary rear view mirror assembly and non-obstructive mounting apparatus to generally provide the driver of a vehicle with a full view of the vehicle’s blind spot, comprising:

a non-circular, convex mirror body, having generally a longer x axis as compared to a y axis;

a non-circular, mounting bracket being similarly shaped as said convex mirror body and having a planar back portion and open front portion, the open front portion having a peripherally continuous, inwardly extending, curled edge portion, the curled edge portion generally having a slightly larger, circumference as compared to said non-circular, convex mirror body, the curled edge portion being spring biasly constructed to receive and retain said non-circular, convex mirror body; and

a mounting apparatus comprising a pressure sensitive, double-sided, adhesive strip affixed to the back of said mounting bracket to engage said mounting bracket and said convex mirror body to a support member of a factory-mounted side view mirror assembly, wherein said convex mirror
body and said mounting bracket are mounted wholly laterally inboard to the support member, positioned between a reflective mirror surface of the factory-mounted side view mirror assembly and an exterior surface of the vehicle, in the absence of contact with or obstruction of the reflective mirror surface of the factory-mounted side view mirror assembly, such that the driver of the vehicle has at all times a full and non-obstructed view of the reflective mirror surface of the factory-mounted side view mirror and has full view of the vehicle's blind spot through said non-circular, convex mirror body.

21. The non-obstructive, auxiliary rear view mirror assembly and non-obstructive mounting apparatus, as defined in claim 20, wherein the collapse or folding of the factory-mounted side view mirror assembly generally avoids damaging contact to said non-circular, convex mirror body.
INTERNATIONAL SEARCH REPORT

INTERNATIONAL APPLICATION No.

PCT/US98/03735

A. CLASSIFICATION OF SUBJECT MATTER

IPC(6) : B60R 1/06; G02B 5/10, 7/182
US CL. : 359/841, 864, 872

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

U.S. : 359/841, 850, 855, 864, 865, 866, 871, 872; 248/467, 468, 479

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

None

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

None

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>CH 562,110 A (ZANETTI-STRECCIA) 30 May 1975 (30/05/75), see entire document.</td>
<td>1-3,7-10, 20, 21</td>
</tr>
<tr>
<td>Y</td>
<td>CA 1,285,410 A (ELLIS) 02 July 1991 (02/07/91), see entire document.</td>
<td>1-3,7-10, 20, 21</td>
</tr>
<tr>
<td>Y</td>
<td>US 5,432,643 A (HAUNG) 11 July 1995 (11/07/95), see entire document.</td>
<td>1-10,20, 21</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.  See patent family annex.

Date of the actual completion of the international search: 11 MAY 1998

Date of mailing of the international search report: 8 JUL 1998

Name and mailing address of the ISA/US
Comptroller of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No.  (703) 305-3230

Authorized officer

Telephone No.  (703) 308-0956

Form PCT/ISA/210 (second sheet)(July 1992)*