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Description
Technical field

[0001] The invention refers to a method for controlling
a stairlift, and a stairlift, controlled by this method.

Background art

[0002] Such lifts may be mounted at a stairway of res-
idential homes. Often these stairs have a curved shape.
Here, only lifts having a rail with changing inclination over
the path of travel can be used. Therefore, a levelling
mechanism is provided within the lift, to keep the seat of
the chair of the stairlift in a horizontal position. Already
small deviations of the stair from the horizontal orienta-
tion would cause a feeling of unsafety to a person using
the stairlift.

[0003] Withinthisapplicationthe terms carrier and sup-
port are used as follows:

The term "carrier" is used for the unit of the lift, which is
traveling along the rail and which orientation over the
horizontal plane is changed with the inclination of the rail.
The carrier connects the support with the rail.

[0004] The term "support" is used for the unit of the lift,
which is mounted via a levelling mechanism on the car-
rier. The levelling mechanism is adapted to keep the sup-
port in a constant orientation, even if the orientation of
the carrier is changing. A transport platform, in particular
a chair, may be attached to the support.

[0005] EP 2 216 284 B1 discloses an apparatus for
transporting load from a first to a second level, in partic-
ular a stairlift. Here, an acceleration sensor and a first
gyroscope are mounted on the support. Furthera second
gyroscope is mounted on the carrier. With the accelera-
tion sensor and a first gyroscope the levelling algorithm
is calculating the control signal for being fed into the lev-
elling motor. But since the orientation of the support does
only change minimally over the operation, the accelera-
tion sensor and the gyroscope output values of very low
amplitude variation. The acceleration sensor and the gy-
roscope thus have a very poor Signal-to-Noise-ratio. To
be able to use the values of the sensors mounted at the
support, expensive sensors must used. Further this sys-
tem tends to generate oscillations during operation,
which is undesirable.

[0006] EP 1 037 846 B1 uses an orientation sensor
mounted on the carrier to detect, if the carrier is traveling
along a section of the rail with increasing or decreasing
inclination. The kind of sensors is not described.

[0007] Absolute orientation sensors may use the mag-
netic earth field of registering a change in the orientation.
These sensors are quite expensive in particular if these
sensors are robust against electromagnetic perturbation
and noise. Acceleration sensors are not capable of meas-
uring an absolute orientation on their own since these
sensors are not sensitive to the magnetic earth field, as
explained below.
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Summary of the invention

[0008] The object of the invention is to provide an im-
proved method for controlling a stairlift, which is robust
against perturbation, at the same time the possibility to
use cheaper components is desirable. This object is
solved by the method according to claim 1 and the stairlift
according to claim 5; embodiments are disclosed in the
subclaims and the description.

[0009] A main aspect of the invention is to use a lateral
acceleration sensor and an angular acceleration sensor
on the carrier for determining the orientation of the chair,
which is the main input value for the levelling mechanism.
Providing the sensors on the carrier leads to a better
quality of controlling since the signal-to-noise-ratio of the
sensor values can be improved compared to an arrange-
ment which uses the sensors mounted at the support.
This leads also to the advantage, that cheaper compo-
nents can be used. Due to the better signal quality, the
control loop can be designed more stable, thus oscilla-
tions can be prevented.

[0010] The second acceleration values may be used
for setting up the starting position in the stationary state.
In the stationary state, the acceleration values are not
influenced by lateral acceleration of the support, caused
by the drive motor. So in the stationary state (speed of
lift = 0) the second lateral acceleration sensor mounted
at the support is useful to calculate the absolute orienta-
tion of the support, considering the direction of gravity.
The possibility of calculating any orientation with the help
of only of a lateral acceleration sensor (during a period
without any other acceleration) is later described with
reference to figure 3b-3d, which is also applicable here.
[0011] So before starting the operation the support can
be brought into the desired starting orientation by means
of the second acceleration sensor, by turning the support
into an orientation, in which the second acceleration sen-
sor values indicated the desired orientation.

[0012] The term "mounted at the carrier / support”
means with respect to the acceleration sensor, that this
sensor is connected to the carrier / support in such way,
that the sensor is capable of measuring accelerations,
which originally occur to the carrier / support. The sensor
may be connected directly or indirectly to the carrier /
support.

Brief description of drawings

[0013] The invention is illustrated in more detail below
by means of drawings.

Fig. 1 showsastairliftaccording to the invention, com-
prising a carrier 3 and a chair support 4 with
levelling mechanism 10 for controlling the lev-
elling of the support;

Fig.2 shows the path of the rails 2, comprising sec-

tions 21, 22, 23, 24, 25 of different inclination
angles;
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Fig. 3  shows schematically sensors 13, 14 of the lev-
elling mechanism, mounted at the carrier in dif-
ferent sections on the rail during operation;
shows the course of relevant values during op-
eration;

shows a control loop of the levelling mecha-
nism;

shows selected values from figure 4 comprising
noise.

Fig. 4
Fig. 5

Fig. 6

Best modus for carrying out the invention

[0014] Figures 1 and 2 show a stairlift 1 mounted at a
stairway 6 of residential homes. Arail 2 follows the course
of the stairway 6 and defines a path of travel 20.

[0015] A carrier 3 is attached to the rail 2 and is drive-
able along the path of travel by a non-shown drive motor.
Thereby an orientation angle o of the carrier 3 against a
horizontal plane H follows the inclination of the rail 2.
[0016] A support4 is mounted on the carrier 3. A chair
5 is supported by the support 4. A levelling mechanism
10 is provided, to keep the support 4 in a constant orien-
tation and to keep the seat 5 in a horizontal orientation.
The levelling mechanism 10 therefore comprises a lev-
elling motor 11. An angle 6 between the seat 5 and the
horizontal plane H should be 0° during operation.
[0017] The levelling mechanism 10 comprises a level-
ling motor 11, capable of rotating the support 4 against
the carrier 3. The levelling mechanism comprises further
a number of sensors, namely a first acceleration sensor
13 mounted at the carriage 3, an angular acceleration
sensor 14 mounted at the carriage 3 and a second ac-
celeration sensor 15 mounted at the support 4.

[0018] The rail 2 comprises sections 21-25 of different
inclination. In a first end section 21 and a second end
section 25 the inclination angle of the rail is in this case
0°. Any other angle between 0° and 90° is possible. In a
central section 23 the inclination angle o is constant at
about 45° or any other angle, which is mostly pre-set by
the inclination of the stairway. In afirst transitional section
22 between the first end section 21 and the central sec-
tion 23 the inclination angle o is increasing, in a second
transitional section 24 between the central section 23
and the second end section 25 the inclination is decreas-
ing. Ifthe carrier 3 is traveling along the rail, an orientation
o of the carrier 3 against the horizontal plane H is at first
0° (firstend sections 21), then increasing (first transitional
section 22), then about 45° or any other constant value
above 0° (central section 23), then decreasing (second
transitional section 24), and finally 0° (second end sec-
tion). This course of the angle a is drawn in figure 4.
[0019] Figure 3 shows schematically the working prin-
ciple and the output values of the first acceleration sensor
13 and the angular acceleration sensor 14, mounted at
the carrier 3. The first acceleration sensor 13 outputs at
least two acceleration values, namely a first acceleration
value a13x and a second acceleration value a13y, each
representing accelerations in directions perpendicular to
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each other. Based on these two acceleration values
a13x, a13y a resulting acceleration value a13 may be
calculated.

[0020] In this context an accelerometer is a compact
device designed to measure gravital or non-gravitational
acceleration. The lateral accelerometer is not capable to
measure the absolute orientation with the help of sensing
the magnetic earth field. An angular accelerometer is a
device that may use a freely-rotating disk called a rotor,
mounted onto a spinning axis in the centre of a larger
and more stable wheel. This device is only sensitive to
angular accelerations and not sensitive for lateral accel-
erations and the magnetic earth field.

[0021] Infigure 3b, the carrier 3 and the sensor 13 trav-
el with constant speed along the first horizontal section
21, after the carrier has been accelerated by the drive
means. Since gravity g in this stage is the only acceler-
ation affecting the first acceleration sensor 13, the result-
ing acceleration value a13 represents the gravity which
is indicated by the second acceleration value. The first
acceleration value is 0.

[0022] Infigure 3c the angle o of orientation of the car-
rier 3 and the first acceleration sensor 13 against the
horizontal direction H is greater than 0°, during travel in
the first transitional section 22 with a constant speed.
[0023] Since gravity gis the only acceleration, affecting
the fist acceleration sensor 13, the resulting acceleration
value a13 represents the gravity (here the amount of cen-
trifugal force in the first transitional section 22 is neglect-
ed). From the first acceleration value a13x and the sec-
ond acceleration value a13y, an angle a* can be calcu-
lated using the function arctan(a13x/a13y). Here this cal-
culated angle of orientation o* constitutes the correct an-
gle of orientation a of the carrier 3 and the acceleration
sensor 13 against the horizontal plane.

[0024] Mainly same applies when the carrier is driving
through central section 23 with constant speed, as shown
in figure 3d. The difference to figure 3c is merely, that
the angular acceleration a14o is 0 and the orientation
angle a is increased.

[0025] In figure 3a, the carrier 3 is located in the first
end section and is atthe moment accelerated by the drive
motor. Here, the firstacceleration values a13xrepresents
the acceleration, affected by the lateral acceleration by
the drive motor. Additionally the second acceleration val-
ues a13y represent the gravity g. Using again the arctan-
function, here a defective, apparent inclination angle o*
is calculated, which does not represent the true orienta-
tion o of the carrier 3 against the horizontal plane H. To
ensure proper calculation of the orientation angle o, ad-
ditionally an angular acceleration value a14a is meas-
ured by the angular acceleration sensor 14. As long as
the carrier 3 is traveling in a section, where the inclination
angle a is constant (sections 21, 23 and 25) the angular
acceleration values a14a is 0. If the carrier 3 is traveling
in any of the transitional sections 22, 24, wherein the
inclination of the rail 2 is increasing/decreasing, the an-
gular acceleration values differ from 0. But since in sec-
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tion 21 no angular acceleration a14a is detected by the
angular acceleration sensor 14, no change in the angular
orientation o of the carrier is detected, even if the calcu-
lated angle o* or the relationship of the lateral accelera-
tion values a13x, a13y fake the presence of an inclination.
[0026] Thus, to calculate a proper angle of orientation
o, the acceleration values a13x, a13y are combined with
the course of the angular acceleration value a14a. The
levelling control unit 12 then determines an angle § be-
tween support 3 and carriage 4, based on which the lev-
elling motor 11 is controlled.

[0027] The first acceleration sensor may be adapted
to measure a further third acceleration value, which is
perpendicular to the first and second acceleration values
a13x, a13y. This can improve the signal-quality of the
first acceleration sensor.

[0028] The additional, second acceleration sensor 15
on the support 4 is merely used to validate, that the sup-
port 4 or the chair 5 is in the desired orientation and to
set a proper starting position in the stationary state. In
this stationary state merely gravity is affecting the second
lateral acceleration sensor. Since the drive motor is not
running, only small amount of noise is affecting the sen-
sor. In this state, the second acceleration sensor is suf-
ficiently adapted for delivering values for calculating the
absolute orientation. The method for calculating is the
same as described e.g. with reference to the first sensor
in figure 3d.

[0029] The course of the relevant values is drawn in
figure 4. A control loop diagram is drawn in figure 5. Here
additionally a Kalman-filter 16 is shown which filters noise
and faults and which delivers the pure orientation angle
o of the carrier 3 against the horizontal level H based on
the values obtained from the sensors mounted on the
carrier 3. Levelling algorithm 17 calculates the desired
angle B between the support 4 and the carriage 3 which
is fed to the levelling motor 11.

[0030] The advantage of using an acceleration sensor
and angular acceleration sensor with respectto EP 2 216
284 B1 is explained with the help of value a13*x, drawn
at the bottom of figure 4. According to EP 2 216 284 B1
the levelling mechanism is operated based on an first
acceleration sensor 13*, located at the support (also in-
dicated for comparison in figure 1). In figure 4 the ampli-
tude of the first acceleration value a13*x, which is a rel-
evant value for calculating the orientation of the acceler-
ation sensor, has a main peak, when the carrier is accel-
erated in section 21. During the further operation, the
amplitude is more or less constant, since the levelling
mechanism continuously holds the support in a constant
orientation. If there are deviations from the horizontal ori-
entation (here indicated with D) the levelling mechanism
quickly tries to bring the support back into the horizontal
orientation. Thus, an idealized course of the first accel-
eration value a13*x, if sensor is mounted on the support
4, would always be a constant value (with exception dur-
ing the phase of lateral acceleration). Merely from small
deviations from desired orientation of 6=0° the control
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loop is prompted to correct the orientation.

[0031] Figure 4 shows merely idealized courses of the
different values. Figure 6 shows the first acceleration val-
ue a13x (according to the invention) and a13*x (accord-
ing to the embodiment as in EP 2 216 284 B1) which
include also noise. As can be seen, the amplitude of first
acceleration value a13x according to the invention has
awide signal range S during travel along the path T, also
resulting in a relatively high signal to noise ration SNR.
The amplitude of first acceleration value a13*x according
to prior art has a small signal range S during travel along
the path T, resulting in a relatively low signal to noise
ration SNR. Merely deviations D lead to a significant am-
plitude; but as the quality of the control loop increases,
the amplitude of the deviation D decreases, which further
lead to an decreased signal-to-noise-ratio. So since the
signal-to-noise-ration decreases with improved quality,
it is getting more and more difficult to further achieve any
improvements to the control loop.

[0032] According to the inventive arrangement of the
acceleration sensor for controlling the levelling mecha-
nism, the main relevant input value has a higher SNR
compared to the prior art. Since in the prior art expensive
sensors need to be used for compensating the pure SNR,
in the inventive method this compensation is not neces-
sary due to theimproved SNR. Soin the inventive method
cheaper sensors can be used, which is the main improve-
ment of the invention over the prior art. Also the system
according to the prior art tends to produce oscillations,
which is caused by the pure SNR; this problem is pre-
vented by the inventive method.

[0033] In particular, the first lateral acceleration sen-
sor, the angular acceleration sensor and the second ac-
celeration sensor are the only sensors, which are used
for detecting the orientation or changes in the orientation
of the carrier and support.

List of reference numbers and designations

[0034]

1 stairlift

2 rail

3 carrier

4 support

5 chair

6  stairway

10 levelling mechanism
11 levelling drive

12 levelling control unit

13 first accelerometer at carriage

first accelerometer at carriage (as in prior art)
14 angular acceleration sensor at carriage

15 second accelerometer at support

16 Kalman-filter

17 levelling algorithm

18 control signal for levelling motor
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20  path of travel

21  first end section

22 first transitional section

23  central section

24  second transitional section
25 second end section

o (true) orientation angle of carriage against hori-
zontal plane

angle between support and carriage

angle between support and horizontal plane
(defective) orientation angle calculated by later-
al acceleration values only

transport direction

horizontal plane

gravity

transport direction

signal amplitude

noise amplitude

NR  signal-to-noise-ratio

D ™

*

Q

nznw-—Ha T

a13x lateral acceleration value in x-direction of first
acceleration sensor 13

al3y lateral acceleration value in y-direction of first
acceleration sensor 13

a13*x lateral acceleration value in x-direction of first
acceleration sensor 13*, as installed in the prior
art

al3 lateral resulting acceleration vector

alda angular acceleration value of angular acceler-
ation sensor at carriage

Claims
1. Method for controlling a stairlift (1),
the stairlift (1) comprises:

-acarrier (3), which is movable along a path
of travel (20) defined by a rail (2), wherein
the rail (2) is designed so that an inclination
angle (a) of the path of travel is changing
along the path of travel (20),

- a support (4), on which a user interface is
mounted, in particular a chair (5),

- a levelling mechanism (10), adapted to
keep the support (4) in a constant orienta-
tion compared to a horizontal plane (H),
when the orientation of the carrier (3) is
changing due to the changing inclination an-
gle (a),

- a first lateral acceleration sensor (13) for
providing lateral acceleration values (a13x,
a13y);

- an angular acceleration sensor (14) for
providing an angular acceleration value
(a140);
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characterized by the following method
steps:

measuring lateral acceleration values
(a13x, a13y) of the carrier (3) by the first
lateral acceleration sensor (13), which is
mounted at the carrier (3);

measuring an angular acceleration value
(a14a) of the carrier (3) by the angular ac-
celeration sensor (14), which is mounted at
the carrier (3);

combining the provided lateral accelera-
tions values (a13x, a13y) and the angular
acceleration value (a14a) to calculate an
absolute orientation value (o) of the carrier
()

based on the calculated absolute orienta-
tion value (o) calculating a control signal
(18) of the levelling mechanism (10), adapt-
ed to keep the support (4) in a desired ori-
entation (6=0°; B=-a.).

Method according to the previous claim,
characterized in

that by means of a second acceleration sensor (15)
mounted on the support (4) the desired orientation
(6=0°) is validated.

Method according to any of the previous claims,
characterized in

that by means of a second acceleration sensor (15)
the orientation of the support (4) is set to a starting
position in the stationary state.

Method according the previous claim,
characterized in

that the first acceleration sensor (13) is merely sen-
sitive to lateral acceleration, and that the angular ac-
celeration sensor is merely sensitive to angular ac-
celeration (a14a.).

Stairlift (1), comprising

- a carrier (3), which is movable along a path of
travel (20) defined by a rail (2), wherein the rail
(2) is designed so that an inclination angle (o)
of the path of travel is changing along the path
of travel (20),

- a support (4), on which a user interface is
mounted, in particular a chair (5), mounted on
the support (4),

- a levelling mechanism (10), adapted to keep
the support (4) in a constant orientation com-
pared to a horizontal plane (H), when the orien-
tation of the carrier (3) is changing due to the
changing inclination angle (o),

- a first lateral acceleration sensor (13) for pro-
viding lateral acceleration values (a13x, a13y);
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the stairlift (1) being characterized by further com-
prising

- an angular acceleration sensor (14) for provid-
ing an angular acceleration value (a14a);

- a control unit (12), adapted to control the lev-
elling mechanism (10) according to the method
of any of the previous claims.

Stairlift (1), according the previous claim,
characterized by

a second acceleration sensor (15), mounted at the
support (4).

Patentanspriiche

Verfahren zum Steuern eines Treppenlifts (1),
wobei der Treppenlift (1) Folgendes umfasst:

- einen Trager (3), der entlang eines Fahr-
wegs (20) bewegbar ist, der durch eine
Schiene (2) definiert ist, wobei die Schiene
(2) derart ausgestaltetist, dass sich ein Nei-
gungswinkel (o) des Fahrwegs entlang des
Fahrwegs (20) andert,

- eine Stitze (4), an der eine Benutzer-
schnittstelle angebracht ist, insbesondere
ein Stuhl (5),

-einen Nivellierungsmechanismus (10), der
dazu ausgelegt ist, die Stltze (4) in einer
konstanten Ausrichtung zu einer horizonta-
len Ebene (H) zu halten, wenn sich die Aus-
richtung des Tragers (3) aufgrund des sich
andernden Neigungswinkels (a) &ndert,
-einen ersten Querbeschleunigungssensor
(13) zum Bereitstellen von Querbeschleu-
nigungswerten (a13x, a13y) ;

- einen Winkelbeschleunigungssensor (14)
zum Bereitstellen eines Winkelbeschleuni-
gungswerts (a140);

gekennzeichnet durch die folgenden Verfah-
rensschritte: Messen von Querbeschleuni-
gungswerten (a13x,a13y)des Tragers (3) durch
den ersten Querbeschleunigungssensor (13),
der an dem Trager (3) angebracht ist;

Messen eines Winkelbeschleunigungswerts
(a14a) des Tragers (3) durch den Winkelbe-
schleunigungssensor (14), der an dem Trager
(3) angebracht ist;

Kombinieren der bereitgestellten Querbe-
schleunigungswerte (a13x, a13y) und des Win-
kelbeschleunigungswerts (a140.), um einen ab-
soluten Ausrichtungswert (o) des Tragers (3) zu
berechnen;

basierend auf dem berechneten absoluten Aus-
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richtungswert (o), Berechnen eines Steuersig-
nals (18) des Nivellierungsmechanismus (10),
das dazu ausgelegt ist, die Stitze (4) in einer
gewiinschten Ausrichtung (6=0°; B=-a) zu hal-
ten.

Verfahren nach dem vorhergehenden Anspruch, da-
durch gekennzeichnet,

dass mittels eines zweiten Beschleunigungssen-
sors (15), der an der Stiitze (4) angebracht ist, die
gewilinschte Ausrichtung (6=0°) validiert wird.

Verfahren nach einem der vorhergehenden Anspri-
che, dadurch gekennzeichnet,

dass mittels eines zweiten Beschleunigungssen-
sors (15) die Ausrichtung der Stiitze (4) im stationa-
ren Zustand auf eine Startposition eingestellt wird.

Verfahren nach dem vorhergehenden Anspruch, da-
durch gekennzeichnet,

dass der erste Beschleunigungssensor (13)
ausschlieRlich fur eine Querbeschleunigung
empfindlich ist, und

dass der Winkelbeschleunigungssensor aus-
schliellich fir eine Winkelbeschleunigung
(a14a) empfindlich ist.

5. Treppenlift (1), umfassend

- einen Trager (3), der entlang eines Fahrwegs
(20) bewegbar ist, der durch eine Schiene (2)
definiert ist, wobei die Schiene (2) derart aus-
gestaltet ist, dass sich ein Neigungswinkel (o)
des Fahrwegs entlang des Fahrwegs (20) an-
dert,

- eine Stitze (4), an der eine Benutzerschnitt-
stelle angebrachtist, insbesondere ein Stuhl (5),
der an der Stltze (4) angebracht ist,

- einen Nivellierungsmechanismus (10), der da-
zu ausgelegt ist, die Stltze (4) in einer konstan-
ten Ausrichtung zu einer horizontalen Ebene (H)
zu halten, wenn sich die Ausrichtung des Tra-
gers (3) aufgrund des sich andernden Nei-
gungswinkels (o) &ndert,

- einen ersten Querbeschleunigungssensor (13)
zum Bereitstellen von Querbeschleunigungs-
werten (a13x, a13y) ;

wobei der Treppenlift (1) dadurch gekennzeichnet
ist, dass er ferner Folgendes umfasst

- einen Winkelbeschleunigungssensor (14) zum
Bereitstellen eines Winkelbeschleunigungs-
werts (a14a);

- eine Steuereinheit (12), die dazu ausgelegt ist,
den Nivellierungsmechanismus (10) gemaf
demVerfahren nach einem der vorhergehenden
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Anspriche zu steuern.

Treppenlift (1) nach dem vorhergehenden Anspruch,
gekennzeichnet durch

einen zweiten Beschleunigungssensor (15), der an
der Stitze (4) angebracht ist.

Revendications

1.

Procédé pour commander un monte-escaliers (1),
le monte-escaliers (1) comprend :

-undispositif de transport (3), qui estmobile
lelong d’untrajetde déplacement (20) défini
par unrail (2), dans lequel le rail (2) est con-
¢u pour qu’'un angle d’inclinaison (o) du tra-
jet de déplacement change le long du trajet
de déplacement (20),

- un support (4), sur lequel une interface uti-
lisateur est montée, en particulier un siége
®).

- un mécanisme de mise a niveau (10),
adapté pour maintenir le support (4) dans
une orientation constante par rapport a un
plan horizontal (H), lorsque I'orientation du
dispositif de transport (3) change en raison
de l'angle d’inclinaison changeant (a),

- un premier capteur d’accélération latérale
(13) pour fournir des valeurs d’accélération
latérale (a13x, a13y);

- un capteur d’accélération angulaire (14)
pour fournir une valeur d’accélération an-
gulaire (a140.) ;

caractérisé par
suivantes :

les étapes de procédé

lamesure de valeurs d’accélération latérale
(a13x, a13y) du dispositif de transport (3)
par le premier capteur d’accélération laté-
rale (13), qui est monté sur le dispositif de
transport (3) ;

la mesure d’'une valeur d’accélération an-
gulaire (a14a) du dispositif de transport (3)
par le capteur d’accélération angulaire (14),
qui est monté sur le dispositif de transport
3);

la combinaison des valeurs d’accélération
latérale fournies (a13x, a13y) et de la valeur
d’accélération angulaire (a140) pour calcu-
ler une valeur d’orientation absolue (o) du
dispositif de transport (3) ;

sur la base de la valeur d’orientation abso-
lue calculée (a), le calcul d’'un signal de
commande (18) du mécanisme de mise a
niveau (10), adapté pour maintenir le sup-
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port (4) dans une orientation souhaitée
(6=0° ; B=-a).

2. Procédé selon la revendication précédente,

caractérisé en ce
que, au moyen d’un second capteur d’accélération
(15) monté sur le support (4), 'orientation souhaitée
(6=0°) est validée.

Procédé selon I'une quelconque des revendications
précédentes,

caractérisé en ce

que, au moyen d’un second capteur d’accélération
(15), l'orientation du support (4) est réglée a une po-
sition de départ dans I'état stationnaire.

Procédé selon la revendication précédente,
caractérisé en ce

que le premier capteur d’accélération (13) est
seulement sensible a une accélération latérale,
et

que le capteur d’accélération angulaire est seu-
lement sensible a une accélération angulaire
(atda).

Monte-escaliers (1), comprenant

- un dispositif de transport (3), qui est mobile le
long d’un trajet de déplacement (20) défini par
un rail (2), dans lequel le rail (2) est congu pour
qu’un angle d’inclinaison (o) du trajet de dépla-
cement change le long du trajet de déplacement
(20),

- un support (4), sur lequel une interface utilisa-
teur estmontée, en particulier un siege (5), mon-
té sur le support (4),

- un mécanisme de mise a niveau (10), adapté
pour maintenir le support (4) dans une orienta-
tion constante par rapport a un plan horizontal
(H), lorsque l'orientation du dispositif de trans-
port (3) change enraison de I'angle d’inclinaison
changeant (a),

- un premier capteur d’accélération latérale (13)
pour fournir des valeurs d’accélération latérale
(a13x, a13y) ;

le monte-escaliers (1) étant caractérisé en ce qu’il
comprend en outre :

- un capteur d’accélération angulaire (14) pour
fournir une valeur d’accélération angulaire
(alda);

- une unité de commande (12), adaptée pour
commanderle mécanisme de mise a niveau (10)
selon le procédé de l'une quelconque des re-
vendications précédentes.
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Monte-escaliers (1) selon la revendication précé-
dente,

caractérisé par

un second capteur d’accélération (15), monté sur le
support (4).
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