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This invention relates to oscillation gener 
ators, and more particularly to generators 
having means for maintaining substantially 
constant the frequency of oscillations. 

5. It is known that piezo-electric devices may 
be employed to control the frequency of oscil 
lations generated by space discharge tube 
oscillators. The piezo-electric devices. So 
used for controlling the frequency of oscilla 
tions are usually crystals cut from quartZ, 
and such crystals respond to a number of fre 
quencies with varying degrees of activity. 
There is usually one natural frequency at 
which the crystal gives its greatest response. 

5 Generally, oscillators which have piezo-elec 
tric devices associated there with for control 
ling the frequency of the Oscillations, are 
operated at the frequency at which the piezo 
electric device gives its greatest response. 

Piezo-electric crystals used in oscillation 
generators are frequently cut from quartz, 
so that the dimension in the direction of the 
axis of vibration of the crystal is small as 
compared to the other dimensions. It is due 

25 to the small dimension in the direction of the 
axis of vibration that the alternating electro 
static voltage across the terminals of the 
crystal, at its frequency of resonance, is 
limited, in order to prevent the rupture of the 
crystal through the excessive internal me 
chanical strain set up by the electric field. 

It is therefore one of the objects of this 
invention to so connect a plurality of piezo 
electric crystals that the voltages across the 
terminals thereof will be less than the voltage 
by which the combination of crystals will be 
ruptured. This constitutes one of the novel 
features of this invention, and may be accom 
plished by connecting a plurality of piezo 
electric crystals in series relationship with 
each other. The voltage which may be set up 
across the terminals of a plurality of piezo 
electric crystals in series relationship with 
each other will be as many times the voltage 
which may be set up across the terminals of 
one of the piezo-electric crystals as there are 
crystals so connected. 
Another difficulty which has been encoun 

tered with the use of a single piezo-electric 
crystal for controlling the frequency of an 
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oscillation generator at very high frequencies, 
for example, several million cycles, has been 
due to the presence of a path of low imped 
ance between the terminals of the crystals 
due to the capacity existing between such 
terminals and the very high frequencies 
involved. 

It is therefore another object of this inven 
tion to so relate a plurality of piezo-electric 
crystals to an oscillation generator that the 
impedance due to the presence of the plu 
rality of piezo-electric crystals will be in 
creased by a multiple equal to the number of 
crystals connected in series. 
While the nature of the invention will be 

pointed out with particularity in the append 
ed claims, the invention itself, both as to its 
further objects and features, will be better 
understood from the detailed description 
hereinafter following when read in connec 
tion with the accompanying drawing show 
ing one embodiment of the invention. 

Referring to the drawing, there is shown 
a circuit arrangement electrically tuned to 
give oscillations of any desired frequency. 
The reference character 1 is a space discharge 
tube, working on the thermionic principle, 
including a cathode 2, an anode 3 and an in 
put or grid electrode 4. The cathode 2 is 
heated to incandescence by means of a bat 
tery 7. A source of potential S supplies space 
current to the anode 3 of the tube 1 through 
an inductance 9. A condenser 10 is connected 
across the terminals of the source of poten 
tial 8 in order to form a path of low imped 
ance for alternating current components. 
A resistance 11 is connected between the grid 
control electrode 4 and the cathode 2 in order 
to maintain the grid electrode at a suitable 
negative potential with respect to the cath 
Ode. A condenser 12, shown in dotted lines, 
represents the inherent capacity existing be 
tween the grid electrode 4 and the anode 3, 
including the capacity of the leads connected 
thereto. It is this capacity between the grid 
electrode 4 and the anode 3 which produces 
a reaction of the plate circuit on the grid cir 
cuit in order to produce sustained oscilla 
tions. 
A plurality of piezo-electric devices are 
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connected in series relationship to each other 
between the lower terminal of an inductance 
6 and the grid electrode 4. The crystals 14 
are substantially identical, having the same, 
or substantially the same, vibratory period, 
each of the crystals being preferably disk 
shaped, cut from quartz, along one of the axes 
of symmetry. The plates 13 are placed ad 
jacent to the sides of the disks, but, however, 
a Small space is left between any two plates 
and the crystal therebetween to permit its 
free vibration. The crystals 14 and the plates 
13 adjacent thereto may be included in a con 
tainer 15 made of rubber, glass or other in 
sulating material. 

It is a well-known property of crystals so 
cut that when subjected to a physical stress 
from the sides, plus and minus charges ap 
pear on the faces thereof; and vice versa, 
when subjected to an electrostatic field, a 
physical deformation occurs along the axis 
of the crystal. The signs of the charges pro 
duced in the first case depend upon the char 
acter of the stress, that is, whether tension or 
compression, whereas in the Second case the 
physical deformation due to the action of the 
electrostatic field depends upon the direction 
of the field. If the stress changes from com 
pression to tension, or Vice Versa, the signs 
of the electric charges on the faces of the 
crystal are reversed, whereas, if the electro 
static field is alternately reversed, the crystal 
undergoes, alternately, contraction and elon 
gation in the direction of the axis. In other 
words, the crystal vibrates in an electrostatic 
field in which the charge is alternately re 
versed. 

It has been found that the piezo-electric 
crystal has a plurality of natural frequencies, 
but it offers a greater response at One of the 
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natural frequencies than at the other natural 
frequencies, which, moreover, are not in the 
same neighborhood. 
The circuit including the anode 3, the 

cathode 2, the source of potential 8 and the 
inductance 9 may, if desired, be coinsidered 
the output circuit, and the circuit including 
the grid electrode 4, the cathode 2, the source 
of potential 8, the inductance 6 and the piezo 
electric crystals 14 and the plates 13 adjacent 
thereto, may be considered the input circuit, 
The input circuit and the output circuit are 
coupled through the electrostatic capacity 
existing between the grid electrode 4 and the 
anode 3 of the space discharge tube 1. The 
inductance 6 is inserted to start the piezo 
electric crystals 14 in vibration. 
The resistance 11 is used here instead of a 

“C” battery to maintain the grid electrode 
4 at an appropriate negative potential with 
respect to the cathode 2. This means of nain 
taining the grid negative operates only when 
there is a grid current between the cathode 2 
and the grid electrode 4; that is, it te 
maintain the grid electrode negative with 
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respect to the cathode during that part of 
the cycle in which the grid electrode has a 
positive charge impressed thereon. Thus, 
When the grid electrode becomes positive, it 
attracts electrons, and current flows through 
the resistance 11. During the rest of the cycle 
there is no flow of electrons from the cathode 
to the grid electrode. A rectified current is 
therefore established through the resistance 
11 and this tends to lower the potential of 
the grid electrode 4 with respect to the cath 
Ode 2. 
The voltage which may be impressed across 

the terminals of one piezo-electric device be 
fore rupture occurs, may be, for example, 200 
volts. By connecting, for example, five of 
Such crystals in series relationship to each 
other, the voltage which may be impressed 
across all five crystals may be, for example, 
1,000 volts. Since, in vacuum tubes used for 
power work, voltages at least as high as that 
may be attained, arrangements similar to 
those disclosed herein will be found highly de 
sirable for successful operation. Since, also, 
the power available from a vacuum tube is 
proportional to the square of the voltage in 
volved, the vacuum tube having, for example, 
five piezo-electric crystals in series relation 
ship with each other will permit a power out 
put of about twenty-five times that from a 
vacuum tube using just one piezo-electric 
Crystals. -- 

The term “piezo-electric device’ as used 
herein means any body or substance capable 
of generating an electromotive force in re: 
Sponse to a change in pressure. 
While a plurality of piezo-electric devices 

have been shown connected up to a vacuum 
tube Oscillation generator for permitting the 
operation to take place at very high voltages 
and frequencies, the application is not lim 
ited to vacuum tube oscillators but may be 
embodied in other circuit arrangements 
limited only within the scope of the append 
ed claims. 
While the invention has been disclosed in 

one particular embodiment which is deemed 
desirable, it is to be understood that it is 
capable of embodiment in other and widely 
varied organizations without departing from 
the spirit of the invention and the scope of 
the appended claims. 
What is claimed is: 
1. In combination, means for generating 

Oscillations, means for controlling the fre: 
quency of Oscillations within very narrow 
limits consisting of a plurality of piezo-elec 
tric devices, all having the same natural fre 
quency connected in series relationship to 
each other. 2 . 

2. In combination, a plurality of piezo 
electric devices all having the same natural 
period in series relationship with each other, 
and circuit arrangements operating at the 
same frequency as said piezo-electric devices, 
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the impedance of said piezo-electric-devices 
being a multiple of the impedance of a single 
crystal. 

3. In combination, an oscillation genera 
tor, and a plurality of piezo-electric devices 
connected to said oscillation generator to con 
trol the frequency of said oscillation genera 
tor, said piezo-electric devices being con 
nected in series with each other so that the 
breakdown voltage of said piezo-electric de 
vices is greater than the voltage of the fre 
quency generated by said oscillation gener 
atOr. 

4. A generator of high frequency, means 
for maintaining the frequency of the gener 
ator constant within very narrow limits, said 
means comprising a plurality of piezo-elec 
tric devices in series relationship with each 
other, all the devices being substantially sim 
ilar and vibrating at the same frequency. 

5. Means for generating oscillations, com 
prising a space discharge tube of the three 
electrode type, input and output circuits for 
said tube coupled by virtue of the capacity 
between the electrodes of said tube, a plu 
rality of piezo-electric devices for control 
ling the frequency of the Oscillations, said 
piezo-electric devices being connected in Se 
ries with each other so as to have a high im 
pedance and a low electrostatic capacity. 

6. An oscillation generator, comprising a 
three-electrode space discharge tube, input 
and output circuits coupled by virtue of the 
capacities existing between the electrodes of 
said tube, a plurality of piezo-electric ele 
ments, and a tuned circuit, said piezo-electric 
elements being arranged to render said tuned 
circuit highly selective, all of said piezo 
electric elements having the same frequency 
and having a low electrostatic capacity 
across the terminals thereof. 

7. In an oscillation generator, a three-elec 
trode space discharge device having input 
and output circuits, said circuits being 
coupled by the natural capacity of their con 
ductors, means for controlling the genera 
tion of oscillations, said means comprising a 
plurality of piezo-electric oscillators ar 
ranged in said input circuit, said piezo-elec 
tric oscillators vibrating at the same fre 
quency, and means for starting said piezo 
electric oscillators in vibration and for con 
tinuing their vibration after being started. 

S. Means for generating oscillations, 
comprising an electrical discharge tube hav 
ing a cathode, an anode and an impedance 
varying element, an inductance, a plurality 
of piezo-electric devices, and a source of po 
tential, part of said inductance being in 
cluded in an output circuit along with said 
source of potential, said anode and cathode, 
the rest of said inductance being included in 
an input circuit along with Said piezo-elec 
tric devices, said impedance-varying element 
and cathode, said input and output circuits 

3 

being coupled by the inherent capacity be 
tween said anode and said impedance-varying 
element, said piezo-electric devices all having 
the same natural period. 

9. An oscillation generator, comprising a 
three-electrode space discharge tube having 
input and output circuits coupled by virtue 
of the capacity existing between the elec 
tirodes of said tube, a plurality of piezo-elec 
tric elements associated with the input cir 
cuit, each having a natural frequency Sub 
stanitally the same as the frequency for 
which the output circuit has a maximum 
impedance, means for starting said piezo 
electric elements in vibration, and means for 
maintaining the continuity of the vibrations 
after they are started. 

0. Means for generating oscillations, com 
prising a power tube of the three-electrode 
type, input and output circuits for said tube. 
Said circuits being coupled by the inherent 
capacity between the electrodes of said tube, 
a plurality of piezo-electric devices in series 
relationship with each other for controlling 
the frequency of oscillations, the breakdown 
Voltage of said piezo-electric devices being 
greater than the voltage of the current gene 
rated by said tube. 

11. An oscillation generator, comprising 
an amplifier having input and output cir 
cuits coupled by the capacity between the 
electrodes of Said amplifier, a frequency con 
trol element in said input circuit consisting 
of a number of piezo-electric devices ar 
ranged in series relationship and vibrating 
at a common period in the input circuit, and 
a pair of inductances coupling the input and 
output circuits of said amplifier in order to 
feed back some of the energy in the output 
circuit to the input circuit. 

12. In combination, means for generat 
ing oscillations, means for controlling the 
frequency of the generated oscillations with 
in very narrow limits consisting of a plu 
rality of piezo-electric devices connected in 
Series with each other, all having the same, 
or Substantially the same, natural frequency. 

13. In an oscillation generator, a three 
electrode space discharge device having cou 
pled input and output circuits, and means for 
controlling the generation of oscillations, 
Said means consisting of a plurality of sim 
ilar piezo-electric oscillators arranged in 
series with each other in said input circuit, 
said piezo-electric oscillator's vibrating at : 
a frequency common to all of said piezo-elec 
tric oscillators. 

14. An oscillation generator comprising 
an amplifier having suitably coupled input 
and output circuits, and a frequency control 
element in said input circuit consisting of a 
number of Substantially similar piezo-elec 
tric devices connected in series relationship 
therein. 

15. A frequency control system compris 
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ing a plurality of similar piezo-electric de 
vices arranged in series with each other so as 
to vibrate at the same frequency, and a work 
circuit cooperating with said piezo-electric 

5 devices. 
16. A frequency control system compris 

ing a vacuum tube system, and a plurality of 
similar frequency control elements of piezo 
electric character connected in series rela 

10 tionship all vibrating at the same frequency, 
and means whereby said frequency control 
elements will control the frequency of oscil 
lations sustained by said vacuum tube sys 
tem. 

l6 17. Frequency control apparatus includ 
sing a plurality of conductive plates spaced 
from one another by a predetermined dis 
tance, and a plurality of piezo-electric crys 
tals each spaced between two adjacent con 

20 ductive plates. 
18. Frequency control apparatus compris 

ing an insulated housing having a hollow 
central section, a plurality of grooves, each 
groove being separated from the adjacent 

25 groove by a predetermined distance, a plu 
rality of conductive plates each positioned in 
one of said grooves, a plurality of piezo 
electric crystals each located between two ad 
jacent conductive plates, and electrical con 

30 nections to the two outermost conductive 
plates. 

19. In combination, a plurality of piezo 
electric vibrational elements each capable of 
unitary elastic vibration and whose natural 

3 frequencies have an integral commensurable 
relation and means electrically connecting 
said crystal bodies in series with each other. 

20. In a frequency control or stabilizing 
system, a plurality of piezo-electric crystal 

40 units of the same characteristics, an electric 
space discharge tube circuit to which all of 
said crystal units are connected in series 
With each other, and means connected with 
said tube circuit for sustaining oscillations 

45 of said crystal units at their characteristic 
frequency. 

21. An oscillator having a piezo-electric 
crystal device for stabilizing the oscillator 
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oscillator and a plurality of piezo-electric 
crystals connected in the input circuit there 
of, one of said crystals being cut to vibrate 
at a frequency approximately the same as the 
frequency at which the balance of said crys 
tals are cut to respond. 

In testimony whereof, I have signed my 
name to this specification this 24th day of 

RUSSELL S. OHL. 
November, 1925. 
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frequency, said device comprising a plural 
50 ity of piezo-electric vibrational units con 

nected in series, said units being so related 
to each other and to the immediately associ 
ated structure that substantially smaller po 
tential tends to exist across each unit than 

5. if they were replaced by a frequency-equiva 
lent single unit, while maintaining the 
maximum power output of which said oscil 
lator is capable substantially undiminished. 

22. Means for producing a constant fre 
quency, comprising a space discharge oscil 
lator having two crystals connected in its in 
put circuit, one of said crystals being cut to 
vibrate in resonance at a frequency approxi 
mately the same as that of the other. 

5. 23. An oscillating system comprising an 
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