The present invention provides for a device which detects positional information of a moving vehicle. That information is then used to determine whether the moving vehicle is preparing to enter an area where a charge is applied. If a charge is to be applied, the device notifies those inside and outside the moving vehicle of the processing state of the charge processing. The present invention provides for a multitude of notification means. In addition, the present invention provides for a device which is able to collect many different types of information while detecting position and charge information.
TABLE TRANSMISSION PROCESSING
ON THE GROUND

START

RECEIVE GPS SIGNAL

CALCULATE REFERENCE LATITUDE AND LONGITUDE PO AND GENERATE CORRECTION INFORMATION

READ CHARGE APPLICABLE AREA INFORMATION

TRANSMIT CHARGE APPLICABLE AREA INFORMATION AND GPS CORRECTION INFORMATION

END
FIG. 5

DEVICE MOUNTED IN VEHICLE
AREA DETERMINATION
(1 MINUTE INTERRUPTION)

START

RECEIVE INFORMATION FROM GROUND 400

LATEST INFORMATION?

N

BRING OUT AREA
(STORE GPS CORRECTION INFORMATION)

Y

RECEIVE GPS SIGNAL 406

READ CURRENT DATE AND TIME t 408

CALCULATE LATITUDE AND LONGITUDE P(t) 410

MATCH P(t) WITH MAP DATABASE 412

DECIDE AREA TO WHICH P(t) BELONGS 414

STORE VEHICLE LOCATION HISTORY 416

END
FIG. 6

DEVICE MOUNTED IN VEHICLE
CHARGE PROCESSING FLOW

START

DO CONDITIONS MATCH?

Y

ACQUIRE HISTORY INFORMATION

SET CALCULATION FORMULA

CALCULATE TOLL

PROCESS CHARGE

N

END
FIG. 8

A_1 \rightarrow A_m

A_2 \rightarrow A_{m-1}

A_3 \rightarrow A_i

A_4 \rightarrow A_5
FIG. 10

DEVICE MOUNTED IN VEHICLE ZONE DETERMINATION

DECIDE AREA TO WHICH P(t) BELONGS 414

IS I/G OFF? 430

Y

N

DECIDE ZONE TO WHICH P(t) BELONGS 432

IS THERE A RESERVE ZONE? 434

Y

N

IS ID OK? 436

Y

N

ALTER TO RESERVE ZONE 438

STORE VEHICLE LOCATION HISTORY 440

END
FIG. 11

DEVICE MOUNTED IN VEHICLE
CHARGE PROCESSING FLOW

START

420

DO CONDITIONS MATCH?

Y

422

ACQUIRE HISTORY INFORMATION

SET CALCULATION FORMULA

CALCULATE TOLL

IS SAME ZONE CONTINUOUSLY PRESENT FOR FIVE MINUTES OR MORE?

N

450

452

SET PARKING CALCULATION FORMULA

CALCULATE PARKING TOLL

PROCESS CHARGE

END

454

456
FIG. 12

DEVICE MOUNTED IN VEHICLE HISTORY PROCESSING
(1 MINUTE INTERRUPTION)

START

RECEIVE GPS SIGNAL

READ CURRENT DATE AND TIME t

CALCULATE LATITUDE AND LONGITUDE P(t)

STORE HISTORY INFORMATION

END
FIG. 13

PROCESSING ON GROUND

START

INITIAL PROCESSING

MAKE INQUIRY TO DEVICE MOUNTED IN VEHICLE

IS THERE A RESPONSE?

REQUEST TRANSMISSION OF ID AND HISTORY INFORMATION

RECEIVED?

MATCH EACH LATITUDE AND LONGITUDE P(t) WITH MAP DATABASE

DECIDE AREA TO WHICH EACH LATITUDE AND LONGITUDE P(t) BELONGS

DECIDE CALCULATION FORMULA AND CALCULATE TOLL

IS THERE A CHARGE?

NOTIFY DEVICE MOUNTED IN VEHICLE

SETTLE ACCOUNT OF ID

HAS A PREDETERMINED TIME ELAPSED?

END

13/80
FIG. 14

DEVICE MOUNTED IN VEHICLE COMMUNICATION PROCESSING

START

INQUIRY?

TRANSMIT HISTORY INFORMATION

NOTIFICATION?

NOTIFICATION OF CHARGE INFORMATION

END
START

DO CONDITIONS MATCH?

Y
ACQUIRE HISTORY INFORMATION

SET CALCULATION FORMULA

CALCULATE TOLL

N

IS CARD LOADED?

Y
ACCUMULATION PROCESSING

N

CHARGE PROCESSING

END
Figure 21 A

DEVICE MOUNTED IN VEHICLE PROCESSING FLOW

START

DETERMINE AREA 501

IS AREA A CHARGE AREA? 503

Y

IS IT WITHIN PREVIOUS AREA? 505

N

APPROACHING CHARGE AREA? 508

Y

CHARGE AREA ENTRY PROCESSING (FLASHING) 506

N

CHARGE AREA APPROACH PROCESSING 514

IS IT WITHIN PREVIOUS AREA? 510

Y

N

CHARGE AREA DEPARTURE PROCESSING (EXTINGUISH) 512

A

B
Figure 21 B

A

516

IS CARD LOADED?

Y

518

DISPLAY VIOLATION

N

520

IS THERE AN ID INQUIRY?

Y

522

ID INQUIRY PROCESSING

N

524

IS THERE A POSITION INQUIRY?

Y

526

POSITION INQUIRY PROCESSING

N

528

IS POWER SUPPLY OFF?

Y

530

STORE CURRENT STATE (PATTERN)

B

END
FIG. 22

DEVICE MOUNTED IN VEHICLE CHARGE AREA
ENTRY PROCESSING

START

CHARGE AREA ENTRY PROCESSING

532

IS AUTHORIZATION RESULT RECEIVED?

Y

536

IS VEHICLE AUTHORIZED AS NORMAL?

Y

538

IS CARD LOADED?

N

540

NORMAL PROCESSING (OBSERVATION LAMP FLASHING)

542

VIOLATION PROCESSING

END
FIG. 24

GROUND DEVICE ENTRY PROCESSING

START

ARE ID AND POSITION RECEIVED?

N

ARE ID AND BEHAVIOR NORMAL?

Y

NORMAL VEHICLE AUTHORIZATION

VIOLATION VEHICLE AUTHORIZATION

TRANSMITE AUTHORIZATION RESULT

END

600

602

604

606

608

608
FIG. 25

DEVICE MOUNTED IN VEHICLE
ID INQUIRY PROCESSING

START

NOTIFICATION OF ID AND THE LIKE 544

IS AUTHORIZATION RESULT RECEIVED?

Y

IS VEHICLE AUTHORIZED AS NORMAL?

Y

VIOLATION PROCESSING

N

END

N

546

548

550
FIG. 26

GROUND DEVICE CHECKPOINT PROCESSING

START

IS NOTIFICATION RECEIVED?

610

N

IS NOTIFICATION NORMAL?

612

Y

MEASURE VEHICLE MODEL

614

N

DO VEHICLE MODELS MATCH?

616

Y

VIOLATION VEHICLE AUTHORIZATION

620

N

NORMAL VEHICLE AUTHORIZATION

618

PHOTOGRAPH VEHICLE NUMBER

622

TRANSMIT AUTHORIZATION RESULT

624

END
DEVICE MOUNTED IN VEHICLE POSITION INQUIRY PROCESSING

START

POSITION NOTIFICATION

IS AUTHORIZATION RESULT RECEIVED?

Y

IS VEHICLE AUTHORIZED AS NORMAL?

Y

NORMAL PROCESSING (OBSERVATION LAMP FLASHES)

END

N

VIOLATION PROCESSING

N

552

554

556

558

560
FIG. 28

GROUND DEVICE POSITION INQUIRY PROCESSING

START

626

IS NOTIFICATION RECEIVED?

628

IS BEHAVIOR NORMAL?

630

NORMAL VEHICLE AUTHORIZATION

632

VIOLATION VEHICLE AUTHORIZATION

634

TRANSMIT AUTHORIZATION RESULT

END
DEVICE MOUNTED IN VEHICLE CHARGE AREA DEPARTURE PROCESSING

START

CHARGE AREA DEPARTURE NOTIFICATION → 562

IS AUTHORIZATION RESULT RECEIVED?

Y → 566

IS VEHICLE AUTHORIZED AS NORMAL?

Y → 568

IS CARD LOADED?

Y → 570

NORMAL PROCESSING (OBSERVATION LAMP EXTINGUISHED)

END

N → 572

VIOLATION PROCESSING
FIG. 30

GROUND DEVICE DEPARTURE PROCESSING

START

636

ARE ID AND POSITION RECEIVED?

N

Y

638

ARE ID AND BEHAVIOR NORMAL?

N

642

VIOLATION VEHICLE AUTHORIZATION

Y

640

NORMAL VEHICLE AUTHORIZATION

644

TRANSMIT AUTHORIZATION RESULT

END
Fig. 34

GROUND DEVICE VIOLATION DETECTION PROCESSING

START

READ NORMAL PATTERN

PHOTOGRAPH VEHICLE (EXTRACT PATTERN)

IS PATTERN NORMAL?

Y

NORMAL VEHICLE AUTHORIZATION

END

N

VIOLATION VEHICLE AUTHORIZATION

VIOLATION VEHICLE PROCESSING
FIG. 36A

FR1998

FIG. 36B

FR1998
OBSERVATION DEVICE PROCESSING

START

READ NORMAL PATTERN

PHOTOGRAPH VEHICLE (EXTRACT IMAGE)

DISPLAY

END
DEVICE MOUNTED IN VEHICLE CHARGE PROCESSING FLOW

START

DO CONDITIONS MATCH? (TRANSMISSION REQUEST)

\[420\]

\[Y\] 

ACQUIRE HISTORY INFORMATION \[422\]

TRANSMISSION \[423\]

IS NOTIFICATION RECEIVED?

\[425\]

\[N\] 

NOTIFICATION \[429\]

\[Y\] 

END
Figure 43 A

DEVICE MOUNTED IN VEHICLE PROCESSING FLOW

START

580

CHECKPOINT?

Y

N

582

WAS PREVIOUS AREA WITHIN CHECKPOINT AREA?

Y

N

588

WAS PREVIOUS AREA WITHIN CHECKPOINT?

Y

N

586

APPROACHING CHECKPOINT?

Y

N

592

APPROACH PROCESSING

590

DEPARTURE PROCESSING

594

ENTRY PROCESSING (CHARGING BEGINS)

C
Figure 43 B

HAS ID INQUIRY AND THE LIKE BEEN MADE? Y 596 N 594

PROCESSING FOR ID INQUIRY AND THE LIKE

IS POWER SUPPLY OFF? Y 598 N 596

END
FIG. 44

GROUND PROCESSING

START

INITIAL PROCESSING

MAKE INQUIRY TO DEVICE MOUNTED IN VEHICLE

HAS RESPONSE (NOTIFICATION) BEEN MADE?

Y

ID AND HISTORY INFORMATION TRANSMISSION REQUEST

478

RECEIVED?

Y

DECIDE CALCULATION FORMULA

CALCULATE TOLL

IS THERE A CHARGE?

N

NOTIFY DEVICE MOUNTED IN VEHICLE

COMMUNICATE WITH SENSOR (SETTLE ACCOUNT OF ID)

HAS PREDETERMINED TIME ELAPSED?

N

END
DEVICES MOUNTED IN VEHICLE PROCESSING FLOW

START

AREA DETERMINATION

IS AREA A CHARGE APPLICABLE AREA?

WITHIN PREVIOUS AREA?

ENTRY PROCESSING (CHARGING BEGINS)

WITHIN PREVIOUS AREA?

DEPARTURE PROCESSING (CHARGING ENDS)

IS POWER SUPPLY OFF?

END
Figure 55 A

[Diagram showing the flowchart for notification control.]

1. IS IGNITION SWITCH ON?
   - Y: RIG = 1?
     - Y: REGISTER CARD DATA
     - N: RIG ← 1
     - N: DISPLAY CARD BALANCE AMOUNT

2. START TIMER Tc
3. READ POSITION, DIRECTION, DATE AND TIME. TRANSFER CHARGE AREA INFORMATION TO 20.

4. IS CHARGE TABLE VALID?
   - Y: Transmit ID, position, direction data, and charge table request to notification station 30.
   - N: HAS CHARGE TABLE BEEN RECEIVED?
     - Y: IS CHARGE TABLE VALID?
       - Y: Register received charge table in internal memory and on card
       - N: Register received charge table in internal memory and on card
     - N: N

E
Figure 55 B

1. Has timer Tc ended?
   - N: Go back to S25
   - Y: Go to S32

2. Is current position within charge applicable area?
   - N: Go back to S12
   - Y: Go to S26

3. Is RAE = 1?
   - N: Go to S25
   - Y: Go to S27

S27: $RAE \leftarrow 1$, $RPF, RPS \leftarrow 0$
S28: Charge processing
S29: Update balance display
S30: Transmit vehicle entry to 30
S31: Is balance negative?
   - N: Go back to S25
   - Y: Go to S32

S32: Notification of insufficiency (display and sound)
Figure 56A

RAE = 0? [N]

VEHICLE DEPARTURE NOTIFICATION [S15]

IS DIRECTION OF TRAVEL APPROACHING AREA? [S16]

[Branches leading to G and F]
FIG. 59

[CHARGE CONTROL]

1. IS IGNITION SWITCH ON?
   - Y: RIG = 1?
     - N: RIG ← 1
     - Y: REGISTER CARD DATA IN INTERNAL MEMORY
       - M4: DISPLAY CARD BALANCE AMOUNT
     - M6: START TIMER Tc
     - M7: READ POSITION, SPEED, DIRECTION, AND DATE AND TIME. TRANSFER CHARGE AREA INFORMATION TO 20.
   - M1: N

3. IS CHARGE TABLE VALID?
   - Y: TRANSMIT ID, POSITION, DIRECTION DATA, AND CHARGE TABLE REQUEST TO NOTIFICATION STATION 30.
   - N: M9

4. HAS CHARGE TABLE BEEN RECEIVED?
   - Y: IS CHARGE TABLE VALID?
     - N: REGISTER RECEIVED CHARGE TABLE IN INTERNAL MEMORY AND CARD CRD
     - M12: M3
     - M1: N
   - M10: M3

3
Figure 60 A

1. IS CURRENT POSITION INSIDE CHARGE AREA?
   - Y: RAE = 1
     - N: RAE ← 0
       - CHARGE DEDUCTION PROCESSING
       - UPDATE BALANCE DISPLAY
       - TRANSMIT VEHICLE DEPARTURE TO 30
     - Y: RAE ← 1, RPF, RPS ← 0
     - TRANSMIT VEHICLE ENTRY TO 30
   - N: INTERMEDIATE CHARGE PROCESSING

2. RAE = 0?
   - N: RAE ← 0
   - Y: IS BALANCE NEGATIVE?
     - N: NOTIFICATION OF INSUFFICIENCY (DISPLAY AND SOUND)
     - Y: NEXT STEPS

I → M14 → M28 → M29 → M30 → M31 → M32 → M33
J → M13 → M24 → M25 → M26 → M27
Figure 62 A

CHARGE CONTROL

1

N

P1

IS IGNITION SWITCH ON?

Y

P2

RIG = 1?

N

Y

P3

RIG ← 1

P4

REGISTER CARD DATA IN INTERNAL MEMORY

DISPLAY CARD BALANCE AMOUNT

P5

START TIMER Tc

P6

READ POSITION, SPEED, DIRECTION, AND DATE AND TIME.

P7

L
Figure 62 B

L

Y

P8

IS CHARGE TABLE VALID?

N

P9

TRANSMIT ID, BALANCE, POSITION, DIRECTION, AND CHARGE TABLE REQUEST TO NOTIFICATION STATION 30.

P10

HAS CHARGE TABLE BEEN RECEIVED?

N

N

P11

IS CHARGE TABLE VALID?

Y

P12

REGISTER RECEIVED CHARGE TABLE IN INTERNAL MEMORY AND CARD CRD

P13

ALLOW RECEPTION INTERRUPTION

P14

TRANSMIT CHARGE AREA INFORMATION TO 20

N

4

3
Figure 63 B

- **Direction of Travel Approaching Charge Area?**
  - **Y:**
    - **R.P.F. = 1?**
      - **Y:** Approaching Charge Area Notification 1
      - **N:**
        - **R.P.F. = 1?**
          - **Y:** Approaching Charge Area Notification 2
          - **N:**
            - Is time up on timer TC?
              - **Y:**
                - **R.P.S. = 1?**
                  - **Y:**
                    - Is vehicle less than 400 meters from charge area?
                      - **Y:**
                        - **R.P.S. = 1?**
                          - **Y:**
                            - Is vehicle less than 500 meters from charge area?
                              - **Y:**
                                - **R.P.S. = 1?**
                                  - **Y:**
                                    - **Approaching Charge Area Notification 2**
                                    - **N:**
                                  - **N:**
                                    - Is time up on timer TC?
                                      - **Y:**
                                        - **R.P.S. = 1?**
                                          - **Y:**
                                            - Is vehicle less than 400 meters from charge area?
                                              - **Y:**
                                                - **R.P.S. = 1?**
                                                  - **Y:**
                                                    - **Approaching Charge Area Notification 2**
                                                    - **N:**
                                                  - **N:**
                                                    - Is time up on timer TC?
                                                      - **Y:**
                                                        - **R.P.S. = 1?**
                                                          - **Y:**
                                                            - Is vehicle less than 400 meters from charge area?
                                                              - **Y:**
                                                                - **R.P.S. = 1?**
                                                                  - **Y:**
                                                                    - **Approaching Charge Area Notification 2**
                                                                    - **N:**
                                                                  - **N:**
                                                                    - Is time up on timer TC?
                                                                      - **Y:**
                                                                        - **R.P.S. = 1?**
                                                                          - **Y:**
                                                                            - Is vehicle less than 400 meters from charge area?
                                                                              - **Y:**
                                                                                - **R.P.S. = 1?**
                                                                                  - **Y:**
                                                                                      - **Approaching Charge Area Notification 2**
                                                                                      - **N:**
                                                                                  - **N:**
                                                                                      - Is time up on timer TC?
                                                                                          - **Y:**
                                                                                              - **R.P.S. = 1?**
                                                                                                 - **Y:**
                                                                                                    - Is vehicle less than 400 meters from charge area?
                                                                                                      - **Y:**
                                                                                                        - **R.P.S. = 1?**
                                                                                                          - **Y:**
                                                                                                            - **Approaching Charge Area Notification 2**
                                                                                                            - **N:**
                                                                                                          - **N:**
                                                                                                            - Is time up on timer TC?
                                                                                                                - **Y:**
                                                                                                                    - **R.P.S. = 1?**
                                                                                                                        - **Y:**
                                                                                                                                - Is vehicle less than 400 meters from charge area?
                                                                                                                                    - **Y:**
                                                                                                                                        - **R.P.S. = 1?**
                                                                                                                                            - **Y:**
                                                                                                                                                - **Approaching Charge Area Notification 2**
                                                                                                                                                - **N:**
                                                                                                                                            - **N:**
                                                                                                                                                - Is time up on timer TC?
                                                                                                                                                    - **Y:**
                                                                                                                                                        - **R.P.S. = 1?**
                                                                                                                                                            - **Y:**
                                                                                                                                                                - Is vehicle less than 400 meters from charge area?
                                                                                                                                                                    - **Y:**
                                                                                                                                                                        - **R.P.S. = 1?**
                                                                                                                                                                            - **Y:**
                                                                                                                - **Approaching Charge Area Notification 2**
                                                - **N:**
                                    - Is time up on timer TC?
                                      - **Y:**
                                        - **R.P.S. = 1?**
                                          - **Y:**
                                            - Is vehicle less than 500 meters from charge area?
                                              - **Y:**
                                                - **R.P.S. = 1?**
                                                  - **Y:**
                                                    - **Approaching Charge Area Notification 1**
                                                    - **N:**
                                                  - **N:**
                                                    - Is time up on timer TC?
                                                      - **Y:**
                                                        - **R.P.S. = 1?**
                                                          - **Y:**
                                                            - Is vehicle less than 400 meters from charge area?
                                                              - **Y:**
                                                                - **R.P.S. = 1?**
                                                                  - **Y:**
                                                                    - **Approaching Charge Area Notification 1**
                                                                    - **N:**
                                                                  - **N:**
                                                                    - Is time up on timer TC?
                                                                      - **Y:**
                                                                        - **R.P.S. = 1?**
                                                                                                                  - **Approaching Charge Area Notification 1**
                                                                                                                  - **N:**
                                                                                                                  - Is time up on timer TC?
                                                                                                                                  - **Y:**
                                                                                                                                      - **R.P.S. = 1?**
                                                                                                                                  - **Approaching Charge Area Notification 1**
                                                                                                                                  - **N:**
                                                                                                                                  - Is time up on timer TC?
FIG. 64

VEHICLE ENTRY PROCESSING

START ONE MINUTE TIMER

CLEAR INTEGRAL DISTANCE AND INTEGRAL TIME
CLEAR FRACTIONAL DISTANCE AND FRACTIONAL TIME
CLEAR MOVEMENT HISTORY TABLE

WRITE DATE AND TIME, BALANCE, POSITION, DISTANCE TRAVELED, LENGTH OF STAY, STATE OF READER, PRESENCE OF CARD, AND STATE OF GPS IN MOVEMENT HISTORY TABLE.

RETURN
FIG. 65

INTERMEDIATE PROCESSING

FRACTIONAL TIME + Tc  \rightarrow  FRACTIONAL TIME REGISTER

IS FRACTIONAL TIME \geq 1 MINUTE?

Y

INCREMENT INTEGRAL TIME REGISTER BY 1
FRACTIONAL TIME - 1 MINUTE
\rightarrow  FRACTIONAL TIME REGISTER

N

CALCULATE DISTANCE Dc TRAVELED DURING TIME Tc

FRACTIONAL DISTANCE + Dc  \rightarrow  FRACTIONAL DISTANCE REGISTER

IS FRACTIONAL DISTANCE \geq 1 KILOMETER?

Y

INCREMENT INTEGRAL DISTANCE REGISTER BY 1
FRACTIONAL DISTANCE - 1 KILOMETER
\rightarrow  FRACTIONAL DISTANCE REGISTER

N

IS TIME UP ON 1 MINUTE TIMER?

Y

START 1 MINUTE TIMER

WRITE DATE AND TIME, BALANCE, POSITION, DISTANCE TRAVELED, LENGTH OF STAY, STATE OF READER, PRESENCE OF CARD, AND STATE OF GPS IN MOVEMENT HISTORY TABLE.

RETURN
FIG. 66

VEHICLE DEPARTURE PROCESSING

FRACTIONAL TIME + Tc → FRACTIONAL TIME REGISTER

IS FRACTIONAL TIME ≥ 1 MINUTE?

Y

INCREMENT INTEGRAL TIME REGISTER BY 1
FRACTIONAL TIME - 1 MINUTE → FRACTIONAL TIME REGISTER

CALCULATE DISTANCE Dc TRAVELED DURING TIME Tc

FRACTIONAL DISTANCE + Dc → FRACTIONAL DISTANCE REGISTER

IS FRACTIONAL DISTANCE ≥ 1 KILOMETER?

Y

INCREMENT INTEGRAL DISTANCE REGISTER BY 1
FRACTIONAL DISTANCE - 1 KILOMETER → FRACTIONAL DISTANCE REGISTER

WRITE DATE AND TIME, BALANCE, POSITION, DISTANCE TRAVELED, LENGTH OF STAY, STATE OF READER, PRESENCE OF CARD, AND STATE OF GPS IN MOVEMENT HISTORY TABLE.
RECEPTION INTERRUPTION 1

RECEIVE DATA

IS ADDRESSEE HOST CARD?

WHAT IS RECEIVED DATA?

RETRANSMIT DATA OF MOVEMENT HISTORY TABLE TO 30
CLEAR MOVEMENT HISTORY TABLE

IS CHARGE TABLE FOR CHARGING PER SINGLE ENTRY?

UPDATE BALANCE TO VALUE FROM WHICH THE TOLL AMOUNT IN THE CHARGE TABLE HAS BEEN DEDUCTED
P406

IS CHARGE TABLE FOR CHARGING BY DISTANCE TRAVELED?

N

P407

UPDATE BALANCE TO VALUE FROM WHICH THE TOLL AMOUNT IN THE CHARGE TABLE MULTIPLIED BY THE INTEGRAL DISTANCE PORTION HAS BEEN DEDUCTED

Y

P408

CLEAR INTEGRAL DISTANCE REGISTER

P409

IS CHARGE TABLE FOR CHARGING PER HOUR?

N

P410

IS INTEGRAL TIME \( \geq 60 \)?

Y

P411

UPDATE BALANCE TO VALUE FROM WHICH THE TOLL AMOUNT FOR ONE HOUR IN THE CHARGE TABLE HAS BEEN DEDUCTED

P412

INTEGRAL TIME - 60

INTEGRAL TIME REGISTER

P413

UPDATE BALANCE AND MAKE NOTIFICATION

RETURN

Figure 67 B
Figure 68 A
TOLL COLLECTION AND MOVEMENT HISTORY COLLECTION

IS IT TIMING TOLL COLLECTION TIMING?

TRANSMIT CHARGE REQUEST

RETURN

IS TIMING MOVEMENT HISTORY COLLECTION TIMING?

EXTRACT ID OF VEHICLE HAVING FIRST ENTRY TIME FROM ID TABLE WITHIN AREA

Figure 69 A
TRANSMIT MOVEMENT HISTORY DATA REQUEST TO EXTRACTED ID ADDRESS

START TIMER Tw

HAS MOVEMENT HISTORY DATA BEEN RECEIVED?

IS TIME UP ON TIMER Tw?

REGISTER RECEIVED DATA IN ID ADDRESS HISTORY TABLE

IS THERE AN ID FOR A VEHICLE HAVING A SUBSEQUENT ENTRY TIME IN ID TABLE WITHIN AREA

CHECK FOR ABNORMALITIES AND ORGANIZE DATA BASED ON HISTORY OF EACH ID

RETURN
<table>
<thead>
<tr>
<th>Year</th>
<th>Month</th>
<th>Date</th>
<th>Hour</th>
<th>Minute</th>
<th>Longitude</th>
<th>Latitude</th>
<th>Area</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>13</td>
<td>E135-30-25</td>
<td>N35-20-13</td>
<td>G</td>
<td>*</td>
</tr>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>14</td>
<td>E135-30-49</td>
<td>N35-19-58</td>
<td>G</td>
<td>*</td>
</tr>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>15</td>
<td>E135-30-55</td>
<td>N35-19-32</td>
<td>F</td>
<td>*</td>
</tr>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>16</td>
<td>E135-31-01</td>
<td>N35-19-25</td>
<td>F</td>
<td></td>
</tr>
<tr>
<td></td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
</tr>
<tr>
<td></td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
</tr>
<tr>
<td>Time t</td>
<td>Date</td>
<td>Month</td>
<td>Year</td>
<td>Hour</td>
<td>Minute</td>
<td>Longitude</td>
<td>Latitude</td>
<td>Area</td>
</tr>
<tr>
<td>--------</td>
<td>------------</td>
<td>-------</td>
<td>------</td>
<td>------</td>
<td>--------</td>
<td>-----------</td>
<td>----------</td>
<td>------</td>
</tr>
<tr>
<td></td>
<td>11 05 08 13</td>
<td>11</td>
<td>1997</td>
<td>08</td>
<td>08</td>
<td>E135-30-25</td>
<td>N35-20-13</td>
<td>G</td>
</tr>
<tr>
<td></td>
<td>11 05 08 14</td>
<td>11</td>
<td>1997</td>
<td>08</td>
<td>14</td>
<td>E135-30-49</td>
<td>N35-19-58</td>
<td>G</td>
</tr>
<tr>
<td></td>
<td>11 05 08 15</td>
<td>11</td>
<td>1997</td>
<td>08</td>
<td>15</td>
<td>E135-30-55</td>
<td>N35-19-32</td>
<td>F</td>
</tr>
<tr>
<td></td>
<td>11 05 08 16</td>
<td>11</td>
<td>1997</td>
<td>08</td>
<td>16</td>
<td>E135-31-01</td>
<td>N35-19-25</td>
<td>F</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Figure 71
<table>
<thead>
<tr>
<th>Observation Lamp IC card</th>
<th>Loaded</th>
<th>Not loaded</th>
</tr>
</thead>
<tbody>
<tr>
<td>All on</td>
<td>Lamp corresponding to vehicle classification flashes for predetermined time</td>
<td>Lamp corresponding to vehicle classification flashes for predetermined time</td>
</tr>
<tr>
<td>All flashing</td>
<td>Lamp corresponding to vehicle classification flashed</td>
<td>Lamp corresponding to vehicle classification turned on or flashing in pattern</td>
</tr>
<tr>
<td>All flashing</td>
<td>Lamp corresponding to vehicle classification flashes</td>
<td>Lamp corresponding to vehicle classification flashed for predetermined time</td>
</tr>
<tr>
<td>All flashing</td>
<td>Charging begins normally (lamp corresponding to vehicle classification flashes for predetermined time)</td>
<td>Charging ends normally (all off)</td>
</tr>
<tr>
<td>All flashing</td>
<td>Balance insufficient (all flashing until new card is loaded)</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Display Panel IC card</th>
<th>Loaded</th>
<th>Not loaded</th>
</tr>
</thead>
<tbody>
<tr>
<td>Balance $0/00</td>
<td>(Charge area)</td>
<td>(Approaching charge area)</td>
</tr>
<tr>
<td>(Entered charge area)</td>
<td>Charge amount: $00/unit</td>
<td>Charge amount: $00/unit</td>
</tr>
<tr>
<td>Outside charge area</td>
<td>Charge amount: $00/unit</td>
<td>Charge amount: $00/unit</td>
</tr>
<tr>
<td>Outside charge area</td>
<td>Outside charge area</td>
<td>Outside charge area</td>
</tr>
</tbody>
</table>

Figure 72
<table>
<thead>
<tr>
<th>Year</th>
<th>Month</th>
<th>Date</th>
<th>Hour</th>
<th>Minute</th>
<th>Longitude</th>
<th>Latitude</th>
<th>Area</th>
<th>Charge</th>
</tr>
</thead>
<tbody>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>13</td>
<td>E135-30-25</td>
<td>N35-20-13</td>
<td>G</td>
<td>*</td>
</tr>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>14</td>
<td>E135-30-49</td>
<td>N35-19-58</td>
<td>G</td>
<td>*</td>
</tr>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>15</td>
<td>E135-30-55</td>
<td>N35-19-32</td>
<td>F</td>
<td>*</td>
</tr>
<tr>
<td>1997</td>
<td>11</td>
<td>05</td>
<td>08</td>
<td>16</td>
<td>E135-31-01</td>
<td>N35-19-25</td>
<td>F</td>
<td></td>
</tr>
<tr>
<td></td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td></td>
</tr>
<tr>
<td></td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td></td>
</tr>
</tbody>
</table>

Figure 73
<table>
<thead>
<tr>
<th>Item of information</th>
<th>Content of information</th>
</tr>
</thead>
<tbody>
<tr>
<td>Charge Area Information</td>
<td>[N350000, E1360000] (First point)</td>
</tr>
<tr>
<td></td>
<td>[N345900, E1360100] (Second point)</td>
</tr>
<tr>
<td>Toll Information /entry</td>
<td>Heavy vehicle</td>
</tr>
<tr>
<td>Time spot: 7:00 – 9:00</td>
<td>¥500</td>
</tr>
<tr>
<td>Time spot: 17:00 – 19:00</td>
<td>¥500</td>
</tr>
<tr>
<td>Time spot: other</td>
<td>¥400</td>
</tr>
<tr>
<td>Table valid period</td>
<td>10 – 11 October, 1997</td>
</tr>
<tr>
<td>Table valid area information</td>
<td>... (First point)</td>
</tr>
<tr>
<td>Information Item</td>
<td>Information Content</td>
</tr>
<tr>
<td>------------------</td>
<td>---------------------</td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td>Charge area information</td>
<td>[N350000, E136000] (First point)</td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td>Time spot: 7:00 - 9:00</td>
<td>[N345900, E1360100] (Second point)</td>
</tr>
<tr>
<td>Time spot: 17:00 - 19:00</td>
<td></td>
</tr>
<tr>
<td>Time spot: other</td>
<td></td>
</tr>
<tr>
<td>10 - 11 October 1997</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Table valid area information</td>
</tr>
<tr>
<td>Information Item</td>
<td>Charge area information</td>
</tr>
<tr>
<td>------------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td>[N350000, E1360000] (First point)</td>
</tr>
<tr>
<td></td>
<td>Heavy vehicle</td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td>Item of Information</td>
<td>Charge Area Information</td>
</tr>
<tr>
<td>---------------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>[N350000, E1360000] (First point)</td>
<td>Toll information (entry)</td>
</tr>
<tr>
<td>[N345900, E1360100] (Second point)</td>
<td>Time spot: 7:00 - 9:00</td>
</tr>
<tr>
<td></td>
<td>Time spot: 17:00 - 19:00</td>
</tr>
<tr>
<td></td>
<td>Time spot: other</td>
</tr>
<tr>
<td>Information Item</td>
<td>Information Content</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>----------------------------------------------------------</td>
</tr>
<tr>
<td>Charge area information</td>
<td>[N350000, E1360000] (First point)</td>
</tr>
<tr>
<td></td>
<td>[N345900, E1360100] (Second point)</td>
</tr>
<tr>
<td>Toll information /1 hour</td>
<td></td>
</tr>
<tr>
<td>Heavy vehicle</td>
<td></td>
</tr>
<tr>
<td>First hour</td>
<td>¥500</td>
</tr>
<tr>
<td>After first hour</td>
<td>¥450</td>
</tr>
<tr>
<td>Medium vehicle</td>
<td></td>
</tr>
<tr>
<td>First hour</td>
<td>¥300</td>
</tr>
<tr>
<td>After first hour</td>
<td>¥250</td>
</tr>
<tr>
<td>Light vehicle</td>
<td></td>
</tr>
<tr>
<td>First hour</td>
<td>¥200</td>
</tr>
<tr>
<td>After first hour</td>
<td>¥150</td>
</tr>
<tr>
<td>Time spot: 7:00 – 9:00</td>
<td></td>
</tr>
<tr>
<td>Time spot: 17:00 – 19:00</td>
<td></td>
</tr>
<tr>
<td>Time spot: other</td>
<td></td>
</tr>
<tr>
<td>Table valid period</td>
<td>10 – 11 October 1997</td>
</tr>
<tr>
<td>Table valid area information</td>
<td>… (First point)</td>
</tr>
<tr>
<td></td>
<td>… (Second point)</td>
</tr>
<tr>
<td>Information Item</td>
<td>Information Content</td>
</tr>
<tr>
<td>----------------------------------</td>
<td>----------------------------------------------------------</td>
</tr>
<tr>
<td>Charge area information</td>
<td>[N3500000, E13600000] (First point) [N3459000, E13601000] (Second point)</td>
</tr>
<tr>
<td>Toll information /1 hour</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Heavy vehicle</td>
</tr>
<tr>
<td></td>
<td>Medium vehicle</td>
</tr>
<tr>
<td></td>
<td>Light vehicle</td>
</tr>
<tr>
<td>First kilometer</td>
<td>First kilometer</td>
</tr>
<tr>
<td>After first kilometer</td>
<td>After first kilometer</td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td>Time spot: 7:00 – 9:00</td>
<td>¥500</td>
</tr>
<tr>
<td></td>
<td>¥450</td>
</tr>
<tr>
<td></td>
<td>¥300</td>
</tr>
<tr>
<td></td>
<td>¥250</td>
</tr>
<tr>
<td>Time spot: 17:00 – 19:00</td>
<td>¥500</td>
</tr>
<tr>
<td></td>
<td>¥450</td>
</tr>
<tr>
<td></td>
<td>¥300</td>
</tr>
<tr>
<td></td>
<td>¥250</td>
</tr>
<tr>
<td>Time spot: other</td>
<td>¥400</td>
</tr>
<tr>
<td></td>
<td>¥350</td>
</tr>
<tr>
<td></td>
<td>¥200</td>
</tr>
<tr>
<td></td>
<td>¥150</td>
</tr>
<tr>
<td>Table valid period</td>
<td>10 – 11 October 1997</td>
</tr>
<tr>
<td>Table valid area information</td>
<td>… (First point)</td>
</tr>
<tr>
<td></td>
<td>… (Second point)</td>
</tr>
</tbody>
</table>
**Charge table when charging per entry**

<table>
<thead>
<tr>
<th>Item of information</th>
<th>Content of information</th>
</tr>
</thead>
<tbody>
<tr>
<td>Charge Area Information</td>
<td>[N3500000, E13600000] (First point)</td>
</tr>
<tr>
<td></td>
<td>[N3459000, E13601000] (Second point)</td>
</tr>
<tr>
<td>Toll information / entry</td>
<td>Heavy vehicle</td>
</tr>
<tr>
<td>Time spot: 7:00 – 9:00</td>
<td>¥500</td>
</tr>
<tr>
<td></td>
<td>Medium vehicle</td>
</tr>
<tr>
<td>Time spot: 17:00 – 19:00</td>
<td>¥300</td>
</tr>
<tr>
<td></td>
<td>Light vehicle</td>
</tr>
<tr>
<td>Time spot: other</td>
<td>¥200</td>
</tr>
<tr>
<td>Table valid period</td>
<td>10 – 11 October, 1997</td>
</tr>
<tr>
<td>Table valid area information</td>
<td>… (First point)</td>
</tr>
<tr>
<td></td>
<td>… (Second point)</td>
</tr>
<tr>
<td>Date and time</td>
<td>Balance</td>
</tr>
<tr>
<td>---------------------</td>
<td>---------</td>
</tr>
<tr>
<td>01/01/1998 10:10</td>
<td>09750</td>
</tr>
<tr>
<td>01/01/1998 10:11</td>
<td>09750</td>
</tr>
<tr>
<td>01/01/1998 10:12</td>
<td>09750</td>
</tr>
</tbody>
</table>
BACKGROUND

[0001] This is a Divisional Application from U.S. application Ser. No. 09/600,779, which is the United States stage of PCT International Application No. PCT/JP99/00246, filed on Jan. 22, 1999.

[0002] The inventions described herein relate in general to a charge processing device, a charge processing system, and a charge processing card. More specifically, the inventions relate to a charge processing device, a charge processing system, and a charge processing card for collecting tolls and the like using position information wirelessly between a moving body such as a vehicle and the ground, and for processing charges to easily collect fees that are due.

[0003] A moving body such as a vehicle travels along a road or the like. A vehicle that travels on a toll paying installation such as a toll road is charged in accordance with the type of the vehicle as well as the distance traveled on the toll road. In order to automatically collect the toll at an entry gate or exit gate of the toll road, a road-vehicle intercommunication system for performing wireless information transfer between an in-vehicle device and an on-road device is used. In this system, a communication device having an antenna for sending and receiving electrical waves (i.e. the on-road device) is provided on the road as an interrogator for seeking information on the relevant vehicle. In addition, a communication device having an antenna (i.e. the in-vehicle device) is provided in the vehicle as a responder for responding to the sought information.

[0004] Technology is proposed in, for example, Japanese Patent Application Laid-Open (JP-A) No. 9-212794, in which a toll is collected from a vehicle based on the location where the vehicle entered the toll road, the location where the vehicle exited from the toll road, and the history of the route traveled by the vehicle.

[0005] However, when this type of road-vehicle intercommunication system is used to transfer information, it is necessary to install an on-road device at the entry and exits of the area for which a toll is to be charged, such as the entry gates and exit gates of a toll road. If the area for which a toll is to be charged, such as a toll road, is one-dimensional, the installation of the on-road devices is easy, however, if the area in which a charge is applied is set as a zone or the like covering a wide range, it is necessary to install on-road devices at all of the entries and exits, so consequently, the cost increases in accordance with the number of entry and exit locations.

[0006] A road-vehicle intercommunication system also exists in which charge processing is performed by the wireless transfer of information between an in-vehicle device and an on-road device. In this system, balance information is stored in advance in a prepaid card or IC card or the like, and the charge processing is performed by subtracting the toll to be collected from this balance information.

[0007] When the toll collection is performed automatically in this way, if the vehicle user does not possess a prepaid card or IC card or the like, or if the balance of the card is insufficient, it is not possible for the toll collection to be properly performed. Therefore, technology is proposed in which an external notification lamp is provided inside the vehicle, and when it is not possible for the proper toll to be collected from a vehicle this fact is notified to the exterior of the vehicle by the external notification lamp (see JP-A No. 8-7131). In this technology, when the proper toll cannot be collected from a vehicle that is fitted with the above road-vehicle intercommunication system and the vehicle passes over an entry gate or exit gate, the exterior facing lamp of the in-vehicle device is either turned on or turned off, thereby enabling an observer to easily observe that the proper toll has not been collected.

[0008] However, in this road-vehicle intercommunication system, although information is transferred by installing on-road devices at entries and exits of the area in which a charge is applied such as at the entry gates and exit gates of a toll road, when the area in which a charge is applied is set as a zone or the like covering a wide range where the entry and exit points cannot be specified, it is necessary to install on-road devices at all of the foreseeable entry and exit locations, and to establish a large number of observers.

[0009] A further example of a road-vehicle intercommunication system for performing charge processing by the wireless transfer of information between an in-vehicle device and an on-road device is proposed in JP-A No. 8-221167. In this technology, a toll is collected from a vehicle that passes over the communication area of an on-road antenna installed on the road.

[0010] However, in this road-vehicle intercommunication system, although information is transferred by installing on-road devices at entries and exits of the area in which a charge is applied such as at the entry gates and exit gates of a toll road, when the area in which a charge is applied is set as a zone or the like covering a wide range where the entry and exit points cannot be specified, it is necessary to install on-road devices at all of the foreseeable entry and exit locations.

[0011] Moreover, a charge processing system is proposed in JP-A No. 9-153156 in order for the charge processing to be more easily performed. In this system, balance information is stored in advance in an IC card or the like and the charge is processed by subtracting the toll to be collected from this balance information.

[0012] However, in this system, although information is transferred by installing on-road devices at entries and exits of the area in which a charge is applied such as at the entry gates and exit gates of a toll road, when the area in which a charge is applied is set as a zone or the like covering a wide range where the entry and exit points cannot be specified, it is necessary to install on-road devices at all of the foreseeable entry and exit locations. Moreover, this system cannot be applied when the area in which a charge is applied varies.

[0013] A further system is proposed in which vehicle transit determining devices are installed on a plurality of routes, and the charge is made by determining which route of the plurality of routes the vehicle traveled over. An example of this system is given in JP-A No. 9-212794. The system installation of this system is simple on toll roads network where there are a few branch routes or entries and exits (interchanges) and having comparatively long
distances between interchanges as only a few vehicle transit determining devices need to be installed.

[0014] However, if the toll road network is one having many branch routes and entries and exits (interchanges), and is one in which, although there are many sections with short distances between interchanges, the total distance of the road network as a whole is large, in cases such as this, the number of vehicle transit determining devices installed increases and the installation costs and maintenance costs are great. Moreover, in the above cases, it is only possible to obtain charge information of the toll road network within the area of control of the toll road network or directly in front of the entries thereto. Thus, it is difficult in the area a sufficient distance before the interchange for allowing such a detour route selection to be made to obtain information for deciding whether to use a toll road (i.e. to enter the toll gate) or whether to make a detour and use a surface non-toll road.

[0015] It is also possible to consider charges or traffic regulations in a specific area as a means of easing traffic congestion, reducing atmospheric pollution, reducing noise, obtaining regional revenue, or the like. In this case, if the road network of the subject area is complex and intricate, in the above charge system, it is necessary to install vehicle transit determining devices on a large number of the roads within the area. Consequently, the resulting high density installation is high in cost while the physical installation may be difficult depending on the location. Furthermore, if a charge is made or not made depending on the season (or month or day) or the time of day, or if the amount charged is changed, this information needs to be made known throughout the large number of roads running in and out of the area.

[0016] Conventionally, notification is made using a notice board or an electric sign board, however, in order to make the notice board or the like as wide and as possible so as to enable a driver to avoid the area and choose a detour route, it is necessary to provide the notice board or the like some distance outside of the relevant area, which becomes a colossal undertaking. Moreover, the expense required for the work involved when tolls are revised or an area is altered is also great. To this can be added the burden of accurately informing a driver at the proper time the notification information of the notice board or the like.

[0017] When a driver exits a toll road using a balance renewable prepaid card, information indicating the route traveled is transmitted from the vehicle to an antenna terminal. The antenna terminal then calculates the toll for the traveled route and transmits the toll to the vehicle, where the vehicle subtracts the toll from the prepaid card. There is accordingly no need to stop the vehicle in order to pay the toll.

[0018] However, if the toll road is one having many branch routes and entries and exits (interchanges), and is one in which, although there are many sections with short distances between interchanges, the total distance of the road network as a whole is large, in cases such as this, the number of vehicle transit determining devices installed increases and the installation costs and maintenance costs are great. Consideration may also be given to exacting charges in a specific area as a means of easing traffic congestion, reducing atmospheric pollution, reducing noise, obtaining regional revenue, or the like. In contrast to a charge area in which the highway network is a narrow continuous distribution, the charge area for a specific area such as that described above is an isolated area covering a large surface area. In this case, there is a high probability that the road network within the area will be complex, and the establishment of tollbooths for stopping a vehicle to collect charges is not feasible. Instead, the employing of an automatic charge processing system that uses a communication device and a prepaid card or some other electronic information storage medium is desirable.

[0019] The possibility of the prepaid card being illegally used needs to be considered, however. In fact, not only when prepaid cards are used, but when charge processing is performed using a storage medium or by telecommunication, the possibility exists that information on the storage medium will be illegally altered, or that illegal communication information will be sent, or that the storage medium will be used illegally or intentionally not used. Thus, it can be seen that there is a need for measures against illegalities in automatic charge processing in a non-stop automatic charge processing system in which it is not practically possible for the controller to observe or examine the storage medium or communication device.

[0020] The inventions described herein were conceived in view of the above, and they provide a charge processing device, a charge processing system, and a charge processing card which have a simple structure and which enable the processing of a charge to the user of a moving body such as a vehicle or the like to be performed with ease.

[0021] The inventions also provide a charge processing device, a charge processing system, and a charge processing card which enable confirmation of the charge condition, for example, whether or not a toll has been collected, in a area in which a charge is applied to be made with ease.

[0022] The claimed inventions allow the following to be performed. Namely, the automatic notification to a person of control information for a specific area and of that person's positional relationship relative to that specific area; the simplification of the transmission of information of the specific area and the altering of that information; the comparative simplification of the installation of system elements and the enhancement of the reliability of the control information notification; and the simplification of the charge processing of a vehicle that has entered into the area in which a charge is applied and of the charge information control.

[0023] The claimed inventions also allow the following to be performed. Namely, doing away with the need for the large scale installation of a fixed facility without causing any problems in the toll payment; the simplification of the transmission of information of the specific area and the altering of that information; and the simplification of the charge processing of a vehicle that has entered into the area in which a charge is applied and of the charge information control.

[0024] The claimed inventions also allow the following to be performed. Namely, the simplification of the automatic observation of an intentional attempt to render inoperable a device carried by a user or mounted on a vehicle in order to allow illegal use or to enable a charge to be avoided; the simplification of the data collection for that purpose; the
doing away with the need for the large scale installation of a fixed facility without causing any problems in the toll payment; the simplification of the transmission of information of the specific area and the altering of that information; and the simplification of the charge processing of a vehicle that has entered into the area in which a charge is applied and of the charge information control.

SUMMARY

[0025] The charge processing device, the charge processing method, and the charge processing card having the structures described below were invented in order to overcome various operational inadequacies of known systems and arrangements.

[0026] According to one aspect of the inventions, there is provided a charge processing device including: detecting means for detecting position information indicating the position where a moving body is located; matching means for matching the position information with predetermined map information; setting means for, based on the map information, setting an area where a charge is applied which area corresponds to a predetermined area in the map information; deciding means for, based on a result of the matching by the matching means, deciding an entry state indicating whether or not the moving body has at least entered into the area where a charge is applied which area corresponds to a predetermined area in the map information; and generating means for generating, based on a result of the deciding by the deciding means, charge information for the moving body.

[0027] A detecting means detects position information representing the current position of a moving body. A navigation system for mounting in a vehicle serving as the moving body which enables the display of a map for aiding travel and providing instructions on a route to a destination can be used as this detecting means. As is commonly known, this navigation system can use a GPS system to easily detect the position of the moving body in which it is mounted (i.e., the host moving body), for example, a position determined by latitude and longitude. It is also possible to provide in the moving body a sending means such as a sender unit or the like for sending a signal that contains identifying data for identifying the moving body, and receiving on the ground side the sent signal so that the host position information is detected on the ground side.

[0028] The matching means matches the position information detected by the detecting means with preset map information. Namely, because the position where the moving body is located can be pinpointed from the position information, at this position, for example, a position set as a latitude and longitude, the moving body is able to be matched with predetermined map information such as a map of a predetermined area from among maps of Japan or maps of the Tokyo area.

[0029] The deciding means decides, on the basis of the result of the matching by the matching means, an entry state representing at least whether or not the moving body has entered into an area where a charge is applied that corresponds to a predetermined area set in advance in the map information. The current position of the moving body is matched with map information by the matching means. A predetermined area corresponding to a area in which a charge is applied that is set in advance is set on the map information. As a result, by determining whether or not the current position of the moving body matched to the map information is within the area in which a charge is applied, it is possible to determine whether or not the moving body has at least entered into the area in which a charge is applied. Consequently, the deciding means decides the representation of whether or not the moving body has at least entered into the area in which a charge is applied as an entry state. Further, on the basis of the map information, the setting means sets the area where a charge is applied which area corresponds to a predetermined region in the map information.

[0030] The generating means generates charge information for a moving body based on the result of the deciding by the deciding means. For example, the toll that should be collected from a moving body within the area in which a charge is applied is determined in advance. Accordingly, because a predetermined toll should be charged when a moving body enters into the area in which a charge is applied, the toll that should be charged on the moving body that has entered into the area in which a charge is applied is generated as charge information at a predetermined period.

[0031] In this way, in the charge processing device of the present invention, because the position of a moving body detected by a detecting means is matched with map information, and the state of entry representing whether or not the moving body has entered into an area in which a charge is applied is decided, and charge information for the moving body is generated in accordance with the state of entry, it is possible to perform charge processing for the user of a moving body using a simple structure simply by generating charge information for a moving body in accordance with the entry state thereof, without having to install on-road devices in all the entry and exit locations such as entry and exit gates.

[0032] According to another aspect of the inventions, there is provided a further comprising location information detecting means for detecting, based on the position information, location information indicating date and time the moving body is located in the area in which a charge is applied, wherein the deciding means decides, based on the result of the matching by the matching means and a result of the detection by the location information detecting means, the entry state including a location state of the moving body within the area in which a charge is applied.

[0033] A constant charge is not applied in the area in which a charge is applied. Instead, the charge application depends on a predetermined time or time zone, the date or week, or a combination of these. Therefore, the charge processing device further comprises presence information detecting means for detecting, based on the position information, presence information representing the date and time the moving body is present in the area in which a charge is applied. It is possible to detect presence information representing the date and time the moving body is present within the area in which a charge is applied using the presence information detecting means. The deciding means decides, based on a result of a matching by the matching means and a result of a detection by the presence information detecting means, an entry state including a present state of the moving body within the area in which a charge is applied. As a result,
it is possible to generate charge information for a moving body that only enters into the area in which a charge is applied when the charge is for the predetermined time or time period, the date or week, or combination of these.

[0034] In some cases, the driver is unaware that the area in which the moving body is currently traveling is a area in which a charge is applied or that the moving body is approaching and about to enter a area in which a charge is applied. Therefore, in the charge processing device, it is possible to further provide a notification means for giving advance information, when the moving body is approaching or has entered a area in which a charge is applied, expressing that the moving body is approaching a area in which a charge is applied or has entered a area in which a charge is applied based on the above position information. By further providing in this way a notification means for giving advance information, when the moving body is approaching or has entered a area in which a charge is applied, expressing that the moving body is approaching a area in which a charge is applied or has entered a area in which a charge is applied based on the above position information, it is possible to notify the driver when the moving body has entered a area in which a charge is applied or is approaching and is about to enter a area in which a charge is applied, thereby making it easy for the driver to take action relating to their entry into a area in which a charge is applied or the like.

[0035] Moreover, in some cases, a constant charge is not applied in the area in which a charge is applied. Instead, the charge application depends on a predetermined time or time zone, the date or week, or a combination of these. Therefore, in the charge processing device, the notification means is able to give advance information including the time for which a charge is to be applied in the area in which a charge is applied when the moving body is approaching or has entered a area in which a charge is applied. If the notification means is able in this way to give advance information including the charge applicable time in the area in which a charge is applied when the moving body is approaching or has entered a area in which a charge is applied, it is possible to notify the driver of information including the charge applicable time in the area in which a charge is applied when the moving body is approaching or has entered a area in which a charge is applied, thereby making it easy for the driver to be aware that they have entered into a area in which a charge is applied or the like having times for which charges are applied.

[0036] According to another aspect of the inventions, there is provided a charge processing device wherein the generating means decides the entry state including a congestion state caused by moving bodies located in the area in which a charge is applied.

[0037] In some cases, the charge application of the area in which a charge is applied is set in accordance with the largeness of number of moving bodies that have entered the area in which a charge is applied, namely, in accordance with the state of congestion. In other words, the charge application of the area in which a charge is applied is set in accordance with when a predetermined state of congestion has been exceeded. Therefore, the generating means decides a state of entry including a state of congestion caused by moving bodies present in the area in which a charge is applied. If the state of entry is decided in this way with the state of congestion included therein, then even when the toll differs in accordance with the state of congestion of the area in which a charge is applied, because the state of congestion is included in the state of entry, it is possible to easily generate charge information for a moving body in accordance with the state of congestion. This can also apply when the toll differs for a predetermined time or time zone, the date or week, or a combination of these.

[0038] According to another aspect of the inventions, there is provided a charge processing device wherein the generating means is further provided with storage means in which predetermined toll data corresponding to the entry state is stored in advance, and the generating means generates the charge information using the toll data in the storage means.

[0039] The toll for the charge processing is determined in advance. Therefore, the generating means is further provided with storage means in which predetermined toll data corresponding to the state of entry is stored in advance, and by generating the charge information using the toll data in the storage means, the generating means is able to generate the simplest and most appropriate charge information.

[0040] According to another aspect of the inventions, there is provided a charge processing device including: host position detecting means for detecting a position of a host moving body, transceiving means for, by wireless communication, transmitting position information of a host moving body to the ground and receiving charge data relating to an area where a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information; and charge processing means for performing charge processing relating to the area in which a charge is applied, at a predetermined period and based on a result of a transmission and reception by the transceiving means, wherein the host position detecting means, the transceiving means, and the charge processing means are able to be mounted on a moving body.

[0041] According to another aspect of the inventions, the position of the host moving body is housed is detected by the host moving body detecting means. As a result, it is possible to detect in the moving body the position of the host moving body side. The aforementioned navigation system or the like, for example, can be employed for the host moving body detecting means. By wireless communication, the transceiving means transmits position information of a host moving body to the ground, and receives charge data relating to the area where a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information. Namely, the detected position of host moving body is transmitted to the ground by a transceiving means, while the charge data obtained on the ground, namely, predetermined charge data relating to the area in which a charge is applied is received. Data expressing the toll to be collected can be used for this charge data. The charge processing means performs, at a predetermined period, charge processing relating to the area in which a charge is applied based on the results of transmissions and receptions by the transceiving means. Namely, charge processing is performed using charge data such as the toll to be collected and the like determined on the ground.
According to another aspect of the inventions, the charge processing means processes a charge using an IC card on which balance information is stored.

Namely, an IC card on which balance information is stored can be used by the charge processing means.

According to another aspect of the inventions there is provided a charge processing device comprising: detecting means for detecting position information representing the position where a vehicle is located; charge means for, based on a result of a detection by the detecting means, executing charge processing for the vehicle when the vehicle has entered into an area where a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information; notification means which is mounted on the vehicle and which notifies the outside of the vehicle of a processing state of the charge processing in a notifying state corresponding to the processing state; and continuing means for continuing a notification by the notification means during the vehicle is located inside the area in which a charge is applied, based on a result of the detection by the detecting means.

Detecting means detects position information representing the position where a moving body is present. A navigation system mounted in a vehicle that enables the display of a map for aiding traveling or indicating a route to a destination can be used for this detecting means. As is commonly known, this navigation system can use a GPS system to easily detect the position of the vehicle in which it is mounted, for example, a position determined by latitude and longitude. It is also possible that in the vehicle side, a sensing means such as a sender unit or the like for sending a signal that contains identifying data for identifying the host vehicle is provided, and in the ground side, the sent signal is received so that the position information is detected on the ground side.

Because it is possible to detect the position of the presence of a vehicle from the position information, the vehicle can be matched with this position, for example, with a position determined by latitude and longitude, on map information determined in advance, such as a map of a predetermined region from among maps of Japan or maps of the Tokyo area.

The charge means executes charge processing for a vehicle when the vehicle has entered into a predetermined area in which a charge is applied, based on a result of a detection by the detecting means. For example, when a predetermined area in which a charge is applied is determined in advance on map information, by making a determination as to whether or not the position of the presence of a vehicle that has been matched to the map information is within the area in which a charge is applied, it is possible to determine whether or not the vehicle has at least entered into the area in which a charge is applied. Moreover, for example, the toll to be collected from a vehicle that is present within the area in which a charge is applied is determined in advance. Accordingly, when a vehicle enters the area in which a charge is applied, because a predetermined toll should be charged, the toll that should be charged for the vehicle that has entered the area in which a charge is applied is collected. The charge, namely, the collection of the toll is performed by settling the toll from a settlement account such as a card containing balance information such as a prepaid card or an IC card or the like, a bank account or credit card associated with the vehicle user, or the like.

The notification means mounted in the vehicle notifies the outside of the vehicle of the processing state of the charge processing in a notifying state corresponding to the processing state. The processing state may be at least a proper state that represents a state where a charge is properly made, or an improper state that represent a state where a charge is not made. If notification of one of these states is made, it is possible to confirm whether or not the charge has been properly made from outside the vehicle. Therefore, for example, by corresponding a notification state where notification is being made with the processing state being a proper state, and by corresponding a notification state where no notification is being made with the processing state being an improper state, it is possible to confirm that a charge has been properly made from outside the vehicle simply by determining whether notification is being made or not being made. It is not always certain that this notification for confirming the processing state will be made at a location where an observer or the like is stationed. Therefore, the continuing means continues a notification by the notification means while the vehicle is present inside the area in which a charge is applied, based on a result of a detection by the detecting means.

Thus, in the charge state notification device for a vehicle of the present invention, because the processing state of the charge processing performed when a vehicle has entered a area in which a charge is applied, which is known from the position of the vehicle detected by the detecting means, can be notified continuously within the area in which a charge is applied, the processing state can be confirmed from an arbitrary position within the area in which a charge is applied without installing on-road devices at every likely location of entry and exit such as entry and exit gates.

The notification means can be a radiation means for radiating electromagnetic waves towards the outside of a vehicle.

A radiation means for radiating electromagnetic waves towards the outside of a vehicle can be used as the notification means. These electromagnetic waves may be light in the visible wavelength band or infrared light, microwaves or radio waves including faint waves. By using electromagnetic waves in this way, the notification state can be expressed using predetermined frequencies and cycles, and amplitude waveforms.

The notification means can be constructed as a light source disposed on the detecting means, or on a number plate of a vehicle, or in an area around a number plate of a vehicle.

If the notification means is disposed at a location inside the vehicle that is difficult to observe from the outside, the confirmation of the processing state of the charge processing, namely, the confirmation of the notification state is difficult from outside the vehicle. Therefore, the notification means is formed from a light source disposed on the detecting means, or on a number plate of a vehicle, or in an area around a number plate of a vehicle. As a result, it is easy for an observer or the like to visually confirm the processing state of the charge processing.
The notification means performs notification in a predetermined operating pattern in which the notification state is altered as in a time series.

When notification of either one of a proper state expressing a state where a charge has been properly made, and an improper state representing a state where a charge has not been made is made by the notification means, in some cases the notification, namely, the radiation of electromagnetic waves or the turning on of a light source, of a single notification state may be recognized by a third party other than the observer. Therefore, as described in claim 10, the notification means performs notification in a predetermined operating pattern in which the notification state is altered in the manner of a time series. This operating pattern may be a pattern formed from a combination of a plurality of operating states, with the notification states indicated by predetermined electromagnetic wave frequencies, predetermined radiation intensities, and turning on or off of the light source at a predetermined timing and the like. By making a notification in a predetermined operating pattern in this way, it is possible to make it difficult for a third party to recognize the notification.

The notification means can be further provided with receiving means for receiving a pattern signal representing the operating pattern, and notification of the processing state is made to the outside of a vehicle based on the pattern signal.

When the operating pattern is set inside the vehicle, it is possible for the operating pattern to be analyzed by a third party using reverse engineering or the like. Therefore, as described in claim 11, the notification means is further provided with receiving means for receiving a pattern signal representing the operating pattern. The operating pattern is set in advance outside the vehicle and is transmitted to the vehicle. The notification means then notifies the outside of the vehicle as to the processing state, based on the received pattern signal. As a result, analysis or recognition of the it by a third party is made difficult.

The notification means can be structured from a vehicle exterior notification means for notifying the outside of the vehicle of the processing state, and a vehicle interior notification means for notifying the inside of the vehicle of the processing state, and notification of the processing state is made to the interior and exterior of the vehicle.

Confirmation of the processing state of the charge processing is easy from the outside of the vehicle, however, it is not possible for a driver who is inside the vehicle to be aware of the processing state of the charge processing. Therefore, the notification means can be structured from a vehicle exterior notification means for notifying the outside of the vehicle of the processing state, and a vehicle interior notification means for notifying the inside of the vehicle of the processing state. By notifying the interior and exterior of the vehicle of the processing state, it is possible to notify both an observer outside the vehicle and the driver inside the vehicle as to the processing state. Note that, when the notification mean is structured using lamps or the like which emit light, if the lamps are housed in predetermined housings and light is irradiated in directions opposite each other of the vehicle exterior notification means and the vehicle interior notification means, it is possible to easily notify the observer outside the vehicle and the driver inside the vehicle as to the processing state.

An observation means can be provided for observing a notification from the notification means provided in the charge processing device.

It is necessary to observe from outside the vehicle the processing state that has been notified to the outside of the vehicle. Therefore, in the charge state observation device, there can be provided observation means for observing a notification from the notification means provided in the charge state notification device for a vehicle. As described above, a device for detecting electromagnetic waves can be employed for this observation means. As a result, it is possible to easily observe the notification from outside the vehicle.

The observation means observes a notification by detecting at least brightness.

Notification of the processing state to the outside is often made by electromagnetic waves, however, it is preferable if a light source is used and the notification is made using changes in the amount of light or by flashing the light. Therefore, as described in claim 14, a notification is observed by the observation means detecting at least brightness. As a result, it is possible to make an observation corresponding to the processing state notified by changes in the amount of light or by flashing the light when a light source is used.

The observation means is an image pickup means capable of picking up either one or a plurality of images having at least brightness.

It is possible to use an image pickup means capable of picking up either one or a plurality of images having at least brightness as the observation means. For example, an apparatus having an image pickup element such as a TV camera or an image sensor or the like can be used. If this image pickup means is used, it is possible to easily detect the notification state when notification is made using variations in brightness.

The observation means observes a notification by detecting at least brightness in synchronization with an observation pattern determined in advance that varies in the manner of a time series.

In order to prevent a processing state notified to the outside of a vehicle from being recognized by, for example, a third party other than the observer, in some cases, the processing state is notified in a predetermined operating pattern in which the notification state is altered in the manner of a time series. Therefore, as was described in claim 16, the observation means observes a notification by detecting at least brightness in synchronization with an observation pattern determined in advance that varies in the manner of a time series. As a result, because it is made in synchronization with the pattern of the notified processing state, the observation of the notification state can be simplified.

Namely, when an image pickup means is used, as is described above, the observation means is able to observe a notification by detecting at least brightness in synchronization with an observation pattern determined in advance that varies in the manner of a time series. For example, in a notification state in which a lamp is flashed on and off for the proper state, if an image is picked up coinciding with this flashing on and off, it can be easily determined that the
notification state is proper only when the obtained brightness is constantly bright. Moreover, when the flashing is not in synchronization with this flashing, the notification state includes dark moments, therefore, it can be easily determined that the notification state is not a proper state.

[0069] The observation means can be further provided with reception means for receiving a pattern signal indicating an observation pattern, and the observation means observes a notification in synchronization with an observation pattern based on the pattern signal.

[0070] When the observation is synchronized with an observation pattern, if the same pattern is constantly used, it is possible that it will be recognized by a third party. Therefore, by further providing the observation means with reception means for receiving a pattern signal indicating an observation pattern, and the observation means observing a notification in synchronization with an observation pattern based on the pattern signal, it is possible to provide a degree of confidentiality to the observation pattern, and to easily increase the reliability of the observation of the processing state of the charge processing from outside the vehicle.

[0071] The charge processing device being further provided with deciding means for deciding the charge processing state based on an observation by the observation means.

[0072] If the result of an observation by the observation means is used, the processing state can be easily decided automatically. Therefore, the charge processing device is further provided with deciding means for deciding the processing state of the charge processing based on the result of an observation by the observation means. As a result, it is possible to easily decide the processing state of the charge processing automatically from outside the vehicle, simplifying the observation.

[0073] The deciding means can be provided with comparing means for comparing the state of a notification obtained by the observation means with a predetermined notification state, and processing deciding means for deciding the state of the charge processing based on the result of a comparison by the comparing means.

[0074] In order for a distinction to be made between a normal state and an abnormal state, the notification states are able to be distinguished between a predetermined notification state and notification states other than the predetermined notification state. Therefore, by providing the deciding means with comparing means for comparing the state of a notification obtained by the observation means with a predetermined notification state, and with processing deciding means for deciding the processing state of the charge processing based on the result of a comparison by the comparing means, the distinguishing of the notification state is simplified and it is possible to observe processing state of the charge processing easily from outside the vehicle.

[0075] According to another aspect of the inventions, there is provided a charge processing device comprising: receiving means for receiving a pattern signal indicating an observation pattern altered in the manner of a time series in order to observe a notification from a notification means provided in the charge processing device; and display means for displaying notification information corresponding to the observation pattern in synchronization with the observation pattern based on the pattern signal, wherein each of the above receiving means and display means is portable.

[0076] It is difficult to observe at an arbitrary location on an irregular basis a charge state observation device when the device itself is large and has little mobility. Therefore, as described in claim 20, a portable charge state observation device is formed comprising: receiving means for receiving a pattern signal indicating an observation pattern altered in the manner of a time series in order to observe a notification from a notification means provided in the charge processing device; and display means for displaying notification information corresponding to the observation pattern in synchronization with the observation pattern based on the pattern signal. As a result, the convenience and mobility of the charge state observation is improved.

[0077] In claim 21 of the present invention, in the charge processing device according to claim 20 of the present invention, the display means displays observation information at least one of sound and light.

[0078] By displaying notification information via at least one of sound and light, the display means is easily able to display observation information corresponding to an observation pattern.

[0079] According to another aspect of the inventions, there is provided a charge processing device comprising: detecting means for detecting position information indicating the position where a vehicle is located; matching means for matching the position information with predetermined map information; setting means for, based on the map information, setting an area wherein a charge is applied which area corresponds to a predetermined area in the map information; deciding means for, based on a result of the matching by the matching means, deciding an entry state indicating whether or not the moving body has at least entered into the area wherein a charge is applied; and making means for, based on a result of a decision by the deciding means, generating charge information for the moving body in the area wherein a charge is applied, and preparing, at a predetermined period, a charge history of the generated charge information; and transmitting means for transmitting a charge history of charge information generated by the generating means to the ground.

[0080] In the charge processing device according to claim 22 of the present invention, detecting means detects position information indicating the position where a vehicle is located. A navigation system for a vehicle capable of displaying a map for assisting driving and giving instructions on a route to a destination can be used for this detection means. The making means creates charge information for the vehicle in a predetermined area where a charge is applied, and also makes a charge history of the created charge information based on a result of a detection by the detecting means. For example, the toll that should be collected from a vehicle located in a area in which a charge is applied is determined such that the amount of the charge is determined from the number of times the vehicle entered the area in which a charge is applied and the length of time the vehicle was in the area in which a charge is applied. Consequently, the number of entries into the area in which a charge is applied and the length of stay in the area in which a charge is applied are generated as charge information. Because the charge is made in relation to the charge infor-
mation from the entry and length of stay and the like of the vehicle in the area in which a charge is applied, the charge history of the charge information generated by the generating means is transmitted to the ground side by transmitting means. As a result, at the ground side, it is possible to collect the toll that should be charged to the vehicle that entered or stayed in the area in which a charge is applied. The collection of this charge, namely, of the toll can be performed by approving the toll from an approved account such as a bank account or credit card or the like associated with the user of the vehicle, or from a card on which balance information is stored such as a prepaid card or IC card or the like.

[0081] The vehicle travels on the ground, and almost every position thereof can be specified by a map. Thus, the making means further comprises matching means for matching the predetermined map information and the position information; and deciding means for, based on a result of the matching by the matching means, deciding an entry state indicating whether or not the vehicle has at least entered into the predetermined area where a charge is applied which is in the map information. The position where the vehicle is located can be specified from the position information. Thus, the matching means can match the vehicle to this position, for example, to a position determined by latitude and longitude, on map information determined in advance, such as a map of a predetermined region from among maps of Japan or maps of the Tokyo area.

[0082] Based on a result of the matching by the matching means, the deciding means decides an entry state indicating whether or not the vehicle has at least entered into the predetermined area where a charge is applied which is in the map information. The position where the vehicle exists on the map information is matched by the matching means. The area where a charge is applied is determined on the map information. Accordingly, if it is determined whether the position where the vehicle is located, which has been matched on the map information, is included in the area where a charge is applied, it can be determined whether the vehicle has at least entered into the area where a charge is applied.

[0083] In this way, the deciding means decides, as the entry state, whether or not the vehicle has at least entered into the area where a charge is applied. The generating means generates the charge information for the vehicle, based on the result of the deciding by the deciding means. For example, the toll to be collected for a vehicle which is located in an area where a charge is applied is determined in advance. Accordingly, when the vehicle enters into the area where a charge is applied, the toll determined in advance should be charged, and thus, the toll which should be charged for the vehicle which has entered therein is generated as the charge information.

[0084] The making means can be formed from generating means for generating charge information for each of a plurality of existing area in which a charge is applied, and accumulating means for accumulating in sequence the created charge information as charge history.

[0085] The making means can be formed from generating means for generating charge information for each of a plurality of existing area in which a charge is applied, and accumulating means for accumulating in sequence the generated charge information as charge history. By using this construction, even when a plurality of area in which a charge is applied are scattered around or are grouped together, because the charge information of each area in which a charge is applied is accumulated as charge history in the accumulating means, the entry into or length stay or the like of a vehicle in a plurality of area in which a charge is applied can be easily ascertained.

[0086] The detecting means detects the position information using satellite signals from satellites.

[0087] In the detection of a vehicle, it is possible to provide in the vehicle a transmitting means such as a transmitter or the like for transmitting a signal that contains identification data for identifying the host vehicle, and to receive this transmitted signal on the ground so as to detect the position information on the ground, or to detect the position information in the vehicle via a navigation system. As is widely known, a navigation system uses a GPS system that uses satellite signals from satellites to easily detect the position of the host vehicle, for example, a position determined by latitude and longitude. Therefore, as described in claim 24, the detecting means is formed so as to be able to detect the position information using satellite signals from satellites. As a result of this, the position of a vehicle can be pinpointed in that host vehicle.

[0088] The charge processing system can be provided with: in-vehicle communication means which is provided with the charge processing device and in which the transmission means transmits charge history in accordance with an input transmission request: and on-road communication means having requesting means for performing the transmission request and processing means for performing charge settlement processing in a predetermined processing area and based on a transmitted charge history.

[0089] The charge processing system provided with in-vehicle communication means which is provided with the charge processing device can be provided with transmission means for transmitting charge history in accordance with an input transmission request. As a result, as was described above, if a transmission request is made from the ground side, the charge history is able to be transmitted from the vehicle side. This transmission request is performed by the requesting means of the transmission means on the ground side. In addition, the processing means performs charge settlement processing based on the predetermined processing area and a transmitted charge history. As a result, the charge history is held on the vehicle side and charge settlement processing can be performed in the processing area from the held charge history, and the area for the charge processing is not limited to being established within the area in which a charge is applied.

[0090] On-road communication means can be provided with altering means for altering the amount of the charge settlement based on a time until an arrival in the processing area.

[0091] In the in-vehicle device, even if the charge history is held or accumulated, it is not possible to collect the actual toll if the charge processing is not performed. Therefore, the on-road communication means is further provided with altering means for altering the amount of the charge settlement based on a time until an arrival in the processing area. For example, for a set time, the toll collection of the charge
amount corresponds to the above charge history, however, when the set time is exceeded and as the time becomes longer, it is possible to increase the charge amount, as is the case with arrears payments and the like. As a result, it is possible to do away with the loss that is incurred until the actual toll collection depending on the length of time involved.

[0092] According to another aspect of the inventions, there is provided a charge processing device comprising: detecting means for detecting position information indicating a position where a vehicle is located; storage means capable of being inserted and removed for storing an area in which a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information; and generating means for generating a charge information for the vehicle based on a result of detection by the detecting means and an area in which a charge is applied stored in the loaded storage means.

[0093] The detecting means detects position information indicating the position where a vehicle is located. A navigation system for a vehicle capable of displaying maps to assist with driving and instruct as to a route to a destination can be used as the detecting means. Area in which a charge is applied, which are set based on predetermined map information in correspondence with predetermined regions in the map information, are stored in the storage means capable of being inserted and removed, and the generating means generates, at a predetermined period, charge information for the vehicle based on the result of the detection by the detecting means and the area in which a charge is applied stored in the storage means. For example, the toll that should be collected from a vehicle located in a area in which a charge is applied is determined such that the amount of the charge is determined from the number of times the vehicle entered the area in which a charge is applied and the length of time the vehicle was in the area in which a charge is applied. Consequently, the generating means generates the number of entries into and the length of stay in the area in which a charge is applied as charge information. The storage means is capable of being inserted and removed, therefore, when the area in which a charge is applied varies, it is possible to correctly collect the toll that should be charged for the vehicle that has entered or stayed in the area in which a charge is applied and the like simply by altering the area in which a charge is applied that should be stored in the storage means.

[0094] The generating means can be provided with a reading means for reading a result of a detection by the detecting means and an area where a charge is applied stored in the storage means, and generates charge information from the read position information and area where a charge is applied.

[0095] The generating means can be provided with a reading means for reading a result of a detection by the detecting means and an area where a charge is applied stored in the storage means, and generates charge information from the read position information and area where a charge is applied. Because it is possible to read the result of a detection by the detecting means and the area in which a charge is applied stored in the storage means in this way using a reading means, the charge information can be easily generated.

[0096] The storage means can be a toll card on which is stored an area in which a charge is applied for generating at least charge information.

[0097] Because the storage means is capable of being inserted and removed, as is described in claim 30, it is possible to use a toll card on which is stored an area in which a charge is applied for generating at least charge information as the storage means. An IC card or prepaid card can be used for this toll card.

[0098] According to another aspect of the inventions, there is provided a charge processing card including: a loading portion for loading in an in-vehicle device that detects position information indicating the position where a vehicle is located, and generates charge information from the position information and from an area where a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information; an area storage portion for storing the area where a charge is applied; and a balance storage section for storing balance information.

[0099] The charge processing card can be used as the toll card. This charge processing card is provided with: a loading portion for loading in an in-vehicle device that detects position information indicating the position where a moving body is located, and generates charge information from the position information and a predetermined area where a charge is applied; an area storage portion for storing the area where a charge is applied, which area is set based on predetermined map information in correspondence with a predetermined area in the map information; and a balance storage section for storing balance information. Consequently, the charge processing card is loaded in the in-vehicle device via the loading portion so that a area in which a charge is applied can be read from the area storage portion and balance information can be read from the balance storage portion. It is thus possible to correctly collect the fare that should be charged to a vehicle that has entered into or stayed in the area in which a charge is applied.

[0100] A charge processing device (701) carried by a user or mounted on a moving body comprising: means for detecting a ground position (ANTg, 720-726); storage means (CRD) for storing area specifying information, which is set based on predetermined map information in correspondence with a predetermined area in the map information, and control information for inside an area; notification control means (702) for generating position relation information in a charge processing device for an area indicated by area specifying information, based on a ground position detected by the ground position detecting means (ANTg, 720-726) and area specifying information of the storage means; and notification means (710, 711, SP, 704, 724) for notifying a user as to information expressed by the position relation information, the area specifying information, and the area control information.

[0101] Note that, in order to make comprehension easier, symbols of corresponding elements shown in the drawings of the embodiments corresponding to the present invention are added for reference inside the brackets.

[0102] Consequently, the notification control means (702) generates position relation information in a charge processing device (701) that functions as a notification device for an
area (charge area) expressed by area specifying information (charge area information) of the storage means (CRD). The notification means (710, 711, SP, 704, 724) reports this position relation information as well as information (area and charge amount) indicating control information within an area and area specifying information of the storage means (CRD). As a result, a user of this charge processing device is easily able to be aware of the existence and position of a specific area as well as what type of area the area is by the time the user enters into the area represented by the area specifying information. The user is thus able to easily decide in good time whether to enter the area or to alter their route.

[0103] According to another aspect of the inventions, there is provided a charge processing device (701) carried by a user or mounted on a moving body comprising: means for detecting a ground position (ANTg, 720-726); storage means (CRD) for storing charge area specifying information which is set based on predetermined map information in correspondence with a predetermined area in the map information, charge information for inside an area, and credit information; notification control means (702) for generating position relation information in a charge processing device for a charge area indicated by charge area specifying information, based on a ground position detected by the ground position detecting means (ANTg, 720-726) and charge area specifying information of the storage means, and updating credit information in the storage means in response to changes outside and inside a ground position relative to the charge area; and notification means (710, 711, SP, 704, 724) for notifying a user as to information expressed by the position relation information, the charge area specifying information, the charge information inside the area, and the credit information.

[0104] Consequently, the notification control means (702) generates position relation information in a charge processing device (701) that functions as a notification device for a charge area expressed by charge area specifying information (charge area information) of the storage means (CRD). The notification means (710, 711, SP, 704, 724) reports this position relation information as well as information (charge area and charge amount) indicating charge information within an area and charge area specifying information of the storage means (CRD). As a result, a user of this charge processing device is easily able to be aware of the existence and position of a charge area as well as the charge amount by the time the user enters into the charge area. The user is thus able to easily decide in good time whether to enter the charge area or to select a detour route.

[0105] Moreover, when a vehicle leaves a charge area after entering the area, the notification control means (702) updates the credit information in the storage means when the vehicle enters the charge area or departs from the charge area, and the notification means (710, 711, SP, 704, 724) reports information (balance information) indicating the credit information to the user, therefore, there is no manual involvement in the charge processing and the user is easily made aware of the balance.

[0106] According to another aspect of the inventions, there is provided a charge processing system including: a notification device that is a charge processing device carried by a user or mounted on a moving body and includes a means for detecting a ground position, communication means for receiving area specifying information which is set based on predetermined map information in correspondence with a predetermined area in the map information, storage means for storing received area specifying information, notification control means for generating position relation information in a charge processing device for an area indicated by area specifying information based on a ground position detected by the ground position detecting means and area specifying information of the storage means, and notification means for notifying a user as to the position relation information; and a transmitting station comprising public notification information storage means for storing area specifying information, and transmitting means for transmitting area specifying information of the public notification information storage means.

[0107] Consequently, the notification control means (702) generates position relation information in a charge processing device (701) that functions as a notification device for an area represented by area specifying information (charge area information) of the storage means (CRD). The notification means (710, 711, SP, 704, 724) reports this position relation information. As a result, a user of this charge processing device is easily able to be aware of the existence and position of a specified area by the time the user enters into the area represented by the area specifying information. The user is thus able to easily decide in good time whether to enter the charge area or to alter the route.

[0108] Moreover, the transmission means (740, 741, 732) of the transmitting station (730) transmits area specifying information of the public information storage means (FDB), and the communication means (ANT, 708, 706) of the charge processing device (701) that is functioning as a public notification device receives the area specifying information, which is then stored by the storage means (CRD, 702). As a result, if the transmitting station (30) alters the area specifying information of the public notification information storage means (FDB) in order to alter the position or size of the area, the area specifying information of the charge processing device (701) also automatically changes to altered information. The transmission of the area specifying information is simple and the altering of the information is also simple. Because it is possible to transmit area specifying information to all charge processing devices (701) that might possibly enter the area from a single transmitting station (730) covering the area and its environs, the installation of the system elements is comparatively simple and the reliability of the information notification is increased.

[0109] According to another aspect of the inventions, there is provided a charge processing system including: a notification device that is a charge processing device carried by a user or mounted on a moving body and includes means for detecting a ground position, communication means for receiving charge area specifying information, which is set based on predetermined map information in correspondence with a predetermined area in the map information, and charge information for inside an area, storage means for storing received charge area specifying information (CRD, 702), and credit information, notification control means (702) for generating position relation information in a charge processing device for a charge area, based on a ground position detected by the ground position detecting means (ANTg, 720-726) and charge area specifying information of the storage means, and updating credit informa-
ation in the storage means in response to changes outside and inside a ground position relative to the charge area, and notification means (710,711,704,724) for notifying a user as to information expressed by the charge area specifying information, the charge information for inside the area, and the credit information and the position relation information; and a transmitting station (30) comprising public notification information storage means (FDB, TDB) for storing area specifying information and inside-area charge information, and transmitting means (740,723,732) for transmitting area specifying information and inside-area charge information of the public notification information storage means.

[0110] Consequently, the notification control means (702) generates position relation information in a charge processing device (701) that functions as a notification device for a charge area represented by charge area specifying information (charge area information) of the storage means (CRD). The notification means (710, 711, SP, 704, 724) reports this position relation information as well as information (charge area and charge amount) indicating charge information within an area and charge area specifying information of the storage means (CRD). As a result, a user of this charge processing device is easily able to be aware of the existence and position of a charge area as well as the charge amount by the time the user enters into the charge area. The user is thus able to easily decide in good time whether to enter the charge area or to select a detour route.

[0111] Moreover, when a vehicle leaves a charge area after entering the area, the notification control means (702) updates the credit information in the storage means when the vehicle enters the charge area or departs from the charge area, and the notification means (710, 711, SP, 704, 724) reports information (balance information) indicating the credit information to the user, therefore, there is no manual involvement in the charge processing and the user is easily made aware of the balance.

[0112] Moreover, the transmission means (740, 741, 732) of the transmitting station (730) transmits inside-area charge information area and area specifying information of the public information storage means (FDB), and the communication means (ANTI, 708, 706) of the charge processing device (701) that is functioning as a public notification device receives this information, which is then stored by the storage means (CRD, 702). As a result, if the transmitting station (730) alters the charge amount and the area specifying information of the public notification information storage means (FDB) in order to alter the position, size and/or the charge amount of the area, the information of the charge processing device (701) also automatically changes to altered information. The transmission of the area specifying information and the inside-area charge information is simple and the altering of the information is also simple. Because it is possible to transmit area specifying information and charge information for within the area to all charge processing devices (701) that might possibly enter the area from a single transmitting station (730) covering the area and its environs, the installation of the system elements is comparatively simple and the reliability of the information notification is increased.

[0113] The notification control means (702) transmits the updated credit card information as well as an ID of the charge processing device (701) that is functioning as a notification device to the transmission station (730) via the communication means (ANTI, 708, 706). The communication station (730) includes unpaid data storage means (CDB), and the information control means (732) of the transmission station (730) is able to make a record in an accumulation manner of insufficient payment credit information, for received ID address, in the unpaid data storage means (CDB).

[0114] Consequently, on the basis of the total recorded (unpaid) data of the unpaid data storage means (CDB), the area controller is able to issue a warning that an insufficient amount has been collected and/or to perform the collection of the outstanding debt. Thus, the task of controlling the area is simplified and made more economical.

[0115] The charge processing system, as item 35B, the notification control means (702) transmits the fact that an entry has been made into a charge area, when the ground position changes from outside the charge area to inside the charge area, to the transmission station (730) via the communication means (ANTI, 708, 706). The transmission station (730) includes accumulation storage means (TDB), and the information control means (732) of the transmission station (730) is able to update the data for the accumulated number of entries in the accumulation storage means (TDB) to data of a larger value, every time it receives a transmission to the fact that an entry has been made into a charge area.

[0116] Consequently, on the basis of the data stored in accumulation storage means (TDB), the area controller is able to calculate the number of entries (number of vehicles/time) into an area, estimates traffic volume parameters such as the congestion or changes in the congestion, and use this for traffic volume information collection and traffic control.

[0117] In the charge processing system of the above item 35B, when the ground position changes from inside the charge area to outside the charge area, the notification control means (702) transmits this departure from the charge area to the transmission station (730) via the communication means (ANTI, 708, 706). Each time the information control means (732) of the transmission station (730) receives a transmission about the departure from the charge area, the information control means (732) is able to update the data for the accumulated number of departures in the accumulation storage means (TDB) to data of a larger value, every time it receives a transmission to the effect that a departure has been made from a charge area.

[0118] Consequently, the balance when the data for the accumulated number of departures in the accumulation storage means (TDB) is deducted from the data for the accumulated number of entries in the accumulation storage means (TDB) shows the retention volume (or the volume of congestion when traffic is congested), inside the charge area, of vehicles in which the charge processing device (701) that is functioning as a notification device is mounted. The time differential value thereof shows the speed of change (i.e. a tendency towards congestion and a tendency towards easing of congestion) in the retention volume. Based on the data stored in the entry accumulation storage means (TDB), the area controller is able to estimate traffic volume parameters such as congestion within the area or changes in the congestion, and use this for traffic volume information collection and traffic control.

[0119] Note that instead of counting the number of entries into an area and the number of departures from an area
separately, it is also possible to increment the retention volume data for an entry and decrement the retention volume data for a departure. In this case, the retention volume data shows the retention volume within an area directly, and the time differential value thereof shows the speed of change (i.e., a tendency towards congestion and a tendency towards easing of congestion) in the retention volume.

[0120] According to another aspect of the inventions, there is provided a charge processing device carried by a user or mounted on a moving body comprising: means (ANTg, 720-726) for detecting a ground position; storage means (CRD, 702) for storing area specifying information, which is set based on predetermined map information in correspondence with a predetermined area in the map information, and credit information; relative position determining means (702) for calculating whether a ground position detected by the ground position detecting means is inside or outside an area represented by area specifying information in the storage means; interruption instruction means (IGsw); time measuring means (702) for measuring the time elapsed inside an area during a period in which there is no (Si=II) interruption instruction (Si=L) from the interruption instruction means; and charge processing means (702) for updating the credit information based on a value of a time measured by the time measuring means.

[0121] Note that in order to make comprehension easier, symbols of corresponding elements shown in the drawings of the embodiments corresponding to the present invention are added for reference inside the brackets.

[0122] Consequently, because the toll payment medium is the storage means (CRD, 702), and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. Even if the road network inside the charge area is complicated, there is no need to provide tollbooths or vehicle transit determining devices on a plurality of routes within the area or at the entries and exits to the area, and neither there is any need for a large installation of a charge processing system fixed facility.

[0123] For example, if a simple charge is applied to a vehicle in which a charge processing device is mounted, when the charge is applied in proportion to the length of time the vehicle remained inside charge area, the charge is also increased for residents of the charge area, people working inside the charge area, and when vehicles are parked in locations where they have no effect on road congestion such as in a car park, which is unreasonable when the charge is supposed to be applied to a vehicle driving in the area. To counter this, a method in which the charge to residents of a charge area or people working inside the charge area is reduced by a fixed discount ratio may be considered, however, there are various relative ratios of parking time and traveling time depending on the person, and a person who parks for an extremely short time, for example, is treated extremely advantageously.

[0124] There can be provided interruption instruction means (IGsw), and time measuring means (2) for measuring the time elapsed inside an area during a period in which there is no (Si=II) interruption instruction (Si=L) from the interruption instruction means. In the case of a vehicle, the interruption instruction means (IGsw) generates an interruption instruction (Si=L) when the vehicle is parked and measures the elapsed time when the vehicle is not parked (Si=II). As a result, when the purpose is to charge for traveling on a road, a reasonable relationship is created between use of the road network and the amount of the toll to be paid.

[0125] According to another aspect of the inventions, there is provided a charge processing device carried by a user or mounted on a moving body comprising: means (ANTg, 720-726) for detecting a ground position; storage means (CRD, 702) for storing area specifying information, which is set based on predetermined map information in correspondence with a predetermined area in the map information, and credit information; relative position determining means (702) for calculating whether a ground position detected by the ground position detecting means is inside or outside an area represented by area specifying information in the storage means; distance measuring means (702) for measuring a distance moved within an area; and charge processing means (702) for updating the credit information based on a distance measured by the distance measuring means.

[0126] Consequently, because the toll payment medium is the storage means (CRD, 702), and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. Even if the road network inside the charge area is complicated, there is no need to provide tollbooths or vehicle transit determining devices on a plurality of routes within the area or at the entries and exits to the area, and neither there is any need for a large installation of a charge processing system fixed facility.

[0127] When a charge processing device is used in a vehicle charge system for charging in accordance with the distance traveled inside a charge area, the charge is made on the distance traveled inside the charge area and the increase in the charge amount is automatically stopped when the vehicle is parked. Consequently, there are no inconsistencies between residents of the charge area or people working in the charge area and other people.

[0128] The charge processing device can further comprise notification means (710, 711, SP, 704, 724) for notifying a user about information representing area specifying information and credit information. A user of the charge processing system can be made aware of the existence of a charge area before entering the area as well as of the credit information, simplifying the user’s choice as to whether or not to enter the charge area.

[0129] The charge processing device can further comprise: notification control means (702) for generating approach information that a charge processing device is approaching an area represented by area specifying information based on a ground position detected by the ground position detecting means and area specifying information of the storage means; and notification means (710, 711, SP, 704, 724) for notifying a user about information representing the approach information, the area specifying information, and the credit information. Because a notification is made to the effect that a vehicle is approaching the charge area, a user is able to choose more reliably and with more leeway whether or not to enter the charge area.

[0130] The system can further be provided with communication means (ANT1, 708, 706) for receiving area speci-
fying information, wherein storage means (CRD, 702) stores received area specifying information; and a transmitting station (730) that includes public notification information storage means ((FDB, TDB) for storing area specifying information, and communication means (740, 731, 732) for transmitting area specifying information of the public notification information storage means.

[0131] Consequently, the transmitting means (740, 731, 732) of the transmitting station (730) transmits area specifying information of the public notification information storage means (FDB). The communication means (NTl, 708, 706) of the charge processing device (701) receives the area specifying information which is then stored by the storage means (CRD, 702). As a result, if the transmitting station (730) alters the area specifying information of the public notification information storage means (FDB) in order to alter the position and/or size of the area, the area specifying information of the charge processing device also automatically changes to altered information. The transmission of the area specifying information is simple and the altering of the information is also simple. Because it is possible to transmit area specifying information to all charge processing devices (701) that might possibly enter the area from a single transmitting station (730) covering the area and its environs, the installation of the system elements is comparatively simple and the reliability of the information notification is increased.

[0132] The charge device can be mounted in a vehicle, and the interruption instruction means performs an interruption instruction by being interconnected with the off operation of the ignition (IGSW) of the vehicle.

[0133] Consequently, because an interruption instruction (Si=1) is generated when the car is parked, and the time lapse is suspended, there is no charge for the length of time that the vehicle is parked and, when the purpose is to charge for traveling on a road, a reasonable relationship is created between use of the road network and the amount of the toll to be paid.

[0134] The system can be provided with communication means (ANTI, 708, 706) for receiving area specifying information which is set based on predetermined map information in correspondence with a predetermined area in the map information, wherein storage means (CRD, 702) stores received area specifying information; and a transmitting station (730) that includes public notification information storage means (FDB, TDB) for storing area specifying information, and communication means (740, 731, 732) for transmitting area specifying information of the public notification information storage means. Consequently, the same operation and effects as in the above fourthtieth embodiment are obtained.

[0135] In the above-described charge processing system, as item 38A, the notification control means (702) transmits the updated credit information together with the ID of the charge processing device (701) to the transmission station (730) via the communication means (ANTI, 708, 706). The transmission station (730) includes unpaid data storage means (CDB), and the information control means (732) of the transmission station (730) makes a record of accumulated insufficient payment credit information that it has received at the ID address received in the unpaid data storage means (CDB).

[0136] Consequently, on the basis of the total recorded (unpaid) data of the unpaid data storage means (CDB), the area controller is able to issue a warning that an insufficient amount has been collected and/or to perform the collection of the outstanding debt. Thus, the task of controlling the area is simplified and made more economical.

[0137] In the charge processing system, as item 38B, the notification control means (702) transmits the fact that an entry has been made into a charge area when the ground position changes from outside the charge area to inside the charge area to the transmission station (730) via the communication means (ANTI, 708, 706). The communication station (730) includes accumulation storage means (TDB), and the information control means (732) of the transmission station (730) is able to update the data for the total number of entries in the accumulation storage means (TDB) to a showing a larger value, every time it receives a transmission to the effect that an entry has been made into a charge area.

[0138] Consequently, on the basis of the data stored in accumulation storage means, the area controller is able to calculate the number of entries (number of vehicles/time) into an area, estimates traffic volume parameters such as the congestion or changes in the congestion, and use this for traffic volume information collection and traffic control.

[0139] In the charge processing system, as above item 38C, when the ground position changes from inside the charge area to outside the charge area, the notification control means (702) transmits this departure from the charge area to the transmission station (730) via the communication means (ANTI, 708, 706). Each time the information control means (732) of the transmission station (730) receives a transmission about a departure from the charge area, the information control means (732) is able to update the data for the total number of departures in the accumulation storage means (TDB) to a showing a larger value, every time it receives a transmission to the effect that a departure has been made from a charge area.

[0140] Consequently, the balance when the data in the accumulation storage means (TDB) for the total number of departures is subtracted from the data for the total number of entries shows the retention volume (or the volume of congestion when traffic is congested) inside the charge area of vehicles in which the charge processing device (701) that is functioning as a notification device is mounted. The time differential value thereof shows the speed of change (i.e., a tendency towards congestion and a tendency towards easing of congestion) in the retention volume. Based on the data stored in the entry accumulation storage means (TDB), the area controller is able to estimate traffic volume parameters such as congestion within the area or changes in the congestion, and use this for traffic volume information collection and traffic control.

[0141] Note that instead of counting the number of entries into an area and the number of departures from an area separately, it is also possible to increment the retention volume data for an entry and decrement the retention volume data for a departure. In this case, the retention volume data shows the retention volume within an area directly, and the time differential value thereof shows the speed of change (i.e., a tendency towards congestion and a tendency towards easing of congestion) in the retention volume.
According to another aspect of the inventions, there is provided a charge processing device comprising: storage means (CRD) for storing credit information; read/write means (705) for reading credit information from the storage means (CRD) and writing credit information to the storage means (CRD); entry detecting means (720-726, 702) for detecting an entry into a charge area which is set based on predetermined map information in correspondence with a predetermined area in the map information; charge processing means (722) for updating, in accordance with the charge toll, credit information in the storage means (CRD) via the read/write means (705) in response to traffic in a charge area; and communication means (2, ANTi, 708, 706) for transmitting information on a state of a charge device (i.e. card reader is normal, card is present) including whether or not reading and writing of the credit information in the storage means is possible while in a charge area.

Note that, in order to make comprehension easier, symbols of corresponding elements shown in the drawings of the embodiments of the inventions are added for reference inside the brackets.

Consequently, because the toll payment medium is the storage means (CRD), and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. The charge control station collects the charge device state information transmitted by the communication means (702, ANTi, 708, 706), and is able to know whether or not reading and writing by the storage means (CRD) is possible, namely, whether or not charge processing is possible, and it is possible to automatically avoid deductions caused by destruction or removal of the storage means (CRD) or read/write means (705) in order to avoid charge deductions and, naturally, charge errors caused by a breakdown in the charge device.

According to another aspect of the inventions, there is provided a charge processing device comprising: means (ANTg, 720-726) for detecting a ground position; storage means (CRD, 702) for storing credit information (a balance), charge areas which are set based on predetermined map information in correspondence with predetermined areas in the map information, and charge tolls; charge processing means (702) for detecting whether a ground position detected by the ground position detecting means is within a charge processing area, and updating, in accordance with the charge toll, credit information in the storage means in response to the traffic in a charge area; and communication means (702, ANTi, 708, 706) for transmitting information on a state of a charge device including whether or not ground position detection by the ground position detecting means (ANTg, 720-726) is possible while in a charge area.

Consequently, even if the road network inside the charge area is complicated, there is no need to provide tollbooths or vehicle transit determining devices on a plurality of routes within the area or at the entries and exits to the area, and neither is there any need for a large installation of a charge processing system fixed facility. The charge control station collects the charge device state information transmitted by the communication means (702, ANTi, 708, 706), and is able to know whether or not recognizing the position of the charge device by the ground position detecting means (ANTg, 720-726) is possible, and it is possible to automatically avoid deductions caused by a halting in the operation or removal of the ground position detecting means (ANTg, 720-726) in order to avoid charge deductions and, naturally, charge errors caused by irregularities in the ground position detecting means (ANTg, 720-726).

According to another aspect of the inventions, there is provided a charge processing system comprising: a charge processing device (701) that includes storage means (CRD) for storing credit information, read/write means (705) for reading credit information from the storage means (CRD) and writing credit information to the storage means (CRD), entry detecting means (720-726, 702) for detecting an entry into a charge area which is set based on predetermined map information in correspondence with a predetermined area in the map information, charge processing means (702) for updating, in accordance with the charge toll, credit information in the storage means (CRD) via the read/write means (705), in response to a traffic in the charge area, and first communication means (702, ANTi, 708, 706) for receiving a data request and transmitting charge device state information (card reader normal, card present) including whether or not reading and writing of credit information in the storage means (CRD) is possible while in a charge area; and a control station (730) that includes second communication means (740, 731, 733) for transmitting a data request to the charge processing device and receiving charge state information from the charge processing device, and searching means (733) for checking for erroneous use of a charge processing device based on received data.

Consequently, because the toll payment medium is the storage means (CRD), and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. The control station (730) collects the charge device state information transmitted by the first communication means (702, ANTi, 708, 706) of the charge device (701) via the second communication means (740, 731, 733), and is able to know whether or not reading and writing by the storage means is possible (CRD), namely, whether or not charge processing is possible, and it is possible to automatically check deductions caused by destruction or removal of the storage means (CRD) or read/write means (705) in order to avoid charge deductions and, naturally, charge errors caused by a breakdown in the charge device.

Note that the control station (730) transmits a charge request to the charge processing device (701) via the second communication means (740, 731, 733), and the charge processing means (702) of the charge processing device (701) is able to update the credit information in the storage means (CRD) in accordance with the charge toll. The following should also be noted.

It is possible for the charge device state information to include the ground position.

It is possible for the charge device state information to include the time.

It is possible for the charge device state information to include the credit information.

It is possible for the charge device state information to include the distance traveled inside the charge area.

It is possible for the charge device state information to include the length of time stayed in the charge area.
[0155] It is possible for the charge processing device to include interruption instruction means (I0sw) for interrupting the accumulation of the length of the time in a charge area (integral or fractional time) when the vehicle is not traveling.

[0156] Because the position of a vehicle detected by detecting means is matched with map information, and a state of entry which indicates whether or not a vehicle has entered into an area in which a charge is applied is decided, and charge information for the vehicle is generated in accordance with the state of entry, the effect is achieved that it is possible to perform charge processing for the user of a vehicle using a simple structure simply by generating charge information for a vehicle in accordance with the entry state thereof, without having to install on-road devices in all the entry and exit locations such as entry and exit gates.

[0157] Because location information indicating the date and time a vehicle was present inside a area in which a charge is applied is further detected, and an entry state that includes the state of the location of the vehicle inside the area in which a charge is applied is decided, the effect is achieved that it is possible to generate charge information for a vehicle that has only entered into the area in which a charge is applied when the charge was for the predetermined time or time period, the date or week, or combination of these.

[0158] Because the state of entry is decided with the state of congestion caused by vehicles located within a area in which a charge is applied included therein, the effect is achieved that it is possible to easily generate charge information for a vehicle in accordance with the state of congestion even when the toll differs depending on the state of congestion in the area in which a charge is applied.

[0159] Because predetermined toll data corresponding to the state of entry is stored in advance in the storage means, the effect is achieved that simple and appropriate charge information is able to be generated.

[0160] Because the processing state of the charge processing performed when a vehicle has entered an area in which a charge is applied, which is known from the position of the vehicle detected by the detecting means, can be notified continuously within the area in which a charge is applied, the effect is achieved that the processing state can be confirmed from an arbitrary position within the area in which a charge is applied without installing on-road devices at every likely location of entry and exit such as entry and exit gates.

[0161] Because a radiation means which radiates electromagnetic waves is used, the effect is achieved that the manufacturing of the device is simplified.

[0162] Because the notification means is formed from a light source disposed on the detecting means, or on a number plate of a vehicle, the effect is achieved that it is possible for an observer or the like to visually confirm the processing state of the charge processing with ease.

[0163] Because notification is made to a vehicle in a predetermined operating pattern in which the notification state is altered in the manner of a time series, the effect is achieved that it is possible to make it difficult for a third party to recognize the notification.

[0164] The outside of the vehicle is notified as to the processing state based on a received pattern signal, the effect is achieved that it is possible to make it difficult for a third party to analyze or recognize the operating pattern.

[0165] Because it is possible to for the outside and inside of a vehicle to be notified as to the processing state, the effect is achieved that it is possible for an observer outside the vehicle and the driver of the vehicle to be notified as to the processing state.

[0166] Because it is possible for a notification from the notification means to be observed by observation means, the effect is achieved that it is possible to observe the processing state of the charge processing from outside the vehicle with ease.

[0167] Because, as the observation means, it is possible to observe a notification by detecting brightness, the effect is achieved that, when a notification is made based on a variation in the brightness, that notification state can be easily detected.

[0168] If an image pickup means is used, the effect is achieved that it is possible to observe a notification by detecting at least brightness in synchronization with a predetermined observation pattern that is altered in the manner of a time series, and it is possible to easily distinguish the processing state.

[0169] Because a pattern signal indicating an observation pattern is received, and a notification is observed by detecting at least brightness in synchronization with an observation pattern based on the pattern signal, the effect is achieved that it is possible to provide a degree of confidentiality to the observation pattern, and to easily increase the reliability of the observation of the processing state of the charge processing from outside the vehicle.

[0170] Because deciding means decides the processing state of the charge processing based on the result of an observation by the observation means, the effect is achieved that it is possible to observe the processing state of the charge processing from outside the vehicle with ease.

[0171] Because the deciding means compares the state of a notification obtained by the observation means with a predetermined notification state, and decides the processing state of the charge processing based on the results of the comparison, the effect is achieved that the distinguishing of the notification state is simplified and it is possible to observe the processing state of the charge processing from outside the vehicle with ease.

[0172] Because charge information for a vehicle in an area in which a charge is applied is generated by generating means from information on the position of the vehicle detected by the detecting means, and a charge history of the charge information is also generated, and these are transmitted to the ground by transmission means, the effect is achieved that it is possible on the ground to collect with ease a toll that should be charged to a vehicle that has entered or stayed in a area in which a charge is applied.

[0173] Because the making means can be formed from generating means for generating charge information for each of a plurality of existing area in which a charge is applied, and accumulating means for accumulating in sequence the charge information as charge history, the effect is achieved
that, even when a plurality of area in which a charge is applied are scattered around or are grouped together, by using the charge history of the charge information of each area in which a charge is applied accumulated in the accumulating means, the entry into or stay of a vehicle in a plurality of area in which a charge is applied can be easily ascertained.

[0174] Because it is possible to detect position information using satellite signals from satellites, the effect is achieved that it is possible to pinpoint the position of a vehicle inside that same vehicle.

[0175] Because, in response to a transmission request from the ground side, a charge history is transmitted from an in-vehicle communication means provided with transmitting means for transmitting a charge history in response to an input transmission request, the effect is achieved that a charge settlement can be processed from the charge history held in the vehicle in a processing area that is not limited to being inside an area in which a charge is applied.

[0176] Because the amount of the charge settlement is altered in the on-road communication means based on the time until arriving in the processing area, the effect is achieved that it is possible to do away with the loss that is incurred until the actual toll collection depending on the length of time involved.

[0177] Because the storage means is capable of being inserted and removed, the effect is achieved that when the area in which a charge is applied varies, it is possible to collect the proper toll that should be charged for the vehicle that has entered or stayed or the like in the area in which a charge is applied simply by altering the area in which a charge is applied that should be stored in the storage means.

[0178] Because a reading means is able to read the result of a detection by the detecting means and the area in which a charge is applied stored in the storage means in this way using a reading means, the effect is achieved that the charge information can be easily generated.

[0179] Because a charge processing card can be loaded in the in-vehicle device via the loading portion so that area in which a charge is applied can be read from the area storage portion and charge information can be read from the balance storage portion, the effect is achieved that is possible to collect the proper toll that should be charged to a vehicle that has entered into or stayed in the area in which a charge is applied.

[0180] Because notification control means generates position relation information in a charge processing device that functions as a notification device for an area (charge area) expressed by area specifying information (charge area information) of the storage means, and notification means reports this position relation information as well as information (area and charge amount) indicating control information within an area and area specifying information of the storage means, a user of this charge processing device is easily able to be aware of the existence and position of a specific area as well as what type of area the area is by the time the user enters into the area represented by the area specifying information, and is thus able to easily decide in good time whether to enter the area or to alter their route.

[0181] Because the notification control means generates position relation information in a charge processing device for a charge area expressed by charge area specifying information (charge area information) of the storage means, and the notification means reports this position relation information as well as information (charge area and charge amount) indicating charge information within an area and charge area specifying information of the storage means, a user of this charge processing device is easily able to be aware of the existence and position of a charge area as well as the charge amount by the time the user enters into the charge area. The user is thus able to easily decide in good time whether to enter the charge area or to select a detour route.

[0182] Because the notification control means generates position relation information in a charge processing device for an area represented by area specifying information (charge area information) of the storage means, and the notification means reports this position relation information, a user of this charge processing device is easily able to be aware of the existence and position of a specified area by the time the user enters into the area represented by the area specifying information, and is thus able to easily decide in good time whether to enter the charge area or to alter the route.

[0183] The notification control means generates position relation information in a charge processing device for a charge area represented by charge area specifying information (charge area information) of the storage means, and the notification means reports this position relation information as well as information (charge area and charge amount) indicating charge information within an area and area specifying information of the storage means, a user of this charge processing device is easily able to be aware of the existence and position of a charge area as well as the charge amount by the time the user enters into the charge area, and the user is thus able to easily decide in good time whether to enter the charge area or to select a detour route.

[0184] According to claim 36 of the present invention, because the toll payment medium is the storage means, and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. Even if the road network inside the charge area is complicated, there is no need to provide toll booths or vehicle transit determining devices on a plurality of routes within the area or at the entries and exits to the area, and neither there is any need for a large installation of a charge processing system fixed facility.

[0185] Because the toll payment medium is the storage means, and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. Even if the road network inside the charge area is complicated, there is no need to provide toll booths or vehicle transit determining devices on a plurality of routes within the area or at the entries and exits to the area, and neither there is any need for a large installation of a charge processing system fixed facility.

[0186] Because the charge processing device further comprises notification means for notifying a user about information representing area specifying information and credit information, a user of the charge processing system can be made aware of the existence of a charge area before entering the area as well as of the credit information, simplifying the user’s choice as to whether or not to enter the charge area.
Because the charge processing device further comprises: notification control means for generating approach information that a charge processing device is approaching an area represented by area specifying information based on a ground position detected by the ground position detecting means and area specifying information of the storage means; and notification means for notifying a user about information representing the approach information, the area specifying information, and the credit information, and because a notification is made to the effect that a vehicle is approaching the charge area, a user is able to choose more reliably and with more leeway whether or not to enter the charge area.

Because the transmitting means of the transmitting station transmits area specifying information of the public notification information storage means, and the communication means of the charge processing device receives the area specifying information which is then stored by the storage means, if the transmitting station alters the area specifying information of the public notification information storage means in order to alter the position and/or size of the area, the area specifying information of the charge processing device also automatically changes to altered information. The transmission of the area specifying information is simple and the altering of the information is also simple. Because it is possible to transmit area specifying information to all charge processing devices that might possibly enter the area from a single transmitting station covering the area and its environs, the installation of the system elements is comparatively simple and the reliability of the information notification is increased.

Because an interruption instruction is generated when the car is parked and the time lapse is suspended, there is no charge for the length of time that the vehicle is parked and, when the purpose is to charge for traveling on a road, a reasonable relationship is created between use of the road network and the amount of the toll to be paid.

Because there is a charge processing system comprising: a charge processing device further provided with communication means receiving area specifying information, wherein storage means stores received area specifying information; and a transmitting station that includes public notification information storage means for storing area specifying information, and communication means for transmitting area specifying information of the public notification information storage means, the installation of the system elements is comparatively simple and the reliability of the information notification is increased.

Because the toll payment medium is the storage means, and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. The control station collects the charge device state information transmitted by the first communication means of the charge device via the second communication means, and is able to know whether or not reading and writing by the storage means is possible, namely, whether or not charge processing is possible, and it is possible to automatically check deductions caused by destruction or removal of the storage means or read/write means in order to avoid charge deductions and, naturally, charge errors caused by a breakdown in the charge device.

Because the toll payment medium is the storage means, and the toll payment processing is performed by updating the credit information, the toll payment is not a complicated matter. The control station collects the charge device state information transmitted by the first communication means of the charge device via the second communication means, and is able to know whether or not reading and writing by the storage means is possible, namely, whether or not charge processing is possible, and it is possible to automatically check deductions caused by destruction or removal of the storage means or read/write means in order to avoid charge deductions and, naturally, charge errors caused by a breakdown in the charge device.

FIG. 1 is a block diagram showing the conceptual structure of an automatic charge system according to an embodiment of the present invention.

FIG. 2 is a block diagram showing the schematic structure of a general center established on the ground in the automatic charge system of the first embodiment.

FIG. 3 is a block diagram showing the schematic structure of an in-vehicle device in the automatic charge system of the first embodiment.

FIG. 4 is a flow chart showing the flow of information transmission processing executed in the general center in the first embodiment.

FIG. 5 is a flow chart showing the flow of processing to decide a area in which a charge is applied executed in the in-vehicle device of the first embodiment.

FIG. 6 is a flow chart showing the flow of charge processing executed in the in-vehicle device of the first embodiment.

FIG. 7 is an image diagram showing a area in which a charge is applied.

FIG. 8 is an explanatory diagram for explaining an example for determining an area in which a charge is applied.

FIG. 9 is an image diagram showing an example of a charge applicable zone of the second embodiment.

FIG. 10 is a flow chart showing the flow of processing to decide a charge applicable zone executed in the in-vehicle device of the second embodiment.

FIG. 11 is a flow chart showing the flow of charge processing executed in the in-vehicle device of the second embodiment.
FIG. 12 is a flow chart showing the flow of information storage processing executed in the in-vehicle device of the third embodiment.

FIG. 13 is a flow chart showing the flow of charge processing executed in the general center of the third embodiment.

FIG. 14 is a flow chart showing the flow of communication processing of the in-vehicle device of the third embodiment.

FIG. 15 is a block diagram showing the conceptual structure of an automatic charge system according to the fourth embodiment of the present invention.

FIG. 16 is a block diagram showing the schematic structure of a relay device established on the ground in the automatic charge system of the fourth embodiment of the present invention.

FIG. 17 is a block diagram showing the schematic structure of an in-vehicle device in the automatic charge system of the fourth embodiment of the present invention.

FIGS. 18A and 18B are perspective views showing examples of the installation housing of a lamp used for observation. FIG. 18A shows the front surface while FIG. 18B shows the rear surface.

FIG. 19 is an image diagram showing a area in which a charge is applied.

FIG. 20 is a flow chart showing the flow of charge processing executed in the in-vehicle device of the fourth embodiment of the present invention.

FIGS. 21A and 21B are a flow chart of the flow of the in-vehicle device operation processing.

FIG. 22 is a flow chart showing the flow of charge area entry processing of the in-vehicle device.

FIG. 23 is a line diagram showing an example of a normal pattern.

FIG. 24 is a flow chart showing the flow of charge area entry processing in the on-ground installation.

FIG. 25 is a flow chart showing the flow of ID inquiry processing of the in-vehicle device.

FIG. 26 is a flow chart showing the flow of ID inquiry processing (checkpoint processing) in the on-ground device.

FIG. 27 is a flow chart showing the flow of position inquiry processing in the in-vehicle device.

FIG. 28 is a flow chart showing the flow of position inquiry processing in the on-ground device.

FIG. 29 is a flow chart showing the flow of charge area departure processing in the in-vehicle device.

FIG. 30 is a flow chart showing the flow of charge area departure processing in the on-ground device.

FIG. 31 is a perspective view showing another example of the installation housing of an observation lamp.

FIG. 32 is an explanatory view showing an example in which the observation lamp is installed on a vehicle number plate outside the vehicle compartment.

FIG. 33 is an explanatory view for explaining an observation lamp on a vehicle number plate.

FIG. 34 is a flow chart showing the flow of violation detection processing in the on-ground installation.

FIG. 35 is a block diagram showing the schematic structure of an observation device of the fifth embodiment.

FIGS. 36A and 36B are line drawings showing an observation lamp. FIG. 36A shows a state where the lamp is on, while FIG. 36B shows a state where the lamp is off.

FIG. 37 is a flow chart showing the flow of observation device processing.

FIGS. 38A, 38B, 38C, and 38D are line drawings showing an observation device display screen. FIG. 38A shows a display screen when the observation lamp is turned on in a normal pattern; FIG. 38B shows an example of a display screen when the observation lamp is turned on in a non-normal pattern; FIG. 38C shows another example of a display screen when the observation lamp is turned on in a non-normal pattern; and FIG. 38D shows yet another example of a display screen when the observation lamp is turned on in a non-normal pattern.

FIG. 39 is a block diagram showing the schematic structure of a supporting device.

FIG. 40 is an image diagram showing a area in which a charge is applied according to the sixth embodiment of the present invention.

FIG. 41 is a flow chart showing the flow of charge processing executed in the in-vehicle device of the sixth embodiment of the present invention.

FIG. 42 is an explanatory diagram for explaining the area of a checkpoint.

FIGS. 43A and 43B are a flow chart showing the flow of processing to operate an in-vehicle device.

FIG. 44 is a flow chart showing the flow of processing to operate a relay device.

FIG. 45 is an image diagram showing separated area in which a charge is applied.

FIG. 46 is an image diagram showing a area in which a charge is applied that can be altered and moved.

FIG. 47 is a block diagram showing the schematic structure of an in-vehicle device in an automatic charge system according to the seventh embodiment of the present invention.

FIGS. 48A and 48B show examples of an IC card. FIG. 48A shows a magnetic storage type card having a magnetic storage area, while FIG. 48B shows an IC storage type card having an IC storage portion.

FIGS. 49A, 49B, and 49C are perspective views showing an example of the installation housing of an observation lamp. FIG. 49A shows the front surface, FIG. 49B shows the rear surface, and FIG. 49C shows a front surface formed from a plurality of lamps.
FIG. 50 is an image diagram showing a area in which a charge is applied.

FIG. 51 is a flow chart showing the flow of processing to operate the in-vehicle device.

FIG. 52 is a block diagram showing an outline of the system structure according to the eighth embodiment of the present invention.

FIG. 53 is a block diagram showing the structure of the vehicle notification device shown in FIG. 52.

FIG. 54 is a block diagram showing the structure of the notification station shown in FIG. 52.

FIGS. 55A and 55B are a flow chart showing a portion of the notification control operation of the notification control ECU shown in FIG. 53.

FIGS. 56A and 56B are a flow chart showing the remaining portions of the notification control operation of the notification control ECU shown in FIG. 53.

FIGS. 57A and 57B are a flow chart showing the operation of the public notification processing of the controller 32 shown in FIG. 54.

FIG. 58 is a plan view showing a charge area set in a road network.

FIG. 59 is a flow chart showing a portion of the charge control operation of a charge control ECU of the ninth embodiment.

FIGS. 60A and 60B are a flow chart showing the remaining portion of the charge control operation of the charge control ECU.

FIG. 61 is a flow chart showing the operation of public notification processing of a controller.

FIG. 62A and 62B are a flow chart showing a portion of the charge control operation of a charge control ECU according to the tenth embodiment of the present invention.

FIGS. 63A and 63B are a flow chart showing the remaining portion of the charge control operation of the charge control ECU according to the tenth embodiment of the present invention.

FIG. 64 is a flow chart showing the contents of vehicle entry processing.

FIG. 65 is a flow chart showing the contents of intermediate processing.

FIG. 66 is a flow chart showing the contents of vehicle exit processing.

FIGS. 67A and 67B are a flow chart showing the contents of interrupt processing in response to wave signal reception of a charge control ECU.

FIGS. 68A and 68B are a flow chart showing the contents of interrupt processing in response to an incoming signal from a communication device or modem unit of the controller unit.

FIGS. 69A and 69B are a flow chart showing the contents of repeatedly executed “fare collection and movement history collection” of the controller unit.

FIG. 70 is Table 3.

FIG. 71 is Table 5.

FIG. 72 is Table 6.

FIG. 73 is Table 9.

FIG. 74 is Table 11.

FIG. 75 is Table 13.

FIG. 76 is Table 14.

FIG. 77 is Table 15.

FIG. 78 is Table 17.

FIG. 79 is Table 18.

FIG. 80 is Table 19.

FIG. 81 is Table 20.

DETAILED DESCRIPTION

Various embodiments of the inventions will now be described in detail with reference made to the drawings. These embodiments are examples of implementations of the claimed inventions. They do not represent the only ways to practice the claimed inventions but rather are the preferred arrangements and contemplated at the time the application for this patent was filed.

FIRST EMBODIMENT

In the first embodiment, the present invention is applied to an automatic charge system for performing charge processing automatically for a vehicle that has entered (i.e. driven into) a toll facility (i.e. an area in which a charge is applied) using road-vehicle intercommunication carried out between an in-vehicle device and an on-road device. Note that the automatic charge system used in the present embodiment is a system for settling a toll or the like through communication between an in-vehicle device mounted in a vehicle and an on-road device installed on the road.

FIG. 1 shows the concept of the structure of an automatic charge system 10 of the present embodiment. The automatic charge system 10 of the present embodiment comprises: an in-vehicle device 30 mounted in a vehicle 32 and provided with a GPS antenna for receiving signals from GPS satellites 20, 22, and 24, and a ground wave antenna for ground wave communication (described below in detail); and a general center 40 serving as an on-road device that is fixed on the ground and is provided with a GPS antenna 42 for receiving GPS signals from the GPS satellites 20, 22, and 24. The general center 40 also has a ground wave antenna 44 for ground wave communication.

The in-vehicle device 30 detects the position of the vehicle 32 in which it is mounted using GPS signals from the GPS satellites 20, 22, and 24, and transmits this by ground wave communication to the general center. The general center 40 performs the charge processing (calculations) for the area in which a charge is applied based on the received position of the vehicle 32, and transmits the result thereof to the in-vehicle device 30. The in-vehicle device 30 performs toll PR based on the received result of the charge processing. Note that it is also possible for the toll PR to be performed at the general center, and only the result of the toll PR transmitted.
[0279] As is shown in FIG. 2, the general center 40 established on the ground has a center control device 100. The center control device 100 is structured from a microcomputer comprising a CPU 102, RAM 104, ROM 106, and an input/output port (I/O) 108. Each of these is connected together by a bus 110 so that commands and data can be transferred between each. Note that a processing routine that is described below is stored in the ROM106.

[0280] A GPS communication device 120 having a GPS antenna 42 is connected to the input/output port 108, as is a ground wave communication device 122 having a ground wave antenna 44. The GPS communication device 120 is intended to detect its own position, namely, the position of the general center 40 using the GPS signals from the GPS satellites 20, 22, and 24. The ground wave communication device 122 is intended to exchange signals or to provide information by communicating with the in-vehicle device 30 mounted in the vehicle, and employs a wireless communication device. Note that an example of this wireless communication device is an FM broadcast or an FM character broadcast, a known wave communication, and telephone circuit communication such as in a moving body communication device.

[0281] Memory 124 is also connected to the input/output port 108. This memory 124 includes a toll table 124A in which toll information representing tolls of the area in which a charge is applied is stored, a map database 124B in which map information for determining the area in which a charge is applied is stored, and a user control database 124C which is connectable to the general center and in which individual information of the user to be controlled is stored.

[0282] Note that, a floppy disk unit (FDU) 112 into which a floppy disk (referred to below as FD) can be inserted as a recording medium and also removed is connected to the center control device 100. Note also that the processing routine described below is able to be written to or read from an FD using the FDU 112. Accordingly, it is also possible to record in advance the processing routine described below on an FD without storing it ROM 206, and to execute the processing program recorded on the floppy disk FD via the FDU 112. Alternatively, it is also possible to connect an (unillustrated) large volume storage device such as a hard disk to the center control main body 200, and to store (install) a processing program recorded on the floppy disk FD on the (unillustrated) large volume storage device and then execute the processing program. There are also optical disks such as CD-ROMs and the like, and magneto optical disks such as MD, MO and the like as a recording medium, and if these are used, a CD-ROM device, an MD device, an MO device or the like may be used instead of or in conjunction with the above FDU.

[0283] Next, the in-vehicle device 30 will be described. The in-vehicle device 30 used in the present embodiment is one in which the present invention has been applied to a navigation system for providing route assistance information using images and sound to a driver. The in-vehicle device 30 including a navigation system is mounted on the instrument panel of the vehicle 32 in order to exchange signals with the on-road device.

[0284] As is shown in FIG. 3, the in-vehicle device 30 including a navigation system of the present embodiment is provided with a device main body 200 formed from a microcomputer comprising a CPU 202, RAM 204, ROM 206, and an input/output (I/O) port 208 each of which is connected together by a bus 210 such that commands and data can be transferred between each. Note that the RAM 204 is backup RAM so that, even if the power supply thereto is cut, the contents of the information stored therein are backed up (stored). A floppy disk unit 236 (FD device) into which a floppy disk (FD) can be inserted and also removed is connected to the input/output port 208. Note that the processing routine described below and various image data are stored in the ROM 206.

[0285] This various data and the processing routine described below are able to be written to or read from an FD using the FD device 236. Accordingly, it is also possible to record in advance the processing routine described below on an FD without storing it ROM 206, and to execute the processing program recorded on the floppy disk FD via the FD device 236. Alternatively, it is also possible to connect an (unillustrated) large volume storage device such as a hard disk to the control main body 200, and to store (install) a processing program recorded on the floppy disk FD on the (unillustrated) large volume storage device and then execute the processing program. There are also optical disks such as CD-ROMs and the like, and magneto optical disks such as MD, MO and the like as a recording medium, and if these are used, a CD-ROM device, an MD device, an MO device or the like may be used instead of or in conjunction with the above FD device 236.

[0286] Note that the in-vehicle device 30 including a navigation system of the present embodiment can be connected via an input/output port to (unillustrated) a local area network for vehicle.

[0287] A GPS device 220 for being mounted on a vehicle having a GPS antenna 220A mounted on the vehicle is connected to the input/output port 208, as is a ground wave communication device 222 having a ground wave antenna 222A. The GPS device 220 for being mounted on a vehicle is intended to detect the position of the vehicle 32 in which it is mounted using GPS signals from the GPS satellites 20, 22, and 24. The ground wave communication device 222 is intended to exchange signals or to provide information by communicating with the ground, and employs a wireless communication device. Note that an example of this wireless communication device is an FM broadcast or an FM character broadcast, a known wave communication, and telephone circuit communication such as in a moving body communication device. Accordingly, a communication device for a moving body such as a portable telephone or a car phone or the like may be used as the ground wave communication device 222, so that wireless communication (conversation via a telephone circuit) can be made possible via the in-vehicle device 30 between the vehicle and a telephone device outside the vehicle.

[0288] Memory 230 is also connected to the input/output port 208. This memory 230 includes a toll table 230A in which toll information representing tolls of the area in which a charge is applied is stored, and a map database 230B in which map information for providing route assistance information with images to the driver is stored.

[0289] Also connected to the above input/output port 208 are a display device 224 for providing route assistance information images to the driver, a speaker device compris-
ing a sound device 228 provided with a speaker 228A for providing sound information to the driver, and an input device 226 such as a keyboard or switch device. The display device 224 can display map information. The sound device 228 converts either a digital or analog sound signal output from the device main body 12 into a drive signal for the speaker 228A.

[0280] Note that the data and the like to be stored in the above memory 230 may also be stored on a storage medium such as a floppy disk using the floppy disk device 236 or on a hard disk device.

[0281] In addition to these, an IC card read/write device 234 capable of inserting and detaching an IC card on which toll balance information and the like is stored is provided for the input/output port 208. In the in-vehicle device 30, an ID code comprising a vehicle number and the like as well as fixed data such as information on the vehicle model and the like is stored in advance in the RAM 204 and ROM 206. The in-vehicle device 30 refers to the toll balance information on the IC card 232 loaded into the IC card read/write device 234, and writes toll balance information on the IC card 232. As the IC card, prepaid card or credit card is applied.

[0282] Note that the mounting position (attachment position) of the in-vehicle device 30 is not limited to being on the vehicle instrument panel as described above, and it is sufficient if it is in a position where it is able to exchange signals with the ground using the antenna. For example, it may be mounted inside the vehicle at the rear seat or the like. Moreover, the in-vehicle device 30 may be formed with separate structures comprising an in-vehicle device main body and an antenna. If the in-vehicle device is structured in this way with a separate in-vehicle device main body and antenna, it is possible to install the antenna only on the instrument panel or at a position towards the rear seat or the like, as described above, and the position where the antenna has been mounted is registered as the mounting position information.

[0293] Moreover, when the ignition is on, power is supplied at all times from the vehicle battery to the in-vehicle device. It is also possible to enable the in-vehicle device to acquire date and time information such as the year, month, date, as well as the current time from an unilluminated clock built into the vehicle 32.

[0294] Note that, in the above description, toll tables are stored in memory in both the in-vehicle device 30 and the general center 40, however, it is also possible for the toll tables to be stored in the device that performs the calculation of the toll to be charged or to be stored in another device when toll information is obtained by communication, namely, the toll tables may be stored in the memory of one of the in-vehicle device 30 and the general center 40.

[0295] The operation of the present embodiment will now be described.

[0296] Firstly, the operation of the ground side, namely, of the general center will be described in detail. In the present embodiment, the general center 40 transmits information for charge processing to the in-vehicle device 30 mounted on a vehicle 32.

[0297] As is shown in FIG. 4, in step 300, the general center 40 receives GPS signals from GPS satellites 20, 22, and 24. In the next step 302, the general center 40 determines its own reference position (a reference latitude and longitude Po), and generates GPS correction information. When the size of an error in the GPS signals from the GPS satellites 20, 22, and 24 is large, the GPS correction information is used to correct the error. Because the general center 40 is fixed in place, the GPS correction information is able to detect any variation in the GPS signals of the GPS satellites 20, 22, and 24.

[0298] In the next step 304, information of a predetermined area in which a charge is applied (area in which a charge is applied) is read, and the GPS correction information is transmitted together with the area in which a charge is applied information in the next step 306. This transmission can be performed by FM broadcast or by a telephone circuit.

[0299] The area in which a charge is applied information is set for a area in which a charge is applied (Area) formed from a plurality of predetermined areas. For example, areas might be formed between a city center area and the suburbs and these areas become smaller the closer they are to the city center area. An example of area in which a charge is applied (Area) of this type is shown in FIG. 7. The ground is divided into 7 areas. In the center portion in a circular area A. Next are areas B, C, D, and E, into which substantially donut shaped circle concentric around and adjacent to the outer periphery of the area A is divided 4 areas. Next is a substantially donut shaped circle F concentric around and adjacent to the outer periphery of the areas B, C, D, and E. Last is the area G which is an area other than the areas A, B, C, D, E, and F. These areas can be specified by their latitude and longitude as well as by their shape.

[0300] As is shown in FIG. 8, the area A can be determined by forming a closed space by setting a plurality of positions on the boundaries of the area A with the areas B, C, D, and E, and setting a straight line passing through adjacent point positions. Specifically, if an position on a boundary line of the area A with the areas B, C, D, and E is defined as A<sub>i</sub> (θ<sub>α&lt;i</sub>, α<sub><i</sub>)<sub>i</sub>, then a straight line passing through the points A<sub>i</sub> and A<sub>i+1</sub> can be expressed using the following formula.

\[(x - x_{i})(x - x_{i+1}) = (y - y_{i})(y - y_{i+1}) = \theta_{i}x_{i} - \theta_{i}y_{i} = \theta_{i+1}x_{i+1} - \theta_{i+1}y_{i+1}\]  \( (1) \)

[0301] Accordingly, it is sufficient if the area A fulfills the following conditions

\[(x - x_{i})(x - x_{i+1}) = (y - y_{i})(y - y_{i+1}) = \theta_{i}x_{i} - \theta_{i}y_{i} = \theta_{i+1}x_{i+1} - \theta_{i+1}y_{i+1} = 0\]  \( (2) \)

[0302] wherein, \( i=1\text{~to~}(m-1) \)

[0303] \( m \): a number representing a point of the last position on the boundary line.

[0304] Moreover, the area in which a charge is applied information is set for a area in which a charge is applied (Area) formed from a plurality of areas, however, it is possible to set a different charge amount for each area. For example, it is possible to increase the charge amount in accordance with the proximity to the city center, or to alter the charge amount in accordance with the number of times of use, or to alter the charge amount in accordance with the level of congestion, or to alter the charge amount in accordance with the length of time of use. In the description given below, these conditions for setting the charge amount are called calculation conditions for a charge (charge calculation conditions).
The first charge calculation condition is the number of entries into an area shown in a table indicating the tolls for each area in Table 1.

**TABLE 1**

<table>
<thead>
<tr>
<th>Area</th>
<th>Charge Amount</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>¥500/entry</td>
</tr>
<tr>
<td>B</td>
<td>¥500/entry</td>
</tr>
<tr>
<td>C</td>
<td>¥500/entry</td>
</tr>
<tr>
<td>D</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>E</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>F</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>G</td>
<td>¥100/entry</td>
</tr>
</tbody>
</table>

If the charge condition is set in this way, the charge amount increases as the number of entries into the central portion of the area in which a charge is applied increases.

The second charge calculation condition is the length of time staying in an area shown in a table indicating the tolls for each area in Table 2.

**TABLE 2**

<table>
<thead>
<tr>
<th>Area</th>
<th>Charge Amount</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>¥150/entry</td>
</tr>
<tr>
<td>B</td>
<td>¥150/entry</td>
</tr>
<tr>
<td>C</td>
<td>¥90/entry</td>
</tr>
<tr>
<td>D</td>
<td>¥90/entry</td>
</tr>
<tr>
<td>E</td>
<td>¥90/entry</td>
</tr>
<tr>
<td>F</td>
<td>¥90/entry</td>
</tr>
<tr>
<td>G</td>
<td>¥5/entry</td>
</tr>
</tbody>
</table>

If the charge condition is set in this way, the charge amount increases as the length of time staying in central portion of the area in which a charge is applied increases.

The third charge calculation condition is the level of congestion shown in a table indicating the tolls for each area, while the fourth charge calculation condition is the speed at which a vehicle traveled inside an area (alternatively, the average speed within the area) shown in a table indicating the tolls for each area, and the fifth charge calculation condition is the distance traveled inside an area where traveling inside an area is shown in a table indicating the tolls for each area.

By including tables based on the above charge calculation conditions in the area in which a charge is applied information, it is possible to specify the area and the toll for the area in which a charge is applied.

Next the operation of the in-vehicle device 30 will be described.

As is shown in FIG. 5, the following interrupt processing is performed at predetermined times (every 1 minute in the present embodiment) in the in-vehicle device 30 mounted in a vehicle. In step 400, information is received from the ground side, namely, from the general center 40. As was described above, the information from the general center 40 is area in which a charge is applied information and GPS correction information, and in step 402, a determination is made as to whether or not the received information is the most recent information. If the received information is the most recent information, the determination in step 402 is affirmative and, in the next step 404, the area in which a charge is applied (Area) is brought out and the GPS correction data is stored. If, however, the received information is not the most recent information, the determination in step 402 is negative and, in the next step 406, GPS signals from the GPS satellites 20, 22, and 24 are received. In the next step 408, the current date and time (year, month, date, time) are read and, in step 410, the in-vehicle device’s own position, namely, the position of the vehicle 32 (latitude and longitude P (t)) is determined. Note that the when determining the latitude and longitude P (t), the stored GPS correction information can be used.

In the next step 412, the determined latitude and longitude P (t) is matched with a map database stored in advance and, in the next step 414, the area to which the latitude and longitude P (t) belongs is decided. Next, in step 416, the latitude and longitude p (t), the time (t), and the area are stored as vehicle location history. In table 3, shown in FIG. 70, an example of a vehicle location history list is shown.

Note that the “charge” column in the above table is for identification data representing whether or not the charge processing described below has been performed. The [ ] symbol indicates that the charge processing has been performed.

In this way, the area in which the vehicle 32 was present every predetermined time is stored together with the date and time as history.

Next, the charge processing in the in-vehicle device 30 will be described. The charge processing is performed at predetermined times. The predetermined times when the processing may be performed include every hour, a predetermined day of every week, a predetermined date and time of every month, or a predetermined year, month, date, and time. Note that the execution of this charge processing may also be performed in response to an instruction from the general center 40.

As is shown in FIG. 6, in step 420, by making a determination as to whether or not it is the above predetermined time or whether or not an instruction has been given by the general center 40, it is possible to determine whether or not the conditions are matched. If the conditions do not match, the determination in step 420 is negative, and the routine is ended.

If, however, the conditions do match, the determination in step 420 is affirmative and, in the next step 422, the history information is acquired. This history information is the vehicle location history list (Table 3) stored in step 416 in FIG. 5. In the next step 424, a calculation formula (charge calculation formula) is set. The calculation formula is determined by the above calculation conditions. These calculation conditions are conditions for determining a charge amount (charge calculation conditions) and may be made up of the number of entries into an area, the length of time staying in an area, or the like. The charge calculation formula is determined by the calculation conditions. In formula (2) below, a charge calculation formula is shown as a general formula considering areas.

\[
(charge \ amount) = \sum (N_A N_B N_C N_D N_E N_F N_G N_H N_I N_J N_K N_L N_M N_N N_O N_P N_Q N_R N_S N_T)
\]
[0319] wherein,

[0320] N_{AX}, N_{BP}, N_{CZ}, N_{DP}, N_{EZ}, N_{F}_{1}, N_{G}_{1}: the evaluation of the areas A-G (i.e., the number of entries and length of stay for each area determined by the charge calculation conditions)

[0321] N_{F}_{1}: the level of congestion

[0322] N_{F}: the speed (average speed)

[0323] N_{F}_{1}: the total distance traveled within the area

[0324] t: the date and time

[0325] In the next step 426, the charge is calculated using the calculation formula set above and the history information. When the charge calculation is ended, the routine proceeds to step 428 where the charge processing is performed. This charge processing is processing to subtract the charge amount determined above from the balance of the IC card 232.

[0326] For example, when the calculation condition is only the number of entries into an area and the history information is from the start point STP to the end point EDP, as shown in FIG. 7, the charge amount is found as shown below for the two routes Ra and Rb.

\[
\text{Ra charge amount} = 300x_{1} + 100x_{1} + 100x_{1} + 100x_{1} + 100x_{1} + 100x_{1} = 9510
\]

\[
\text{Rb charge amount} = 300x_{0} + 100x_{0} + 100x_{0} + 100x_{0} + 100x_{0} + 100x_{0} = 9110
\]

[0327] Thus, a route that avoids the central portion has a cheaper charge amount.

[0328] If the calculation condition is the only length of time staying in an area and the history information is from the start point STP to the end point EDP, as shown in FIG. 7, the charge amount is found as shown below for the two routes Ra and Rb.

\[
\text{Ra charge amount} = 150x_{2} + 90x_{0} + 90x_{0} + 90x_{0} + 90x_{0} + 90x_{0} + 10x_{2} + 5x_{2} + 6870
\]

\[
\text{Rb charge amount} = 150x_{0} + 90x_{0} + 90x_{0} + 90x_{0} + 90x_{0} + 90x_{0} + 10x_{2} + 5x_{2} + 7280
\]

[0329] Thus, a route that avoids the central portion has a cheaper charge amount.

SECOND EMBODIMENT

[0330] Next, the second embodiment will be described. Note that, because the present embodiment has substantially the same structure as the above embodiment, the same descriptive symbols are used for the same portions and a detailed description thereof is omitted.

[0331] In the above embodiment a description was given of charge processing for a vehicle that has entered into an area in which a charge is applied, however, in some cases, a vehicle does not move after making an entry but is parked instead. In some cases, the toll on such a parked vehicle is increased. For example, it is necessary to increase the charge to a car that has parked in a no-parking zone. Moreover, if the toll on all vehicles is increased, because the increase is applied to vehicles that should not properly have had the increase applied to them, such as vehicles belonging to residents of the neighborhood, or vehicles in company car parks or independent fee system car parks, there needs to be some relief available in cases such as these. In the present embodiment, the toll is increased on parked vehicles and relief is given to vehicles whose toll should not be increased.

[0332] In the present embodiment, charge applicable zone information for charging a parking toll is set for a charge applicable zone formed from a plurality of predetermined zones.

[0333] FIG. 9 shows an example of a charge applicable zone. This charge applicable zone is made up of a rank 1 zone L1 in the area in the vicinity of the intersection of the intersecting roads 51 and 53 (the area indicated by the diagonal lines in FIG. 9), a rank 2 zone L2 in the areas around the roads 51 and 53 adjacent to the outer periphery of the zone L1, a rank 3 zone L3 in the area of the alley 54 that connects with the road 51 and is also substantially parallel with the road 53, and a rank 3 zone L3 in the area of the alley 56 that connects with the road 53 and also connects with the alley 54 and is also substantially parallel with the road 51. Each of these zones can be specified by their latitude and longitude and also by their shape.

[0334] A residential area 64 which is a reserved zone removed from the charge application zone is located in the area surrounded by the roads 51 and 53 and the alleys 54 and 56. An area 64 of the parking lot of the OX building which is a reserved zone is located on the opposite side across the road 53 from the residential area 64. There is also an area 62 of the parking lot of the XX department store parking lot that also is a reserved zone which is on the opposite side across the intersection from the residential area 64. The area 62 of the department store parking lot implements a charge independently and is exempted from the charge application. Note that there are also additional public car parks, contract car parks, street car parks, leisure area car parks, and the like. Moreover, the area 64 of the OX building car park and the residential area 64 are matched with a user ID and the parked vehicles can be specified in advance. In addition to these, there are residential car parks, office car parks, and the like.

[0335] The charge applicable zone information is set for a charge applicable zone formed from a plurality of zones, however, it is also possible to set a different charge amount for each zone. For example, it is possible to increase the charge amount in accordance with the volume of traffic. In the present embodiment, these conditions for setting the charge amount are called parking conditions for a charge.

[0336] An example of the parking conditions is the ranking shown in a table indicating the toll for each zone in Table 4 below.

<table>
<thead>
<tr>
<th>Rank</th>
<th>Charge Amount</th>
<th>Zone</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>¥500/minute</td>
<td>L1</td>
</tr>
<tr>
<td>2</td>
<td>¥100/minute</td>
<td>L2</td>
</tr>
<tr>
<td>3</td>
<td>¥50/minute</td>
<td>L3</td>
</tr>
</tbody>
</table>

[0337] If the charge condition is set in this way, the charge amount increases as the number of times the vehicle parks in a high volume traffic zone increases.

[0338] The operation of the present embodiment will now be described.

[0339] Firstly, the operation of the general center will be described in detail. The general center 40 transmits infor-
mation for charge processing to the in-vehicle device 30 mounted on a vehicle 32. Note that, in the present embodiment, when the area in which a charge is applied information determined in advance in the above embodiments is read (step 304 in FIG. 4), and the GPS correction information is transmitted together with this area in which a charge is applied information (step 306 in FIG. 4), the charge applicable zone information is used in addition to these. The rest of the structure is the same as in the above embodiment and a detailed description thereof is omitted.

[0340] The operation of the in-vehicle device 30 will now be described.

[0341] Because the processing is the same as far as the processing of step 414 in FIG. 5, a detailed description thereof is omitted.

[0342] As is shown in FIG. 10, when it is decided to which area the current latitude and longitude P (t) belong (step 414 of FIG. 5), then, in the next step 430, a determination is made as to whether or not the vehicle ignition switch is off. This determination is made because the definition of the vehicle 32 being parked is assumed as being when the engine is stopped. When the ignition switch is on, because it is possible for the vehicle to move, it is determined that the vehicle is not parked and the determination in step 430 is negative. The routine then proceeds to step 440 where the latitude and longitude P (t), the date and time t, and the area are stored as vehicle location history in the same way as in the above embodiment (step 416 of FIG. 5).

[0343] If, however, the vehicle ignition switch is off, it is determined that the vehicle is parked, and the determination in step 430 is affirmative. In the next step 432, the latitude and longitude P (t) determined above are matched with a map database that has already been stored in the in-vehicle device, and to which zone the latitude and longitude P (t) belong is decided. In the next step 434, a determination is made as to whether or not a reserve zone is contained in the decided zone and whether or not the latitude and longitude P (t) contained within the reserve zone. If the latitude and longitude P (t) are not contained within a reserve zone, there is no need to reserve the parking toll. Therefore, the determination in step 434 is negative and the routine proceeds to step 440 where together with the decided zone, the latitude and longitude P (t), the date and time t, and the area are stored as vehicle location history. Table 5, shown in FIG. 71, shows an example of a vehicle location history list.

[0344] Note that the rank of the zone and the word “reserve” (when the zone is reserved as described below) is entered in the zone column in the above table.

[0345] If, however, the latitude and longitude P (t) are included in a reserve zone, the determination in step 434 is affirmative and, in the next step 436, a determination is made as to whether or not the ID of the vehicle 32 (or the user ID) is an ID intended for the reserve zone. If the ID of the vehicle 32 is not an ID intended for the reserve zone, there is no need to reserve the parking toll. Therefore, the determination in step 436 is negative and the routine proceeds to step 440 where the vehicle location history is stored in the same way as described above. If the ID of the vehicle 32 is an ID intended for the reserve zone, it is necessary to reserve the charge toll. Therefore, the determination in step 436 is affirmative and, in the next step 438, the zone decided above (step 432) is altered to information indicating a reserve zone and the routine proceeds to step 440 where the vehicle location history is stored in the same way as described above.

[0346] As described above, the areas and zones where the vehicle 32 is located at predetermined times are stored as history together with the date and time.

[0347] Next, the charge processing in the in-vehicle device 30 will be described. The charge processing is performed at predetermined times. The processing may be performed at predetermined times such as every hour, a predetermined day of every week, a predetermined date and time of every month, or a predetermined year, month, date, and time. Note that the execution of this charge processing may also be performed in response to an instruction from the general center 40. Because the charge processing of the present embodiment is substantially the same as the charge processing of FIG. 6, those portions that are the same are omitted.

[0348] As is shown in FIG. 11, a determination is made as to whether or not the conditions match (step 420) and if the conditions do not match, the current routine is ended. If the conditions do match, the history information is acquired (step 422). This history information is the list of the vehicle location history (Table 5) including the zone stored in step 440 of FIG. 10 above. Next, the charge calculation formula is set (step 424, formula (2)), and the toll for the area is calculated using the calculation formula and the history information (step 426).

[0349] In the next step 450, a determination is made as to whether or not a rank of the same zone is continuously present for a predetermined time (5 minutes in the present embodiment) as history (i.e. continues in the manner of a time series). If a rank of the same zone is not continuously present as history, the determination in step 450 is negative and the routine proceeds to step 456 without the parking toll being calculated. In step 456, the charge is processed using only the toll obtained from the calculation formula for the area (step 428 of FIG. 6), in the same way as in the above embodiment.

[0350] If, however, a rank of the same zone is continuously present as history, the determination in step 450 is affirmative and the routine proceeds to step 452 where the parking calculation formula is set. In the following formula (3), the parking calculation formula is shown as a general formula considering the area.

\[(\text{parking toll amount})=g(W_a, W_b, W_c, \ldots, W_n, W_p, t)\]  \hspace{1cm} (3)

[0351] wherein, \(W_i, W_a, W_b, \ldots, W_n\): an evaluation for the zones \(L_1\) to \(L_z\) (z: maximum number of zones)

[0352] (namely, a value that is a number existing continuously as history from which [5] has been subtracted)

[0353] Note that the reserve zones have been removed from this parking calculation formula.

[0354] Moreover, the parking toll amount may also be altered in the above parking calculation formula in accordance with the level of congestion or in accordance with the date and time t.

[0355] In the next step 454, the parking toll is calculated using the parking calculation formula set above and the
values in the zone column of the history information. When
the toll calculation has ended, the routine proceeds to step
456 where charge processing is performed for the parking
toll and the entry toll into the area. This toll processing is
processing to subtract the above determined charge amount
from the balance of the IC card 232.

[0356] In this way, it is possible, in the present embod-
iment, to charge a parking toll for each predetermined zone.
Moreover, the parking toll is not increased for all vehicles
and it is possible to provide relief for vehicles whose toll
should not be increased, such as the vehicles of residents,
vehicles in company car parks, vehicles in independent fee
system car parks and the like, by reserving the increase for
such vehicles.

[0357] Note that, in the present embodiment, it is desirable
that the user is informed by images and sound or the like,
when the vehicle has entered a area in which a charge is
applied, when the vehicle is approaching a area in which a
charge is applied, when the vehicle has entered a parking toll
charge applicable zone, and when the vehicle is approaching
a parking toll charge applicable zone. By informing the user
in this way, it is possible to prevent a charge being processed
for the user without the user being aware of the fact. It is also
preferable that the user is informed before or after the charge
processing of the estimated charge amount or of the charged
amount.

THIRD EMBODIMENT

[0358] The third embodiment of the present invention will
now be described.

[0359] In the above embodiments, a description was given
of when processing is performed in the in-vehicle device,
however, in the present embodiment, the charge processing
is performed at the general center. Note that, because the
structure of the present embodiment is substantially the
same as that of the above embodiments, the same portions
are given the same descriptive symbols and a detailed
description thereof is omitted.

[0360] In the present embodiment, because the processing
associated with charge processing is performed at the general
center, there is no need to generate area in which a charge is
applied information in the in-vehicle device. Namely, the in-vehicle device is used for storing and trans-
mitting the latitude and longitude P (t) and the date and time
as history information.

[0361] As is shown in FIG. 12, the following interrupt
processing is performed at predetermined times (every 1
minute in the present embodiment) in the in-vehicle device
30. GPS signals are received from GPS satellites 20, 22,
and 24 (step 406), the current date and time (year, month, date,
and time) are read (step 408), and the position of the in-vehicle device, namely, the position (latitude and lon-
titude P (t)) of the vehicle 32 is determined. Note that when
determining this latitude and longitude P (t), it is also
possible to acquire and use GPS correction information from
the general center.

[0362] In the next step 460, the date and time t and the
latitude and longitude P (t) are stored as history information.
Note that the information history corresponds to the vehicle
location history shown in FIG. 3 with the area and charge
columns removed therefrom.

[0363] The communication processing of the in-vehicle
device 30 will now be described.

[0364] As is shown in FIG. 14, the communication pro-
cessing routine shown in FIG. 14 is executed at predetermined
times in the in-vehicle device. In step 500, a deter-
mination is made as to whether or not there has been an
inquiry from the general center. If there has been an inquiry
from the general center, the determination in step 500 is
affirmative and, in the next step 502, the history information
stored above is transmitted and the current routine is ended.
When the history information is transmitted, signal includes
an ID code or the like which is an identification code that
includes vehicle model information specifying this vehicle.

[0365] If however, there has been no inquiry from the
general center, the determination in step 500 is negative and,
in the next step 504, a determination is made as to whether
or not there has been a charge information notification
instruction (described below in detail) from the general
center. If there has been a notification instruction, the deter-
mination in step 504 is affirmative and, in the next step
506, notification is made of the charge information from the
general center.

[0366] The processing at the general center will now be
described.

[0367] As is shown in FIG. 13, in step 470, the general
center 40 receives GPS signals from GPS satellites 20, 22,
and 24 and determines the reference position of the general
center 40 (a reference latitude and longitude Po). After GPS
correction information has been generated, initial processing
to read the area in which a charge is applied information is
performed (steps 300 to 304 in FIG. 4).

[0368] In the next step 472, an inquiry is made to obtain
a response from the in-vehicle device and a determination is
made in the next step 474 as to whether or not the in-vehicle
device 30 has responded. If there has been no response, the
routine proceeds to step 492 where the inquiry is repeatedly
performed until a predetermined time has passed.

[0369] When the in-vehicle device 30 responds, the deter-
mination in step 474 is affirmative and, in step 476, a request
is made to transmit history information including the ID
code. The determination of step 478 is repeated until the
history information including the ID code is transmitted by
the in-vehicle device 30 and is received by the general center
40. Once this information is received, the routine proceeds
to step 480. In step 480, each of the latitudes and longitudes
P (t) included in the history information is matched with a
map database stored in advance and, in the next step 482, the
areas to which the latitudes and longitudes P (t) belong are
determined. Next, in step 484, the calculation formula
(charge calculation formula) is set and the charge is calcu-
lated using the set calculation formula, in the same way as
above.

[0370] In the next step 486, a determination is made from
the result of the calculation in step 484 as to whether or not
there is a charge. If no charge is generated, the routine
proceeds to step 492. If, however, a charge is generated,
then, in the next step 488, the generated charge, namely, the
toll is transmitted to the in-vehicle device as charge informa-
tion. By this action, an instruction is given to the in-
vehicle device to notify the charge information. In the next
step 490, the toll is settled from an settled account such as
a bank account or credit card or the like associated with the user of the vehicle determined by the ID code.

[0371] Thus, in the present embodiment, because the area and the like are determined at the general center, it is possible to reduce the calculation load on the in-vehicle device. Moreover, because the in-vehicle device only has to transmit the position of its host vehicle, it is also possible to lighten the transmission load.

[0372] Note that, in the above embodiments, when a card or bank account for which charge processing can be performed automatically is determined, because it is possible to make a notification before a toll is deducted from this toll deductible card or bank account, it is possible for the user to easily determine whether or not the card or bank account they possess is able to be used for the payment of the charge of the car park for which a charge is applicable and is generated.

FOURTH EMBODIMENT

[0373] In the present embodiment, the present invention is applied to an automatic charge system for automatically performing charge processing for a vehicle that has entered (i.e. been driven into) into a toll facility (i.e. a area in which a charge is applied). Note that, the automatic charge system used in the present embodiment is a system for settling a toll charge (a driving toll) based on information transfer between an in-vehicle device installed in a vehicle and an on-road device installed on the ground. Note also that the structure of the present embodiment is substantially the same as the structure and identical portions are given the same descriptive symbols and a detailed description thereof is omitted.

[0374] The concept of the structure of the automatic charge system 10 of the present embodiment is shown in FIG. 15. The automatic charge system 10 of the present embodiment comprises: an in-vehicle device 30 mounted in a vehicle 32 and provided with a GPS antenna for receiving signals from GPS satellites 20, 22, and 24, and a ground wave antenna for ground wave communication (described below in detail); and a general center 40 serving as an on-road device that is fixed on the ground and is provided with a GPS antenna 42 for receiving GPS signals from the GPS satellites 20, 22, and 24. The general center 40 also has a ground wave antenna 44 for ground wave communication.

[0375] Note that one or a plurality of relay devices 50 that work in cooperation with the general center 40 are included in the structure of the present embodiment. A detailed description thereof is given below, however, in short, the relay device 50 is structured in substantially the same way as the general center 40 and governs various types of processing including charge related processing for the in-vehicle device 30.

[0376] The in-vehicle device 30 detects the position of the host vehicle 32 using GPS signals from the GPS satellites 20, 22, and 24, and transmits this via ground wave communication to the general center. The general center 40 performs the charge processing (calculations) for the area in which a charge is applied based on the received position of the vehicle 32, and transmits the result thereof to the in-vehicle device 30. The in-vehicle device 30 performs toll collection based on the received result of the charge processing. Note that it is also possible for the toll collection to be performed at the general center, and only the result of the toll collection transmitted.

[0377] The general center 40 according to the present embodiment that is established on the ground has the same structure as in the above embodiments and a description thereof is omitted (see FIG. 2).

[0378] A description will next be given of a relay device 50. The relay device 50 has substantially the same structure as the general center 40, however, it has the function of an observation device for observing that the charge has been properly made.

[0379] As is shown in FIG. 16, the relay device 50 has a relay control device 130. The relay control device 130 is structured from a microcomputer comprising a CPU 132, RAM 134, ROM 136, and an input/output port (I/O) 138. Each of these is connected together by a bus 140 so that commands and data can be transferred between each. Note that a processing routine that is described below is stored in the ROM 136.

[0380] A GPS communication device 150 having a GPS antenna 150A is connected to the input/output port 138, as is a ground wave communication device 152 having a ground wave antenna 152A. The GPS communication device 150 is intended to pinpoint its own position, namely, the position of the general center 40 using the GPS signals from the GPS satellites 20, 22, and 24. The ground wave communication device 152 is intended to exchange signals or to provide information by communicating with the in-vehicle device 30 mounted in the vehicle, and employs a wireless communication device. Note that an example of this wireless communication device is an AM broadcast or an FM character broadcast, a known wave communication, and telephone circuit communication such as in a moving body communication device.

[0381] A vehicle measuring device 154 provided with an image pickup device 154A, a vehicle number image pickup device 156 provided with an image pickup device 156A, and a lamp image pickup device provided with an image pickup device 158A are also connected to the input/output port 108. TV cameras or image processors or the like can be used for the image pickup devices 154A to 158A.

[0382] Note that, a floppy disk unit (FDU) 142 into which a floppy disk (referred to below as FD) can be inserted as a recording medium and also removed is connected to the relay control device 130. Note also that the processing routine described below is able to be written to or read from an FD using the FDU 142. Accordingly, it is also possible to record in advance the processing routine described below on an FD without storing it inside the relay control device 130, and to execute the processing program recorded on the FD via the FDU 142. Alternatively, it is also possible to connect an (unillustrated) large volume storage device such as a hard disk to the relay control device 130, and to store (install) a processing program recorded on the FD on the (unillustrated) large volume storage device and then execute the processing program. There are also optical disks such as CD-ROMs and the like, and magneto-optical disks such as MD, MO and the like as a recording medium, and if these are used, a CD-ROM device, an MD device, an MO device or the like may be used instead of or in conjunction with the above FDU.

[0383] Next, the in-vehicle device 30 will be described. Note that the in-vehicle device 30 used in the present
embodiment has a structure in which an observation lamp 227 is further connected to the in-vehicle device of the above embodiments (see FIG. 3).

[0384] As is shown in FIG. 17, the observation lamp 227 is connected to the input/output port 208 of the in-vehicle device 30 of the present embodiment. The observation lamp 227 is intended to notify the outside of the vehicle as to the charge processing state.

[0385] As is shown in FIG. 18A, the observation lamp 227 is provided in a front surface portion 229A of a housing 229 which can be positioned such that it is on the dashboard of a vehicle, and light from the observation lamp 227 is emitted towards the outside of the vehicle. By using this type of structure, it is a simple matter to confirm that the observation lamp 227 is flashing from outside the vehicle.

[0386] Note that, by providing a display lamp that flashes in synchronization with the observation lamp 227 at a different position to the observation lamp 227, for example, at a position opposite the observation lamp 227 (i.e. at the rear surface portion 229B of the housing 229), it is possible for the driver inside the vehicle to confirm the flashing of the observation lamp 227 by the flashing of the display lamp. For example, as is shown in FIG. 18B, it is possible to install a display panel 227S in the rear surface portion 229B of the housing 229 thus providing a structure in which it is an easy matter for the driver of the vehicle to confirm the current state of the charge processing. In this case, it is possible to display the following on the display panel 227S as the current state, namely, that the vehicle is approaching a area in which a charge is applied, a standard charge amount for the area in which a charge is applied, the amount of the current charge processing, that charge processing has begun, that charge processing has ended, that charge processing has not been performed (i.e. that a violation has been committed), and the like.

[0387] The operation of the present embodiment will now be described.

[0388] Firstly, the operation of the on-ground device (in this case, the general center 40) will be described in detail. In the present embodiment, the general center 40 is intended to perform the same processing as in FIG. 4, and transmits information for charge processing to an in-vehicle device 30 mounted on a vehicle 32.

[0389] The general center 40 receives GPS signals from GPS satellites 20, 22, and 24 (step 300 of FIG. 4). The general center 40 then determines its own, namely, the general center reference position (a reference latitude and longitude Po), and generates GPS correction information (step 302). Next, predetermined area in which a charge is applied information is read (step 304), and GPS correction information is transmitted together with area in which a charge is applied information by FM broadcast or telephone circuit or the like (step 306).

[0390] As described above, the area in which a charge is applied information is set for a area in which a charge is applied formed from a predetermined plurality of areas. An example of a structure is one in which the size of the areas between the city center and the suburbs becomes smaller the closer to the city center. An example of area in which a charge is applied according to the present embodiment is shown in FIG. 19. The ground is divided into three areas, namely, a circular central area A, a donut shaped area B that is substantially concentric around and adjacent to the outer periphery of the area A, and an area C outside the areas A and B. It is possible to specify these areas by latitude and longitude as well as by their shape.

[0391] Moreover, the area in which a charge is applied information is set for the area in which a charge is applied A formed from a plurality of areas, however, it is possible to set a different charge amount for each area. For example, it is possible to increase the charge amount in accordance with the proximity to the city center, or to alter the charge amount in accordance with the number of times of use, or to alter the charge amount in accordance with the level of congestion, or to alter the charge amount in accordance with the time of use. These are determined by the charge calculation conditions.

[0392] The charge calculation conditions have been described in the above embodiments and a detailed description thereof is omitted, however, the first charge calculation condition is the number of entries into an area, shown in the table indicating the tolls for each area. The second charge calculation condition is the length of stay in an area, shown in the table indicating the tolls for each area. The third condition is the level of congestion in the area, shown in the table indicating the tolls for each area. The fourth condition is speed when traveling inside an area (or, alternatively, the average speed inside an area), shown in the table indicating the tolls for each area. The fifth condition is total area travel distance traveled inside an area, shown in the table indicating the tolls for each area.

[0393] By including these tables based on the charge calculation conditions in the area in which a charge is applied information, it is possible to specify the area in which a charge is applied and the toll for that area.

[0394] Note that, in the present embodiment, the area A is set as the area in which a charge is applied (the charge area), and the area B surrounding the area A is set as an area for canceling out any error of the area in which a charge is applied (a buffer area). The reason for this is to counter any errors caused by the GPS system when the position of the vehicle is detected using a GPS system. The area C outside the areas A and B is outside area in which a charge is applied.

[0395] Next, the operation of the in-vehicle device 30 will be described. In the present embodiment, the in-vehicle device 30 is intended to perform identical to that in FIG. 5.

[0396] Namely, information is received from the ground, i.e. the general center 40 (or relay device 50) at predetermined times (for example every one minute) by the in-vehicle device 30 mounted on the vehicle (step 400). A determination is then made as to whether or not the received information is the latest information (step 402) and, if the received information is the latest information (if the determination in step 402 is affirmative), the area in which a charge is applied is led out while the GPS correction information is stored (step 404). If, however, the received information is not the latest information (i.e. the determination in step 402 is negative), GPS signals from the GPS satellites 20, 22, and 24 are received (step 406), the current date and time (year, month, date, and time) are read, and the current position (latitude and longitude P (t)) of the in-vehicle device, namely of the host vehicle thereof, is deter-
mined (step 410). The determined latitude and longitude P (t) are then matched with a map database stored in advance (step 412), the area to which the latitude and longitude P (t) belong are then decided (step 414), and the latitude and longitude P (t), the date and time t, and the area are then stored as vehicle location history (step 416). As a result, the area in which the vehicle 32 is present at predetermined times is stored with a date and time as history.

[0397] The charge processing in the in-vehicle device 30 will next be described. This charge processing is performed at predetermined times. The processing may be performed at predetermined times such as every hour, a predetermined day of every week, a predetermined date and time of every month, or a predetermined year, month, date, and time. Note that, in the present embodiment, the execution of the charge processing may also be performed in response to an instruction from the general center 40 (or relay device 50), instead of at a predetermined time.

[0398] As is shown in FIG. 20, in step 420, at a predetermined date and time, or, by making a determination as to whether or not there has been an instruction from the general center 40 (or relay device 50), a determination is made as to whether or not the conditions match. If the conditions do not match, the determination in step 420 is negative and the current routine is ended.

[0399] If, however, the conditions do match, the determination in step 420 is affirmative and, in step 422, the history information is acquired. This history information is the list of vehicle location history stored in step 416 of FIG. 8 above. In the next step 424, the calculation formula (charge calculation formula) is set. The calculation formula is determined by the above calculation conditions. These calculation conditions are conditions for determining the charge amount (charge calculation conditions) and comprise the number of entries into an area, the time of length of stay in an area or the like. The charge calculation formula is determined by the calculation conditions. In formula (4) below, a charge calculation formula is shown as a general formula considering an area.

\[(\text{charge amount}) = f(N_x, N_y, N_t, N_s, t)\]  (4)

[0400] wherein,

[0401] \(N_x, N_y\): the evaluation of the area (i.e. the number of entries and the time of length of stay for each area determined by the charge calculation conditions)

[0402] \(N_t\): the level of congestion

[0403] \(N_s\): the speed (average speed)

[0404] \(T\): the date and time

[0405] \(N_x, N_y\): the total distance traveled within the area

[0406] In the next step 426, the charge is calculated using the calculation formula set above and the history information. When the charge calculation is ended, the routine proceeds to step 427A where a determination is made as to whether or not an IC card 232, on which toll balance information and the like is stored, is loaded in a card read/write device 234. When there is no IC card 232 loaded in the IC card read/write device 234, the charge processing cannot be accomplished, therefore, the determination in step 427A is negative. The routine then proceeds to step 427B where the charge calculated above is stored in memory. Because it is possible that previous unpaid tolls are included therein, the storing of the toll is a cumulative processing. If, however, an IC card 232 is loaded in the IC card read/write device 234, the charge processing can be accomplished. Therefore, the determination in step 427A is affirmative and the charge processing in step 428 is carried out. This charge processing is a processing to subtract the above determined charge from the balance of the IC card 232.

[0407] Next, the operation of the ground installation and the in-vehicle device while the vehicle is running is described further. Note that the description below is of when the toll varies in accordance with the number of times the vehicle enters into the area in which a charge is applied. Furthermore, the vehicle is taken as traveling along a route Rt from a start point 2TP to an end point 2EP in the area comprising the areas A to C in FIG. 19.

[0408] Note that, in the present embodiment, a relay device 50 is installed in an area, in which a vehicle traveling in the vicinity of a midway point 2PS3 on the route Rt in FIG. 19 can be photographed, as a checkpoint CP. The description given below is of when the operation of the ground installation is performed by the relay device 50.

[0409] As is shown in FIGS. 21A and 21B, when power is on for the in-vehicle device, the routine proceeds to step 501 where a determination is made as to the area in which the vehicle is currently located. In this step 501, the above described area determination processing is performed (see FIG. 5). In the next step 503, a determination is made as to whether or not the area determined in step 501 is a area in which a charge is applied. When it is a area in which a charge is applied, the determination in step 503 is affirmative and, in the next step 505, a determination is made as to whether or not the previous area (the area determined at the previous time this routine was executed) was a area in which a charge is applied. If the previous area was not a area in which a charge is applied, the current instance is the first time the vehicle has entered a area in which a charge is applied, therefore, the determination in step 505 is negative. In the next step 506, as is described below, charge area entry processing is executed and the routine proceeds to step 516. If, however, the previous area was a area in which a charge is applied, the determination in step 505 is affirmative and the routine proceeds, without any change, to step 516.

[0410] If the current area is not a area in which a charge is applied and the determination in step 503 is negative, the routine proceeds to step 508 where a determination is made as to whether or not the distance to the area in which a charge is applied is equal to or less than a predetermined distance which enables a determination to be made as to whether or not the vehicle is approaching the area in which a charge is applied. If the distance to the area in which a charge is applied is equal to or less than a predetermined distance, the determination in step 508 is affirmative and, in the next step 514, information indicating that the vehicle is approaching the area in which a charge is applied is provided by images and sound, and the routine returns to step 501. For example, it is possible for a fixed time to display information such as "approaching area in which a charge is applied" on the display panel 22TS (see FIG. 18B), or to provide this vocally from the sound device 228, or to display it on the display of the navigation system via the display device 224.
[0411] If the determination in step 508 is negative, the routine advances to step 510 where a determination is made as to whether or not the previous area was a area in which a charge is applied. If the previous area was not a area in which a charge is applied, the routine returns to step 501. If, however, the previous area was a area in which a charge is applied, then currently, the vehicle has departed from a area in which a charge is applied and the determination in step 510 is affirmative. In the next step 512, as described below, the charge area departure processing is executed and the routine proceeds to step 516.

[0412] Accordingly, at the point PS1 partway on the route Rt in FIG. 19, the information that the vehicle is approaching a area in which a charge is applied is provided. At the partway point PS2, the charge area entry processing for when a vehicle first enters a area in which a charge is applied is performed. At the partway points PS3 and PS4, because the previous area was a area in which a charge is applied, the routine proceeds to the next step without any change. At the partway point PS5, charge area departure processing for when a vehicle departs from a area in which a charge is applied is performed.

[0413] In step 516, a determination is made as to whether or not an IC card 232 is loaded into the IC card read/write device 234. If there is no IC card 232 loaded in the IC card read/write device 234, the charge processing cannot be accomplished. Therefore, the determination in step 516 is negative, and the routine proceeds to step 518 where a violation is displayed. This violation display is performed by flashing the observation lamp 227 on and off in a predetermined violation pattern (for example, at a timing when the lamp is turned on for a fixed time and then off for a fixed time repeatedly). If, however, an IC card 232 is loaded in the IC card read/write device 234, it is possible to accomplish the charge processing. Therefore, there is no violation display, the determination in step 516 is affirmative, and the routine proceeds without any change to step 520. Note that a pattern stored in advance in-vehicle device may be used for the violation pattern, or a pattern received from the ground side may be used for the violation pattern.

[0414] In step 520, a determination is made as to whether or not there has been an inquiry from the ground side about fixed data such as the ID, namely, the ID code made up of the vehicle number and the like and the vehicle model information and the like. If this determination is affirmative, then, in the next step 522, the ID inquiry processing (described below in detail) is executed and the routine then proceeds to step 524. If the determination is negative, the routine proceeds without any change to step 524. In step 524, a determination is made as to whether or not there has been an inquiry from the ground side about the position of the vehicle. If this determination is affirmative, then, in the next step 526, position inquiry processing (described below in detail) is executed and the routine proceeds to step 528. If the determination is negative, the routine proceeds without any change to step 528.

[0415] In the next step 528, a determination is made as to whether or not the power supply to the vehicle has been cut. If power is being supplied, the determination in step 528 is negative, and the routine returns to step 500. If, however, the power supply has been cut, the determination in step 528 is affirmative and, in the next step 530, the current status is stored and then the present routine is ended. In the storing of the current status in step 530, at the least, whether or not a violation was displayed in the above processing is stored.

[0416] Note that when the observation lamp 227 is flashing in a violation pattern, it continues to flash until the power supply to the in-vehicle device is cut off. In addition, even if the power supply is cut off, because that state is stored, it is possible to confirm whether or not the violation state existed previously.

[0417] Next, a detailed description will be given of the charge area entry processing of the above step 506. This charge area entry processing is processing performed when a vehicle has entered a area in which a charge is applied. For example, at the point PS2 partway along the route Rt (FIG. 19), a vehicle will have entered the area in which a charge is applied for the first time, therefore the charge area entry processing of FIG. 22 is executed.

[0418] Firstly, in step 532, notification is made that the vehicle has entered a area in which a charge is applied by transmitting the ID code and current position. Note that, it is also possible to add entry information indicating that the vehicle has entered a area in which a charge is applied to the transmission of the ID code and current position. Because it is also possible to determine that a vehicle has entered into a area in which a charge is applied from the current position and the previous position of the vehicle, therefore, it is also possible to make the determination on the ground side using the history information.

[0419] In the next step 534, a determination as to the receipt of an authorization result is repeated until a result of the authorization of the entry is received. When an authorization result is received, then, in the next step 536, a determination is made from the received authorization result as to whether or not the host vehicle is authorized as a normal vehicle. Note that, in this step 536, the information below is received from the ground side. When the result of the authorization is that the vehicle is a normal vehicle, the latest charge table and the first normal pattern, which is a flashing pattern of the observation lamp 227 indicating that the vehicle is a normal vehicle, are received (are transmitted from the ground side). When the result of the authorization is that the vehicle is in violation, information for performing a violation notification is received.

[0420] The first normal pattern is intended to allow confirmation from outside a vehicle that the host vehicle is a normal vehicle for which a charge can be processed. Therefore, the first normal pattern is a pattern for being flashed at the observation lamp 227 at a predetermined timing (for example a timing when the lamp is turned on and off repeatedly for predetermined time lengths). For example, as is shown in FIG. 23, a pattern is set that includes two pulses of pulse width t, with t set as one cycle in which the lamp is turned on for one time t, off for one time t, on for one time t, and off for 3 times t. If this pattern is used, it is possible to confirm the cyclic flashing from outside the vehicle, and confirm that the vehicle is a normal vehicle.

[0421] When an authorization result that the in-vehicle device is not in a normal vehicle is received, the determination in step 536 is negative and the routine proceeds to step 542 where violation processing is performed. This violation processing is intended to allow confirmation from
outside a vehicle that the vehicle is in violation, and is performed by flashing the observation lamp 227 on and off in a predetermined violation pattern that is different from the above first normal pattern (for example, by repeatedly turning on and off the lamp for a time t, namely, continuously flashing).

[0422] If, however, result of the received authorization is that the vehicle is a normal vehicle, then the determination in step 536 is affirmative and, in the next step 538, a determination is made as to whether or not the IC card 232 is loaded in the IC card read/write device 234. If the IC card 232 is not loaded, the charge processing cannot be performed. Therefore, the routine proceeds to step 542 where a violation processing is performed. If, however, the IC card 232 is loaded, the charge processing can be accomplished. Therefore, the determination in step 538 is affirmative and the routine proceeds, as it is, to step 540 where normal processing is performed without performing the violation processing. This normal processing is intended to allow confirmation from outside the vehicle that the IC card 232 is loaded and the vehicle is a normal vehicle capable of undergoing charge processing, and is performed by flashing the observation lamp 227 on and off in the first normal pattern.

[0423] Next, the processing on the ground side corresponding to charge area entry processing in the in-vehicle device will be described.

[0424] As is shown in FIG. 24, in step 600, repeated attempts are made to receive from the ground a notification (ID code and vehicle position) including an ID, namely, an ID code comprising the vehicle number and the like until this notification is received. The vehicle position in this notification includes at least the current vehicle position and may also include the vehicle location history which comprises the positions of the vehicle up until the current position. When this notification is received from the in-vehicle device, the routine proceeds to step 602, where the received ID code and vehicle position are used to check the ID code and the behavior of vehicle. A determination is made as to whether or not the ID code and the behavior of the vehicle are normal. Note that the checking of the ID code can be performed by referring to the recorded ID code if a normal ID code is recorded. The checking of the vehicle behavior can be performed by matching the received vehicle positions with a map or the like and then determining whether or not that position is an appropriate position.

[0425] When the ID code and the like are normal, the determination in step 602 is affirmative and, in the next step 604, the vehicle is authorized as a normal vehicle. When the ID code and the like are not normal, the determination in step 602 is negative and the routine proceeds to step 606, the authorization is that the vehicle is in violation. In the next step 608, the authorization result for the vehicle which is authorized in step 604 or step 606 is transmitted to the vehicle (i.e. to the in-vehicle device).

[0426] In this way, because the observation lamp 227 is flashed in either a first normal pattern or in a violation pattern in accordance with the authorization result from the ground side indicating whether or not a vehicle is a normal vehicle, it is a simple matter to confirm from outside the vehicle whether the vehicle is a normal vehicle for which charge processing can be accomplished or a vehicle that is in violation for which charge processing cannot be accomplished.

[0427] Next, the ID inquiry processing of step 522 will be described in detail. This ID inquiry processing is carried out when a vehicle is within a checkpoint. For example, the processing of FIG. 25 is performed at the point PS3 partway on the route Rt (see FIG. 19) which is within the checkpoint.

[0428] Firstly, in step 544, information relating to the ID code is notified by transmitting fixed data such as the ID code and the vehicle model information. Note that it is also possible to include information indicating whether the IC card is loaded or is not loaded.

[0429] Next, when an authorization result is received for the above notification (i.e. the determination in step 456 is affirmative), a determination is made from the received authorization result as to whether or not the host vehicle has been authorized as a normal vehicle (step 548). If the host vehicle has been authorized as a normal vehicle, the present routine ends at that point with no further change. If, however, the host vehicle is not authorized as a normal vehicle, violation processing is performed to cause the observation lamp 227 to flash on and off in a predetermined violation pattern (step 550).

[0430] Next, the processing of the ground side, namely, of the relay device 50 in response to the ID inquiry processing of the in-vehicle device will be described.

[0431] As is shown in FIG. 26, in step 610 repeated processing is performed until notification is received from the in-vehicle device. This notification includes information made up of the ID code, the vehicle model, and the existence or otherwise of an IC card. When the notification is received from the in-vehicle device, the routine proceeds to step 612 where a determination is made as to whether or not the received notification is normal. This determination is performed using all of the ID code, the vehicle model, and the existence or otherwise of an IC card in the received notification as well as a determination as to whether or not the ID code and the vehicle behavior are normal.

[0432] When the notification (The ID code and the like) is normal, the determination in step 612 is affirmative and, in the next step 614, vehicle model measurement processing is performed. In this vehicle model measurement processing, the size and height of the vehicle as well as the existence or otherwise of traction is determined using image pickup information picked up by the image pickup device 154A of the vehicle measuring device 154. In the next step 616, a determination is made as to whether or not the vehicle model measured in step 614 matches the vehicle model in the notification received in step 610. If the models do not match, the determination is negative, and the routine proceeds to step 620. If the models do match, the determination is affirmative and the routine proceeds to step 618. Next, in step 618, the vehicle for which the notification is received is authorized to be a normal vehicle. If, however, the notification is not normal, or if the vehicle models do not match, the determination in step 612 is negative and, in the next step 620, the vehicle is authorized as being in violation. In the next step 622, the vehicle number is photographed and then the routine proceeds to step 624. In step 624, the authorization result of the vehicle authorized in step 618 or step 620 is transmitted to the vehicle (i.e. to the in-vehicle device).
[0433] In this way, because the observation lamp 227 is
flashed on and off in either a first normal pattern or in a
violation pattern in accordance with an authorization result
from the ground indicating whether or not a vehicle is a
normal vehicle, it is easy to confirm from outside the vehicle
whether the vehicle is a normal vehicle or is in violation.

[0434] Next, the position inquiry processing of the above
step 526 will be described in detail. This position inquiry
processing is processing to inquire as to the position in
which a vehicle is located to the vehicle. For example, at
the point PS4 partway along the route Rt in FIG. 19, a vehicle
is inside a area in which a charge is applied. Therefore, in
order to carry out the charge processing, it is necessary to be
able to confirm that the position of the vehicle is within the
area in which a charge is applied. Therefore, the position
inquiry processing shown in FIG. 27 is performed.

[0435] Firstly, in step 552, a notification is made as to the
ID code and current position. Next, in step 554, a determina-
tion as to the receipt of the authorization result is repeated
until the authorization result is received. When the autho-
rization result has been received, then, in the next step 556, a
determination is made from the received authorization result
as to whether or not the host vehicle is a normal vehicle.
Note that, in the step 554, the information below is received
from the ground side. When the result of the authorization
is that the vehicle is a normal vehicle, the latest charge table as
well as a second normal pattern which is a flashing pattern
for the observation 227 indicating the fact that the vehicle is
a normal vehicle are received (i.e. are transmitted from the
ground side). Moreover, when the authorization result is that
the vehicle is in violation, information for performing the
violation notification is received.

[0436] When an authorization result to the effect that the
vehicle is not a normal vehicle is received, the determina-
tion in step 556 is negative and the routine proceeds to step 560
where violation processing is performed. This violation
processing is carried out by flashing the observation lamp on
and off in a predetermined violation pattern (for example, by
repeatedly turning the lamp on for a predetermined time and
then off for a predetermined time) in order to allow confir-
mation outside the vehicle, in the same way as described
above, that the host vehicle is in violation.

[0437] If, however, an authorization result is received to
the effect that the vehicle is a normal vehicle, the determina-
tion in step 556 is affirmative and, in the next step 558,
normal processing is carried out. This normal processing is
processing to turn on the observation lamp 227 so as to
switch it to a second normal pattern indicating that the
vehicle is a normal vehicle, and so that it can be confirmed
from outside the vehicle that the charge processing is being
carried out.

[0438] Next, the processing on the ground in response to
the position inquiry processing of the in-vehicle device will
be described.

[0439] As is shown in FIG. 28, in step 626, a determina-
tion is repeatedly performed until a notification (ID code
and vehicle position) including an ID code comprising an ID, i.e.
the vehicle number and the like, is received from the ground
side. The vehicle position in this notification is at least the
current position of the vehicle and may include the vehicle
location history up until the current position. Once the
notification is received from the in-vehicle device, the
routine proceeds to step 628 where, using the received
vehicle position, the behavior of the vehicle is checked and
a determination is also made as to whether or not the
behavior of the vehicle is normal.

[0440] When the behavior of the vehicle is normal, the
determination in step 628 is affirmative and, in the next step
630, the vehicle is authorized as a normal vehicle. If the
behavior of the vehicle is not normal, the determination in
step 628 is negative and, in the next step 632, the vehicle is
authorized as being in violation. In the next step 634, the
result of the authorization of the vehicle authorized in step
630 or step 632 is transmitted to the vehicle (i.e. to the
in-vehicle device). Note that, in step 634, either the above
second normal pattern or information is sent.

[0441] In this way, because the observation lamp 227 is
flashed on and off in either a second normal pattern or in a
violation pattern in accordance with an authorization result
from the ground indicating whether or not a vehicle is a
normal vehicle, it is easy to confirm from outside the vehicle
whether the vehicle is a normal vehicle or is in violation.

[0442] Moreover, because the lamp changes from a first
normal pattern to a second normal pattern different from the
first normal pattern, it is easy to confirm the state of a normal
vehicle on the ground.

[0443] Next, the charge area departure processing of step
512 will be described in detail. This charge area departure
processing is processing carried out when a vehicle has left
from a area in which a charge is applied. For example,
because a vehicle has departed from the area in which a
charge is applied at the point PS5 partway along the route Rt
in FIG. 19, the charge area departure processing of FIG. 29 is
performed.

[0444] Firstly, in step 562, a notification is made that the
vehicle has left the area in which a charge is applied by the
transmission of the ID code and current position. Note that,
because the fact the vehicle has left the area in which a
charge is applied can be determined from the current posi-
tion of the vehicle and the previous position of the vehicle,
it may also be determined on the ground side form this
history information.

[0445] In the next step 564, a determination as to whether
the authorization result has been received is repeatedly
performed until authorization that the vehicle has departed is
received. When the authorization result is received, in the
next step 566, a determination is made from the authoriza-
tion result as to whether or not the host vehicle has been
authorized as a normal vehicle. Note that, in step 564, the
information below is received from the ground. When the
authorization result is that the vehicle is a normal vehicle,
extinguish permission information indicating permission to
extinguish the observation lamp 227 in order to end the
notification to the outside of the vehicle because the vehicle
is a normal vehicle is received (i.e. is transmitted from the
ground side). If the authorization result is that the vehicle is
in violation, information for performing the violation noti-
fication is received.

[0446] When the in-vehicle device receives an authoriza-
tion result to the effect that the vehicle is not a normal
vehicle, then determination in step 566 is negative and the
routine proceeds to step 572 where, in the same way as
described above, violation processing is performed to flash the observation light 227 on and off in a predetermined violation pattern. When, however, the in-vehicle device receives an authorization result to the effect that the vehicle is a normal vehicle, the determination in step 566 is affirmative and, in the next step 568, a determination is made as to whether or not an IC card 232 is loaded in the IC card read/write device 234. If an IC card 232 is not loaded, the charge processing cannot be performed so the routine proceeds to step 572 where violation processing is performed. If, however, an IC card 232 is loaded, the charge processing can be carried out so the determination in step 568 is affirmative. The routine then proceeds to step 570 where normal processing is performed without the violation processing being carried out. This normal processing is processing to extinguish the observation lamp 227 using the above received extinguish permission information.

[0447] Next, the processing on the ground side in response to charge area departure processing of the in-vehicle device will be described.

[0448] As is shown in FIG. 30, in step 636, a determination is repeatedly performed until a notification (ID code and vehicle position) including an ID code comprising an ID, i.e., the vehicle number or the like, is received from the ground side. Once the notification is received from the in-vehicle device, the routine proceeds to the next step 638 where, using the received ID code and vehicle position, the ID code and vehicle behavior are checked and a determination is made as to whether or not the ID code and vehicle behavior are normal.

[0449] If the ID code and the like are normal, the determination in step 638 is affirmative and, in the next step 640, the vehicle is authorized as normal. If the ID code and the like are not normal. The determination in step 638 is negative and, in the next step 642, the vehicle is authorized as being in violation. In the next step 644, the above authorized vehicle authorization result is transmitted to the vehicle (i.e., the in-vehicle device). Note that, in step 644, information that includes a charge processing start instruction indicating the start of charge processing is transmitted.

[0450] In this way, because the observation lamp 227 is flashed on and off in either a second normal pattern or in a violation pattern in accordance with an authorization result from the ground indicating whether or not a vehicle is a normal vehicle, it is easy to confirm from outside the vehicle whether the vehicle is a normal vehicle or is in violation.

[0451] When the vehicle has departed from the area in which a charge is applied, if the vehicle is a normal vehicle, the observation lamp is extinguished allowing easy confirmation from the outside of the vehicle that the vehicle is normal. If the departed vehicle is in violation, because the observation lamp 227 is turned on or is flashed on and off in a violation pattern, it is a simple matter to confirm from outside the vehicle that charge processing has not been accomplished and the vehicle is in violation.

[0452] Note that the above violation pattern may comprise the lamp being turned on continuously or the lamp being flashed on and off continuously. If this is so, the determination is easy when confirming the state of the observation lamp from outside the vehicle.

[0453] In the above embodiment, a description was given of when one observation lamp was used, however, this embodiment is not limited to one lamp and a combination of a plurality of lamps may be used.

[0454] As is shown in FIG. 31, for example, an observation lamp 227 can be formed from a plurality of observation lamps 227A, 227B, 227C, and 227D. In this case, it is possible to make normal pattern more intricate thereby increasing the secrecy level. Moreover, it is also possible to use as vehicle type determining lamps indicating the type of the vehicle in which the observation lamps are installed, such as heavy, medium, light, and two-wheeled vehicles. Furthermore, Table 6, shown in FIG. 72, shows a corresponding of the driver of the vehicle on the route Rt with an observation lamp.

[0455] In the above embodiment a description was given of when an observation lamp 227 was installed on the dashboard of a vehicle, however, the installation of the lamp is not limited to the dashboard and it may be installed on the outside of the vehicle.

[0456] As is shown in FIG. 32, number plates 34 and 36 are normally attached to a vehicle. If observation lamps 38 are installed on the number plates 34 and 36 and connected to the in-vehicle device 38, display for observation is made on the number plates 34 and 36, confirmation from outside the vehicle becomes a simple matter. For example, as shown in FIG. 33, an observation lamp 38 capable of displaying numbers and symbols is installed on the number plates 34 and 36. It is possible to display the current state (for example, to indicate that the vehicle is in violation) of the vehicle in numbers or symbols on this observation lamp 38. As a result, confirmation becomes easy at a position away from the vehicle.

[0457] Next, processing to automatically determine from outside the vehicle, namely, on the ground side, a normal vehicle or vehicle in violation determined in the present embodiment. Note that, this processing is performed here in the relay device 50 and is described together with the processing routine. Further, it is possible to set the relay device 50 and the processing below as an observation device.

[0458] As is shown in FIG. 34, when the violation detection processing is executed, the above normal pattern is read in step 650. All set normal patterns are read. It is preferable if a normal pattern generated by a signal received in the relay device 50 from the general center 40 is used for this normal pattern. By using this normal pattern generated from a received signal, the latest normal pattern can be used and the secrecy of the normal pattern can be improved.

[0459] In the next step 652, the vehicle is photographed for a set time. This photography may be performed such that at least the observation lamp is photographed. In step 652, the flash pattern is extracted from the flash time of the observation lamp of the photographed vehicle. This extraction can be performed by measuring the time intervals when the lamp is on or off.

[0460] The vehicle photography of step 652 is not limited to the above set time photography. For example, if an electronic shutter is provided in an image pickup device and the electronic shutter either opened or closed in synchronization with the above normal pattern, the electronic shutter can be synchronized with the observation lamp. As a result,
it is also possible to pick up an image only during the time the lamp is on in synchronization with the flashing of the normal pattern.

[0461] In the next step 654, a determination is made as to whether or not the normal pattern read in step 650 matches the pattern extracted in step 652. If they do match, the determination in step 652 is affirmative and, in the next step 656, the photographed vehicle the vehicle is authorized as a normal vehicle and the routine is ended.

[0462] In the determination in step 654, when an electronic shutter is provided in the image pickup device and the electronic shutter is made either opened or closed in synchronization with the normal pattern, the electronic shutter can be synchronized with the flashing of the observation lamp. As a result, it is possible to determine that the patterns match by picking up an image only during the time the lamp is on in synchronization with the flashing of the normal pattern.

[0463] For example, when the observation lamp 227 is flashed on and off in the pattern shown in FIG. 23, if the detection times are set as the times T1 and T2, the time when the pattern is normal is when the lamp is on at the time T1 and the lamp is off at the time T2. If, however, at least one of the lamp being off at the time T1 or the lamp being on at the time T2 occurs, the lamp is not turned on in a normal pattern and it can be determined that the patterns do not match.

[0464] If the patterns do not match, then determination in step 654 is negative and the routine proceeds to the next step 658 where it is authorized that the photographed vehicle is in violation. In the next step 660, processing for a vehicle in violation is carried out. Examples of processing for a vehicle in violation include photographing the vehicle number (number plate), photographing the driver, notifying the observer and the like.

[0465] By photographing the flashing of an observation lamp in a normal pattern in this way, it is possible to easily automatically determine whether a vehicle is a normal vehicle or is in violation.

[0466] Note that the above description was for the detection of a normal pattern, however, it is also possible to detect a violation pattern. In this case, it is possible to detect a specific violation pattern and perform an observation corresponding to the type of violation. Further, in the above, a description was given for that the flashing of an observation lamp was observed, however, the observation is not limited to the flashing of light, and it is also possible to perform an observation of notification by radio waves. In this case, the cycle and frequency of the waves as well as the waveform, the amplitude and the like can be set for a normal pattern.

[0467] In the above embodiment, a description was given for when the charge was made by deducting the toll from an IC card on which toll balance information and the like was stored, however, the charge processing is not limited to charge processing using an IC card, and it is also possible to approve the toll from an unsettled account such as a credit card or bank account associated with the user of the vehicle determined by an ID code. In this case, when a card or account that allows charge processing to be processed automatically is determined, by notifying the in-vehicle device as to the toll deduction from the deductible card or bank account before the deduction, the user can confirm beforehand the payment of a toll that has been created because of a charge.

FIFTH EMBODIMENT

[0468] The present embodiment enables the determination of a vehicle that is in violation or a normal vehicle described in the above embodiments to be made easily and using a simple structure from outside the vehicle. Note that, in the present embodiment, the structure is the same as in the above embodiments, therefore, the same portions are given the same descriptive symbols and a detailed description thereof is omitted. Note also that, the structure of a portion of the relay device 50 of the above embodiments is used to form the observation device 52. In addition, the present embodiment has a simple structure to allow easy determination of whether a vehicle is a normal vehicle or is in violation.

[0469] As is shown in FIG. 35, in the observation device 52 of the present embodiment, a ground wave communication device 152 having a ground wave antenna 152A, and a lamp photographing device 158 provided with an image pickup device 158A such as a TV camera or an image sensor or the like are connected to an input/output port (I/O) 138 of a relay control device 130 constructed from a microcomputer. A display device 160 for displaying images photographed by the lamp photographing device 158 provided with the image pickup device 158A is also connected to the input/output port (I/O) 138. Further, an image processing apparatus 166 used for printing photographed images and the like is also connected to the input/output port (I/O) 138.

[0470] As shown in FIG. 36, in the present embodiment, an observation lamp 39 is provided in the vicinity of the number plate 34 (or 36). FIGS. 36A and 36B show states where the observation lamp 39 is flashing on and off. FIG. 36A shows a state where the observation lamp 39 is on and FIG. 36B shows a state where the observation lamp 39 is off. By providing an observation lamp 39 in the vicinity of the number plate 34 attached to a vehicle and connecting it to the in-vehicle device 30 in this way, a display for observation is made on the number plate 34. As a result, confirmation can be easily performed from outside the vehicle.

[0471] Next, a description will be given of the processing for determining a normal vehicle or a vehicle in violation from outside the vehicle, namely, on the ground side.

[0472] As is shown in FIG. 37, in the observation device 52 of the present embodiment, firstly, in step 670, the above normal pattern is read. Note that, it is preferable if a normal pattern generated by the latest signal received in the observation device 52 from the general center 40 is used for this normal pattern. By using this normal pattern generated from a received signal, the latest normal pattern can be used and the secrecy of the normal pattern can be improved. Note also that it is also possible to store the normal pattern information on a floppy disk and to use the information read from the floppy disk.

[0473] In the next step 672, the vicinity of the number plate 34 or 36 is photographed for a predetermined time. This photography needs at least to include the observation lamp 39. In step 672, at least two images in synchronization
with the normal pattern are extracted from a plurality of images photographed for the set time. Namely, the images in synchronization with the on time of the normal pattern or the off time of the normal pattern are extracted in synchronization with the flashing of the normal pattern.

[0474] For example, if the observation lamp 39 is flashed on and off in the pattern shown in FIG. 23, if the images are extracted at times T1 and T2, images where the lamp is on at the time T1 and the lamp is off at the time T2 are obtained.

[0475] Note that the vehicle photography in step 672 is not limited to being performed for a set time. For example, if an electronic shutter is provided in an image pickup device and the electronic shutter either opened or closed in synchronization with the above normal pattern (the detection timing), the image picking up in synchronization with the flashing of the observation lamp can be possible. As a result, it is also possible to pick up an image only during the time the lamp is on in synchronization with the flashing of the normal pattern.

[0476] In the next step 674, the turning on and turning off images at the predetermined timing using the normal pattern read in the above step 670 are displayed together with the images extracted in step 672 on the display unit 160. If an observer observes the images displayed on the display unit 160, it can be easily determined whether the vehicle is a normal vehicle or is in violation.

[0477] FIG. 38 shows the display screen of the display device 160 for both normal states and violation states when the observation lamp 39 is flashing in a normal pattern (see FIG. 23). When the observation lamp 39 is flashing in a normal pattern (see FIG. 23), then, as is shown in FIG. 38A, the display screen is divided into four sections with the following being displayed. Namely, the top portion (the portion comprising the sections 162A and 162C) is related to the time T1 of the detection timing. The center portion (the portion comprising the sections 162B and 162D) is related to the time T2 of the detection timing. In addition, the bottom of the screen (the section 162E) is related to the photographed image and displays the year, month, date, and time of the photography. The left side portion (the portion comprising the sections 162A and 162B) displays a state in which the observation lamp 39 ought to be in a normal pattern, while the right side portion (the portion comprising the sections 162C and 162D) displays the actual photographed image. When the observation lamp 39 is turned on in a state other than the normal pattern, that state is one of those shown in FIG. 38B, 38C, or 38D.

[0478] By displaying the state in which the observation lamp 39 should be turned on or off in a normal pattern, and by displaying the actual photographed image, it is possible for an observer to easily determine whether a vehicle is a normal vehicle or is in violation.

[0479] The year, month, date, and time of the photography of the photographed image is also displayed on the display device 160A. Moreover, because it is possible to specify a vehicle from the number plate, if this screen is printed using the printing apparatus 166, it is possible to preserve as an output form the suitability or otherwise of the turning on of the observation lamp 39 in the normal pattern.

[0480] Note that, in the above embodiment, the use of the observation device having the above structure enables a determination of whether a vehicle is a normal vehicle or is in violation from outside the vehicle using a simple structure; however, it is also possible to form an even simpler device to support this determination. The structure of this supporting device is described below.

[0481] As is shown in FIG. 39, the supporting device 170 for supporting the determination of a normal vehicle is constructed from receiver 172 provided with an antenna 172A, a control device 174, and a notification device 176. The receiver 172 and the notification device 176 are connected to the control device 174. In the same way as the above ground wave communication device 152, the receiver 172 is intended to receive a normal pattern. Note that the receiver 152 only needs to receive the normal pattern and may be constructed from a simple receiver.

[0482] The control device 174 is a device for converting a signal representing a normal pattern received by the receiver 172 into a drive signal for a notification in the notification device 176. The notification device 176 is formed at least one of a sound emitting device such as a speaker or a buzzer and a lamp, and notifies a normal pattern as a sound pattern or light pattern that corresponds with the normal pattern using the drive signal from the control device 174.

[0483] As described above, because the supporting device 170 can be formed with a simple structure, it is possible to construct it in a portable size. As a result, it is also possible for an observer to perform an observation while carrying the device.

[0484] Note that, in the above description, an example was described in which a receiver was used for support, however, it is also possible to attach a card read/write device instead of a receiver. It is also possible to store a normal pattern in an IC card and, by reading this card, even in areas of poor reception and the like, the observation pattern read from the IC card can be used for support.

SIXTH EMBODIMENT

[0485] In the present embodiment, the present invention is applied to an automatic charge system for performing charge processing automatically for a vehicle that has entered (i.e. driven into) a toll facility (i.e. an area in which a charge is applied). Note that the automatic charge system used in the present embodiment is a system for settling a usage toll (fare for travelling) based on information transfer using communication between an in-vehicle device mounted in a vehicle and an on-road device installed on the road. Moreover, because the present embodiment has substantially the same structure as the above embodiments, the same portions are given the same descriptive symbols and a detailed description thereof is omitted.

[0486] The concept of the structure of the automatic charge system 10 of the present embodiment is the same as in the structure shown in FIG. 15. The general center 40 established on the ground side of the structure according to the present embodiment is the same as the general center 40 shown in FIG. 2, and therefore a description thereof is omitted. Furthermore, the relay device has the same structure as the relay device 50 shown in FIG. 15, the in-vehicle device has the same structure as the in-vehicle device 30 shown in FIG. 17, and the observation lamp has the same structure as the observation lamp 227 shown in FIG. 18, therefore descriptions of these are omitted.
The operation of the present embodiment will now be described.

Firstly, the operation of the ground side apparatus (in this case, the general center 40) will be described in detail. In the present embodiment, the general center 40 performs the same processing as the processing in FIG. 4, and transmits information for charge processing to an in-vehicle device 30 mounted on the vehicle 32.

In the general center 40, GPS signals are received from GPS satellites 20, 22, and 24 (step 300 in FIG. 4). The general center 40 then determines its own, reference position i.e. that of the general center 40 (a reference latitude and longitude Po), and generates GPS correction information (step 302). Next, predetermined area in which a charge is applied information is read (step 304), and GPS correction information is transmitted together with area in which a charge is applied information is transmitted by FM broadcast or telephone circuit or the like (step 306).

As described above, the area in which a charge is applied information is set for a area in which a charge is applied formed from a predetermined plurality of areas. An example of a structure is one in which the size of the areas between the city center and the suburbs becomes smaller the closer to the city center. An example of area in which a charge is applied according to the present embodiment is shown in FIG. 40. The ground is divided into three areas, namely, a circular central area A, a donut shaped area B that is substantially concentric around and adjacent to the outer periphery of the area A, and an area C outside the areas A and B. It is possible to specify these areas by latitude and longitude as well as by their shape.

Note that, in the present embodiment, checkpoints CP for performing charge processing are performed at predetermined positions in the area D and inside the area C.

Moreover, the charge processing area information is set for the area in which a charge is applied A formed from a plurality of areas, however, it is possible to set a different charge amount for each area. For example, it is possible to increase the charge amount in accordance with the proximity to the city center, or to alter the charge amount in accordance with the number of times of use, or to alter the charge amount in accordance with the level of congestion, or to alter the charge amount in accordance with the length of time of use. These are determined by the charge calculation conditions.

The charge calculation conditions have been described in the above embodiments and a detailed description thereof is omitted, however, the first charge calculation condition is the number of entries into an area, shown in the table indicating the tolls for each area. The second charge calculation condition is the time length of stay in an area, shown in the table indicating the tolls for each area. The third condition is the level of congestion in the area, shown in the table indicating the tolls for each area. The fourth condition is speed when traveling inside an area (or, alternatively, the average speed inside an area), shown in the table indicating the tolls for each area. The fifth condition is total area travel distance traveled inside an area, shown in the table indicating the tolls for each area.

By including these tables based on the charge calculation conditions in the area in which a charge is applied information, it is possible to specify, for the area in which a charge is applied, the area and the toll.

The area in which a charge is applied information is set for a area in which a charge is applied formed from a plurality of predetermined areas. For example, areas might be formed between an inner city area and the suburbs and these areas become smaller the closer they are to the inner city area. An example of area in which a charge is applied of this type is shown in FIG. 40. The ground is divided into four areas. In the center portion is a circular area A. Donut shaped circular areas B and C which are substantially concentric around and adjacent to the outer periphery of the area A. Last is the area D which is the area other than the areas A, B, C. These areas can each be specified by their latitude and longitude as well as by their shape. In the present embodiment, the areas A, B, and C are each area in which a charge is applied, while the area D is outside the area in which a charge is applied.

Next, the operation of the in-vehicle device 30 will be described. In the present embodiment, the in-vehicle device 30 is intended to perform identical to that in FIG. 5. Namely, information is received from the ground, i.e. the general center 40 (or relay device 50) at predetermined times (for example every one minute) by the in-vehicle device 30 mounted on the vehicle (step 400). A determination is then made as to whether or not the received information is the latest information (step 402), and, if the received information is the latest information (i.e. if the determination in step 402 is affirmative), the area in which a charge is applied is led out while the GPS correction information is stored (step 404). If, however, the received information is not the latest information (i.e. the determination in step 402 is negative), GPS signals from the GPS satellites 20, 22, and 24 are received (step 406), the current date and time (year, month, date, and time) are read, and the current position (latitude and longitude P (t)) of the in-vehicle device, namely of the host vehicle thereof, is determined (step 410). The determined latitude and longitude P (t) are then matched with a map database stored in advance (step 412), the area to which the latitude and longitude P (t) belong are then decided (step 414), and the latitude and longitude P (t), the date and time t, and the area are then stored as vehicle location history (step 416). As a result, the area in which the vehicle 32 is present at predetermined times is stored with a date and time as history.

Accordingly, taking as an example a case in which the toll varies according to the number of times a vehicle enters into a area in which a charge is applied, as is shown in FIG. 40, if a vehicle travels through the area comprising the areas A to D along the route R from the start point STP to the end point EDP, because the start point STP and the end point EDP are outside the area in which a charge is applied, no charge is applied, however, because each of the partway points S1, S2, S3, and S4 are inside the area in which a charge is applied, a charge is applied, at each between the start point STP and the end point EDP. Namely, history information (charge history) in the sequence of areas C, B, A, B, C is stored.

Next, the charge processing in the in-vehicle device 30 will be described. This charge processing is processing to transmit history information after the receipt of a request for the transmission of the charge history.
(history information) from the ground side (checkpoint CP), and is described in detail below.

[0500] As is shown in FIG. 41, in step 420, by making a determination as to whether or not there has been a transmission request from the general center 40 (or relay device 50), a determination is made as to whether or not the conditions match. If the conditions do not match, the determination in step 420 is negative and the current routine is ended. If, however, the conditions do match, the determination in step 420 is affirmative and, in step 422, the history information is acquired. This history information is the list of the vehicle location history stored above (i.e. in a process corresponding to step 416 of FIG. 5). In the next step 423, the acquired history information is transmitted to the relay device 50. In the next step 425, a determination is made as to whether or not notification has been received from the relay device 50. If notification has been received, the determination is affirmative and the notification is performed. If notification has not been received, the determination is negative and the routine is ended.

[0501] Next, the operation of the ground facility and the in-vehicle device at the checkpoint CP will be described further.

[0502] Note that, in the present embodiment, the checkpoints CP are set as predetermined areas and, as is shown in FIG. 42, comprise the areas CPM and CPS. The area CPM is an area for performing tasks related substantially to the charge processing while the area CPS surrounding the area CPM is set as an area for canceling error for specifying the area CPM (buffer area). The reason for this is to counter any errors caused by the GPS system when the position of the vehicle is detected using a GPS system. The area D outside the areas CPM and CPS is outside area in which a charge is applied (FIG. 42) or is in the area in which a charge is applied (FIG. 40).

[0503] As is shown in FIGS. 43A and 43B, in the in-vehicle device, the routine proceeds to step 580 where a determination is made as to whether or not the current position is peripheral to the relay device 50 (the checkpoint CP). If the determination is negative, the routine proceeds to step 586, if the determination is affirmative, the routine proceeds to step 582. In step 582, a determination is made as to whether or not the previous area was a checkpoint area (the area when the current routine was last executed). If the previous area was not a checkpoint area, then the vehicle has entered the checkpoint CP for the first time and, consequently, the determination in step 582 is negative. In the next step 584, area entry processing is performed and the routine proceeds to step 594. If, however, the previous area was a checkpoint area, the determination in step 582 is affirmative and the routine proceeds to step 594 with no further change.

[0504] This area entry processing is processing performed when a vehicle enters a checkpoint CP. For example, at the point PS2 partway along the route Ro (FIG. 42), a vehicle has entered the checkpoint CP for the first time. By transmitting an ID code and the current position, for example, a notification can be made that the vehicle has entered the checkpoint CP. Due to this notification, the checkpoint CP, namely, the ground side (the relay device 50) can begin the initialization of the processing that accompanies the charge processing. Note that, in step 584, it is also possible to set the conditions for beginning the charge processing in the in-vehicle device. In the present embodiment, as described above, the charge processing can be performed at the device mounted in a vehicle in response to a transmission request from the relay device 50.

[0505] Note also that the ground side, namely, the relay device 50 is able, by the above notification, to transmit the latest charge tables as well as a normal pattern for flashing the observation lamp 227 on and off when the vehicle has been authorized as a normal vehicle. Moreover, if the vehicle is authorized as being in violation, it is possible to transmit information for performing the violation notification. The normal pattern is a pattern for causing the observation lamp 227 to flash on and off in a predetermined timing (for example, a timing in which the lamp is repeatedly switched on for a set time and then switched off for a set time) in order to enable confirmation from outside the vehicle that the host vehicle is a normal vehicle for which charge processing can be performed. If this pattern is used, the cyclic flashing is confirmed from outside the vehicle and the vehicle can be confirmed as being a normal vehicle. In the same way, a pattern which causes the observation lamp 227 to flash on and off in a violation pattern different from the normal pattern (by flashing the observation lamp on and off repeatedly for a time t, or by leaving the lamp flashing) is used as the violation pattern in order to enable confirmation from outside the vehicle that the host vehicle is in violation.

[0506] If the determination in step 580 is negative, the routine proceeds to step 586 where a determination is made as to whether or not the distance to the checkpoint CP is less than or equal to a predetermined distance, which enables a determination to be made as to whether or not the vehicle is approaching the checkpoint CP. If the distance to the checkpoint CP is less than or equal to a predetermined distance, the determination in step 586 is affirmative and, in the next step 592, information indicating that the vehicle is approaching the checkpoint CP is provided by images and sound, and the routine returns to step 580. For example, it is possible for a fixed time to display information such as "approaching checkpoint" on the display panel 227S, or to provide this vocally from the sound device 228 or to display it on the display on the navigation system via the display device 224.

[0507] If the determination in step 586 is negative, the routine advances to step 588 where a determination is made as to whether or not the previous area was a checkpoint CP. If the previous area was not a checkpoint CP, the routine returns to step 580. In contrast, because the determination in step 588 is affirmative when the vehicle has departed from a checkpoint CP, the determination in step 588 is affirmative and, in the next step 590, the area departure processing is executed and the routine proceeds to step 594.

[0508] The above area departure processing is processing performed when a vehicle has departed to the area outside the checkpoint CP. For example, at the point PS5 partway along the route Ro (FIG. 42), a vehicle has left the checkpoint CP. In this processing, notification that the vehicle has left the checkpoint CP is made by the transmission of the ID code and current position. Note that, because it is possible to determine from the current position of a vehicle and from the previous position of a vehicle that the vehicle has left the checkpoint CP, this determination can be made from the history information at either the vehicle side or at the ground side.
[0509] Note also that, in the same way as described above, it is also possible to cause the observation lamp 227 to flash on and off or to be extinguished by a result of an authorization that the vehicle has departed.

[0510] Consequently, at the point PS1 partway along the route Ro, information is provided in step 592 that the vehicle is approaching the checkpoint CP. At the partway point PS2, area entry processing for when a vehicle first enters the checkpoint CP is performed. At the partway points PS3 and PS4, because the previous area was a checkpoint CP, the routine proceeds to the next step without change. At the partway point PS5, area departure processing for when a vehicle departs from a checkpoint CP is performed.

[0511] In step 594, a determination is made as to whether or not an inquiry for fixed data such as information on the type of vehicle and the ID code which comprises the vehicle ID and the like, namely, the vehicle number and the like has been made from the ground side. If this determination is affirmative, then, in the next step 596, ID inquiry processing is executed and then the routine proceeds to step 598. If the determination is negative, the routine proceeds without change to step 598.

[0512] This ID inquiry processing is carried out when a vehicle is within a checkpoint. For example, at the points PS3 and PS4, partway on the route Ro (see FIG. 42) a vehicle is within the checkpoint, therefore, information relating to the ID code is notified by transmitting the current position as well as fixed data such as the ID code and the vehicle model information. Note that a determination is made on the ground side as to whether or not the notification is normal or not, and the vehicle is authorized as being normal or as being in violation.

[0513] The above ID inquiry processing is processing in response to a confirmation from the relay device to the vehicle of whether or not the vehicle is a normal vehicle or is in violation.

[0514] In the next step 598, a determination is made as to whether or not the power supply has been cut. If power is being supplied, the determination is negative and the routine returns to step 580. If the power supply has been cut, the determination is affirmative and the routine is ended.

[0515] Next, the operation of the relay device will be described. In the relay device 50 according to the present embodiment, substantially the same procedures as in FIG. 13 are carried out in FIG. 44.

[0516] Firstly, an initial processing is performed, namely, GPS signals from GPS satellites 20, 22, and 24 are received and determines the general center 40 reference position (a reference latitude and longitude PO). It then generates GPS correction information and performs processing to read the area in which a charge is applied information (step 470). It then makes an inquiry in order to obtain a response from the in-vehicle device (step 472), and then makes a determination as to whether or not the in-vehicle device 30 has responded (step 474). If there has not been a response (the determination in step 492 is negative), the inquiry is repeated until a predetermined time has elapsed.

[0517] If the in-vehicle device has responded (makes a notification) (i.e. the determination in step 474 is affirmative), a request is made for history information including the ID code and the like to be transmitted (step 476). When the in-vehicle device 30 has transmitted the history information including the ID code and it has been received (i.e. the determination in step 478 is affirmative), a calculation formula is decided based on the area included in the history information (step 480), and the toll is calculated using the set calculation formula (step 484).

[0518] The calculation formula is determined by the above calculation conditions. These calculation conditions are conditions for determining a charge amount (charge calculation conditions) and may be made up of the number of entries into an area, the length of time in an area, or the like. The charge calculation formula is determined by the calculation conditions. In formula (5) below, a charge calculation formula is shown as a general formula considering areas.

\[
\text{(charge amount)} = f(N_N, N_P, N_C, N_B, N_i, T)
\]  

wherein,

\[
N_N; \text{the level of congestion} \\
N_P; \text{the speed (average speed)} \\
N_C; \text{the total distance traveled within the area} \\
T; \text{the date and time}
\]

[0519] Next, a determination is made from the calculation result of step 484 as to whether or not there is a charge (step 486). If no charge has been generated, a determination is made as to whether or not a predetermined time has passed (step 492). If the predetermined time has not passed (i.e. if the determination in step 492 is negative), the routine returns to step 472. If the predetermined time has passed (i.e. if the determination in step 492 is affirmative), the present routine is ended.

[0520] If, however, a charge has been generated, an instruction is given to notify the in-vehicle device of the charge information by transmitting the generated charge, namely, the toll to the in-vehicle device as charge information (step 488). The toll is then settled from the settled amount such as a bank account or a credit card associated with the user of the vehicle determined by the ID code (step 490).

[0521] Thus, in the present embodiment, history information indicating the presence of a vehicle in a area in which a charge is applied is stored (accumulated) in the in-vehicle device. In addition, because this history information is transmitted in response to a transmission request from the ground side, there is no need to install antennas at entries and exits and the like and transfer information for collecting tolls (charge). Namely, it is only necessary to establish a point where information can be transferred between the ground and a vehicle, and the toll collection (the charge) can be easily performed by transferring information for collecting the toll (the charge) at that point.

[0522] In the above embodiment, a description was given of when charge processing was performed by storing history
information for one area in which a charge is applied shaped as a concentric circle, however, the present invention is not limited to this. For example, the present invention is also effective in separately existing area in which a charge is applied A, B, and C. In the example shown in FIG. 45, a checkpoint CP is present in the area D outside the area in which a charge is applied. When a vehicle travels along the route R1 through the area in which a charge is applied A and B (i.e. through the partway points PS6 and PS7), the driver only needs to pass through the checkpoint CP established in advance as the partway point PS8 for the charge. In this case, the transit through the checkpoint CP does not need to be included in the route R1. Namely, the charge processing can also be performed by the vehicle passing through the checkpoint CP after a predetermined time has passed, for example, after several hours or several days. Note that, in order to differentiate between the transit by the vehicle through the checkpoint CP in this way after a predetermined time has passed, for example, after several hours or several days, and a transit through the checkpoint CP a short time later, namely, as preferential treatment and delayed treatment, it is also possible to add an extra charge when the vehicle visits the checkpoint CP after a set time has passed, and to subtract a predetermined discount charge from the normal charge amount when the charge processing is performed within the set time.

Moreover, the above description was for a fixed area in which a charge is applied, however, the present invention is not limited to this, and the area in which a charge is applied may set so as to be movable. For example, as is shown in FIG. 46, the present invention is also effective when the area in which a charge is applied A and B have been altered (including the size thereof being altered) by being moved to the area in which a charge is applied A and B. In this case, even if the car has previously traveled along the route R1 shown in FIG. 45, the route R1 is no longer included in the area in which a charge is applied after the area in which a charge is applied has moved to A and B. In this case, it is preferable if information is successively provided from the ground side to the in-vehicle device to the effect that the area in which a charge is applied has moved. Furthermore, there is no need for the areas to be circular in shape.

Note that, in the present embodiment, when a bank account or card with which charge processing can be performed automatically has been determined, it is also possible to give a notification before the payment is deducted from this card or bank account. In this case, it is possible for a user to easily determine whether or not the payment of a toll generated as the result of a charge is able to be paid from a card or bank account belonging to the user.

Moreover, in the above embodiment, a description was given of when a charge was processed on the ground side, however, the present invention is also applicable to the processing of a charge by deducting the toll from an IC card on which toll balance information is stored.

SEVENTH EMBODIMENT

In the present embodiment, the present invention is applied to an automatic charge system for performing charge processing automatically for a vehicle that has entered (a vehicle that has driven into) a toll facility (i.e. a area in which a charge is applied). Note that the automatic charge system used in the present embodiment is a system in which the position of a vehicle is detected using the in-vehicle device, and the usage toll (driving toll) is settled on the basis of the result of the detection. Moreover, because the present embodiment is substantially the same as the above embodiments, the same portions are given the same descriptive symbols and a detailed description thereof is omitted.

The concept of the structure of the automatic charge system 10 of the present embodiment is the same as the structure shown in FIG. 1. Note that, in the automatic charge system 10 of the present embodiment, the in-vehicle device 30 is provided if necessary with a ground wave antenna (described in detail below) for ground wave communication.

The in-vehicle device 30 detects the position of its host vehicle 32 using GPS signals from GPS satellites 20, 22, and 24. The in-vehicle device 30 then performs charge processing (calculation) based on the information of the detected position and information relating to the area in which a charge is applied and, based on the result of that processing, performs the toll collection processing. At this time, it is also possible, if necessary, for information to be transmitted and received with the general center 40 via ground wave communication.

Moreover, the general center 40 established on the ground side of the structure according to the present embodiment is the same as the general center 40 shown in FIG. 2 and, therefore, a description thereof is omitted. Note that, in the present embodiment, a wireless communication device is employed as the ground wave communication device 122 that is intended to exchange information with or provide information to the in-vehicle device 30 of a vehicle in which a communication device is mounted.

Next, the in-vehicle device of the present embodiment will be described. Because the in-vehicle device has substantially the same structure as the in-vehicle device 30 shown in FIG. 3, the same portions are given the same descriptive symbols and a detailed description thereof is omitted.

As is shown in FIG. 47, an in-vehicle GPS device 220 having a GPS antenna 220A mounted on the vehicle is connected to the input/output port 208 of the in-vehicle device 30 of the present embodiment. The in-vehicle GPS device 220 is intended to detect the position of its host vehicle 32 using GPS signals from GPS satellites 20, 22, and 24.

Memory 230 is also connected to the input/output port 208. This memory 230 includes a rewritable toll data table 230A for storing toll information indicating the tolls in area in which a charge is applied, and a map database 230B in which is stored map information for providing visual route assistance information to a driver.

In addition, a display unit 224 for providing visual route assistance information to a driver, a speaker unit comprising a sound device 228 provided with a speaker 228A for providing aural information to a driver, and an input device 226 such as a keyboard or a switch device are also connected to the input/output port 208. The display device 224 is capable of displaying map information. The sound device 228 is intended to convert either digital or
analog sound signals output from the device body 12 into drive signals for the speaker 228A and output these.

[0536] Note that data and the like to be stored in the memory 230 may also be stored on a storage medium such as a hard disk or floppy disk using the FD device 236.

[0537] An IC card read/write device 234 which is capable of receiving and ejecting an IC card, on which is stored toll balance information and the like, is also provided for. A storage area 232A for storing toll balance information relating to a area in which a charge is applied (described below) is set in advance on the IC card 232. Balance information and GPS correction information can also be stored on the IC card 232.

[0538] In the in-vehicle device 30, fixed data such as the model of the vehicle and an ID code comprising the vehicle number and the like is stored in advance in the RAM 204 and the ROM 206. The in-vehicle device 30 refers to the area in which a charge is applied and the toll balance information on the loaded IC card 232 via the IC card read/write device 234 and writes toll balance information to the IC card 232. Note that the IC card may include a prepaid card or a credit card. Also, at the input/output port 208, an observation lamp 227 is connected. This observation lamp 227 is for notification of the charge processing state to the outside of the vehicle.

[0539] As an example of the above IC card 232, as is shown in FIG. 48A, a magnetic storage type card 231 having a bar-shaped magnetic storage area 231A for storing information corresponding to the storage area 232A, and, as is shown in FIG. 48B, an IC storage type card 233 having an IC storage section 233A for storing information corresponding to the storage area 232A may be used.

[0540] Note that, although not provided in the embodiment shown in FIG. 47, other types of in-vehicle device include an in-vehicle device provided with a wireless communication device to which ground wave communication device having a ground wave antenna is connected, and which exchanges information with the ground or provides information to the ground by communication. An example of this wireless communication device is an FM broadcast or an FM character broadcast, a known wave communication, and telephone circuit communication such as in a moving body communication device. Accordingly, a communication device for a moving body such as a portable telephone or a car phone or the like may be used as the ground wave communication device, so that wireless communication (conversation via a telephone circuit) can be made possible via the in-vehicle device 30 between the vehicle and a telephone device outside the vehicle.

[0541] As is shown in FIG. 49A, an observation lamp 227 is provided in the front surface portion 229A of a box housing 229. The box housing 229 can be installed on a vehicle dashboard such that light from the observation lamp 227 is emitted to the outside of the vehicle. This enables easy confirmation from outside the vehicle that the observation lamp 227 is flashing.

[0542] Note that, by providing a display lamp that flashes in synchronization with the observation lamp 227 at a different position to the observation lamp 227, for example, at a position opposing the observation lamp 227 (i.e. at the rear surface portion 229B of the housing 229), it is possible for the driver inside the vehicle to confirm the flashing of the observation lamp 227 by the flashing of the display lamp.

For example, as is shown in FIG. 49B, it is possible to install a display panel 227S in the rear surface portion 229B of the housing 229 thus providing a structure in which it is an easy matter for the driver of the vehicle to confirm the current state of the charge processing. In this case, it is possible to display the following on the display panel 227S as the current state, namely, that the vehicle is approaching an area in which a charge is applied, a standard charge amount for the area in which a charge is applied, the current amount of the charge processing, that charge processing has begun, that charge processing has ended, that charge processing has not been performed (i.e. that a violation has been committed), and the like. Moreover, as is shown in FIG. 49C, an observation lamp 227 can be formed from a plurality of observation lamps 227A, 227B, 227C, and 227D. In this case, it is possible to use observation lamps as vehicle type determining lamps indicating the type of the vehicle in which the observation lamps are installed such as heavy, medium, light, and two-wheeled vehicles.

[0543] Note that the mounting position (attachment position) of the in-vehicle device 30 is not limited to being on the vehicle instrument panel as described above, and it is sufficient if it is in a position where it is able to exchange signals with the ground using the antenna. For example, it may be mounted inside the vehicle at the rear seat or the like. Moreover, the in-vehicle device 30 may be formed with separate structures comprising an in-vehicle device main body and an antenna. If the in-vehicle device is structured in this way with a separate in-vehicle device main body and antenna, it is possible to install the antenna only on the instrument panel or at a position towards the rear seat or the like, as described above, and the mounting position information is taken as information recording the position where the antenna has been mounted.

[0544] Moreover, when the ignition is on, power is supplied at all times from the vehicle battery to the in-vehicle device. It is also possible to enable the in-vehicle device to acquire date and time information such as the year, month, date, as well as the current time from an unillustrated clock built into the vehicle 32.

[0545] Next, the operation of the present embodiment will be described.

[0546] Firstly, the operation of the ground device (in this case, the general center 40) will be described in detail. In the present embodiment, the general center 40 performs the same processing as the processing in FIG. 4; namely, it transmits information for charge processing to an in-vehicle device 30 mounted in the vehicle 32. Note that the processing of the general center 40 is not directly related to the in-vehicle device 30 of the present embodiment, however, this processing is useful for an in-vehicle device provided with a communication device.

[0547] The general center 40 receives GPS signals from GPS satellites 20, 22, and 24 (step 300 of FIG. 4). The general center 40 then determines its own reference position, namely the reference position of the general center 40 (a reference latitude and longitude P0), and generates GPS correction information (step 302). Note that, in the present embodiment, this GPS correction information is stored on the IC card 232. Next, predetermined area in which a charge is applied information is read (step 304), and GPS correction
information is transmitted together with area in which a charge is applied. Information is transmitted by FM broadcast or telephone circuit or the like (step 306).

[0548] The area information is set in a area in which a charge is applied. Information is transmitted from a predetermined plurality of areas. An example is a structure in which, between the city center and the suburbs, the areas become smaller the closer to the city center.

[0549] An example of area in which a charge is applied (Area) of the present embodiment is shown in FIG. 50. The ground is divided into 7 areas. In the center portion is a circular area A. Next is a substantially donut shaped circle concentric around and adjacent to the outer periphery of the area A, and divided into 4 areas B, C, D, and E. Next is a substantially donut shaped circle area F concentric around and adjacent to the outer periphery of the areas B, C, D, and E. Last is the area G which is other than the above areas A, B, C, D, E, and F. These areas can be specified by their latitude and longitude as well as by their shape.

[0550] Moreover, although the area information is set in a area in which a charge is applied from a predetermined plurality of areas, it is possible to set a different charge amount for each area. For example, the charge amount may be increased the closer to the city center, the charge amount may be altered in accordance with the number of usages, the charge amount may be altered in accordance with the level of congestion, and the charge amount may be altered in accordance with the length of time of the use. In the above example (FIG. 50), in the present embodiment, the areas A, B, C, D, E, and F are set as an area in which a charge is applied while the area G is set outside the area in which a charge is applied. As was described above, the first charge condition of the charge calculation conditions for determining these charge amounts is the number of entries into an area shown in a table indicating the charges for each area. With this type of setting, the charge amount increases as the number of entries into the central portion of the area in which a charge is applied increases. For example, an example of the first charge calculation condition (number of times an area is entered) is shown in the table indicating the tolls for each area in Table 7. This table may also be stored as area information in the IC card 232.

<table>
<thead>
<tr>
<th>Area</th>
<th>Charge Amount</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>¥500/entry</td>
</tr>
<tr>
<td>B</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>C</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>D</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>E</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>F</td>
<td>¥100/entry</td>
</tr>
<tr>
<td>G</td>
<td>¥0/entry</td>
</tr>
</tbody>
</table>

[0551] The second charge calculation condition is the length of time in an area shown in the table indicating the tolls for each area. With this type of setting, the charge amount increases as the length of time of the stay in the central portion of the area in which a charge is applied increases. For example, an example of the second charge calculation condition (length of stay in an area) is shown in the table indicating the tolls for each area in Table 8. This table may also be stored as area information in the IC card 232.

<table>
<thead>
<tr>
<th>Area</th>
<th>Charge Amount</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>¥150/minute</td>
</tr>
<tr>
<td>B</td>
<td>¥90/minute</td>
</tr>
<tr>
<td>C</td>
<td>¥90/minute</td>
</tr>
<tr>
<td>D</td>
<td>¥90/minute</td>
</tr>
<tr>
<td>E</td>
<td>¥90/minute</td>
</tr>
<tr>
<td>F</td>
<td>¥90/minute</td>
</tr>
<tr>
<td>G</td>
<td>¥0/minute</td>
</tr>
</tbody>
</table>

[0552] The third charge calculation condition is the level of congestion in an area shown in a table indicating the tolls for each area. The fourth charge calculation condition is the speed at which a vehicle traveled inside an area (or alternatively, average speed) shown in a table indicating the tolls for each area, and the fifth charge calculation condition is the total distance traveled inside an area when traveling inside an area shown in a table indicating the tolls for each area.

[0553] By including the tables based on the above charge calculation conditions in the area information, it is possible to specify, with respect to a area in which a charge is applied, the area and the tolls therefor.

[0554] Next, the operation of the in-vehicle device will be described.

[0555] As is shown in FIG. 51, in step 501, an area determination is made in the in-vehicle device as to the position where the host vehicle is located. (Refer to FIG. 5) In the next step 502, a determination is made as to whether or not the area determined in step 501 is a area in which a charge is applied. If the determination is negative, the routine proceeds to step 510, if the determination is affirmative, the routine proceeds to step 505. In the next step 505, a determination is made as to whether or not the determined area is the same as the previous area (i.e. the same area as the last time the present routine was performed). If the previous area was not a area in which a charge is applied, then the vehicle has entered a area in which a charge is applied for the first time. Consequently, the determination in step 505 is negative and, in the next step 506, area entry processing is executed and the routine advances to step 513. This area entry processing is processing performed when a vehicle has entered a area in which a charge is applied such as by turning on or flashing the observation lamp 227. Note that, in this step 506, conditions are set for starting the charge processing in the in-vehicle device. On the other hand, if the previous area was a area in which a charge is applied, the determination in step 505 is affirmative and the routine advances to step 513 without further processing.

[0556] Note that, in the present embodiment, it is possible to notify the outside of the vehicle that charge processing is currently being performed by turning on or flashing on and off the observation lamp 227 when a vehicle has entered the area or when the charge processing described below has started. It is also possible to notify the outside of the vehicle...
that charge processing has been completed by flashing the observation lamp 227 when the charge processing is completed. Note that, when the observation lamp 227 is flashed on and off, it is preferable that a pattern for flashing the observation lamp 227 on and off in a predetermined timing (for example, a timing indicated by turning the lamp on and off repeatedly for fixed lengths of time) is determined in advance in order to enable confirmation from outside the vehicle. If this pattern is used, confirmation of cyclic flashing is possible from outside the vehicle, and it can be confirmed that the vehicle is normal. On the other hand, when it is not possible to accomplish the charge processing, a violation pattern is stored and processing may be performed to enable confirmation from outside the vehicle that the vehicle is in violation by flashing the observation lamp 227 on and off in a violation pattern that is different from the normal pattern (for example, by repeatedly turning the lamp on and off for times t, or by flashing the light continuously).

[0557] If the determination in step 503 is negative, the routine proceeds to step 510 where a determination is made as to whether or not the previous area was a area in which a charge is applied and, if the determination is negative, the routine returns to step 501. If, on the other hand, the determination in step 510 is affirmative, the vehicle has left the area in which a charge is applied and, therefore, due to the affirmative determination in step 510, the routine proceeds to step 512, where area departure processing is performed and the routine advances to step 513. This area departure processing is performed when a vehicle has departed from a area in which a charge is applied such as by turning off or flashing the observation lamp 227 in a violation pattern. Note that, in the same way as described above, it is also possible to cause the observation lamp 227 to flash on and off or to be extinguished based on a result of an authorization that the vehicle has departed. For example, when the charge processing is performed normally, the lamp is turned off or is caused to flash on and off in a normal pattern, and when there is a violation such as when the balance is insufficient or if there is no IC card loaded, the lamp is left on or is caused to flash in a violation pattern. This enables easy confirmation of the charge state of a vehicle from outside the vehicle.

[0558] In the next step 513, a determination is made as to whether or not the power supply has been turned off. If power is still being supplied, the determination is negative and the routine returns to step 501. If the power has been turned off, the determination is affirmative and the current routine is ended.

[0559] For example, if a vehicle has entered the area A at the point PS1 partway along the route R1 shown in FIG. 50, because the vehicle has entered the area for the first time, area entry processing is performed. Next, at the partway point PS2, the vehicle has departed from the area A and has entered the area B. Therefore, area departure processing and area entry processing are performed. In the same way, at the partway point PS3, the vehicle has departed from the area B and has entered the area A. Therefore, area departure processing and area entry processing are performed.

[0560] Next, the processing in the in-vehicle device of the present embodiment will be described. In the in-vehicle device 30 mounted on a vehicle (the processing of step 501 in FIG. 51), when area determination processing is performed, information, namely area information (tables), stored in the storage area 232A of the IC card 232 is read (this corresponds to step 400 of FIG. 5), and a determination is made as to whether or not the read area information is the latest information (step 402). When the area information is the latest information, area information (tables) including the area in which a charge is applied are stored in memory, and GPS correction information is stored (this corresponds to step 404). Note that, the GPS correction information and the balance information can also be read from the IC card 232.

[0561] If, however, the read area information is not the latest information (if the determination in step 402 is negative), because the area information (tables) already stored in the memory can be used, GPS signals are received from the GPS satellites 20, 22, and 24 (step 406), the current date and time (year, month, date, and time) are read (step 408), and the position thereof, namely, the position of the vehicle 32 (latitude and longitude P (t)) is determined (step 410). Note that, when the latitude and longitude P (t) are determined it is possible to use the stored GPS correction information.

[0562] Next, the determined latitude and longitude P (t) are matched with the map database stored in advance (step 412), and the area to which the latitude and longitude P (t) belong is decided (step 414). In the present embodiment, the latest area information read from the above IC card is used in step 414. Next, the latitude and longitude P (t), the date and time t, and the area are stored as vehicle location history (step 416). As a result, the areas in which the vehicle 32 is located with dates and times, at predetermined times, are stored as history. Table 9, shown in FIG. 73, shows an example of a list of vehicle location information.

[0563] As seen above, the areas in which the vehicle 32 is located at predetermined times are stored with dates and times, as history.

[0564] Next, the charge processing in the in-vehicle device 30 will be described. The charge processing in the present embodiment performs the same processing as the processing shown in FIG. 6. Note that, in the present embodiment, the execution of this charge processing is in a starting state together with the execution of the area entry processing.

[0565] A determination is made as to whether or not conditions match (step 420 of FIG. 6) by making a determination in the in-vehicle device, as to whether or not it is the above predetermined data and time or as to whether or not an instruction has been given (in the present embodiment, whether or not the area entry processing has been performed) by the general center 40 in the case of the device mounted in a vehicle provided with a communication device. If the conditions do not match (if determination in step 420 is negative), the current routine is ended.

[0566] If, however, the conditions do match (if the determination in step 420 is affirmative), the history information is obtained (step 422). This history information is a list of the vehicle location history that corresponds to the stored (processed in step 416 of FIG. 5) Table 3. Next, the calculation formula (charge calculation formula) is set (step 424). The calculation formula is determined by the above calculation conditions, and the charge calculation formula (2) shown as a general formula considering the area is set.
Next, the toll is calculated (step 426) using the calculation formula set above and the history information. For example, when using the first charge calculation condition in which the charge amount of the toll is determined by the number of entries into an area, because the unit price for each area is set by the table read from the IC card, it is possible to calculate the charge amount of the toll by multiplication the number of entries to the unit price of the table read from the IC card. When the toll calculation has ended, the charge processing is executed (step 428). This charge processing is processing to deduct the charge amount determined above from the balance of the IC card 232.

For example, when the calculation condition is solely the number of entries into an area and the history information is from the start point STP to the end point EDP, as is shown in FIG. 50, the charge amounts are as shown below for the route Rt and the route Rb.

\[
\begin{align*}
Rt & \text{ charge amount} = 300x1 + 100x0 + 100x0 + 100x1 + 100x0 + 10x2 + 9x1 = 8510 \\
Rb & \text{ charge amount} = 300x0 + 100x0 + 100x0 + 100x1 + 100x0 + 10x2 = 7110
\end{align*}
\]

Thus choosing a route that avoids the central portion means the charge amount is less.

If the calculation condition is solely the length of time spent an area and the history information is from the start point STP to the end point EDP, as is shown in FIG. 50, the charge amounts are as shown below for the route Rt and the route Rb.

\[
\begin{align*}
Rt & \text{ charge amount} = 150x2 + 90x0 + 90x2 + 90x0 + 10x2 + 9x2 = 8780 \\
Rb & \text{ charge amount} = 150x0 + 90x0 + 90x0 + 90x2 + 90x0 + 10x2 = 9250
\end{align*}
\]

Thus choosing a route that avoids the central portion means the charge amount is less.

In this way, in the present embodiment, because area information relating to a area in which a charge is applied can be stored in an IC card capable of being loaded in an in-vehicle device, and the area in which a charge is applied is determined using that area information so that a charge amount can be obtained, even when a communication device is not incorporated in the in-vehicle device, it is still possible to specify the area in which a charge is applied with ease and perform the correct charge processing. Moreover, even if the area in which a charge is applied varies, this can be dealt with simply by updating the area information stored in the IC card.

Note that, in the above embodiment, a description was given for when the present invention was applied to a case in which no communication device was incorporated in the in-vehicle device, however, the present invention is not limited by whether a communication device is incorporated or not incorporated and can be applied to a case in which an in-vehicle device incorporating a communication device is provided. In particular, in an in-vehicle device incorporating a communication device, when the vehicle is located in an area where communication is obstructed or is outside the communication area, it is possible to perform the correct charge processing by implementing the above processing.

Furthermore, in the above description, the area in which a charge is applied was set as a fixed area, however, the present invention is not limited to this, and the area in which a charge is applied may be able to be movably set. In this case, the term of validity of the area in which a charge is applied can be set, and the table only referred to during this term of validity.

EIGHTH EMBODIMENT

The system structure according to the eighth embodiment of the present invention is shown in FIG. 52. In the system of the present embodiment, there is provided a charge processing device 701. Note that, in the present embodiment, because the charge processing device 701 includes the functions of a notification device mounted in a vehicle, it is described as the 701 in the description below.

The in-vehicle notification device 701 serving as a charge processing device mounted in a vehicle communicates with a notification station 730 via an inbuilt telephone unit 708 (described below) and an antenna ANT1 so that data is exchanged. Moreover, the in-vehicle notification device 701 receives radio waves from satellites via the GPS antenna ANTg, and recognizes the position and traveling direction of the vehicle using an inbuilt GPS position measuring device 720-726 (described below) and displays this together with a map indicating the area through which the vehicle is traveling. When there are insufficient number of satellites whose waves are receivable or when receiving waves from the satellites are impossible, the insufficient information is supplemented by vehicle position calculation by multiplication of the traveling speed and detection of the direction using a gyro. Alternatively, vehicle position recognition can be performed.

FIG. 53 shows the structure of the in-vehicle notification device 701. As is seen in FIG. 53, direct current voltage +B from the battery in the vehicle is constantly supplied to the in-vehicle notification device 701. A power supply circuit PSC supplies operating voltage to the CPUs of the GPS information processing RCU 720 and the notification control ECU 702. When the vehicle ignition switch IGsw is closed and the vehicle power supply is turned on, the power supply circuit PSC supplies operating voltage to all circuits of the in-vehicle notification device 701.

The GPS position measuring device (720-728) is provided with a receiving antenna ANTg, a GPS receiver 721, a GPS demodulator 722, a display device 724, a piezoelectric vibrating gyro 725, an altitude sensor 726, a GPS information processing ECU (Electronic Control Unit) 720, an operating board 723, a map search engine 727, and a map database 728. The 1.57542 GHz radio waves transmitted from each of the GPS satellites are received by the GPS receiver 721 via the receiving antenna ANTg, and the information contained in the radio waves, namely, information such as a function indicating the orbit of the satellites and the time and the like is demodulated by the GPS demodulator 722, and input into the GPS information processing ECU 720.

The GPS information processing ECU 720 is a computer system based on mainly a microprocessor (CPU) and provided with almanac data memory and memory for a data buffer as well as an input/output interface (an electric or electronic circuit). The CPU generates information indicating the position of its host vehicle (latitude, longitude, altitude) based on the information transmitted from the GPS satellites, and the search engine 727 reads map data of a page...
(screen) that includes the position from the map database 728 and displays this on the display device 724. The current position index that also shows the direction of travel is also displayed as well as the current position on the display device. The basic structures of the reception antenna ANT1, the GPS receiver 721, the GPS demodulator 722, and the display device 724, as well as the basic operation of the GPS information processing ECU 720 are the same as the structural elements of known devices already available on the market.

However, in order to implement the present invention, a program is added to the operating program of the GPS information processing ECU 720 that performs the following. Namely, the current position (ground position) of a vehicle (i.e., the in-vehicle notification device 701), the direction of travel, and the current time are transmitted to the notification control ECU 702 in response to a data transmission request from the notification control ECU 702. The notification control ECU 702 reads the transmitted charge area information and stores it in memory. The charge area is then displayed in superposition (as a half-tone dot meshing) in the area defined by the charge area information, namely, the charge area on the map displayed on the display device 724.

Analog signals output by the piezoelectric vibrating gyro 725 and the altitude sensor 726 are each input into the GPS information processing ECU 720, and the CPU of the ECU 720 reads the signals after converting them into digital data via an A/D converter. Information output from the GPS demodulator 722 and information for controlling the GPS demodulator 722 is input into or output from the CPU via the I/O port of the GPS information processing ECU 720. The GPS information processing ECU 720 calculates three-dimensional coordinates Ux, Uy, Uz of the position of its host vehicle with a "3 satellite position measuring calculation" or a "4 satellite position measuring calculation".

In the "3 satellite position measuring calculation", in a predetermined three dimension simultaneous equation three sets of data received from three satellites are each substituted as parameters, and by solving this simultaneous equation, any error in the clock on the receiving side, latitude and longitude of the reception point, which are unknown numbers, are determined. The altitude of the reception point is determined, in this example, by calculation from the signal output from the altitude sensor 726, and is substituted into the simultaneous equation as known data. In the "4 satellite position measuring calculation", in a predetermined four dimension simultaneous equation four sets of data received from four satellites are each substituted as parameters, and by solving this simultaneous equation, any error in the clock on the receiving side, latitude, longitude, and altitude of the reception point, which are unknown numbers, are determined. In addition, because any error in the clock on the receiving side can be determined by performing the position measuring calculation of any of these, the time of the internal clock can be corrected based on this error information.

When the ground position information is calculated by GPS position measurement, the GPS information processing ECU 720 calculates the direction in which the vehicle is traveling by a comparison with the previously calculated ground position. On the basis of this time calculated ground position, map data of the one page (one screen) that includes the current position is read from the map data memory 728 and is displayed on the display device 724. A current position index that also shows direction of travel is displayed at the current position on the display. In addition, when at least a portion of the area defined by the charge area information, namely the charge area, received from the notification control ECU 702 and saved in the internal memory, is included in the area displayed on the display device 724, the charge area is displayed in superposition (in half-tone dot meshing) over the area on the display screen. This additional display allows the driver to recognize area in which a charge is applied on the display screen of the display device 724. The notification control unit 702 is also a computer system centered around a microprocessor (CPU) and provided with an input/output interface (an electric or electronic circuit). The CPU is able to exchange transmissions of various types of information with the notification station 730 via the antenna ANT1, the telephone unit 708, and the modem 707. The extension serial input/output board 706 performs the serial input and output of data, as well as serial/parallel conversion input and output.

The voice of the driver that is input using the microphone MIC is converted into digital data indicating letters of words via a voice recognition unit 709, and is input into the CPU of the notification control ECU 702. Furthermore, the CPU notifies (aurally informs) the driver when necessary of messages (output information) using the in-vehicle speaker SP via the voice synthesizing unit 710 and the switching switch SW711. When voice data is output from the CPU, the switching switch SW711 switches the between the in-vehicle audio and the speakers SP to a connection between the voice synthesizing unit 710 and the speakers SP. At this time, the CPU simultaneously displays the message conveyed to the driver by voice via the vehicle speaker SP alphabetically on the display unit 704. As a result, the driver is able to confirm a message from the CPU both aurally and visually.

A card reader 705 for reading and writing data on an IC card CRD is connected to the notification control ECU 702. When an IC card CRD is inserted into a card insertion slot, the card reader 705 reads the data stored on the card CRD and transmits it to the notification control ECU 702. When the card reader 705 receives writing data from the notification control ECU 702, it overwrites (i.e., replaces previous data with this new writing data) this data in the IC card CRD. The information stored on the IC card is shown in Table 10. In the example shown in Table 10, the amount for a single issue of a card is ¥10,000. The balance of the card is ¥10,000 (i.e., the card is usable) and the card ID allocated by the issuer of the card is MYCAR003. The classification of the vehicle for which the card is applied for is a light vehicle and the vehicle ID (in this example, the number displayed on the vehicle number plate) is A123B568. The data in the charge table is for the charge area which the driver requests (applies for) directly after the issue of the card, and this data is written on the card by the issuer in accordance with the driver's application. If there is no such application (i.e., writing request), then there is no such writing.
An example of the data in a charge table is shown in Table 11, shown in FIG. 74. The data of one set (one point) of the charge area information in Table 11 is positional information indicating one point on an outline of the charge area. When there are only date of two sets (data of two points), date of each set means the positions of opposite corners in a rectangle (square), and the charge area is rectangular. An example thereof is shown in FIG. 58.

When there are date of more than or equal to three sets, the positions (point) indicated by date of each set are joined in order of the writing of the data sets, and the polygonal area that emerges when the last point is joined with the first point indicates the charge area. Because there are two sets of position (point) data in the example shown in Table 11, the charge area is quadrangular (square). The term of validity of the table indicates the term of validity of the data. The table valid area information shows an outline that is shaped substantially the same as the charge area extended by approximately 600 meters outside the outline of a charge area prescribed in the charge area information. When a plurality of charge areas are set, this table valid area information is for allowing a charge table of a charge area that is near to it to be selected in the vehicle.

Card issuing and toll settlement spots (card issuing and toll settlement booths) 771-773 issue IC cards CRD. These spots (service centers) are provided in locations that provide easy access for a driver and that are as close as possible to areas where the charge areas are set, such as in the vicinity of the notification station 730, in the catchment area of the notification station 730, outside the catchment area of the notification station 730, or the like. For example, they may be provided in local government buildings or branches thereof in the area in which the charge area is set. In these spots, new IC cards can be issued, lost or damaged cards can be reissued, unpaid tolls (card balances in arrears) can be settled, and prepaid deposits can be increased (i.e. card balances increased) in accordance with the wishes of a driver by a service operator or by an automatic machine. When these processesings are performed, the processing data is transmitted to the notification station 730 via a public phone network and an exchange 760. In accordance with the received processing data, the notification station 730 updates the data in the observation database WDB when a new card is issued, a lost or damaged card is reissued, or a prepaid deposit is increased, and updates the data in the arrears database CDB when an unpaid toll is settled.

The structure of the notification station 730 is shown in FIG. 54. In the notification station 730 there is a wireless communication device 731 that modulates transmission data from a controller 732 into radio wave signals and sends it to an antenna 740, and also receives radio waves via the antenna 740, demodulates the received data and feeds it to the controller 732. The controller 732 is a computer system that is centered around a microprocessor (MPU) and is provided with an input/output interface. A terminal PC (a complete set comprising a personal computer, display unit, keyboard, mouse, printer), a charge database (memory) FDB, and an information control unit 733 are connected to the controller 732. The arrears database CDB, the observation database WDB, and the entry/exit vehicle database TDB are connected to the information control unit 733.

A modem 734 is connected to the controller 732. The controller 732 is able to perform sound and data transmission with the control center 50 (FIG. 52) via this modem and the public communication circuit exchange 760 (FIG. 52).

FIGS. 55A and 55B and FIGS. 56A and 56B show outlines of the notification control operation of the (CPU of the) notification control ECU 702. FIGS. 55A and 55B will be looked at first. The notification control ECU 702 waits for the ignition switch IGsw to be closed (SI: HI), and when the ignition switch is closed, the notification control ECU 702 registers the data of the card CRD in its internal memory via the card reader 705 (steps S1 to S4). If no card CRD has been loaded, the notification control ECU 702 waits for a card to be loaded and then registers the data of the card CRD in internal memory. Note that, in the description below, inside the brackets the word “step” has been omitted with only the step number and the letter S denoted.

Next, the card balance in the read card data is displayed on the display unit 704 (S5). Next, the notification control ECU 702 starts the timer Tc for the time limit Tc (S6). A data transmission request is then made to the GPS information processing ECU 720, and data of the current position (ground position), the direction of travel, and the date and time is received from the GPS information processing ECU 720 and written to internal memory. The charge area information in the card data registered in internal memory is also sent to the GPS information processing ECU 720 (S7). When this charge area information is received, the GPS information processing ECU 720 adds the charge area display (half tone dot meshing) to the corresponding area of the map displayed on the display device 724 that corresponds to the charge area indicated by the charge area information.

Next, the notification control ECU 702 checks whether the date and time received from the GPS information processing ECU 720 are within the period in which the table is valid in the charge table registered in internal memory, or whether the current position received from the GPS information processing ECU 720 is within the area in which the table is valid (the table valid area) shown in the information of the area in which the table is valid (the table valid area information) in the charge table registered in internal memory (S80). If the date and time are outside the period in which the table is valid, or if the current position is outside the area in which the table is valid, then in this case, the charge table does not fit the current area. Therefore, a charge table request is transmitted via the antenna ANTI (S9). At this time, the charge table request is transmitted together with the vehicle ID and card ID in the card data, the direction date and the position obtained from the GPS

<table>
<thead>
<tr>
<th>Item of information</th>
<th>Content of information</th>
</tr>
</thead>
<tbody>
<tr>
<td>Card ID</td>
<td>MYCAR0003</td>
</tr>
<tr>
<td>Card balance</td>
<td>100000</td>
</tr>
<tr>
<td>Vehicle classification</td>
<td>Light vehicle</td>
</tr>
<tr>
<td>Vehicle ID</td>
<td>A123HR568</td>
</tr>
<tr>
<td>Charge table</td>
<td>... (Table 11)</td>
</tr>
</tbody>
</table>
information processing ECU 720. When the notification station 730 receives the charge table request, it saves the card ID, the vehicle ID, the position, and the direction data in internal memory, and transmits the charge table (Table 11) in the charge database FDB (S41-S44 in FIG. 47).

[0594] When it receives this charge table, the notification control ECU 702 checks whether the date and time are within the period in which the table is valid in the charge table, or whether the current position received from the GPS information processing ECU 720 is within the area in which the table is valid shown in the information of the area in which the table is valid (S86). If the date and time are within the period in which the table is valid, and if the current position is within the area in which the table is valid, the notification control means 702 registers (replaces with new data) the received charge table in internal memory and in the IC card CRD (S10-S11).

[0595] Next, looking at FIG. 56, thereafter the notification control ECU 702 checks at the time cycle Tc whether the current position is within a charge area indicated by the charge area information in the charge table or outside the charge areas (S12, S13, S25-S21-S26 to S86-S12, S13). If it is outside a charge area, and if the direction of travel is one that is approaching a charge area, then when the position is within 500 meters from the charge area, “charge area 500 meters ahead” is displayed on the display device 704 along with charge table information (Table 11; however, the charge area information and the information of the area in which the table is valid are excluded). At the same time, notification such as “charge area is 500 meters ahead” is made by voice synthesis via the voice synthesizing unit 710 and the speaker SP (S13-S16 to S20). Moreover, when the current position is within 400 meters from the charge area, the display “charge area 400 meters ahead” on the display device 704 is altered to “charge area 400 meters ahead”, and a notification of “charge area is 400 meters ahead” is also made (S13-S16-S17-S21 to S24).

[0596] Note that the charge area is displayed in superposition on the map displayed on the display device 724 in the step 57 repeated in the cycle Tc. Moreover, because the current position of the vehicle is shown on the displayed map as a direction attached index, the driver can recognize the position of the vehicle relative to the charge area and the direction of travel from the display on the display device 724.

[0597] When the vehicle enters a charge area, the notification control ECU 702 writes “1” in the register (internal memory) so as to show that the vehicle has entered the area in which a charge is applied, and clears the information showing that the vehicle is within 500 meters of the charge area, and is within 400 meters of the charge area (RPF and RPS data in the register) (S27), and performs “charge processing” (S28).

[0598] In the charge processing (S28), the notification control ECU 702 extracts the toll for the vehicle classification in the card data from the charge tables registered in the internal register, and the card balance in the card data in the internal memory is updated to a value reduced by the amount of the toll, and also similarly updates the data of the IC card CRD (S28). The balance displayed (displayed in S5) on the display unit 704 is also updated (S29). The notification control ECU 702 then transmits the vehicle entry notification data showing that the vehicle has entered the charge area to the notification station 730. At this time, the vehicle ID and the card ID in the card data, as well as the current direction and position obtained from the information processing ECU 720, and the card balance are transmitted (S30). When the notification station 730 receives this vehicle entry notification, the card ID, the vehicle ID, the position, the direction, and the card balance are saved in the internal memory, and the information in the database is updated correspondingly to the contents of these sets of data. These contents are described below. The notification control ECU 702 checks whether the card balance is a negative value (insufficient toll payment) (S31), and if the card balance is a negative value, displays “insufficient payment-settlement required” on the display device 704. Notification such as “card balance is insufficient. Please settle debt” by voice synthesizer is also made using the voice synthesizing unit 710 and the speaker SP (S32).

[0599] After the above described “charge processing” has been executed when a vehicle has entered the charge area, the data in the register RAIE is set at 1, therefore, because the routine proceeds from step 26 to step 25, there is no repetition of the “charge processing” within the same charge area. When the position of the vehicle departs from the charge area, the notification control ECU 702 advances from step S12 to S13, and in step S14, the data in the register RAIE is altered to 0 to indicate an area outside the charge area. Vehicle departure notification (i.e. that the vehicle has departed from the charge area) is then made to the notification station (S15). Namely, vehicle departure data showing that the vehicle has departed from the charge area is transmitted to the notification station 730. At this time, the vehicle ID and the card ID in the card data, as well as the current direction and position obtained from the GPS information processing ECU 720 are transmitted (S15). When the notification station 730 receives this vehicle departure notification, the card ID, the vehicle ID, the position, and the direction are saved in the internal memory, and the information in the database is updated correspondingly to the contents of these sets of data. These contents are described below.

[0600] After the vehicle departure notification (S15), because the direction in which the vehicle is traveling is now a direction moving away from the charge area, which the vehicle has just transited, the notification control ECU 702 advances from step S16 to step S25, and the relative distance notification relating to the charge area (S17 to S24) is not performed.

[0601] When the vehicle transits one charge area (the first charge area) as described above and travels towards another charge area (the second charge area), when the (current position of the) vehicle leaves the area in which the table is valid that is indicated by the table valid area information of the first charge table representing the first charge area, the notification control ECU 702 moves from step S86 to S9 and transmits a charge table request. This transmission wave is received by a first notification station (S30) addressed in the first charge area, and the first notification station transmits the first charge table. When the notification control ECU 702 receives the first charge table, in step S86, the charge table received is determined to be invalid. As a result, even if the notification control ECU 702 receives the first charge table after the vehicle has left the area in which the table is valid
that is indicated by the table valid area information of the first charge table representing the first charge area, this is not written on the IC card CRD or the internal memory.

[0602] When the (current position of the) vehicle enters the table valid area of the second charge area, the notification control ECU 702 writes the second charge table transmitted by the second notification station in internal memory and on the IC card CRD, and notification control is performed in the manner described above according to the data.

[0603] As described above, when a vehicle reaches a point 500 meters before a charge area, that fact is notified to the driver via the display device 704 and the speaker 5P, and information on the charge area is displayed on the display device 704. In addition, a notification is again made when the vehicle reaches a point 400 meters before the charge area. Therefore, the driver has enough time to decide whether or not to enter a charge area, and has enough time to choose a detour route.

[0604] FIGS. 57A and 57B show an outline of the notification processing of the controller 732 of the notification station 730 shown in FIG. 54. When the notification control ECU 702 of the in-vehicle notification device 701 of the vehicle transmits a charge table request in step S9 including the card ID, the vehicle ID, the position, and the direction, the controller 732 of the notification station 730 receives the request and saves data representing the card ID, vehicle ID, position, and direction in internal memory, and in response to this request (S41, S42), transmits a charge table in the database FDB via the antenna 740 (S44). A search is then made (S45) via the control unit 733 as to whether or not the received card ID or vehicle ID is the ID of a vehicle that has been in a collision, or has been stolen, or whether the card is a problem card (i.e., lost or damaged, stolen, scrapped through reissue, or illegally copied) stored in the observation database WDB. If the card ID or vehicle ID is one of the above, the card ID, the vehicle ID, the vehicle ID-vehicle No. . . . . , the contents of the problem, the current position (reception data), and the current time are displayed on the terminal PC display unit and printed out as an observation data set, and are also transmitted to the control center 750 and card issuing and toll settlement booths 771 to 773. These are able to perform data registration or take action in accordance with the content of the problem.

[0605] The notification control ECU 702 of the in-vehicle notification device 701 transmits vehicle entry notification data showing that a vehicle has entered a charge area. When the controller 732 of the notification station 730 receives this, the controller 732 saves the card ID, the vehicle ID, the current position, the direction, and the card balance in internal memory, specifies the entry road (the entrance/exit to the area) based on the position data, and increments by one the number of vehicles that have entered at this entry road in the entry and departure vehicle database TDB (S48). A check is then made as to whether or not the card balance is negative (minus) (S49). If the card balance is negative, the data (card ID, vehicle ID, current position, direction, and card balance) is supplied to the terminal PC and displayed on the display and printed out. A check is then made via the control unit 733 as to whether the card ID or vehicle ID are in the arrears database CDB. If they are in the arrears database, the card balance of the relevant item in the arrears database CDB is updated to the new value. If they are not in the arrears database, this newly acquired data (card ID, vehicle ID, current position, direction, and card balance) is registered for the first time in the arrears database CDB (S50). The ID check and the like described above (S45, S46) are then performed.

[0606] The notification control ECU 702 of the in-vehicle notification device 701 transmits vehicle departure notification data showing that a vehicle has departed from a charge area. When the controller 732 of the notification station 730 receives this (S53), the controller 732 saves the card ID, the vehicle ID, the current position and the direction in internal memory, specifies the departure road (the entrance/exit to the area) based on the position data, and increments by one the number of vehicles that have departed at this departure road in the entry and departure vehicle database TDB (S54). The ID check and the like described above (S45, S46) are then performed.

[0607] When the transmitted settlement data (the card ID, the vehicle ID and the card balance) is sent from the card issuing and toll settlement spots 771 to 773, if the received card balance is positive, the controller 732 erases the data of the relevant ID in the arrears database CDB (erases the arrears register). If the card balance is still negative (minus), the card balance of the relevant ID is updated to the received card balance.

[0608] The data of the databases CDB, FDB, WDB, and TDB can be controlled (i.e., read, transferred, output, written, and erased) by the terminal PC and the control center 750. When the terminal PC or control center 750 accesses the controller 732, the controller 732 performs data processing (i.e., reading, transferring, outputting, writing, and erasure) in accordance with the instruction thereof (S58). The control center 750 is intended to carry out traffic control and charge collection control inside and outside the charge area, as well as observation and tracking of problem cards and vehicles. In order to carry out traffic control, the control center 750 regularly, and when appropriate, refers to the data in the vehicle entry and departure database TDB, and calculates the number of vehicles present within the charge area (the sum of the number of vehicles that have entered each charge area minus the number of vehicles that have exited each charge area) and differential values thereof (congestion trends, easing trends) for predetermined time spots so as to ascertain the trends in the traffic volume. The control center 750 publicly reports traffic information over short time periods, and over long time periods corrects or abolishes the charge tables. In the toll collection control, the task of collecting an unpaid toll from (the owner of) the vehicle for which the absolute value of the negative value of the card balance in the arrears database CDB is the large is performed. Data of the observation database WDB is used for finding problem cards and vehicles.

[0609] An emergency notification switch is formed in an operation/display board 703 connected to the notification control ECU 702 of the in-vehicle notification device 701. When the driver operates this switch, the notification control ECU transmits a predetermined cycle emergency data that includes the vehicle ID, the current position, and the direction via the antenna ANTI. When it receives this, the notification station 730 displays the fact that an emergency has occurred, the vehicle ID, the current position, and the
direction on the terminal PC and also prints out this information. It also transmits the emergency data to the control center 750 (551, 552).

[0610] The example described above is a charge system in which the inner side of each interchange in a highway road network (i.e., the highway), intermediate points, specific areas in a surface road network, and the like are set as charge areas, and a charge is made on vehicle transiting these locations. However, the present invention is not limited only to a charge system, and may also be implemented in a traffic information system for reporting information on traffic regulations in specific areas, or congestion information or the like, or in an automatic notification system for giving guidance and warnings (i.e., comments on areas, guidance, items of caution within an area, entry prohibitions, danger warnings) relating to specific areas.

NINTH EMBODIMENT

[0611] In the present embodiment, the present invention is applied to an automatic charge system for performing the charge processing of a toll facility (area in which a charge is applied) automatically. Note that, because the present embodiment is substantially the same as the above embodiments, the same portions are given the same descriptive symbols and a detailed description thereof is omitted.

[0612] The conceptual structure according to the present embodiment is the same as that structure shown in FIG. 52. Note that, in the present embodiment, because the charge processing device 701 also functions as a charge processing device incorporated into a vehicle, in the description below, the charge processing device 701 in FIG. 53 is described as the in-vehicle charge device 701.

[0613] The in-vehicle charge device 701 serving as a charge processing device incorporated into a vehicle communicates with the notification station 730 via the in-built telephone unit 708 and the antenna ANT1 so as to exchange data therewith. Moreover, radio waves are received from satellites via the GPS antenna ANTg enabling the position and direction of travel of the vehicle to be recognized using the inbuilt GPS position measuring device (720 to 728: described below), and these are displayed together with a map displaying the area being traversed. When the number of receivable satellites is insufficient or when the wave reception from the satellite is insufficient, the missing information is supplemented by calculating the vehicle position by detecting the direction using a gyro and estimating the traveling speed. Alternatively, vehicle position recognition is performed.

[0614] Next, the in-vehicle charge device 701 will be described. Note that the structure of the in-vehicle charge device 701 is the same as the structure in FIG. 53: Direct current voltage +B from the battery in the vehicle is constantly supplied to the in-vehicle charge device 701. A power supply circuit PSC supplies operating voltage to the CPUs of the GPS information processing ECU 720 and the charge control ECU 702. As a result, data is constantly held (stored) in the internal memory of the CPU of the charge control ECU 702 and is stored in the internal memory that is outside the CPU but is inside the charge control ECU 702.

[0615] When the vehicle ignition switch (interruption instruction means) IGsw is closed (i.e., the vehicle power supply is turned on), the power supply circuit PSC supplies operating voltage to all circuits of the in-vehicle charge device 701. The opening of the ignition switch IGsw (SiL) instructs that the measuring of the length of time elapsed with the vehicle staying inside the charge area is to be ended (interrupted). The closing of the ignition switch IGsw (SiH) instructs that the measuring of the length of time elapsed with the vehicle staying inside the charge area is to be continued.

[0616] The GPS position measuring device (720-728) is provided with a receiving antenna ANTg, a GPS receiver 721, a GPS demodulator 722, a display device 724, a piezoelectric vibrating gyro 725, an altitude sensor 726, a GPS information processing ECU (Electronic Control Unit) 720, an operating board 723, a map search engine 727, and a map database 728. The 1.57542 GHz radio waves transmitted from each of the GPS satellites are received by the GPS receiver 721 via the receiving antenna ANTg, and the information contained in the radio waves, namely, information such as a function indicating the orbit of the satellites and the time and the like is demodulated by the GPS demodulator 722, and input into the GPS information processing ECU 720. The GPS information processing ECU 720 is a computer system based on mainly a microprocessor (CPU) and provided with an Almacan data memory and memory for a data buffer as well as an input/output interface (an electric or electronic circuit). The CPU generates information indicating the position of its host vehicle (latitude, longitude, altitude) based on the information transmitted from the GPS satellites, and the search engine 727 reads map data of a page (screen) that includes the position from the map database 728 and displays this on the display device 724. The current position index that also shows the direction of travel is also displayed as well as the current position on the display unit.

[0617] The basic structures of the reception antenna ANTg, the GPS receiver 721, the GPS demodulator 722, and the display device 724, as well as the basic operation of the GPS information processing ECU 720 are the same as the structural elements of known devices already available on the market.

[0618] However, in order to implement the present invention, a program is added to the operating program of the GPS information processing ECU 720 that performs the following. Namely, the current position (ground position) of a vehicle (i.e., the in-vehicle charge device 701), the direction of travel, and the current time are transmitted to the charge control ECU 702 in response to a data transmission request from the charge control ECU 702. The charge control ECU 702 reads the transmitted charge area information and stores it in internal memory. The charge area is then displayed in superposition (as a half-tone dot meshing) in the area defined by the charge area information, namely, the charge area on the map displayed on the display device 724.

[0619] Analog signals output by the piezoelectric vibrating gyro 725 and the altitude sensor 726 are each input into the GPS information processing ECU 720, and the CPU of the ECU 720 reads the signals after converting them into digital data via an A/D converter. Information output from the GPS demodulator 722 and information for controlling the GPS demodulator 722 is input into or output from the CPU via the I/O port of the GPS information processing ECU 720.
[0620] The GPS information processing ECU 720 calculates three-dimensional coordinates $X_0$, $Y_0$, $Z_0$ of the position of its host vehicle with a "3 satellite position measuring calculation" or a "4 satellite position measuring calculation".

[0621] In the "3 satellite position measuring calculation", in a predetermined three dimension simultaneous equation three sets of data received from three satellites are each substituted as parameters, and by solving this simultaneous equation, any error in the clock on the receiving side, latitude and longitude of the reception point, which are unknown numbers, are determined. The altitude of the reception point is determined, in this example, by calculating from the signal output from the altitude sensor 726, and is substituted into the simultaneous equation as known data. In the "4 satellite position measuring calculation", in a predetermined four dimension simultaneous equation four sets of data received from four satellites are each substituted as parameters, and by solving this simultaneous equation, any error in the clock on the receiving side, latitude, longitude, and altitude of the reception point, which are unknown numbers, are determined. In addition, because any error in the clock on the receiving side can be determined by performing the position measuring calculation of any of these, the time of the internal clock can be corrected based on this error information.

[0622] When the ground position information is calculated by GPS position measurement, the GPS information processing ECU 720 calculates the direction in which the vehicle is traveling by a comparison with the previously calculated ground position. On the basis of this time calculated ground position, map data of the one page (one screen) that includes the current position is read from the map data memory 728 and is displayed on the display device 724. A current position index that also shows direction of travel is displayed at the current position on the display. In addition, when at least a portion of the area defined by the charge area information, namely the charge area, received from the charge control ECU 702 and saved in the internal memory is included in the area displayed on the display device 724, the charge area is displayed in superposition (in half-tone dot meshing) over the area on the display screen. This additional display allows the driver to recognize area in which a charge is applied on the display screen of the display device 724.

[0623] The charge control ECU 702 is also a computer system centered around a microprocessor (CPU) and provided with an input/output interface (an electric or electronic circuit). The CPU is able to exchange transmissions of various types of information with the notification station 730 via the antenna AN71, the telephone unit 708, and the modem 707. The extension serial input/output board 706 performs the serial input and output of data, as well as serial/parallel conversion input and output.

[0624] The voice of the driver that is input using the microphone MIC is converted into digital data indicating letters of words via a voice recognition unit 709, and is input into the CPU of the charge control ECU 702. Furthermore, the CPU notifies (aurally informs) the driver when necessary of messages (output information) using the in-vehicle speaker SP via the voice synthesizing unit 710 and the switching switch SW711. When voice data is output from the CPU, the switching switch SW711 switches the connection between the in-vehicle audio and the speakers SP to a connection between the voice synthesizing unit 710 and the speakers SP. At this time, the CPU simultaneously displays the message conveyed to the driver by voice via the vehicle speaker SP alphabetically on the display unit 704. As a result, the driver is able to confirm a message from the CPU both aurally and visually.

[0625] A card reader 705 for reading and writing data on an IC card CRD is connected to the charge control ECU 702. When an IC card CRD is inserted into a card insertion slot, and when the charge control ECU 702 requests a data transmission, the card reader 705 reads the data stored on the IC card CRD and transmits it to the charge control ECU 702. When the card reader 705 receives writing data from the charge control ECU 702, it overwrites (i.e. replaces previous data with this new writing data) this data in the IC card CRD.

[0626] The information stored on the IC card is shown in Table 12. In the example shown in Table 12, the amount for a single issue of a card is ¥10,000. The balance of the card is ¥10,000 (i.e. the card is unused) and the card ID allocated by the issuer of the card is MYCAR003. The classification of the vehicle for which the card is applied for is a light vehicle and the vehicle ID (in this example, the number displayed on the vehicle number plate) is A123B568. The data in the charge table is for the charge area which the driver requests (applies for) directly after the issue of the card, and this data is written on the card by the issuer in accordance with the driver’s application. If there is no such application (i.e. a writing request), then there is no such writing.

<table>
<thead>
<tr>
<th>Item of information</th>
<th>Content of information</th>
</tr>
</thead>
<tbody>
<tr>
<td>Card ID</td>
<td>MYCAR003</td>
</tr>
<tr>
<td>Card balance</td>
<td>¥10,000</td>
</tr>
<tr>
<td>Vehicle classification</td>
<td>Light vehicle</td>
</tr>
<tr>
<td>Vehicle ID</td>
<td>A123B568</td>
</tr>
<tr>
<td>Charge table</td>
<td>... (Table 13)</td>
</tr>
</tbody>
</table>

[0627] Three examples of charge table data are shown in Tables 13 (FIG. 75), 14 (FIG. 76), and 15 (FIG. 77). The charge table in the time units shown in FIG. 75 is used for charging the vehicle in the charge area indicated by the charge area information a toll that corresponds to the length of time that the vehicle is inside the area except parking not parked. The charge table in the distance units shown in FIG. 76 is used for charging a toll that corresponds to the distance traveled by a vehicle inside an area. The charge table charging for each entry shown in FIG. 77 is used for charging a toll that corresponds to the number of entries (uses).

[0628] The data of one set (one point) of the charge area information in the charge tables is positional information indicating one point on an outline of the charge area. When there are only date of two sets (data of two points), date of each set means the positions of opposite corners in a rectangle (square), and the charge area is rectangular (an example thereof is the same as that shown in FIG. 58).

[0629] When there are date of more than or equal to three sets, the positions (points) indicated by date of each set are
joined in order of the writing of the data sets, and the polygonal area that emerges when the last point is joined with the first point indicates the charge area. Because there are two sets of position (point) data in the examples shown in Tables 13 to 15, the charge area is quadrangular (square). The toll information is differentiated by time slot and by type of vehicle.

[0630] The term of validity of the table indicates the term of validity of the data. The information of the area in which the table is valid shows an outline that is shaped substantially the same as the charge area extended by approximately 600 meters outside the outline of a charge area prescribed in the charge area information. When a plurality of charge areas are set, this information of the area in which the table is valid is for allowing a charge table of a charge area that is near to it to be selected in the vehicle.

[0631] The card issuing and toll settlement spots (card issuing and toll settlement booths) 771-773 (see FIG. 52) issue IC cards CRD. These spots (service centers) are provided in locations that provide easy access for a driver and that are as close as possible to areas where the charge areas are set, such as in the vicinity of the notification station 730, in the catchment of the notification station 730, outside the catchment area of the notification station 730, or the like. For example, they may be provided in local government buildings or branches thereof in the area in which the charge area is set. In these spots, new IC cards can be issued, lost or damaged cards can be reissued, unpaid tolls (card balances in arrears) can be settled, and prepaid deposits can be increased (i.e. card balances increased) in accordance with the wishes of a driver by a service operator or by an automatic machine. When these processes are performed, the processing data is transmitted to the notification station 730 via a public phone network and an exchange 760. In accordance with the received processing data, the notification station 730 updates the data in the observation database WDB when a new card is issued, a lost or damaged card is reissued, or a prepaid deposit is increased, and updates the data in the arrears database DDB when an unpaid toll is settled.

[0632] The structure of the information station 730 is shown next. Note that the structure of the information station 730 is the same as the structure shown in FIG. 54. In the notification station 730 there is a wireless communication device 731 that modulates transmission data from a controller 732 into radio wave signals and sends it to an antenna 740, and also receives radio waves via the antenna 740, demodulates the received data and feeds it to the controller 732. The controller 732 is a computer system that is centered around a microprocessor (MPU) and is provided with an input/output interface. A terminal PC (a complete set comprising a personal computer, display unit, keyboard, mouse, printer), a charge database (memory) FDB, and an information control unit 733 are connected to the controller 732. The arrears database DDB, the observation database WDB, and the entry/exit vehicle database TDB are connected to the information control unit 733.

[0633] A modem 734 is connected to the controller 732. The controller 732 is able to perform sound and data transmission with the control center 50 (FIG. 52) via this modem and the public communication circuit exchange 760 (FIG. 52).

[0634] An outline of the charge control operation of the (CPU of) the charge control ECU 702 is shown in FIGS. 59 and 60A and 60B. FIG. 59 will be looked at first. The charge control ECU 702 waits for the ignition switch Igsw to be closed (Si: H), and when the ignition switch is closed, the charge control ECU 702 registers the data of the card CRD in its internal memory via the card reader 705 (steps M1 to M4). If no card CRD has been loaded, the charge control ECU 702 waits for a card to be loaded and then registers the data of the card CRD in internal memory. Note that, in the description below, inside the brackets the word “step” has been omitted with only the step number and the letter M denoted.

[0635] Next, the card balance in the read card data is displayed on the display unit 704 (M5). Next, the charge control ECU 702 starts the timer Tc for the time limit Tc (M6). A data transmission request is then made to the GPS information processing ECU 720, and data of the current position (ground position), the direction of travel, and the date and time is received from the GPS information processing ECU 720 and written to internal memory. The charge area information in the card data registered in internal memory is also sent to the GPS information processing ECU 720 (M7). When this charge area information is received, the GPS information processing ECU 720 adds the charge area display (half tone dot meshing) to the corresponding area of the map displayed on the display device 724 that corresponds to the charge area indicated by the charge area information.

[0636] Next, the charge control ECU 702 checks whether the date and time received from the GPS information processing ECU 720 are within the period in which the table is valid in the charge table registered in internal memory, or whether the current position received from the GPS information processing ECU 720 is within the area in which the table is valid, and the location information in the data is within the area in which the charge area is set (M8). If the date and time are outside the period in which the table is valid, or if the current position is outside the area in which the table is valid, then in this case, the charge table does not fit the current area. Therefore, a charge table request is transmitted via the antenna ANT (M9). At this time, the charge table request is transmitted together with the vehicle ID and card ID in the card data, the position obtained from the GPS information processing ECU 720, and the direction data. When the notification station 730 receives the charge table request, it saves the card ID, the vehicle ID, the position, and the direction data in internal memory, and transmits the charge table (Table 13, 14, or 15) in the charge database FDB (M41-M44 in FIG. 61).

[0637] When it receives this charge table, the charge control ECU 702 checks whether the date and time are within the period in which the table is valid in the charge table, or whether the current position received from the GPS information processing ECU 720 is within the area in which the table is valid shown in the information of the area in which the table is valid (M10, M11). If the date and time are within the period in which the table is valid, and if the current position is within the area in which the table is valid, the charge control ECU 702 registers (replaces with new data) the received charge table in internal memory and in the IC card CRD (M12).
[0638] Next, as seen in FIG. 59, thereafter the charge control ECU 702 checks at the time cycle Tc whether the current position is within a charge area indicated by the charge area information in the charge table or outside the charge areas (M13 to M34-M1 to M11-M13). If it is outside a charge area, and if the direction of travel is one that is approaching a charge area, then when the position is within 500 meters from the charge area, “charge area 500 meters ahead” is displayed on the display device 704 along with charge table information (however, the charge area information and the information of the area in which the table is valid are excluded). At the same time, notification such as “charge area is 500 meters ahead” is made by voice synthesis via the voice synthesizing unit 710 and the speaker SP (M13 to M19).

[0639] Moreover, when the current position is within 400 meters from the charge area, the display “charge area 500 meters ahead” on the display unit 704 is altered to “charge area 400 meters ahead”, and a notification of “charge area is 400 meters ahead” is also made (M13 to M16-M20 to M23).

[0640] Note that the charge area is displayed in superposition on the map displayed on the display device 724 in the step M7 repeated in the cycle Tc. Moreover, because the current position of the vehicle is shown on the displayed map as a direction attached index, the driver can recognize the position of the vehicle relative to the charge area and the direction of travel from the display on the display unit 724.

[0641] When the vehicle enters a charge area, the charge control ECU 702 writes “1” in the register (internal memory) so as to show that the vehicle has entered the area in which a charge is applied, and clears the information showing that the vehicle is within 500 meters of the charge area, and is within 400 meters of the charge area (RPF and RPS data in the register) (13, 24, 25), and notifies the notification station 730 that a vehicle has entered the charge area (M26). At this time, an entry report with data indicating the vehicle ID and the card ID in the card data, as well as the current position and direction obtained from the GPS information processing ECU 720, and the card balance attached thereto is transmitted to the notification station 730. When the notification station 730 receives this vehicle entry notification, the card ID, the vehicle ID, the position, the direction, and the card balance are saved in the internal memory, and the information in the database that corresponds to the contents of these sets of data is updated. These contents are described below.

[0642] While the current position is inside the charge area, the charge control ECU 702 repeatedly executes the “intermediate charge processing” (M27) at a cycle Tc. In this “intermediate processing” (M27), the toll information in the charge tables (charge tables of the IC card CRD) in internal memory is referred to and a check is made as to whether the charge table is for a time charge (Table 13), for a distance traveled (Table 14), or for a charge per transit (use) (Table 15). If the charge table is for a charge per transit, the routine proceeds to the next step M34.

[0643] When the charge table is for a time charge (Table 13), the toll Ft/hour for the current time for the vehicle classification (light, medium, heavy) registered in the IC card CRD is extracted from the charge table and the time toll AFA for the time Tc (seconds) is calculated as follows:

\[ AFA = Tc \times \text{rate} \times \text{Ft} / 3600. \]

[0644] The sum (RAF+AFI), the value RAF of the toll accumulation thus far, as indicated by the data in the toll accumulation register RAF allocated in the internal memory of the charge control ECU 702, is calculated, and this sum (RAF+AFI) is updated in the toll accumulation register RAF (M27).

[0645] When the charge table is for a distance traveled charge (Table 14), the toll Fd/Km for the current time for the vehicle type classification (light, medium, heavy) registered in the IC card CRD is extracted from the charge table and the travel toll AfD for the time Tc (seconds) is calculated as follows:

\[ AfD = Tc \times \text{rate} \times \text{Fd} / 3600. \]

[0646] The sum (RAF+AfD), the value RAF of the toll accumulation thus far, as indicated by the data in the toll accumulation register RAF allocated in the internal memory of the charge control ECU 702, is calculated, and this sum (RAF+AfD) is updated in the toll accumulation register RAF (M27).

[0647] If the (current position of the) vehicle departs from the charge area, the charge control ECU 702 advances from steps M13 and M14 to step M28. If step M28, the data in the register RAF is altered to “0” which indicates that the vehicle has left the charge area, and the “charge deduction processing” (M29) is performed.

[0648] In the “charge deduction processing” (M29), the charge control ECU firstly refers to the charge information in the charge table in internal memory and checks whether or not the charge table is one for when a charge is made for each single transit. If this is the case, the toll that corresponds to the vehicle type classification in the card data in the charge table is extracted and the card balance in the card data in the internal memory is updated to a value from which this toll amount has been deducted. In the same way, the data of the IC card CRD is also updated. The data in the toll accumulation register RAF is then cleared.

[0649] If the charge table is not one for when a charge is made for each single transit, the card balance in the card data in internal memory is updated to a value from which the value of the toll accumulation register RAF has been deducted. In the same way, the data of the IC card CRD is also updated. The data in the toll accumulation register RAF is then cleared.

[0650] Next, the charge control ECU 702 updates the balance displayed (displayed in step M5) on the display device 704 (M30) and transmits the vehicle departure notification data to the notification station 730. At this time, the vehicle ID and the card ID in the card data, as well as the current position and direction obtained from the GPS information processing ECU 720, and the card balance are also transmitted (M31). When it receives this vehicle departure notification, the notification station 730 saves the card ID, the vehicle ID, the position, the direction, and the card balance in internal memory, and the information in the database is updated correspondingly to the contents of these sets of data. These contents are described below.

[0651] The charge control ECU 702 checks whether or not the card balance is a negative value (insufficient toll payment) (M32), and if the card balance is a negative value, displays “insufficient payment-settlement required” on the
display device 704. Notification such as "card balance is insufficient. Please settle debt" by voice synthesizer is also made using the voice synthesizing unit 710 and the speaker SP (M35).

[0652] After the vehicle departure notification (M31), because the direction in which the vehicle is traveling is a direction away from the charge area just transited, the charge control ECU 702 advances from step M15 to step M32 and does not execute the relative distance notification for the charge area (M16 to M23).

[0653] When the vehicle transits one charge area (the first charge area) as described above and travels towards another charge area (the second charge area), when the (current position of the) vehicle leaves the area in which the table is valid that is indicated by the table valid area information of the first charge table representing the first charge area, the charge control ECU 702 moves from step M8 to M9 and transmits a charge table request. This transmission wave is received by a first notification station (M30) addressed in the first charge area, and the first notification station transmits the first charge table. When the charge control ECU 702 receives the first charge table, the charge table received in step M10 is determined to be invalid. As a result, even if the charge control ECU 702 receives the first charge table after the vehicle has left the area in which the table is valid that is indicated by the table valid area information of the first charge table representing the first charge area, this is not written on the IC card CRD or the internal memory. When the (current position of the) vehicle enters the table valid of the second charge area, the charge control ECU 702 writes the second charge table transmitted by an unillustrated second notification station in internal memory and on the IC card CRD, and notification control is performed in the manner described above according to the data.

[0654] As described above, when a vehicle reaches a point 500 meters before a charge area, that fact is notified to the driver via the display device 704 and the speaker SP, and information on the charge area is displayed on the display device 704. In addition, a notification is again made when the vehicle reaches a point 400 meters before the charge area. Therefore, the driver has enough time to decide whether or not to enter a charge area, and has enough time to choose a detour route.

[0655] The check in step M1 as to whether or not the ignition key switch IGsw is closed (S1=H) is intended to determine whether or not the vehicle is parked. When the vehicle enters a charge area in which the above described time toll charge table (Table 13) is applied, then when the ignition key switch IGsw is open (S1=L: an interrupt instruction to interrupt the timing for the charging), the charge control ECU 702 waits for the ignition key switch IGsw to be closed (S1=H: an instruction for the timing for the charging), and does not perform the "intermediate charge processing" of step M27 while waiting. Therefore, the time the vehicle is parked inside the charge area does not fall within the length of time the vehicle has stayed inside the charge area for a charge amount for a two hour toll to be calculated.

[0656] FIG. 61 shows an outline of the notification processing of the controller 732 of the notification station 730 (see FIG. 54). When the charge control ECU 702 of the in-vehicle charge device 701 of the vehicle transmits a charge table request in step M9 that includes the card ID, the vehicle ID, the position, and the direction, the controller 732 of the notification station 730 receives the request and saves data representing the card ID, vehicle ID, position, and direction in internal memory, and in response to this request (M41, M42) transmits a charge table in the database FDB via the antenna 740 (M44). A search is then made (M45) via the control unit 733 as to whether or not the received card ID or vehicle ID is the ID of a vehicle that has been in a collision, or has been stolen, or whether the card is a problem card (i.e., lost or damaged, stolen, scrapped through reissue, or illegally copied) stored in the observation database WDB. If the card ID or vehicle ID is one of the above, the card ID, the vehicle ID=vehicle No. . . . , the contents of the problem, the current position (reception data), and the current time are displayed on the terminal PC display unit and printed out as an observation data file, and are also transmitted to the control center 750 and card issuing and toll settlement booths 771 to 773. These establishments are able to perform data registration or take action in accordance with the content of the problem.

[0657] The charge control ECU 702 of the in-vehicle charge device 701 transmits vehicle departure notification data showing that a vehicle has departed from a charge area. When the controller 732 of the notification station 730 receives this, the controller 732 saves the card ID, the vehicle ID, the current position, the direction, and the card balance in internal memory, specifies the departure road (the entrance/exit to the area) based on the position data, and increments by one the number of vehicles that have departed at this entry road in the entry and departure vehicle database TDB (M48). A check is then made as to whether or not the card balance is negative (minus) (M49). If the card balance is negative, the data (card ID, vehicle ID, current position, direction, and card balance) is supplied to the terminal PC and displayed on the display unit and printed out. A check is then made via the control unit 733 as to whether the card ID or vehicle ID are in the arrears database CDB. If they are in the arrears database, the card balance of the relevant item in the arrears database CDB is updated to the new value. If they are not in the arrears database, this newly acquired data (card ID, vehicle ID, current position, the direction, and card balance) is registered for the first time in the arrears database CDB (M50). The ID check and the like described above (M45, M46) are then performed.

[0658] The charge control ECU 702 of the in-vehicle charge device 701 transmits vehicle entry notification data showing that a vehicle has entered a charge area. When the controller 732 of the notification station 730 receives this (M53), the controller 732 saves the card ID, the vehicle ID, the current position and the direction in internal memory, specifies the entry road (the entrance/exit to the area) based on the position data, and increments by one the number of vehicles that have entered at this entry road in the entry and departure vehicle database TDB (M54). The ID check and the like described above (M45, M46) are then performed.

[0659] When the transmitted settlement data (the card ID, the vehicle ID and the card balance) insert from the card issuing and toll settlement spots 771 to 773, if the received card balance is positive, the controller 732 erases the data of the relevant ID in the arrears database CDB (erases the
arrears register). If the card balance is still negative (minus), the card balance of the relevant ID is updated to the received card balance.

[0660] The data of the databases CDB, FDB, WDB, and TDB can be controlled (i.e. read, transferred, output, written, and erased) by the terminal PC and the control center 750. When the terminal PC or control center 750 accesses the controller 732, the controller 732 performs data processing (i.e. reading, transferring, outputting, writing, and erasure) in accordance with the instruction thereof (M58). The control center 750 is intended to carry out traffic control and charge collection control inside and outside the charge area, as well as observation and tracking of problem cards and vehicles. In order to carry out traffic control, the control center 750 regularly, and when appropriate, refers to the data in the vehicle entry and departure database TDB, and calculates the number of vehicles present within the charge area (the sum of the number of vehicles that have entered each charge area minus the number of vehicles that have exited each charge area) and differential values thereof (congestion trends, easing trends) for predetermined time spots so as to ascertain the trends in the traffic volume. The control center 750 publicly reports traffic information over short time periods, and over long time periods corrects or abolishes the charge tables. In the toll collection control, the task of collecting an unpaid toll from (the owner of) the vehicle for which the absolute value of the negative value of the card balance in the arrears database CDB is the largest is performed. Data of the observation database WDB is used for finding problem cards and vehicle.

[0661] An emergency notification switch is formed in an operation/display board 703 connected to the charge control ECU 702 of the in-vehicle charge device 701. When the driver operates this switch, the charge control ECU transmits in a predetermined cycle emergency data that includes the vehicle ID, the current position, and the direction via the antenna ANTI. When it receives this, the notification station 730 displays the fact that an emergency has occurred, the vehicle ID, the current position, and the direction on the terminal PC and prints out this information. It also transmits the emergency data to the control center 750 (M51, M52).

[0662] The embodiment described above is a charge system in which charges are levied in area units in a road network, and it is possible to set either a portion or all of a highway road network, or specific areas of a general road network as charge areas and to charge vehicles that transit those areas. However, the present invention is not limited only to a road network charge system, and may also be implemented in a tourist area, an event area or the like as an entry fee collection system.

TENTH EMBODIMENT

[0663] In the present embodiment, the present invention is applied to an automatic charge system for performing the charge processing of a toll facility (area in which a charge is applied) automatically. Note that, because the present embodiment is substantially the same as the above embodiments, the same portions are given the same descriptive symbols and a detailed description thereof is omitted.

[0664] The conceptual structure according to the present embodiment is the same as that structure shown in FIG. 52. Note that, in the present embodiment, because the charge processing device 701 also functions as a charge processing device incorporated into a vehicle, in the description below, the charge processing device 701 in FIG. 53 is described as the in-vehicle charge device 701.

[0665] The in-vehicle charge device 701 built into a vehicle communicates with the notification station 730 (control station) via the in-built telephone unit 708 and the antenna ANTI so as to exchange data therewith. Moreover, radio waves are received from satellites via the GPS antenna ANTg enabling the position and direction of travel of the vehicle to be recognized using the inbuilt GPS position measuring device (720 to 728) and these are displayed together with a map displaying the area being transited. When the number of receivable satellites is insufficient or when the wave reception from the satellite is insufficient, the missing information is supplemented by calculating the vehicle position by detecting the direction using a gyro and estimating the traveling speed. Alternatively, vehicle position recognition is performed.

[0666] Next, the in-vehicle charge device 701 will be described. Note that the structure of the in-vehicle charge device 701 is the same as the structure in FIG. 53. Direct current voltage +B from the battery in the vehicle is constantly supplied to the in-vehicle charge device 701. A power supply circuit PSC supplies operating voltage to the CPUs of the GPS information processing ECU 720 and the charge control ECU 702. As a result, data is constantly held (stored) in the internal memory of the CPU of the charge control ECU 702 and in the internal memory that is outside the CPU but is inside the charge control ECU 702.

[0667] When the vehicle ignition switch (interruption instruction means) IGsw is closed (i.e. the vehicle power supply is turned on), the power supply circuit PSC supplies operating voltage to all circuits of the in-vehicle charge device 701. The opening of the ignition switch IGsw (SwL) instructs that the measuring of the length of time elapsed with the vehicle staying inside the charge area is to be ended (interrupted). The closing of the ignition switch IGsw (SwH) instructs that the measuring of the length of time elapsed with the vehicle staying inside the charge area is to be continued.

[0668] The GPS position measuring device (720-728) is provided with a receiving antenna ANTg, a GPS receiver 721, a GPS demodulator 722, a display device 724, a piezoelectric vibrating gyro 725, an altitude sensor 726, a GPS information processing ECU (Electronic Control Unit) 720, an operating board 723, a map search engine 727, and a map database 728. The 1.57542 GHz radio waves transmitted from each of the GPS satellites are received by the GPS receiver 721 via the receiving antenna ANTg, and the information contained in the radio waves, namely, information such as a function indicating the orbit of the satellites and the time and the like is demodulated by the GPS demodulator 722, and input into the GPS information processing ECU 720. The GPS information processing ECU 720 is a computer system based on mainly a microprocessor (CPU) and provided with an almanac data memory and memory for a data buffer as well as an input/output interface (an electric or electronic circuit). The CPU generates information indicating the position of its host vehicle (latitude, longitude, altitude) based on the information transmitted from the GPS satellites, and calculates the direction in which
the vehicle is traveling and the traveling speed based on a time series estimation using the position information. The search engine 727 reads map data of a page (one screen) that includes the position from the map database 728 in accordance with the position information generated by the CPU, and displays this on the display unit 724. The current position index that also shows the direction of travel is displayed on the current position on the display device.

[0669] The basic structures of the reception antenna ANTg, the GPS receiver 721, the GPS demodulator 722, and the display device 724, as well as the basic operation of the GPS information processing ECU 720 are the same as the structural elements of known devices already available on the market.

[0670] However, in order to implement the present invention, a program is added to the operating program of the GPS information processing ECU 720 that performs the following. Namely, the current position (ground position) of a vehicle (i.e. the in-vehicle charge device 701), the direction of travel, the speed of travel, and the current time are transmitted to the charge control ECU 702 in response to a data transmission request from the charge control ECU 702. The charge control ECU 702 reads the incoming charge area information transmission and stores it in internal memory. The charge area is then displayed in superposition (as a half-tone dot meshing) in the area stipulated by the charge area information, namely, the charge area on the map displayed on the display unit 724.

[0671] Analog signals output by the piezoelectric vibrating gyro 725 and the altitude sensor 726 are each input into the GPS information processing ECU 720, and the CPU of the ECU 720 reads the signals after converting them into digital data via an A/D converter. Information output from the GPS demodulator 722 and information for controlling the GPS demodulator 722 is input into or output from the CPU via the I/O port of the GPS information processing ECU 720.

[0672] The GPS information processing ECU 720 calculates three-dimensional coordinates Xs, Ys, Zs of the position of its host vehicle using "3 satellite position measuring calculation" or "4 satellite position measuring calculation".

[0673] In the "3 satellite position measuring calculation", in a predetermined three dimension simultaneous equation three sets of data received from three satellites are each substituted as parameters, and by solving this simultaneous equation, any error in the latitude and longitude of the reception point, which are unknown numbers, as well as in the clock on the receiving side is determined. The altitude of the reception point is determined, in this example, by calculation from the signal output from the altitude sensor 726, and is substituted into the simultaneous equation as known data. In the "4 satellite position measuring calculation", in a predetermined four dimension simultaneous equation four sets of data received from four satellites are each substituted as parameters, and by solving this simultaneous equation, any error in the latitude, longitude, and altitude of the reception point, which are unknown numbers, as well as in the clock on the receiving side is determined. In addition, because any error in the clock on the receiving side can be determined by performing the position measuring calculation of any of these, the time of the internal clock can be corrected based on this error information.

[0674] When the ground position information is calculated by GPS position measurement, the GPS information processing ECU 720 calculates the direction in which the vehicle is traveling and the speed at which the vehicle is traveling by a comparison with the previously calculated ground position. On the basis of this time calculated ground position, map data of the one page (one screen) that includes the current position is read from the map data memory 728 and is displayed on the display unit 724. A current position index that also shows direction of travel is displayed at the current position on the display. In addition, when at least a portion of the area defined by the charge area information, namely the charge area, received from the charge control ECU 702 and saved in the internal memory is included in the area displayed on the display unit 724, the charge area is displayed in superposition (in half-tone dot meshing) over the area on the display screen. This additional display allows the driver to recognize area in which a charge is applied on the display screen of the display unit 724.

[0675] The charge control ECU 702 is also a microcomputer system centered around a microprocessor (CPU) and provided with an input/output interface (an electric or electronic circuit). The CPU is able to exchange transmissions of various types of information with the notification station 730 via the antenna ANTt, the telephone unit 708, and the modem 707. The extension serial input/output board 706 performs the serial input and output of data, as well as serial/parallel conversion input and output.

[0676] The voice of the driver that is input using the microphone MIC is converted into digital data indicating letters of words via a voice recognition unit 709, and is input into the CPU of the charge control ECU 702. Furthermore, the CPU notifies (aurally informs) the driver when necessary of messages (output information) using the in-vehicle speaker SP via the voice synthesizing unit 710 and the switching switch SW711. When voice data is output from the CPU, the switching switch SW711 switches the connection between the in-vehicle audio and the speakers SP to a connection between the voice synthesizing unit 710 and the speakers SP. At this time, the CPU simultaneously displays the message conveyed to the driver by voice via the in-vehicle speaker SP alphabetically on the display unit 704. As a result, the driver is able to confirm a message from the CPU both aurally and visually.

[0677] A card reader 5 (read/write means) for reading and writing data on an IC card CRD (storage means) is connected to the charge control ECU 702. When an IC card CRD is inserted into a card insertion slot, and when the charge control ECU 702 requests a data transmission, the card reader 705 reads the data stored on the card CRD and transmits it to the charge control ECU 702. When the card reader 705 receives writing data from the charge control ECU 702, it overwrites (i.e. replaces previous data with this new writing data) this data in the IC card CRD.

[0678] The information stored on the IC card is shown in Table 16. In the example shown in Table 16, the amount for a single issue of a card is ¥10,000. The balance of the card is ¥10,000 (i.e. the card is unused) and the card ID allocated by the issuer of the card is MYCAR003. The classification of the vehicle for which the card is applied for is a light vehicle and the vehicle ID (in this example, the number displayed on the vehicle number plate) is A123BD68. The
data in the charge table is for the charge area which the driver requests (applies for) directly after the issue of the card, and this data is written on the card by the issuer in accordance with the driver’s application. If there is no such application (i.e., writing request), then there is no such writing.

<table>
<thead>
<tr>
<th>Item of information</th>
<th>Content of information</th>
</tr>
</thead>
<tbody>
<tr>
<td>Card ID</td>
<td>MYCAR003</td>
</tr>
<tr>
<td>Card balance</td>
<td>Y10000</td>
</tr>
<tr>
<td>Vehicle classification</td>
<td>Light vehicle</td>
</tr>
<tr>
<td>Vehicle ID</td>
<td>AT23B968</td>
</tr>
<tr>
<td>Charge table</td>
<td>... (Table 17)</td>
</tr>
</tbody>
</table>

[0679] Three examples of charge table data are shown in Tables 17, 18, and 19. The charge table in the time units shown in FIG. 17 is used for charging the vehicle in the charge area. The charge area information is a toll that corresponds to the length of time that the vehicle is inside the area excepted parking not parked. The charge table in the distance units shown in FIG. 18 is used for charging a toll that corresponds to the distance traveled by a vehicle inside an area. The charge table charging for each entry shown in FIG. 195 is used for charging a toll that corresponds to the number of entries (times used).

[0680] The data of one set (one point) of the charge area information is in the charge tables is positional information indicating one point on an outline of the charge area. When there are only date of two sets (data of two points), date of each set means the positions of opposite corners in a rectangle (square), and the charge area is rectangular (an example thereof is shown in FIG. 58).

[0681] When there are data of more than or equal to three sets, the positions (points) indicated by date of each set of data are joined in order of the writing of the data sets, and the polygonal area that emerges when the last point is joined with the first point indicates the charge area. Because there are two sets of position (point) data in the examples shown in Tables 17 to 19, the charge area is quadrangular (square). The toll information is differentiated by time slot and by type of vehicle.

[0682] The term of validity of the table means the term of validity of the data. The information of the area in which the table is valid shows an outline that is shaped substantially the same as the charge area extended by approximately 600 meters outside the outline of a charge area prescribed in the charge area information. When a plurality of charge areas are set, this information of the area in which the table is valid is used to allow a charge table of a charge area that is near to it to be selected in the vehicle.

[0683] The card issuing and toll settlement spots (card issuing and toll settlement booths) 771-773 (see FIG. 52) issue IC cards CRD. These spots (service centers) are provided in locations that provide easy access for a driver and that are as close as possible to areas where the charge areas are set, such as in the vicinity of the notification station 730, in the area under the jurisdiction of the notification station 730, outside the area under the jurisdiction of the notification station 730, or the like. For example, they may be provided in local government buildings or branches thereof in the area in which the charge area is set. In these spots, new IC cards can be issued, lost or damaged cards can be reissued, unpaid tolls (card balances in arrears) can be settled, and prepaid deposits can be increased (i.e., card balances increased) in accordance with the wishes of a driver by a service operator or by an automatic machine. When these proceedings are performed, the processing data is transmitted to the notification station 730 via a public phone circuit and an exchange 760. In accordance with the received processing data, the notification station 730 updates the data in the observation database WDB when a new card is issued, a lost or damaged card is reissued, or a prepaid deposit is increased, and updates the data in the arrears database CDB when an unpaid toll is settled.

[0684] The information station 730 will be described next. Note that the structure of the information station 730 is the same as the structure shown in FIG. 54. In the notification station 730 there is a wireless communication device 731 that modulates transmission data from a controller 732 into radio waves and sends it to an antenna 740, and also receives radio waves via the antenna 740, demodulates the received data and feeds it to the controller 732. The controller 732 is a computer system that is centered around a microprocessor (MPU) and is provided with an input/output interface. A terminal PC (a complete set comprising a personal computer, display unit, keyboard, mouse, printer), a charge database (memory) FDB, and an information control unit 733 are connected to the controller 732. The arrears database CDB, the observation database WDB, and the entry/exit vehicle database TDB are connected to the information control unit 733.

[0685] A modem 734 is connected to the controller 732. The controller 732 is able to perform sound and data transmission with the control center 50 (FIG. 52) via this modem and the public communication circuit exchange 760 (FIG. 52).

[0686] An outline of the control the control operation of the (CPU of the) charge control ECU 702 is shown in FIGS. 62A and 62B and FIGS. 62A and 62B will be looked at first. The charge control ECU 702 waits for the ignition switch to be closed (S1: H), and when the ignition switch is closed, the charge control ECU 702 registers the data of the card CRD in its internal memory via the card reader 705 (steps P1 to P4). If no card CRD has been loaded, the charge control ECU 702 waits for a card to be loaded and then registers the data of the card CRD in internal memory. Note that, in the description below, inside the brackets the word “step” has been omitted with only the step number and the letter P denoted.

[0687] Next, the card balance in the read card data is displayed on the display unit 704 (P5). Next, the charge control ECU 702 starts the timer Tc for the time limit Tc (P6). A data transmission request is then made to the GPS information processing ECU 720, and data of the current position (ground position), the direction of travel, the speed of travel, and the date and time is received from the GPS information processing ECU 720 and written to internal memory (M7).

[0688] Next, the charge control ECU 702 checks whether the date and time received from the GPS information
processing ECU 720 are within the period in which the table is valid in the charge table registered in internal memory, or whether the current position received from the GPS information processing ECU 720 is within the area in which the table is valid shown in the information of the area in which the table is valid in the charge table registered in internal memory (P8). If the date and time are outside the period in which the table is valid, or if the current position is outside the area in which the table is valid, then in this case, the charge table does not fit the current area. Therefore, a charge table request is transmitted via the antenna ANTI (P9). At this time, the charge table request is transmitted together with the vehicle ID, the balance (credit information), and card ID in the card data, as well as the current position (ground position) and the movement direction data obtained from the GPS information processing ECU 720. When the notification station 730 receives the charge table request, it saves the card ID, the balance, and the vehicle ID, the current position, and the movement direction in internal memory at the card ID address, and transmits the charge table (Table 17, 18, or 19) in the charge database FDB (P41-P44 in FIGS. 68A and 68B).

When it receives this charge table, the charge control ECU 702 checks whether the date and time are within the period in which the table is valid in the charge table, or whether the current position received from the GPS information processing ECU 20 is within the area in which the table is valid shown in the information of the area in which the table is valid (P10, P11). If the date and time are within the period in which the table is valid, and if the current position is within the area in which the table is valid, the charge control ECU 702 registers (replaces with new data) the received charge table in internal memory and in the IC card CRD (P12). Interruption of the reception is also permitted (P13). The “reception interruption” is executed in reply when a radio wave signal arrives in the antenna ANTI, and an unillustrated receiver in the telephone unit 708 generates a transmission arrival signal showing that a transmission has arrived (i.e. that it has received a signal). The contents thereof are described below with reference made to FIGS. 67A and 67B. When permission is given to interrupt reception, the charge control ECU 702 supplies charge area information from the charge tables to the GPS information processing ECU 720 (P14). When it receives this charge area information, the GPS information processing ECU 720 adds the charge area display (half tone dot meshing) to the corresponding area of the map displayed on the display unit 724 that corresponds to the charge area indicated by the received charge area information.

Next, as seen in FIGS. 63A and 63B, thereafter the charge control ECU 702 checks at the time cycle Tc whether the current position is within a charge area indicated by the charge area information in the charge table or outside the charge areas (PA13 to P32-P1 to P11-P13A). If it is outside a charge area, and if the direction of travel is one that is approaching a charge area, then when the position is within 500 meters from the charge area, “charge area 500 meters ahead” is displayed on the display unit 704 along with charge table information (however, the charge area information and the information of the area in which the table is valid are excluded). At the same time, notification such as “charge area is 500 meters ahead” is made by voice synthesis via the voice synthesizing unit 710 and the speaker SP (PA13 to P19).

Moreover, when the current position is within 400 meters from the charge area, the display “charge area 500 meters ahead” on the display unit 704 is altered to “charge area 400 meters ahead”, and a notification of “charge area is 400 meters ahead” is also made (P13A to P16-P20 to P23).

Note that the charge area is displayed in superposition on the map displayed on the display device 724 in the step P14 repeated in the cycle Tc. Moreover, because the current position of the vehicle is shown on the displayed map as a direction attached index, the driver can recognize the position of the vehicle relative to the charge area and the direction of travel from the display on the display device 724.

When the vehicle enters a charge area, the charge control ECU 702 writes “1” in the register (internal memory) so as to show that the vehicle has entered the area in which a charge is applied, and clears the information showing that the vehicle is within 500 meters of the charge area, and is within 400 meters of the charge area (RDF and RPS data in the register) (PA13, P24, P25), and notifies “vehicle the entry” to the notification station 730, namely, notifies that a vehicle has entered the charge area (P26). At this time, a vehicle entry notification is transmitted to the notification station 730 with the data representing each of the vehicle ID, the balance, and card ID, as well as the date and time, the current position, and the movement direction data obtained from the GPS information processing ECU 720 attached thereto. When the notification station 730 receives this vehicle entry notification, it saves the date and time, the card ID, the balance, the vehicle ID, the position, and the direction in internal memory, and creates a control station movement history table corresponding to the card ID in the vehicle entry and departure database TDB in which it writes the above data.

The charge control ECU 702 next executes “vehicle entry processing” (P27). The contents thereof are shown in FIG. 64. Firstly, a one minute timer for setting the sampling cycle of the movement history data is started (P271). Next, the interval distance register, the fractional distance register, the integral distance register, the fractional distance register, and the movement history table are cleared (P272). Thereafter, the time, balance, position, distance traveled (the data in the integral distance register and fractional distance register), the length of time of stay (the data in the integral time register and fractional time register), the state of the card reader 705 (i.e. ready: normal, not ready: abnormal), the existence or otherwise of a card CRD loaded in the card reader 705, and the state of the GPS (i.e. whether or not position data has been generated) are written in the movement history table. Note that, as is described below, after the writing, this writing is performed in cycles of one minute while the vehicle is in the charge area. One example of the movement history table is shown in Table 20.

FIGS. 63A and 63B will now be referred to again. After a vehicle has entered a charge area and notification of a “vehicle entry” is transmitted to the notification station 730, the charge control ECU 702 repeatedly performs the “intermediate processing” (P28) at the cycle Tc while the vehicle is inside the charge area. The contents of this “intermediate processing” (P27) are shown in FIG. 65.

When the routine advances to the “intermediate processing” (P27) shown in FIG. 65, the charge control
ECU 702 firstly updates the data of the fractional time register (fractional value) to a value larger by the amount of the elapsed time Te (P281). It then checks whether the updated fractional value is now greater than one minute (P282). If it is greater than one minute, the data in the integral time register is incremented by one, and the data of the fractional time register is updated to a value that is smaller by one minute (P283). Next, the distance traveled during the time Te, namely,

\[ D = \text{Te} \times \text{speed} \times \text{km/h} \times \frac{3600}{\text{km}} \]

is calculated (P285). The data of the fractional distance register (fractional value) is then updated to a value larger by the amount of the distance traveled Dc during Te (P285). A check is then made as to whether the updated fractional value is now greater than one kilometer (P286). If it is greater than one kilometer, the data in the integral distance register is incremented by one, and the data of the fractional distance register is updated to a value that is smaller by one kilometer (P287).

A check is next made as to whether the one minute timer shows the time over (P288). If the time has elapsed, the one minute timer is restarted (P289), and the time, balance, position, distance traveled (the data in the integral distance register and fractional distance register), the length of stay (the data in the integral time register and fractional time register), the state of the reader (i.e. ready, not ready: abnormal), the existence or otherwise of a card (i.e. loaded or not loaded), and the state of the GPS (i.e. whether or not position data has been generated) at that instant are written (P290). By repeating this intermediate processing (P28), and by writing data to the movement history table at one minute cycles, data indicating the state at one minute intervals is stored in the movement history table, as is shown in Table 20.

FIGS. 63A and 63B will now be looked at once again. When the (current position of the) vehicle departs from the charge area, the charge control ECU 702 advances from steps PA13 and PA14 to step P29 where the data of the register RAE is altered to “0” to indicate that the vehicle is outside the charge area and the “vehicle departure processing” (P30) is performed. The contents of the “vehicle departure processing” (P30) are shown in FIG. 66. In the same way as the above “intermediate processing” (P28), the “vehicle departure processing” (P30) accumulates the timing values of the elapsed time during the period Tc (P301 to 303) and accumulates the traveling distances of the distance traveled during the time Te (P305 to 307), and writes the final history inside the area in the movement history table (P308).

Referring again to FIGS. 63A and 63B, when the above “vehicle departure processing” (P30) has ended, the charge control ECU 702 transmits “vehicle departed”, which means that the vehicle has left the charge area, to the notification station 730 (P31). At this time, the vehicle ID, the balance and the card ID in the card data, as well as the data of the movement history table are also transmitted to the notification station 730. The notification station 730 adds the received history data to the control history table of the vehicle entry and departure database TDB, which table was allocated to the card ID at the time of the “vehicle entry”, and checks the charge process state. These contents are described below.

After the vehicle departure notification (P31), because the direction in which the vehicle is traveling is now a direction moving away from the charge area which the vehicle has just transited, the notification control ECU 702 advances from step P15 to step P32, and the relative distance notification relating to the charge area (P16 to P23) is not performed.

When the vehicle transits one charge area (the first charge area) as described above and travels towards another charge area (the second charge area), when the (current position of the) vehicle leaves the area in which the table is valid that is indicated by the table valid area information of the first charge table representing the first charge area, the charge control ECU 702 moves from step P8 to P9 and transmits a charge table request. This transmission wave is received by a first notification station (S30) addressed in the first charge area, and the first notification station transmits the first charge table. When the charge control ECU 702 receives the first charge table, the data table received in step SP10 is determined to be invalid. As a result, even if the charge control ECU 702 receives the first charge table after the vehicle has left the area in which the table is valid that is indicated by the table valid area information of the first charge table representing the first charge area, this is not written on the IC card CRD or the internal memory. When the (current position of the) vehicle enters the table valid area of the second charge area is valid, the charge control ECU 702 writes the second charge table transmitted by an unilluminated second notification station in internal memory and on the IC card CRD, and charge control is performed in the manner described above according to the data.

As described above, when a vehicle reaches a point 500 meters before a charge area, that fact is notified to the driver via the display unit 704 and the speaker SP, and information on the charge area is displayed on the display unit 704. In addition, a notification is again made when the vehicle reaches a point 400 meters before the charge area. Therefore, the driver has enough time to decide whether or not to enter a charge area, and has enough time to choose a detour route.

The check in step 1 as to whether or not the ignition key switch IGsw is closed (Si=H) is intended to determine whether or not the vehicle is parked. When the vehicle enters a charge area in which the time toll charge table (Table 17) is applied, then when the ignition key switch IGsw is open (Si=L: an interrupt instruction to interrupt the timing for the charging), the charge control ECU 702 waits for the ignition key switch IGsw to be closed (Si=H: an instruction for the timing for the charging), and does not perform the “intermediate processing” of step P28 while waiting. Therefore, the time that the vehicle is parked inside the charge area does not fall within the length of time that the vehicle has stayed inside the charge area in order for a charge amount for a time toll to be calculated.

When the notification station 730 receives the charge table request from the in-vehicle charge device 701, it transmits a “charge table” to the ID. Furthermore, in a fixed cycle of approximately several minutes, it transmits a “charge request” to all vehicle. It then transmits a “movement history request” either in a fixed cycle of approximately several minutes or in an irregular cycle to each ID in sequence, and collects the data of the movement history
tables from each ID. Moreover, when a “vehicle departure” notification is received, when there is uncharged traveling distance or staying time, a charge request is transmitted to the ID of the charge device ID (card ID) that supplied the “vehicle departure” notification. Furthermore, a check for errors in the charge processing is made when the “vehicle departure” notification is received and, if charge errors are discovered, these are pointed out and message data urging measures to deal with them is transmitted to the relevant.

[0706] FIGS. 67A and 67B show the contents of “reception interruption 1” DR11 executed by the charge control ECU 702 as a response when a radio wave signal arrives in the antenna ANT, and an unillustrated receiver in the telephone unit 708 generates a transmission arrival signal showing that a transmission has arrived (i.e. that it has received a signal). When the charge control ECU 702 proceeds to the reception interruption DR11, it checks whether address belongs to the host card ID (received date is for the own card ID)(including when all vehicles are specified) (P402). If this is the case, a determination is made as to whether the received data is a charge request, a movement history request, a charge table, or a message (P403).

[0707] If the received data is a charge request, then if the charge table of the card CRD is one for charging for each entry (Table 19), the charge control ECU 702 extracts the toll corresponding to the vehicle type classification from among the card data, and updates the card balance in the card data in internal memory to a value from which the toll amount has been deducted (P404, P405). In the same way, the data of the IC card CRD is also updated, and the updated balance is displayed on a display unit. A check is then made as to whether or not the card balance is a negative value (insufficient toll payment, and if the card balance is a negative value, displays “insufficient payment-settlement required” on the display device 704. Notification such as “card balance is insufficient. Please settle debt” by voice synthesizer is also made using the voice synthesizing unit 710 and the speaker SP (P413). If the charge table of the card CRD is one for charging for distance traveled (Table 18), the charge control ECU 702 extracts the toll per kilometer corresponding to the vehicle type classification from among the card data in the charge table, multiplies this by the value of the integral distance register, and updates the card balance in the card data in internal memory to a value from which the obtained value has been deducted (P406, P407). The integral distance register is then cleared (P408) and, in the same way, the data of the IC card CRD is also updated, and the updated balance is displayed on a display unit (P413).

[0708] If the charge table of the card CRD is one for charging for length of time of stay (Table 17), whether value of the date in the integral time register is more than or equal to 60 (1 hour) is checked (P410). If value of the date in the integral time register is more than or equal to 60 (1 hour), toll per unit time corresponding to the vehicle type classification from among the card data in the charge table is extracted, and updates the card balance in the card data in internal memory to a value from which the obtained value has been deducted (P409–P411). The integral time register is then updated to a value from which 60 has been deducted (P412), and, in the same way, the data of the IC card CRD is also updated, and the updated balance is displayed on a display unit (P413).

[0709] When the received data is a “movement history request”, the charge control ECU 702 transmits the data in the movement history table to the notification station 730 (P414), and the movement history table is cleared (P415). When the received data is a “charge table”, the routine advances to the updating of the card data explained in step P12 above (FIGS. 62A and 62B). If the received data is a “message”, that message is displayed on a display and reported by voice synthesis.

[0710] If the charge table is for charging for each entry, then when a charge request is transmitted, the notification station 730 writes that the charge has been completed in the control station movement history table generated for each card ID in the vehicle entry and departure database TDB at the time “the vehicle entry” notification is made, and thereafter, charge requests are transmitted only to those ID at which no charge completion has been written, and no charge request is transmitted to the charge completed IDs. If the charge table is for charging for distance traveled, the notification station 730 transmits charge requests repeatedly to all IDs in a cycle of several minutes or in an irregular cycle. When the value of the integral distance register is greater than or equal to 1 (Km), the device that receives the charge request performs charge processing by multiplying that value by the toll per kilometer, and then clears the integral distance register. Therefore, each time the notification station 730 generates a charge request, the charge device only performs charge processing for the integral value (kilometer units) portion from among the distance traveled from the time the previous charge request was received until the current charge request is received. Fraction distance is handled next. In the same way, if the charge table is for charging for length of stay, the notification station 730 transmits charge requests repeatedly to all IDs in a cycle of several minutes or in an irregular cycle. When the value of the integral time register is greater than or equal to 60 (1 hour), the charge device that receives the charge request performs charge processing for the toll for periods of one hour, and then updates the data in the integral time register to a value that is smaller by 60 minutes. Therefore, each time the notification station 730 generates a charge request, the charge device only performs charge processing for the integral time portion from among the time lapsed since the time the previous charge request was received until the current charge request is received. Fraction time is handled next.

[0711] In the case of a “vehicle departure”, because the timing thereof and the timing of the charge request do not match, even if the charge table is for charging in distance units or time units, it is possible for there to be a “vehicle departure” when there is an integral distance or integral time to be charged. When the notification station 730 receives a “vehicle departure” notification, it checks the integral distance data or the integral time data, and if that is greater than or equal to 1 (Km) or 60 (1 hour), it transmits a charge request to the ID that made the notification of the “vehicle departure”.

[0712] FIGS. 68A and 68B show the contents of interrupt processing of the controller unit 732 of the notification station 730. This interrupt processing DR12 is executed in response to the arrival of a message in the modem unit 734 or the detection of the arrival (incoming) a radio wave signal in the antenna 740 in the communication device 731. When
the incoming message is received, if the message is from the charge control ECU 702 of the in-vehicle charge device 701 of a vehicle, the unit 732 receives the message (P42), and, if it is a charge table request, saves the data indicating the date and time, the card ID, the balance, the vehicle ID, the position, and the direction that is attached to the message in internal memory, and, in response to the request, transmits the charge tables in the database FDB via the antenna 740 (P41 to P44). A search is then made (P45) via the control unit 733 as to whether or not the received card ID or vehicle ID is the ID of a vehicle that has been in a collision, or has been stolen, or whether the card is a problem card (i.e., lost or damaged, stolen, scrapped through reissue, or illegally copied) stored in the observation database WDB. If the card ID or vehicle ID is one of the above, the card ID, the vehicle ID=vehicle No. . . . , the contents of the problem, the current position (reception data), and the current time are displayed on the terminal PC display unit and printed out as an observation data set, and are also transmitted to the control center 750 and card issuing and toll settlement booths 771 to 773. These establishments are able to perform data registration or take action in accordance with the content of the problem.

[0713] The charge control ECU 702 of the in-vehicle charge device 701 transmits vehicle departure notification data showing that a vehicle has departed from a charge area. When the controller 732 of the notification station 730 receives this, the controller 732 saves the date and time, the card ID, the vehicle ID, the current position, the distance traveled (the portion that has not been charge processed), the length of time of stay (the portion that has not been charge processed), the direction, and the card balance in internal memory. When the charge table is for charging for distance traveled, the controller 732 checks whether or not the distance traveled is greater than or equal to one kilometer and, if the distance is greater than or equal to one kilometer, transmits a charge request to the card ID. When the charge table is for charging for length of time of stay, the controller 732 checks whether or not the length of time of stay is greater than or equal to sixty minutes and, if the length of stay is greater than or equal to sixty minutes, transmits a charge request to the card ID. A check is then made as to whether or not there is any usage error information for the charge device in the history table on the control side (the control history table) at the relevant ID in the vehicle entry and departure database TDB, or whether or not the card balance is negative (minus). If there is no usage error information and if the card balance is positive, the history table on the control side at the relevant ID is erased. Note that the usage error information is written in the control history tables in the “Toll collection and movement history collection” CRC (FIGS. 69A and 69B) described below, based on the history data in the control history table when that shows a usage error. Next, a departure road (area entry/exit) is specified based on the position data, and the number of departed vehicles at the relevant departure road in the vehicle entry and departure database TDB is incremented by one (P48).

[0714] If the card balance is negative (−), this data (card ID, vehicle ID, current position, direction, and card balance) is supplied to the terminal PC and displayed on the display and printed out. A check is then made via the control unit 733 as to whether the card ID or vehicle ID are in the arrears database CDB. If they are in the arrears database, the card balance of the relevant item in the arrears database CDB is updated to the new value. If they are not in the arrears database, this newly acquired data (card ID, vehicle ID, current position, direction, and card balance) is registered for the first time in the arrears database CDB (P49, P50). The ID check and the like described above (P45, P46) are then performed.

[0715] An emergency notification switch is formed in an operation/display board 703 connected to the charge control ECU 702 of the in-vehicle charge device 701. When the driver operates this switch, the charge control ECU transmits in a predetermined cycle emergency data that includes the vehicle ID, the current position, and the direction via the antenna ANt. When it receives this, the notification station 730 displays the fact that an emergency has occurred, the vehicle ID, the current position, and the direction on the terminal PC and prints out this information. It also transmits the emergency data to the control center 750 (P51, P52).

[0716] The charge control ECU 702 of the in-vehicle charge device 701 transmits vehicle entry notification data showing that a vehicle has entered a charge area. When the controller 732 of the notification station 730 receives this (P53), the controller 732 generates the control movement history table addressed at the card ID of the in-vehicle charge device 701 in the vehicle entry/depature database TDB, and writes therein the received date and time, the balance, the position, the distance traveled (0), the length of time of stay (0), the state of the reader, the existence or otherwise of a card, and the state of the GPS. It then specifies the entry road (the entrance/exit to the area) based on the position data, and increments by one the number of vehicles that have entered at this entry road in the entry and departure vehicle database TDB (P54). The ID check and the like described above (P45, P46) are then performed.

[0717] When the transmitted settlement data (card ID, vehicle ID, and card balance) arrives from the card issuing and toll settlement spots 771 to 773, if the received card balance is positive, the controller 732 erases the data of the relevant ID in the arrears database CDB (erases the arrears register). If the card balance is still negative (minus), the card balance of the relevant ID is updated to the received card balance (P41, P55 to P57).

[0718] The data of the databases CDB, FDB, WDB, and TDB can be controlled (i.e., read, transferred, output, written, and erased) by the terminal PC and the control center 750. When the terminal PC or control center 750 accesses the controller 732, the controller 732 performs data processing (i.e., reading, transferring, outputting, writing, and erasure) in accordance with the instruction thereof (P58). The control center 750 is intended to carry out traffic control and charge collection control inside and outside the charge area, as well as observation and tracking of problem cards and vehicles. In order to carry out traffic control, the control center 750 regularly, and when appropriate, refers to the data in the vehicle entry and departure database TDB, and calculates the number of vehicles present within the charge area (the sum of the number of vehicles that have entered minus the number of vehicles that have exited at entrance and exit of each charge area) and differential values thereof (congestion trends, easing trends) for predetermined time spots so as to ascertain the trends in the traffic volume. The control center 750 publicly reports traffic information over short time...
periods, and over long time periods corrects or abolishes the charge tables. In the toll collection control, the task of collecting an unpaid toll from the owner of the vehicle for which the absolute value of the negative value of the card balance in the arrears database DB is the largest is performed. Data of the observation database WDB is used for finding problem cards and vehicles.

[0719] The controller unit 732 of the notification station 730 executes the “Toll collection and movement history collection” CRC shown in FIGS. 69A and 69B in a fixed cycle when the reception interruption 2 (DR12) does not start up. When the routine advances to this processing, the unit 732 transmits charge requests via the communication device 731 and the antenna 740 at a toll collection timing that is set in a fixed cycle (of approximately several minutes) or in a cycle that is not fixed but does have a pitch of approximately several minutes in order to make it more difficult for a fraudulent user to avoid a charge (P61, P62). Furthermore, at a movement history collection timing that is set either in a fixed cycle or in a non-fixed cycle, in the same way as above, movement history data requests are transmitted in sequence to each ID for which ID a control movement history table is generated in the vehicle entry/exit database TDB. The movement history data of each ID is received in sequence and written in the movement history table on the control side at each ID (P64 to P70). Namely, control side movement history tables of each ID are generated in “vehicle entry” date and time sequence in the vehicle entry and departure database TDB. The movement data request is transmitted to the ID address having the earliest date and time (P64, P65), and the timer T1 is started (P66). A reply (i.e., the history table on the movement side) is then awaited from the ID (P57, P68) until the time on the timer is up. If a reply is received, it is added to the movement history table on the control side in the ID address (P69). Once this is completed, or if time is up on the timer without a reply being received, a movement history data request is transmitted to the ID address having the next earliest writing date and time (P70, P65). In this way, when data requests and reception (namely, polling) has been completed for all IDs in which control side movement history tables are generated in the vehicle entry and departure database TDB, a check is made as to whether or not there are any charge device usage errors in each ID (card ID) (P71), based on the data of the control side movement history tables at each ID in the vehicle entry and departure database TDB.

[0720] Namely, for example, immediately after an ID (charge device 1) has made a “vehicle entry” into a charge area, data (date and time, balance, position and direction) at the time of “vehicle entry”, namely, data that has been transmitted to the notification station 730 in step P26 in FIGS. 63A and 63B, is present in (the first column of) the control side movement history table of the ID address until the first movement history collection is performed. Moreover, in the first movement history collection, when the history data shown in Table 20, for example, is collected, that history data is written in the (second column and thereafter of) the control side movement history table. If the balance is negative, the card reader does not operate normally, there is no card present, or the GPS is not operating normally, that usage error information is written in the control side movement history table. Moreover, a check is made as to whether there are any changes or any lack of changes that do not occur in normal charge processing by a comparative calculation, which corresponds to the type of charge table (Table 17, 18, or 19), of the progress of data of identical items with the data of other items in the order in which they appear (column No.) in the movement history table on the control side. If there are these usage errors, the usage error information is written in the control side movement history table. If there are none of these usage errors, the data of the history table on the movement side just read is left as it is, and the data recorded before that is erased from the movement history table on the control side. If there is usage error information present, it is accumulated by being recorded in the control movement history table each time it is collected without a data erasure such as that above being performed. When the vehicle enters the control movement history table at the ID is transferred to the observation database WDB and is removed from the vehicle entry and departure database TDB.

[0721] The embodiment described above is a charge system in which charges are levied in area units in a road network, and it is possible to set either a portion or all of a highway road network, or specific areas of a general road network as charge areas and to charge vehicles that transit those areas. However, the present invention is not limited only to a road network charge system, and may also be implemented in a tourist area, an event area or the like as an entry fee collection system.

[0722] Possible Industrial Applications

[0723] As described above, the charge processing device, a charge processing system, and charge processing card of the present invention are preferably used in a device for transferring information such as the receipt of money or the like between a moving body such as a vehicle and the ground, and for performing processing associated with the charge processing relating to the user of the moving body, and may be used, for example, in a device for performing charge processing, a device for leaving charge processing as it is, and a device for charge processing constructed so as to be portable.

What is claimed is:

1. A charge processing device comprising:
   a detecting means for detecting position information representing a position where a moving body is located;
   a charge means for, based on a result of a detection by the detecting means, executing charge processing for the moving body when the moving body has entered into an area where a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information;
   a notification means which is mounted on the moving body and which notifies the outside of the moving body of a processing state of the charge processing in a notifying state corresponding to the processing state; and
   a continuing means for continuing a notification by the notification means when the moving body is located inside the area in which a charge is applied, based on a result of the detection by the detecting means.
2. The charge processing device according to claim 1, wherein the notification means is a radiation means for radiating electromagnetic waves towards the outside of a vehicle.

3. The charge processing device according to claim 1, wherein the notification means is constructed as a light source disposed on the detecting means, or on a number plate the moving body, or in an area around the number plate of the moving body.

4. The charge processing device according to claim 1, wherein the notification means performs notification in a predetermined operating pattern in which the notification state is altered in the manner of a time series.

5. The charge processing device according to claim 4, wherein the notification means is further provided with receiving means for receiving a pattern signal representing the operating pattern, and notification of the processing state is made to the outside of a vehicle based on the pattern signal.

6. The charge processing device according to claim 1, wherein the notification means is structured from a vehicle exterior notification means for notifying the outside of the vehicle of the processing state, and a vehicle interior notification means for notifying the inside of the vehicle of the processing state, and notification of the processing state is made to the interior and exterior of the vehicle.

7. A charge processing device comprising:

   observation means for observing a notification from notification means provided in a charge processing device of a moving body which charge processing device of a moving body comprises:

   detecting means for detecting position information representing a position where the moving body is located;

   charge means for, based on a result of a detection by the detecting means, executing charge processing for the moving body when the moving body has entered into an area where a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information;

   the notification means which is mounted on the moving body and which notifies the outside of the moving body of a processing state of the charge processing in a notifying state corresponding to the processing state; and

   continuing means for continuing a notification by the notification means while the moving body is located inside the area in which a charge is applied, based on a result of the detection by the detecting means.

8. The charge processing device according to claim 7, wherein the observation means observes a notification by detecting at least brightness.

9. The charge processing device according to claim 7, wherein the observation means is an image pickup means capable of picking up either one or a plurality of images having at least brightness.

10. The charge processing device according to claim 7, wherein the observation means observes a notification by detecting at least brightness in synchronization with the observation pattern determined in advance that is altered in the manner of a time series.

11. The charge processing device according to claim 10, wherein the observation means is further provided with receiving means for receiving a pattern signal indicating the observation pattern, and the observation means observes a notification in synchronization with the observation pattern based on the pattern signal.

12. The charge processing device according to claim 7, wherein the charge processing device is further provided with deciding means for deciding a processing state of the charge processing based on an observation result by the observation means.

13. The charge processing device according to claim 12, wherein the deciding means is provided with comparing means for comparing a notification state of a notification obtained by the observation means with a predetermined notification state, and processing deciding means for deciding a processing state of the charge processing based on a comparison result by the comparing means.

14. A charge processing device which is portable comprising:

   receiving means for receiving a pattern signal indicating an observation pattern altered in the manner of a time series in order to observe a notification from a notification means provided in the charge processing device of a moving body which charge processing device of a moving body comprises:

   detecting means for detecting position information representing a position where a moving body is located;

   charge means for, based on a result of a detection by the detecting means, executing charge processing for the moving body when the moving body has entered into an area where a charge is applied which area is set based on predetermined map information in correspondence with a predetermined area in the map information;

   the notification means which is mounted on the moving body and which notifies the outside of the moving body of a processing state of the charge processing in a notifying state corresponding to the processing state; and

   continuing means for continuing a notification by the notification means during the moving body is located inside the area in which a charge is applied, based on a result of the detection by the detecting means, and,

   presenting means for presenting notification information corresponding to the observation pattern in synchronization with the observation pattern based on the pattern signal.

15. The charge processing device according to claim 14, wherein the presenting means presents observation information by at least one of sound and light.

16. A charge processing device carried by a user or mounted on a moving body comprising:

   means for detecting a ground position;

   storage means for storing area specifying information which is set based on predetermined map information in correspondence with a predetermined area in the map information, and credit information;

   relative position determining means for calculating whether the ground position detected by the ground
position detecting means is inside or outside an area represented by the area specifying information in the storage means;
distance measuring means for measuring a distance moved within the area; and
charge processing means for updating the credit information based on a distance measured by the distance measuring means.
17. The charge device according to claim 16, wherein the charge device further comprises notification means for notifying a user about information representing the area specifying information and the credit information.
18. The charge processing device according to claim 16, wherein the charge processing device further comprises: notification control means for generating approach information that the charge processing device is approaching the area represented by the area specifying information based on the ground position detected by the ground position detecting means and the area specifying information of the storage means; and notification means for notifying a user about information representing the approach information, the area specifying information, and the credit information.
19. A charge processing system comprising:
a charge processing device that is carried by a user or mounted on a moving body and is provided with means for detecting a ground position,
communication means for receiving area specifying information which is set based on predetermined map information in correspondence with a predetermined area in the map information,
storage means for storing received area specifying information, and credit information,
relative position determining means for calculating whether the ground position detected by the ground position detecting means is inside or outside an area represented by the area specifying information in the storage means;
distance measuring means for measuring a distance moved inside the area, and
charge processing means for updating the credit information based on a distance measured by the distance measuring means; and
a transmitting station that includes
public notification information storage means for storing the area specifying information, and
transmitting means for the transmitting area specifying information of the public notification information storage means.

* * * * *