(30) Priority Data:
12/406,454 18 March 2009 (18.03.2009) US

(71) Applicant (for all designated States except US): SOUTHWIRE COMPANY [US/US]; One Southwire Drive, Carrollton, GA 30117 (US).


Abstract: Electrical power cable having a reduced surface coefficient of friction and required installation pulling force, and the method of manufacture thereof, in which the central conductor core, with or without a separate insulating layer, is surrounded by a sheath of crosslinked polyethylene. A high viscosity, high molecular weight silicone based pulling lubricant or fatty acid amide pulling lubricant is incorporated by alternate methods with the polyethylene to form a composition from which the outer sheath is extruded, and is effective to reduce the required pulling force on the cable during installation.
ELECTRICAL CABLE HAVING CROSSLINKED INSULATION WITH INTERNAL PULLING LUBRICANT

FIELD OF THE INVENTION

[0001] The present invention relates to electrical power cables having crosslinked insulation, more particularly to methods for reducing the installation pulling force of electrical cables having crosslinked insulation, and even more particularly to preferred pulling lubricant compositions for effecting such reduction.

BACKGROUND OF THE INVENTION

[0002] Electrical power cables typically include a conductor core and an outer jacket or sheath. The "conductor core", as used herein and throughout the specification and claims, may be, for example, a single metal wire, multiple small wires twisted together to make a "stranded" cable, multiple insulated wires, or other types of electrical conductors acting together to serve a particular power function (e.g., three-phase connection). The term "sheath," as used herein and throughout the specification and claims, means the outermost covering surrounding the conductor core, whether of a single type material or multiple layers of the same or different material. The sheath may comprise one or more layers of polymeric or other material to provide physical, mechanical, electrical insulating and/or chemical protection for the underlying cable components. Crosslinked polymers such as crosslinked polyethylene (XLPE) are used as electrical insulation layers or jackets for various electrical power cable types such as type XHHW, type RHH/RHW, and type USE cables.

[0003] Installation of electrical power cable often requires that it be pulled through tight spaces or small openings in, and in engagement with, narrow conduits, raceways, cabletrays, or passageways in rafters or joists. This becomes problematic since the exterior surface of the cable sheath normally has a multitude of forces acting on it, therefore requiring a large pulling force. Moreover, installation parameters include maximum allowable cable pulling tension and/or sidewall pressure limits. Exceeding these limits can result in degradation of the cable, physical damage and inferior installation.

[0004] To overcome this problem, the general industry practice has been to coat the exterior surface of the cable sheath with a lubricant at the job site in order to reduce the coefficient of friction between this surface and the conduit walls or like surfaces, typically
using vaselines or lubricants produced specifically for such purpose, such as Yellow 77® (hereinafter, "Y 77").

However, applying a lubricant like Y 77 to the finished cable at the job site poses problems, principally the additional time, expense and manpower required to lubricate the finished cable surface at the job site as well as to clean up after the lubricating process is completed.

[0005] Alternative solutions have been proposed, including the application of a separate lubricant layer after the polymeric sheath has been formed or extruded during the manufacturing of the cable, or the application of granules of material to the still-hot sheath during the extrusion process, which granules are designed to become detached when the cable is pulled through the duct. These solutions not only require major alterations of the manufacturing line, but result in a loss in manufacturing time, increased economic costs, and undesirable fluctuations in the geometrical dimensions of the cable sheaths. Other proposed solutions have involved spraying, dipping, or otherwise externally applying a "pulling " lubricant to the exterior surface of the sheath, but these techniques have not been satisfactory for all conditions of service.

[0006] As a result, a major breakthrough in this area has been the development of an innovative process by which a preselected pulling lubricant, of appropriate type and sufficiency, is internally introduced during the cable manufacture into the material that is to form the sheath, so that the pulling lubricant, either by migration through, or permeation throughout, the sheath becomes available at the exterior surface of the cable sheath at the time of the cable's installation, and is effective to reduce the amount of force required to install the cable. This process is described in U.S. Patent No. 7,411,129, assigned to the assignee of the present invention, and is incorporated herein by reference in its entirety. The hereindescribed invention is a specific improvement to such process, as applied to crosslinked insulation of the sheath.

[0007] It is important to an understanding of the present invention to know the difference between what are referred to as "pulling lubricants" and what are "processing lubricants." A pulling lubricant is a lubricant that appears at the outside surface of the sheath of the cable and is effective to reduce the force necessary to install the cable through building conduits and the like. A processing lubricant is lubricating material that is used to facilitate the cable manufacturing process, such as improving the flow of polymer chains during any polymer compounding as well as during the extrusion processes while the polymer is in its molten or melt phase. Cable manufacturers have long used processing lubricants, such as stearic acid or ethylene bis-stearamide wax, as a minor component of the polymeric compound from which
the cable sheath is formed. Because a processing lubricant is normally not effective except when the polymer is in this melt phase, the effect of a processing lubricant as an external lubricant is essentially non-existent in the final hardened polymer sheath of the cable. Even where there may be an excessive amount of the processing lubricant, a separate pulling lubricant would still be required to sufficiently reduce the cable sheaths' exterior surface coefficient of friction as well as minimize the pulling force necessary to install the cable.

[0008] Accordingly, there has been a long-felt need for an effective method of providing a pulling lubricant at the exterior surface of finished power cables having insulation formed of crosslinked polymeric material, in which the pulling lubricant is effective to reduce the required installation pulling force.

SUMMARY OF THE INVENTION

[0009] As a consequence, this invention is directed to the use of certain pulling lubricants in electrical cable sheaths containing crosslinked polymers such as polyethylene. One embodiment of the invention provides a crosslinkable silane-ethylene copolymer impregnated with an effective amount of pulling lubricant, wherein the pulling lubricant does not deleteriously interfere with the subsequent crosslinking of the base polymer, and in the finished electrical cable, the pulling lubricant is available at the surface of the outer sheath of the electrical cable to reduce the cable sheath's exterior surface coefficient of friction and reduce the pulling force necessary to install the cable at the time of the cable's installation. The pulling lubricant generally is a high viscosity silicone, preferably polydimethylsiloxane, or a fatty acid amide such as erucamide or oleamide, and is present in an amount in the range of from about 2 to about 15% by weight, based on the total weight of the outer sheath.

[0010] In another embodiment, a method of forming a crosslinked polyethylene sheath for an electrical cable is provided, such method including (1) blending a crosslinkable polyethylene resin or ethylene copolymer with a silicone or fatty acid amide to form a blend, (2) processing the blend into a shape of a sheath for an electrical cable and (3) crosslinking the blend to form the crosslinked polyethylene sheath. The silicone or fatty acid amide is present in an amount in the range of from about 2 to about 15 weight percent, based on the total weight of the crosslinked polyethylene sheath.

[0011] As described in more detail below, the methods of this invention include introducing a pulling lubricant, of optimum weight percentage or quantity, into the manufacturing process at a particular stage of manufacture, which results in the pulling lubricant being present in the outer sheath, so that it is available to reduce the cable sheaths' exterior surface coefficient of friction and to minimize the pulling force necessary to install
the cable. In theory, this is as a consequence of the migration of the pulling lubricant to the sheath surface; or alternatively, due to the permeation of the pulling lubricant throughout the sheath, depending upon the particular compositions.

[0012] As described in detail below, a crosslinked polyethylene sheath of a finished power cable is produced by the described method.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] These and other details and aspects of the invention, as well as the advantages thereof, will be more readily understood and appreciated by those skilled in the art from the following detailed description, taken in conjunction with the accompanying drawings, in which:

[0014] FIG. 1 is a diagrammatic representation of typical equipment used in the manufacture of cable in accordance with the present invention, when mixing the pulling lubricant with the crosslinkable polyethylene material prior to extrusion;

[0015] FIG. 2 is a representation of a test device which may be used in determining the coefficient of friction and related installation pulling forces of electrical cables of the present invention;

[0016] FIG. 3 is a graphical representation of test data obtained from the test device in FIG. 2 which compares the coefficient of friction of different XHHW cables incorporating varying amounts of pulling lubricant.

[0017] FIGS. 4-7 are graphical representations of test data obtained from a large scale test device and which compare the required pulling force of different XHHW cables incorporating varying amounts of pulling lubricant.
DETAILED DESCRIPTION OF THE INVENTION

Composition

[0018] Polymeric materials used in compositions of the present invention include polyethylene, polypropylene, polyvinylchloride, organic polymeric thermosetting and thermoplastic resins and elastomers, polyolefins, copolymers, vinyls, olefin-vinyl copolymers, polyamides, acrylics, polyesters, fluorocarbons, and the like. Polyethylene resins useful in the present invention may include low density polyethylene, linear low density polyethylene, high density polyethylene, silane-grafted polyethylene, ethylene copolymers and combinations thereof. As previously described, for cables of the present invention, the conductor core of a single solid or stranded conductor is preferably surrounded by an insulating layer of low density crosslinked polyethylene (XLPE).

[0019] Crosslinked polyethylene (XLPE) may be produced by any method known in the art and preferably includes incorporating alkoxy silane functionality into the polymer structure either by grafting unsaturated alkoxy silanes onto the ethylene polymers or by direct copolymerization of ethylene with unsaturated alkoxy silanes. The silane-ethylene copolymer can be crosslinked, for example, by exposing the copolymer to moisture or steam in the presence of an organometallic catalyst, e.g., dibutyl-tin-dilaurate. Polyethylene resins useful in the present invention are capable of being crosslinked by a reactive unsaturated silane compound and exposure to water. Polyethylene crosslinking compounding materials are available from a number of manufacturers which supply silane pre-grafted base resins (the silane compound(s) being grafted onto the polyethylene resin by reactive extrusion) and catalyst masterbatches that can be mixed in proper proportions. For example, crosslinkable polyethylene system components are available from Padanaplast USA under the trade designation "Pexidan®" (including Pexidan® V/T, Pexidan® X/T, Pexidan® U/T, Pexidan® R/T, Pexidan® H/T and Pexidan® L/T) that include a silane pregraft (designated A-3001) and a catalyst masterbatch such as, for example, CAT-OIOFR, CAT-005FR, CAT-008, CAT-009, CAT-012FR, CAT-003, and CAT-047FRUV.

[0020] Alternatively, polyethylene crosslinkable compounds useful in the present invention (which may or may not be granted or copolymerized with silane) are combined with a suitable crosslinking agent such as a heat-activated organic peroxide. The crosslinkable compounds may then be crosslinked by heat (and to a lesser extent, pressure) such as for example by steam curing. Other forms of curing also may be employed such as for example by using heated pressurized gasses such as nitrogen.
Generally, the crosslinkable polyethylene polymers are present in compositions of the present invention in an amount in the range of from about 20 to about 99 weight percent, based on the total weight of the composition, preferably in the range of from about 30 to about 85 weight percent based on the total weight of the composition, and more preferably in an amount in the range of from about 40 to about 80 weight percent, based on the total weight of the composition.

Compositions of the present invention further include a pulling lubricant in an amount sufficient to reduce the coefficient of friction of the exterior surface of the sheath/cable and reduce the required cable pulling force during the cable's installation. Useful pulling lubricants include high viscosity silicones such as, for example, polydimethylsiloxane. The preferred pulling lubricant is polydimethylsiloxane or a fatty acid amide such as erucamide or oleamide in an amount in the range of from about 2 to about 15 weight percent based on the total weight of the composition.

When incorporated into a finished electrical cable sheath, the pulling lubricant is continuously available at the surface of the sheath/cable upon installation as a consequence of the migration of the pulling lubricant to the sheath surface during installation; or alternatively, due to the permeation of the pulling lubricant throughout the sheath. Under these circumstances, the pulling lubricant is effective to reduce the installation pulling force of the electrical cable.

Compositions of the present invention may further comprise additives known in the art, such as for example, flame retardants/catalysts and color concentrates.

**Preparation of Compositions**

Referring initially to FIG. 1, there is depicted typical equipment 11 for manufacturing electrical cable 12 in accordance with one process of the present invention. The outer sheath of the cable is of an extruded crosslinked polymeric material such as polyethylene. The equipment 11 may include a reel 13 which supplies conductor wire 14 to an extruding head 15. In flow communication with the extrusion head is a tank 16 of crosslinkable polyethylene pellets 17. A tank 18 with the desired pulling lubricant 19 is adapted to be in flow communication with the tank 16 by way of conduit 22, thus enabling the mixing of the pulling lubricant with the pellets 17, the mixture thereafter introduced into the extruder. Alternatively, the tank may be adapted to be in fluid communication with the extruder or extrusion head 15, by way of conduit 23, downstream from the point of entry of the polyethylene material, thus allowing the pulling lubricant to mix with the polyethylene while in its molten state in the extruder or extruder head. A cooling box 20 for cooling the
extruded product is provided, and a reel 21 is positioned for taking up the resulting cable assembly 12. When the final cable construction is such that there are multiple layers of sheath material, the pulling lubricant should desirably be incorporated into the outermost layer.

[0026] As is therefore evident, the pulling lubricant can be mixed with the material from which the outer sheath is to be extruded prior to extrusion or, alternatively, introduced into the extruding head for subsequent mixing with the molten extrusion material as the sheath is being formed. As a further alternative, the pulling lubricant can be initially compounded with the polymeric material of the pellets themselves in a process upstream of that depicted in FIGURE 1, thereby forming lubricated polymeric pellets, thus eliminating the need for tank 18 and conduits 22 and 23.

[0027] Preferably, the pulling lubricant is incorporated into a crosslinkable polyethylene copolymer by using a masterbatch system, thereby forming a carrier for the pulling lubricant. By using a masterbatch, high concentrations of the pulling lubricant are formulated with the crosslinkable polyethylene system in such quantities as to produce an appropriate concentration of the pulling lubricant in the final mixture. Where a masterbatch is used, the concentration of pulling lubricant generally is in the range of up to about 25%, but may be higher. Aliquot parts of the masterbatch mixture may then be added to the resin system and other components in various percentages permitting a relatively uniform dispersion of the pulling lubricant in the product at appropriate levels. For example, a 25% masterbatch of pulling lubricant added as 5% of the total mixture results in a final lubricant concentration of 1.25%, and a 25% masterbatch of pulling lubricant added as 10% of the total mixture results in a final lubricant concentration of 2.5%, etc. Generally, the amount of pulling lubricant contained in the final compound mixture is in the range of from about 2 to about 15% based on the total weight of the composition.

[0028] To adjust the levels of pulling lubricant in the final mixture, a second polymeric material may be included in the mixture formulation. The second polymeric material can be the same or different as the polymeric material used as the polymer carrying the pulling lubricant. Preferably, the second polymeric material comprises a crosslinkable silane-ethylene copolymer or pre-grafted polyethylene resin. Generally, the amount of second polymeric material is in the range of from about 18 to about 80 weight percent, based on the total weight of the composition. Flame retardants, catalysts, color concentrates and other additives may also be used. If such components are used, they may be kept separate from the polymer components until the time of extrusion.
Compositions of the present invention may be prepared by kneading and blending the various components in conventional kneaders, mixers, extruders, or other commonly used compounding machines, such as a single- or twin-screw compounding extruder, Buss kneader, Banbury mixer, two-roll mill, or other heated shear-type mixers. The melted, continuous homogeneous matrix of resin, pulling lubricant, and optional other components are then extruded to form jackets or sheaths for use in electrical cables. In either single-layer, co-extrusion or tandem extrusion methods, a conductor, either solid or stranded, is first introduced into an extrusion head where the heated, melted sheath composition is introduced and applied to the circumference of the conductor in one or more layers. The total thickness of the coating will vary mainly depending on the dimensions of the conductor and compliance with appropriate industry standards. The final product is then introduced into a cooling water bath and ultimately the cooled product is wound onto reels.

Preferably, the crosslinking of the polymers takes place subsequent to the extrusion step. The crosslinking process may take place in air or in a sauna, or alternatively in steam or in an inert atmosphere. When using a heat-cure method for crosslinking, the final product upon leaving the extruder head proceeds directly into a heated, pressurized chamber (or tube) where the crosslinking takes place. Generally, the chamber or tube is at a temperature considerably higher than the extruder or head themselves. Given the reactive nature of the polymeric components and crosslinking agents, it was surprising to find that the finished cables produced with compositions of the present invention yielded a pulling lubricant continuously available at the surface of the outer sheath so that it is available to reduce the cable sheaths' exterior surface coefficient of friction in order to minimize the pulling force necessary to install the cable. Given the reactive nature of the components, it was expected that the pulling lubricant would interfere with the crosslinking process or react and crosslink itself, making it less available at the surface of the cable sheath for lubrication.

In accordance with the testing subsequently described, it has been determined that, for type XHHW, type RHH/RHW, and type USE cables specifically, high viscosity silicones, specifically polydimethylsiloxane, or a fatty acid amide such as erucamide or oleamide are preferred pulling lubricants to be incorporated in the crosslinked polyethylene sheath.

EXAMPLES

The following examples are presented to further illustrate the present invention and are not to be construed as limiting the invention.
EXAMPLE I

Various cable sheath compositions were formulated in accordance with the present invention for testing as described in more detail below. As shown in Table I, a polymeric resin of crosslinkable silane-ethylene copolymer (commercially available from Dow Chemical Company under the trade designation Si-Link™ AC DFDB-545 1 NT) was initially blended with a 25% concentration of high viscosity silicone (polydimethylsiloxane) to yield a carrier-impregnated resin containing various percentages of pulling lubricant in the final mixture as indicated in Table I. With respect to all samples (except V-Y), the carrier-impregnated resin was coextruded with a pre-grafted polyethylene resin (commercially available from Padanaplast USA, Inc. under the trade designation A-3001) as well as a flame retardant/catalyst (commercially available from Padanaplast USA, Inc. as CAT005FR), and a color concentrate (commercially available from Dow Chemical Company under the trade designation DFNC-0039 BK). The various sheathed samples were then cooled in a water bath prior to testing. A "control" cable was also prepared as indicated in Table I (which did not contain any pulling lubricant in the outer sheath).
Table I

<table>
<thead>
<tr>
<th>Sample</th>
<th>% Pulling Lubricant</th>
<th>Silane-ethylene copolymer impregnated with pulling lubricant</th>
<th>Standard pre-grafted polyethylene resin</th>
<th>Flame Retardant/Catalyst</th>
<th>Color</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>1</td>
<td>4</td>
<td>74.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>B</td>
<td>2</td>
<td>8</td>
<td>70.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>C</td>
<td>3</td>
<td>12</td>
<td>66.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>D</td>
<td>4</td>
<td>16</td>
<td>62.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>E</td>
<td>5</td>
<td>20</td>
<td>58.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>F</td>
<td>6</td>
<td>24</td>
<td>54.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>G</td>
<td>7</td>
<td>28</td>
<td>50.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>H</td>
<td>8</td>
<td>32</td>
<td>46.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>I</td>
<td>9</td>
<td>36</td>
<td>42.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>J</td>
<td>9.5</td>
<td>38</td>
<td>40.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>K</td>
<td>10</td>
<td>40</td>
<td>38.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>L</td>
<td>10.5</td>
<td>42</td>
<td>36.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>M</td>
<td>11</td>
<td>44</td>
<td>34.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>N</td>
<td>11.5</td>
<td>46</td>
<td>32.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>O</td>
<td>12</td>
<td>48</td>
<td>30.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>P</td>
<td>12.5</td>
<td>50</td>
<td>28.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>Q</td>
<td>13</td>
<td>52</td>
<td>26.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>R</td>
<td>13.5</td>
<td>54</td>
<td>24.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>S</td>
<td>14</td>
<td>56</td>
<td>22.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>T</td>
<td>14.5</td>
<td>58</td>
<td>20.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>U</td>
<td>15</td>
<td>60</td>
<td>18.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>V+</td>
<td>1</td>
<td>4</td>
<td>74.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>W+</td>
<td>2</td>
<td>8</td>
<td>70.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>X+</td>
<td>3</td>
<td>12</td>
<td>66.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>Y+</td>
<td>4</td>
<td>16</td>
<td>62.5</td>
<td>20</td>
<td>1.5</td>
</tr>
<tr>
<td>Control</td>
<td>0</td>
<td>0</td>
<td>78.5</td>
<td>20</td>
<td>1.5</td>
</tr>
</tbody>
</table>

*Amounts are weight percent, based on the total weight of the crosslinked polyethylene sheath.

+Ethylene copolymer only.
EXAMPLE II

Coefficient of Friction Test

[0035] Referring now to FIG. 2, diagrammatically illustrated is the apparatus used to determine coefficient of friction for a given cable being pulled in conduit. The coefficient of friction test apparatus was developed to give a consistent way to determine the input values necessary to use the industry-standard program published by PolyWater Corporation to calculate a real-world coefficient of friction for a given cable being pulled in conduit. Given the inputs for the conduit setup, the back tension on the wire, and the pulling tension on the pulling rope, this program back-calculated a coefficient of friction for the cable by subtracting the back tension from the pulling tension and attributing the remaining tension on the rope to frictional forces between the cable and the conduit.

[0036] As shown in FIG. 2, the overall setup used a pulling rope threaded through ~40' of PVC conduit (appropriately sized for the cable being pulled) with two 90° bends, the pulling rope threaded through a load cell so that pulling force could be constantly monitored and logged. Attached to the pulling rope was a 100' piece of XHHW cable to be tested comprising three AWG 4/0 wires. The end of the XHHW test sample was attached to a metal cable which was wrapped around a cylinder with an air brake to allow the constant back tension on the set up. The metal cable providing back-tension was also threaded through a load cell so that it could be monitored in real-time, and continuously logged. Values for both back tension and pulling tension were logged for the time it took to pull cable through the conduit run. The resulting values were then averaged and used in the PolyWater program to calculate coefficient of friction.

[0037] Referring now to FIG. 3, graphically illustrated is a comparison of the resulting coefficient of friction for various cable samples (made using the formulations described above in Example I) containing various percentages of pulling lubricant. As shown in FIG. 3, the line corresponding to "Poly (yellow 77)" represents the "Control" sample containing standard Padanaplast crosslinked polyethylene in the exterior sheath (with no internal pulling lubricant) which was coated with Yellow 77 pulling lubricant on the exterior of the sheath for the coefficient of friction test. The line corresponding to "Poly (Dow)" corresponds to Samples V-Y (in which the additional polymer was a silane-ethylene copolymer rather than a pre-grafted resin). The results in FIG. 3 illustrate that sheaths prepared in accordance with the invention containing pulling lubricant in an amount in the range of from about 2 to about
15 weight percent based on the total weight of the composition reduces the coefficient of friction of the exterior surface of the cable more significantly than cables prepared without pulling lubricant.

**Large Scale Tests**

[0038] Various test cable samples (750kcmil Aluminum XHHW, 500kcmil Copper XHHW, and AWG 4/0 Copper XHHW) were prepared using the formulations of Sample I and the "Control" sample of Example 1. The samples were subjected to a "large scale" test to simulate "real world" installation conditions. In this test, multiple individual XHHW wires were provided on payoffs and attached to a pulling rope that was threaded through an arrangement of 3" conduit that included a total of about 450 feet of conduit interspersed with a total of eight 90° bends. A pulling rope was attached to the conductors and a tugger was used to pull the cable arrangement through the conduit. The rope was threaded through a pulley arrangement that used a load cell to monitor rope tension while the wire was pulled through the conduit. This tension was continuously logged and averaged to give an average pulling force for the pull. This force correlated directly to the coefficient of friction for the cable. 4 separate pulls were conducted for the Control samples and 5 separate pulls were conducted for cables formulated using the Sample I formulation. FIGS. 4-7 illustrate a comparison of the different required pulling forces for the Sample I and Control formulations tested in 500kcmil copper (FIGS. 4 and 5) and 750kcmil aluminum (FIGS. 6 and 7) products. As illustrated in these figures, the Sample I formulation with the aluminum conductor (FIGS. 6 and 7) resulted in a lesser average pulling force than the standard XHHW product with the externally applied industry standard Y77.

[0039] In accordance with an advantage of the present invention, the pulling lubricant that is incorporated in the sheath is present at the outer surface of the sheath when the cable engages, or in response to the cable's engagement with, the duct or other structure through which the cable is to be pulled. For the cables of the present invention, where the outer sheath is of crosslinked polyethylene and the preferred pulling lubricant is polydimethylsiloxane, the lubricant permeates the entire crosslinked polyethylene sheath portion and is, in effect, continuously squeezed to the sheath surface in what is referred to as the "sponge effect," when the cable is pulled through the duct. Where the preferred lubricant is a fatty acid amide such as erucamide or oleamide, the lubricant migrates to the surface of the sheath.

[0040] Although the aforementioned description references specific embodiments and processing techniques of the invention, it is to be understood that these are only illustrative.
For example, although the description has been with respect to electrical cable, it is also applicable to other types of non-electrical cable such as, for example, fiber optic cable. Additional modifications may be made to the described embodiments and techniques without departing from the spirit and the scope of the invention as defined solely by the appended claims.
WHAT IS CLAIMED IS:

1. A method of forming a crosslinked polyethylene sheath for an electrical power cable, comprising:
   (a) blending a crosslinkable polyethylene or ethylene copolymer resin with a pulling lubricant selected from the group consisting of silicone and fatty acid amides to form a blend,
   (b) processing the blend into a shape of a sheath for an electrical power cable, and
   (c) crosslinking the blend to form the crosslinked polyethylene sheath for an electrical cable.
2. The method of claim 1, wherein the pulling lubricant is present in an amount in the range of from about 2 to about 15 weight percent, based on the total weight of the crosslinked polyethylene sheath.
3. The method of claim 1, wherein the pulling lubricant is silicone.
4. The method of claim 1, wherein the pulling lubricant is polydimethylsiloxane.
5. The method of claim 1, wherein the pulling lubricant is a fatty acid amide.
6. The method of claim 5, wherein the fatty acid amide is erucamide.
7. The method of claim 5, wherein the fatty acid amide is oleamide.
8. The method of claim 1, wherein the pulling lubricant is available at the surface of the crosslinked polyethylene sheath to reduce the sheath's exterior surface coefficient of friction and reduce the pulling force necessary to install the electrical cable.
9. The method of claim 1, wherein the crosslinkable polyethylene resin is selected from the group consisting of low density polyethylene, linear low density polyethylene, high density polyethylene, silane-grafted polyethylene, ethylene copolymers, and combinations thereof.
10. The method of claim 1, wherein the blend in the processing step comprises a continuous, homogeneous matrix.
11. The method of claim 1, wherein the blend comprises in the range of from about 40 to about 99 weight percent crosslinkable polyethylene resin based on the total weight of the composition.
12. The method of claim 1, further comprising blending a cure system along with the crosslinkable polyethylene resin and pulling lubricant.
13. The method of claim 12, wherein the cure system comprises a moisture-curable silane compound and the blend is cured by exposing the sheath to moisture.
14. The method of claim 13, wherein the moisture exposure comprises contacting the sheath with water at a temperature of 24°C or less.

15. The method of claim 13, wherein the silane compound is grafted onto the crosslinkable polyethylene resin by reactive extrusion.

16. The method of claim 12, wherein the cure system comprises heat-activated organic peroxide and the blend is cured by exposing the sheath to heat.

17. The method of claim 16, wherein the heat exposure comprises contacting the sheath with steam.

18. The method of claim 16, wherein the heat exposure comprises contacting the sheath with a heated, pressurized gas.

19. A crosslinked polyethylene sheath for an electrical cable produced by the method of claim 1.

20. A composition comprising crosslinked polyethylene and from about 2 to about 15 weight percent pulling lubricant selected from the group consisting of silicone and fatty acid amides.

21. The composition of claim 20, wherein the pulling lubricant is silicone.

22. The composition of claim 20, wherein the pulling lubricant is polydimethylsiloxane.

23. The composition of claim 20, wherein the pulling lubricant is a fatty acid amide.

24. The composition of claim 23, wherein the fatty acid amide is erucamide.

25. The method of claim 23, wherein the fatty acid amide is oleamide.

26. Sheathing for wire or cable comprising at least one layer comprising the composition of claim 20.

27. Sheathing for wire or cable comprising at least one layer comprising the composition of claim 21.

28. Sheathing for wire or cable comprising at least one layer comprising the composition of claim 22.

29. Sheathing for wire or cable comprising at least one layer comprising the composition of claim 23.

30. Sheathing for wire or cable comprising at least one layer comprising the composition of claim 24.

31. Sheathing for wire or cable comprising at least one layer comprising the composition of claim 25.
32. The composition of claim 20, wherein the crosslinked polyethylene is obtained by crosslinking a polyethylene resin blended with the pulling lubricant.

33. The composition of claim 20, wherein the polyethylene resin is selected from the group consisting of low density polyethylene, linear low density polyethylene, high density polyethylene, silane-grafted polyethylene, ethylene copolymers and combinations thereof.

34. The composition of claim 32, wherein the blend comprises a continuous, homogeneous matrix of the polyethylene resin and pulling lubricant.

35. The composition of claim 32, wherein the blend comprises at least 80 weight percent polyethylene resin, based on the total weight of the composition.

36. The composition of claim 32 wherein the blend comprises a silane compound grafted onto the polyethylene resin by reactive extrusion.

37. A composition for an electric cable sheath comprising:
   a carrier comprising a first crosslinkable silane-ethylene copolymer or pre-grafted polyethylene and polydimethylsiloxane, wherein the polydimethylsiloxane is impregnated into the first crosslinkable silane-ethylene copolymer or pre-grafted polyethylene to form a carrier; and
   a compound system comprising a second crosslinkable silane-ethylene copolymer or pre-grafted polyethylene that is different from the carrier.

38. The composition of claim 37, wherein the compound system further comprises a catalyst.

39. The composition of claim 37, wherein the carrier is present in an amount of from about 12 to about 50 weight percent, based on the total weight of the composition.

40. The composition of claim 37, wherein the polydimethylsiloxane is present in an amount in the range of from about 2 to about 15 weight percent, based on the total weight of the composition.

41. The composition of claim 37, wherein the second crosslinkable silane-ethylene copolymer or pre-grafted polyethylene is present in an amount in the range of from about 28 to about 70 weight percent, based on the total weight of the composition.
42. In a method of manufacturing a finished electrical cable having a conductor core and a sheath formed primarily of crosslinked polyethylene, the sheath surrounding at least said conductor core and defining the outermost exterior surface of the finished cable, the improvement comprising combining a preselected lubricant with said crosslinked polyethylene prior to the formation of said sheath to provide a reduced coefficient of friction of said outermost exterior surface and also reduce the amount of force required to pull the cable during its installation, in which said lubricant is of the type which migrates through said sheath to be available at said outermost exterior surface of said finished cable during the cable's installation.

43. In a method of manufacturing a finished electrical cable having a conductor core and a sheath formed primarily of a crosslinked polyethylene, the sheath surrounding at least said conductor core and defining the outermost exterior surface of the finished cable, the improvement comprising combining a preselected lubricant with said crosslinked polyethylene prior to the formation of said sheath to provide a reduced coefficient of friction of said outermost exterior surface and also reduce the amount of force required to pull the cable during its installation, in which said lubricant is of the type which permeates said sheath to be continuously available at the said outermost exterior surface during its installation.

44. The improvement as defined in either Claim 42 or Claim 43, in which said combining is effected by combining said preselected lubricant with said crosslinked polyethylene in non-pellet form, thereby to form lubricated material pellets, and extruding the sheath with use of the so-lubricated material pellets.

45. The improvement as defined in either Claim 42 or Claim 43, in which said combining is effected by injecting said crosslinked polyethylene in non-lubricated form into an extruding head at a first location and injecting the said preselected lubricant into said extruding head at a second location downstream from said first location, while extruding said sheath through said extruding head.

46. The improvement as defined in either Claim 42 or Claim 43, in which said combining is effected by combining said preselected lubricant with pellets of said crosslinked polyethylene, and extruding the sheath with use of the so-lubricated material pellets.
47. In a method of manufacturing a finished electrical cable of the type having a conductor core, and an outermost extruded sheath comprising crosslinked polyethylene defining the exterior surface of the finished cable, the improvement comprising introducing a preselected lubricant of the type that will migrate to the surface of said outermost extruded sheath to be available at said exterior surface during the finished cable's installation to provide a reduced coefficient of friction of said exterior surface of said outermost sheath and also reduce the amount of force required to pull the finished cable during its installation.

48. In a method of manufacturing a finished electrical cable of the type having a conductor core, and an outermost extruded sheath comprising crosslinked polyethylene defining the exterior surface of the finished cable, the improvement comprising introducing a preselected lubricant of the type that permeates said outermost extruded sheath to be available at said exterior surface during the finished cable's installation, to provide a reduced coefficient of friction of said exterior surface of said outermost extruded sheath and also reduce the amount of force required to pull the finished cable during its installation.

49. A method of providing a finished electrical cable of the type having a cable core and an external sheath with an exterior surface defining the outermost exterior surface of the cable, for installation through building passageways, said method comprising:

   during the manufacture of said finished cable, extruding crosslinkable polyethylene to form said external sheath;

   prior to the formation of said sheath, introducing lubricant to provide a reduced coefficient of friction of the exterior surface of said external sheath and to also reduce the amount of force required to pull said finished cable through said passageways, in which said lubricant is of the type that either migrates through, or permeates, said external sheath; and

   providing said cable for said installation without any additional lubricant at said exterior surface besides said introduced lubricant.

50. The method as defined by any one of claims 42, 43, 47, 48 and 49 in which said lubricant is a high viscosity silicone.

51. The method as defined by any one of claims 42, 43, 47, 48 and 49 in which said lubricant is polydimethylsiloxane.

52. The method as defined by any one of claims 42, 43, 47, 48 and 49 in which said lubricant is a fatty acid amide.

53. The method as defined by any one of claims 42, 43, 47, 48 and 49 in which said lubricant is erucamide.
54. The method as defined by any one of claims 42, 43, 47, 48 and 49 in which said lubricant is oleamide.

55. The method as defined by any one of claims 42, 43, 47, 48 and 49 wherein said lubricant is present in an amount in the range of from about 2 to about 15 weight percent, based on the total weight of the external sheath.

56. The method of Claim 42 in which the lubricant migrates to the surface of said outermost extruded sheath.

57. The method of Claim 43 in which the lubricant permeates, but does not substantially migrate to the surface of, said outermost extruded sheath.

58. In a method of manufacturing a finished electrical cable of the type having a conductor core and an outermost extruded sheath of crosslinked polyethylene defining the exterior surface of the finished cable, the improvement comprising combining with the preselected material, prior to completing the extrusion of said sheath, a preselected lubricant of the type that will migrate to the surface of said sheath to be available at said exterior surface and reduce the amount of force required to install the cable at the time of the cable's installation.

59. The improvement of Claim 58, wherein the force required to install the cable is a pulling force.

60. In a method of manufacturing a finished electrical cable of the type having a conductor core and an outermost extruded sheath of crosslinked polyethylene defining the exterior surface of the finished cable, the improvement comprising combining with the preselected material, prior to completing the extrusion of said sheath, a preselected lubricant of the type that will permeate said sheath to be available at said exterior surface and reduce the amount of force required to install the cable at the time of the cable's installation.

61. The improvement of Claim 60, wherein the force required to install the cable is a pulling force.

62. The method as defined by any one of claims 42, 43, 47, 48, 49, 58, 60 in which the reduction of the required force for installation ranges from approximately 30% to approximately 70% of the force required to install non-lubricated cable of said type.

63. A finished electrical cable manufactured by the method of any one of claims 42, 43, 47, 48, 49, 58, 60.
FIG. 1

FIG. 2

COF TEST

30'

3-CONDUCTOR CABLE

BACK TENSION DEVICE WITH AIR BRAKE AND LOAD CELL

UES 2" OR 3" SCHEDULE 40 PVC CONDUIT (CONDUIT SIZE DEPENDS ON SIZE OF CONDUCTORS)
FIG. 4

SIM XHHW Cu. 500KCMIL VERSUS YELLOW 77

REPRESENTATIVE GRAPHS OF SIM 500KCMIL XHHW COPPER AND STANDARD 500KCMIL XHHW COPPER PULLED WITH YELLOW 77
INTERNATIONAL SEARCH REPORT

A CLASSIFICATION OF SUBJECT MATTER
IPC(8) - H01R 13/40 (2010.01)
USPC - 439/587

According to International Patent Classification (IPC) or to both national classification and IPC

B FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC(8) - H01R 13/40 (2010 0 01)
USPC - 439/587

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
IPC(8) - H01R 13/40 (2010 01)
USPC - 439/587 (search term limited)

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
PubWEST (USPT,PGBJ,EPAB,JPAB), Google
Search terms used: active additive bloom cable cover croslink cure curing ethylene internal lubricious lubricant lubricious moisture olefin package ptds polydimethylsiloxane polyethylene polyolefin sheath silicone surface surfactant system water

C DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2007/0243761 A1 (Chambers et al) 16 October 2007 (18 10 2007), para [0002], [0003], [0008]-[0010], [0019]-[0022], [0038], [0040], [0042], [0044]-[0045], [0047]-[0057], [0063], Fig 3, Table 1, abstract</td>
<td>1-36, 42-63</td>
</tr>
<tr>
<td>A</td>
<td>US 5,227,080 A (Berry) 13 July 1993 (13 06 1993), entire document</td>
<td>1-63</td>
</tr>
</tbody>
</table>

Special categories of cited documents

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search
04 May 2010 (04 05 2010)

Date of mailing of the international search report
17 MAY 2010

Name and mailing address of the ISA/US
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
PO Box 1450, Alexandria, Virginia 22313-1450
Facsimile No 571-273-3201

Authorized officer
Lee W Young
PCT Helpdesk 571 272-4300
PCT OSP 571 272-7774

Form PCT/ISA/210 (second sheet) (July 2009)