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To all whom it may concern: 
Be it known that I, MARGARET H. BERGEN, 

of the city of Brooklyn, county of Kings, and 
State of New York, have invented a new and 
useful Improvement of a Catch, which im 
provement is fully set forth in the following 
Specification and accompanying drawings, 
and Was partially described in specification 
for caveat filed on the 14th day of August, 
1876, for a certain combination-catch, to be 
applied to corset-clasps and other purposes, 
designed to attach and detach, without sewing. 
I now. desire to add to the same a safety 

pin, for the purpose of using it for a cuff. 
fastener. This catch (the principle of opera. 
tion being the same) is a modification of my 
catch or cord holder for fastening a dress-ele 
vator, for which a second patent was granted 
On the 21st day of April, 1874, numbered 
149,911, which catch I claim to be solely my 
OWn invention, and verily believe it to be the 
Original and first catch of this particular 
combination ever invented or put into practi 
cal use. 
In the accompanying drawings, Figure 1 

gives a perspective view of the catch when 
complete, with the lever C partly open to ad 
mit the fabric; Fig. 2, a sectional view, show. 
ing the lever C, operating by the pivots a a 
from the arms BB, with the safety-pin D at 
tached to the flat side of the base A. Fig. 3 
shows the lever C set at right angles with the 
pivots a. a. 

Like letters indicate like parts in the differ. 
ent figures. 
My invention consists of a metal catch, (to 

be finished in either nickel-plate, lacquer, gilt, 
Or in whatever manner may be deemed desir. 
able,) comprised of a solid base, as seen in 
Figs. 1 and 2, designated A, a part of which 
is turned at right angles, bb, on each side, 
extending into arms 'B B, thus forming the 
slots or opening E for the purpose of admit. 
ting the fabric, which fabric is fastened se 
curely by the lever C, operating by pivots a 
a from the arms B B pressing down upon it, 
and having a safety-pin, D, attached to the 
flat side of the base A for the purpose of 
fastening it to the lining of the sleeve, the 
construction of the pin being such that the 
point is thoroughly protected. 
Having thus described my invention, what 

I claim as new, and desire to secure by Let 
ters Patent, is 
The combination of the pin D and the buckle, 

consisting of the base-plate A, with right 
angled arms B B, slotted at E, and provided 
with the cam-lever C, pivoted to the said arms 
at their ends by the lugs AA, all operating 
substantially as described, and for the pur 
poses set forth. 
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